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Matt Roberds. To the best of my knowledge, I believe that this information is true and correct.
However, you use any of this information at your own risk. Volkswagen used a combination
flasher and relay on , , and US-spec Buses for the turn signal and hazard warning functions.
Similar relays may also have been used on other Types. The Bus relay is commonly known as a
"9 prong box". Note: Some of this discussion will make a lot more sense if you can follow along
in the wiring diagram for your VW. Thanks, Thom! I have also made a simple drawing of the
original hookup:. The box I disassembled is marked as follows. The "front" side, with part
numbers:. The box is held together by a long rivet through the mounting hole. To get mine
apart, I drilled out the rivet head on the "back" side of the box. Then, I pried apart the three
snap-locks on the "front" side of the box - one on each side about a quarter of the way from the
bottom and one at the top center. The "front" cover can then be removed feeding the ground
wire through the hole and the guts pulled out of the box. The guts consist of three relays, eleven
resistors, four capacitors, and three transistors. I have not completely mapped this circuitry out,
other than to find that one of the transistors simply drives one of the relay coils. Some of the
circuit also must detect when a load is placed on the box by turning on the turn signals or
hazard flashers so it will start operating. I would assume that the other two transistors are in the
"classic" multi-vibrator circuit to provide a steady pulse stream. One of the relays is driven by
these pulses. One contact of this relay is connected to battery voltage, and the other is
connected to the 49a terminal, through the coil of the second relay, to provide the pulses to the
turn signals. In other words, it performs the same function as a two-terminal flasher. The
second relay mentioned above is somewhat special. Most automotive relay coils are wound with
many, many turns of very fine wire and are designed to have full battery voltage across the coil.
This one, however, is wound with a few turns of heavy wire and is designed to drop very little
voltage across the coil. The coil is wired in series between the pulsing battery voltage provided
by the first relay and the 49a output to the turn signal switch. One of its contacts is grounded,
and the other contact goes to the KBL terminal for the indicator light in the speedometer. The
effect of all this is that this second relay monitors the current being output to 49a. Only if
sufficient current flows will the contacts close, causing the speedometer indicator light to
illuminate. This is done to provide a lamp failure indication. If one of your turn signal bulbs front
or back burns out, the other bulb on that side will still flash. However, it will draw about half of
the normal current, so this second relay will not activate, keeping the speedometer indicator
light off. This is to alert you the driver that one of your bulbs is burned out. Note that if both of
your turn signal bulbs on one side are burned out or disconnected, nothing will happen when
you flip the turn signal lever to that side. Aside: The older round can flashers also provided this
function. Even on semaphore Buses, the speedometer indicator light is not simply in parallel
with the semaphore coils and lights, but is instead switched on a separate wire from a switch on
the semaphore that only closes when the semaphore is fully extended. The various US and EU
regulations usually require this kind of monitoring function for the turn signals. The third relay
is the largest and has four poles. One side of its coil is connected to terminal 30 battery voltage
at all times and the other side is connected to the -S terminal. The -S terminal is switched to
ground by the hazard switch on the dash to turn this relay on. One of the poles on this relay is
connected to the VR terminal and another pole is connected to the VL terminal. With the
hazards off relay unpowered , the relay does not connect VR or VL to anything else. With the
hazards on relay on , VR and VL are both connected to 49a. This makes the front turn signals
flash regardless of the position of the turn signal switch. The third pole performs a similar
function for the brake light. The "wiper" movable contact is connected to terminal 54f, the brake

light output. With the hazards off relay unpowered , the relay connects 54f to 54, the input from
the brake light switch on the master cylinder. With the hazards on relay powered , the relay
connects 54f to 49a, so the rear turn signal and stop lamps will flash regardless of the position
of the turn signal switch. Finally, the fourth pole basically makes sure that the turn signals only
work with the ignition on but that the hazards work anytime. The "wiper" is connected to
everything inside the box that needs battery voltage to operate. With the hazards off relay
unpowered , the relay connects the wiper to terminal 15 battery voltage with key on. With the
hazards on relay powered , the relay connects the wiper to terminal 30 battery voltage on at all
times. First, know that the 9 prong box has nothing to do with your headlights! If you are having
trouble with your headlights, look elsewhere. Also, if you can get any of the turn signal bulbs on
the car at all to flash, the 9 prong box is not the first place to look. Check out your turn signal
switch and the wiring first. Also make sure that the bulbs are not burned out, and that they are
well-seated in their sockets. Check all the fuses too. Do NOT let anything connected to this
terminal touch anything that is grounded like all of the body sheet metal or a major meltdown
WILL result! If you have one end of your jumper wire clipped to 30, pay attention to where the
other end is. It would be best to use the kind of alligator clips that have a plastic sleeve over
them. Consider making a fused jumper wire with a 16 A fuse in an inline holder. Testing: You
will either need a short piece of wire, 12 to 16 gauge 2. With the key off and turn signal and
hazard flashers off, pull the wire off terminal VL on the 9 prong box and either touch it to the
wire on terminal 30 with your friend watching the light or use the alligator clip wire to make the
connection so you can go outside and look. If you are friendless, park against a wall so you can
see the light reflected at you. If the left front light doesn't light up when you do this, there is a
problem in the wiring, with the bulb, or in the socket. Put the VL wire back on its terminal when
you've figured it out. Repeat the same test for VR: pull the wire off of VR and touch that wire to
30 and the right front light should come on. Put the VR wire back when you're done with it. To
test the rear lights and a partial checkout of the turn signal switch , do this. Pull off the wire
connected to terminal 54f and touch it to terminal Make sure both of your rear lights come on.
Now, with the key off, flip the turn signal switch into "left turn". Your left rear light should go out
but the right one should stay on. Now flip the switch to "right turn" and your left rear light
should be on and the right one should be off. If this is not as expected, the trouble is in the turn
signal switch, wiring, bulbs, or sockets. Put the wire back on 54f when you're done. Finally, to
finish checking out the turn signal switch, pull off the wire connected to terminal 49a and touch
it to terminal Flip the turn signal switch to "left turn" and both the front and rear left turn signal
lamps should come on steadily. Flip the switch over to "right turn" and both the front and rear
right turn signal lamps should come on steadily. If not, there is a problem in the turn signal
switch, wiring, bulbs, or sockets. Put the wire back on 49a when you're done. To test the
speedometer indicator light, pull off the wire connected to terminal KBL, ground it to the body,
and turn the ignition on. The indicator light should light up. If not, there is a problem with the
ignition switch, wiring, bulb, or socket. Once the indicator light is working, you can use it to
check the hazard switch. Pull off the wire connected to terminal -S and hold it and the wire from
KBL together both wires disconnected from the 9 prong box. Turn the ignition on and you
should be able to make the speedometer indicator light go on and off by operating the hazard
flasher switch. If not, there is trouble in the hazard flasher switch or its wiring. When done, turn
off the ignition and replace all wires on their terminals. To test the warning light in the hazard
switch, pull off the wire on terminal "K" on the hazard switch. Run your jumper wire from "K" on
the hazard switch to "30" on the 9-prong box. Pull out the hazard switch and the light should
come on. If not, either the bulb or socket or the grounding of the hazard switch is the trouble.
Remove the jumper and put the wire back on "K" when you're done. There are a few ways to do
this. I outline three ways: one that will get you down the road with turn signals and brake lights
but no hazard flashers, and two that almost completely duplicate the functions of the original
box. Either way is completely reversible - if you find a working 9-prong box later and want to go
back, you can do so just by unplugging this replacement and plugging the box back in. All of
this assumes that you currently have a stock setup, with no hacking on the wiring. Disconnect
your negative battery cable before fooling around with this! Only hook it back up when all wiring
is secure and ready to test. Note that red push-ons are for gauge 0. If you need to connect two
18 gauge 0. If you don't have to have emergency flashers, you can do the following. You'll need
a replacement 6v or 12v flasher 2 or 3 terminal from the auto parts store, some electrical tape,
some 14 gauge 1. Pull the wire connected to -S off of the 9 prong box and tape up the end. Pull
the wire connected to VL off of the 9 prong box and tape up the end. Pull the wire connected to
VR off of the 9 prong box and tape up the end. Pull the wire connected to 15 off of the 9 prong
box and tape up the end. Pull the wire connected to 54 off of the 9 prong box and connect it to
one end of your new wire. Pull the wire connected to 54f off of the 9 prong box and connect it to

the other end of your new wire. Tape up these connections, then temporarily reconnect your
battery negative cable and make sure your brake lights work. When you're happy, disconnect
the battery negative again and continue. Pull the wire connected to 30 off of the 9 prong box and
connect it to terminal X on your new flasher. Pull the wires connected to 49a and KBL off of the
9 prong box. If you have a 2-terminal flasher, connect both the 49a and the KBL wire to "L". You
can make up a "Y" cable using one male push-on, two short pieces of wire, and two female
push-ons, or use a ready-made adapter. When all this is hooked up, hook the battery back up,
and test your turn signals. If they work OK, mount the new turn signal flasher somewhere--just
taping or zip-tieing the metal can to one of the wiring bundles is fine. Make sure none of the
terminals can ground out on the body. The 9 prong box may still have a ground wire hooked
up--disconnect this ground wire and take the 9 prong box out of the car as you don't need it
anymore. Method 2 : Turn signals, brake lights, and hazards - relays - nearly exact duplicate of
original functionality. You'll need some 14 gauge 1. If you have a 12v VW and use a flasher, you
can get an exact duplicate of original functionality. These are generally available at your local
auto parts store, and car alarm and stereo shops. The relay must have five terminals labeled 85,
86, 30, 87, and 87a. If it doesn't have these numbers someplace on the relay, it's not the right
kind of relay. Some of the five-terminal relays sold for driving lights and such have 87 and 87a
connected together all the time, which won't work. If you have a 6v VW, it's harder to find 6v
relays. This relay has sufficient DC contact rating for automotive use, push-on connectors, and
a flange mounting. You will also need a 2. I have ordered from both companies in the past and
gotten good service. Prices are as of October, In case you're wondering about the "exact
functionality" part, it has to do with the indicator light in the speedometer. Originally, this light
is on when the outside turn signal lights are on. If you use a generic 3-terminal flasher, the
speedometer light will be off when the outside lights are on, and vice versa. The flasher has a
separate set of contacts for the indicator light, which lets you wire it to work exactly as the
original. Make a daisy chain with the wire and five push-ons like the following. Plug each female
push-on onto terminal 85 12v or either of the small terminals 6v on a relay. The male push-on
goes to the "-S" wire. Make up a daisy chain using six push-ons like the following. Hook your
battery back up temporarily and pull the hazard flasher switch out. All four relays should click
when you do this. Push it back in and they should click again. When you're happy, disconnect
the battery again. Plug the "VL" wire into terminal 30 12v or COM 6v on one of the three relays
that only has three terminals connected so far. Plug the "VR" wire into terminal 30 12v or COM
6v on one of the two relays that only has three terminals connected so far. Plug the "54f" wire
into terminal 30 12v or COM 6v on the one remaining relay that only has three terminals
connected so far. Plug the "54" wire into terminal 87a 12v or NC 6v on this same relay. Plug the
"15" wire into terminal 87a 12v or NC 6v on the "power" relay. Plug one end into terminal 30 12v
or COM 6v on the "power" relay and plug the other end into terminal "X" on the flasher. If your
flasher has four terminals the flasher , you should have one terminal left over, E. Cut a piece of
18 gauge wire long enough to reach a handy ground like a screw or bolt that goes into the body.
Put the ring terminal under the screw or bolt and plug the push-on onto the E terminal on the
flasher. Hook the battery back up and try it out! Here's a chart of the proper responses:. Once
you're happy that it's working, you need to figure out where and how to mount the relays. The
12v ones have a handy mounting tab; the 6v ones have notches in their flanges for a mount. For
the flange mount ones, it might be easier to bolt them to a thin sheet of plastic or metal, and
then mount that sheet to the body. Make sure none of the connections can ground out on the
body sheet metal! On the 6v version, it is normal for the resistor to get warm in operation - it's
dissipating around 2 to 3 watts. So make sure the resistor isn't right up against anything that
can melt, like another wire. Method 3 : Turn signals, brake lights, and hazards - bay-window
flasher switch - nearly exact duplicate of original functionality. Thanks to Tom Good and Jim
Thompson for their suggestions for this section! If you don't want to wire up all those relays
from Method 2, and you don't mind not having a "stock" hazard flasher knob on your dash, you
can use an aftermarket 6v or 12v 3-terminal flasher and a hazard flasher switch from a
bay-window Bus, A. You'll also need some 18 gauge 0. If you have a 6v Bus, you may need to
replace the 12v light bulb in the switch knob with a 6v bulb. If you can get the 9-prong box wires
to reach the dash where the new switch will be installed, great! However, you'll probably have to
make extension wires for some of the connections - just a length of wire with a female push-on
on one end and a male push-on on the other. When you connect this extension wire to the
original wire where the 9-prong box used to be, wrap the connection with electrical tape so it
doesn't short out on anything. Unplug the "K" blue wire from your old hazard light switch and
tape up the end. Cut a piece of 18 gauge wire long enough to reach from where the 9-prong box
was to a handy ground like a screw or bolt that goes into the body. Put the ring terminal under
the screw or bolt and plug the "-S" wire onto the male push-on. Unplug the brown wire from

your old hazard light switch and plug it onto the "31" terminal on the new switch. First, plug the
"30" wire onto the "30" terminal on the new switch. Use a 12 gauge extension wire as required.
Plug the "15" wire onto the "15" terminal on the new switch - for this and all other extension
wires, you can use 14 gauge wire. Plug the "54" wire onto the "54" terminal on the new switch,
and plug the "54f" wire onto the "54f" terminal on the new switch. Hook your battery back up
temporarily, turn on the ignition, and step on the brakes - your brake lights should be on. Pull
the hazard flasher switch out, and your brake lights should go off. Plug the "VR" wire onto the
"R" terminal on the new switch, and plug the "VL" wire onto the "L" terminal on the new switch.
Make up a 12 gauge wire about 6" 15cm long with female push-ons on each end. Plug the "KBL"
wire onto the "P" terminal on the new flasher. Make up a "Y" cable with two 14 gauge wires,
each about 6" 15cm long. Twist these two wires together on one end and crimp a male push-on
on the twisted wires. Crimp a female push-on on the other two ends. Plug one of the female
push-ons onto the "L" terminal on the new flasher, and the other one onto the "49a" terminal on
the new switch. Plug the male push-on onto the "49a" wire, and wrap this connection with
electrical tape. See the chart above for the proper responses. When you're happy, you need to
figure out where to mount the new flasher - just taping or zip-tieing the metal can to one of the
wiring bundles is fine. You can use a Bus relay on a Bug and just ignore the terminals for 54
and 54f, as long as the voltage matches. You can use a Bug relay on a Bus, as long as the
voltage matches, by adding one external relay for the brake light function. If anyone wants
detailed directions for this, let me know. Someone asked about adding hazard flashers to a Bus
that didn't have them from the factory. Probably the simplest way to do this using stock VW
parts is to use the hazard light switch and relay from a '63, '64, or '65 Bus. You could also use a
9-prong box or the 9-prong box replacement I have described above. When using the ''65 switch
and relay, the hazards will only work with the ignition key on. Method 1 : Adding hazard flashers
to a ''62 bus with the ''65 switch and relay. It appears that the switch simply connects all four of
its terminals together when activated, so exact terminal assignment is not important. First,
disconnect your battery negative cable. Run a 14 gauge wire from one terminal on the switch to
terminal 54 or S on your existing turn signal flasher. Both the stock wire and this new wire
should be connected to 54 or S. Again, connect this new wire in addition to the existing wire.
Temporarily reconnect the battery, turn on the ignition, and turn on the hazard switch. Both rear
lights should flash. The front ones will not flash yet. Note: If you step on the brake, the rear
lights will probably light up steadily as long as you are stepping on the brake, then go back to
flashing when you let off. When you're happy, disconnect the battery and proceed. Run an 18
gauge wire from the last terminal on the switch to terminal 86 on the relay. If the relay has a
terminal 85, run an 18 gauge wire from it to ground body sheet metal. If not, the relay grounds
through its case. Make sure the relay is well-mounted to the body for a ground. Run a 14 gauge
wire from terminal 30 on the relay to terminal 15 on your existing turn signal flasher. Both the
stock wire and this new wire should be connected to Connect the battery back up and try it. All
four lights should flash when you pull out the switch. As before, the rear lights will probably
light steadily if you step on the brakes with the hazard flashers on, although the front lights will
continue to flash. Method 2 : Adding hazard flashers to a ''62 Bus using a 9 prong box or the
replacement discussed above. For 6 volt systems, use the '66 9 prong box, and for 12 volt
systems, use the '67 or '68 9 prong box. For either system, you'll need a simple on-off switch for
the hazards. Start by disconnecting the battery negative cable. Swap wires from existing turn
signal flasher to new 9 prong box: Pull the wire off of 15 on the turn signal flasher and connect
it to 15 on the 9 prong box. Pull the wire off of 54 or S black with green and white stripes on the
turn signal flasher and connect it to 49a on the 9 prong box. Ground the brown ground wire
coming out of the 9 prong box. Temporarily reconnect the battery and try your turn signals they should work just like they did before. When you're happy, disconnect the battery again and
proceed. Run a 10 gauge wire from terminal 30 on the 9 prong box to the top end of your
leftmost fuse - the one that should already have two thick red wires on it. Run an 18 gauge wire
from terminal -S on the 9 prong box to one terminal of your new switch. Run an 18 gauge wire
from the other terminal of your new switch to ground. Connect the harness end to a piece of 14
gauge wire and run this wire to 54 on the 9 prong box. Run another 14 gauge wire from 54f on
the 9 prong box to the turn signal end of the wire you just disconnected. Hook the battery back
up and try it! The proper operation should be the same as in the chart above. The hazards
should work with the ignition on or off, and stepping on the brakes with the hazards on will have
no effect. When you're done, check again that your brake lights are working properly. They're
important! I hope this helps! Please let me know if you find errors or omissions in this
document. The first and most important thing to learn when doing a full re-wire of your VW is
the basic rules of wire colouring, and how to read a wiring diagram. It sounds obvious but when
identifying a replacement wire, every wiring diagram has a wire size number written somewhere

along the length of the wire on the diagram as pictured below, this gives typically the diameter
of the wire, it is a quick way of distinguishing if you have say several red wires which you
should be using for that section, and insures you don't end up burning anything out from
overloading a circuit. One standard rule you will find applies in nearly every case is a striped or
two toned wire is a signal wire will switch something on or off whereas the solid colours are
permanent current wires Power or Earth. This whole module is live and the earthing of each
circuit causes the bulbs to illuminate, whereas with all other components work the opposite way
as they are mechanically triggered. Another point worth making at this point which is very
common is people struggling to to get a charge from their alternator or generator, the most
common flaw is this wiring being incorrect. Your Alternator will do NOTHING until it recieves at
least 4 Volts back feed through the speedometer, so if you have an earth wire on there and no
live, likeall the other bulbs, that's the issue! Seems obvious, but always download a copy of the
wiring diagram for your year and model, remember different models have slight differences as
well as Right Hand Drive and Left Hand Drive affects the wiring loom. Even pre-made looms will
be missing some small segments so it is worth having the diagram so you can make your own
sections. The major difference between old wiring diagrams and new will be around the
alternator as nearly all modern looms are premade to use a single pin single spade setup.
Everyone on our customer care team is an experienced VW owner and works in our office. Rest
easy knowing real people are ready to help you. Enclosed Step-by-Stepâ€¦. Related guides. The
Complete 6Volt toâ€¦. VW Generator to Alternatorâ€¦. Aircooled VW Wiring, the most useful info!
Technical Docs have your say Who hates re-wiring your VW? Amazing Customer Service.
Nothing is ever outsourced. View All Products. Enclosed Step-by-Stepâ€¦ Read More. This is not
an automated service. Each Diagram that is requested has to be hand selected and sent. As this
is a free service it receives an overwhelming amount of requests and may take up to a week or
longer for a response. Just submit a request for the wiring diagram you want ex. We will provide
you with the basic free wiring diagrams in an email that can be viewed, saved or printed for
future use. Automotive basic wiring diagrams are available free for domestic and Asian
vehicles. Some European wiring diagrams are available also. Once you get your Free Wiring
Diagrams, then what do you do with it. You still need to fix the problem that led you here in the
first place right? There are many different ways to look at fixing an electrical problem but we will
stick with the easiest way. First , find the problem area on the wiring diagram. Highlight the
individual circuit using a different color for positive and negative. Trace the wiring till you can
see where a short may have taken place. Eliminate each portion of the diagram in sections until
you find the short in the wiring. This makes knowing where to check connections easy with an
automotive wiring diagram. Free Auto Repair Manuals. Free vehicle specific wiring diagrams
available upon request. Please search first. Wiring Diagrams This is not an automated service.
Please be specific on what area of the vehicle you need a free wiring diagram for. Some of the
images are in ". This will insure the ability to read the free wiring diagrams with ease. Adobe
Acrobat Reader is available as a free download at Adobe. To Submit a request for basic free
wiring diagrams Here. This is the same information that the dealers use. How to read wiring
diagrams Use the two different diagrams below to help you understand what you are looking at.
There are many different symbols on wiring diagrams and can be difficult to figure out what
they each represent if you have not seen them before. The sample wiring diagram to your above
will help you be able to read and understand the description locations on each wiring diagram.
Each part is labeled on the sample wiring diagram to make it easier to read. How to read and
interpret wiring diagrams:. Prospero's Wiring Diagrams presents:. Our diagrams are accurate
and easy to use - they are based on Factory Diagrams. This Auction is for a Diagram for the
Following Vehicle:. Additional Specifications:. US Specifications, all models. Laminated - No
grease smudges on our diagrams. Roll it up and take it with you on the road. More than 20 years
experience. Paypal is the only method of payment we accept. It's very easy to use - and it's
really safe! The USPS mail sorting machines occasionally misread my labels and have to be
hand sorted. Unfortunately, in these very occasional cases, diagrams maybe be delayed a few
days. The problem, as he sees it, is that when a classic car or motorcycle. These diagrams
appear to be made for people who have never heard an. The type is small and the factory or
other after-market diagrams. Garage â€” Color, Legends and Lamination. That's really one of
the hardest things for the shade tree mechanic. All those black wires. The factory manual will
say a wire is supposed to. So I always use. It doesn't require. Every component on our diagrams
are labeled right there on. Anyone whose done any electrical de-bugging will tell you â€” tracing
your way through. Other guys. Ours are. Internet, and through online sales channels such as
E-bay. The wiring diagrams from Prospero's Garage first started out as something to help out
Mr. A lot of them. So I obtained some factory diagrams, and reworked them so they could. Once
the popularity of their diagrams spread, Prospero's Garage started offering color-coded. Harley

Davidson motorcycles. They are working constantly to expand the line â€” often the biggest.
New offerings. I ship my diagrams in custom made tubes - they are rolled, not folded and
creased. If your diagram is lost in the mail, I will send out a replacement. Skip to main content.
Email to friends Share on Facebook - opens in a new window or tab Share on Twitter - opens in
a new window or tab Share on Pinterest - opens in a new window or tab. Add to Watchlist.
People who viewed this item also viewed. Showing Slide 1 of 1 - Carousel. Check if this part fits
your vehicle. Contact the seller. Picture Information. Mouse over to Zoom - Click to enlarge. Get
the item you ordered or get your money back. Learn more - eBay Money Back Guarantee opens in new window or tab. Seller information prosperosdiagrams Contact seller. Visit store.
See other items More See all. Item Information Condition:. Sign in to check out Check out as
guest. Add to Watchlist Remove from watch list. Watch list is full. Longtime Member. Shipping
help - opens a layer International Shipping - items may be subject to customs processing
depending on the item's customs value. Your country's customs office can offer more details,
or visit eBay's page on international trade. Item location:. Dallas, Texas, United States. Ships
to:. This amount is subject to change until you make payment. For additional information, see
the Global Shipping Program terms and conditions - opens in a new window or tab This amount
includes applicable customs duties, taxes, brokerage and other fees. For additional information,
see the Global Shipping Program terms and conditions - opens in a new window or tab.
Estimated between Tue. Estimated delivery dates - opens in a new window or tab include
seller's handling time, origin ZIP Code, destination ZIP Code and time of acceptance and will
depend on shipping service selected and receipt of cleared payment - opens in a new window or
tab. Delivery times may vary, especially during peak periods. Any international shipping and
import charges are paid in part to Pitney Bowes Inc. Learn More - opens in a new window or tab
International shipping and import charges paid to Pitney Bowes Inc. Learn More - opens in a
new window or tab Any international shipping and import charges are paid in part to Pitney
Bowes Inc. Learn More - opens in a new window or tab Any international shipping is paid in part
to Pitney Bowes Inc. Learn More - opens in a new window or tab. Sponsored items from this
seller. Showing Slide 1 of 2 - Carousel. Add to cart to save with this special offer. If you Buy It
Now, you'll only be purchasing this item. If you'd like to get the additional items you've selected
to qualify for this offer, close this window and add these items to your cart. Buy only this item
Close this window. Report item - opens in a new window or tab. This translation tool is for your
convenience only. The accuracy and accessibility of the resulting translation is not guaranteed.
Note: The accuracy and accessibility of the resulting translation is not guaranteed. Seller
assumes all responsibility for this listing. Prosperos Wiring Diagrams prosperosdiagrams
Search within store. Click on 'pay now' button to start the process. Diagrams will be shipped
within two business days of a cleared payment - I work a 'regular' job in addition to this diagram
business, I ship out diagrams as quickly as possible. I insure shipment of my diagrams. I pay
for delivery confirmation on all domestic shipments - if your diagram does not arrive in a
reasonable time, I will send out a replacement diagram. If you get the wrong diagram for any
reason - your fault or mine - just let me know, I'll exchange diagrams for no charge. The
problem, as he sees it, is that when a classic car or motorcycle experiences an electrical
problem, the wiring diagrams they are forced to turn to can be more work than the wiring. These
diagrams appear to be made for people who have never heard an optometrist say "reading
glasses. All those black wires run together into a mess of electrical spaghetti. So I always use
the same colors on the wiring diagram that you see on the wiring loom. It doesn't require
translation. Every component on our diagrams are labeled right there on the page. Other guys
make 20 copies of the black and white version so they can throw the dirty copy away. Ours are
laminated and are, essentially, permanent. Jacob's friends. A lot of them needed help re-wiring.
So I obtained some factory diagrams, and reworked them so they could be usable. They are
working constantly to expand the line â€” often the biggest constraint relates to sourcing the
factory diagrams they use for source material. About Us Payment Shipping Returns. Helpful
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current awning. The complete guide to caravan awnings want to know which awning will best
suit your caravan or rv. Electrical wiring diagram vw t4. A door is a panel that covers an opening
in a building room or vehicle. Vw t25 t3 buyers guide. Golf hatchback and estate and vento
saloon including speciallimited editions covers golf estate to aug and saloon badged vw. Sedan
station wagon including awd mitsubishi magna verada from with Get more information here.
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fitted. Vw t4 workshop manual volkswagen introduced in the t4 ended up being initial
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diesel Factory Schematics Wiring Diagram. Popular Posts. Recent Posts. Random Posts.
JavaScript seems to be disabled in your browser. You must have JavaScript enabled in your
browser to utilize the functionality of this website. Quick view. All wiring is included as per
official factory wiring diagram and color coded to original specifications. Will work with 6 or 12
volt systems. Perfect for the discriminating restorer. Includes main harness, front harness
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