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The sixth generation of the Ford F-Series , also known as the " dentside Ford " to enthusiasts, is
a line of pickup trucks and medium-duty commercial trucks that were produced by Ford Motor
Company from the to model years. This generation marks the introduction of the F and the
SuperCab extended-cab body. Introduced in , the F would ultimately replace the F, becoming
the most popular version of the F-Series. After several years of delays, the second generation of
the Ford Bronco was released as a shortened version of the F In , the Ford F-Series became the
best-selling truck in the United States, a position it has held ever since. This generation was
launched in December for the model year. While retaining the same chassis of the previous
generation, several revisions were made. To fight corrosion, Ford increased its use of
galvanized sheet metal, zinc coated steel, and zinc-rich primer. For , a new model was offered:
The heavy duty F V8. This was a new heavy-duty pickup made with contractors and camping
enthusiasts in mind. Ordering the Camper Special package for the F SRW made it a "Super
Camper Special", which was designed for the much heavier slide-in campers coming on the
market at that time. For introduced September 21, , the F-Series became available in an
extended cab for the first time. Dubbed the "SuperCab", it offered the six-passenger seating of
the crew cab in a shorter length, and competed with Dodge's Club Cab. In model year , this
familiar "split-grille" design was given a slight face lift to feature black accents around the
headlights and a refined overall appearance. For the model year, a limited edition Bicentennial
Option Group was offered on Custom styleside pickups, in either Wimbledon White or Bahama
Blue, with a golden eagle stripe on the side, and red, white, and blue cloth inserts on the seats.
The bed received a rectangular fuel door to conceal the gas cap. The fuel tank located behind
the seat was discontinued due to safety concerns. It also would be the last year of the
medium-duty F Starting in the model year Ford dropped the "Super" from "Super Camper
Special" in favor of calling the F models with camper packages "Camper Special", a name that
was previously only assigned to F's with camper packages. For , the appearance of the F-Series
changed the most since , when the split grille was overhauled in favor of a single-piece grille
insert design. In models , the round headlight design was retained for the Custom trim level. A
luxury "Lariat" trim was also introduced for ; Ranger, Ranger XLT, and Ranger Lariat trim levels
incorporated rectangular headlights with optional chrome headlight bezels and the chrome
grille insert. Dual Fuel tanks in the bed became standard. For , round headlights were replaced
by rectangular ones on all trim levels, and the surrounding grille insert that framed the
headlights was now available in either black or chrome to match that of the aluminum grille
frame. Also new for was the option of part- or full-time four-wheel-drive on SuperCab models.
Full-time four-wheel drive utilized a chain-driven NP transfer case, while part-time four-wheel
drive was equipped with a gear-driven NP The GVWR ratings for these trucks was tied to a
combination of wheel, spring, axle and brake combinations. The series code on the ID tag
denotes which model and from that it can be determined what weight rating each vehicle has.
For example, F10 is an F 2-wheel drive, but F11 is an F 4x4, and so on. Serial numbers
beginning with an "X" are SuperCab models. The sixth generation F-Series underwent a slight
revision of its trim lines. The base and Sport Custom trims were dropped with Custom
becoming the standard trim. The Ranger and Ranger XLT returned, with the Ranger Lariat trim
introduced in with cloth interior trim, specific two-tone body and tailgate trim. The model line
was offered with several appearance packages. For , the Explorer package was offered on the F,
F, and F and the Ranchero and Bronco , consisting of color-keyed exterior and interior trim,
badging, and wheelcovers. Ford Australia assembled right-hand drive sixth generation F-Series
that were fitted with a lineup of locally sourced engines. The Cleveland was a destroked
Cleveland built using tooling exported to Australia after the closure of the Cleveland production
line. The F with a Cleveland model was the first Australian Sixth Gen to receive an automatic
transmission as an option, the six cylinder powered models and the larger F and F were limited
to a four-speed manual. The CID Straight-6 was upgraded with a new crossflow head and
rebadged as the 4. In , a locally assembled 4x4's F with Australian built engines was added to
the lineup to replace the fully imported 4x4 F The Cleveland continued alongside the Cleveland
in the F The 4. In , the Cleveland was discontinued, leaving the standard engine as the 4. The F
and F had an automatic gearbox as an option for the first time in Australia, though still only on
the V8 engine. The only transmission on offer was a 3-speed manual. For , Ford redesigned the
Ford Bronco , basing it upon the F-Series chassis shortened to a inch wheelbase. The new
Bronco incorporated design characteristics which eliminated leaky roofs and body flex
associated with other full size removable top utility vehicles of the era. To lower production
costs over its predecessor, the Bronco was designed with interchangeability with the Ford F
4x4, sharing nearly all exterior body panels from the front doors forward, many interior and trim
parts, and the same powertrain. The M V8 was standard, with a V8 as an option; all Broncos
were fitted with four-wheel drive. Largely unchanged since , medium duty-trucks saw little

change during the s. For , a cubic-inch version of the V8 replaced the previous FE engines.
Shared with the L-Series trucks, the Caterpillar V8 became an option in F and F models;
diesel-powered trucks were distinguished by an extra "0" i. The term "Highboy" is a nickname
given by enthusiasts to F 4x4's, which used the narrower width 34" versus 37" F frame and a
divorced transfer case Dana 24, NP or NP The F "highboy" 4x4 is also historically significant, as
the basis of the first "monster truck", Bob Chandler's Bigfoot. The spring was mounted on top
of the left side of the front differential housing. The rear axle used spacer blocks under the leaf
springs, to match the frontend height. The rear leaf springs were 2. There is an incorrect, albeit
common, belief that Highboy was an option package available on all Ford pick-ups. It was not.
From Wikipedia, the free encyclopedia. Main article: Ford F-Series. This article needs additional
citations for verification. Please help improve this article by adding citations to reliable sources.
Unsourced material may be challenged and removed. Motor vehicle. Main article: Ford Bronco.
See also: Ford B-Series. Retrieved Ford vehicles. Ford Motor Company. E-Series Cutaway F F
Category Commons. Ford F-Series production models and variants. First generation â€”
Second generation â€” Third generation â€” Fourth generation â€” Fifth generation â€” Sixth
generation â€” Seventh generation â€” Eighth generation â€” Ninth generation â€” Tenth
generation â€” Eleventh generation â€” Twelfth generation â€” Thirteenth generation â€”
Fourteenth generation â€”. First generation â€” Second generation â€” Third generation â€”
Fourth generation â€”. Hidden categories: Articles needing additional references from March All
articles needing additional references Articles with short description Short description matches
Wikidata All articles with unsourced statements Articles with unsourced statements from
October Namespaces Article Talk. Views Read Edit View history. Help Learn to edit Community
portal Recent changes Upload file. Download as PDF Printable version. Ford F-Series fifth
generation â€” Ford F-Series seventh generation â€” Argentina Market [14]. Pickup truck. This
Ford F Highboy started its life as a very clean truck that spent its life in the Southwest. This is a
2 owner truck that was frame on restored a few years ago and it is a stock and very original
Highboy. These trucks are getting very very difficult to find especially in this condition and at
this price-point. The body on this truck is excellent!! It is all steel and and it is a very clean and
solid truck. It was frame-on restored because it was meant to be driven and the truck was so
solid there was no need to get crazy with the restoration. This paint looks really nice as it was
professionally painted and disassembled when painted. The color is Bright Blue Metallic which
was the original color. New window and door seals when painted. The underside is also
extremely clean and solid as you can see in the pictures. The interior was also restored and it
looks great!! Newly recovered seat, new dash pad, new door panels, and new headliner. They
also Rhino Lined the floor when everything was out of the cab which is very nice to keep the
solid floors protected and solid. As stated before, it has new weatherstripping and door seals.
Lights, Blinkers, wipers, heater and even original radio is working. Horn is inop. This truck is
also solid mechanically. We were told the engine is the original V8 and that it was rebuilt. It runs
smooth and strong with no smoke, strange noises, or red flags. It was built to look original
under the hood and they added an Aluminum Edelbrock Intake and an Edelbrock 4 Barrel Carb.
They also added dual exhaust which sounds great! This truck has power steering and power
front disc brakes. The transmission is the np 4 Speed manual and it shifts nice. It is mated to
the np transfer case and the 4WD works as it should. It has a Dana 60 Rear Axle with 4. This is a
great running and driving truck. We drive what we sell so that we can give you a first hand and
accurate report on how the vehicle runs and drives. Our pictures are never touched up or
photoshopped. What you see is an accurate representation of the vehicle. We take consistent
pictures and show you everything so you can get a true representation of the vehicle. Drivetrain
Engine Type:. Complete Pictures including undercarriage and Video at Full Gallery. Contact Us
About this Vehicle. Last name. Outlying Islands U. Time to call. Thank you for your interest!
We'll get back to you soon! Speed Digital. I'd love to be emailed when a new, high quality
document is available for my Ford F My email address is:. By using this website, you
automatically accept that we use cookies. What for? Toggle navigation. Home Workshop
Manuals Ford F It is a large, heavily built pickup with heavy duty body-onframe steel ladder
frames, axles, springs, brakes, transmissions and powerful engines. These trucks are well
known for their toughness and ruggedness. Although a tough, rugger truck, it comes
well-furnished inside with the most modern gadgets usually found in sleek automobiles. The F
super duty was also recently re-introduced in this market after ten years. It is being marketed
using the same engine as the Venezuelan F, but only with a 6-speed automatic transmission,
4x2 or 4x4 wheel drive option in both single and double cab configurations. Get notified for new
files? We'll send you a quick email when a new Ford F document is added. Ford F Workshop
Manual. Ford F Owners Manual. Related Models. Ford Official Website. Never miss out: Get
notified when new Ford F documents are added. About Manuals. Connect with us. Engine Code

The fourth digit of the warranty or vehicle identification number indicates basic engine
identification. Carb Type A ''74 6 1-bbl. S ''79 8 2-bbl. Low compression - D. The numbers shown
below apply to all except E-series. From Serial No. When selecting part numbers referenced to
serial numbers, the catalog specifications should be used as an aid in selecting the proper part
number. Note that up through , the serial number consisted of one letter and 5 numbers e. From
, it changed to two letters followed by four numbers e. If only a single-digit trim code, there will
be a space between the first and last digit, as shown here. The third digit identifies the type of
back of cab equipment. District Code The code shown identifies the district which ordered the
unit. If the vehicle is built on a D. O Domestic Special Order , F. Foreign Special Order or L.
Limited Production Option , the complete order invoice number will also be shown after the
District Code Number. You are here: Home Technical V. Tag Decoding. Series Code The first
three digits of the warranty or vehicle vehicle identification number indicate the truck series.
Assembly Plant Code The fifth digit of the warranty or vehicle identification number indicates
the plant at which the vehicle was assembled. Numerical Sequence of Assembly A production
serial number system is used to identify model years. Axle Code The first two digits of the axle
code identify the ratio and capacity of the rear axle. Gross Vehicle Weight The gross vehicle
weight rating for the vehicle based on minimum equipment required. All rights reserved. All
brand names and product names used on this website are trade names, service marks or
registered trademarks of their respective holders. No portion or content of this site may be
reproduced or otherwise used without explicit permission. To report problems or provide
comments or suggestions, please click here. Cataloged as Model Year. Due to varying
production volumes, the exact serial number with which a change becomes effective cannot be
determined. Wheelbase The actual wheelbase in inches is shown on the rating or warranty
plate. B thru G. Transmission Code. Ford of Canada. Close Ratio:. This photo shows the
difference between the T and T The above picture shows the difference between the T and T
manual transmissions. The T has a PTO port on the passenger side of the case. The T has two
PTO covers â€” one on each side. Tremec T 4-Speed. Ford Truck Manual Transmissions. Case
casting number is Synchronized in 2nd,3rd, and 4th, with 1st and reverse non-synchronized.
Available in 2 and 4wd drive versions. Care should be used when ordering parts to make
positive ID of unit. Found in Dodge trucks, Ford pickup trucks and stripped chassis, to 72 GM
trucks, and International Harvester and Navistar trucks from Easily confused with T18, but the
T19 is synchronized in all forward speeds. The T19 has a single step reverse idler gear while the
T18 has a 2 step reverse idler. Available in 2 and 4 WD models. Synchronized in all forward
gears, with top loaded cast iron case. Used in Ford light duty pickups and vans. Similar in
appearance to the Ford top loader transmission but has overdrive 4th gear. Three shift rails
mounted to the left side of case. This unit was produced for cars also but with lighter duty
bearings and gear train. Produced in 2 and 4 wheel drive versions. Has an aluminum case with
shifter turret mounted on extension housing. Synchronized in all forward speeds with 4th being
overdrive. Used in Ford light duty pickup trucks There is also a passenger car version of this
unit with lighter duty bearings and gear ratios. Aluminum case and shift tower. Found in Ford F
light duty trucks from , also known as a TOD top shift overdrive Produced in 2 and 4 wheel drive
versions. F Up M5R2 Mazda built 5 speed fully synchronized transmission found in to present
Ford F series trucks and full size Broncos. Aluminum case, extension housing, and shift cover,
with integral bell housing. Very similar in design to M5R1, but larger with shift lever located in
center of shift cover. Available in 2 and 4WD versions. In case is changed to accommodate
modular motor 4. In the case was changed for 4. The case is very similar to earlier style units
with case length shorter on 4. The bell housing is integral to the case. Shifter is mounted to
small shift cover on top of unit. Built in 2 and 4WD versions. The Super duty model has a
mechanical park brake assembly mounted to the extension housing. The S is found behind , , , ,
and diesel power plants. Great care should be taken to properly identify the unit you are
working on as both the S and S appear to be the same and with the great variety of ratios
available, it is easy to order the wrong parts. Both units have PTO covers on each side of case.
On the left side of the case is mounted and ID tag, which gives the Ford Part number, the ZF
part number and the unit serial number. All gears are synchronized. This unit has an aluminum
case with integral bell housing, a center support, and rear case. This unit is built in both 2 and
4WD versions. The S is found behind diesel engines of and up Ford Super duty and stripped
chassis up to a gross combined weight of 26, lbs. The unit weighs in at lbs. A unique feature of
this unit is an internal oil pump driven off the front of the countershaft that circulates the lube to
a trans cooler. An easy way to identify this unit is by the cooling lines mounted to the case as
found in automatic transmissions. Id tags are mounted on the left side of the main case. Top
loaded heavy-duty 4-speed transmission with cast iron case and shift cover. Used in Ford
trucks Top loaded heavy-duty 4-speed transmission with cast iron case and extension housing

and aluminum shift tower. Top loaded 4 speed with 4th being overdrive. Mazda built 5 speed
fully synchronized transmission found in to present Ford F series trucks and full size Broncos.
F, F30, F, and Super Duty. The S Heavy duty 5 speed fully synchronized transmission with
aluminum case and extension housing. The S unit is used behind the same engines from to
present. An extremely heavy-duty unit with 6 forward speed. NP Ratio: 1st. Close Ratio: 1st. ZF
S Close Ratio â€” 7. New Process 4-Speed. New Process Mazda M5R2 5-Speed. M5R2 5-Speed.
Borg Warner T Borg Warner T 4-Speed. ZF S 5-Speed. ZF S 6-Speed. Quick Links. See also:
Shop Manual , User Manual. Instrument Cluster. Warning lights and chimes. Message center.
Entertainment Systems. Auxiliary input jack. USB port. Satellite radio information. Navigation
system. Climate Controls. Manual heating and air conditioning. Dual electronic automatic
temperature control. Rear window defroster. Turn signal control. Bulb replacement. Driver
Controls. Steering wheel adjustment. Power windows. Speed control. Upfitter controls. Locks
and Security. Anti-theft system. Owners Guide, 1st Printing. USA fus. Ford may change the
contents without notice and without incurring obligation. Please take the time to get well
acquainted with your vehicle by reading this handbook. The more you know and understand
about your vehicle, the greater the safety and pleasure you will derive from driving it. Page 5
Drive your new vehicle at least 1, miles 1, km before towing a trailer. For more detailed
information about towing a trailer, refer to Trailer towing in the Tires, Wheels and Loading
chapter. As with other vehicles of this type, failure to operate this vehicle correctly may result in
loss of vehicle control, vehicle rollover, personal injury or death. In addition, ambulance Page 8
In order to properly diagnose and service your vehicle, Ford Motor Company, Ford of Canada,
and service and repair facilities may Page 9 EDR. Ford Motor Company and Ford of Canada do
not access event data recorder Page 10 If you do not want Ford or its vendors to receive this
information, do not activate the service. Ford Motor Company and the vendors it uses to
provide you with this information do not store your vehicle travel information. Ford strongly
recommends that you use extreme caution when using any device or feature that may take your
focus off the road. Your primary responsibility is the safe operation of your vehicle. If any light
remains on after starting the vehicle, refer to the respective system warning light for additional
information. Drive in a moderate fashion avoid heavy acceleration and deceleration and have
your vehicle serviced immediately by your authorized dealer. Illumination after releasing the
parking brake indicates low brake fluid level and the brake system should be inspected
immediately by your authorized dealer. Engine oil pressure RTT and static warning light :
Displays when the oil pressure falls below the normal range. Refer to Engine oil in the
Maintenance and Specifications chapter. Refer to the Driving chapter for transmission function
and operation. If the light flashes steadily, have the system serviced immediately, damage to the
transmission could occur. Transmission fluid temperature gauge: If the gauge is in the: Normal
area The transmission fluid is within the normal operating temperature between H and C. X if
equipped 9. Refer to Rear park aid in this section to enable. For more information on integrated
key, refer to the Locks and Security chapter. See Perimeter alarm system in the Locks and
Security chapter. See your authorized dealer for service. For more information, refer to
Four-wheel drive 4WD operation in the Driving chapter. Refer to your diesel supplement for
more information. The diesel exhaust fluid must be replenished to resume normal operation of
the vehicle. The engine will eventually enter into an idle-only mode. Contact your authorized
dealer as soon as possible. The customer warranty may be void from using additives that do
not meet or exceed Ford specifications. If the low fuel pressure message persistently appears
after For more information refer to Essentials of good fuel economy in the Maintenance and
Specifications chapter. Dealer service will then be required to restore your vehicle to full-power
operation. Refer to the scheduled maintenance information. If the low fuel pressure message
persistently appears after re-fueling during See Electronic locking differential in the Driving
chapter for more information. Refer to MyKey in the Locks and Security chapter for more
information. Refer to Trailer towing in the Tires, Wheels and Loading chapter for more
information. Ford strongly recommends that drivers use extreme caution when using any
device or feature that may take their focus off the road. Your primary responsibility is the safe
operation of the vehicle. You may store up to six stations in each frequency band for a total of
The system default is disabled. OK: Use in various menu selections. Press again to stop. CD
eject : Press to eject a Ford strongly recommends that drivers use extreme caution when using
any device that may take their focus off the road. Due to technical incompatibility, certain
recordable and re-recordable compact discs may not function correctly when used in Ford CD
players. Do not use any irregular shaped CDs or discs with a scratch protection film attached.
Page Ford Motor Company shall not be responsible for any such programming changes. The
system is working properly. When you move into an open area, the signal should return. Use
with recirculated air to improve cooling performance and efficiency. Direct the outer instrument

panel vents towards the side windows. To increase airflow to the outer instrument panel vents,
close the vents located in the middle of the instrument panel. The system will automatically
provide outside air to reduce window fogging. Press this button again to return to the previous
air flow selection. Passenger heated seat if equipped : Press to control the passenger heated
seat. Refer to Heated and cooled seats in the Seating and Safety Restraints chapter for more
information. Start with the ignition in the off position and the headlamp control in the autolamp
position. Turn the headlamp control to off. Turn the ignition switch to on and then back to off.
Pull the lever fully again to deactivate. Flash-to-pass Pull toward you slightly to activate and
release to deactivate. The headlamps on your vehicle are properly aimed at the assembly plant
and should not normally need adjustment. Repeat Steps 3â€”5 for the other headlamp. Close
the hood and turn off the lamps. Replacing headlamps, park lamps, turn lamps 1. Make sure that
the exterior lamps are off, then open the hood. For the headlamp bulb, remove the bulb by
turning it counterclockwise and pulling it straight out. Rotate the bulb socket counterclockwise
and remove from lamp assembly. Pull the bulb straight out of the socket. Install the new bulb s
in reverse order. Remove the screws and lamp assembly from the vehicle as wiring permits.
Remove the bulb socket by rotating it counterclockwise. Pull out the old bulb from the socket
and push in the new bulb. Install the bulb socket in lamp assembly by turning it clockwise.
Note: To stow the visor back into the headliner, visor must be retracted before moving it back
towards the windshield. If the power point or cigar lighter socket is not working, a fuse may
have blown. Refer to Fuses and relays in the Roadside Emergencies chapter for information on
checking and replacing fuses. This noise can be alleviated by lowering a front window
approximately 2â€”3 in. Note: The ignition must be off and the accessory delay feature must not
be activated in order for this feature to operate. As you shift into any other gear from R Reverse
, the image will remain for a few seconds and then turn off. Refer to Rearview camera system in
the Driving chapter. Fold-away mirrors Fold the side mirrors in carefully before driving through
a narrow space, like an automatic car wash. This provides additional visibility of your vehicle to
other drivers on the road. Using speed control The speed controls are located on the steering
wheel. Disengaging the speed control will not erase the previous set speed. Resuming a set
speed Press and release RSM. This will automatically return the vehicle to the previously set
speed. Press and hold to exit phone mode or end call. The relays are coded as shown in the
accompanying illustration. To stop motion at any time during the one-touch operation, press the
control a second time. To close the shade, pull it toward the front of the vehicle. Because of the
steps involved, it may be helpful to have another person assist you in programming the
transmitter. Additional Car2U system information can be found on-line at Make sure that your
key is on and engine off while programming the transmitter. After successful programming, you
will be able to operate your Car2U system by pressing the button you programmed to activate
the opener. Changes and modifications to the Car2U system transmitter by other than an
authorized service facility could void authorization to use the equipment. Objects that are loose
can become trapped under the pedals causing a loss of vehicle control. Lift tailgate to a degree
angle from horizontal. Remove tailgate from left side hinge by sliding tailgate to the right. To
install, follow the removal procedures in reverse order. Close the step panel, then lift and fully
close the tailgate step into the tailgate. Slide the latch at the bottom of the handle, then lower
the handle. To open the bed extender into tailgate mode: 1. Pull the locking pin toward the
center of the vehicle. Open the latches to release the panels. Ensure the latch rod is inserted
into the tailgate hole and the locking pins on both sides are engaged into their holes in the
pick-up box. Reverse steps for storage of the bed extender. Close the tailgate. The next optional
setting will be displayed. Repeat Steps 4 and 5 until you are done changing the optional
settings. To program a non Ford-approved remote start system as MyKey , do the following: 1.
Enter the vehicle and close all doors. Page See the Check MyKey system status section. Refer
to Using MyKey with remote start systems section. Turn the ignition to the off position. The
horn will chirp once to confirm the procedure is complete. Refer to Optional message center in
the Driver controls chapter. The user should receive a horn chirp to indicate the system has
been disabled or a chirp followed by a honk to indicate the system has been enabled. The seat
position corresponds to the transmitter being used. Repeat this procedure for another
transmitter if desired. Replacing the battery The integrated keyhead transmitter IKT or intelligent
access key IA key uses one coin type three-volt lithium battery CR or equivalent. Illuminated
entry The interior lamps and parking lamps illuminate when the remote entry system is used to
unlock the door s. You may have to be closer to the vehicle than when starting due to ground
reflection and the added noise of the running engine. Refer to Programming spare keys for
instructions on how to program the coded key. Use of these systems may result in vehicle
starting problems and a loss of security protection. Note: Large metallic objects, electronic
devices that are used to purchase gasoline or similar items, or a second coded key on the same

key chain may cause vehicle starting issues. Page If there is any potential perimeter anti-theft
problem with your vehicle, ensure ALL remote entry transmitters are taken to the authorized
dealer to aid in troubleshooting. Pull up the head restraint until it reaches the highest
adjustment position. Pivot the head restraint forward towards your head to the desired location.
After the head restraint reaches the forward-most tilt position, pivoting it forward again will then
release it to the rearward un-tilted position. Insert the two stems into the guide sleeve collars.
Push the head restraint down until it locks. The lid cannot be opened when the armrest is down.
Move the control in the directions shown to move the seat forward or backward. Heated and
cooled seats if equipped The controls for the climate controlled seats are located on the climate
control system. If the engine falls below rpm while the cooled seats are on, the feature will turn
itself off and will need to be reactivated. Turn the vehicle off. Push up on the outside rigid edge
of the filter until the tabs are released, then rotate the air filter toward the front of the vehicle.
Remove filter. Note: The SuperCab has rear outboard head restraints that are not removable and
are bolted to the back wall. Pull forward on the control to fold down the seatback. Pull down on
the handle and lift up on the seatback to return it to the original position. Rear under seat
storage if equipped Crew Cab The rear seat has storage space located under the seat cushion. If
this occurs, let the belt retract slightly and pull webbing out again in a slow and controlled
manner. In addition, all safety belts should be checked for proper function. WARNING: Failure to
replace the safety belt assembly under the above conditions could result in severe personal
injuries in the event of a collision. Please refer to the Body Builders Layout Book for
instructions about the appropriate installation of additional equipment. This arrangement
provides lap and shoulder belt and airbag protection for adult occupants and an attachment
method for a child restraint. Refer to Safety Canopy System later in this chapter. See an
authorized dealer. The Safety Canopy could injure you as it deploys from the headliner. Do not
touch them after inflation. The feature will continue to operate until the vehicle runs out of
power. Disposal of airbags and airbag equipped vehicles See authorized dealer. Page Accident
statistics suggest that children are safer when properly restrained in the rear seating positions
than in a front seating position. Page Children 12 and under should be properly restrained in a
rear seating position whenever possible. If all children cannot be seated and restrained properly
in a rear seating position, properly restrain the largest child in the front seat. Pull down on the
shoulder belt and then grasp the shoulder belt and lap belt together. Try to pull the belt out of
the retractor to make sure the retractor is in the automatic locking mode you should not be able
to pull more belt out. If the retractor is not locked, repeat Steps 5 and 6. In Canada, check with
your local St. Page Be sure that the belt webbing is not twisted. Attach the tether strap if the
child seat is equipped. Refer to Attaching child safety seats with tether straps later in this
chapter. The tether strap may not work properly if attached somewhere other than the correct
tether anchor. Remove tether cover. Clip the tether strap to the anchor as shown. If your child
restraint system is equipped with a tether strap, and the child restraint manufacturer
recommends its use, Ford also recommends its use. Tether strap attachment rear SuperCab
only There are three loops of webbing just above the back of the rear seat along the bottom
edge of the rear window in the SuperCab. Page For example, the center loop can be used as a
routing loop for a child safety seat in the center rear seat and as an anchoring loop for child
seats installed in the outboard rear seats. Ford Motor Company recommends that all safety belt
assemblies in use in vehicles involved in a collision be replaced. Page WARNING: Failure to
inspect and if necessary replace the safety belt assembly or child restraint system under the
above conditions could result in severe personal injuries in the event of a collision. This
increases traction which may enable you to safely drive over terrain and road conditions that a
conventional two-wheel drive vehicle cannot. Department of Transportation-Tire quality grades:
The U. Department of Transportation requires Ford Motor Company to give you the following
information about tire grades exactly as the government has written it. Excessive speed,
underinflation, or excessive loading, either separately or in combination, can cause heat
buildup and possible tire failure. You are strongly urged to buy a reliable tire pressure gauge, as
automatic service station gauges may be inaccurate. Ford recommends the use of a digital or
dial-type tire pressure gauge rather than a stick-type tire pressure gauge. Page Note: If you
overfill the tire, release air by pushing on the metal stem in the center of the valve. Then recheck
the pressure with your tire gauge. Replace the valve cap. Repeat this procedure for each tire,
including the spare. Page The tire pressure sensors mounted in the wheels are not designed to
be used in aftermarket wheels. The use of wheels or tires not recommended by Ford Motor
Company may affect the operation of your tire pressure monitoring system if equipped. Page
Front-wheel drive FWD vehicles and those with an independent rear suspension if equipped
may require alignment of all four wheels. The tires should also be balanced periodically. An
unbalanced tire and wheel assembly may result in irregular tire wear. If the system is not reset,

it may not provide a low tire pressure warning when necessary. See the TPMS reset procedure
in this chapter. These ratings are listed in the following chart. The tire suppliers may have
additional markings, notes or warnings such as standard load, radial tubeless, etc. Maximum
Load Single lb kg at psi kPa cold: Indicates the maximum load and tire pressure when the tire is
used as a single; defined as two tires total on the rear axle. Refer to the payload description and
graphic in the Vehicle loading â€” with and without a trailer section. Always check the TPMS
malfunction telltale after replacing one or more tires or wheels on your vehicle to ensure that
the replacement or alternate tires and wheels allow the TPMS to continue to function properly.
See Tire rotation in this chapter. If any tire is under-inflated, carefully drive the vehicle to the
nearest location where air can be added to the tires. Inflate all the tires to the recommended
inflation pressure. Page 7. Remove the valve cap from the valve stem on the right front tire;
decrease the air pressure until the horn sounds. Use of any tire or wheel not recommended by
Ford can affect the safety and performance of your vehicle, which could result in an increased
risk of loss of vehicle control, vehicle rollover, personal injury and death. Page Vehicle Loading
It does not include passengers, cargo, or optional equipment. Vehicle Curb Weight â€” is the
weight of your new vehicle when you picked it up from your authorized dealer plus any
aftermarket equipment. Overloading or improperly loading your vehicle can contribute to loss of
vehicle control and vehicle rollover. Measuring the inside of the vehicle with the rear seat folded
down, you have room for lb. Shorter pick-up boxes e. Page Trailer Brake Controller-Integrated
The Ford TBC has been tested to be compatible with several major brands of
electric-over-hydraulic trailer brakes; contact your authorized dealer for information on which
brands can be used. Page It is also displayed if a truck or trailer wiring fault occurs causing the
trailer to appear disconnected. This message is also displayed during manual activation without
a trailer connected. Page TBC module. Rear axle lubricant quantities are not to be checked or
changed unless a leak is suspected or repair required. This helps avoid injury from the hazard
of a recovery hook or strap breaking, or a vehicle lurching into their path. WARNING: Extended
idling at high engine speeds can produce very high temperatures in the engine and exhaust
system, creating the risk of fire or other damage. Make sure all occupants buckle their safety
belts. For more information on safety belts and their proper usage, refer to the Seating and
Safety Restraints chapter. Make sure the headlamps and electrical accessories are off. See
Choosing the right fuel in the Maintenance and Specifications chapter for more information on
ethanol. The ABS will be activated immediately, allowing you to retain steering control during
hard braking and on slippery surfaces. However, the ABS does not decrease stopping distance.
If none are found and the condition persists, have your vehicle towed to the nearest authorized
dealer. If the parking brake cannot hold the weight of the vehicle, the parking brake may need to
be serviced or the vehicle may be overloaded. Reducing the effectiveness of the AdvanceTrac
with RSC system could lead to an increased risk of loss of vehicle control, vehicle rollover,
personal injury and death. If the stability control light and stability control off light illuminate
steadily, have the system serviced by an authorized dealer immediately. Ford does not
recommend disabling this feature except in situations where speed reduction may be
detrimental e. See your authorized Ford dealer for assistance. Note: The ELD may have difficulty
disengaging either by operator command or automatically if the driveline is under torque. If
driving conditions allow, releasing the accelerator pedal or turning the steering wheel in the
opposite direction may assist in disengagement. Page Refer to Fuses and relays in the
Roadside Emergencies chapter. Apply the brake and move the gearshift lever into N Neutral.
Start the vehicle. After this learning process, normal shift feel and shift scheduling will resume.
The overdrive function allows automatic upshifts and downshifts through gears one through
five. Selecting 3 Third provides engine braking. The overdrive function allows automatic
upshifts and downshifts through gears one through six. The SST is an automatic transmission
with the ability for the driver to change gears up or down without a clutch as desired. When you
remove your foot from the brake pedal, the vehicle will remain on the slope without rolling away
for approximately up to two seconds. This hold time will automatically be extended if you are in
the process of driving off. The system may not detect smaller objects, particularly those close
to the ground. If this occurs, clean the camera lens before using the camera system. When
fourâ€”wheel drive 4WD is engaged, power is supplied to all four wheels through a transfer
case. Place the gearshift lever in N Neutral. This mode is not intended for use on dry pavement.
Do not leave the vehicle unattended with the transfer case in the N Neutral position. Always set
the parking brake fully and turn off the ignition when leaving the vehicle. Driving on snow and
ice 4WD vehicles have advantages over 2WD vehicles in snow and ice but can skid like any
other vehicle. Page Ford Super Duty Vehicles are approved for use as a stationary including
split shaft capability or mobile power source, within limits and operating guidelines detailed in
the Ford Truck Body Builders Layout Book, found at Installing the snowplow Weight limits and

guidelines for selecting and installing the snowplow can be found in the Ford Truck Body
Builders Layout Book, Snowplow section, found at See your Ford or Lincoln Mercury dealer.
WARNING: Additional equipment such as snowplow equipment may effect the performance of
the airbag sensors increasing the risk of injury. Page Refer to Gauges in the Instrument Cluster
chapter for transmission fluid temperature information. The tires may fail and injure a
passenger or bystander. This program is separate from the New Vehicle Limited Warranty. Page
Hazard Flasher Control U. Ford vehicle customers who require Roadside Assistance, call If you
need to arrange roadside assistance for yourself, Ford Motor Company will reimburse a
reasonable amount for towing to the nearest dealership within 35 miles 56 km. To obtain
reimbursement information, U. Ford Motor Company recommends that the fuel system be
inspected by an authorized dealer after any collision. Remove the panel cover to access the
fuses. If the battery has been disconnected and reconnected, refer to the Battery section of the
Maintenance and Specifications chapter. However, if you must use a sealant, the TPMS sensor
and valve stem on the wheel must be replaced by an authorized Ford dealer. Page Ford. If the
dissimilar spare tire or wheel is damaged, it should be replaced rather than repaired. To
disconnect, depress button and pull apart. Slide over square end of jack handle. Turn the
handle counterclockwise and lower the spare tire until you can slide the tire rearward and the
cable is slack. Remove the retainer through the center of the wheel. Note: Passengers should
not remain in the vehicle when the vehicle is being jacked. Insert the hooked end of the jack
handle into the jack and use the handle to slide the jack under the vehicle. Place the jack
directly under the axle. Slide the notched end of the jack handle over the release valve and use
the handle to slide the jack under the vehicle. Make sure the valve is closed by turning it
clockwise. Note: Place the jack directly under axle and inboard of the radius arm so that the jack
clears the radius arm. Remove the jack and fully tighten the lug nuts in the order shown. Refer
to Wheel lug nut torque specifications later in this chapter for the proper lug nut torque
specification. Use your hand or rubber mallet to tap the ornament in a star pattern. There should
be an even gap between the ornament and the wheel. Lay the tire on the ground with the valve
stem facing in the direction specified on the tire changing instructions located with the jack and
tools. Use only Ford recommended replacement fasteners. It is important to follow the proper
wheel mounting and lug nut torque procedures. An explosion could result in injury or vehicle
damage. Turn the heater fan on in both vehicles to protect from any electrical surges. Turn all
other accessories off. Connecting the jumper cables Note: In the illustration, the vehicle on the
bottom is used to designate the assisting boosting battery. Start the engine of the disabled
vehicle. Once the disabled vehicle has been started, run both engines for an additional three
minutes before disconnecting the jumper cables. Do not tow with a slingbelt. Ford Motor
Company has not approved a slingbelt towing procedure. On 4x2 vehicles, it is acceptable to
tow the vehicle with the front wheels Ford Motor Company produces a towing manual for all
authorized tow truck operators. Have your tow truck operator refer to this manual for proper
hook-up and towing procedures for your vehicle. Page Customer Assistance A reasonable time
must be allowed to perform a repair after taking your vehicle to the authorized dealer. Repairs
will be made using Ford or Motorcraft parts, or remanufactured or other parts that are
authorized by Ford. Ford is also allowed a final repair attempt in some states. Page California
Civil Code Section If a warranty concern has not been resolved using the three-step procedure
outlined earlier in this chapter in the Getting the services you need section, you may be eligible
to participate in the BBB AUTO LINE program. FAX: Email: expcac ford. If you are in another
foreign country, contact the nearest authorized dealer. Page Reporting Safety Defects U. These
products may cause premature wearing or damage to the leather. Allow the conditioner to dry
and repeat the process for the entire interior. If a film appears, wipe off film with a dry, clean
cloth. These quality products have been specifically engineered to fulfill your automotive needs;
Page Maintenance And Specifications 1. Set the parking brake and ensure the gearshift is
securely latched in P Park. Turn off the engine and remove the key. Block the wheels to prevent
the vehicle from moving unexpectedly. Lift the hood until the lift cylinders hold it open.
Automatic transmission fluid dipstick 4. Brake fluid reservoir 5. Engine coolant reservoir 6.
Power distribution box 7. Air filter assembly 8. Power steering fluid reservoir 9. Engine oil filler
cap Engine oil filler cap 5. Engine oil dipstick 6. Power steering fluid reservoir 7. Brake fluid
reservoir 8. Engine coolant reservoir 9. Air filter assembly Only use a washer fluid that meets
Ford specifications. Do not use any special washer fluid such as windshield water repellent type
fluid or bug wash. They may cause squeaking, chatter noise, streaking and smearing. Some oil
must be removed from the engine by a service technician. An oil with this trademark symbol
conforms to the current engine and emission system protection standards and fuel economy
requirements of the International Lubricant Standardization and Approval Committee ILSAC ,
comprised of U. Refer to Maintenance product specifications and capacities later in this chapter

for more information. Page 15 minutes and get prompt medical attention. If acid is swallowed,
call a physician immediately. Wash hands after handling. Ford does not recommend the use of
hydrometers or coolant test strips for measuring coolant concentration. Steam and scalding
liquids released from a hot cooling system can burn you badly. Also, you can be burned if you
spill coolant on hot engine parts. The cooling system is under pressure; steam and hot liquid
can come out forcefully when the cap is loosened slightly. Used engine coolant should be
disposed of in an appropriate manner. Page If the engine coolant supply is depleted, this feature
allows the vehicle to be driven temporarily before incremental component damage is incurred. If
this is not possible, wait a short period for the engine to cool. Check the coolant level and
replenish if low. Pull off the road as soon as safely possible and place the vehicle in P Park.
Leave the engine running until the coolant temperature gauge needle moves away from the H
range. After several minutes, if this does not happen, follow the remaining steps. WARNING:
The flow of fuel through a fuel pump nozzle can produce static electricity, which can cause a
fire if fuel is pumped into an ungrounded fuel container. Fuels with octane levels below 87 are
not recommended. Repairs to correct the effects of using an aftermarket product in your fuel
may not be covered by your warranty. Page 4. Subtract your initial odometer reading from the
current odometer reading. Follow one of the simple calculations in order to determine fuel
economy: Calculation 1: Divide total miles traveled by total gallons used. Page bulb is burned
out , or if the OBD-II system has determined that some of the emission control systems have not
been properly checked. Check the fluid level in the reservoir. Do not add fluid if the level is
within this range. If the fluid levels are outside of the normal operating range, the performance
of your brake system could be compromised; seek service from your authorized dealer
immediately. Remove the dipstick and inspect the fluid level. The fluid should be in the
designated area for normal operating temperature or ambient temperature. Your vehicle is
equipped with one of the following dipsticks. The normal operating temperature can be reached
after approximately 20 miles 30 km of driving. Clean the filler plug. Remove the filler plug and
inspect the fluid level. Refer to the Maintenance product specifications and capacities section in
this chapter. Page 5. Release the three clamps that secure the cover to the air filter housing.
Push the air filter cover toward the center of the vehicle and up slightly to release it. Reconnect
the mass air flow sensor electrical connector to the outlet tube. Run at fast idle until it reaches
normal operating temperature. The customer warranty may be void for any damage to the
engine if such spark plugs are not used. Make, vehicle line, series, body type 4. Engine type 5.
Check digit 6. Model year 7. Assembly plant 8. The following table tells you which transmission
each code represents. These quality accessories have been specifically engineered to fulfill
your automotive needs; they are custom designed to complement the style and aerodynamic
appearance of your vehicle. Page Ford Motor Company engineering requirements.
PowertrainCare â€” Covers 29 critical components. With Ford ESP, you minimize your risk for
unexpected repair bills and rising repair costs. For more information, visit your local Ford of
Canada dealer or Page Scheduled Maintenance Ford Motor Company has recommended
maintenance intervals for various parts and component systems based upon engineering
testing. Ford Motor Company relies upon this testing to determine the most appropriate mileage
for replacement of oils and fluids to protect your vehicle at the lowest overall cost to you and
recommends against maintenance schedules that deviate from the scheduled maintenance
information. Page Please consult your Warranty Guide for complete warranty information.
Chemicals or additives not approved by Ford are not required for factory recommended
maintenance. In fact, Ford Motor Company recommends against the use of such additive
products unless specifically recommended by Ford for a particular application. Page Genuine
Ford and Motorcraft replacement parts Dealerships stock Ford and Motorcraft branded
replacement parts. Page In order to keep your vehicle running right, it is important to have the
systems on your vehicle checked regularly. This can help identify potential issues and prevent
major problems. Ford Motor Company recommends the following multi-point inspection be
performed at every scheduled maintenance interval to help ensure your vehicle keeps running
great. Page The multi-point vehicle inspection is one more way to keep your vehicle running
great! This schedule is presented at specific mileage kilometer intervals with exceptions noted.
This manual is also suitable for: F F F f f f Show all f Print page 1 Print document pages. Cancel
Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload from disk.
Upload from URL. Quick Links. See also: Shop Manual , Owner's Manual. Table of Contents.
Table of Contents Introduction. Instrument Cluster. Warning And Control Lights. Entertainment
Systems. Climate Controls. Turn Signal Control. Bulb Replacement. Driver Controls. Steering
Wheel Adjustment. Speed Control. Message Center. Owners Guide postfmt. USA English fus.
Ford may change the contents without notice and without incurring obligation. Page 4:
Introduction State of California to cause cancer and birth defects or other reproductive harm.

Please take the time to get well acquainted with your vehicle by reading this handbook. The
more you know and understand about your vehicle, the greater the safety and pleasure you will
derive from driving it. Page 5 Information in this respect is highlighted in this guide with the tree
symbol. To access this information, special equipment must be directly connected to the
recording modules. Ford Motor Company and Ford of Canada do not access event data
recorder information without obtaining consent, In addition, ambulance Ford Ambulance
Preparation Package is only available on certain 6. Using your vehicle as a stationary power
source PTO Refer to the Driving chapter for more information and guidelines for operating a
vehicle equipped with an aftermarket power take-off system. A significant decrease in braking
performance may occur. It will take you longer to stop the vehicle. Have the vehicle checked by
your dealer immediately. Refer to the Driving chapter for transmission function and operation. If
the light flashes steadily, have the system serviced immediately, damage to the transmission
could occur. If it enters the red section, the engine is overheating. Stop the vehicle as soon as
safely possible, switch off the engine and let the engine cool. If the gauge continues to show
high temperatures, see your Ford dealer. Press SEEK to decrease increase the hours. Press
TUNE to decrease or increase the minutes. Then press SEEK to decrease or increase hours.
Tune: Works in radio mode only. EJ Eject : Press to eject a tape. Cassette door: Insert a
cassette into the cassette door. Press again to stop. Irregular shaped CDs, CDs with a scratch
protection film attached, and CDs with homemade paper adhesive labels should not be inserted
into the CD player. The label may peel and cause the CD to become jammed. Page 28 12 cm
audio compact discs only. Due to technical incompatibility, certain recordable and re-recordable
compact discs may not function correctly when used in Ford CD players. Irregular shaped CDs,
CDs with a scratch protection film attached, and CDs with homemade paper adhesive labels
should Page 29 8. Auto: Press to set first six strongest stations if available into AM, FM1 or FM2
memory buttons; press again to return to normal stations. Press again to disable. Dolby noise
reduction: Works in tape mode only. Rewind: Press for a slow rewind, press and hold for a fast
rewind. Fast forward: Press for a slow advance, press and hold for a fast advance. Traffic
information is not available in most U. If service is necessary, see your dealer or qualified
technician. Direct the outer instrument panel vents toward the side windows. To increase
airflow to the outer instrument panel vents, close the vents located in the middle of the
instrument panel. Do not place objects on top of the instrument panel as these objects may
become projectiles in a collision or sudden stop. At this point, the headlamps and parking
lamps will turn on. Deselect the autolamps after the desired autolamp delay time maximum of 3
minutes. At this point, the headlamps and parking lamps will turn off. Failure to activate your
headlamps under these conditions may result in a collision. If your vehicle has been in an
accident the alignment of your headlamps should be checked by a qualified service technician.
The correct bulbs will not damage the lamp assembly or void the lamp assembly warranty and
will provide quality bulb burn time. Make sure that the headlamp control is in the OFF position
and open the hood. Disconnect the electrical connector from the bulb by pulling rearward.
Remove the four bolts and headlamp bezel. Rotate bulb socket counterclockwise and remove
from lamp assembly. Carefully pull bulb straight out of the socket and push in the new bulb.
Install the new bulb s in reverse order. Make sure the headlamp switch is in the OFF position
and then open the tailgate to expose the lamp assemblies. Remove the two bolts from the tail
lamp assembly and carefully pull Page 50 OFF position. Remove the bulb socket from the
foglamp by turning counterclockwise. Disconnect the electrical connector from the foglamp
bulb. Pull out the old bulb from the socket and push in the new bulb. Install the bulb socket in
lamp assembly by turning it clockwise. Attach the new wiper to the wiper arm and press it into
place until a click is heard. Replace wiper blades every 6 months for optimum performance. The
storage compartment may be used to secure sunglasses or a similar object. Do not let children
play with the moon roof or leave children unattended in the vehicle. They may seriously hurt
themselves. To close the shade, pull it toward the front of the vehicle. These actions could
cause damage to the glass and mirrors. Press the ON control and release 2. Accelerate to the
desired speed. It turns off when the speed control OFF control is pressed, the brake or clutch is
applied, or the ignition is turned to the OFF position. Do not repeat step one to program
additional hand-held transmitters to the remaining two HomeLink buttons. This will erase
previously programmed hand-held transmitter signals into HomeLink. For questions or
comments, please contact HomeLink at In the event that there are still programming difficulties,
contact HomeLink at Press and release the REC button a second time to end recording. An
audible tone will sound again, confirming the end of recording and the red indicator light will
turn off. The indicator light will flash green twice. Wait until it is safe to operate Mobile
Communications Equipment. In this mode the display is off. Compass The compass display is
contained in the overhead console. Locate the trip computer located in the overhead console.

Lift tailgate to a 45 degree angle. Lift right side off of its hinge. Lift left side off of its hinge. To
install, follow the removal procedures in reverse order. This feature is initially deactivated, but
may be activated by taking your vehicle to an authorized Ford dealer. Sounding a panic alarm
Press to activate the alarm. Page 79 How to reprogram your remote entry transmitters You must
have all remote keyless entry keypads and remote entry transmitters maximum of four available
before beginning this procedure. Turn the ignition key to the 4 ON position. Press the power
door unlock control three times. Turn the ignition to the 3 OFF position. The horn will chirp once
to confirm the procedure is complete. Lift the head restraint so that it is located directly or as
close as possible behind your head. Push control to lower head restraint. The lid cannot be
opened in the upright position. Lift up armrest to return it to a center seatback. Press to raise or
lower the front portion of the seat cushion. If system is not manually terminated at last use, then
system will remain active at next ignition key cycle. Always be sure that the seat is in a latched
position, whether the seat is occupied or empty. If not latched, the seat may cause injury during
a sudden stop. All occupants of the vehicle, including the driver, should always properly wear
their safety belts, even when an air bag supplemental restraint system SRS is provided. Make
sure the tongue is securely fastened in the buckle. Children 12 years old and under should be
properly restrained in the rear seat whenever possible. Refer to Safety restraints for children or
Safety seats for children later in this chapter. In addition, all seat belts should be checked for
proper function. Adjust the height of the shoulder belt so the belt rests across the middle of
your shoulder. Also, use the safety belt extension only if the safety belt is too short for you
when fully extended. Ford Motor Company recommends that all safety belt assemblies in use in
vehicles involved in a collision be replaced. Page Do not put anything on or over the air bag
module. Placing objects on or over the air bag inflation area may cause those objects to be
propelled by the air bag into your face and torso causing serious injury. See your Ford or
Lincoln Mercury dealer. The front passenger air bag is not designed to offer protection to an
occupant in the center front seating position. Page Thus, it is extremely important that
occupants be properly restrained as far away from the air bag module as possible while
maintaining vehicle control. Several air bag system components get hot after inflation. Do not
touch them after inflation. Page If the OFF light is illuminated when the passenger air bag switch
is in the ON position and the ignition switch is in ON, have the passenger air bag switch
serviced at your Ford or Lincoln-Mercury dealer immediately. Children who are too large for
child safety seats as specified by your child safety seat manufacturer should always wear safety
belts. Booster seats position a child so that safety belts fit better. They lift the child up so that
the lap belt rests low across the hips and the knees bend comfortably. Ford recommends the
use of a child safety seat having a top tether strap. Install the child safety seat in a seating
position with a tether anchor. Page the buckle closest to the direction the tongue is coming
from for that seating position until you hear and feel the latch engage. Make sure the tongue is
latched securely by pulling on it. If the retractor is not locked, unbuckle the belt and repeat
steps two through nine. Check to make sure the child seat is properly secured before each use.
The tether strap may not work properly if attached somewhere other than the correct tether
anchor. Clip the tether strap to the anchor as shown. These loops are to be used as both routing
loops and anchor loops for up to three child safety seat tether straps. Only use the accelerator
when you have difficulty starting the engine. For more information on starting the vehicle, refer
to Starting the engine in this chapter. Make sure all occupants buckle their safety belts. For
more information on safety belts and their proper usage, refer to the Seating and Safety
Restraints chapter. Make sure the headlamps and electrical accessories are off. Make sure the
gearshift is in P Park. If starting a vehicle with a manual transmission: 1. Make sure the parking
brake is set. Push the clutch pedal to the floor. The ABS will be activated immediately, allowing
you to retain full steering control during hard braking and on slippery surfaces. However, the
ABS does not decrease stopping distance. It is recommended that wheel chocks be used during
this operation. To avoid unwanted vehicle movement, always set the parking brake. After this
learning process, normal shift feel and shift scheduling will resume. Always come to a complete
stop before shifting into and out of R Reverse. Press lightly on the accelerator in each gear. If
equipped, use the tachometer and do not allow engine speed to exceed the redline area.
Operating the engine beyond the recommended speeds can cause severe engine damage. This
is a lockout feature that protects the transmission from accidentally being shifted into R
Reverse from Overdrive. To help avoid personal injury, always use caution when in reverse and
when using the RSS. If these lights illuminate when driving in 2WD, contact your Ford dealer as
soon as possible. Sends power to front and rear wheels. Bring the vehicle to a complete stop.
Depress the brake. Place the gearshift in N Neutral automatic transmission or depress the
clutch manual transmission. This increases traction, enabling you to drive over terrain and road
conditions that a conventional two-wheel drive vehicle cannot. If the ignition system gets wet,

the vehicle may stall. Page Avoid sudden applications of power and quick changes of direction
on snow and ice. Apply the accelerator slowly and steadily when starting from a full stop. If you
nevertheless decide to equip your 4WD for off-road use with tires larger than what Ford Motor
Company recommends, you should not use these tires for highway driving. Page Ford Motor
Company recommends that caution be used with any vehicle equipped with a high load or
device such as ladder racks or pickup box cover. Page Vehicle Loading front or rear. The total
load on each axle must never exceed its GAWR. The trailer brakes must meet local and Federal
regulations. Axle lubricant quantities are not to be checked unless a leak is suspected. This
applies to Ford-completed vehicles of 10, lb. GVWR or less. This is the weight of
permanently-attached auxiliary equipment, such as snowplow frame-mounting hardware, that
can be added to the vehicle and satisfy Ford compliance certification to FMVSS. Page Do not
attempt to service, repair, or modify the air bag supplemental restraint system SRS or its fuses.
Additional equipment such as snowplow equipment may effect the performance of the air bag
sensors increasing the risk of injury. Page BlockerBeam to install the snowplow mounting
hardware to the vehicle frame. The BlockerBeam must be re-installed if the snowplow
frame-mounting hardware is removed from the vehicle to assure proper air bag deployment in a
crash. This program is separate from the New Vehicle Limited Warranty. If you need to arrange
roadside assistance for yourself, Ford Motor Company will reimburse a reasonable amount. To
obtain reimbursement information, U. Ford or Mercury vehicles customers call ; Lincoln vehicle
customers call 1â€”â€”â€” Page Fuses And Relays Note: Always replace a fuse with one that
has the specified amperage rating. Using a fuse with a higher amperage rating can cause severe
wire damage and could start a fire. Remove the panel cover to access the fuses. To remove the
fuse panel cover, turn the panel fasteners counterclockwise. If the dissimilar spare tire or wheel
is damaged, it should be replaced rather than repaired. Attach the spare tire lock key A to the
jack handle B. Lower the wheel by turning the jack handle counterclockwise. Go to step Lower
the wheel by slowly turning the release valve counterclockwise. Opening the release valve
slowly will provide a more controlled rate of descent. Loosen and retighten, if necessary. Failure
to properly stow the spare tire may result in failure of the winch cable and loss of the tire. Use
only Ford recommended replacement fasteners. On all two-piece flat wheel nuts, apply one drop
of motor oil between the flat washer and the nut. Do not apply motor oil to the wheel nut threads
or the wheel stud threads. Page Jump Starting Ensure that vent caps are tight and level. Turn
the heater fan on in both vehicles to protect any electrical surges. Turn all other accessories off.
Start the engine of the booster vehicle and run the engine at moderately increased speed. Start
the engine of the disabled vehicle. Remove the jumper cable from the ground metal surface.
Note: In the illustrations, lightning bolts are used to designate the assisting boosting battery.
Ford Motor Company produces a towing manual for all authorized tow truck operators. Have
your tow truck operator refer to this manual for proper hook-up and towing procedures for your
vehicle. Page Customer Assistance Center at the number below. Away from home If you own a
Ford or Mercury vehicle and are away from home when your vehicle needs service, or if you
need more help than the dealership could provide, after following the steps described above,
contact the Ford Customer Relationship Center to find an authorized dealership to help you.
Page If you own a Lincoln vehicle and are away from home when your vehicle needs service, or
if you need more help than the dealership could provide, after following the steps described
above, contact the Ford Customer Relationship Center to find an authorized dealership to help
you. If you did not take advantage of the Ford Extended Service Plan at the time of purchasing
your vehicle, you may still be eligible. Since this information is subject to change, please ask
your dealer for complete details about Ford Extended Service Plan coverage options, or visit the
Ford ESP website at The Dispute Settlement Board may not be available in all states. The
decisions of the Board are binding on Ford and, in some cases, on the dealer but not on
consumers who are free to pursue other remedies available to them under state or federal law.
Page If your vehicle must be serviced while you are traveling or living in Central or South
America, the Caribbean, or the Middle East, contact the nearest Ford dealership. Page Cleaning
low-gloss black colored trim, such as grained door handles, roof racks, bumpers, side
moldings, mirror housings or the windshield cowl area. Be sure to replace wiper blades when
they appear worn or do not function properly. These quality products have been specifically
engineered to fulfill your automotive needs; they are custom designed to complement the style
and appearance of your vehicle. Set the parking brake, depress the clutch and place the
gearshift in 1 First. Turn off the engine and remove the key. Block the wheels. Lift the hood until
the lift cylinders hold it open. Power steering fluid reservoir 6. Air filter assembly 7. Engine
coolant reservoir 8. Windshield washer fluid reservoir 9. Battery Engine oil filler cap Set the
parking brake and ensure the gearshift is securely latched in P Park automatic transmission or
1 First manual transmission. Open the hood. Protect yourself from engine heat. If the engine oil

level is not within the normal range, add only certified engine oil of the recommended viscosity.
Remove the engine oil filler cap and use a funnel to pour the engine oil into the opening. Page
Battery Therefore, do not allow flames, sparks or lighted substances to come near the battery.
When working near the battery, always shield your face and protect your eyes. Always provide
proper ventilation. Steam and scalding liquids released from a hot cooling system can burn you
badly. Also, you can be burned if you spill coolant on hot engine parts. Page Recycled engine
coolant Ford Motor Company does NOT recommend the use of recycled engine coolant in
vehicles originally equipped with Motorcraft Premium Gold Engine Coolant since a
Ford-approved recycling process is not yet available. Page If the engine coolant supply is
depleted, this feature allows the vehicle to be driven temporarily before incremental component
damage is incurred. If this is not possible, wait a short period for the engine to cool. Check the
coolant level and replenish if low. Never remove the coolant reservoir cap while the engine is
running or hot. The toxic effects of fuel may not be visible for hours. The fuel system may be
under pressure. If the fuel filler cap is venting vapor or if you hear a hissing sound, wait until it
stops before completely removing the fuel filler cap. Page Gasolines that meet the World-wide
Fuel Charter should be used when available. Ask your fuel supplier about gasolines that meet
the World-wide Fuel Charter. Running out of fuel Avoid running out of fuel because this
situation may have an adverse affect on powertrain components. Page 5. Follow one of the
simple calculations in order to determine fuel economy: Calculation 1: Multiply liters used by ,
then divide by total kilometers traveled. Calculation 2: Divide total miles traveled by total
gallons used. Your fuel economy may vary depending upon the method of operation and
conditions. If other than Ford, Motorcraft or Ford-authorized parts are used for maintenance
replacements or for service of components affecting emission control, such non-Ford parts
should be equivalent to genuine Ford Motor Company parts in performance and durability. Page
Then, start the engine and complete the above driving cycle. The engine must warm up to its
normal operating temperature. Once started, do not turn off the engine until the above driving
cycle is complete. Refer to the Scheduled Maintenance Guide for the service interval schedules.
Refer to Lubricant Specifications in this chapter. Brake fluid is toxic. If brake fluid contacts the
eyes, flush eyes with running water for 15 minutes. Replace filter with a new authorized
Motorcraft filter element. Refer to the Motorcraft part numbers chart in this chapter. Reinstall
housing and check transmission fluid level using procedure in this section. Install and tighten
the fill plug securely. Use only fluid that meets Ford specifications. Refer to Lubricant
specifications in this chapter. Page Air Filter S This could cause filter damage and allow
unmetered air to enter the engine if not properly seated. Replace the two halves of the air filter
housing and secure the clamp. Department of Transportation-Tire quality grades: The U.
Department of Transportation requires Ford to give you the following information about tire
grades exactly as the government has written it. Maximum Load Single lbs. Ford recommends
the use of a digital or dial type tire pressure gauge rather than a stick type tire pressure gauge.
For example, during any procedure involving tire inflation, the technician or individual must
utilize a remote inflation device, and ensure that all persons are clear of the trajectory area. Use
of any tire or wheel not recommended by Ford can affect the safety and performance of your
vehicle, which could result in an increased risk of loss of vehicle control, vehicle rollover,
personal injury and death. Do not use tire chains
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on dry roads. Do not remove these components from your vehicle when using snow tires and
chains. Replace the PCV valve with one that meets Ford material and design specifications for
your vehicle, such as a Motorcraft or equivalent replacement part. The customer warranty may
be void for any damage to the emissions system if such a PCV valve is not used. Ford design
rear axles contain a synthetic lubricant that does not require changing unless the axle has been
submerged in water. Page Lubricant Specifications Use of synthetic or synthetic blend motor oil
is not mandatory. Page Please note that in the graphic XXXX is representative of your vehicle
identification number. The following table tells you which transmission or transaxle each code
represents. Ford Motor Company will repair or This manual is also suitable for: F F F f Show all f
f f Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an account? Sign
up! Restore password. Upload from disk. Upload from URL.

