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Quick Links. Table of Contents. Ford motor company ford mustang owner's guide pages. It is
dedication to learning what you want, determination to develop the right concept, and execution
of that concept with care, precision, and attention to detail. Page 5 This guide describes
equipment and gives specifications for equipment that was in effect when this guide was
approved for printing. Ford may discontinue models or change specifications or design without
any notice and without incurring obligation. Page 7 If you lose your Warranty Information
Booklet, you can get a new one free of charge. Contact any Ford or Lincoln-Mercury dealer, or
refer to the addresses and phone numbers on the first page of this owner guide. Page 8 The
break-in period for new brake linings lasts for miles km of city driving or 1, miles 1, km of
highway driving. Use only the type of engine oil that Ford recommends. See Engine oil
recommendations in the Index. Page 9 Ford, however, believes that continual improvement in
customer satisfaction is a high priority. For this reason, Ford has authorized its dealers to
repair, at no charge to the owner, the surfaces of new vehicles damaged by Do not use steel
wool, abrasive cleaners, fuel, or strong detergents. Clean with a tar and road oil remover if
necessary. Page Safety Restraints Safety Restraints Important Safety Belt Information The use
of safety belts helps to restrain you and your passengers in case of a collision. In most states
and in Canada the law requires their use. Safety belts provide best restraint when: the seatback
is upright the occupant is sitting upright not slouched the lap belt is snug and low on the hips
Safety belt assemblies Combination Lap and Shoulder Belts While your vehicle is in motion, the
combination lap and shoulder belt adjusts to your movement. Page 14 Fastening the front seat
combination lap and shoulder belt coupe models Fastening the front seat combination lap and
shoulder belt convertible models Page 15 Fastening the rear seat combination lap and shoulder
belt coupe and convertible NOTE: Be sure to read and understand Important Safety Belt
Information at the beginning of this chapter. See the detailed instructions under Safety Seats for
Children in this chapter. Front Passenger Lap Belt Retractor Convertible Only Your convertible
is equipped with a dual locking mode retractor on the lap belt part of the Grasp the lap portion
of the belt below the child seat label. Pull upward until all of the belt is extracted and a click is
heard. While the belt retracts, guide the tongue to its stowed position. If you do not guide the
tongue, it may strike you or part of the vehicle. Coupe only. Place the belt in the belt holder at
the top of the seatback. Page 21 Belt holder location â€” coupe only 4. Convertible only. Place
the shoulder belt in the belt holder at the top of the seatback and place the lap belt in the belt
guide at the side of the seat cushion. The retracted belt should be stored on this holder and in
the belt guide when not in use, except when a passenger is entering or leaving the rear seat
Safety Belt Extension Assembly For some people, the safety belt may be too short even when it
is fully extended. You can add about eight inches 20 cm to the belt length with a safety belt
extension assembly part number C Page Safety Belt Maintenance slide bar if equipped , child
safety seat tether bracket assemblies if equipped , and attaching hardware, should be inspected
after any collision. Ford recommends that all safety belt assemblies used in vehicles involved in
a collision be replaced. However, if the collision Page 25 The Importance of Being Properly
Seated In a collision, the air bag must inflate extremely fast to help provide additional protection
for you. In order to do this, the air bag must inflate with considerable force. If you are not seated
in a normal riding position with your back against the seatback, the air bag may not protect you
properly and could possibly hurt you as it Page 26 move the seat to the most rearward position
if possible and use the safety belts. Children weighing less than 40 lbs. Page 28 If a collision
occurs, the sensors sense the severity of the impact and activates the air bags if necessary. If
the air bag is not replaced, the unrepaired area will increase the risk of injury in a collision. Page
Safety Restraints For Children If any of these things happen, have the air bag system serviced
at your Ford or Lincoln-Mercury dealer immediately. Unless serviced, the air bag Supplemental
Restraint System may not function properly in the event of a collision. The passenger cannot
protect the child from injury in a collision. Persons not riding in a seat with a fastened seat belt
are much more likely to suffer serious injury in a collision. Ford recommends the use of a child
safety seat having a top tether strap. Install the child safety seat in a seating position which is
capable of providing a tether anchorage. Failure to follow these instructions could result in
serious injury. All child restraint systems are designed to be secured in vehicle seats by lap
belts or by the lap portion of a lap-shoulder belt. The automatic locking mode must be used
when installing a child seat in the front passenger seat. Page 35 3. Page 36 4. At this time, the
lap belt retractor is in the automatic locking mode child seat restraint mode , Figure 3. Page 37
5. Allow the belt to retract. A clicking sound will be heard as the belt retracts. This indicates the
retractor is in the automatic locking mode, Figure 4. Allowing belt to retract Page 38 6. Push
down on the child seat while you pull down on the belt to remove any slack in the belt, Figure 5.
Removing slack from the belt Page 39 7. Before placing the child in the child seat or infant
carrier, forcibly tilt the seat from side to side, and also tug it forward to make sure that the seat

is securely held in place, Figure 6. Checking that the seat is secure Page 40 8. Double check
that the retractor is in the automatic locking mode. Try to pull more belt out of the retractor, if
you cannot, the belt is in the automatic locking mode, Figure 7. Checking the retractor 9. Check
to make sure that the child seat or infant carrier is properly secured prior to each use. If you
choose to install a child safety seat or infant carrier in the front seating positions, move vehicle
seat as far back as possible. Page 42 3. See Figure 2. Be sure that the belt webbing is not
twisted. Page 43 Buckling the belt 5. Grasp the shoulder portion of the belt and pull downward
until all of the belt is extracted and a click is heard. At this time, the retractor is in the automatic
locking mode child seat restraint mode. See Figure 4. Page 44 Setting the retractor to automatic
locking mode 6. Pull up on the shoulder webbing. This indicates the retractor is in the automatic
locking mode. Push down on the child seat while you pull up on the belt to remove any slack in
the belt. Page 45 Allowing shoulder belt to retract Removing slack from belt Page 46 7. Before
placing the child in the child seat, forcibly tilt the seat from side to side, and tug it forward to
make sure that the seat is securely held in place. See Figure 7. Page 47 8. Try to pull more belt
out of the retractor. If you cannot, the belt is in the automatic locking mode. See Figure 8. Check
to make sure that the child seat is properly secured prior to each use. Page 48 To improve the fit
of lap and shoulder belts on children who have outgrown child safety seats, Ford recommends
use of a belt-positioning booster seat that is labelled as conforming to all Federal motor vehicle
safety standards. Belt-positioning booster seats raise the child and The key returns to the ON
position once the engine is started and remains in this position while the engine runs. Page 52
NOTE: If your vehicle has an automatic transmission, the gearshift lever must be in the P Park
position to remove the key from the ignition. If the key is stuck in the LOCK position, move the
steering wheel left or right until the key turns freely. Never sit in a stopped vehicle for more than
a short period of time with the engine running. Exhaust fumes are toxic. Page 54 Starting Your
Engine To start your engine: 1. Follow the steps under Preparing to Start Your Vehicle at the
beginning of this section. Turn the ignition key to the ON position. DO NOT depress the
accelerator pedal when starting your engine. Page 55 Whenever you start your vehicle, release
the key as soon as the engine starts. Excessive cranking could damage the starter. After you
start the engine, let it idle for a few seconds. Keep your foot on the brake pedal and put the
gearshift lever in gear. Page 56 To turn the heater on, simply plug it into a grounded volt outlet.
Ford recommends that you use a volt circuit that is protected by a ground fault circuit
interrupter. Page 57 For best results, plug the heater in at least three hours before you start
your vehicle. Using the heater for longer than three hours will not damage the engine, so you
can plug it in at night to start your vehicle the following morning. Page 58 If the engine is idling
while you are stopped in an open area for long periods of time, open the windows at least one
inch 2. Have all the passengers get out of the vehicle and call the local fire department or a
towing service. Page 60 5. Check under the vehicle again for leaking fuel. If you see or smell
fuel, do not start your vehicle again. If you do not see or smell fuel, you can try to start your
vehicle again. Check all vehicle warning lights before driving the vehicle. Page Warning Lights
And Gauges Warning Lights and Gauges The instrument panel dashboard on your vehicle is
divided into several different sections. The illustrations on the following pages show the major
parts of the instrument panel that are described in this chapter. Some items shown may not be
on all vehicles. Page 64 The Cluster The following warning lights and gauges are on the cluster.
All of the warning lights and gauges alert you to possible problems with your vehicle. Some of
the lights listed are optional. The following sections detail what each of these indicators means.
If it remains on for longer than five seconds, you should shut off your engine and restart. If the
anti-lock brake light stays on, this indicates that the anti-lock feature is disabled and should
receive immediate attention by a qualified service technician. Page 66 1. Park your car on level
ground, and turn off the engine and allow a few minutes for the engine oil to drain back into the
oil pan. Use the dipstick to check the oil. If the level is low, add oil, but do not overfill. See
Engine Oil Recommendations in the Index. Page 67 If there is a problem with the system, two
things may happen: the readiness light will either flash or stay lit up, or you will hear a beeping
sound. If either of these things happen, have the air bag system serviced at your Ford or
Lincoln-Mercury dealer immediately. Page 68 Low Coolant Warning Light 4. This light comes on
for a few seconds when your ignition key is turned to start, but should turn off when the engine
starts. Page 69 If the light stays on or comes on when the engine is running, have the electrical
system checked as soon as possible. Page 70 High Beam Light This light comes on when the
headlamps are turned to high beam or when you flash the lights. Page 71 The light comes on
briefly when you turn the ignition key to ON, but it should turn off when the engine starts. If the
light does not come on when you turn the ignition to ON or if it comes on and stays on when
you are driving, have your vehicle serviced as soon as possible. Page 72 Under certain
conditions, the Check Engine Warning Light may come on if the fuel cap is not properly

installed. If the Check Engine Warning Light comes on and you suspect that the fuel cap is not
properly installed, pull off the road as soon as it is safely possible and turn off the engine. Page
73 Fuel Gauge The fuel gauge The fuel gauge displays approximately how much fuel is in the
fuel tank only when the ignition switch is ON. For proper fuel gauge indication after adding fuel,
turn the ignition switch OFF while refueling the vehicle. The fuel gauge indicator may vary
slightly when the vehicle is in motion. Page 74 conditions, and under certain driving conditions
such as, heavy stop and go traffic, or driving up hills in hot weather, for the pointer to indicate
at the top of the NORMAL band. If, under any circumstances, the pointer moves above the
NORMAL band, the engine is overheating and continued operation may cause engine damage.
Page 75 Speedometer The speedometer The speedometer tells you how many miles kilometers
per hour your vehicle is moving. Odometer The odometer tells you the total number of miles
kilometers your vehicle has been driven. Trip Odometer If you want to track your mileage up to
Page 76 Tachometer The tachometer The tachometer displays the approximate engine
revolutions per minute rpm , or how fast the engine is running. The white zone shows the
highest number of engine revolutions per minute rpm at which you should drive your car.
Driving with the pointer in the red zone may cause engine damage. Page 77 Battery voltage
gauge Engine Oil Pressure Gauge This gauge indicates the engine oil pressure, not the oil level.
Page 78 If you lose engine oil pressure: 1. Pull off the road as soon as safely possible. Shut off
the engine immediately or severe engine damage could result. Page 80 The main controls for
the climate control system, clock, and radio are on the instrument panel. NOTE: Any cleaner or
polish that increases the gloss shine of the upper part of the instrument panel should be
avoided. The dull finish in this area is to help protect the driver from undesirable windshield
reflection. Page 81 The knobs that control the optional heating and air conditioning system The
heating system in the optional heating and air conditioning system operates the same as the
heater only system. See The Heater Only System. The Heater Only System You can heat the
inside of your vehicle, defrost the windshield, or use the vents by adjusting the three knobs in
the center of the instrument panel With the engine running, push the defrost button. After
approximately 10 minutes, the defroster will turn off. If the window is still not clear, turn the
defroster on again. The defroster will turn off when the ignition key is turned to the OFF
position. Turn on your headlamps at dusk. Failure to do so may result in a collision. Turning On
the Exterior Lights To turn on the headlamps, parking lamps, side markers, and tail lamps, use
the control knob that is to the left of the steering wheel. Page Steering Column Controls When
you turn on the headlamps, the parking lamps, tail lamps, and side markers automatically turn
on. But you can turn on the parking lamps, tail lamps, and side markers without turning on the
headlamps. For more information about how the high beams work, refer to the Steering Column
Controls chapter. Page 87 Lighting Up the Interior and Instrument Panel With the headlamp
knob in the parking lamps or headlamps position, you can brighten or dim the lights on the
instrument panel. To do this, rotate the headlamp knob clockwise to dim the lights or
counterclockwise to brighten the lights. Page 88 Turning on the Map and Reading Lamps Your
vehicle has two map lamps for the passenger and the driver. To turn on the map lamps, push
the switch next to each lamp. Map lamp convertible only Front seat map and dome lamps coupe
only The dual beam map lamps are located on each side of the dome lamp. Do not use paper
towel or any abrasive cleaner to clean the Page Steering Column Controls Steering Column
Controls The controls on the steering column and wheel are designed to give you easy access
to the controls while you are driving. Page Windshield Wipers And Washer If the turn signal
stays on after you turn, move the lever back to the center off position. For lane changes, move
the lever far enough to signal but not to latch. The lever will return to the off position when you
release it. High Beams To turn on the high beams, turn the headlamp control knob to the
headlamp ON position and Page 92 HI, LO, or the interval setting selected. If the washer does
not work, check the washer fluid level and fill it if it is low. See the Servicing Your Mustang
chapter. If there is enough fluid, consult your nearest Ford or Lincoln-Mercury dealer. Page 93
Do not try to clean the windshield when the washer fluid container is empty or activate the
washers at any time for more than 15 seconds continuously. This could damage the washer
pump system. Page 94 The control switch for the hazard flashers Horn To sound the horn, push
the center pad area of the steering wheel. The horn on the steering wheel The lever to tilt the
steering wheel To change the position of the steering wheel, pull the release lever on the
column toward you. Tip the steering wheel to the desired position. Release the lever to lock the
steering wheel in place. Page 97 temporary resumption of manual speed control while
ascending steep grades in order to maintain the selected speed. The speed control switches on
the steering wheel To set the speed control: 1. Press and release the ON switch. Page 98 If you
drive up or down a steep hill, your vehicle may momentarily slow down or speed up, even
though the speed control is on. This is normal. NOTE: If your speed increases above your set

speed while driving in D Drive on a downhill grade, you may want to depress the Transmission
Control Switch located on the shift lever to When you take your foot off the accelerator, the
vehicle will return to the set speed. Page Depress the accelerator pedal. Page Features Features
Your vehicle has a variety of features designed for your comfort, convenience and safety. Read
this chapter to find out about standard and optional features. Doors Anti-theft front door lock
knobs Anti-theft lock knobs are designed to prevent unlocking the door by pulling up on the
lock knob. When an unauthorized entry occurs, the system triggers and will: flash the
headlamps, parking lamps, and alarm indicator lamp honk the horn disable the starting circuit
to prevent the Page 4. Close all doors. The alarm indicator light will then remain on steadily for
approximately 30 seconds and then go out. When the light goes out, the system is armed.
NOTE: Be sure to close all doors completely. If not, the alarm indicator light will remain on.
Page Triggering the alarm system The armed system will be triggered if: any door is opened
without disarming the system first see previous paragraphs the trunk lock cylinder is removed
NOTE: You can open the trunk with your key without setting off the alarm. Page Additional
spare keys, maximum of 14, can be purchased either through your dealership or selected
retailers. Be sure to purchase only coded keys with a Ford or Mercury logo on it to ensure
proper functionality. If both supplied keys are lost or stolen, the vehicle must be brought to the
dealership for re-initialization. Page Theft Indicator The indicator provides system proveout and
operating status. The system will illuminate the indicator for two 2 seconds then go out to
acknowledge normal operating conditions. Page Remote Entry System Remote Entry System If
equipped If your vehicle has the remote entry system, you can lock and unlock the vehicle
doors and open the trunk without using a key. The remote also has a personal alarm feature.
The buttons for the system are located on the hand held transmitter s that came with your
vehicle. If you would like a signal that the doors are being locked, press the LOCK button again
within five seconds. The doors will lock again, the horn will beep and the low beam headlamps
and tail lamps will flash. Page included that should last for several years of normal use. If you
notice a significant decrease in operating range, the batteries should be replaced. Replacement
batteries can be purchased at most pharmacies, watch stores or at your Ford or
Lincoln-Mercury dealer. Page NOTE: The operating range of the remote entry system can also
be affected by weather conditions such as very cold temperatures or structures around the
vehicle buildings, other vehicles, radio and TV towers, etc. Typical operating range will allow
you to be up to 33 feet 10 meters away from your vehicle. To restore control to the individual
windows, press the switch again. Page Seats Head Restraints If you use them properly, head
restraints will help protect your head and neck in a collision. A head restraint helps protect you
best if you position it behind your head and not behind your neck. Standard head restraints You
can adjust the head restraints for your comfort and protection. Page The four-way head restraint
Adjusting Manual Seats In the front seats, you can move the whole seat forward or backward or
tilt the back of the seat forward or backward. To move the seats forward or backward: 1. Find
the adjustment lever at the lower left corner of the front seat. Page The front seat adjustment
lever To recline the front manual seats: 1. On the side of the seat, find the handle for the
recliner. Lift the handle up and hold it in place. Lean against the back of the seat and adjust it to
the position you want. Page Seatback Recline Front seatback release levers It is necessary to
use the seatback release when folding the back of the front seat forward for rear seat passenger
entry or exit. This release handle is located on the lower outboard back of the seat. Page Using
the Power Seat If equipped If your vehicle has a driver side power seat, you can adjust it in
several directions. To deflate push the - side of the switch. Using the Lateral Support
Handwheel driver only To increase lateral support rotate the handwheel To enter the rear seat:
1. Remove seat belt from seat belt guide on top of front seat. Page Convertible models Entering
the rear seat convertible To enter the rear seat: 1. Remove the shoulder belt from the seat belt
guide on top of front seat. Remove the lap belt from the seat belt guide on side of seat. Page
Folding Rear Seat Coupe only To fold down the rear seats, gently pull on the release straps.
NOTE: It may be necessary to apply slight hand pressure to top of seatback while pulling on
release strap. Rear seat release straps To raise the rear seatback: 1. Page Cleaning the Seats
Leather and vinyl For routine cleaning, wipe the surface with a soft, damp cloth. For more
thorough cleaning, wipe the surface with a leather and vinyl cleaner or a mild soap. Fabric
Remove dust and loose dirt with a whisk broom or a vacuum cleaner. Page Rearview Mirror and
Lamp Assembly convertible only This rearview mirror contains two lamps which function as
courtesy lamps when the doors are open. These lamps also function as map lamps when the
doors are closed and the rocker switch is activated. The rearview mirror with lamps Do not
clean the housing or glass of any mirror with harsh abrasives, fuel or other petroleum-based
cleaning products. This mirror gives you a wider view of the lanes on your right and behind you.
Page Console Your vehicle has a full console. The full console has the features shown in the

illustration below. The features on the full console Page Power Point Electrical Outlet The power
point outlet is located on the console to the right of the shift lever. This outlet should be used in
place of the cigarette lighter for optional electrical accessories. NOTE: Do not plug optional
electrical accessories into the cigarette lighter. Page Storage Compartments Storage
Compartments Your vehicle may have several small storage compartments: a glove
compartment that locks. Page Using the Remote Control for the Trunk If equipped You can use
the remote control inside your glove compartment to unlock and open the trunk. If equipped,
you can also use your remote entry system to open the trunk. Page 2. Check the convertible top
stowage compartment behind the rear seat to be sure it is empty and ready to receive the top.
Unclamp the top from the windshield header at both the right and left sides by pulling each
clamp rearward until the hook in the windshield header is free. Page Convertible top switch
Installation of the Boot To install the boot: 1. Insert boot tongue into groove located on rear
seat. Push boot forward until rear attachment engages under molding. Push forward flap of boot
until both clips engage under trim panel edge. Repeat on other side of car. Tuck side
attachments under molding. Push and pull front of boot to ensure tongue is engaged into
groove. Page 6. Do not raise the top while the vehicle is moving because the top may be
severely damaged. To raise the convertible top: 1. Bring the vehicle to a complete stop. Engage
the parking brake. Page 9. Raise the front and rear side windows. Convertible Top and Padded
Molding Care To avoid damage to the vinyl top and moldings, use only an approved Ford
cleaner, or equivalent. Do not use stiff bristle brushes or abrasive material or cleaners. The
positive location floor mat hook Press it again to turn it off. Page Setting the Station Memory
Preset buttons Your radio is equipped with 6 station memory buttons. Follow the easy steps
below to set these buttons to the desired frequencies: 1. Page Speaker features and operation
Adjusting speaker balance Balance control allows you to adjust the sound distribution between
the right and left speakers. Page How to locate a desired track on the tape NOTE: The tape track
or side number indicated in the display does not necessarily correspond to the tape track or
side number on the cassette label. It is used only to indicate when the tape mechanism reverses
tracks. Page In order to keep your cassette tape player performing the way it was meant to, read
and follow these simple precautions: Using a Ford Cassette Cleaning Cartridge to clean the tape
player head after hours of play will help maintain the best playback sound and proper tape
operation. Always handle the disc by its edge. Never touch the playing surface. Page Mini Disc
format. Because of this, a new disc that is free of dust and scratches could be defective and
may not play on your Ford Mini Disc Player. If play does not begin after the CD button is
pushed: The radio is not on. Handle the disc by its edge only. Be sure to read and follow all of
the care Page NOTE: Once a disc is inserted, the disc opening is secured to prevent the
accidental insertion of a second disc. While either side of the button is pressed, the disc goes
forward or backward at two different speeds depending on how long the button is held down.
Page Special Features of Your CD Player Compression The compression feature will bring soft
and loud passages closer together for a more consistent listening level. Page CD format.
Because of this, a new disc that is free of dust and scratches could be defective and may not
play on your Ford Compact Disc Player. Page If play does not begin after the CD button is
pushed: The radio is not on. The unit is in the stop mode. Moisture may have condensed on the
lenses within the unit. If this occurs, remove the disc and wait approximately an hour until the
moisture evaporates. Auto Memory Load sets all memory buttons in AM, FM1 and FM2
sequentially by seeking out the first six strong stations for the respective band and storing
them in memory Page After all stations have been filled, the radio will begin playing the station
stored on memory button 1. Page Adjusting speaker fader Fade control allows you to adjust the
sound distribution between the front and rear speakers. Page How to locate a desired track on
the tape There are four ways to quickly locate a desired selection on the tape. Following are
brief descriptions of each. Page Common Radio Reception Conditions Several conditions
prevent FM reception from being completely clear and noise-free, such as the following: 1. The
listenable range of an average FM signal is approximately 25 miles 40 kilometers. This feature
automatically switches a weak stereo signal to a clearer monaural signal, which improves the
quality of reception. Several sources of static are normal conditions on AM frequencies. Page
Ask your dealer for a copy of this limited warranty. Service At Ford Electronics, we stand behind
our audio systems with a comprehensive service and repair program. If anything should go
wrong with your Ford audio system, return to your dealer for service. Page Driving Your
Mustang Procedures for driving your vehicle will vary depending on which type of transmission
your vehicle has. Page 3. Move the gearshift lever out of P Park. Your vehicle is equipped with a
Brake Shift Interlock safety feature. This feature prevents the gearshift from being moved from
the P Park position until the brake pedal is depressed. This feature is active when the ignition is
in the ON position. Page The positions of the console-mounted gearshift Once the gearshift is

secure in the desired position, release the brake pedal and use the accelerator as necessary. R
Reverse With the gearshift in the R Reverse position, the vehicle will move backward. You
should always come to a complete stop before shifting into or out of R Reverse. The
Transmission Control Indicator Light is located on the instrument panel. You can put the
gearshift lever in any of the several positions. Page However, Overdrive also shifts into a fourth
gear â€”an overdrive gear â€” when your vehicle cruises at an appropriate consistent speed for
any length of time. This fourth gear will increase your fuel economy when you travel at cruising
speeds. When to use D Overdrive â€” You can tell a console-mounted gearshift is securely
latched in P Park if the lever is adjacent to the P Park and you cannot move it without pushing in
the thumb button. Page Shifting the Gears The gearshift can be in one of seven possible
positions, as shown below. The positions of the floor-mounted gearshift Always push the clutch
pedal all the way in when you shift. You should upshift according to the speeds given in the
chart in this section. Backing up To shift into R Reverse : 1. Page Upshifting Most of the time,
you should upshift at the following speeds: Shift Speeds for 3. Page Downshifting When you
slow down or climb a steep hill, always downshift before the engine starts to lose power.
Downshifting reduces the chance of stalling and gives your vehicle better acceleration to
increase speed again. When you drive down steep hills, downshifting helps you keep a safe
speed and helps prevent unnecessary wear on the brakes. Page Steering Your Vehicle Extended
use of other than matching size tires on a Traction-Lok rear axle could result in a permanent
reduction in effectiveness. This loss of effectiveness does not affect normal driving and should
not be noticeable to the driver. Page wheels to continue to roll while you are slowing down,
which lets you steer properly. On vehicles without anti-lock brakes, extreme braking can make
the wheels lock and slide, possibly decreasing your control of the steering. However, if mobile
radio transmitting equipment is installed in your Turn the key to LOCK whenever you leave your
vehicle. Always set the parking brake fully and make sure that the gearshift is securely latched
in P Park automatic transmission or in 1 First manual transmission. Page Driving Under Special
Conditions Tips for Safe Driving As with any new vehicle, yours may drive and handle
differently from your previous vehicle. Use care until you become accustomed to its various
features and driving characteristics. Operate your vehicle within reasonable limits. Sudden
acceleration, deceleration, turning, or combinations of these maneuvers can cause a vehicle to
behave differently than anticipated. You could lose control of your vehicle and could injure
someone. Page Driving With a Heavy Load There are limits to the amount of weight your vehicle
can carry or tow. Page luggage and any other items that you put in your vehicle the tongue load
of the loaded trailer the weight of any equipment that has been added to your vehicle since it
was delivered to your dealer If you do not know the actual weights of these items, use the
following procedure to figure the weight of a load: 1. Page Trailer Towing Trailer Towing Your
vehicle does not come from the factory fully equipped to tow. Because towing a trailer puts
extra strain on your vehicle, you must follow certain precautions for your safety and the good of
your Page If you are not certain that you are using the right equipment in the proper manner,
see your Ford or Lincoln-Mercury dealer. The bumper is not designed to bear the load. They
help protect your trailer if the hitch breaks. Be sure to follow their instructions carefully. If your
vehicle is equipped with the optional trailer tow package, the proper lamp wiring and equipment
has been installed at the factory. Page If your vehicle has a manual transmission and you are
towing a trailer, you should select gear positions which will avoid jerking or excessive engine
speed. If this happens, you may be able to jump-start your vehicle with a booster battery. Page
acid, have him or her drink lots of milk or water first, then Milk of Magnesia, a beaten egg, or
vegetable oil. Call a doctor immediately. To avoid damaging your vehicle or your battery, and to
avoid injury to yourself, follow these directions for preparing your vehicle to jump-start and
connecting the jumper cables in the order they are given. Page Connecting the jumper cables 1.
Most jumper cables have a red cable and a black cable. Page The 3. Page The 4. Page
Jump-Starting 1. Make sure that the jumper cables are not in the way of moving engine parts,
then start the booster vehicle. Run the engine at a moderate speed. Let the discharged battery
charge for a few minutes and then start the disabled vehicle. It may take a couple of tries before
the vehicle starts. Changing a Tire If you get a flat tire while you are driving, do not apply the
brake heavily. Page The spare tire location To remove the spare tire: 1. Remove the optional
cargo net and storage bag. Remove the spare tire cover. Unscrew the wing-nut holding down
the spare tire. Lift out the spare tire, jack, and lug wrench. Preparing to Change the Tire 1. Page
When one of the back wheels is off the ground, the transmission alone will not prevent the
vehicle from moving or slipping off the jack, even if the vehicle is in P Park or 1 First. To prevent
the vehicle from moving when you change a tire, be sure the parking brake is set, then block the
wheel both directions that is diagonally opposite other side and end of the Page Removing and
Replacing the Tire 1. Find the jack notch next to the door of the tire that you are changing. Put

the jack in the jack notch and turn the handle of the jack clockwise until the wheel is completely
off the ground. Turn the jack handle clockwise until the wheel clears the ground. Remove the
wheel lug nuts. Replace the flat tire with the spare tire, making sure that the air valve stem is
facing outward. Remove the jack and fully tighten the lug nuts in the order shown in the
following illustration. As soon as possible, have your dealer or a qualified service technician
check the lug nuts for proper torque specifications. The lug nuts on the wheel 7. Page not to the
dealer to get a replacement key. Ford Motor Company has not developed or approved a T-hook
sling-type procedure. Use wheel lift or flatbed equipment. If your vehicle is to be towed from the
rear Page When calling for a tow truck, tell the operator what kind of vehicle you have. A towing
manual is available from Ford Motor Company for all authorized tow truck operators. Have your
tow truck driver refer to this manual for the proper hook-up and towing procedures for your
vehicle. Page Customer Assistance Customer Assistance Roadside Assistance Ford Motor
Company has set up a hour, seven-day-a-week hotline with trained operators who put you in
touch with the help you need if you experience a problem with your vehicle. This complimentary
service is provided to you throughout your warranty period of 3 years or 36, miles 60, km ,
whichever comes first. Page If you are away from home when your vehicle needs to be serviced,
or if you need more help than the dealer gave you, contact the Ford Customer Assistance
Center to find an authorized dealership that may be able to help. Page If you live in Canada and
have any questions or concerns that the dealership cannot answer, contact the Customer
Assistance Centre. Please have the following information available when contacting Ford
Customer Assistance: your telephone number both business and home the name of the dealer
and the city where the The Board reviews unresolved warranty performance complaints on
Ford, Mercury and Lincoln cars and Ford and Mercury Light Trucks under warranty that have
not been resolved by a dealer or Ford Motor Company. The Board does not review issues
involving Page How Does the Board Work? The Board has four members: three consumer
representatives a Ford or Lincoln-Mercury dealer Consumer candidates for Board membership
are recruited and trained by an independent consulting firm. Dealers are chosen because of
their business leadership qualities. Page The decisions of the Board are binding on the dealer
and Ford, but customers may have other options available to them under state or federal law.
The decisions of the Board, however, may be Page Board address. At the same time, your
dealer and Ford Motor Company representative are asked to submit statements. To review your
case properly, the Board needs If NHTSA receives similar complaints, it may open an
investigation, and if it finds that a safety defect exists in a group of vehicles, it may order a
recall and remedy campaign. Page Use of leaded fuel in your vehicle without a proper
conversion may damage the effectiveness of your emissions control system and may cause
engine knocking or serious engine damage. Ford Motor Company is not responsible for any
damage that is caused by use of improper fuel. Page If your vehicle must be serviced while you
are traveling or living in Central or South America, the Caribbean, or the Middle East, contact
the nearest Ford dealership. If the dealership cannot help you, write to: If you are in other
foreign countries, contact the nearest Ford dealership. Page Accessories Ford Accessories for
Your Vehicle Ford has many fine products available from your dealer to clean your vehicle and
protect its finishes. For best results, use the following, or products of equivalent quality: A wide
selection of accessories is available through your local authorized dealer. Page Safety, Comfort,
and Convenience Follow all manufacturers recommendations including vehicle speed, rack
loads and tie down procedures. NOTE: When adding accessories, equipment, passengers, and
luggage to your vehicle, do not exceed the total weight capacity of the vehicle or of the front
NOTE: Because we have no control over the installation, design, or manufacture of such
systems, Ford cannot assume responsibility for any adverse effects or damage that may result
if you use this equipment. When we can, we design parts that do not need to be serviced. We
want to make servicing your vehicle as easy as possible. To help you Page Motorcraft parts are
designed and built to provide the best performance in your vehicle. Using these parts for
replacement is your assurance that Ford-built quality stays in your vehicle. NOTE: Always
dispose of used automotive fluids in a responsible manner. Page If you must work with the
engine running, avoid wearing loose clothing or jewelry that could get caught in moving parts.
Take appropriate precautions with long hair. Do not work on a vehicle in an enclosed space with
the engine running, unless you are sure you have enough ventilation. Opening the Hood 1.
Inside the vehicle, pull the hood release located under the lower left corner of the instrument
panel. Page Filling The Fuel Tank Cleaning the Engine A clean engine is more efficient because
a buildup of grease and dirt acts as an insulator, keeping the engine warmer than usual.
Extreme care must be used if a power washer is used to clean the engine. The high pressure
fluid could penetrate sealed parts and assemblies causing damage or malfunctions. Put the
nozzle all the way inside the fuel filler pipe before pumping the fuel. NOTE: If you spill any fuel

on the body of your vehicle, clean it off immediately. The fuel may dull or soften the paint if you
do not wash it off. Page Octane recommendations Your engine is designed to use fuel with an
octane rating of In most cases it is not necessary to use a fuel with an octane rating higher than
At service stations, the octane rating is displayed in a label on the pumps. Using a fuel with a
lower octane rating can cause persistent and heavy knocking, which can damage the engine.
Page Reformulated gasoline is also required in certain areas of the U. These fuels are designed
to further reduce emissions from your vehicle. Generally, you should not experience difficulties
operating your vehicle on fuels containing oxygenates. We encourage you to use these fuels.
Page Calculating Fuel Economy Gasoline and gasoline blends may contain small amounts of
carcinogens, such as benzene. Long-term exposure to unleaded gasoline vapors has caused
cancer in laboratory animals. After at least tankfuls, fill the fuel tank and record the final
odometer reading. Page 5. Wipe the dipstick clean and put it back into position, making sure it
is fully seated. Engine oil dipstick â€” 4. Carefully, pull the dipstick out again. Page It may be
necessary to add some oil between oil changes. Protect your skin by washing with soap and
water. Page The engine coolant recovery reservoir â€” 3. Page Checking Hoses Inspect all
engine and heater system hoses and hose connections for deterioration, leaks, and loose hose
clamps as specified in the Maintenance Schedule and Record booklet. Repair or replace with
Motorcraft hoses or equivalent as necessary. Leave the engine coolant in all year. Make sure
that the coolant will not freeze at the temperature level in which you drive during winter months.
Page Engine Coolant Drain and Flush Proper procedures for a complete coolant drain and flush
of the cooling system can be found in the Car Service Manual. Page Start and idle engine until
the radiator upper hose is warm this indicates the thermostat is open and coolant is flowing
through the entire system. Immediately shut off engine. Reinstall the pressure cap to the fully
installed position. Start and idle the engine until the radiator upper hose is warm this indicates
the thermostat is open and coolant is flowing through the entire system. Page If the battery
needs water quite often, have the charging system checked for a possible malfunction. Help Us
Protect Our Environment Ford Motor Company strongly recommends that used lead-acid
batteries be returned to an authorized recycling facility for disposal. Use specially formulated
windshield washer fluid rather than plain water, because specially formulated washer fluids
contain additives that dissolve road grime. Page Drive at safe speeds. If you do not take these
precautions, your tires may fail or go flat. Ford Motor Company recommends obeying posted
speed limits. Use an accurate tire pressure gauge. Check the tire pressure when tires are cold,
after the vehicle has been parked for at least one hour or has been driven less than 3 miles 5
km. Page Rotating the tires Replacing the Tires Replace any tires that show wear bands.
Department of Transportation â€” Tire quality grades: The U. Department of Transportation
requires Ford to give you the following information about tire grades exactly as the government
has written it. Page Treadwear The treadwear grade is a comparative rating based on the wear
rate of the tire when tested under controlled conditions on a specified government test course.
Page represent higher levels of performance on the laboratory test wheel than the minimum
required by law. Warning: The temperature grade for this tire is established for a tire that is
properly inflated and not overloaded. Excessive speed, underinflation, or excessive loading,
either separately or in combination, can cause heat buildup and possible tire failure. Page
Automatic Transmission Fluid Put the chains on tightly with the ends held down securely. Verify
that no chain touches any wiring, brake lines, or fuel lines. Drive slowly. If you can hear the
chains rub or bang against your vehicle, stop the vehicle and tighten the chains. Page NOTE: If
the vehicle has been operated for an extended period at high speeds or in city traffic during hot
weather, or pulling a trailer, the vehicle should be turned off for about 30 minutes to allow the
fluid to cool before checking. Adding Automatic Transmission Fluid Before adding any fluid, be
sure that the correct type will be used. Page Brake Fluid Manual Transmission Fluid The fluid
level and quality should not deteriorate under normal driving conditions. However, it is
suggested that you have the fluid level checked occasionally. If fluid is required, see Lubricant
Specifications in the Index. The Clutch The clutch on your vehicle is operated by a cable that
adjusts itself with a little help from you. Page If the fluid is low, carefully clean and remove the
cap from the reservoir. Page Power Steering Fluid The brake fluid reservoir â€” 4. While the
engine idles, turn the steering wheel back and forth several times. Make sure that the cap
assembly is installed at this time. Turn the engine off. Check the fluid level on the dipstick
which is highlighted in yellow in your vehicle. If the power steering fluid is low, do not drive
your vehicle for a long period of time before adding fluid. This can damage the power steering
pump. Only add brake fluid to the brake master cylinder reservoir. Only add power steering fluid
to the power steering reservoir. NOTE: If the power steering fluid is low, do not drive your
vehicle for a long period of time before adding fluid. Page The following charts tell you which
fuses or circuit breakers protect the wiring for each electrical part of your vehicle. If a fuse

blows or a circuit breaker opens a circuit, all the parts of your vehicle that use that circuit will
not work. Once you have determined which fuses or circuit breakers to check, follow the
procedures under Checking and replacing fuses or Checking and Page The instrument panel
fuse panel Page These, like fuses, open when the circuit load exceeds their amperage rating.
High current fuses may be purchased from your Ford or Lincoln-Mercury dealer. The high
current fuse panel is located in the engine compartment on the left-hand fender apron. Ford
recommends that high current fuses be replaced by a qualified technician. The high current
fuse panel location Page The high current fuse panel Page The high current fuses and relays
Page Checking and Replacing Fuses If you need to check a fuse, follow these steps: 1. Find the
fuse panel cover below and to left of the steering column, in the instrument panel. Squeeze the
two backing tabs and pull to remove the cover. Using a fuse with a higher amperage rating can
cause severe wire damage and could start a fire. Replace the cover. Even after you replace a
fuse, it will continue to blow if you do not find what caused the overload. Page Since the circuit
breaker for the headlamps is mounted in the headlamp switch, you must replace the entire
switch to install a new circuit breaker. Lights and Bulb Replacement It is a good idea to check
the operation of the following lights frequently: headlamps tail lamps Page Headlamp Bulb The
headlamps on your vehicle use replaceable bulbs. When the lamp burns out, simply replace the
bulb, rather than the whole lamp. Grasp the bulb only by its plastic base and do not touch the
glass. Page Headlamp access covers 3. Lift the cover and find the bulb in the headlamp socket.
Remove the electrical connector from the bulb by lifting the connector clip upward while pulling
the connector rearward. Page Installing the headlamp bulb 1. You may need to turn the bulb left
or right to line up the grooves in the plastic base with the tabs in the socket. Page Using the
Right Bulbs Page Emission Control System In general, maintenance, replacement, or service of
the emissions control devices or systems in your new Ford Motor Company vehicle or engine
may be performed at your expense by any automotive repair establishment or individual using
automotive parts equivalent to Page Ford strongly recommends the use of genuine Ford
replacement parts. If other than Ford or Motorcraft parts or Ford authorized remanufactured
parts are used for maintenance replacements or for the service of components Page may be
liable if their emission control device is removed or is prevented from working. Never use a
metal exhaust collector when you service your vehicle. Do not drive your vehicle if it does not
operate properly. If steps 2 thru 9 are interrupted, repeat the preceding step. Any safe driving
mode is acceptable between steps. Always drive vehicle in safe manner according to traffic
conditions and obey all traffic laws. During the 15 minute drive cycle the following modes must
be achieved: a. Page NOTE: Rear axle lube quantities must be replaced every , miles , km or if
the axle has been submerged in water. Otherwise, the lube should not be checked or changed
unless a leak is suspected or repair required. Motorcraft Parts If a spark plug is removed for
examination, it must be reinstalled in the same cylinder. Page Lubricant Specifications Page
Vehicle Storage NOTE: Rear axle lube quantities must be replaced every , miles , km or if the
axle has been submerged in water. Vehicle Storage Maintenance Tips If you plan on storing
your vehicle for an extended period of time 60 days or more , refer Page Body Wash vehicle
thoroughly to remove dirt, grease, oil, tar or mud from exterior surfaces, rear wheel housing and
underside of front fenders. Periodically wash vehicles stored in exposed locations. Touch-up
raw or primed metal to prevent rust. Cover chrome and stainless steel parts with a thick coat of
auto wax to prevent discoloration. Page Ford Gas Stabilizer should be added whenever actual
or expected storage periods exceed 60 days. Follow the instructions on the label. The vehicle
should then be operated at idle speed to circulate the additive throughout the fuel system.
Cooling system Protect against freezing temperatures. Page Label Locations Additives, engine
oil. Page Anti-theft lug nuts and key.. Anti-theft system arming the system.. Page Battery
continued servicing Brake fluid brake warning light. Page Canada, customer assistance..
Canada, warranty information.. Capacities for refilling fluids. Page Cleaning your vehicle
continued engine compartment.. Customer Assistance Centre, Ford of Canada.. Dashboard see
Instrument panel.. Page Doors Driving under special conditions bad weather Page Entry
system, remote.. Exhaust fumes Page Ford Customer Assistance Center.. Ford Dispute
Settlement Board.. Ford Extended Service Plan.. Ford Motor Company of Canada.. Page Fuel
pump shut-off switch engine does not start.. Page Gearshift continued floor-mounted Page
Hood Page Keys key in ignition chime.. Page Lights, warning and indicator continued safety belt
Page Mirrors Page Power point electrical outlet.. Power steering dipstick Page Roadside
Emergencies Roadside assistance Roadside emergencies.. Rotating the tires Safe driving tips.
Page Seats continued adjusting the seat, manual.. Page Speedometer Page Tires continued
snow tires and chains.. Turn signal Page Warranty Information Booklet.. Washer fluid reservoir
Page Service Station Information This manual is also suitable for: Mustang. Print page 1 Print
document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore

password. Upload from disk. Upload from URL. Now that the year-old redesign of the Ford
Mustang has some miles on it, both Ford and the Mustang's obsessed clientele are ready for a
few important changes. A Mustang Cobra making more than hp is certainly welcome see
sidebar. And finally banished from the '96 Mustang GT is the ancient overhead-valve 4. Certain
purists may wail and gnash their teeth over this one, but it's a transition we like. The main
reasons for changing the engines were the tougher federal fuel-economy standards and
onboard diagnostic system OBD-II requirements that both kick in for Ford knew the aged 4.
Most of the real improvements brought about by the mod V-8 powerplant are aimed not at
performance, but rather at refinement. Noise, vibration, and harshness NVH characteristics are
first addressed in the engine structure itself, with lightweight pistons and connecting rods, a
deep-skirt block, deep head bolts, and five cross-bolted main bearings. The air-conditioning
compressor, power-steering pump, and alternator are mounted directly to the engine to reduce
their vibrations. The new engine has a single overhead cam atop each cylinder bank to oversee
the operation of two valves per cylinder. Ford's EEC-V electronic engine-management system
controls the delivery of unleaded regular fuel through sequential multiport fuel injectors. Rather
remarkably, the output derived from the engine is spot-on that of the GT's old motor. The 4.
Impressively, pound-feet of torque is already online by rpm. Rowing through the Borg-Warner T
five-speed manual same as found in the Cobra companion model is an easier task than with the
T-5 it replaces. The clutch action is light without being weenie-grade, and the shifts are more
precise although not quite perfect, because there's still more length in the throw than we like.
For those who prefer the shiftless route, the car will be offered with a new wide-ratio
electronically controlled four-speed automatic transmission. Its torque converter was
downsized from 12 inches to While hauling through the manual at wide-open throttle, though,
we found the OHC engine breathes only a little bit better than the OHV motor. Both tend to
breathlessness at about rpm; the 4. The new eight will soldier on through to rpm before the
sustained revving starts to sound and feel like a bad idea. Shifting there is what the car seems
to like for best times, but "best times" is a relative term. Though it was entertaining enough in
street driving, the new GT failed to impress in testing. Our '96 prototype test car was a virtually
negligible 48 pounds lighter than the last 4. Our 0-to runs in the '96 GT maxed out at 6. The
previous-model GT ran 6. The new GT notched only 0. Ford still offers the bigger tires as an
option on the car in ' They're worth considering. The handling is somewhat improved. Ford
needed a new front crossmember to adapt the OHC eight to the Mustang. While they were at it,
the suspension engineers jiggered the geometry for better caster and camber. A cross-car
brace under the hood triangulates the strut towers and the firewall, abetting an already rigid
structure, and a bigger rear anti-roll bar adds balance. Compared with the OHV GT, this brings
improved steering precision and dry-surface handling but only marginal improvement in
wet-surface control. The new GT feels well balanced on hard sweepers at combat speed.
Bump-steer mars the experience, but on smooth surfaces you can get fully into or out of the gas
without materially unsettling the car. Drop-throttle oversteer lurks in the fastest or hardest
corners, but inherent balance and an improved rack-and-pinion steering set makes recovery
easy and trauma-free. Anti-lock brakes are still optional, and dual airbags are still standard. In
fact, nothing that you can see without opening the hood or crawling under the car is changed
on the GT except a new fender badge incorporating the 4. Despite the improvements, the '96
Mustang GT still fails to stand up to the Z28 challenge , but you could say that unenviable job is
now the duty of the hp Cobra. Of course, that high end will get even higher in for the GM pony
cars as well, with a dual exhaust system giving all V-8 Camaros and Firebirds another 10 hp to
and Ram Air options boosting output to equal the Cobra's hp. After taking its share of beatings
on the cubic-inch and power fronts, if not in the sales wars, glad the GT must be to have a new
Cobra big brother to help shoulder the burden of its family feud. There's still one little problem
looming on the horizon: the GT is the Mustang that is going to slot closest in price to the
formidable Camaro Z Is that going to be an ouch! Displacement: cu in, cc Power: hp rpm
Torque: lb-ft rpm. New Cars. Buyer's Guide. Type keyword s to search. Today's Top Stories. The
Best Sedans of Best EVs and Hybrids of Best Pickup Trucks of Best Minivans and Vans of Best
Station Wagons of View Photos. From the September Issue of Car and Driver. Expand Collapse.
This content is created and maintained by a third party, and imported onto this page to help
users provide their email addresses. You may be able to find more information about this and
similar content at piano. Advertisement - Continue Reading Below. More From Instrumented
Tests. Make Model Year. Price and Payment. Vehicle History. Engine and Drivetrain. Vehicle
Listing Details. Description: Used Ford Mustang. Powering our Pony is a 3. Our Rear Wheel
Drive machine will keep you in the comfort of an American style sports with excellent handling
while offering you near 29mpg on the open road. There is no other way to ride in style! With
plenty of refinement and style inside and out, this Ford Mustang is not one to miss! Know you

have peace of mind with safety features such as Driver and front passenger airbags, and 3 point
active restraint safety belts. Print this page and call us Now It is equipped with a 5 Speed
Automatic transmission. It is offered As-Is, extended warranty is available. New Price! A real
head turner!! This convertible is priced low to sell quick. Convertible roof lining, Dual front
impact airbags, Front anti-roll bar, Front wheel independent suspension. Recent Arrival!
Flaunting a gorgeous red exterior and a dark charcoal interior. With a 4-star crash test rating,
this is one of the safest vehicles you can buy. This is the vehicle you have been waiting for! Call
now to schedule a test drive! Tapp motors has been in business for over 70 years and look
forward to helping you. Clean body, interior, low miles, hard to find manual transmission
Mustang! Runs out strong, mostly original car - clean body, interior. Please call us at today to
schedule your test drive. Information deemed reliable but not guaranteed. Interested parties
should confirm all data before relying on it to make a purchase decision. All prices and
specifications are subject to change without notice. Prices may not include additional fees such
as government fees and taxes title and registration fees finance charges dealer document
preparation fees processing fees and emission testing and compliance charges. Internet special
price may not be compatible with dealer sponsored or subsidized subprime financing. Be
advised that due to security concerns and potential fraud we do not negotiate the purchase of a
vehicle via e-mail or text. Call us to discuss an offer over the phone. This Ford Mustang 2dr 5,
miles! It is equipped with a 5 Speed Manual transmission. The vehicle is Red with a Red Cloth
interior. See dealer for details. Odometer is miles below market average! This is a low miled one
owner Mustang! Enjoy the incredible handling with the rear wheel drive on it. This unit
emanates grace with its stylish gray exterior. The vehicle has a 4. Help alleviate lower back pain
with the driver seat lumbar support in this unit. This Ford Mustang is equipped with a gasoline
engine. The manual transmission in this Ford Mustang will give you exceptional control of your
driving experience. Small and nimble this vehicle scoots through traffic. It offers great fuel
mileage and ease of parking. Popular searches. My notifications My Account. Save Search.
Enter your ZIP code to show only relevant vehicles for sale nearby. Search radius. Home
delivery available. Only show local listings. Year s. Price and Payment Loan Price. Type
Convertible 1, Coupe 3, Hatchback 1. Engine and Drivetrain Transmission Automatic 2, Manual
1, Engine Type Gas Drivetrain Rear Wheel Drive 4, Cylinders 4 cylinders 8 cylinders Fuel
Economy. Vehicle Listing Details Listings with recent price drops. Recently added listings. Not
provided. No accidents. RWD 4. Check Availability. Title issue. Price Drop. Showing 19 - 36 out
of 4, listings. Overall Consumer Rating. This mustang still has not given me any problems since
I bought it. Even at 14 years old. I expected it to have give me at least some problems. Sign Up.
The Mustang GT was back for and while visually it was more of the same stuff, under the hood
things changed a lot. Gone was the big 5. In , Mustang fans were expecting t he 5. However, this
is not what they got. The 5. The engine has two valves per cylinders, one for intake and one for
exhaust. The valves were actuated by hydraulic roller finger followers, eliminating the need for
valve adjustments. Ford used very long bolts to clamp the cylinder head to the block. These
special bolts reduced distortion of the cylinder bores therefore providing improved sealing. The
main reasons for changing the engines were the tougher federal fuel-economy standards and
onboard diagnostic system OBD-II requirements that both kick in for Ford knew the aged 4.
Most of the real improvements brought about by the mod V-8 powerplant are aimed not at
performance, but rather at refinement. That goes a long way in explaining why Mustang
old-timers were not super impressed when they first experienced the new V8 in the Mustang GT.
Car and Driver said of the Mustang GT:. While hauling through the manual at wide-open throttle,
though, we found the OHC engine breathes only a little bit better than the OHV motor. Both tend
to breathlessness at about rpm; the 4. The new eight will soldier on through to rpm before the
sustained revving starts to sound and feel like a bad idea. Share Tweet. Fourth Gen Mustang.
See all results. Weekly Mustang News Get the latest Mustang news, rumors, deals and events
each week. Cool Mustang stuff. No crap, we promise. This site uses cookies: Find out more.
Okay, thanks. A majority of all used US imports have either been in accidents, been stolen, been
flooded, salvaged and rebuilt and shipped to Europe or are subject to open recalls. For 30
years, CARFAX has been collecting data on US vehicles from thousands of sources and has
helped millions of used car shoppers reduce their risk of getting stuck with a vehicle that has
costly hidden problems. For more than 30 years, CARFAX has been helping millions of used car
shoppers make better purchase decisions and avoid expensive hidden problems. In addition,
CARFAX has helped used car dealers around the world to build trust with their customers and
sell their American cars with confidence. With more than 14 billion records, CARFAX has built
up its database with the help of its partners and sources, including government offices, law
enforcement agencies, service and repair shops, car dealerships, insurance companies and
many more. In addition to publicly available information, CARFAX has collected information

from many independent reliable sources. Thanks for the service, the price was absolutely worth.
Immediately to the Internet, paid with credit card and in 10 minutes I had the report. Vehicle
imported from California to Lithuania. For some weeks "Babs" is now with us and we have a lot
of fun with the car. Buying Used American Cars? Search by VIN. Instant Access. We offer you
unique vehicle history to help you make better purchase decisions. Trusted by millions of
users. Worldwide market leader. The most popular blog articles How to detect mileage rollback?
Mileage rollback is one of the most occurring types of fraud in the selling process of used cars.
However, there are ways to detect mileage fraud. Even though odometer fraud is difficult to
detect for the untrained eye, it is not an impossible task. Import a car from the USA. There are a
few advantages to buying a American used car. Check the Service History of a Car. How
important is the service history of a car? CARFAX takes a look at these questions and explains
the importance of the service history of a car, as well as where you can find the complete
history of service records. Make a VIN Search. Quick Links. See also: Owner's Manual , User
Manual. Table of Contents. Instrument Cluster. Warning Lights And Chimes. Entertainment
Systems. Auxiliary Input Jack. Climate Controls. Rear Window Defroster. Turn Signal Control.
Bulb Replacement. Driver Controls. Steering Wheel Adjustment. Power Windows. Speed
Control. Locks And Security. Owners Guide postfmt. USA fus. Ford motor company ford
mustang owner's guide pages. Automobile Ford Mustang Supplement Manual 40 pages. Ford
may change the contents without notice and without incurring obligation. Page 4: Introduction
State of California to cause cancer and birth defects or other reproductive harm. Please take the
time to get well acquainted with your vehicle by reading this handbook. The more you know and
understand about your vehicle, the greater the safety and pleasure you will derive from driving
it. Page 7 Introduction To access this information, special equipment must be directly
connected to the recording modules. Ford Motor Company and Ford of Canada do not access
event data recorder information without obtaining consent, unless pursuant to court order or
where required by law enforcement, other government authorities or other third parties acting
with lawful authority. If any light remains on after starting the vehicle, refer to the respective
system warning light for additional information. A significant decrease in braking performance
may occur. It will take you longer to stop the vehicle. Have the vehicle checked by your
authorized dealer. Never remove the coolant reservoir cap while the engine is running or hot.
Odometer: Registers the total miles kilometers of the vehicle. Driving with your tachometer
pointer continuously at the top of the scale may damage the engine. Refer to Filling the tank in
the Maintenance and Specifications chapter for more information. With this feature, the window
switches and radio may be used for up to ten minutes after the ignition switch is turned to the
OFF position or until any door or trunk is opened. Page 20 Entertainment Systems Speed
sensitive volume: Radio volume changes automatically and slightly with vehicle speed to
compensate for road and wind noise. Recommended level is 1â€”3. Level 0 turns the feature off
and level 7 is the maximum setting. Press MENU to access and use to adjust the volume setting.
The CD status will display in the radio display. Shuffle: Press to play tracks in random order.
Page 22 Entertainment Systems With this feature, the window switches and radio may be used
for up to ten minutes after the ignition switch is turned to the OFF position or until either door
or the trunk is opened. Compression: Available only in CD mode, brings soft and loud CD
passages together for a more consistent listening level. Press again to stop. Seek: Press to
access the previous or strong station or CD track. Press and hold to auto eject all CDs present
in the system. Any portable music player designed to be used with headphones 2. Irregular
shaped CDs, CDs with a scratch protection film attached, and CDs with homemade paper
adhesive labels should not be inserted into the CD player. Ford Motor Company shall not be
responsible for any such programming changes. Move temperature control to the coolest
setting. Set the fan to the highest speed initially, then adjust to maintain comfort. For additional
cabin air filter information, or to replace the filter, see an authorized dealer. High beams Pull the
lever towards you, to the second detent, to activate. Pull the lever towards you again to
deactivate. Close the hood and turn off the lamps. The correct bulbs will not damage the lamp
assembly or void the lamp assembly warranty and will provide quality bulb burn time. Make
sure headlamp switch is in the OFF position, then open the hood. Disconnect the electrical
connector from the bulb by depressing the retainer clip and pulling rearward. Remove the bulb
by rotating it counterclockwise and pulling it straight out. Pull the bulb straight out from the
socket. Install the new bulb in reverse order. Replacing foglamp bulbs if equipped 1. Make sure
the headlamp control is in the OFF position and open the hood. Remove the bulb socket by
rotating it counterclockwise, then pulling it out of the lamp assembly. Pull the bulb straight from
the socket. Carefully pull the bulb straight out of socket. Remove bulb socket by turning
counterclockwise. Carefully pull the bulb out from the socket. Install new bulb s in reverse
order. In freezing weather, be sure the wiper blades are not frozen to the windshield before

operating the wipers. Improper use of the power outlet can cause damage not covered by your
warranty. Press and pull the window switch to open and close the windows. You MUST set the
mirror to the proper zone to get an accurate compass reading, refer to Compass zone
adjustment. The compass is now calibrated. Each tap will decrease the set speed by 1 mph 1.
Check the convertible top stowage compartment behind the rear seat to be sure it is empty and
ready to receive the top. Check the convertible top outer surface to be sure it is free of leaves
and debris. Push the convertible top switch on the overhead console and hold until the
windows are completely down and the top is completely stored. Fold the right side inward and
secure the boot with the strap. Stow the boot in the trunk. Raising the convertible top The
convertible top will not operate unless the vehicle is traveling under 3. Raise the front and rear
side windows. Single Mode will display only the selected function. Dual Mode will display the
selected function and the odometer. Language 1. Record the highway fuel economy for future
reference. It is important to press the RESET control after setting the speed control to get
accurate highway fuel economy readings. Displayed when the passenger side door is not
completely closed. Displayed when the fuel filler cap is not properly installed. Check the fuel
filler cap for proper installation. Refer to Fuel filler cap under the Fuel Information section in the
Maintenance and Specifications chapter. To remove the floor mat, reverse the installation
procedure. The horn will chirp once to confirm the procedure is complete. Small children are
particularly at risk. Press and release again within three seconds to unlock the passenger door.
Replacing the battery The remote entry transmitter uses one coin type three-volt lithium battery
CR or equivalent. Use of these systems may result in vehicle starting problems and a loss of
security protection. Note: Large metallic objects, electronic devices that are used to purchase
gasoline or similar items, or a second coded key on the same key chain may cause vehicle
starting issues. Page 81 Replacing coded keys can be very costly. Store an extra programmed
key away from the vehicle in a safe place to help prevent any inconveniences. Please visit an
authorized dealer to purchase additional spare or replacement keys. Your new unprogrammed
key is now programmed. Additionally, the interior motion sensing system will not arm if either
door or the trunk is ajar. Once the trunk becomes closed the motion and tilt sensing systems
will re-arm. Lift handle to move seat forward or backward. Pull on the seatback to ensure that it
has latched. In frontal collisions, the safety belt pretensioners can be activated alone or, if the
collision is of sufficient severity, together with the front airbags. To reduce the risk of injury,
make sure children sit in the back seat where they can be properly restrained. Refer to Safety
restraints for children or Safety seats for children later in this chapter. How to disengage the
automatic locking mode Ford Motor Company recommends that all safety belt assemblies and
attaching hardware should be inspected by an authorized dealer after any collision. Safety belt
assemblies not in use during a collision should also be inspected and replaced if either damage
or improper operation is noted. Page 99 Manufacturer identification is located at the end of the
webbing on the label. Also, use the safety belt extension only if the safety belt is too short for
you when fully extended. Ford Motor Company recommends that all safety belt assemblies in
use in vehicles involved in a collision be replaced. Page If the BeltMinder warnings have expired
warnings for approximately 5 minutes for one occupant driver or front passenger , the other
occupant can still activate the BeltMinder feature. Do not modify the front end of the vehicle.
Failure to follow these instructions may interfere with the front passenger seat sensing system.
Page Side airbags, in combination with safety belts, can help reduce the risk of severe injuries
in the event of a significant side impact collision. Refer to Airbag readiness section in the
Instrument Cluster chapter. Routine maintenance of the airbag is not required. Always follow
the instructions and warnings that come with any infant or child restraint you might use.
Booster seats position a child so that safety belts fit better. They lift the child up so that the lap
belt rests low across the hips and the knees bend comfortably. They can slide around and
increase the likelihood of injury or death in a collision. Ford recommends the use of a child
safety seat having a top tether strap. Page 1. Position the child safety seat in a seat with a
combination lap and shoulder belt. Children 12 and under should be properly restrained in the
rear seat whenever possible. If the retractor is not locked, unbuckle the belt and repeat Steps 2
through 9. Check to make sure the child seat is properly secured before each use. Locate the
correct anchor for the selected seating position as shown previously. Note: For easier access,
attach the tether with the convertible top up. Access tether anchors located behind the seatback
under the vinyl tag marked with the child tether anchor symbol. Check to see if the anchors hold
the seat in place. If the safety seat is not anchored properly, the risk of a child being injured in a
crash greatly increases. Department of Transportation-Tire quality grades: The U. Department of
Transportation requires Ford Motor Company to give you the following information about tire
grades exactly as the government has written it. You are strongly urged to buy a reliable tire
pressure gauge, as automatic service station gauges may be inaccurate. Ford recommends the

use of a digital or dial-type tire pressure gauge rather than a stick-type tire pressure gauge.
Page Always inflate your tires to the Ford recommended inflation pressure even if it is less than
the maximum inflation pressure information found on the tire. Page Tire Information Improper or
inadequate vehicle maintenance can cause tires to wear abnormally. Use of any tire or wheel
not recommended by Ford can affect the safety and performance of your vehicle, which could
result in an increased risk of loss of vehicle control, vehicle rollover, personal injury and death.
Page The tire pressure sensors mounted in the wheels originally installed on your vehicle are
not designed to be used in aftermarket wheels. In general, the larger the number, the wider the
tire. Maximum Load Single lb. Refer to the payload description and graphic in the Vehicle
loading â€” with and without a trailer section. Failure to properly maintain your tire pressure
could increase the risk of tire failure, loss of control, vehicle rollover and personal injury. If any
tire is under-inflated, carefully drive the vehicle to the nearest location where air can be added
to the tires. Inflate all the tires to the recommended inflation pressure. You will need to reduce
the load weight by at least lb. If you remove lb. Servicing after towing If you tow a trailer for long
distances, your vehicle will require more frequent service intervals. Refer to your scheduled
maintenance information for more information. Page Driving Do not park, idle, or drive your
vehicle in dry grass or other dry ground cover. The emission system heats up the engine
compartment and exhaust system, which can start a fire. Make sure the headlamps and vehicle
accessories are off. Take precautions to avoid its dangerous effects. If you smell exhaust fumes
inside your vehicle, have your dealer inspect your vehicle immediately. Do not drive if you smell
exhaust fumes. To release, press and hold the button 2 , pull the handle up slightly, then push
the handle down. This is normal system behavior and should be no reason for concern. Apply
the parking brake, turn ignition key to LOCK, then remove the key. Using a flat head
screwdriver, remove the plastic cover. See your authorized dealer. Examples: city traffic, hilly
terrain, heavy loads, trailer towing and when engine braking is required. Do not rock the vehicle
if the engine is not at normal operating temperature or damage to the transmission may occur.
These actions will reduce the life of the clutch. Fully apply the parking brake, then shift into 1
First. Turn the ignition off. Do not park your vehicle in Neutral, it may move unexpectedly and
injure someone. Use 1 First gear and set the parking brake fully. Wet brakes do not stop the
vehicle as quickly as dry brakes. Page 1â€”â€”â€”; Lincoln vehicle customers call 1â€”â€”â€”
Canadian customers who require roadside assistance, call 1â€”â€”â€” If you need to arrange
roadside assistance for yourself, Ford Motor Company will reimburse a reasonable amount. To
obtain reimbursement information, U. Ford or Mercury vehicles customers call 1â€”â€”â€”; If no
leaks are apparent, reset the switch by pushing in on the reset button. Turn the ignition ON.
Wait a few seconds and return the key to OFF. Make another check for leaks. If the battery has
been disconnected and reconnected, refer to the Battery section of the Maintenance and
Specifications chapter. If the dissimilar spare tire or wheel is damaged, it should be replaced
rather than repaired. Before changing the tire: 1. Park on a level surface. Activate the hazard
flashers. Block both the front and rear of the wheel diagonally opposite the flat tire. For
example, if the left front tire is flat, block the right rear wheel. Remove the lug wrench, spare tire
and jack. This is normal only when using the temporary spare tire. Lower the wheel by turning
the jack handle counterclockwise. Use only Ford recommended replacement fasteners. When a
wheel is installed, always remove any corrosion, dirt or foreign materials present on the
mounting surfaces of the wheel or the surface of the wheel hub, brake drum or brake disc that
contacts the wheel. Page Ensure that vent caps are tight and level. Turn the heater fan on in
both vehicles to protect any electrical surges. Turn all other accessories off. Connect the
negative - cable to the negative - terminal of the assisting battery. Start the engine of the
disabled vehicle. Once the disabled vehicle has been started, run both engines for an additional
three minutes before disconnecting the jumper cables. Remove the jumper cable from the
ground metal surface. Note: In the illustrations, lightning bolts are used to designate the
assisting boosting battery. Do not tow with a slingbelt. Ford Motor Company has not approved a
slingbelt towing procedure. If your vehicle is to be towed from the front using wheel lift
equipment, it is recommended that the rear wheels drive wheels be placed on a dolly to prevent
damage to the transmission. Away from home If you own a Ford or Mercury vehicle and are
away from home when your vehicle needs service, or if you need more help than the authorized
dealer could provide, after following the steps described above, contact the Ford Customer
Relationship Center to find an authorized dealer to help you. Page If you own a Lincoln vehicle
and are away from home when your vehicle needs service, or if you need more help than the
authorized dealer could provide, after following the steps described above, contact the Ford
Customer Relationship Center to find an authorized dealer to help you. Page Customer
Assistance In some states in the U. Ford is also allowed a final repair attempt in some states.
Page You are not bound by the decision but may choose to accept it. If the arbitrator has

decided in Page United States and Canada, provided by a network of more than 4, participating
authorized dealers. If you did not take advantage of the Ford Extended Service Plan at the time
of purchasing your vehicle, you may still be eligible. Since this Page The use of leaded fuel in
your vehicle without proper conversion may damage the effectiveness of your emission control
system and may cause engine knocking or serious engine damage. Page Reporting Safety
Defects U. Dry the area with a soft cloth. These quality products have been specifically
engineered to fulfill your automotive needs; Set the parking brake and shift to P Park. Block the
wheels. Set the parking brake, depress the clutch and place the gearshift in N Neutral. Go to the
front of the vehicle and release the auxiliary latch that is located under the front center of the
hood. Lift the hood and secure it with the prop rod. Engine oil filler cap 3. Engine oil dipstick 4.
Brake fluid reservoir 5. Air filter assembly 6. Power steering fluid reservoir 7. Engine coolant
reservoir 8. Windshield washer fluid reservoir 9. Washer fluid placed in the cooling system may
harm engine and cooling system components. Set the parking brake and ensure the gearshift is
securely latched in P Park automatic transmissions or 1 First manual transmissions. Open the
hood. Protect yourself from engine heat. Locate and carefully remove the engine oil level
indicator dipstick. Some oil must be removed from the engine by an authorized dealer. Put the
indicator back in and ensure it is fully seated. Do not use supplemental engine oil additives,
cleaners or other engine treatments. They are unnecessary and could lead to engine damage
that is not covered by Ford warranty. Page Change your engine oil according to the appropriate
schedule listed in the scheduled maintenance information. Ford production and aftermarket
Motorcraft oil filters are designed for added engine protection and long life. If a replacement oil
filter is used that does not meet Ford material and design specifications, start-up engine noises
or knock may be experienced. Page Battery Maintenance and Specifications It is recommended
you use the appropriate Motorcraft oil filter or another brand meeting Ford specifications for
your engine application. BATTERY Your vehicle is equipped with a Motorcraft maintenance-free
battery which normally does not require additional water during its life of service. Page If the
battery has been disconnected or a new battery has been installed, the clock and the preset
radio stations must be reset once the battery is reconnected. Steam and scalding liquids
released from a hot cooling system can burn you badly. Also, you can be burned if you spill
coolant on hot engine parts. Mixing Motorcraft Specialty Orange Engine Coolant or any
orange-colored extended life product with your factory filled coolant can result in degraded
corrosion protection. Page Recycled engine coolant Ford Motor Company does NOT
recommend the use of recycled engine coolant in vehicles originally equipped with Motorcraft
Premium Gold Engine Coolant since a Ford-approved recycling process is not yet available. Pull
off the road as soon as safely possible and turn off the engine. Arrange for the vehicle to be
taken to an authorized dealer. If this is not possible, wait a short period for the engine to cool.
Gasoline may contain benzene, which is a cancer-causing agent. The flow of fuel through a fuel
pump nozzle can produce static electricity, which can cause a fire if fuel is pumped into an
ungrounded fuel container. Running out of fuel Avoid running out of fuel because this situation
may have an adverse effect on powertrain components. The vehicle has run out of fuelâ€”the
engine may misfire or run poorly. Poor fuel quality or water in the fuel. The fuel cap may not
have been securely tightened. See Fuel filler cap in this chapter. The engine must warm up to its
normal operating temperature. Once started, do not turn off the engine until the above driving
cycle is complete. The use of these materials may affect transmission operation and result in
damage to internal transmission components. Add enough fluid through the filler opening to
bring the fluid up to the recommended levels. Install
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and tighten the fill plug securely. Use only fluid that meets Ford specifications. Refer to the
Maintenance product specifications and capacities section in this chapter. Page PCV valve.
Replace the PCV valve with one that meets Ford material and design specifications for your
vehicle, such as a Motorcraft or equivalent replacement part. The customer warranty may be
void for any damage to the emissions system if such a PCV valve is not used. Please note that
in the graphic, XXXX is representative of your vehicle identification number. The following table
tells you which transmission or transaxle each code represents. These quality accessories have
been specifically engineered to fulfill your automotive needs; they are custom designed to
complement the style and aerodynamic appearance of your vehicle. This manual is also suitable
for: Mustang Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL.

