1996 gmc sierra 1500 parts

Would you like to sell products for this vehicle on Amazon. Learn how. There's a problem
loading this menu right now. Learn more about Amazon Prime. Get free delivery with Amazon
Prime. Back to top. Get to Know Us. Amazon Payment Products. English Choose a language for
shopping. Skip to main content. Exterior Accessories. Mirrors Exterior Mirrors Towing Mirrors.
Interior Accessories. Amazon Music Stream millions of songs. Amazon Advertising Find,
attract, and engage customers. Amazon Drive Cloud storage from Amazon. Alexa Actionable
Analytics for the Web. Sell on Amazon Start a Selling Account. AmazonGlobal Ship Orders
Internationally. Amazon Rapids Fun stories for kids on the go. ComiXology Thousands of Digital
Comics. DPReview Digital Photography. East Dane Designer Men's Fashion. Shopbop Designer
Fashion Brands. Deals and Shenanigans. Ring Smart Home Security Systems. Amazon
Subscription Boxes Top subscription boxes â€” right to your door. PillPack Pharmacy
Simplified. Amazon Renewed Like-new products you can trust. Amazon Second Chance Pass it
on, trade it in, give it a second life. Usually the hardest part about maintaining a car or truck is
searching for a reasonable source for outstanding parts. If your GMC Sierra needs maintenance,
the optimum answer is installing a new first-rate replacement or OEM part to keep your car in
the best shape. Whenever you need GMC Sierra parts, it's a good strategy to find the most
world-class replacement and OEM parts available - and if you get parts from Parts Geek you see
the most affordable prices around all done with the very best in order fulfillment. GMC sells
popular cars, including the Sierra , and they are commonly seen on American roads. Swing by
PartsGeek any time you desire great aftermarket or performance car and truck parts to enjoy
fantastic service and a great price every day. Your Sierra always will be an excellent vehicle but
over time even the best cars and trucks have to have replacement part maintenance or
replacement of damaged components. The dependability and high value that come with a GMC
Sierra require always acquiring performance and aftermarket parts with equal level of value;
those parts don't have to empty your wallet. The GMC Sierra , as well as and numbers referring
to the vehicle's load capacity , has a heritage going back well over a century. It is virtually
identical to the Chevrolet Silverado series; the only differences are minor external ones, such as
the grill. Historically, General Motors has promoted the Silverado to agriculture, while the Sierra
is aimed more toward the construction industry. Mechanically however, GMC Sierra accessories
and mechanical parts are interchangeable with those of the Chevy Silverado. In those days,
there were few paved roads and virtually no highways; not surprisingly, the journey took an
entire month. Progress on transportation infrastructure was rapid, however; ten years later, in ,
a 2 ton GMC truck made the trip from San Francisco to New York in only five days. The first
"pickup trucks" in the modern sense were built strictly for the U. The appellation "Sierra" wasn't
used until Whereas for much of the 20th Century, pickup trucks were strictly utility vehicles,
since the s, motorists have been purchasing them for lifestyle reasons. Before that time, a
pickup truck contained a hard, uncomfortable bench seat, a spartan dashboard with only the
most basic instruments, and a three-speed manual transmission. When one looks at a GMC
Sierra for sale these days, such a vehicle will offer amenities such as automatic transmission,
power steering, padded, heated, adjustable seats, air conditioning, full audio equipment and
more - unimaginable luxuries for pickup owners of the early years. Most model years of the
GMC Sierra are rugged and reliable provided they receive regular maintenance on schedule. By
far, the most trouble-free model has been the GMC Sierra , which has received very few
complaints. However, the model has had by far the most reports of issues, primarily having to
do with sub-par headlights and poor visibility. GMC Sierra accessories for that model year have
also had a number of issues. Often, these issues can be corrected by substituting aftermarket
replacements, which often address defects and problems found in the original factory parts. In
any event, whether you're committed to maintaining your vehicle in the best possible condition
or need to switch out parts that are defective or have outlived their usefulness, you'll need a
dependable source. Online parts stores like PartsGeek. It was easy to order the product, my
package arrived within 4 days, once I found out how to do the installation it only took me 20
min. Fit like a glove the bed rails look like they came on the truck. A great place to buy parts for
your car or truck. I like the way the Geek follow up on the order and send it when they say they
would. Skip to main content Menu. Close X. Call To Order: To return a part, simply submit a
support ticket within 30 days of ordering and we will issue you an RMA number to return your
product. See customer service page for refund and return details. We scour the web to make
sure PartsGeek always has low prices. You can buy with confidence! Console Lid. Control Arm
Kit. Door Handle. Fog Light. Fuel Pump. Grille Assembly. Headlight Assembly. Tail Light
Assembly. Wheel Hub Assembly. Window Regulator. ABS Control Unit. ABS Relay. ABS Speed
Sensor. Accelerator Pedal. Accelerator Pedal Position Sensor Connector. Accelerator Pedal
Sensor. Accessory Belt Idler Pulley. Accessory Belt Tensioner. Accessory Belt Tensioner
Assembly. Accessory Delay Relay. Accessory Power Relay. Adjustable Pedal Relay. Adjustable

Torsion Bar Key. Air Bag Clockspring. Air Bag Connector. Air Bag Module Connector. Air Bag
Sensor Connector. Air Charge Temperature Sensor Connector. Air Filter. Air Filter Housing. Air
Flap Actuator. Air Lift Leveling Kit. Air Mass Sensor. Air Pipe Gasket. Air Pump Check Valve. Air
Suspension Compressor Motor Connector. Air Suspension Switch Connector. Alignment
Camber Bushing. Alternator Adapter Plug. Alternator Brush Assembly. Alternator Brush Set.
Alternator Rectifier Set. Ambient Air Temperature Sensor Connector. Ambient Temp Sensor.
Antenna Adapter. Ash Tray Light Bulb. Assembly Lubricant. Auto Trans Bushing. Auto Trans
Clutch Plate. Auto Trans Dipstick Tube. Auto Trans Dipstick Tube Seal. Auto Trans Drain Plug.
Auto Trans Indicator Light Bulb. Auto Trans Manual Shaft Seal. Auto Trans Master Repair Kit.
Auto Trans Oil Cooler Hose. Auto Trans Oil Cooler Tube. Auto Trans Oil Pump Seal. Auto Trans
Pressure Control Solenoid. Auto Trans Pressure Switch Manifold. Auto Trans Shift Kit. Auto
Trans Shift Lever Kit. Auto Trans Shift Shaft Seal. Auto Trans Shift Solenoid. Auto Trans Torque
Converter. Automatic Transmission Brake Band. Automatic Transmission Clutch Plate Kit.
Automatic Transmission Cooling Hose. Automatic Transmission Extension Housing Gasket.
Automatic Transmission Filter. Automatic Transmission Filter Kit. Automatic Transmission
Gasket Set. Automatic Transmission Oil Cooler. Automatic Transmission Pan. Automatic
Transmission Pan Gasket. Automatic Transmission Pump Seal. Automatic Transmission Rear
Seal. Automatic Transmission Selector Cable. Automatic Transmission Solenoid. Automatic
Transmission Speed Sensor. Automatic Transmission Turbine Shaft Seal. Auxiliary Fan
Assembly. Auxiliary Fan Control Unit. Auxiliary Fan Motor. Auxiliary Water Pump Connector.
Axle Assembly. Axle Bumper. Axle Differential Bearing. Axle Differential Bearing and Seal Kit.
Axle Differential Race. Axle Housing Cover Gasket. Axle Shaft. Axle Shaft Bearing. Axle Shaft
Lock C-Clip. Axle Shaft Pilot Bearing. Axle Shaft Seal. Back Up Lamp Socket. Back Up Light
Bulb. Back Up Light Switch. Back Up Light Switch Connector. Backing Plate Dust Hole Cover.
Ball Joint. Barometric Pressure Sensor. Barometric Pressure Sensor Connector. Battery Cable.
Battery Charge Relay. Battery Current Sensor. Battery Current Sensor Connector. Battery Hold
Down. Bed Liner. Bed Mat. Bed Rack. Bed Side Rail. Bed Side Rail Protector. Belt Installation
Tool. Blower Motor. Blower Motor Relay. Blower Motor Resistor. Body Control Module
Connector. Body Harness Connector. Body Lift Kit. Body Mount Set. Booster Check Valve.
Brake Backing Plate. Brake Bleeder Screw. Brake Booster. Brake Caliper. Brake Caliper Bracket.
Brake Drum. Brake Dust Shield. Brake Fluid Level Sensor. Brake Fluid Level Sensor Connector.
Brake Hardware Kit. Brake Hose. Brake Hose Lock. Brake Hydraulic Hose to Caliper Bolt. Brake
Light Bulb. Brake Light Switch. Brake Line. Brake Master Cylinder. Brake Master Cylinder
Bleeding Tool. Brake Master Cylinder Cap. Brake Master Cylinder Cap Gasket. Brake Master
Cylinder Reservoir. Brake Pad Set. Brake Pad and Rotor Kit. Brake Pedal Pad. Brake Pedal
Position Sensor. Brake Rotor. Brake Rotor Set. Brake Shoe Set. Brake Shoes Hold Down Kit.
Brake Switch Harness. Bug Shield. Bulb Socket. Bull Bar. Bumper Air Deflector. Bumper
Bracket. Bumper Cover. Bumper Cover Bracket. Bumper Cover Retainer. Bumper Cover
Support. Bumper Deflector. Bumper End. Bumper Face Bar. Bumper Filler. Bumper Grille.
Bumper Grille Insert. Bumper Guard. Bumper Impact Bar Brace. Bumper Molding. Bumper
Reinforcement. Bumper Support. Bypass Hose. CD Player Connector. CV Boot Kit. Cab
Protector and Headache Rack. Cab Top Cover. Cabin Air Filter. Cabin Air Filter Cover. Cabin Air
Filter Retrofit Kit. Caliper Bolt. Caliper Bracket Mounting Bolt. Caliper Bushing. Caliper Piston.
Caliper Repair Kit. Cam Plug. Camshaft Bearing Set. Camshaft Gasket. Camshaft Gear.
Camshaft Position Sensor. Car Cover. Carbon Canister. Catalytic Converter. Center Console.
Center Console Hinge Repair Kit. Center Console Latch. Central Lock Switch. Check Engine
Light Bulb. Cigarette Lighter. Cigarette Lighter Kit. Cigarette Lighter Socket Connector. Clutch
Kit. Clutch Master Cylinder. Clutch Master Cylinder and Line Assembly. Clutch Pedal Pad.
Clutch Pedal Position Switch Connector. Clutch Slave Cylinder. Clutch Starter Safety Switch.
Coil Spring Insulator. Coil Spring Set. Cold Air Intake. Cold Air Intake Tube. Compass Module
Connector. Computer Chip Programmer. Connecting Rod Bearing Set. Connecting Rod Nut.
Console Harness Connector. Control Arm. Control Arm Bushing. Control Arm Bushing Kit.
Control Unit. Conversion Gasket Set. Coolant Thermostat Kit. Cooling System Tester Adapter.
Cornering Light Relay. Courtesy Light Bulb. Crank Position Sensor. Crankshaft Gear.
Crankshaft Pulley. Crankshaft Repair Sleeve. Crankshaft Seal. Crankshaft Seal Kit. Cruise
Control Module Connector. Cruise Control Switch. Damper Cylinder. Dash Cover. Daytime Light
Relay. Daytime Running Lamp Module Connector. Daytime Running Lamp Socket. Daytime
Running Light Bulb. Daytime Running Light Relay. Decorative Pillar Posts. Differential Bearing.
Differential Bearing Kit. Differential Bearing Set. Differential Cover. Differential Crush Sleeve.
Differential Pinion Race. Differential Pinion Repair Sleeve. Differential Pinion Shaft Lock Bolt.
Differential Race. Differential Ring and Pinion. Differential Support Bracket. Disc Brake Pad
Installation Kit. Distributor Cap. Distributor Drive Gear. Distributor Gasket. Distributor Repair

Plate. Distributor Rotor. Dome Light Bulb. Door Ajar Switch Connector. Door Check. Door
Handle Cover. Door Harness Connector. Door Hinge. Door Interior Reflector. Door Jamb Switch
Connector. Door Latch Cable. Door Lock Actuator. Door Lock Actuator Connector. Door Lock
Actuator Motor. Door Lock Kit. Door Lock Knob. Door Lock Module Connector. Door Lock Relay
Connector. Door Lock Rod Clip. Door Lock Switch Connector. Door Mirror Bracket. Door Mirror
Cover. Door Mirror Glass. Door Remote Mirror Switch. Door Shell. Door Sill Plate. Door Sill Plate
Set. Door Skin. Drive Shaft Center Support Bearing. Drive Shaft Shim Kit. Drive Shaft Slip Yoke.
Driver Information Display Switch. Driveshaft Support. Drum Brake Hardware Kit. EGR Line.
EGR Line Gasket. EGR Tube. EGR Tube Gasket. EGR Valve. EGR Valve Gasket. Electronic Brake
Module Connector. Electronic Control Unit. Emblem Set. Emergency Vehicle Lamp Connector.
Emergency Vehicle Lamp Relay. Engine Camshaft Position Sensor Connector. Engine
Compartment Light Bulb. Engine Control Module. Engine Coolant Temperature Sensor
Connector. Engine Cooling Fan. Engine Cooling Fan Switch Connector. Engine Cover Gasket.
Engine Crankshaft Position Sensor Connector. Engine Gasket Set. Engine Harmonic Balancer.
Engine Mount. Engine Valve Deactivation Solenoid Connector. Engine Water Pump Stud Kit.
Engine Wiring Harness Connector. Exhaust Clamp. Exhaust Flange Stud and Nut. Exhaust
Gasket. Exhaust Hanger. Exhaust Header Bolt. Exhaust Header Kit. Exhaust Manifold. Exhaust
Manifold Gasket. Exhaust Manifold Gasket Set. Exhaust Manifold Hardware Kit. Exhaust Pipe.
Exhaust System. Exhaust Valve. Expansion Plug. Expansion Tank. Expansion Tank Cap. Fader
Control Switch. Fan Blade. Fan Clutch. Fan Shroud. Fender Brace. Flex Fuel Sensor. Flex Plate.
Floor Mat Set. Floor Mats. Flywheel Shim. Fog Light Bezel. Fog Light Bulb. Fog Light Connector.
Fog Light Cover. Fog Light Kit. Fog Light Switch. Front Bed Cap. Fuel Cap Tester Adapter. Fuel
Distributor. Fuel Door Cover. Fuel Filler Hose. Fuel Filler Neck. Fuel Filter. Fuel Filter Seal. Fuel
Gauge Connector. Fuel Injection Harness Connector. Fuel Injection Plenum Gasket Set. Fuel
Injector. Fuel Injector Connector. Fuel Injector Kit. Fuel Injector O-Ring. Fuel Injector Retaining
Bracket. Fuel Injector Seal Kit. Fuel Injector and Insulator Retainer Kit. Fuel Level Sending Unit.
Fuel Level Sensor. Fuel Level Sensor Connector. Fuel Line Clip. Fuel Line Connector. Fuel Line
O-Ring. Fuel Pressure Regulator. Fuel Pressure Relief Valve Cap. Fuel Pressure Sensor. Fuel
Pump Assembly. Fuel Pump Connector. Fuel Pump Cutoff Switch. Fuel Pump Driver Module.
Fuel Pump Lock Ring. Fuel Pump Relay Connector. Fuel Pump Wiring Harness. Fuel Sender
Connector. Fuel Tank Cap. Fuel Tank Pressure Sensor. Fuel Tank Pressure Sensor Connector.
Fuel Tank Strap. Fuel Vapor Pressure Sensor Connector. Gauge Pod. Gear Selector Lever.
Glove Box Light Bulb. Grille Billet Type. Grille Emblem. Grille Guard. Grille Insert. Grille
Mounting Panel. Harmonic Balancer Bolt. Hazard Flasher Switch. Hazard Warning Flasher.
Hazard Warning and Turn Signal Flasher. Head Bolt. Head Bolt Set. Head Gasket. Head Gasket
Set. Headlamp Socket. Headlight Assembly Set. Headlight Bulb. Headlight Connector. Headlight
Covers. Headlight Dimmer Switch. Headlight Mounting Panel. Headlight Set. Headlight Switch.
Headlight Switch Connector. Heated Seat Switch Connector. Heater Core. Heater Hose. Heater
Hose Connector. Heater Hose Fitting. Heater Hose Set. Heater Valve. High Beam Indicator Light
Bulb. Hood Ajar Indicator Switch Connector. Hood Hinge. Hood Lift Assembly. Hood Release
Cable. Hood Release Handle. Hood Scoop. Idle Air Control Valve. Idle Air Control Valve
Connector. Idle Control Valve. Idler Arm. Idler Arm Grease Hose Kit. Ignition Coil. Ignition Coil
Connector Kit. Ignition Coil Mounting Bracket. Ignition Control Module Connector. Ignition
Control Unit. Ignition Distributor. Ignition Lock Assembly. Ignition Lock Cylinder. Ignition Lock
Housing. Ignition Performance Module. Ignition Relay. Ignition Switch. Ignition Switch
Connector. Impact Sensor. Inner Fender. Inner Fender Well. Input Shaft Seal. Instrument
Cluster. Instrument Cluster Upgrade Kit. Instrument Panel Connector. Instrument Panel Dimmer
Switch Connector. Instrument Panel Harness Connector. Instrument Panel Light Bulb. Intake
Manifold. Intake Manifold Bolt Set. Intake Manifold Gasket. Intake Manifold Gasket Set. Intake
Plenum Gasket Set. Intake Valve. Interior Door Handle. Intermediate Pipe. Keyless Remote Case.
Knock Sensor. Knock Sensor Connector. Knock Sensor Harness. Leaf Helper Spring. Leaf
Helper Spring Mount Kit. Leaf Spring. Leaf Spring Bumper Spacer. Leaf Spring Bushing. Leaf
Spring Hanger. Leaf Spring Hanger Kit Rear. Leaf Spring Insulator. Leaf Spring Shackle. Leaf
Spring Shackle Kit Rear. License Lamp Lense. License Lamp Socket. License Light Bulb.
License Plate Bracket. License Plate Trim. Liftgate Release Switch Connector. Light Bar. Light
Bar Mounting Kit. Lug Nut. Luggage Compartment Light Bulb. MAP Sensor. Main Bearing
Gasket Set. Main Bearing Set. Manifold Absolute Pressure Sensor Connector. Manual Trans
Countershaft Bearing. Manual Trans Countershaft Race. Manual Trans Extension Housing
Bearing. Manual Trans Output Shaft Race. Map Light Bulb. Mass Air Flow Sensor. Mass Air Flow
Sensor Connector. Mirror Glass. Mirror Switch. Mud Flaps. Multi Function Switch. Multi Rib Belt.
Multi-Port Tune-up Kit. Nerf Bars. Neutral Safety Switch. Neutral Safety Switch Connector. Oil
Cooler. Oil Cooler Gasket. Oil Cooler Gasket Set. Oil Cooler Hose. Oil Cooler Line Connector. Oil

Cooler Mounting Kit. Oil Dipstick Tube. Oil Drain Plug. Oil Drain Plug Gasket. Oil Filler Cap. Oil
Filler Tube. Oil Filter. Oil Filter Adapter O-Ring. Oil Filter O-Ring. Oil Filter Remote Mounting Kit.
Oil Level Sender. Oil Level Sensor Connector. Oil Pan. Oil Pan Bolt Set. Oil Pan Gasket. Oil Pan
Gasket Set. Oil Pressure Sender. Oil Pressure Switch Connector. Oil Pump. Oil Pump Bushing.
Oil Pump Intermediate Shaft. Oil Pump Intermediate Shaft Guide. Oil Pump O-Ring. Oil Pump
Screen. Oil Pump Shaft Retainer. Output Shaft Bearing. Output Shaft Seal. Oxygen Sensor.
Oxygen Sensor Connector. PCV T Fitting. PCV Valve. PCV Valve Cover. PCV Valve Grommet.
PCV Valve Tubing. Paper Repair Manual. Parking Aid Sensor Connector. Parking Brake Cable.
Parking Brake Hardware Kit. Parking Brake Indicator Light Bulb. Parking Brake Lever Boot.
Parking Brake Module Connector. Parking Brake Pad Set. Parking Brake Release Handle.
Parking Light Assembly. Parking Light Bulb. Parking Light Bulb Socket. Parking Light Relay.
Pickup Bed Panel. Pickup Cab Corner. Pilot Bearing. Pilot Bushing. Pinion Seal. Piston Ring
Set. Pitman Arm. Power Distributor Block Connector. Power Mirror Switch Connector. Power
Seat Harness Connector. Power Seat Switch. Power Seat Switch Connector. Power Seat Track
Repair Kit. Power Steering Cooler. Power Steering Cooler Bracket. Power Steering Cooling Line.
Power Steering Filter. Power Steering Hose Fitting. Power Steering Pressure Hose. Power
Steering Pressure Sensor Connector. Power Steering Pump. Power Steering Pump Pulley.
Power Steering Pump Repair Kit. Power Steering Pump Seal Kit. Power Steering Seal. Power
Window Motor Connector. Power Window Regulator and Motor Assembly. Power Window Relay.
Powertrain Control Module Relay. Pre Heat Hose. Purge Valve. Push Nut. Push Rod. R12
Refrigerant Oil. RA Refrigerant Oil. Rack and Pinion Mount Bushing. Radiator Cap. Radiator Cap
Tester Adapter. Radiator Drain Petcock. Radiator Fan Assembly. Radiator Fan Shroud. Radiator
Hose. Radiator Support. Radiator Support Baffle. Radiator Support Cover. Radiator Support
Seal. Radiator Support Tie Bar. Radio Amplifier Connector. Radio Knob. Radio Multi Purpose
Connector. Radio Power Connector. Rear Lamp Harness Connector. Rear Main Seal Cover. Rear
Window Deflector. Reference Sensor. Release Bearing. Release Bearing and Slave Cylinder
Assembly. Reservoir Level Sensor. Ring Gear. Rocker Arm Nut. Rod Bearing. Roll Pan. Running
Board Mount Kit. Running Boards. Seat Adjustment Handle. Seat Belt Light Bulb. Seat Cover.
Seat Heater Pad. Seat Heater Switch. Seat Switch. Secondary Air Injection Check Valve.
Secondary Air Injection Pump. Secondary Air Injection Relay. Selector Shaft Seal. Shift Interlock
Solenoid. Shift Interlock Switch Connector. Shock Absorber. Shock Absorber Air Hose Kit.
Shock Bellows. Shock Mount. Shock Mount Bracket. Shock Mount Insulator. Side Marker
Assembly. Side Marker Light Bulb. Side Window Deflector. Skid Plate. Spare Tire Hoist. Spark
Plug. Spark Plug Wire Set. Speaker Connector. Speedometer Calibrator. Speedometer
Transmitter. Spindle Nut. Spindle Nut Washer. Spring Seat. Stabilizer Bar. Stabilizer Bar
Assembly. Stainless Steel Fender Trim. Starter Cable. Steering Angle Sensor Connector.
Steering Damper. Steering Damper Kit. Steering Gear. Steering Gear Seal Kit. Steering Gearbox.
Steering Idler Arm Bracket Assembly. Steering Knuckle. Steering Rack. Steering Rack Boot Kit.
Steering Rack Seal Kit. Steering Shaft. Steering Shaft Bearing. Steering Stabilizer Bracket.
Steering Wheel Audio Control Switch. Steering Wheel Motion Sensor. Step Bumper. Step
Bumper Hitch Reinforcement. Step Bumper Pad. Step Nerf Bar Mount Kit. Stop Light Switch.
Strut Assembly. Strut Bellows. Strut Mount. Strut Mounting Kit. Strut and Coil Spring Assembly.
Sunroof Wind Deflector. Suspension Air Compressor Kit. Suspension Air Helper Spring.
Suspension Air Helper Spring Kit. Suspension Bushing Kit. Suspension Kit. Suspension Lift Kit.
Suspension Ride Height Sensor. Suspension Traction Bar. Suspension Yaw Sensor. Sway Bar
Bracket. Sway Bar Bushing. Sway Bar Bushing Kit. Sway Bar Link. T-Belt Tensioner Damper.
TPMS Sensor. Tail Lamp Socket. Tail Light Bulb. Tail Light Connector. Tail Light Covers. Tail
Light PC Board. Tail Light Set. Tail Pipe. Tailgate Accent. Tailgate Cable. Tailgate Cap Protector.
Tailgate Emblem. Tailgate Handle. Tailgate Handle Bezel. Tailgate Handle Cover. Tailgate Hinge
Kit. Tailgate Latch. Tailgate Latch Set. Tailgate Light. Tailgate Liner. Tailgate Mat. Tailgate
Molding. Tailgate Net. Tailgate Rubber Stop. Tailgate Spoiler. Tailgate Striker Bolt. Tailgate
Support Cable. Thermostat Assembly. Thermostat Gasket. Thermostat Housing. Thermostat
O-Ring. Third Brake Light. Third Brake Light Cover. Throttle Body. Throttle Body Gasket.
Throttle Body Seal. Throttle Body Spacer. Throttle Control Motor Connector. Throttle Position
Sensor. Throttle Position Sensor Connector. Tie Rod. Tie Rod Assembly. Tie Rod End. Timing
Camshaft Sprocket. Timing Chain. Timing Chain Tensioner. Timing Cover. Timing Cover Gasket.
Timing Cover Gasket Set. Timing Cover Harmonic Balancer Sleeve. Timing Crankshaft Sprocket.
Timing Gear Kit. Timing Set. Tonneau Cover. Torque Converter Seal. Torsion Bar Mount. Tow
Hook Cover. Towing Mirror. Towing Mirror Set. Traction Control Module Connector. Trailer
Brake System Connector. Trailer Connector Kit. Trailer Hitch Plug. Trailer Tow Relay. Transfer
Case Control Module. Transfer Case Encoder Ring. Transfer Case Extension Housing Seal.
Transfer Case Gasket. Transfer Case Housing. Transfer Case Motor. Transfer Case Oil Drain

Plug. Transfer Case Output Shaft Sensor. Transfer Case Shift Harness Connector. Transfer
Case Shift Shaft Seal. Transmission Case Output Shaft Seal. Transmission Case Shaft Seal.
Transmission Control Module. Transmission Gasket. Transmission Mount. Transmission Oil
Cooler. Transmission Shift Boot. Transverse Link. Truck Step. Turn Signal Flasher. Turn Signal
Indicator Light Bulb. Turn Signal Light. Turn Signal Light Bulb. Turn Signal Switch. U Joint. U
Joint Strap Kit. U Joint U-Bolt Kit. Undercar Shield. Universal Joint. Valve Cover. Valve Cover
Gasket. Valve Cover Gasket Set. Valve Cover Grommet Set. Valve Cover O-Ring. Valve Guide.
Valve Lifter. Valve Spring. Valve Spring Retainer Keeper. Valve Stem Seal Kit. Vanity Mirror
Connector. Vanity Mirror Light Bulb. Vapor Canister Filter. Vapor Canister Purge Solenoid.
Vapor Canister Purge Solenoid Connector. Vapor Canister Vent Solenoid. Vapor Canister Vent
Solenoid Connector. Vapor Canister Vent Solenoid Harness. Vehicle Speed Sensor Connector.
Voltage Regulator. Voltage Regulator Connector. Washer Hose. Washer Pump. Washer
Reservoir. Water Bypass Gasket. Water Distribution Pipe. Water Pump. Water Pump Backing
Plate Gasket. Water Pump Gasket. Water Pump O-Ring. Water Temperature Sender. Water
Temperature Sensor. Wheel Arch Patch. Wheel Bearing. Wheel Bearing and Seal Kit. Wheel Cap.
Wheel Cylinder. Wheel Housing Reinforcement. Wheel Hub Bolt. Wheel Lock Set. Wheel Nut
Cover. Wheel Seal. Wheel Speed Sensor Connector. Wheel Stud. Wheelhouse Molding. Winch
Mount Plate. Window Crank Handle. Window Motor. Window Shade. Window Switch. Window
Trim. Window Vent Visors. Windshield Washer Fluid Reservoir Cap. Windshield Washer Pump
Connector. Windshield Washer Relay. Windshield Wiper Arm. Windshield Wiper Linkage.
Windshield Wiper Motor. Windshield Wiper Motor Connector. Windshield Wiper Switch
Connector. Wiper Blade. Wiper Blade Insert. Wiper Motor Pulse Board Module. Wiper Switch.
Wiring Harness Connector. Xenon Lighting Ballast. Body Electrical. Climate Control. Engine
Electrical. Engine Mechanical. Fuel Delivery. Fuel Injection. Air Intake. Body Sheet Metal.
Chemicals and Fluids. Cooling System. Diesel Injection. Drive Belts. Tools and Hardware. A1
Cardone. AC Delco. Action Crash. Eastern Catalytic. Standard Motor Products. AMP Research.
AP Exhaust. ATE Premium One. Air Lift. All Sales. Anchor Doan. Atlantic Automotive. Atlantic
Automotive Eng. Auburn Gear. Aus Injection. Austin Baker. Auto Meter. Auto Ventshade. BAK
Industries. BBB Industries. BD Diesel. BWD Automotive. BWD CQ. Banks Power. Beck Arnley.
Blue Ox. Brembo Coated. Brute Power. Competition Cams. DIY Solutions. DNJ Rock. Dee Zee.
Deflecta Shield. Dynamic Friction. E3 Spark Plugs. Eagle Eyes. Edge Products. Eibach Springs.
Energy Suspension. FCS Automotive. Fab Fours. Factory Air. Firestone Ride-Rite. First
Equipment Quality. Four Seasons. Fox Shox. GB Remanufacturing. GT Styling. Global Parts
Distributors. Go Industries. Go Rhino. Green Filters. Ground Force. Hedman Hedders. Heri
Automotive. Husky Liner. JBA Exhaust. JLC Fuel Products. Jet Chips. Koyo Cooling. Melling
Select Performance. Mile Marker. Motive Gear. Motive Gear Performance Diff. Motorad
UltraStats. Mr Gasket. N Fab. OSC Automotive. Original Equipment. Pace Edwards. Painless
Performance. Performance Accessories. Performance Friction. Pioneer Cables. Power Stop.
Premium Guard. Pro Comp Suspension. Professional Parts Sweden. Pure Energy. Quick Steer.
Rain X. Ranch Hand. Rhino Pac. Richmond Gear. Rigid Industries. Rugged Liner. Rugged Ridge.
Russell Performance. Schrader Valves. Sealed Power. Specialty Products. Spectra Premium.
Orders ship same day when ordered by 2pm ET. Need your part faster? Choose expedited
shipping at checkout. Providing you the highest quality, direct fit replacement auto parts
enforced to the strictest product standards. Exceeding customers' expectations every day, our
team of passionate auto enthusiasts are here to help. Thousands of how-to auto repair videos
specific to year, make and model guide you step-by-step through your repair. This part will only
fit a vehicle with these options. If your vehicle isn't listed, close the window to return to search.
Clear vehicle X. Year Make Model. Search by Vehicle. Select your vehicle. Year Make Model
Search. Shop by Part. Narrow The Number Of Models Shown By Telling Us The Year Filter
Models by Year Year Choose your GMC Model. See all trademarks. Guaranteed To Fit Providing
you the highest quality, direct fit replacement auto parts enforced to the strictest product
standards. USA Customer Support Exceeding customers' expectations every day, our team of
passionate auto enthusiasts are here to help. Instructional Video Library Thousands of how-to
auto repair videos specific to year, make and model guide you step-by-step through your repair.
Terms of Use Privacy Policy. Narrow Your Results: Select your year, make, model to find parts
that fit Before proceeding, select your Vehicle, to verify this Part will fit. Year Page 3: Table Of
Contents This section tells you when to perform vehicle maintenance and what fluids and
lubricants to use Customer Assistance Information This section tells you how to contact GMC
Truck for assistance and how to get service and owner publications. If you We use a box and
the word CAUTION to tell you about things that could hurt you if you were to ignore do this, it
will help you learn about the features and controls for your vehicle. Page 6 You will also find a
circle In the notice area, we tell you about something that damage vehicle. Many with a slash

through it in your times, this damage would this book. This safety be covered by your warranty?
Page 7 Vehicle Symbols These are some of the symbols you may find on your vehicle. For
example, These symbols These symbols Here are some These symbols These symbols these
symbols have to do with are important are on some of are used on other symbols are used on
an for you and You can also learn about some things you should bench seat, you can adjust it
do with air bags and safety belts. Page 11 To adjust a seatback with Reclining Seatbacks this
lever, lift the front of Your vehicle will have one of these reclining the lever. Release the lever to
lock the seatback where you want it. Pull up on the front lever and the seatback will go to an
upright position. Page 13 To fold a seatback forward Head traints on all seats except the base
Slide the head restraint up or down so that the top of the level bench seat, pull this restraint is
closest to the top of your ears. This position lever forward and fold the reduces the chance of a
neck injury in crash. This makes it easy to get in and out of the rear seat. To operate the seat,
pull forward the top of this Page 15 Rear Seat Extended Cab After returning the seat to its
regular position, try to move the seat with your body in order to make sure the Folding the Rear
Seat seat is locked into place. Page 17 Why Safety Belts Work Your vehicle has a light that
comes on as a reminder When you ride in or on anything, you go as fast to buckle up. In most
states and Canadian provinces, the law says to wear safety belts. Page 18 Put someone on it.
Get it up to speed. Then stop the vehicle. Page 19 or the instrument panel The person keeps
going until stopped by something. In a real vehicle, it could be the windshield You could be
whether you're wearing a safety belt or not. But you can unbuckle a safety belt, even if you're
upside down. Page 22 3. Pick up the latch plate and pull the belt across you. In a crash, this
applies force to the strong pelvic bones. You can move Before you begin to drive, move the
shoulder belt the adjuster up just by pushing up on the shoulder belt adjuster to the height that
is right for you. You can be seriously hurt if your shoulder be! It is too loose. In a crash, you
would move forward too much, which could increase injury. The shoulder belt should fit against
your body. The shoulder belt is too loose. In a crash, the belt would go up over your abdomen.
The belt forces would be there, not the pelvic bones. This could cause serious internal injuries.
The belt would be much high. In a crash, you can slide under the belt. The belt force would then
be applied at the abdomen, not the pelvic bones, and that could cause serious or fatal injuries.
Page 27 What's wrong with this? In a crash, your body would move too forward, which would
increase the chance of head and neck injury. Also, the belt would apply too much force to the
ribs, which aren't as strong as shoulder bones. If a belt is twisted, make it straight so it can
work properly, or ask your dealer to fix it. Your vehicle may have an air bag for the driver. If it
does, it will say Supplemental Inflatable Restraint on the middle part of the steering wheel. If
something is between an occupant and an air bag, it could affect the performance of the air bag
or worse, it could cause injury. Page 32 particular crash, no one can say whether an air How
does air bag restrain? Page 33 Your vehicle is equipped with a diagnostic module, which
records information about the air bag system. CAUTION: The module records information about
the readiness of the system, when the sensors are activated and When an air bag inflates, there
is dust in the air. There are parts of the air bag system in several places If I add push bumper or
a bicycle rack to the around your vehicle. Page 35 Is there anything I might add to the front of
the vehicle that could keep the air bag from working properly? If you add things that change
your vehicle's frame, bumper system, front end sheet metal or height, they may keep the air bag
system from working properly. See can sit in the center positions. To make the belt longer, the
latch plate and pull it along the belt. Page 38 Rear Seat rssengers very important for rear seat
passengers buckle up! If the belt stops before it reaches the buckle, tilt the latch plate and keep
pulling until you can buckle it. Pull up on the latch plate to make sure it is secure. Page 40 3. To
make the lap part tight, pull down on the buckle The lap part of the belt should be worn low and
snug on end of the belt as you pull up on the shoulder part. The positions next the windows
have lap-shoulder Push the latch plate into the buckle until it clicks. Pull belts. Page 43 You can
be seriously hurt if your shoulder belt too loose. The lap part of the belt should be worn low and
snug on the hips, just touching the thighs. That includes infants and all children smaller than
adult size. Page 45 k d , a b. The baby would be almost impossible to hold. Secure the baby in
an infant restraint. Never hold a baby in your arms while riding in a vehicle. If it is, it will have
label saying that it meets Accident statistics show that children are safer if they Federal Motor
Vehicle Safety Standards. See the earlier part about the top strap if the child restraint has one.
Page 48 3. The child restraint instructions will show you how. Tilt the latch plate to adjust the
belt if needed. Page 49 6. Push and pull the child restraint in different directions to be sure it is
secure. Put the restraint the seat. Follow the instructions for the child restraint. Secure the child
in the child restraint as the instructions say. Page 51 Pull the rest of the lap belt all the way out
of the 6. To tighten the belt, feed the lap belt back into the retractor lock. See the earlier part
about the top strap if the child Front All restraint has one. Rear Extended and Crew Cab 1. Make

the belt as long as possible by tilting the latch plate and pulling along the belt. Rear Extended
and Crew Cab 2. Page 54 its free 6. To tighten the belt, pull end while you push down on the
child restraint. Push and pull the child restraint in different directions to be sure is secure. Put
the restraint on the seat. Page 56 5. Pull the rest of the lap belt all the way out of the 6. To
tighten the belt, feed the lap belt back into the retractor to set the lock. Page 57 If you have the
choice, a child should sit next to a window so the child can wear a lap-shoulder belt and get the
additional restraint a shoulder belt can provide. Accident statistics show that children are safer
if they are restrained in the rear seat. In a crash, the two children can be crushed together and
seriously injured. A belt must be used by only one person at time. Page 59 Never do this. Here a
child is sitting in seat that has lap-shoulder belt, but the shoulder part is behin the child. If the
child wears the belt in this way, in a crash the child might slide under the belt. Then the new belt
will be there to help protect you in a collision. Also explained are the instrument panel and the
warning systems that tell you if everything is working properly -- and what to do if you have a
problem. Page 64 Your vehicle has one Tailgate double-sided key for the can open the tailgate
by lifting up on its handle ignition and all door locks. To shut the tailgate, firmly push it away
from you into the latch. Page 65 Third Door Option To remove the tailgate: 1. Raise the tailgate
slightly and release both retaining cable clips. To release the cable clips, lift the cable so it
points straight out and push the cable clips forward. With the tailgate at a slight upward angle,
pull back on the tailgate at the right edge and Page 66 There are several ways to lock and. To
lock the door from the inside, slide the lever on Unlocked doors can be dangerous. Each key
chain transmitter is coded to prevent another If you press this button again within five seconds,
all the transmitter from unlocking your vehicle. If a transmitter lost or stolen, a replacement can
be purchased through doors except the rear seat access door will unlock. Page 69 rheft To
replace the batteries: Vehicle theft is big business, especially in some cities. Although your
vehicle has a number of theft-deterrent features, we know that nothing put on it can make it
impossible to steal. However, there are ways you can help. Remember to keep valuables out of
sight. It's a theft-deterrent feature. You can use your Key to turn your ignition switch to five You
will only be able to remove your key when the different positions. If it is, then vehicles unless
the key turn the steering wheel left and right while you release button is used. Page 74 3. Page
75 Automatic Transmission Operation Plugging the cord into an ungrounded outlet could cause
an electrical shock. Also, the wrong kind of extension cord could overheat and cause a fire. You
could be seriously injured. Plug the cord into a properly grounded three-prong volt AC outlet.
Unless your foot is firmly moving forward could damage your transmission. If you need more
power for passing, from stop on slippery trying to start your vehicle road surfaces. Let up on
the clutch pedal slowly while pressing If you skip more than one gear when the accelerator
pedal. You may have to downshift two or transmission, you may have more gears to keep the
engine running smoothly or for a SHIFT light. Page 83 Front Axle Locking Feature Locking Rear
Axle Option The front axle locks and unlocks automatically when you have this feature, your
rear axle can give you you shift the transfer case. Some delay for the axle to additional traction
on snow, mud, ice, sand or gravel. It lock or unlock is normal. Page 84 An indicator near the
lever shows you the transfer case settings: 2H 2-Wheel High : This setting is for driving in most
street and highway situations. Your front axle is not engaged in two-wheel drive. This can be
done at traction, such as on snowy or icy roads, or in most any speed, and the front axle will
unlock automatically. You may have to replace them, and you could also damage other parts of
your vehicle. Hold the brake pedal down with your right foot and set the parking brake. If you
have four-wheel drive, be sure your transfer case is in a drive gear. Engine exhaust can kill.
Page 94 down mode. The express down mode can be canceled at Sliding Rear Window Option
any time by pressing the opposite side of the switch. Page 95 unction Lever ilt Wheel Option tilt
steering wheel allows you to adjust the steering wheel before you drive.. You can also raise it to
the highest level to give your legs more room when you enter and exit the vehicle. The lever on
the left side of the steering colutnn the wheel, hold the steering wheel and pull the tilt To stop
the wipers. Page 98 Driving without washer fluid can be dangerous. A When you apply your
brakes, the cruise control bad mud splash can block your vision. You could hit shuts off. Check
your washer fluid level often. When you take your foot off the pedal, your vehicle will slow Use
the accelerator pedal to get the higher speed. Page Lamps Rotate the knob clockwise again to
the master lamp symbol to turn on all the lamps listed as well as Your parking lamp and the
headlamps. The Daytime Running Lamps DRL can make easier for other lamps that come on
with your headlamps will others of your to see the front Your parking lamps andor low-beam
headlamps must be on for your fog lamps to work. The fog lamp switch is on the lower edge of
your instrument panel. Page Interior Lamps Front Reading Lamps Option Instrument Panel
Intensity Control If your vehicle has reading lamps, press the button next The instrument panel
intensity control is located to the to the lamp to turn the lamp right of the headlamp switch.

Page dome lamps to come on automatically when the doors Mirrors are open, remain off. To
turn the lamps off, press the Inside Daymight Rearview Mirror button once. With the button in
this position, the dome lamps will remain off when the doors are open. Page Electrochromic
Inside Rearview Mirror When the ignition is on and the mirror switch is in the position, the
compass display'will show two with Compass Option character boxes for approximately two
seconds. If, after Your vehicle may have an electrochromic inside two seconds, the display does
not show a compass rearview mirror. Page 3. Press the CAL switch on the bottom of the mirror
To adjust for compass variance: until the new zone number appears in the display. A convex
Your vehicle may have an overhead console. Installing a Garage Door Opener If you have a
gamge door opener, the front overhead compartment can be used to conveniently store the
opener. Page The pegs inside the Pe. Press firmly to the the compartment door will back of your
garage door opener, as close to the contact the control button on the garage door opener. Page
With the garage door opener positioned properly and the right number of pegs in place, you
should only have to press the PUSH button slightly to operate the opener. Adjust the position of
the garage door opener and add or remove pegs, as needed, until the opener operates properly.
Page Memo Pad Holder To use the cupholder, pull the handle and slide the may have a Your
vehicle cupholder tray open. Use it slide it back in the hold pads paper or instrument panel.
Page There is also a drawer that slides out at the bottom of CassetteKompact Disc Storage To
open the latch handle and swing the door open. Page Underhood Storage Area Your vehicle
includes a number of storage compartments for storage of often used items. Some vehicles
have storage areas in the instrument panel. Use these spaces for items such as gloves or small
books. Some models have a storage pocket on each of the front doors. Page Ashtrays and
Cigarette Lighter a rear To remove ashtray. Pull on the notch in the ashtray door to open it. You
can also swing them out to help block glare at the front and side windows. Your visor may have
a strap to hold small items, such as maps. Page Ashtray A. Dome Lamp Switch L. Cupholder
Lamp Controls C. Audio System Q. Your instrument cluster is designed to let you know at a
glance how your vehicle is running. You'll know how fast you're going, about how much fuel
you have and many other things you'll need to know to drive safely and economically. Your
revolutions per minute rpm. Page When one of the warning lights comes on and stays on
Warning Lights, Gages when you are driving, or when one of the gages shows and Indicators
there may be a problem, check the section that tells what to do about it. This part describes the
warning lights and gages that Waiting to do repairs can be costly and even The light ignition,
before starting the tells if there is an electrical problem. Page Voltmeter Readings in the low
warning zone may occur when a large number of electrical accessories are operating in the
vehicle and the engine is left at an idle for an When your engine is not running, but the ignition
is extended period. For good braking, though, Your brake system may not be working properly
need both parts working well. This gage shows the engine system, this light will come coolant
temperature. Page If the Light Is Flashing If the Light Is On Steady You may be able system
following may prevent more serious damage to to correct the emission your vehicle:
malfunction by considering the following: Reduce vehicle speed. Did you just put fuel into your
vehicle? Avoid hard accelerations. Page Oil Pressure Gage Have you recently changed brands
of fuel? If so, be sure to fuel your vehicle with quality fuel see The oil pressure gage shows
"Fuel" in the Index. Poor fuel quality will cause your the engine oil pressure in psi engine not to
run as efficiently as designed. If transmissions. You or others could be burned. Page Fuel Gage
your Here are four situations may experience with fuel gage. None of these indicate a problem
with the The fuel gage, when the fuel gage. Be The knob on the left side of the heating system
control sure to read about the particular systems supplied with panel controls the fan speed.
Page Optional Climate Control System Mode Knob The right knob the control panel allows you
to choose the direction of air delivery. The control knob can be placed any position between two
mode settings to blend the flow of air. VENT: This setting directs air through the instrument
panel outlets. Page Ventilation Tips Keep the hood and front air inlet free of ice, snow or any
other obstruction such as leaves. The heater and defroster will work far better, reducing the
chance of fogging the inside of your windows. When you enter a vehicle in cold weather, turn
the blower fan to HI for a few moments before driving. Page Audio System Do not attach a
temporary vehicle license, tape or decals Rear Window Defogger Option across the defogger
grid on the rear window. If you see lines running across the rear window, you have the rear
window defogger. The lines warm the glass. Within five seconds, press and hold the SEEK right
arrow until the correct minute appears on the display. Press and hold the SEEK left arrow until
the correct hour appears on the display. Page Finding a Station In addition to the four stations
set as above, up to three additional stations may be preset on each band by AM-FM: Press the
lower knob to get AM or pressing two adjoining buttons at the same time. TUNE: Turn this knob
to tune in radio stations. SEEK: Press this button and the radio will tune to the next higher or

lower station and stay there. Page P. The system will scan through and Your tape player is built
to work best with tapes that play each preset station stored o n your pushbuttons for a 30 to 45
minutes long on each side. Set the volume at the desired level. As you drive, the SCV
automatically increases the volume, as necessary, to overcome road and wind noise at
particular speed. SCAN appears on the display. SCAN allows you to 4. Press and hold one of
the six pushbuttons. The receiver will 5. Turn the knob clockwise increase the 30 to minutes
long on each side. Tapes longer than bass and counterclockwise decrease the bass. A
minimum three-second the radio. Page CD Adapter Kits To load a CD into the player, hold the
disc with the label side up and insert it carefully into the player Although this is not a
recommended practice, it is possible approximately half way. The disc will autolnatically to use
a CD adapter kit with your cassette tape player. The disc is upside down. NEXT 3 : Press this
button to advance to the next track on the disc. SCAN allows you to your favorite stations
stored on your pushbuttons. Select or FM2 mode and then press listen to stations for a few
seconds. Page Playing Compact Disc Press'lightly on this knob to release it from its stored
position. Turn the knob clockwise to increase the PWR: Press this knob to turn the system on.
Please bass and counterclockwise to decrease the bass. Press and hold this button to advance
rapidly Press it again within five seconds to see how long the within a track. It works by using a
secret code to disable all radio functions whenever battery power is removed. Press the 1 and 4
buttons together. Page To help avoid hearing loss or damage: Understanding Radio Reception
Adjust the volume control the lowest setting. FM Stereo increase volume slowly until hear
comfortably stereo will give you the best sound. But signals and clearly. Page Care of Your
Cassette Tape Player may also choose a non-scrubbing action, wet-type cleaner which uses a
cassette with fabric belt to clean the A tape player that is not cleaned regularly cause tape head.
This type cleaning cassette will not eject. It reduced sound quality, ruined cassettes or a
damaged may not clean as thoroughly as the scrubbing type cleaner. Please start with a very
important safety device in your vehicle: Buckle up. Page The obvious way to solve this highway
safety problem Drunken Driving is for people never to drink alcohol and then drive. But Death
and injury associated with drinking and driving what if people do? Page Since alcohol is carried
in body water, this means that a woman generally will reach a higher BAC level than a man of
her same body weight when each has the same number of drinks. The law in many U. Page The
body takes about an hour rid itself of the alcohol in one drink. Page Control of a Vehicle Braking
You have three systems that make your vehicle where Braking action involves perception time
and you want They are the brakes, the steering and reaction time. All three systems have do
their work First, you have to decide to push on the brake pedal. Page Anti-Lock Brakes Avoid
needless heavy braking. Some people drive in spurts heavy acceleration followed by heavy
Your vehicle has anti-lock brakes ABS. ABS is an braking rather than keeping pace with traffic.
This advanced electronic braking system that will help is a mistake. Page The anti-lock system
can change the brake pressure faster than any driver could. The computer is programmed make
the most of available tire and road conditions. Then you Steering in Emergencies suddenly
accelerate. Both control systems steering and There are times when steering can be more
effective acceleration -- have to do their work where the tires meet than braking. For example,
you come over a hill and the road. Page Driving Guidelines A cornering skid and an acceleration
skid are best handled by easing your foot off the accelerator pedal. Off-Road Driving with Your
If your vehicle starts to slide, ease your foot off the Four-Wheel-Drive Vehicle accelerator pedal
and quickly steer the way you want the vehicle to go. Check to make sure all underbody Cargo
on the load floor piled higher than shields if so equipped are properly attached. Page
Environmental Concerns Traveling to Remote Areas It makes sense to plan your trip, especially
when going Off-road driving can provide wholesome and satisfying to a remote area. Know the
terrain and plan your route. However, it also raises environmental concerns. Page Controlling
your vehicle is the key to successful Scanning the Terrain off-road driving. One of the best ways
to control your Off-road driving can take you over many different vehicle is to control your
speed. Here are some things to kinds of terrain. Page Driving on Off-Road Hills When you drive
over obstacles rough terrain, keep a firm grip on the steering wheel. Ruts, troughs or other
Off-road driving often takes you up, down or across a surfax features can jerk the wheel out of
your hands if hill. Get out and walk the cross. Page Sound the horn as you approach the top of
the hill to Try to drive straight up the hill if at all possible. If let opposing traffic know you're
there. Will I be able maintain cause your brakes to overheat and fade. This vehicle control? But
the incline of a hill. Page Q. I f you drive across a rock with too steep, but hit some loose gravel
and start to the uphill wheels, or if the downhill wheels drop into I do? Page Stalling on an
Incline If your vehicle stalls when you're crossing an incline, be sure you and your passengers
get out on the uphill side, even if the door there is harder to open. If you get Getting out on the
downhill low side of a vehicle out on the downhill side and the vehicle starts to roll stopped

across an incline is dangerous. Page Driving in Water Light rain causes no special off-road
driving problems. But heavy rain can mean flash flooding, and flood waters demand extreme
caution. Driving mrough rushing water can be dangerous. Page g at Remove any brush or
debris that has collected on the underbody, chassis or under the hood. These accumulations
can be a fire hazard. After operation in mud or sand, have the brake linings cleaned and
checked. These substances can cause glazing and uneven braking. Page have less trouble
adjusting to night. They may cut Drive defensively. Page Wet brakes can cause accidents. You
could lose control of the vehicle. After driving through a large puddle of water or a vehicle
wash, apply your brake pedal lightly until your brakes work normally. So much water can build
up under your tires that they can actually ride on the water. When your vehicle is hydroplaning,
If you drive too quickly through deep puddles or it has little or no contact with the road. Page
Here are ways to increase your safety in city driving: City Driv, Know the best way to get to
where you are going. Get a city map and plan your trip into unknown part of the city just as you
would for a cross-country trip. Page At the entrance, there is usually a ramp that leads to the
Freeway Driving freeway. If you have a clear view of the freeway as you drive along the entrance
ramp, you should begin to check traffic. Try to determine where you expect to blend with the Try
to merge into the gap at close to flow. Page Here are some things you can check before a trip:
The exit speed usually posted. Are all windows clean inside and outside? Or is it just plain
falling asleep at the wheel? Call it highway hypnosis, lack of awareness, or whatever. There is
something about an easy stretch of road with the same scenery, along with the hum the tires on
the road, of the Page Keep your vehicle in good shape. Check all fluid levels and also the
brakes, tires. These parts can work hard on mountain roads. The most important ignition off is
dangerous. Page Winter Driving 1nclude. And, if you will be driving under severe conditions,
include a small bag of sand, a piece of old carpet or a couple of burlap bags to help provide
traction. Page Accelerate gently. Try not to break the fragile traction. If you accelerate too fast,
the drive wheels will spin and polish the surface under the tires even more. Put on extra
clothing or wrap a blanket around you. If you have no blankets or extra clothing, make body
insulators from newspapers, burlap bags, rags, floor mats anything you can wrap around
yourself or Page Run your engine only as long as you must. This saves fuel. That is, push the
accelerator slightly. This uses less fuel for the heat that you get and it keeps the Snow can trap
exhaust gases under your vehicle. Page Loading Your Vehicle your front and rear axles, need to
go to a weigh station and weigh your vehicle. Your dealer can help you with this. Be sure to
spread out your load equally on both sides of the centerline. It will tell you if your vehicle can
carry a slide-in camper, how much of a load your vehicle can carry, and how to correctly spread
out your load. Also, it will help you match the right slide-in camper to your vehicle. Page Here is
an example of proper truck and camper match: Your dealer can help you make a good
vehicle-camper match. Owners should be aware that, as You must subtract your hitch loads
from the CWR for manufactured, there are differences between a chassis your vehicle. Make
sure- vehicle and result in costly repairs not covered your rig will be lega1,not only where you
live but your warranty. You may want to shift the your vehicle can weigh, based upon your
vehicle model transmission to THIRD 3 or, if necessary, a lower and options. Trailer Wt. Engine
Trans. Axle Ratio Max. Axle Ratio 5, lbs. Engine Tkans. Axle Ratio Trailer Wt. Engine lkans.
Trailer 8, lbs. Page HDiChassis. Cab You can ask your dealer for our trailering information or
advice, or you can write us at the addreis listed in your Engine Trans. Warranty and Owner
Assistance Information Booklet. Page If everything checks out this far, make the brake tap at
the port on the master cylinder that sends the fluid to You should always attach chains between
your vehicle the rear brakes. Page Following Distance Making Turns Stay at least twice as far
behind the vehicle ahead as you would when driving your vehicle without a trailer. Making very
sharp turns while trailering could cause the trailer to come in contact with the Passing vehicle.
Page Parking on Hills You really should not park your vehicle, with a trailer attached, on hill. If
something goes wrong, your rig could start to move. People can be injured, and both It can be
dangerous to get out of your vehicle if your vehicle and the trailer can be damaged. An electrical
1. Apply your regular brakes and hold the pedal down connector will need to be installed at the
trailer end of while you: the harness, by a qualified electrical technician. Page PTO WinchePower Take-Off you wish to use a power winch on your vehicle, only use it when your vehicle
stationary or anchored. Set the parking brake. Set the parking brake, 2. Hold the clutch pedal
down and engage the PTO. Page Problemsontheroad Section 5 Problems on the Road Your
hazard warning flashers let you warn others. Your front and can occur on the road. Batteries
can hurt you. Other Warning Devices dangerous because: They contain acid that can burn you.
If you carry reflective triangles, you can use them to They contain gas that can explode or
ignite. If they do, you could get a shock. Before you connect the cables, here are some basic
Using a match near a battery can cause battery things you should know. Page 7. Connect the

red positive cable to the positive touch metal. Connect terminal of the vehicle with the dead
battery. Use a remote positive terminal if the vehicle has one. Page 8. Page Remove the cables
in reverse order to prevent Towing Your Vehicle electrical shorting. This can cause a collision,
Never let passengers ride in vehicle that is serious personal injury and vehicle damage. The
being towed. NOTICE: Towing pickup models from the rear while loaded with heavy cargo may
cause the frame side rails to flex sufficiently to allow the pickup box to contact the cab and
could cause damage to the If your vehicle has a badly, even if you just open the hood. Page If
you no longer have the overheat warning, you can drive. Page Cooling System Gasoline
Engines CAUTION: When you decide it's safe t o lift the hood, here's what you'll see: If your
vehicle has air conditioning, the auxiliary electric fan under the hood can start up even when the
engine is not running and can injure you. Don't touch them. If you do, you can be burned. Don't
run the engine if there is a leak. If you run the engine, it could lose all coolant. That could cause
an engine fire, and you could be burned. Plain water, or some other liquid like alcohol, can boil
before the proper If there seems to be no leak, start the engine again. See coolant mix will.
Coolant contains ethylene glycol and it will burn if the engine parts are hot enough. When the
coolant i n the coolant recovery tank is at or above COLD mark, start your vehicle. They are
under pressure, and if you turn the radiator even a little pressure cap they can come out at high
speed. Never turn the cap when the cooling system, including the radiator pressure cap, is hot.
Page How to Add Coolant to the Radiator You can remove the radiator pressure cap when the
cooling system, including the radiator pressure cap and upper radiator hose, is no longer hot.
Turn the pressure cap slowly counterclockwise until first stops. Don't press down while turning
the pressure cap. Fill the radiator with proper mix, up to the base of the filler neck. Then fill the
coolant recovery tank to the COLD mark. Put the cap back on the coolant recovery tank, but
leave the radiator pressure cap off. Page 6. Start the engine and let it run until you can feel the
upper radiator hose getting hot. Watch out for the engine fan s. By this time the coolant level
inside the radiator filler neck may be lower. If the level is lower, add 8. If air goes to cool the
engine. Page Changing a Flat Tire If a tire goes flat, avoid further tire and wheel damage by
driving slowly place. Turn on your hazard level be even more certain the vehicle won't move,
warning flashers. Remove the jacking equipment. If you have a chassis cab, refer to the
information from the body supplierhstaller for the location of your spare tire. Page Follow these
instructions to lower the spare tire: side of the ratchet has an IJP marking. The other side has a
DOWN marking. Assenlble the ratchet the hook near the end of the jack handle illustrated with
the DOWN marking facing you. Page Attach the jack handle and jack handle extension, if
needed to the jack. With the IJP marking on ratchet facing you. The tools you'll be using include
the jack A , the jack rotate the ratchet clockwise. B , handle extension the jack handle C , the
wheel That will lift the jack head Page If your vehicle has wheel Removing Flat Tire and Inst-' nut
caps, use the wheel the Spare wrench and ratchet t o remove them. Turn the 1. Use the ratchet
and wheel wrench wheel wrench to loosen counterclockwise, with all the wheel nuts. Turn
DOWN fdcing you. Page NOTICE: Raising your vehicle with the jack improperly positioned will
damage the vehicle or may allow the vehicle to fall off the jack. Be sure to fit the jack lift head
into the proper location before raising your vehicle. Front Rear Position Position Page 4.
Remove all the wheel nuts and take off the flat tire. Rust or dirt on the wheel, or on the parts to
which it is fastened, can make the wheel nuts become loose after time. The wheel could come
off and cause an accident. Replace the wheel nuts 8. Tighten the nuts firmly in a criss-cross
with the rounded end of the nuts toward the sequence as shown by wheel. Tighten each rotating
the wheel wheel nut by hand using wrench clockwise. Page Store the flat tire where the spare
tire was stored. To stow Improperly tightened wheel nuts can lead to the tire: brake pulsation
and rotor damage. Hoist Assembly E. Valve Stern, Pointed Down B. Ratchet E. Jack and Tool A.
Jack Handle B. Jack G. Retainer E Ratchet D. Hoist Shaft C. Nut A. Ratchet C. Jack Handle C.
Jack Handle G. The method known vehicle as well as the tires. That will clear the area around
your front wheels. Page The recovery hooks, when used, are under a lot force. Always pull the
vehicle straight out. Never pull on the hooks a t a sideways angle. The hooks could break off
and you or others could be injured from the chain cable snapping back. This section begins
with service and fuel Genuine GM parts have one of these marks: shows how to check
important information, and then fluid and lubricant levels. Page Your vehicle has an air bag
system. Page If your vehicle is certified to meet California Emission To provide cleaner air, all
gasolines are now required to Standards indicated on the underhood tune-up label , contain
additives that will help prevent deposits from forming in your engine and fuel system, allowing
your is designed to operate on fuels that meet California emission control system to function
properly. Page Fuels in Fo ign Countries Gasoline Filling Your Tank Engines The fuel cap is
behind a hinged door on the left side If you plan on driving in another country outside the of
your vehicle. United States or Canada, the proper fuel may be hard to find. It burns I f you get

gasoline on yourself and then violently, and that can cause very bad injuries. Page Be careful
not to spill gasoline. Clean gasoline from Checking Things Under the Hood painted surfxes as
soon as possible. Page Hood Release To open the hood, first pull the handle inside the vehicle.
Then go to the front of the vehicle and pull up o n the secondary hood release, located just the
passenger side of the center of the grill. Page A. Battery H. Fan B. Radiator Cap J. Brake Fluid
Reservoir E. Air Filter Restriction Indicator L. Brake Fluid Reservoir B. Coolant Recovery Tank
G. Automatic Transmission Dipstick L. Storage Compartment C. Air Cleaner H. Engine Oil Fill M.
Windshield Washer Fluid Reservoir D. Radiator Cap I. Page 2. The use of the vehicle after such
device or element Noise Control System of design has been removed or rendered inoperative
The following information relates to compliance with by any person. Federal noise emission
standards for vehicles with a Among those acts presumed to constitute tampering are Gross
Vehicle Weight Rating GVWR of more than the acts listed below. Page Engine Oil Gasoline
Engine Turn off the engine and give the oil a few minutes to drain back into the oil pan. Page
When to Add Oil The engine oil fill cap for the 4. But you must use the right kind. This the
driver's side engine part explains what kind of oil to use. Page What to Do with Used Oil Air
Cleaner Did you know that used engine oil contains certain elements that may be unhealthy for
your skin and could even cause cancer? Clean your skin and nails with soap and water, or a
good hand cleaner. Page The air cleaner assembly has an indicator that lets you know when the
air filter is dirty and needs to be serviced. The indicator is located in the air intake tube between
the air cleaner and the engine. Page Refer to the Maintenance Schedule to determine when
replace the air filter. Operating the engine with the air cleaner off can cause you others to be
burned. The air cleaner if the engine not only cleans the air, it stops flame backfires. Page
Automatic Transmission Fluid If you do it yourself, be sure to follow all the instructions here, or
you could get a false reading on the dipstick. Page three seconds in each range. Add fluid only
after checking the transmission fluid HOT. A COLD check is used only as a reference. If the fluid
level is low, add only enough of the proper fluid to bring the level up to the HOT area for a hot
check. Page Check the fluid level only when your engine is off, the Manual Transmission Fluid
vehicle is parked on a level place and the transmission is cool enough for you to rest your
fingers on the When to Check transmission case. A good time to have checked is when the
engine Refer to the Maintenance Refer to the Maintenance Schedule to determine what kind of
fluid to use. Page Four-wheel Drive How to Check Lubricant Most lubricant checks in this
section also apply to four-wheel-drive vehicles. However, they have two additional systems that
need lubrication. Page Front Axle If the differential is at operating temperature warm , add
enough lubricant t o raise the level to the bottom of When to Check and Change Lubricant the
filler plug hole. Refer to the Maintenance Schedule to determine how If the differential is cold,
add enough lubricant to raise often check the lubricant and when to change it. The repair cost
wouldn't be covered by your warranty. Too much water in the mix can freeze and crack the
engine, radiator, heater core and other parts. Be sure the arrows on the cap line up with the
overflow tube on the radiator filler neck. Replace the cap and completely tighten it. Then remove
the cap again and look at the fluid level the dipstick. Water can cause the solution to freeze and
damage your washer fluid tank and other parts of the washer system. You should add Your
brake master cylinder or remove brake fluid, as necessary, only when work reservoir is here.
Page After work is done on the brake hydraulic system, Checking Brake make sure the level is
above MIN and below the top of the window. Using the wrong fluid can badly damage Disc brake
pads have built-in wear indicators that brake system parts. For example,. This could be a sign of
brake trouble. Continuing to drive with worn-out brake pads could result in costly brake repair.
Page Battery Contact your dealer learn how prepare your vehicle for longer storage periods.
Every new vehicle has Delco Freedom battery. Unplug and remove Headlamps the headlamp.
Sealed Beam Lamps Remove the four screws from the headlamp retainer. Plug in the new
headlamp and put in place. Install the retainer the headlanip tighten the screws. Pull the
headlamp out and remove the retainer. Page Composite Headlampc 4. Turn the bulb
counterclockwise and Remove the two remove it. Put the new bulb in the lens assembly and
turn it to the right until it is tight. Pull the headlamp lens assembly out. Page Front Turn Signal
Lamps 4. Pull the socket out of the lamp assembly. Sealed Beam Headlamps 1. Remove the two
screws at the inside edge of the parkinghrn signal lamp assembly. Push in gently the bulb, turn
counterclockwise and remove from the socket. Pull the socket out of the Front Wrn Signal
Lamps lamp assembly. Composite Headlamps 1. Remove the screws and take out the
parkinghrn signal lamp assembly. Push in gently on the bulb, turn it counterclockwise and
remove it from the socket. Pull the bulb straight out of the socket. Put the socket and push in
until a new bulb into is tight. Pull the bulb straight out Sidemarker Lamps of the socket. Remove
the screws and pull out the parkingkurn signal lamp assembly. Put a new bulb into the socket
and push it in until is tight. Reach through the opening and turn the sidemarker Put the socket

back into the sidemarker assembly bulb socket counterclockwise and remove it. Put a new bulb
into the socket and push it in until it is tight. Replace the lens and tighten the screws. Pull the
old bulb straight out of the socket. Remove the screws and lift off the lens. Open the tailgate.
Remove the two rear lamp assembly 3. Put a new bulb into the socket and push i n until screws
near the tailgate it is tight. Page Taillamps Chassis Cab Models 4. Pull the old bulb straight out
of the socket.. Using your hands, peel the rubber seal away from the lens. Lift the lens off the
lamp assembly. Put in a new bulb and push it in until it is tight. Replace the bulb retainer. Push i
n gently o n indshield Wiper Blade l. Lpldcement the bulb, turn it For proper type and length,
see "Normal Maintenance counterclockwise Replacement Parts" in the Index. To replace the
and remove it from windshield wiper blade assembly: the socket 5. Your new vehicle comes
with high-quality tires made by a leading tire manufacturer. Poorly maintained and improperly
used tires If you ever have questions about your tire warranty and where to obtain service, see
your GM Warranty bookJet are dangerous. Page How to Check Use a good quality pocket-type
gage to check tire pressure. Be sure to put the valve caps back on the valve stems. Page If your
vehicle has dual rear wheels and the load range or tread design for your front tires is different
from your rear tires, always use the correct rotation pattern shown here when rotating r T l your
tires. If your vehicle has dual rear wheels and the load range and tread design for your front
tires is the same as your The dual tires are rotated as a pair, and the inside rear rear tires. Page
Each new wheel should have the same load-carrying NOTICE: capacity, diameter, width, offset
and be mounted the same way as the one it replaces. The wrong wheel can also cause problems
with If you need to replace any of your wheels, wheel bolts bearing life, brake cooling,
speedometer or or wheel nuts, replace them only with new GM original odometer calibration,
headlamp aim, bumper Appear nce CT-e In many uses, these will damage your vehicle:
Remember, cleaning products can be hazardous. Some Alcohol flame if you are toxic. Others
can burst into strike match or get them on a hot part of the vehicle. Some spots and stains will
clean off better with just water and mild soap. If an odor lingers after cleaning vomit or urine,
treat Special Cleaning Problems the area with a waterhaking soda solution: Greasy or Oily
Stains I teaspoon 5 ml of baking soda to 1 cup ml of lukewarm water. Stains caused by grease,
oil, butter, margarine, shoe polish, coffee with cream, chewing gum, cosmetic 4. Never use oils,
varnishes, solvent-based or abrasive Do not bleach or dye safety belts. Page Cleaning the
Outside of the Cleaning the Outside of Your Vehicle Windshield and Wiper Blades The paint
finish on your vehicle provides beauty, depth of color, gloss retention and durability. If the
windshield is not clear after using windshield washer, or if the wiper blade chatters when
running, wax Washing Your Vehicle or other material may be on the blade or windshield. Page
Foreign materials such as calcium chloride and other Finish Care salts, ice melting agents, road
oil and tar, tree sap, bird Occasional waxing or mild polishing of your vehicle by droppings,
chemicals from industrial chimneys, etc. Rinse with clean water. After wipe off any overspray or
splash from all painted rinsing thoroughly, dry with a soft clean towel. Page Underbody
Maintenance Chemical Paint Spotting Chemicals used for ice and snow removal and dust Some
weather and atmospheric conditions can create a on the underbody, If these are control can
collect chemical fallout. Airborne pollutants can f d l upon and not removed, accelerated
corrosion rust can occur attack painted surfxes on your vehicle. Shines vehicle without
scratching 2. Page Electrical System Headlamps The headlamp wiring is protected by an
internal circuit. An electrical overload will cause the lamps go on and off, or in some cases
remain off. This greatly reduces the of the instrument panel. Short Bed. Long Bed. Page How
This Section is Organized If you are skilled enough to do some work on your vehicle, you will
probably want to get the service The remainder this section is divided into five parts:
information GM publishes. Page Part A: Scheduled Maintenance these. All parts should be
replaced and all necessary repairs done before or anyone else drives the vehicle. Services
These schedules are for vehicles that: Using Your Maintenance Schedule carry passengers and
cargo within recommended limits. Front Wheel Bearing Repack 2WD only or at each brake
relining, whichever Follow this maintenance schedule only if none of the occurs first. Page
Short TripKity Maintenance Schedule Gasoline Engines The services shown in this schedule up
to , miles Drive axle service: :f: : 1 : 66 km should be performed after , miles Locking Differential
-- Drain fluid and refill at first km at the same intervals. Emission Control Service. An Emission
Control Service. Page Short TripKity Maintenance Schedule Gasoline Engines 12, Miles 20 km 9,
Miles 15 km Change engine oil and filter or every Change engine oil and filter or every 3 months,
whichever occurs first. An Emission Cmatrol Service. Page Short TripKity Maintenance
Schedule Gasoline Engines 18, Miles 30 km 21, Miles 35 km Change engine oil and filter or every
Change engine oil and filter or every 3 months, whichever occurs first. Emission Cuntrul
Service. Page Short TripKity Maintenance Schedule Gasoline Engines 27, Miles 45 km 24, Miles
40 km Change engine oil and filter or every Change engine and filter or every 3 months,

whichever occurs first. Page Short TripKity Maintenance Schedule Gasoline Engines 42, Miles
70 39, Miles 65 km Change engine oil and filter or every Change engine oil and filter or every 3
months, whichever occurs first. Emissiorz Control Service. An Elnissiorz Cmtrol Serr? Lubricate
chassis components; see footnote or every months, whichever occurs first. Check readfront
axle fluid level and add Manual transmission fluid doesn't require change. Page Short TripKity
Maintenance Schedule Gasoline Engines 60, Miles km If your engine has a thermostatically
Change engine oil and filter or every months, whichever occurs first. Check all fuel and vapor
lines An Emission Control Service. Page Short TripKity Maintenance Schedule Gasoline
Engines 66, Miles km 69, Miles km Change engine oil and filter or every Change engine oil and
filter or every 3 months, whichever occurs first. Page b h o r t TripKity Maintenance Schedule
Gasoline Engines 81, Miles km 84, Miles km Change engine oil tind filter or every Change engine
oil and filter or every 3 months, whichever occurs first. Page Short TripKity Maintenance
Schedule Gasoline Engines 90, Miles km 87, Miles km Change engine oil and filter or every
Change engine oil and filter or every 3 months, whichever occurs first. Change engine oil and
filter or every months, whichever occurs first. Only: Inspect shields and underhood insulation
for damage or looseness. An Ernissiorz Control Service. See "Engine. Coolant" in the Uses
such as found in taxi, police or Index for what to use. Page Long Tripmighway Maintenance
Schedule Gasoline Engines 7, Miles 12 km 15, Miles 25 km Change engine oil and filter or every
Change engine oil and filter or every 12 months, whichever occurs first. Page Long
Tripmighway Maintenance Schedule Gasoline Engines 22, Miles 37 km If your engine has a
thermostatically Change engine oil and filter or every 12 months, whichever occurs first. Page
Long Tripmighway Maintenance Schedule Gasoline Engines 37, Miles 62 km 45, Miles 75 km
Change engine oil and filter or every Change engine oil and filter or every 12 months, whichever
occurs first. An Et12ission Control Service. Page Long Tripmighway Maintenance Schedule
Gasoline Engines 50, Miles 83 km 45, Miles km Continued If your engine has a thermostatically
Change automatic transmission fluid and filter if the vehicle's GVWR is over controlled cooling
fan, inspect all hoses lbs. Page 52, Miles 87 km Change engine oil and filter or every 12 months,
whichever occurs first. An Ewissioi1 Control Service. Lubricate chassis components; see
footnote or every 12 months, whichever occurs first. Page Con Tripmighway Maintenance
Schedule Gasoline Engines 60, Miles km Change engine oil and filter or every Inspect fuel tank,
cap and lines for damage or leaks. Inspect fuel cap gasket for any 12 months, whichever occurs
first. Replace parts as needed. E1uissim Control Service. An Emissiorz Control Service. Page
Long Tripmighway Maintenance Schedule Gasoline Engines 90, Miles km 82, Miles Change
engine oil and filter or every Change engine oil and filter or every 12 months, whichever occurs
first. An Emission Sesvice. Change engine oil and filter or every 12 months, whichever occurs
first. Page Automatic Transmission Check Check the transmission fluid level; add if needed. A
fluid loss Make sure the safety belt reminder light and all your may indicate a problem. Check
the system and repair belts, buckles, latch plates, retractors and anchorages are if needed. If it
does, you or others could be move suddenly. If it does, you or others could be injured. Inspect
the body near the exhaust system. Look for broken, damaged, Listed below are inspections and
services which should missing or out-of-position parts as well as open seams, be performed at
least twice a year for instance, each holes, loose connections or other conditions which could
spring and fall. Inspect the complete system. Inspect brake lines and Check constant velocity
joints and axle seals for leaking. Inspect disc brake pads for wear and rotors Transfer Case
Four-wheel Drive for surface condition. Tailgate Hinge equivalent. Also, you should retain all
date, odometer reading and who performed the service maintenance receipts. This section also
tells you how obtain service publications and how to report any safety defects. This section
includes information on Page In Puerto Rico: English or technicians, special tools and
up-to-date information to Spanish promptly address any issue which may arise. Virgin Islands:
repair vehicles, and they are eager to resolve your the Dominican Republic: concern to your
complete satisfaction. Any TTY user prompt attention. However, if. This deluxe computerized
trip routing service will prov
93 grand wagoneer
2000 dodge caravan owner manual
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ide highlighted map routing, scenic or fastest route, a listing of GMC Truck dealers along the
way, and a variety of other travel related services. Page 21 years age. Page Washington, D. Page
Service Manuals number of vehicles. Some will describe inexpensive service; others will
describe expensive service. Some Service manuals contain diagnostic and repair will advise of
new or unexpected conditions, and others information for all chassis and body systems. They
may may help avoid future costly repairs. Page Section 9 Index Accessory Power Outlet
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