1998 subaru legacy wiring diagram

Free Wiring Diagram. Variety of subaru wiring diagram. A wiring diagram is a streamlined
standard photographic representation of an electric circuit. It shows the parts of the circuit as
simplified forms, and also the power and signal links in between the gadgets. A wiring diagram
typically gives info about the family member position and also arrangement of tools and also
terminals on the tools, to assist in structure or servicing the tool. A pictorial diagram would
reveal extra information of the physical appearance, whereas a wiring diagram uses a more
symbolic notation to emphasize interconnections over physical look. A wiring diagram is often
utilized to repair problems as well as to earn certain that all the links have been made as well as
that whatever exists. Collection of subaru wiring diagram. Click on the image to enlarge, and
then save it to your computer by right clicking on the image. Architectural circuitry diagrams
reveal the approximate areas and interconnections of receptacles, lights, and also permanent
electric solutions in a structure. Adjoining cable paths might be revealed about, where certain
receptacles or fixtures must be on a typical circuit. Wiring representations utilize standard signs
for electrical wiring gadgets, generally different from those made use of on schematic diagrams.
The electric signs not just reveal where something is to be mounted, however additionally what
sort of device is being mounted. A surface area ceiling light is revealed by one sign, a recessed
ceiling light has a various icon, as well as a surface area fluorescent light has one more sign.
Each type of button has a various sign therefore do the numerous electrical outlets. There are
signs that reveal the area of smoke detectors, the buzzer chime, as well as thermostat. On large
tasks icons may be phoned number to show, for instance, the panel board as well as circuit to
which the device connects, as well as to determine which of numerous types of fixture are to be
set up at that place. A collection of electrical wiring layouts might be required by the electric
examination authority to accept connection of the house to the public electric supply system.
Electrical wiring diagrams will likewise include panel routines for breaker panelboards, and also
riser diagrams for special solutions such as emergency alarm or closed circuit television or
various other unique solutions. You could be a specialist who wants to seek references or
resolve existing troubles. Or you are a trainee, or perhaps even you that just would like to know
concerning Subaru Legacy Radio Wiring Diagram. Wiring Schmatic 98 Subaru Legacy 2.
Whatever you are, we attempt to bring the web content that matches exactly what you are
seeking. You might come from an online search engine, after that locate this internet site. This
topic is a great deal of individuals searching on the internet, consequently we collect pictures
from various trusted sources and comprehend in their area. The results of the aggregation are
posted on this site. Right here are a few of the top illustrations we receive from various
resources, we hope these photos will certainly serve to you, and also hopefully very pertinent to
exactly what you desire about the Subaru Legacy Radio Wiring Diagram is. This photo we have
filteringed system from excellent create the best picture, yet what do you think? We intend to
make a web site valuable for many people. Subaru Legacy Lifier Wiring Diagram. If the photo
above is not very clear, please click the photo you want to expand, after that you will certainly
be required to one more page to display a more clear and also bigger picture, you will also exist
details from gambvar. At the end of this website there is also a Subaru Legacy Radio Wiring
Diagram photo gallery, if the photo above is insufficient for you. Tags: subaru legacy outback
radio wiring diagram subaru legacy outback stereo wiring diagram subaru legacy radio wiring
diagram. Toggle navigation. Vw Buggy Engine. Subaru - Legacy - Workshop Manual - - We'll
send you a quick email a new Subaru Legacy document is added. Spam free: Maximum of 1
email per month. Donations are totally optional, if you can't afford a few dollars right now please
don't feel pressured, but if you can Pretty please could you help? Show full PDF. Get your
hands on the complete Subaru factory workshop software. Check out our popular Subaru
Legacy Manuals below:. Summary of Content. Connect engine diagnostic link connectors black
Fig. Switch ignition ON. DO NOT start engine. Check that MIL illuminates. Count MIL flashes.
Note trouble codes. Compare with trouble code table. Trouble codes are indicated as follows:
Long flashes indicate the 'tens' of the trouble code Fig. Short flashes indicate the 'units' of the
trouble code Fig. A short pause separates each flash Fig. A long pause separates each trouble
code. For example: Trouble code displayed: Idle air control IAC valve Fig. Switch ignition OFF.
Disconnect engine diagnostic link connectors black Fig. Dynamic check mode Engine at normal
operating temperature. Ensure ignition switched OFF. Select neutral MT. Select 'P' AT. Connect
engine diagnostic link connectors green Fig. Check MIL illuminates. Select 'N' AT. Start engine.
Check MIL flashes. If MIL does not flash: Drive vehicle for 1 minute minimum at 7 mph
minimum. Increase engine speed to rpm minimum for 1 minute minimum. Disconnect engine
diagnostic link connectors green Fig. Erasing trouble codes Engine at normal operating
temperature. Connect engine diagnostic link connectors green and black Fig. Drive vehicle for 1
minute minimum at 7 mph minimum. Increase engine speed to rpm for 1 minute minimum.
Check that MIL flashes: Code No fault found. Disconnect engine diagnostic link connectors

black and green Fig. Get notified when we add a new Subaru Legacy Manual Notify me. Get
notified when we add a new SubaruLegacy Manual. Notify me. We cover 60 Subaru vehicles,
were you looking for one of these? Thanks for visiting my little site! Can you help keep us
online? Or add your coupon if you have it? Thank you for visiting OnlyManuals. I'd love to be
emailed when a new, high quality document is available for my Subaru Legacy. My email
address is:. By using this website, you automatically accept that we use cookies. What for?
Toggle navigation. Home Workshop Manuals Subaru Legacy. Subaru Legacy The flagship
vehicle from Japanese automaker Subaru, the Subaru Legacy is a mid-size car introduced in It
took part in several motorsport competitions and gained the third position in Swedish Rally.
Over 3 million Subaru Legacy was sold until 20 0 5. In , a variant of the Legacy with heightened
suspension called the Legacy Outback was introduced to compete in the burgeoning
sport-utility vehicle class and proved to be a sales success for Subaru. The Outback line was
split into its own model in , known as the Subaru Outback. Get notified for new files? We'll send
you a quick email when a new Subaru Legacy document is added. Subaru Legacy Workshop
Manual. Subaru Legacy Owners Manual. Subaru Legacy Misc Document. Related Models.
Subaru Official Website. Never miss out: Get notified when new Subaru Legacy documents are
added. About Manuals. Connect with us. Quick Links Download this manual. Table of Contents.
We urge you to read this manual carefully so that you may understand your vehicle and its
operation. Page 3: Doors And Locks This chapter informs you how to operate interior
equipment. Chapter 8: In case of emergency This chapter informs you what to do if you have a
problem while driving, such as a flat tire or engine overheating. Page 4: Specifications Please
read these safety warnings as well as all other portions of this manual carefully in order to gain
a better understanding of how to use your SUBARU vehicle safely. Page 5 J Safety symbol You
will find a circle with a slash through it in this manual. Page 6 AIRBAG needs much space for
deployment, the driver should al- ways sit upright and well back in the seat as far from the
steering wheel as practical while still maintaining full vehicle control and the front passenger
should move the seat as far back as possible and sit upright and well back in the seat. D Always
use the child safety locks whenever a child rides in the rear seat. Serious injury could result if a
child accidentally opened the door and fell out. Refer to the Door Lock section in chapter 1.
Page 8 D If at any time you suspect that exhaust fumes are entering the vehicle, have the
problem checked and corrected as soon as pos- sible. If you must drive under these conditions,
drive only with all windows fully open. D Keep the trunk lid or rear gate closed while driving to
prevent exhaust gas from entering the vehicle. Page 9 If you are taking any drugs, check with
your doctor or pharmacist or read the literature that accompanies the medication to determine if
the drug you are taking can impair your driving ability. Do not drive after taking any medications
that can make you drowsy or otherwise affect your abil- ity to safely operate a motor vehicle.
Modification could affect its performance, safety or durability, and may even violate governmental regulations. In addition, damage or performance problems resulting from modification
may not be covered under warranties. Page 13 Driving tips Maximum speeds Selector lever.
Page 14 Installing child restraint systems in the 2-point type seat belt position Top strap
anchors Child safety Cigarette lighter option Cleaning aluminum wheels Cleaning the interior
Page 15 Power door locking switches Door open warning lights Drive belts Maintenance Driving
dranken Driving in foreign countries Driving in winter season Driving off road Page 16 Front
seats Fore and aft adjustment Head restraint adjustment Lumbar support Page 17 Gasoline Fuel
requirement Gas tank capacity specifications Glove compartment To shut off the outside air
Ventilation. Page 19 Jack and jack hundle Jump starting. Page 20 Main fuse and fusible link
Maintenance precautions Before checking or servicing in the engine compartment When you do
the checking or servicing in the engine compartment while the engine is running Maintenance
tools Parking brake stroke Maintenance Parking your vehicle. Rear window defogger switch
Rear window wiper and washer switch Remote control mirror switch Automatic transmission
vehicles During cold weather below â€”4 F â€”20 C Flooded engine Page 25 Tilt steering wheel
Turn signal light Bulb replacement â€” Page 27 Waxing Exterior care Wheel covers. Page 28
Warranties J Warranties for U. Page 29 Doors and locks Keys Master, submaster and valet key
Key number. Master key, submaster key and valet key. The master key and submaster key fit all
locks on your vehicle. Page Doors And Locks Door locks J Locking and unlocking from the
outside B For vehicles with power door locking switches To lock the door from the outside with
the key, turn the key toward the rear. To unlock the door, turn the key toward the front. Lift the
outside door handle to open an unlocked door. Page 32 locked at the same time. Always make
sure that all doors and the rear gate are locked before leaving your vehicle. NOTE Make sure
that you do not leave the key inside the vehicle before locking the doors from the outside
without the key. B For vehicles without power door locking switches To lock the door from the
outside with the key, turn the key toward the rear. To lock the rear door from the outside without

the key, press the end of the lock lever down on the door and then close the door. To lock the
doors, press the upper part of the switches. Each rear door has a child safety lock that prevents
the doors from being opened even if the inside door handle is pulled. When a door is not fully
closed, a light comes on indicating specifically which door it is. When all doors are properly
closed, all of the door open warning lights go out. D Pushing in or pulling out of the key cylinder
on the door or trunk lid. J How to arm the system 1. Windows OM-H Turn the handle to open or
close the window. D Before leaving the vehicle, always remove the key from the ignition switch
for safety if a child remains in the vehicle. Page 40 All door windows can be controlled by the
power window switch cluster at the driver side door. Push the switch down until it clicks and
release it, and the window will fully open. To close the window, push the switch up and hold it
until the window reaches the desired position. Push the switch down or up until it clicks and
release it, and the win- dow will fully open or close. To close the window, push the switch up
and hold it until it reaches the desired position. J To open and close the trunk lid from outside
To open the trunk lid from outside, insert the key and turn it clockwise. To close the trunk lid,
lightly press the trunk lid down until the latch en- gages. B To cancel the trunk lid release The
inside trunk lid release can be cancelled to help prevent unautho- rized entry into the trunk. J To
open and close the rear gate To unlock the rear gate, insert the key in the keyhole and turn it
clock- wise. The addition of a cleaning agent may cause damage to the fuel system. Page Fuel
Filler Cap D Make sure that the cap is tightened until it clicks to prevent fuel spillage in the
event of an accident. If you use the wrong cap, it may not fit or have proper venting, and your
fuel tank and emission control system might be damaged. Page Refueling If you spill any fuel
on the painted surface, rinse it off immediately. Other- wise, the painted surface could be
damaged. Pull the hood release knob under the instrument panel. Release the secondary hood
release located under the front of the engine hood by moving the lever toward the left. Lift up
the hood, release the hood prop from its retainer and put the end of the hood prop into the slot
in the hood. Release the switch after the sunroof has been raised or has been low- ered
completely. Pushing the switch continuously may cause damage to the sunroof. Page 53 3.
Insert the wrench in the end of the motor shaft. D To lower the sunroof, turn the wrench
clockwise. D To close the sunroof, turn the wrench counterclockwise. The front sunroof will
stop halfway if you continue to press on the switch. Release the switch once and push it again
to raise the front sunroof completely. Page Manual Operation The front sunroof cannot be
closed manually. If the front sunroof can not be closed with the sunroof switch, have your
vehicle checked or repaired by an authorized SUBARU dealer immediately. Rear sunroof: If the
sunroof cannot be closed with the sunroof switch, you can close the rear sunroof manually.
Page 57 3. To close the rear sunroof, turn the wrench counterclockwise. The roof rail must
never be used alone to carry cargo. Otherwise, damage to the roof or paint or a dangerous road
hazard due to loss of cargo could result. Page Roof Rack Doors and locks J Roof rack When
luggage is put on the slats of the roof cross bar kit When the roof cross bar kit is used as roof
rack, make sure the total car- rying capacity of the luggage on the slats of the roof cross bar kit
does not exceed lb. D Never drive the vehicle with the head restraints removed be- cause they
are designed to reduce the risk of serious neck injury in the event that the vehicle is struck from
the rear. Page Seat, Seatbelt And Srs Airbag than adults, their risk of being injured from
deployment is greater. Do not touch such hot parts. J Fore and aft adjustment Pull the lever
upward and slide the seat to the desired position. Then re- lease the lever and move the seat
back and forth to make sure that it is securely locked into place. J Head restraint adjustment HB
To raise the head restraint, pull it up. To lower it, push the head restraint down while depressing
the release button on the top of the seatback. Page Lumbar Support If Equipped The best
position for the head restraint is just above or level with the top of the ears. J Lumbar support if
equipped Pull the lever forward or backward. Pulling the lever forward will increase the amount
of support for your lower back. The battery could run down if the heater is operated while the
engine is not running. D Do not put anything on the seat which insulates against heat, such as a
blanket, cushion, or similar items. Do not put cushions or any other materials between
occupants and seatbacks or seat cushions. If you do so, the risk of sliding under the lap belt
and of the lap belt sliding up over the abdomen will increase, and both can result in serious
internal injury or death. J Fold down rear seat â€” Sedan Release tab To fold the seatback down,
pull the release tab attached to the top of the seatback. To lower the armrest, pull on the top
edge of the armrest. J Fold down rear seat â€” B Folding down the seat cushion and seatback 1.
Move the front seat forward. To remove the head restraint, pull the head restraint up while
pushing the release button located on the backside of the set- back. Page 71 HB 4. Raise the
seat cushion by pulling up the tab. OM-H 5. Unlock the seatback by pulling the release knob and
fold it down. Confirm that the pin located at the bottom of the seat cushion is in- serted into the
slot at the top of the seatback. Page 72 6. Install the head restraints onto the backside of the

seatback. To return the rear seat to its original position, raise the seatback and seat cushion
until it locks into place and make sure that they are securely locked. Make sure that the rear
seat belts are not under the seat cushion or seat- back. In an accident, this can increase the risk
or severity of injury. D Never place the shoulder belt under the arm or behind the back. Page
Unfastening The Belt 5. To make the lap part tight, pull up on the shoulder belt. And place the
lap belt as low as possible on your hips, not on your waist. J Unfastening the belt Front Push
the button on the buckle. Before closing the door, make sure that the belts are retracted
properly, to avoid catching the belt webbing in the door. To adjust the anchor height, pull the
release knob and move the anchor to the desired position so that the shoulder belt passes over
the middle of the shoulder without touching the neck. Sit well back and upright. CAUTION
Metallic parts of the seat belt can become very hot in a vehicle that has been closed up in sunny
weather; they could burn an oc- cupant. The 2-point type seat belt has a manual adjustment
device. To make the belt tight, pull up on the belt. Otherwise, the possibility of se- rious injury
becomes greater in the event of a sudden stop or ac- cident. J Expectant mothers Expectant
mothers also need to use the seat belts. They should consult their doctor for specific
recommendations. The lap belt should be worn securely and as low as possible over the hips,
not over the waist. The passenger cannot protect the child from injury in a collision, because
the child will be caught between the passenger and objects inside the vehicle. If the child
restraint system requires a top strap, latch the hook onto the top strap anchor and tighten the
top strap. Page Top Strap Anchors be more firmly secured by pushing it down into the seat
cushion and then tightening the seat belt. Pull at the shoulder portion of the belt to confirm that
it cannot be pulled out ALR properly functioning. D Wagon: Anchor installation points are
located under the covers at the rear edge of the roof. B Top strap anchor installation for Canada
models All vehicles built for sale in Canada include an anchor kit in the glove compartment. You
can also follow the installa- tion instructions for Canada models. Page 91 ment is greater. If the
front sensor and impact sensors in the airbag control module de- tect a certain predetermined
amount of force during a frontal or front- angled collision, the control module sends signals to
the airbag modules instructing them to inflate the SRS AIRBAGs. Page System Monitors D All
related wiring In the event of a malfunction indicated by any of following, the vehicle should be
taken promptly to your nearest SUBARU dealer to have the system checked. Page D Installation
of a tire of different size and construction from the original tire listed on the tire placard
attached to the door jamb. Page Instruments and controls Instrument panel overview
Combination meter overview Gauges Page Instrument Panel Overview Instrument panel
overview 1 2 3 Lighting, turn signal and illumination brightness control switch page Security
system indicator light Page Fog light switch page Combination meter page Rear window
defogger switch page Cruise control main switch page Cup holder page Hazard warning flasher
Page Instruments And Controls Instrument panel overview Right hand drive vehicles SRS
AIRBAG page Cup holder page Hazard warning flasher page Heater or air conditioner control
page Lighting, turn signal and illumination brightness control switch page Combination meter
page Steering page Windshield wiper and washer switch page Remote control mirror switch
page Page Combination Meter Overview Combination meter overview Fuel gauge page
Speedometer page Odometer page Turn signal indicator light page Door open warning light
page Seatbelt warning light page High beam indicator light page Turn signal indicator light page
Tachometer page Temperature gauge page Page Odometer Gauges J Speedometer The
speedometer shows the vehicle speed. J Odometer The odometer shows the total distance that
the vehicle has been driven. J Trip meter The trip meter shows the distance that the vehicle has
been driven since you last set it to zero. To set the trip meter to zero, press the knob. Page Fuel
Gauge J Fuel gauge The fuel gauge shows approximately the amount of the fuel remaining in
the tank. The gauge may move slightly during braking, turning or acceleration due to fuel
movement in the tank. Page Warning And Indicator Lights If any lights fail to come on, it
indicates a burned-out bulb or a malfunc- tion of the corresponding system. Page Airbag
Warning Light If the oil level is low, add oil immediately. This indicates your brake system may
not be working properly. D If at all in doubt about whether the brakes are operating prop- erly,
do not drive the vehicle. Page If the light comes on steadily while driving or does not go out
after the engine starts, an emission control system malfunction has been de- tected. D The
warning light comes on during driving. Page Door Open Warning Lights If the light flashes after
the engine starts, it may indicate that the auto- matic transmission control system is not
working properly. J Door open warning lights The specific door open warning light comes on if
any door or rear gate is not fully closed. Page Hazard Warning Flasher Hazard warning flasher
The hazard warning flasher is used to warn other drivers when you have to park your vehicle
under emergency conditions. The hazard warning flasher works with the ignition switch in any
position. When you have to park your vehicle under emergency conditions, pull off the roads

safely and park away from the traffic if it is possible. B Headlights To turn on the headlights,
turn the knob on the end of the turn signal lever. Page high beam will stay on for as long as you
hold the lever. Page Illumination Brightness Control To signal a lane change, push the turn
signal lever up or down slightly and hold it during lane change. The turn signal indicator lights
will flash in the direction of the turn or lane change. The lever will return automatically to the
neutral position when you release it. Page Wiper Controls By pushing the rear end of this
switch, following lights will come on. Avoid leaving these lights on for a long time because that
will run down the battery. This may cause overheating of the washer motor. Check the washer
fluid level fre- quently, such as at fuel stops. D Do not operate the wipers when the windshield
or rear window is dry. Page Windshield Wiper And Washer Switch the wiper operation is jerky,
clean the outer surface of the windshield or rear window and the wiper blades using a sponge
or soft cloth with a neutral detergent or mild-abrasive cleaner. After cleaning, rinse the windshield and wiper blades with clean water. The windshield is clean if beads do not form when you
rinse the windshield with water. B Mist for a single wipe For a single wipe of the wipers, pull the
lever toward you. The wipers operate until you release the lever. D Use clean water if windshield
washer fluid is unavailable. See Windshield Washer Fluid section in chapter Also, when driving
the vehicle when there are freezing tempera- tures, use non-freezing type wiper blades. Page
Rear Window Defogger Switch Indicator light Before turning on the wiper deicer, remove any
snow from the wind- shield. To turn on the wiper deicer, push the switch. The indicator light
located on the switch lights up while the wiper deicer is operating. The wiper deicer will
automatically shut off after about 15 minutes. If the wiper blades have been deiced completely
before this time, push the switch to turn it off. Page Horn To turn on the defogger, push the
switch. To turn it off, push the switch again. The indicator light located on the switch lights up
while the rear window defogger is operating. The defogger will automatically shut off after about
15 minutes. If the win- dow clears before this time, push the switch to turn it off. Page Mirrors
Mirrors Always check that the inside and outside mirrors are properly adjusted before you start
driving. J Inside mirror The inside mirror has a day and night position. Pull the tab at the bottom
of the mirror toward you for the night position. Push it away for the day position. Page To turn
on the outside mirror defogger, push the switch while the en- gine is running. The indicator light
located on the switch will come on when the out- side mirror defogger heater in operation. Page
Climate control Ventilator Heating and air conditioning Air flow control buttons Temperature
control lever Page Ventilator Ventilator HB Page Climate Control Heating and air conditioning
Air inlet selection button Fan speed Air conditioner control dial button J Air flow control buttons
These buttons allow you to select the air flow outlets. Page NOTE Air flows through the outer
instrument panel outlets regardless of the air flow control button position. Outside air drawn
into the pas- senger compartment. Push the air inlet selection button to the ON position. The
indicator light will come on. OFF position: Outside air is drawn into the passenger
compartment. Push the air inlet selection button again to the OFF position. The indica- tor light
will go off. Set the temperature control lever all the way to the right in the red area. Page Heating
And Defrosting defroster. J Heating and defrosting To direct warm air toward the floor and the
windshield: 1. Page directed temporarily toward the windshield to assist the windshield
defroster. Page Ventilation J Bi. The cool air will flow from the instrument panel outlets and
warm air flows from the foot outlets. Set the temperature control lever all the way to the left in
the blue area. Page Defrosting Or Defogging Climate control For cooling and dehumidification
of the passenger compartment, air flows through the instrument panel outlets: 1. Push the air
conditioner button on. The normal positions as shown in the diagram directs warm air to the
side glass. When more rapid defrosting of the windshield is desired, the air flow can be directed
temporarily toward the windshield to assist the windshield defroster. Switch to the OFF position
as soon as the outside dusty condi- tion clears. ON position: Interior air is recirculated inside
the vehicle. Page Heating And Defrosting directed temporarily toward the windshield to assist
the windshield defroster. Page Bi. Page 2. Set the temperature control lever to the red area. Set
the fan control dial to the highest speed. Page Operating Tips For Heater And Air Conditioner J
Checking air conditioning system before summer season Check the air conditioner unit for
refrigerant leaks, hose conditions, and proper operation each spring. Therefore, the method of
adding, changing or checking the refrigerant is different from the method for CFC12 freon.
Repairs needed as a result of using the wrong refrigerant are not covered under warranty. Page
Audio Audio Radio Page To play back a compact disc To select a song from its beginning Fast
forwarding and fast reverse Repeat playback Random playback. B Power antenna CAUTION
Before tuning on the radio, make sure there are no persons near the antenna since personal
injury could result if someone is struck by the antenna during its extension. Page J FM
reception Although FM is normally static free, reception can be affected by the sur- rounding
area, atmospheric conditions, station strength and transmitter distance. Buildings or other

obstructions may cause momentary static, flutter or station interference. If reception continues
to be unsatisfactory, switch to a stronger station. WB channel Station WB1 : B Fader The fader
control adjusts the balance between the front and rear speakers. Push the knob once to make it
pop out. The balance is adjusted by turning the knob from left to right in this condition. Page
knob indicates the center position. After adjusting the bass, push the knob in again to store the
setting. B Treble The treble control adjusts the level of high pitch sounds. Push the knob once
and it will pop out, then pull the knob out until it stops. In this mode, the radio scans through
the radio band until a station is found. The radio will stop at the station for five seconds while
displaying the frequency, after which scanning will continue until the entire band has been
scanned from the low end to the high end. The radio is turned on and off by turning the knob
clockwise or counterclock- wise and the volume is controlled by turning the knob. Page B Bass
The bass control adjusts the level of low pitch sounds. The bass is adjusted by turn- ing the
knob from left to right in this condition. A click while turning the knob indicates the center
position. J Selecting preset stations Presetting a station with a preset button allows you to
select that station in a single operation. Up to six AM and FM stations each may be preset. J
How to preset stations 1. J Tape travel indicators These indicate the direction the cassette tape
is moving. Page Audio J Program switching button PROG When the program switching button
is pressed during playback, the tape travel indicators will switch and the player will begin
playing back the opposite side of the tape. The same mechanism is automatically acti- vated
when the end of the tape is reached. When the selection ends, the cassette player automatically
rewinds to the begin- ning of the piece and the selection begins again. Page Audio OM-H J
When turning on the radio When the radio is switched on or the station is changed, the time
display is replaced by the frequency display. However, after the frequency has been displayed
for five seconds, it is replaced by the time display again. The radio is turned on and off by
pushing the knob and the volume is con- trolled by turning the knob. The volume control has
total of 41 volume levels V: 0 for minimum, V: 40 for maximum. In the bass control mode, the
display shows the indication as shown. The bass control has total of 11 volume levels BAS. In
the fader control mode, the display shows the indication as shown. The fader control has total
of 19 settings FAD. F9 for front maximum and rear minimum, FAD. Page imum and right side
minimum, BAL. R9 for left side minimum and right side maximum. Choose desired setting by
turning the volume control knob. The control function returns to volume con- trol mode after
about 5 seconds. Page Audio J Selecting preset stations Presetting a station with a preset
button allows you to select that station in a single operation. D Put cassettes back in their
boxes immediately after use to protect them from dust and dirt and to prevent the tape from
unwinding. D Never expose cassettes to heat, direct sunlight or moisture. DISP button Tuning
button J When turning on the radio When the radio is switched on or the station is changed, the
time display is replaced by the frequency display. Page NOTE If the connection between the
radio and battery is broken for any reason such as vehicle maintenance or radio removal, the
time setting will be cleared. If this occurs, it is necessary to reset the time. Page note volume
level by turning the volume control knob. The control function returns to volume control mode
after about 5 seconds. In the treble control mode, the display shows the indication as shown.
The fader control has total of 19 settings FAd. F9 for front maximum and rear minimum, FAd. In
the balance control mode, the display shows the indication as shown. The balance control has
total of 19 settings BAL. L9 for left side max- imum and right side minimum, BAL. Constant
pressure on the button causes a continuous change in the frequency. Automatic tuning may not
function properly if the station reception is weak- ened by distance from the station or proximity
to tall buildings and hills. NOTE If the connection between the radio and battery is broken for
any reason such as vehicle maintenance or radio removal, all stations stored in the D Clean the
tape head once or twice a month using a wet-type clean- ing cassette. Page again is being
played. Until the repeat function is can- celled, the same piece of music will be repeated
indefinitely. If a disc is inserted with the label side down, it might be ejected or the player might
shut off. D After the last song finishes, the disc will automatically return to track 1 the first song
on the disc and will automatically play back. To cancel the repeat mode, press the button again.
Page Audio use a hard cloth, thinner, benzene, alcohol, etc. D Never use a badly damaged,
deformed or cracked disc. Malfunctions or problems might result. D A disc is vulnerable to heat.
Never keep it either in places exposed to direct sunlight or near heaters. OM â€” The dis- play
shows the current disc number, truck number and the elapsed time during playback. Release
the button to stop fast forwarding. If you continue fast forwarding to the end of the disc, the CD
changer will automatically stop fast forwarding and start playback beginning with the first track
on the current disc. Page Setting The Time If this occurs, it is necessary to reset the time.
Installation of accessories Always consult your SUBARU dealer before installing a citizen band
ra- dio or other transmitting device in your vehicle. Such devices may cause the electronic

control system to malfunction if they are incorrectly installed or if they are not suited for the
vehicle. Page Interior equipment Sun visors Vanity mirror if equipped Vanity mirror with light if
equipped Storage compartment To use the sun visor at a side window, swing it down and move
it sideways. J Vanity mirror if equipped HB To use the vanity mirror, swing down the visor. Page
Interior Equipment J Vanity mirror with light if equipped To use the vanity mirror, swing down
the visor and open the cover. To close it, push the lid firmly upward. To lock the glove
compartment, insert the master key and turn it clock- wise. To unlock it, insert the master key
and turn it counterclockwise. J Center console To open the lid, pull up the lock release. Page
Cup Holder J Sunglasses storage compartment if equipped The sunglasses storage
compartment can be used to store a pair of sun- glasses or small items such as a garage door
opener. To open the compartment, push on the lid lightly and it will automatically open. Doing
so may cause a short-circuit and overheating, resulting in a fire. The pocket located near the
socket is not designed to sustain high temperatures. Page Cigarette Lighter A cigarette lighter
plug and front and rear ashtrays are optional accessories. If smoking is not desired, always put
the cap on the socket to prevent any foreign object from entering it. To use the cigarette lighter,
push in the knob and wait a few moments. It will automatically spring up when ready for use.
Overloading the accessory power socket can cause a short circuit. Do not use double adapt- ers
or more than one electrical appliance. D If the plug on your electric appliance is either too loose
or too tight for the accessory power socket, this can result in a poor contact or cause the plug
to get stuck. Middle position: The light comes on only when any door is opened. OFF: The light
stays off. When leaving your vehicle, make sure the light is turned off to avoid bat- tery
discharge. When leaving the vehicle, make sure the light is turned off to avoid bat- tery
discharge. The luggage area light switch has three positions: ON: The light stays on
continuously. DOOR: The light comes on only when the rear gate is opened. Putting excessive
weight on the extended cover can break it and an object on the cover could tumble forward in
the event of a sudden stop or colli- sion. Rewind the cover. To take it off the retainer, lift it out.
Store the cover housing in the luggage area. J To install the cover housing Insert the both ends
of the cover housing into the retainers. Page Storage Tray Wagon - If Equipped Anchorage
eyelets The luggage compartment is equipped with four anchorage eyelets so that luggage can
be secured with a luggage net or ropes. When using the anchorage eyelets, raise them up from
under the cutouts of the luggage compartment mat. When not in use, put the eyelets down into
the storing recesses. Page Maintenance Tools The storage tray is located under the floor of the
luggage compartment and can be used to store small items. To open the lid, pull the handle up.
NOTE When storing a flat tire, put the storage tray in the luggage compartment. Maintenance
tools Your vehicle is equipped with the following maintenance tools: Screwdriver Page Starting
and operating New vehicle break-in driving The first 1, miles 1, km Fuel requirements Fuel
Octane Rating. Page Cruise control if equipped To set cruise control To temporarily cancel the
cruise control To turn off the cruise control To change the cruising speed Hill holder for manual
transmission â€” if equipped Manual release Parking your vehicle Parking brake. Page Starting
And Operating New vehicle break-in driving J The first 1, miles 1, km The performance and long
life of your vehicle are dependent on how you handle and care for your vehicle while it is new.
Follow these instructions during the first 1, miles 1, km : D Do not race the engine. Page Fuel
Requirements California specifications. Your vehicle will operate on gasoline meeting Federal
specifications. Page Many gasolines are now blended with materials called oxygenates. Use of
these fuels can also help keep the air cleaner. Page State Emission Testing U. Engine exhaust
gas contains carbon monoxide, a colorless and odorless gas which is danger- ous, or even
lethal, if inhaled. D Always properly maintain the engine exhaust system to pre- vent engine
exhaust gas from entering the vehicle. Page Catalytic Converter D Keep your engine tuned-up. If
you feel the engine running rough mis- firing, backfiring or incomplete combustion , have your
vehicle checked and repaired by an authorized SUBARU dealer. D Do not apply undercoating or
rust prevention treatment to the heat Page Fuel Economy Hints Starting and operating Fuel
economy hints The following suggestions will help to save your fuel. D Select the proper gear
position for the speed and road conditions. D Avoid sudden acceleration or deceleration.
Always accelerate gently until you reach the desired speed. Then try to maintain that speed for
as long as possible. Page Lock NOTE Engine oil, engine coolant, brake fluid, washer fluid and
other fluid levels should be checked daily, weekly or at fuel stops. Driving in foreign countries
When planning to use your vehicle in another country: D Confirm the availability of the correct
fuel. Refer to Fuel Requirement section in this chapter. D Comply with all regulations and
requirements of each country. The ignition switch will lock the steering wheel when you remove
the key. If turning the key is difficult, turn the steering wheel slightly to the right and left as you
turn the key. J ACC In this position the electrical accessories radio, accessory power socket,
etc. J ON This is the normal operating position after the engine is started. Page Key Reminder

Chime 2. Remove the cover under the steering column using a phillips screw- driver. Turn the
ignition key while pressing the key interlock release lever. Starting the engine Apply the parking
brake. Turn off unnecessary lights and accessories. Press the clutch pedal to the floor and shift
the shift lever into neutral. Hold the clutch pedal to the floor while starting the engine. The
starter motor will only operate when the clutch pedal is pressed fully to the floor. Release the
key immediately after the engine has started. This will cause loss of power to the power steering
and the brake booster, making steering and braking more difficult. To change gears, fully
depress the clutch pedal, move the shift lever, and gradually let the pedal up. J Shifting speed
for fuel economy The best compromise between fuel economy and vehicle performance during
normal driving is ensured by shifting up at the speeds listed in the following table. Page
Automatic Transmission actions may cause clutch damage. Do not drive with your hand resting
on the shift lever. This may cause wear on the transmission components. When it is necessary
to reduce vehicle speed due to slow traffic, turning corners, or driving up steep hills, downshift
to a lower gear before the engine starts to labor. B P Park This position is for parking the
vehicle and starting the engine. In this position, the transmission is mechanically locked to
prevent the vehicle from rolling freely. Page B R Reverse This position is for backing the
vehicle. B N Neutral This position is for restarting a stalled engine. This position is for using
engine braking when going down a hill or for climbing a steep grade. In this position, the
transmission holds in the 2nd gear. Use this position when starting off from a standstill on
slippery road surfaces such as mud or snow. Remove the screwdriver from the hole. Depress
the brake pedal and start the engine. This may cause loss of vehicle control and result in
personal injury. B Tilt adjustment 1. Adjust the seat position. Refer to Front Seat section chapter
2. Page Cruise Control If Equipped The power steering system operates only when the engine is
running. If you lose power steering assist because the engine stops or the system fails to
function, you can steer but it will take much more effort. Then release the accelerator pedal. The
vehicle will maintain the desired speed. Vehicle speed can be temporarily increased while
driving with the cruise control activated. Simply depress the accelerator pedal to accelerate the
vehicle. When the accelerator pedal is released, the vehicle will return to and maintain the
previous cruising speed. Depress the accelerator pedal to accelerate the vehicle to the de- sired
speed. Now the desired speed is set and the vehicle will keep running at that speed without
depressing the accelerator pedal. B To decrease the speed 1. Page Manual Release Starting and
operating OM-H OM-H On an uphill grade, when the clutch pedal is depressed while the brake
pedal is also depressed, braking power is maintained temporarily by the Hill Holder when the
brake pedal is released. The driver is therefore able to start the vehicle the same way as on a
level grade, just using the clutch and accelerator pedal. Page 4. Pull the wire out of its housing
by lifting with your finger. Turn the link counterclockwise as far as possible. The device is now
inoperative and the vehicle can be moved. Before starting to drive, always make sure that the
parking brake has been fully released. To set the parking brake, press the brake pedal firmly
and hold it down while fully pulling up the parking brake lever. They could accidentally injure
themselves or others through inadver- tent operation of the vehicle. Also, on hot or sunny days,
the tem- perature in a closed vehicle could quickly become high enough to cause severe or
possibly fatal injuries to them. When the vehicle is headed up the hill, the front wheels should
be turned away from the curb. When facing downhill, the front wheels should be turned into the
curb. Page Disc Brake Pad Wear Warning Indicators The disc brake pad wear warning indicators
on the disc brakes give a warning noise when the brake pads are worn. For safety purposes as
well as to avoid damaging the AWD sys If you do take your Subaru off-road, cer Page straight
down the slopes. A vehicle can much more easily tip over side- ways than it can when moving
forward or backward. Avoid driving straight up or down slopes that are too steep. D Avoid sharp
turning maneuvers, especially at higher speeds. D Do not grip the inside or spokes of the
steering wheel. Remember that damage done to your Subaru while operating if off-road and not
using common sense precautions such as those listed above is not eligible for warranty
coverage. Page Use an engine oil of proper grade and viscosity for cold weather. Heavy summer
oil will cause harder starting. Keep the door locks from freezing by squirting them with deicer or
glyc- erin. Forcing a frozen door open may damage or separate the rubber weather strips
around the door. Page Driving On Snowy And Icy Roads When an antifreeze additive is used, its
effect lasts longer if the tank is refilled whenever the fuel level reaches half empty. Page Snow
Tires Brake system ABS , press the brake pedal repeatedly at short intervals to prevent the
wheels from locking. Then apply the brakes softly to bring the vehicle to a stop. It also may be
dangerous and lead to loss of vehicle control. D Do not use a combination of radial, belted bias
or bias tires since it may cause dangerous handling characteristics and lead to an accident.
Page Rocking The Vehicle Always use the utmost care when driving with tire chains â€”
overconfi- dence because you are driving with tire chains could easily lead to a se- rious

accident. Page Vehicle Capacity Weight from shooting forward and causing serious injury
during a sud- den stop. D Never exceed the maximum load limit. If you do, some parts on your
vehicle can break, or it can change the way your vehicle handles. This could result in loss of
control and cause personal injury. GAW is the combined total of weight of the vehicle, fuel,
driver, all passengers, luggage, any optional equipment and trailer tongue load. Page Trailer
Towing For All Vehicles Except Outback And Sus SUBARU assumes no responsibility for
injuries or vehicle damage that result from trailer towing equipment, or from any errors or
omissions in the instructions accompanying such equipment or for your failure to fol- low the
proper instructions. The total trailer weight trailer weight plus its cargo weight with brakes must
never exceed 2, lbs kg. The Gross Vehicle Weight i. Page Side Mirrors D Adequate size trailer
brakes are required when the trailer and its cargo exceed 1, lbs kg total weight. Choose a proper
hitch for your vehicle and trailer. Consult with a professional hitch supplier to assist you in
choosing an appropriate hitch for your vehicle. Check for correct operation of the turn signals
and brake lights each time you hitch up. Page Trailer Towing Tips Starting and operating In the
event your vehicle gets a flat tire when towing a trailer, ask a com- mercial road service to repair
the flat tire. If you carry a regular size spare tire in your vehicle or trailer as a precau- tion
against getting a flat tire, be sure that the spare tire is firmly secured. Page Trailer Towing For
Outback And Sus If you do decide to tow a trailer, your safety and satisfaction depend upon
proper use of correct equipment and cautious operation of your ve- hicle. Seek the advice of
your SUBARU dealer to assist you in purchas- ing a hitch and other necessary towing
equipment appropriate for your vehicle. Page Warranties And Maintenance SUBARU assumes
no responsibility for injuries or vehicle damage that result from trailer towing equipment, or
from any errors or omissions in the instructions accompanying such equipment or for your
failure to fol- low the proper instructions. When towing a trailer with brakes. AT models When
towing a trailer without brakes. When towing a trailer on a long uphill grade continuously for
over 5 miles 8 km with an outside temperature of F 40 C or above. Page of your vehicle. The
front and rear GAWs can be adjusted by relocating passengers and luggage inside the vehicle.
Page Trailer Hitches Choose a proper hitch for your vehicle and trailer. If use of a non-genuine
hitch is unavoidable, be sure the hitch is suited to your vehicle and trailer. Check for proper
operation of the turn signals and the brake lights each time you hitch up. The temporary spare
tire is not designed to sustain the towing load. Make sure that all the tires on your vehicle are
inflated to the pressure under towing conditions as shown in following table. Page B Before
starting out on a trip D Check that the vehicle and vehicle-to-hitch mounting are in good
condition. If any problems are apparent, do not tow the trailer. D Check that the vehicle sits
horizontally with the trailer attached. If the vehicle is tipped sharply up at the front and down at
the rear, check the total trailer weight, GVW, GAWs and tongue load again, then confirm that the
load and its distribution are acceptable. Page Starting and operating and stop the vehicle at the
nearest safe place. D If your vehicle has a automatic transmission, avoid using the accel- erator
pedal to stay stationary on an uphill slope instead of using the parking brake or foot brake.
Page In case of emergency Hazard warning flasher Engine overheating If steam is coming from
the engine compartment If no steam is coming from the engine compartment Jump starting
Page Engine Overheating Hazard warning flasher Day or night, if your vehicle becomes a traffic
hazard, use the hazard warning flasher. Avoid stopping on the road. It is best to safely pull off
the road if a problem occurs. The hazard warning flasher can be acti- vated regardless of the
ignition switch position. Keep the engine running at idling speed. Open the hood to ventilate the
engine compartment. Confirm that the cooling fan is turning. If the fan is not turning, immediately turn the engine off and contact your authorized dealer for repair. Page D The gas
generated by a battery explodes if a flame or spark is brought near it. Do not smoke or light a
match while jump start- ing. D Never attempt jump starting if the discharged battery is frozen. It
could cause the battery to burst or explode. D Whenever working on or around a battery, always
wear suit- able eye protectors, and remove metal objects such as rings, bands or other metal
jewelry. Connect one end of the other cable to the negative â€” terminal of the booster battery.
The jack can come out of the jacking point or sink into the ground and this can result in a
severe accident. D Use only the jack provided with your vehicle. Put wheel blocks at the front
and rear of the tire diagonally opposite the flat tire. Take out the spare tire, jack, and wheel nut
wrench. See Tire Chang- ing Tools in this chapter. If your vehicle has wheel covers Insert the
wheel nut wrench into the notch provided in the wheel cover, and pry it off. Page 7. Loosen the
wheel nuts using the wheel nut wrench but do not remove the nuts. OM-H 8. Place the jack
under the side sill at the front or rear jack-up point clos- est to the flat tire. Turn the jackscrew
by hand until the jack head engages firmly into the jack-up point. Page In case of emergency 9.
Insert the jack handle into the jackscrew, and turn the handle clock- wise until the tire clears the
ground. Do not raise the vehicle higher than necessary. OM-H Remove the wheel nuts and the

flat tire. This torque is equivalent to applying about 88 to lbs 40 to 50 kg at the top of the wheel
nut wrench. Never use your foot on the wheel nut wrench or a pipe extension on the wrench
because you may exceed the specified torque. Page Indicator location mark D If your vehicle is
AWD with automatic transmission Before driving your vehicle with temporary spare tire, put a
spare fuse inside the FWD connector located in the engine compartment and confirm that the
front-wheel drive warning light comes on. The all wheel drive capability of the vehicle has now
been deactivated. To remove the spare tire, first remove the spare tire cov- er, turn the attaching
bolt counterclockwise, then take the spare tire out. To take out the jack: Sedan: first pull the tab
on the trim cover down to open the cover, turn the jackscrew counterclockwise to loosen it,
then remove the jack. Observe the following procedures for safety. J Transporting your vehicle
using a flat-bed truck This is the best way to transport your vehicle. Use the following procedures to ensure safe transportation. Check the transmission and differential oil levels and add
oil to bring it to the upper level if necessary. Release the parking brake and put the transmission
in neutral. Page We do not recommend this method of towing. D Do not apply excessive lateral
load to the towing eyelets. Towing eyelet Tie-down eyelet: Never use the tie-down eyelet for
towing purpose. The towing eyelets should be used only in an emergency e. Page Appearance
care Exterior care As a result, the brake stopping distance will be longer. To dry the brakes,
drive the vehicle at a safe speed while lightly pressing the brake pedal to heat up the brakes.
Page Appearance Care Frequent polishing with a compound or an incorrect polishing technique
will result in removing the paint layer and exposing the undercoat. Special materials and
protective finishes have been used on most parts of the vehicle to help maintain fine
appearance, strength, and reliable opera- tion. J Most common causes of corrosion The most
common causes of corrosion are: 1. Page Cleaning The Interior Appearance care treatment or
should be replaced. Repair chips and scratches in the paint as soon as you find them. Check
the interior of the vehicle for water and dirt accumulation under the floor mats because that
could cause corrosion. Page Leather Seat Materials If your SUBARU is to be parked for a long
time in bright sunlight, it is recommended that the seats and headrests be covered, or the
windows shaded, to prevent fading or shrinkage. Page Cleaning Aluminum Wheels Cleaning
aluminum wheels D Promptly wipe the aluminum wheels clean of any kind of grime or agent. If
dirt is left on too long, it may be difficult to clean off. D Do not use soap containing grit to clean
the wheels. Be sure to use a neutral cleaning agent, and later rinse thoroughly with water. Page
Maintenance and service Maintenance precautions Before checking or servicing in the engine
compartment When you do the checking or servicing in the engine compartment while the
engine is running Engine compartment overview Engine, transmission, and differential gear oil
leaks Engine oil. Checking brake booster operation Battery. If you perform maintenance and
service by yourself, you should familiar- ize yourself with the information provided in this
section on general main- tenance and service for your SUBARU. Page Engine Compartment
Overview Engine compartment overview Manual transmission oil level gauge MT page or
Differential gear oil level gauge AT page Automatic transmission fluid level gauge page Clutch
fluid reservoir 2. If engine oil gets in your eyes, immediately flush them thoroughly with clean
water. For safety, when perform- ing this work, wearing eye protection is advisable. J Checking
the oil level Check the engine oil level at each fuel stop. This is caused by thermal expansion of
the engine oil. To prevent overfilling the engine oil, do not add any additional oil above the
upper level when the engine is cold. J Changing the oil and oil filter Change the oil and oil filter
according to the maintenance schedule in the warranty and maintenance booklet. Page 5. Wipe
the seating surface of the drain plug with a clean cloth and tighten it securely with a new sealing
washer after the oil has completely drained out. Sealing washer Drain plug 6. Remove the under
cover. Engine oil viscosity thickness affects fuel economy. Oils of lower vis- However, in hot
weather, oil of higher viscosity is required to properly lubricate the engine. SAE viscosity numbr
and applicable temperature J Recommended grade and viscosity under severe driving conditions If the vehicle is used in desert areas, in areas with very high tempera- tures, or used for
heavy-duty applications such as a towing a trailer, use of oil with the following grade and
viscosities is recommended. If frequent addition of coolant is necessary, there may be a leak in
the engine cooling system. Page â€”33 F â€”36 C. Use of improp- er coolants may result in
corrosion in the cooling system. It is im- portant to maintain protection against freezing and
corrosion, even if freezing temperatures are not expected. The alco- hol contained in the engine
coolant may damage the paint sur- face. Rubber gaskets 3. After refilling the reserve tank and
the radiator, reinstall the caps and check that the rubber gasket inside the radiator cap is in the
proper position. Use the rec- ommended coolant only. Use of improper coolants may result in
corrosion in the cooling system. Page 3. Remove the air vent plug from the radiator. Filler neck
Fill up to here 4. Do not pour the coolant too quickly, as this may lead to insufficient air bleeding
and trapped air in the system. Page Air Cleaner Element Rubber gaskets 6. Put the radiator cap

back on and tighten firmly. At this time, make sure that the rubber gasket in the radiator cap is
correctly in place. Start and run the engine for more than five minutes at 2, to 3, rpm. Unsnap
the two clamps holding the air cleaner case cover. Open the air cleaner case cover and remove
the air cleaner element. D Make sure the cables are replaced in the correct order. Replace the
spark plugs according to the maintenance schedule in the warranty and maintenance booklet.
Page Drive Belts 98 N 22 lb, 10 kg midway between the pulleys by using a spring scale. Belt
deflection should be the amount specified. If transmission oil gets in your eyes, immediately
flush them thoroughly with clean water. For safety, when performing this work, wearing eye
protection is advisable. If auto- matic transmission fluid gets in your eyes, immediately flush
them thoroughly with clean water. Park the vehicle on a level surface and set the parking brake.
First shift the selector lever in each position. Front of vehicle Dipstick Drain plug 4. If differential
oil gets in your eyes, immediately flush them thoroughly with clean water. The oil level should
be kept even with the bottom of the filler hole. If the oil level is below the bottom edge of the
hole, add oil through the filler hole to raise the level. If power steering fluid gets in your eyes,
immediately flush them thoroughly with clean water. For safety, when performing this work,
wearing eye protec- tion is advisable. If brake fluid gets in your eyes, im- mediately flush them
thoroughly with clean water. D Never use different brands of clutch fluid together. D When
clutch fluid is added, be careful not to allow any dirt into the tank. With the engine off, depress
the brake pedal several times, applying the same pedal force each time. The distance the pedal
travels should not vary. Never expose a bat- tery to an open flame or electric sparks. Batteries
give off a gas which is highly flammable and explosive. D For safety, in case an explosion does
occur, wear eye protec- tion or shield your eyes when working near any battery. Page
Windshield Washer Fluid In areas where water freezes in winter, use an anti-freeze type
windshield washer fluid. Its freezing temperature varies according to how much it is diluted, as
indicated below. Page Replacement Of Windshield Wiper Blades Replacement of windshield
wiper blades Grease, wax, insects, or other material on the windshield or the wiper blade results
in jerky wiper operation and streaking on the glass. If you cannot remove the streaks after
operating the windshield washer or if the wiper operation is jerky, clean the outer surface of the
windshield or rear window and the wiper blades using a sponge or soft cloth with a neutral
detergent or mild-abrasive cleaner. If the new blade rubber is not provided with two metal
spines, remove the metal spines from the old blade rubber and install them in the new blade
rubber. Metal spines 5. Align the claws of the metal support with the grooves in the rubber and
slide the blade rubber assembly into the metal support until it locks. Page Brake Pedal 6. Install
the wiper blade assembly to the wiper arm. Make sure that it locks in place. Lower the wiper
arm. Brake pedal Check the brake pedal free play and reserve distance according to the
maintenance schedule in the warranty and maintenance booklet. J Checking the brake pedal
free play Stop the engine and firmly depress the brake pedal several times. J Checking the
brake pedal reserve distance More than 2. Page Checking The Clutch Pedal Free Play J
Checking the clutch pedal free play Lightly press the clutch pedal down with your finger until
you feel resis- tance, and check the free play. To avoid this, be certain to pull the lever up slowly
and gently. Page Parking Brake Stroke about N, 44 lb, 20 kg. If the parking brake lever stroke is
not within the specified range, have the brake system checked and adjusted at your SUBARU
dealer. Tires and wheels Page D Do not let air out of warm tires to adjust pressure. Doing so will
result in low tire pressure. The tires should be checked frequently for proper tire pressure, wear,
and cuts. B Checking the tire pressure For the best balance between fuel economy, tire life, ride
comfort, and handling, tire pressure should be maintained in accordance with specifications.
Page Wheel Covers A tire should be replaced when the tread wear indicator appears as a solid
band across the tread. The indicators appear when the remaining tread has been worn to 0. J
Wheel covers B Removing the wheel cover Insert the wheel nut wrench into the notch provided,
and pry the wheel cover off. Page Aluminum Wheels If Equipped B Installing the wheel cover
Align the valve with the valve hole in the cover, then fit the cover on the wheel by tapping your
hand evenly around the circumference of the cover. NOTE When any of the wheels is removed
and replaced for tire rotation or to change a flat tire, always check the tightness of the wheel
nuts after driv- ing approximately miles 1, km. The fuses are located in three fuse boxes. B Fuse
box 1. Page OM-H 6. If the same fuse blows again, this indicates that its system has a problem.
B Fuse socket behind the instrument panel lower cover 1. Main fuse and fusible link The main
fuses and fusible link are designed to melt during an overload to prevent damage to the wiring
harness and electrical equipment. Installation of accessories Always consult your SUBARU
dealer before installing fog lights or any other electrical equipment in your vehicle. Such
accessories may cause the electronic system to malfunction if they are incorrectly installed or if
they are not suited for the vehicle. If you touch the bulb surface with bare hands or greasy
gloves, finger prints or grease on the bulb surface develop into hot spots, caus- ing the bulb to

break. If there are finger prints or grease on the bulb surface, wipe them away with a soft cloth
moistened with al- cohol. Page 1. Remove the front fog light assembly by removing the two
bolts. Disconnect the connector. Remove the front fog light bulb by turning it counterclockwise.
Replace the bulb with a new one. Then reconnect the connectors and reinstall the removed
parts in the reverse order of removal. Remove the front fog light case cap by turning it
counterclockwise. Disconnect the connector behind the case cap. HB 5. Remove the front turn
signal light assembly mounting screw located at the top of the headlight assembly using a
phillips screwdriver. Move the front turn signal light assembly forward until it pops out from the
fender. Unlatch the rear combination light cover by pulling the knob. Open the cover up.
Remove the bulb holder from the rear combination light assembly by turning it
counterclockwise. Remove the bulb from the socket by pushing it and turning counterclockwise. Remove the mounting screws using a phillips screwdriver. Remove the cover and
lens. Pull the bulb out of the socket. Install a new bulb. Reinstall the lens and cover. Tighten
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the mounting screws. Remove the lens by prying the edge of the lens with a regular screwdriver. Reinstall the lens. Remove the cover by pulling it out. Reinstall the cover. Tighten the
mounting screws then reinstall the covers. NOTE Other bulbs may be difficult for owner to
replace. Maintenance and service OM-H â€” OM-H Use M5 x 12 bolts to install a license plate on
the rear gate. Page Specifications Specifications Page Dimensions Specifications These
specifications are subject to change without notice. Page Capacities Cold cranking ampere
Alternator Spark plugs 2. Traction A, B, C. Uniform tire quality grading standards This
information indicates the relative performance of passenger car tires in the area of treadwear,
traction, and temperature resistance. This is to aid the consumer in making an informed choice
in the purchase of tires. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL.

