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Quick Links. Before driving. Controls and features. Seating and safety restraints. Roadside
emergencies. Maintenance and care. Capacities and specifications. Reporting safety defects. All
rights reserved. Reproduction by any means, electronic or mechanical. Ford motor company
ford f owner's guide 14 pages. Ford motor company ford contour owner's guide pages.
Automobile Ford F Owner's Manual Ford motor company ford f owner's guide pages. Ford
motor company ford crown victoria owner's guide pages. Ford motor company ford ranger
owner's guide pages. Ford motor company mark viii owner's guide pages. Reproduction by any
means, electronic or mechanical including photocopying, recording or by any information
storage and retrieval system or translation in whole or part is not permitted without written
authorization from Ford Motor Company. Copyright Ford Motor Company Read the following
section on Warnings. Indicates vehicle information related to recycling and other environmental
concerns will follow. Correct vehicle usage and the authorized disposal of waste cleaning and
lubrication materials are significant steps towards protecting the environment. Ford may
change the contents without notice and without incurring obligation. Page 4: Instrumentation
Instrumentation Headlamp control Tilt steering pg. Page 5 Gearshift includes overdrive button
pg. This OBD II system protects the environment by ensuring that your vehicle continues to
meet government emission standards. Page 7 3. The fuel cap may not have been properly
installed and securely tightened. After three driving cycles without these or any other temporary
malfunctions present, the Check Engine light should turn off. Page 8 Instrumentation Safety belt
Momentarily illuminates when the ignition is turned to the ON position to remind you to fasten
your safety belts. For more information, refer to the Seating and safety restraints chapter. Brake
system warning Momentarily illuminates when the ignition is turned to the ON position and the
engine is off. Page 9 High beams Illuminates when the high beam headlamps are turned on.
Anti-theft system if equipped Refer to SecuriLock anti-theft system in the Controls and features
chapter. Charging system Illuminates when the ignition is turned to the ON position and the
engine is off. Page 10 Instrumentation Four wheel drive high if equipped This light momentarily
illuminates when the ignition is turned to ON. Illuminates when four-wheel drive high is
engaged. If the light continues to flash have the system serviced. For information on the safety
belt warning chime, refer to the Seating and safety restraints chapter. Page 12 Instrumentation
Speedometer Indicates the current vehicle speed. Engine coolant temperature gauge Indicates
the temperature of the engine coolant. If it enters the red section, the engine is overheating.
Page Trip Odometer Odometer Registers the total kilometers miles of the vehicle. Trip odometer
Registers the kilometers miles of individual journeys. To reset, depress the control. Tachometer
Indicates the engine speed in revolutions per minute. Driving with your tachometer pointer
continuously at the top of the scale may damage the engine. Page 14 Instrumentation Battery
voltage gauge This gauge shows the battery voltage when the ignition is in the ON position.
Engine oil pressure gauge This shows the engine oil pressure in the system. You may select
display features on the message center for a display of status preceded by a brief indicator
chime. The system will also notify you of potential vehicle problems with a display of system
warnings. Page 16 Instrumentation For maximum accuracy of this display feature, the ignition
should be in the OFF position during fueling. See your dealer or qualified service technician for
system maintenance. Fuel status Press once to display the approximate amount of fuel Rotate
to the second position to also turn on the headlamps. Foglamp control if equipped Turn on the
low-beam headlamps and press the foglamp control to activate the foglamps. Page 20 Controls
and features Flash to pass Pull toward you to activate and release to deactivate. Page 21
Temperature control knob Controls the temperature of the airflow inside the vehicle. Mode
selector control Controls the direction of the airflow to the inside of the vehicle. The air
conditioning compressor will operate in all modes except. Heating and air conditioning
capabilities are provided in this mode. For added customer comfort, when the temperature
control knob is anywhere in between the full hot and full cold positions, the air distributed
through the floor ducts will be slightly warmer than the air sent to the instrument panel
registers. The selected temperature and the word AUTO will appear in the display window. The
EATC system will either heat or cool to achieve the selected temperature. The display will show
manual fan operation. The air will be heated or cooled based on the temperature selection. For
added customer comfort, the air distributed through the floor ducts will be slightly warmer than
the air sent to the instrument panel registers. After a few minutes, select any desired position.
Press the rear defroster control to clear the rear window of thin ice and fog. Refer to the Driving
chapter for more information. To help avoid personal injury, please read and understand the
limitations on the reverse sensing system described below. Page 32 Controls and features The
reverse sensing system detects obstacles within approximately 1. As you move closer to the
obstacle, the rate of the tone increases. Turn the control to raise or lower volume. Scan function
The scan function works in radio mode. Scan function in radio mode Press the SCAN control to

hear a brief sampling of all listenable stations on the frequency band. TREB Speaker balance
adjust Speaker sound distribution can be adjusted between the right and left speakers.
Automatic Music Search The Automatic Music Search feature allows you to quickly locate the
beginning of the tape selection being played or to skip to the next selection. Eject function
Press the control to stop and eject a tape. Dolby noise reduction Dolby noise reduction
operates only in tape mode. Scan function The scan function works in radio or CD mode. Page
44 Controls and features Speaker fade adjust Speaker sound can be adjusted between the front
and rear speakers. The first track of the disc will begin playing. After that, CD play will begin
where it stopped last. Play will begin on the first track of the disc unless the CD changer is in
shuffle mode. Refer to Shuffle feature for more information. If a selection has been playing for
three seconds or more and you press , the CD changer will replay that selection from the
beginning. Page 50 Controls and features Setting memory preset stations 1. Select a station.
Refer to Tune adjust or Seek function for more information on selecting a station. Press and
hold a memory preset control until the sound returns, indicating the station is held in memory
on the control you selected. Page 51 These stations are temporarily stored in the memory
preset controls until deactivated and are accessed in the same manner of your original presets.
Bass adjust The bass adjust control allows you to increase or decrease the audio Speaker fade
adjust Speaker sound can be adjusted between the front and rear speakers. Page 53 Rewind
The rewind control works in tape and CD modes. Page 54 Controls and features Dolby noise
reduction manufactured under license from Dolby Laboratories Licensing Corporation.
Compression adjust Compression adjust brings soft and loud CD passages together for a more
consistent listening level. Press the COMP control to activate and deactivate compression
adjust. If your vehicle has a separate clock module, other than the digital radio display , the CLK
button will not function in the above manner. Page 56 Controls and features Mute mode Press
the control to mute the playing media. Press the control again to return to the playing media.
Press the MODE control to change audio sources for headphone mode only. Page 58 Controls
and features Turning the speakers on and off Press to turn all speakers on or off. Using
headphones Plug a 3. The front speaker will remain playing for the front passengers. This
lighting feature is operable when the headlamps are illuminated. During the operation of any
selected mode, lighting for the individual function controls will either illuminate or turn off. Hold
the control to move through the frequencies quickly. Page 64 Controls and features Radio
station memory preset The radio is equipped with six station memory preset controls. Setting
memory preset stations 1. Page 67 Rewind The rewind control works in tape and CD modes.
Page 68 Controls and features Dolby noise reduction manufactured under license from Dolby
Laboratories Licensing Corporation. Press the - control to decrease volume. From the rear seat
controls, volume control can be set no higher than the current radio setting unless the speakers
are turned off. Refer to Turning speakers on and off. Press the control again to deactivate the
headphones. Page 76 Controls and features If you pull too hard on the disc holder, the disc
holder may come completely out of the magazine. If this happens, reinsert the disc holder back
into the magazine while pressing on the lever A. Line up the CD with the groove of the disc
holder. Page 77 The CD magazine may be inserted or ejected with the radio power off. Keep the
CD changer door closed. Coins and foreign objects will damage the CD player and void your
audio system warranty. Page 78 Controls and features Cleaning cassette player if equipped
Clean the tape player head with a cassette cleaning cartridge after ten to twelve hours of play in
order to maintain the best sound and operation. Weak signals are sometimes captured by
stronger signals when you pass a broadcast tower. A stronger signal may temporarily overtake
a weaker signal and play while the weak station frequency is displayed. The audio system
automatically switches to single channel reception if it will improve the reception of a station
normally received in stereo. Do not use the speed control in heavy traffic or on roads that are
winding, slippery, or unpaved. If you drive up or down a steep hill, your vehicle speed may vary
momentarily slower or faster than the set speed. Page 82 Controls and features You can
accelerate with the accelerator pedal at any time during speed control usage. Releasing the
accelerator pedal will return your vehicle to the previously programmed set speed. Pressing
OFF will erase the previously programmed set speed. Hold the control while adjusting the wheel
to the desired position, then release the control to lock the steering wheel in position. Never
adjust the steering wheel when the vehicle is moving. Page 86 Controls and features Push the
control on the end of the stalk to activate washer. Push and hold for a longer wash cycle. The
washer will automatically shut off after ten seconds of continuous use. The door will open
slightly and can be moved to full open. Moon roof if equipped You can move the moon roof
back to open the glass panel or tilt up to ventilate the vehicle. To open the moon roof: The moon
roof is equipped with an automatic, one-touch, express opening feature. Page 91 Controls and
features Compass zone adjustment 1. Determine which magnetic zone you are in by referring to

the zone map. The display should show the current zone number. Page 93 Programming 1.
Prepare for programming the HomeLink Universal Transceiver by erasing the three factory
default codes by holding down the two outside buttons until the red light begins to flash after 20
seconds. Release both buttons. Hold the end of your hand-held transmitter 5â€”14 cm 2â€”5
inches away from the HomeLink Universal Transceiver surface located on your visor while
keeping the red light in view. To operate, simply press and release the appropriate HomeLink
button the red light will illuminate, indicating the signal is being transmitted. Page 95 Controls
and features The 2nd or 3rd press from step 3 will activate the door. The HomeLink Universal
Transceiver has now been trained to the receiver. The remaining two buttons may now be
programmed if this has not previously been done. Erasing HomeLink buttons Individual buttons
cannot be erased, however, to erase the three Page 96 Controls and features To record a
message: 1. Press and release the REC button one time to start recording. An audible tone will
sound, confirming the onset of recording. Press and release the REC button a second time to
end recording. When the mirror detects bright light from front or behind, it will adjust
automatically to minimize glare. Depress again to stop window operation. Window lock The
window lock feature allows only the driver to operate the power windows. The rear doors can be
opened from the outside when the doors are unlocked. The childproof locks are located on rear
edge of each rear door and must be set separately for each door. Page Heated outside mirrors if
equipped Both mirrors are heated automatically to remove ice, mist and fog when the rear
window defrost is activated. Do not remove ice from the mirrors with a scraper or attempt to
readjust the mirror glass if it is frozen in place. Page Controls and features Auxiliary power
point The power point is an additional power source for electrical accessories. Page When
installed properly, the locator will not screw down tightly, but will rotate freely. Use only Ford
original Equipment floor mats. Do not stack multiple floor mats over the Ford original
equipment floor mats as they are not positively retained. This will also prevent passengers and
cargo from falling out. If you must drive with the liftgate door or window open, keep the vents
open so outside air comes into the vehicle. Page 2. Wrap the vinyl around the roller tube twice.
Tuck the edges of the vinyl inside the end cap with each wrap. Fold the edges of the vinyl
towards the center, making sure that the edges clear the end cap slots. The interior lamps will
illuminate. Press the control a second time within five seconds to unlock all doors. Locking the
doors Press this control to lock all doors. To confirm all doors are closed and locked, press the
control a second time within five seconds. Memory seat feature if equipped The remote entry
system can also control the memory seat feature. Page Controls and features The memory
feature will continue to work from the door control even when deactivated at the remote entry
module. Replacing the battery The transmitter is powered by one coin type three-volt lithium
battery CR or equivalent. Typical operating range will allow you to be up to 10 meters 33 feet
away from your vehicle. If you purchase additional transmitters up to four may be programmed ,
perform the following procedure: To reprogram the transmitters yourself, place the key in the
ignition and turn from OFF to ON eight times in rapid succession within 10 seconds ending in
ON. Page Controls and features If you wish to erase your personal code, use the following
instructions: Erasing personal code 1. Enter the factory-set code. Page Controls and features
Programming spare SecuriLock keys Spare SecuriLock keys can be purchased from your
dealership and programmed to your SecuriLock passive anti-theft system up to a total of 8 keys.
Your dealership can program your new SecuriLock key s to your vehicle or you can do it
yourself using the following simple procedure. Page Controls and features 5. This step will
program your new SecuriLock key. The purpose of these head restraints is to help limit head
motion in the event of a rear collision. To properly adjust your head restraints, lift the head
restraint so that it is located directly behind your head or as close to that position as possible.
Do not pile cargo higher than the seatbacks to avoid injuring people in a collision or sudden
stop. Always drive and ride with your seatback upright and the lap belt snug and low across the
hips. Page Seating and safety restraints Memory seats if equipped This system allows
automatic positioning of the driver seat to three programmable positions. The memory seat
control is located on the driver door. Page Seating and safety restraints head motion in the
event of a rear collision. Refer to the following to raise and lower the head restraints. Page All
occupants of the vehicle, including the driver, should always properly wear their safety belts,
even when an air bag SRS is provided. It is extremely dangerous to ride in a cargo area, inside
or outside of a vehicle. In a collision, people riding in these areas are more likely to be seriously
injured or killed. Page Seating and safety restraints 2. To unfasten, push the release button and
remove the tongue from the buckle. The front and rear outboard safety restraints in the vehicle
are combination lap and shoulder belts. The front and rear seat passenger outboard safety belts
have two types of locking modes described below: Vehicle sensitive mode The vehicle sensitive
mode is the normal retractor mode, allowing free As the belt retracts, you will hear a clicking

sound. Page Safety belt extension assembly If the safety belt assembly is too short, even when
fully extended, 20 cm 8 inches can be added to the safety belt assembly by adding a safety belt
extension assembly part number C Safety belt extension assemblies can be obtained from your
dealer at no cost. Page slide bar if equipped , shoulder belt height adjusters if equipped , child
safety seat tether bracket assemblies if equipped , and attaching hardware, should be inspected
after a collision. Ford recommends that all safety belt assemblies used in vehicles involved in a
collision be replaced. Page Important supplemental restraint system SRS precautions The
supplemental restraint system is designed to work with the safety belt to help protect the driver
and right front passenger from certain upper body injuries. Air bags DO NOT inflate slowly or
gently and the risk of injury from a deploying air bag is greatest close to the trim covering the
air bag module. Page Seating and safety restraints Do not attempt to service, repair, or modify
the Air Bag Supplemental Restraint System or its fuses. See your Ford or Lincoln-Mercury
dealer. Children and air bags For additional important safety information, read all information on
safety restraints in this guide. Page The air bags inflate and deflate rapidly upon activation.
After air bag deployment, it is normal to notice a smoke-like, powdery residue or smell the burnt
propellant. This may consist of cornstarch, talcum powder to lubricate the bag or sodium
compounds e. Page Do not attempt to service, repair, or modify the air bag Supplemental
Restraint System, its fuses or the seat cover on a seat containing an air bag. See your Ford or
Lincoln Mercury dealer. Page All occupants of the vehicle including the driver should always
wear their safety belts even when an air bag SRS is provided. How does the side air bag system
work? Page Seating and safety restraints The fact that the air bags did not inflate in a collision
does not mean that something is wrong with the system. Rather, it means the forces were not of
the type sufficient to cause activation. Side air bags are designed to inflate in side-impact
collisions, not roll-over, rear-impact, frontal or near-frontal collisions, unless the collision
causes sufficient lateral deceleration. Page Disposal of air bags and air bag equipped vehicles
For disposal of air bags or air bag equipped vehicles, see your local dealership or qualified
technician. Page To improve the fit of lap and shoulder belts on children who have outgrown
child safety seats, Ford recommends use of a belt-positioning booster seat that is labelled as
conforming to all Federal motor vehicle safety standards. Belt-positioning booster seats raise
the child and provide a shorter, firmer seating cushion that encourages safer seating posture
and better fit of lap and shoulder belts on the child. Page passenger side front and outboard
rear seating positions if equipped. Ford recommends the use of a child safety seat having a top
tether strap. Install the child safety seat in a seating position which is capable of providing a
tether anchorage. For more information on top tether straps, refer to Attaching safety seats with
tether straps. Page Seating and safety restraints Installing child safety seats in combination lap
and shoulder belt seating positions 1. Position the child safety seat in a seat with a combination
lap and shoulder belt. An air bag can kill or injure a child in a child seat. If you must use a
forward-facing child seat in the front seat, move seat all the way back. Page Seating and safety
restraints 3. Be sure the belt webbing is not twisted. Insert the belt tongue into the proper
buckle the buckle closest to the direction the tongue is coming from for that seating position
until Page Seating and safety restraints 7. Pull the lap belt portion across the child seat toward
the buckle and pull up on the shoulder belt while pushing down with your knee on the child
seat. Allow the safety belt to retract to remove any slack in the belt. Page The anchorbracket
must be installed using the instructions provided with the kit. Tether anchorage hardware kits
part number D74 including instructions, may be obtained at no charge from any Ford or
Lincoln-Mercury dealer. Tighten the anchor according to specifications. Otherwise, the safety
seat may not be properly secured and the child may be injured in a sudden stop or collision.
This system meets all Canadian Interference-Causing Equipment standard requirements
regulating the impulse electrical field strength of radio noise. When starting a fuel-injected
engine, avoid pressing the accelerator before or during starting. If a light fails to illuminate,
have the vehicle serviced. Turn the key to 5 START without pressing the accelerator pedal and
release as soon as the engine starts. Page 4. After idling for a few seconds, apply the brake and
release the parking brake. Using the engine block heater if equipped An engine block heater
warms the engine coolant, which improves starting, warms up the engine faster and allows the
heater-defroster system to respond quickly. Page Starting Important ventilating information If
the engine is idling while the vehicle is stopped in an open area for long periods of time, open
the windows at least 2. Adjust the heating or air conditioning if equipped to bring in fresh air.
Improve vehicle ventilation by keeping all air inlet vents clear of snow, leaves and other debris.
Refer to the maintenance guide and or service guide for scheduled maintenance. In normal
operation, automotive brake systems may emit occasional or intermittent squeal or groan
noises when the brakes are applied. Page Driving ABS warning lamp warning lamp in the
instrument cluster momentarily illuminates when the ignition is turned on and the engine is off.

If the light does not illuminate momentarily at start up, remains on or continues to flash, the
ABS needs to be serviced. Page The BRAKE warning lamp in the instrument cluster illuminates
and remains illuminated when the ignition is turned ON until the parking brake is released.
Always set the parking brake fully and make sure that the gearshift is securely latched in P Park
automatic transmission or in 1 First manual transmission. If you cannot move the gearshift out
of P Park with the brake pedal depressed: 1. Page Driving Driving with a 4â€”speed automatic
transmission if equipped Understanding gearshift positions Pull the gearshift lever towards you
and downward to move the automatic gearshift. Hold the brake pedal down while you move the
gearshift lever from P Park to another position. If you do not hold the brake pedal down, your
vehicle may move unexpectedly and injure someone. Page Overdrive The normal driving
position for the best fuel economy. Transmission operates in gears one through four. Overdrive
can be deactivated by pressing the transmission control switch on the end of the gearshift
lever. The transmission control indicator light TCIL will illuminate on the instrument cluster.
Page Driving 1 First Use 1 Low to provide maximum engine braking on steep downgrades.
Upshifts can be made by shifting to 2 Second or to Overdrive. Selecting 1 Low at higher speeds
causes the transmission to shift to a lower gear, and will shift to 1 Low after vehicle decelerates
to the proper speed. Hold the brake pedal down while in this gear. Overdrive The normal driving
position for the best fuel economy. Transmission operates in gears one through five. Overdrive
can be deactivated by pressing the transmission control switch on the end of the gearshift Page
Driving 2 Second Use 2 Second to start-up on slippery roads or to provide additional engine
braking on downgrades. Transmission operates in third gear. Page 5. Release the clutch slowly
while pressing gradually down on the accelerator pedal. Do not use the clutch to hold your
vehicle at a standstill while waiting on a hill. These actions may reduce clutch life. Page Driving
Recommended shift speeds Upshifts when accelerating for best fuel economy Shift from: 1 - 2 2
- 3 3 -4 4 - 5 Overdrive Upshifts when cruising recommended for best fuel economy Shift from: 1
-2 2 - 3 3 - 4 4 - 5 Overdrive Shift from It is only intended for severe winter or off-road conditions,
such as deep snow and ice where no dry or wet pavement remains uncovered , and shallow
sand. Page Driving Driving off-road with 4WD Your vehicle is specially equipped for driving on
sand, snow, mud and rough terrain and has operating characteristics that are somewhat
different from conventional vehicles, both on and off the road. Maintain steering wheel control
at all times, especially in rough terrain. Since sudden changes in terrain can result in abrupt
steering wheel motion, make sure you grip the steering wheel from the outside. Page Driving
Once through water, always try the brakes. Wet brakes do not stop the vehicle as effectively as
dry brakes. Drying can be improved by moving your vehicle slowly while applying light pressure
on the brake pedal. After driving through mud, clean off residue stuck to rotating driveshafts
and tires. Page Driving Driving on snow and ice A 4WD vehicle has advantages over 2WD
vehicles in snow and ice but can skid like any other vehicle. Avoid sudden applications of
power and quick changes of direction on snow and ice. Apply the accelerator slowly and
steadily when starting from a full stop. Page You should either know the terrain or examine
maps of the area before driving. Map out your route before driving in the area. If your vehicle
gets stuck If the vehicle is stuck in mud or snow it may be rocked out by shifting from forward
and reverse gears, stopping between shifts, in a steady pattern. Page Driving If the rear axle is
submerged in water, the rear axle lubricant should be checked and changed, if necessary. The
rear axle is filled with a synthetic lubricant and does not normally require a lubricant change for
the life of the vehicle. Rear axle lubricant quantities should not need to be checked unless a
leak is suspected. Under normal conditions, the Traction-Lok axle functions like a standard rear
axle. Weigh your vehicle as you customarily operate the vehicle without cargo. For your safety
and to maximize vehicle performance, be sure to use the proper equipment while towing. For
definitions of terms used in this table and instructions on how to calculate your vehicle load,
refer to Vehicle loading in this chapter. Maximum trailer weights shown. Contact your local Ford
dealership for assistance in proper trailer tow wiring installation. Additional electrical
equipment may be required. Speed control may shut off if you are towing on long, steep grades.
This will eliminate excessive downshifting and upshifting for optimum fuel economy and
transmission cooling. If it is not possible to distribute the load, position it as far rearward as
possible. Adjustable tie down loops must be used to secure the load. To adjust cross-bar
position: 1. The hazard flashers can be operated when the ignition is off. Blown fuses are
identified by a broken wire within the fuse. Pull the panel cover outward to access the fuses. To
remove a fuse use the fuse puller tool provided on the fuse panel cover. Page Roadside
emergencies Power distribution box The power distribution box is located in the engine
compartment. Always disconnect the battery before servicing high current fuses. Always
replace the cover to the Power Distribution Box before reconnecting the battery or refilling fluid
reservoirs. Instead, gradually decrease your speed. Hold the steering wheel firmly and slowly

move to a safe place on the side of the road. Page Roadside emergencies Removing the spare
tire 1. Insert the jack handle into the rear bumper opening. The handle will stop moving and
forward resistance to turning will be felt when properly engaged. Turn the handle
counterclockwise until tire is lowered to the ground, the tire can be slid rearward and the cable
is slightly slack. Page Refer to the instruction sheet for detailed tire change instructions. Park
on a level surface, activate hazard flashers and set the parking brake. When one of the rear
wheels is off the ground, the transmission alone will not Page Roadside emergencies 6. Turn
OFF the air suspension switch if equipped. Refer to Air suspension system in the Driving
chapter. Position the jack according to the following guides and turn the jack handle clockwise
until the tire is a maximum of 25 mm 1 inch off the ground. Page To lessen the risk of personal
injury, do not put any part of your body under the vehicle while changing a tire. Do not start the
engine when your vehicle is on the jack. The jack is only meant for changing the tire. An
explosion could result in injury or vehicle damage. Do not push start your vehicle. You could
damage the catalytic converter. Page Roadside emergencies Connecting the jumper cables 1.
Note: In the illustrations, lightning bolts are used to designate the assisting boosting battery.
Page Roadside emergencies 3. Connect the negative - cable to the negative - terminal of the
assisting battery. Be sure that the cables are clear of fan blades, belts and other moving parts of
both engines. Jump starting 1. Start the engine of the booster vehicle and run the engine at
moderately increased speed. Page Roadside emergencies Removing the jumper cables Remove
the jumper cables in the reverse order that they were connected. Remove the jumper cable from
the ground metal surface. Page Roadside emergencies 2. Page Roadside emergencies 4. After
the disabled vehicle has been started and the jumper cables removed, allow it to idle for several
minutes so the engine computer can relearn its idle conditions. Page If the vehicle is towed by
other means or incorrectly, vehicle damage may occur. Do not tow with a slingbelt. Ford Motor
Company has not approved a slingbelt towing procedure. A towing manual is available from
Ford Motor Company for all authorized tow truck operators. If your vehicle requires professional
service, your dealership can provide necessary parts and service. Set the parking brake.
Depress the clutch and place the gearshift in 1 First. Turn off the engine and remove the key.
Block the wheels to prevent the vehicle from moving unexpectedly. Page Maintenance and care
2. Go to the front of the vehicle and release the auxiliary latch that is located in the center
between the hood and the grill. Lift the hood until the lift cylinders hold it open. Windshield
washer fluid reservoir 2. Engine oil filler cap 3. Transmission fluid dipstick automatic
transmission 4. Engine oil dipstick 5. Power steering fluid reservoir 6. Brake fluid reservoir 7.
Page Maintenance and care 4. Automatic transmission fluid dipstick 3. Engine oil filler cap 4.
Brake fluid reservoir 6. Battery 7. Power steering fluid reservoir 8. Air filter assembly 9. Page
Maintenance and care 5. Engine coolant reservoir 2. Windshield washer fluid reservoir 3.
Automatic transmission fluid dipstick 5. Engine oil dipstick 9. Open the hood. Protect yourself
from engine heat. Locate and carefully remove the engine oil level indicator dipstick. Wipe the
indicator clean. Insert the indicator fully, then remove it again. Engine oil and filter
recommendations Look for this certification mark. Page Capacities And Specifications Change
your engine oil and filter according to the appropriate schedule listed in the Scheduled
Maintenance Guide. Ford production and aftermarket Motorcraft oil filters are designed for
added engine protection and long life. If a replacement oil filter is used that does not meet Ford
material and design specifications, startup engine noises or knock may be experienced. Page If
the fluid level drops, maintain the fluid level at the step in the reservoir. Use only a DOT 3 brake
fluid designed to meet Ford specifications. Refer to Capacities and specifications. Clean the
reservoir cap before removal to prevent dirt and water from entering the reservoir. The reservoir
is highlighted with a If the level is low, add enough fluid to fill the reservoir. In very cold
weather, do not fill the reservoir all the way. Page If the engine coolant has not been checked at
the recommended interval, the engine coolant reservoir may become empty. If this occurs, add
engine coolant to the reservoir. For more information on engine coolant maintenance, refer to
Adding engine coolant in this chapter. Automotive fluids are not interchangeable; Page Before
adding engine coolant, check the color of the coolant in your vehicle. Page Maintenance and
care For vehicles with orange coolant, no recycling process has been approved at this time and
use of such coolant may harm engine and cooling system components. Always dispose of used
automotive fluids in a responsible manner. Page Maintenance and care 1. Start the engine and
let it run until it reaches normal operating temperature the engine coolant temperature gauge
indicator will be near the center of the normal area between H and C. While the engine idles,
turn the steering wheel left and right several times. Remove the dipstick, wiping it clean with a
clean, dry lint free rag. Install the dipstick making sure it is fully seated in the filler tube. Remove
the dipstick and inspect the fluid level. The fluid should be in the designated areas for normal
and room temperature. Page Maintenance and care Use of a non-approved automatic

transmission fluid may cause internal transmission component damage. If an overfill occurs,
excess fluid should be removed by a qualified technician. Install and tighten the fill plug
securely. Use only fluid that meets Ford specifications. Refer to the Capacities and
specifications chapter. Checking and adding transfer case fluid 1. Clean the filler plug. Page
Use only fluid that meets Ford specifications. Page Maintenance and care If the electrolyte level
in the battery is low, you can add plain tap water to the battery, as long as you do not use hard
water water with a high mineral or alkali content. If possible, however, try to only fill the battery
cells with distilled water. Page 1. Set your parking brake. Put the gearshift in P Park automatic
transmission or the neutral position manual transmission , turn off all accessories and start the
engine. Let the engine idle for at least one minute. The relearning process will automatically
complete as you drive the vehicle. Page 10 to 12 inches or limited production tires as defined in
Title 49 Code of Federal Regulations Part Department of Transportation-Tire quality grades: The
U. Department of Transportation requires Ford to give you the following information about tire
grades exactly as the government has written it. Page Treadwear The treadwear grade is a
comparative rating based on the wear rate of the tire when tested under controlled conditions
on a specified government test course. Page If you do not follow these precautions, your
vehicle may not drive properly and safely. Make sure that all replacement tires are of the same
size, type, load-carrying capacity and tread design e. Maintenance and care Page The tires on
your vehicle have all-weather treads to provide traction in rain and snow. However, in some
climates, using snow tires and traction devices may be necessary. Ford offers tire cables as a
Ford approved accessory and recommends use of these or their equivalents. See your dealer or
qualified service technician for more information on tire cables for your vehicle. Page Consult
your dealer for information on other Ford approved methods of traction control. The pressure in
an overfilled tank may cause leakage and lead to fuel spray and fire. Inhaling too much fuel
vapor of any kind can lead to eye and respiratory tract irritation. In severe cases, excessive or
prolonged breathing of fuel vapor can cause serious illness and permanent injury. Page It
should not be necessary to add any aftermarket products to your fuel tank if you continue to
use a high-quality fuel. Page If you must replace the fuel filler cap, replace it with a genuine Ford
or Motorcraft part. The customer warranty may be void for any damage to the fuel tank or fuel
system if a genuine Ford or Motorcraft fuel filler cap is not used. Page If you do not use the
proper fuel filler cap, the pressure in the fuel tank can damage the fuel system or cause it to
work improperly in a collision. Fuel Filter Your vehicle is equipped with a fuel filter that is
mounted on the underbody. Page Guide are essential to the life and performance of your vehicle
and to its emissions system. If other than Ford, Motorcraft or Ford-authorized parts are used for
maintenance replacements or for service of components affecting emission control, such
non-Ford parts should be equivalent to genuine Ford Motor Company parts in performance and
durability. Grasp the bulb only by its plastic base and do not touch the glass. The oil from your
hand could cause the bulb to break the next time the headlamps are operated. If the bulb is
accidentally touched, it should be cleaned with rubbing alcohol before being used. Page
Maintenance and care To install the new bulb: 1. You may need to turn the bulb left or right to
align the grooves in the plastic base with the tabs in the lamp assembly. Follow the same steps
to replace either bulb: 1. Open the liftgate to expose the lamp assemblies. Page Maintenance
and care License plate lamp bulbs To change the license plate bulbs: 1. Remove two screws
and the license plate lamp assembly from the liftgate. Pull the bulb out from lamp assembly and
push in the new bulb. Washing your vehicle Wash your vehicle regularly with cold or lukewarm
water. Page Repairing paint chips Minor scratches or paint damage from road debris may be
repaired with touch-up paint, repair foil or aerosol paint spray from the Ford accessory line.
Observe the application instructions on the products. Remove particles such as bird droppings,
tree sap, insect remains, tar spots, road salt and industrial fallout immediately. Cleaning the
wheels Wash with the same detergent as the body of your vehicle. Do not use acid-based or
alcohol-based wheel cleaners, steel wool, fuel or strong detergents. Page Cleaning the wiper
blades and windshield If the wiper blades do not wipe properly, clean the wiper blade rubber
element with undiluted windshield washer solution or a mild detergent. To avoid damaging the
blades, do not use fuel, kerosene, paint thinner or other solvents. This mild cleaner and special
pad, cleans the leather and maintains its natural beauty. Follow the instructions on the cleaner
label. Refer to Adding engine coolant, in the Maintenance and Care chapter. Engine number The
engine number the last eight numbers of the vehicle identification number is stamped on the
engine block, transmission, frame and transfer case if equipped. Page Index Air bag
supplemental restraint system Page Index Engine oil checking and adding Page speed control
Page Index Transmission Page Filling station information Ensure correct automatic
transmission fluid is used for a specific application. This manual is also suitable for: Explorer
Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up!

Restore password. Upload from disk. Upload from URL. Mileage Warranty All-Season Tires. Call
for Availability Call for Availability. Explore our extensive selection of best-in-class tires and
narrow your search by price, size, type, and brand. Select the right tires for your Ford Explorer
Eddie Bauer online, request a quote, and schedule an installation appointment with one of our
many expert technicians today! We're open late and on weekends, so we're there when you
need us. Choose Make. Choose Model. Choose Submodel. Unfortunately, the tires you chose do
not fit your vehicle. Please see the tires below that will fit your vehicle. Please wait while we're
getting your quote for tires. Sale Only. Over 50, miles. Please call your local store for pricing
Chicago, IL Please call store to confirm availability. Reflects promotional pricing. Show Full
Disclaimer. Original equipment sizes are based on the best information currently available to us.
Variations based on options or changes by the manufacturer may change the original
equipment size on your vehicle. Replacement of tires with a speed rating less than the original
equipment tires may reduce performance and handling. NOTE: We make every effort to ensure
that the following search results are up-to-date and accurately presented. If you have any
questions regarding the correct product for your vehicle, please contact a Customer Service
Advisor at your local store who will assist you in selecting the correct size. NOTE: Winter
driving presents special challenges for vehicle mobility. The use of winter tires while improving
traction performance in snow and ice â€” requires special care with regard to acceleration,
braking, cornering and speed. It is important to drive with care, not only on snow and ice, but on
dry and wet roads as well. In winter driving conditions, vehicle control â€” and safe operation
â€” under braking and cornering is especially dependent upon the rear tires. For this reason,
winter tires are best applied to all wheel positions. Winter tires are best applied to all wheel
positions. If winter tires are applied to the front axle of any vehicle, they must also be installed
on the rear. Do not apply winter tires to only the front axle â€” this applies to all passenger cars,
SUVs and light trucks, including front wheel drive, 4X4 and all-wheel drive vehicles. If winter
tires are applied to the rear axle of any vehicle, it is recommended but not required that they be
installed on the front axle. All winter tires applied should be the same speed rating. Otherwise,
tire failure could result. Winter tires operated in summer conditions may wear rapidly. Studded
tires, where legally allowed, follow the same recommendations above. Sorry there are no tires
for the filter s you have selected, please select new filter options. Tire Compare. Find Store. Find
a Different Location Find a Store. Do you want to change your Preferred Store? Yes No. This
site uses cookies to enhance your user experience. By continuing to browse our website, you
agree to use these cookies. For more information on what cookies we use and how to manage
these cookies please visit our Privacy policy. Find parts and accessories , add or update your
vehicle details, and interact with other owners when you add this vehicle to Your Garage.
Summary On certain sport utility vehicles, the secondary hood latch may corrode at the latch
pivot and stick in the open position. If this occurs and the primary hood latch is either not
engaged or is released, a hood fly-up could occur. Remedy Dealers will install a secondary
hood latch with components that are coated prior to assembly for improved latch pivot
corrosion protection. Owner notification was expected to begin during July Owners who do not
receive the free remedy within a reasonable time should contact Ford at Your question might be
answered by sellers, manufacturers, or customers who bought this product. Please make sure
that you are posting in the form of a question. Please enter a question. There was a problem
completing your request. Please try again later. Skip to main content. Representative Explorer
shown. Dealer Suggested Retail. Private Party Value. No Info. Enable Javascript to select
another vehicle. Color: Autumn Orange Metallic. Own This Model? Add To Your Garage. View
Your Garage This model has been added to your garage. Failed to save vehicle to Your Garage,
please refresh the page and try again. See your vehicle in Your Garage Shop parts and
accessories Interact with other owners View and update vehicle info. Close this window View
Garage. This is typically measured in liters 3. I-4 and V-6 refer to the configuration and number
of cylinders. The transmission adapts the output of the engine to the drive wheels. Common
configurations include front-wheel drive, rear-wheel drive, four-wheel drive and all-wheel drive.
The number of people the car will hold. A unit to measure the power of engines. Error loading
details for this Vehicle, please try again later. In , "Dodge Ram" was rebranded as "Ram". To
add Ram trucks for and beyond: Select the vehicle year. Select Ram in the Make menu. In ,
"Hyundai Genesis" was rebranded as "Genesis". To add Genesis vehicles for and beyond:
Select the vehicle year Select Genesis in the Make menu. In , Jeep offers two different versions
of the Wrangler. The all-new model is known simply as the "Wrangler". However, the "Wrangler
JK", based on the previous-generation vehicle, continues to be sold alongside it. Year: Select
Year Error loading the selected Year, Make, Model. Cancel Compare. Failed to get data, please
try again. Data Unavailable. Highlight differences:. Please try your search again later. If the door
handle is loose and works from the inside but not the outside, there is a spring inside the lock

area that is just unhooked. You can fix it with needle nose pliers without taking the door panel
off. Look at the passenger side or any working door to see how it's supposed to work. By Chase
on August 26, Collapse all answers. Can anyone think of a good place to put a foot CB antenna?
If you are willing to drill a hole, nothing beats a center of the roof hole mounted antenna. It
provides a good ground, and being in the middle of the roof tends to make the antenna
performance more omni-directional. Holes not your thing? A bumper mount as others have
stated is an option. Or consider a hood mountâ€¦ see more If you are willing to drill a hole,
nothing beats a center of the roof hole mounted antenna. Or consider a hood mount. My Ford
has a luggage rack, so that's an option I have considered for my ham radio antenna. HTH see
less If you are willing to drill a hole, nothing beats a center of the roof hole mounted antenna.
Collapse all answers. Muffler fell off and the pipe infront of it but after the catalytic converter
anyone know the cheapest fix muffler bis still decent,usable? Not knowing where you live.. I
can't help you.. Try a muffler shop By technologist on March 18, Collapse all answers. Customer
reviews. How are ratings calculated? Instead, our system considers things like how recent a
review is and if the reviewer bought the item on Amazon. It also analyzes reviews to verify
trustworthiness. Customer images. See all customer images. Top reviews Most recent Top
reviews. Top reviews from the United States. There was a problem filtering reviews right now. I
think this truck gets an unfair bad rep at times. I really love it, if you show it, love, it lasts
forever. With that being said, you can't ignore signs something is wrong. This vehicle is very
sturdy and will go a long time with issues before they become critical. At times, I think many
ride the problems way too long, then they are surprised when they are broken down
somewhere. Treat it right, lubricate the 4x4 parts, change the differential fluid, grease joints,
maintenance and it will last. Considering the year at this point, you are getting something
someone already loved or leglected I bought a used Explorer with 5. Unfortunately, my wife
totaled it one snowy morning. I began my search for another vehicle and found a used Escape. I
drove that for a while and hated it. It only got 1 mpg better than my Explorer and it was piece of
junk. The whole body was rusted out around the rear right shock mount, so I made the dealer
take it back. Then I went on my search for something better. It seems I was always comparing
vehicles to my Explorer and I couldn't find anything I liked better. I eventually found another
Explorer in the next state and rushed over to buy it. It was like coming home. I now have , miles
on it and it is still running strong. I absolutely love it. It drives in snow and ice like it isn't even
there. The 5. The storage area is great since I can lay down the back seats and can get a 4 x 8
sheet of plywood in it. There's nothing I would change and I will drive it until one of us no longer
can. The best vehicle I have ever owned. I have driven it trough torential rain and white out
blizzards with no problems thank you fog lamps I have never gotten it so stuck that ive needed
a tow truck, although I came very close once. I even managed to drive it a mile and a half to a
mechanics with a broken tie rod, a feat which confounded the mechanic. I have full intentions of
driving this thing until it doesnt drive anymore, and when that day comes i will wish they still
made them like this. Lars Sveen Top Contributor: Photography. It has held up very well over the
past 17 years. Most things are easy to work on or replace on your own -- saving a lot of money
over taking it to a shop. Great storage. Rear seats fold nicely out of the way so the back really
opens up. The window opens independently of the lift gate, which allows you to haul longer
items, such as lumber. Performance is decent. Doesn't handle anything like a sports car, but
has plenty of pep for the mild mannered driver. I bought this car used with over , miles on the
odometer, but for the last 3 years despite having to replace parts here and there as you would
with any older vehicle, i'm actually quite happy with this 2 door SUV. I've had far worst
situations with other used vehicles compared to this one and i'm hoping to enjoy it for at least a
couple more years. One person found this helpful. Bought used in this car has been great. At
this point it's an "extra" car that I keep, "caws ya neva no". It drives great, good on gas, it has
most all of the options available in June , "old faithful" still in the driveway, ready if I need it. It's
worth more to me than what I could sell it for. I bought this vehicle in It was a one owner and
only had less than 20 thou miles. It has required very little service through the years. ONE thing
I have found by looking at others, the steering wheel has places where you set cruise etc. It
deteriorated and all the covering broke away making it ugly. The leather seats come apart at the
seams! I bought a seat cover to get by for cannot afford upholstery. The ride itself has become
very rough! Even with new shock system still rides like a tank! Good solid vehicle, relatively
trouble-free excepting the thermostat housing which is subject to leaking and very poorly
positioned for working on. Otherwise it's been and continues to be a fine vehicle. Mileage
ranges from a low of 17 around town to a high of 21 on the freeway. See all reviews. Photos
Previous page. Next page. There's a problem loading this menu right now. Learn more about
Amazon Prime. Get free delivery with Amazon Prime. Back to top. Get to Know Us. Amazon
Payment Products. English Choose a language for shopping. Transmission The transmission

adapts the output of the engine to the drive wheels. Seating The number of people the car will
hold. Horsepower A unit to measure the power of engines. Customer Ratings. Passenger
Capacity. V6 Cylinder Engine. Straight 6 Cylinder Engine. Gasoline Fuel. Safety Rating. Not
Rated. Battery Range. Want to compare a different vehicle? Change Vehicle. Rear Wheel Drive.
Power Steering Adjustable Steering Wheel. Power Mirror s. Variable Speed Intermittent Wipers.
Aluminum Wheels. Automatic Headlights Fog Lamps. Cruise Control Power Windows. Power
Outlet Rear Defrost. EPA Classification. Fuel Tank Capacity. Number of Passenger Doors.
Battery Range mi. Steering Type. Gas V6. Trans Description Cont. Suspension Type - Front.
Torsion Bar. Suspension Type - Front Cont. Suspension Type - Rear. Suspension Type - Rear
Cont. Maximum Alternator Capacity amps. Brake ABS System. Disc - Front Yes or No. Disc Rear Yes or No. Min Ground Clearance in. Rear Door Type. Wheelbase in. Body Length Default
Value ft. Gross Vehicle Weight Rating Cap lbs. Curb Weight - Front lbs. Curb Weight - Rear lbs.
Front Bolt Pattern. Front Tire Size. Front Wheel Description Cont. Rear Bolt Pattern. Rear Tire
Size. Rear Wheel Description Cont. Spare Bolt Pattern. Spare Tire Size.
2002 ford ranger window motor
bc3z 5f057 a
ba xr6 manual
Front Head Room in. Front Hip Room in. Front Leg Room in. Front Shoulder Room in. Second
Head Room in. Second Hip Room in. Second Leg Room in. Second Shoulder Room in. Third
Head Room in. Third Hip Room in. Third Leg Room in. Third Shoulder Room in. Maximum
Trailering Capacity lbs. Amazon Music Stream millions of songs. Amazon Advertising Find,
attract, and engage customers. Amazon Drive Cloud storage from Amazon. Alexa Actionable
Analytics for the Web. Sell on Amazon Start a Selling Account. AmazonGlobal Ship Orders
Internationally. Amazon Rapids Fun stories for kids on the go. ComiXology Thousands of Digital
Comics. DPReview Digital Photography. East Dane Designer Men's Fashion. Shopbop Designer
Fashion Brands. Deals and Shenanigans. Ring Smart Home Security Systems. Amazon
Subscription Boxes Top subscription boxes â€” right to your door. PillPack Pharmacy
Simplified. Amazon Renewed Like-new products you can trust. Amazon Second Chance Pass it
on, trade it in, give it a second life.

