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Workshop, service, repair manuals and wiring diagrams for Ford Ranger free download. See
also: Ford workshop manuals. The third generation of the Ford Ranger pickup, developed by
the Australian branch of the company, debuted in ; automobiles are manufactured by factories
in Thailand, South Africa and Argentina. The car is sold in many countries in Asia, Africa, South
America, Australia, and until the model was supplied to the Russian market. The pickup has a
traditional design for such cars: a frame, spring rear suspension, rear wheel drive or rigidly
connected four-wheel drive with locking rear differential and a reduction gear. Customers are
offered a version with a half or a double cabin. The Ranger is fitted with 2. Gearbox â€” manual
or automatic, six-speed. Sales of the Ford Ranger pickup in Russia were completed in due to
the growth in foreign exchange rates and the general market decline. In total, approximately 2,
copies of the model sold in the domestic market. We offered both gasoline and diesel cars at a
price of 1. In , the Ranger was seriously modernized: the design of the pickup truck and its
interior changed, a new instrument panel and multimedia system appeared in the cabin, the list
of options was expanded, and an electric amplifier was used instead of the power steering. All
content on the site Carmanualsclub. The site administration does not bear any responsibility for
illegal actions, and any damage incurred by the copyright holders. Your email address will not
be published. Save my name, email, and website in this browser for the next time I comment.
This site uses Akismet to reduce spam. Learn how your comment data is processed. Necessary
cookies are absolutely essential for the website to function properly. This category only
includes cookies that ensures basic functionalities and security features of the website. These
cookies do not store any personal information. Any cookies that may not be particularly
necessary for the website to function and is used specifically to collect user personal data via
analytics, ads, other embedded contents are termed as non-necessary cookies. It is mandatory
to procure user consent prior to running these cookies on your website. Ford Ranger. Leave a
Reply Cancel reply Your email address will not be published. This website uses cookies to
improve your experience. We'll assume you're ok with this, but you can opt-out if you wish.
Accept Reject Read More. Close Privacy Overview This website uses cookies to improve your
experience while you navigate through the website. Out of these, the cookies that are
categorized as necessary are stored on your browser as they are essential for the working of
basic functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may affect your browsing experience. Necessary Necessary. Non-necessary
Non-necessary. Throughout these years, it held a considerable market share and rack up
respectable sales figures of over 7 million units sold. This story, just like many other things in
the automotive industry, starts with a crisis. During the 70s, frequent conflicts in the Middle
East hampered supply of crude oil and caused fuel shortages. This made buyers turn their
focus from big, gas-thirsty vehicles to smaller and more efficient variants. This situation caught
the Big Three off-guard, as they had only several models aligned with market demands of that
time. When it comes to pickup trucks, only Japanese manufacturers were prepared for this
environment. Vehicles like Datsun and the original Toyota Hilux started gaining popularity. As a
countermeasure, Ford resorted to stop-gap solutions, just like GM and Chrysler, who partnered
up with Isuzu and Mitsubishi. The first compact pickup truck with blue oval emblem, called
Courier, was a rebranded Mazda B-Series truck. Being designed and manufactured by Mazda
itself, this was a textbook example of badge engineering. These two models shared chassis,
engines, gearboxes and most of the body work. Only noticeable differences were the front grille,
which resembled larger F-series and large single headlights that did away with the small double
ones on the Japanese sibling. Alongside with the Courier, which was a temporary solution from
the start, Ford started developing their own compact pickup truck. Starting in under the
codename Yuma, this project was crucial for Ford and their future role in the light-truck market.
With the upcoming years bringing strict fuel economy and emission standards, all
manufacturers faced challenges of downsizing. This called for lighter vehicles and smaller
engines. To meet these goals, the focus of project Yuma was on flexibility, quality and overall
efficiency. After several years of development, and a considerable amount of money, the first
American compact pickup truck was ready for production. The newly designed truck, now
named Ranger instead of Yuma, featured many improvements and innovations, making it
anything but F-series little brother. Thanks to extensive wind tunnel testing, this truck had a
drag coefficient lower than most family cars of that time. In addition, the use of lightweight
materials such as aluminum and magnesium helped keep the weight down. Another notable
innovation was the twin-beam front suspension, which offered improved road comfort and
driving dynamics than a live axle while keeping the sturdiness for off-road use. Unveiled in the
spring of , the first ever Ranger hit the showroom floors several months ahead of schedule as to

beat the upcoming Chevrolet S to the punch. While the technology underneath it was ahead of
its time, the outer design was quite conservative. Ranger featured body lines that mimicked
those of larger F-series trucks and a flagship LTD, later known as Crown Victoria. With flat
surfaces and straight edges mated to a characteristic front grille and headlight design, it looked
as a scaled-down F The design and general layout of the interior focused on potential buyers
who wanted more than just a work truck. Plenty of space with enough legroom and headroom,
comfortable seats and various other details were some requirements it had to meet. Ranger was
available only as a two-door version, with an extended cab coming as an option. Cargo bed,
although smaller than those of full-size competitors, could still carry a four-foot wide sheet of
material, which is an unofficial industry standard for measuring trunk space. During its lengthy
production run, Ranger offered several engine choices in many variants. There was a
four-cylinder Pinto engine, which came with carburetors or fuel-injection. More powerful models
used a famous Cologne V6 engine, available in several sizes and power outputs. During the last
two years, all-new Vulcan V6 became a standard. There was also a diesel option, first in the
form of the Mazda-sourced engine and the latter as a more powerful unit from Mitsubishi.
Transmission options included four-speed manuals and three-speed auto, with the five-speed
manual and four-speed variants coming in later years. Because of strong competition and
conservative appearance, initial sales of the new Ranger were slow. As time went by, with
additional trim levels and hidden virtues becoming a well known fact, and sales picked up.
Towards the end of the decade, the Ranger became the best selling compact pickup truck in the
US. Following the success of the previous generation, the new Ranger used the same basic
recipe. With most of the chassis and mechanical underpinnings carried over from the old truck,
the focus was on the outer design. Box-like shapes were a thing of the past, as the new car
featured sleek and rounded body lines, with individual design elements that distinguish it from
larger Ford models. Special addition to the lineup was Ranger Splash, which featured
retro-styled step-side bed, chromed wheels and other visual improvements. There was more
space inside the cab, mostly because of a wider cab, which again came in a pair of two-door
variants. Other than redesigned seats and some minor upgrades, the interior saw limited
modifications. There was a focus on safety, with updates including anti-lock brakes, side impact
guard beams and airbags for both driver and passenger. There were no significant changes
under the skin, as the engine range comprised familiar units. Besides a four-cylinder Pinto and
Cologne V6, there was also a newly developed Vulcan V6 engine that offered improved
performance and fuel economy. Being more of a sport truck than a work-horse, this generation
had no diesel option. Besides the five-speed manual and four-speed automatic transmission
options, this generation was the first to offer a five-speed automatic. Just like in the previous
generation, the rear-wheel drive configuration was standard, with an all-wheel drive as an
option. In its third iteration, the Ranger received only a mild visual update, with outer design
being similar to the old version. Notable modifications were lower the hood line, redesigned
fenders, and grille similar to the F of that time. The biggest change was the Super Cab variant,
which was the first truck in this segment to use rear-hinged doors. Just like with body design,
the interior was very similar to that of the previous generation. Unlike conservative exterior and
interior updates, the chassis and drivetrain in general received major improvements. At the
front, a double wishbone suspension replaced the long-running Twin I-Beam setup. Coupled
with rack-and-pinion steering instead of recirculating-ball assembly, this improved both
handling and ride comfort. There was a significant frame redesign, as box sections replaced
C-channel construction for increased structural rigidity. During the beginning several years,
engine options were like those of the previous generation, with a four-cylinder Pinto and several
V6 units. Later during the production, a Mazda sourced four-cylinder engine replaced the aging
Pinto. Similar to the previous generation, transmission choices included both five-speed
manual and automatic, with rear-wheel drive or all-wheel drive variants available. Despite the
huge success achieved throughout all three generations, the sale figures for the Ranger
declined during the s. This was in part because of the increasing competition from both
domestic and import rivals. Another contributing factor was the arrival of SUVs and crossovers,
which targeted similar buyers. While Ford was planning to unveil the fourth generation, the
recession of put a stop to these efforts. Instead, they have dropped the Ranger and focused on
F-series trucks only. Following an 8 year pause, during which it was available in the rest of the
world, the Ranger has returned to North America at the end of The current truck, now positioned
in the mid-size pickup truck segment, uses the Ford T6 truck platform as a base. When
compared, the American version has modified chassis to meet crash standards and increase
payload capacity. On the outside, the new Ranger has a unique body line with a recognizable
front fascia. Unlike previous generations, it shares no design features and elements with bigger
F-series trucks. By combining aggressive headlights with a sleek bumper and grille, designers

achieved an eye-catching sporty look. Cabs come in two four-door variants, while the two-door
option is not available at this time. Further design elements include contrasting fender flares
and a tailgate spoiler for improved aerodynamics. The situation under the hood is
straightforward, with only one power-train combination being available. Although the engine is
only a four-cylinder, it uses a twin-scroll turbocharger combined with direct fuel injection and
multi-valve technology. Thanks to these innovative technical solutions, it develops hp and lb-ft,
making it the most powerful Ranger ever. This engine comes with a speed automatic
transmission, which allows agile performance and improved fuel economy. As with previous
trucks, there are rear-wheel or all-wheel drive variants. I'd love to be emailed when a new, high
quality document is available for my Ford Ranger. My email address is:. By using this website,
you automatically accept that we use cookies. What for? Toggle navigation. Home Workshop
Manuals Ford Ranger. First generation â€” Unveiled in the spring of , the first ever Ranger hit
the showroom floors several months ahead of schedule as to beat the upcoming Chevrolet S to
the punch. Second generation â€” Following the success of the previous generation, the new
Ranger used the same basic recipe. Third generation â€” In its third iteration, the Ranger
received only a mild visual update, with outer design being similar to the old version. Fourth
generation present Following an 8 year pause, during which it was available in the rest of the
world, the Ranger has returned to North America at the end of Get notified for new files? We'll
send you a quick email when a new Ford Ranger document is added. Ford Ranger Workshop
Manual. Ford Ranger Owners Manual. Ford Ranger Misc Document. Related Models. Ford
Official Website. Never miss out: Get notified when new Ford Ranger documents are added.
About Manuals. Connect with us. Quick Links. Table of Contents. Before driving. Controls And
Features. Seating And Safety Restraints. Starting and driving. Roadside Emergencies.
Maintenance And Care. Capacities And Specifications. Reporting Safety Defects. All rights
reserved. Reproduction by any means, electronic or mechanical. Ford motor company ford f
owner's guide 14 pages. Ford motor company ford contour owner's guide pages. Ford motor
company ford escort owner's guide pages. Automobile Ford F Owner's Manual Ford motor
company ford f owner's guide pages. Ford motor company ford crown victoria owner's guide
pages. Ford motor company ford explorer owner's guide pages. Ford motor company mark viii
owner's guide pages. Reproduction by any means, electronic or mechanical including
photocopying, recording or by any information storage and retrieval system or translation in
whole or part is not permitted without written authorization from Ford Motor Company.
Copyright Ford Motor Company Read the following section on Warnings. Indicates vehicle
information related to recycling and other environmental concerns will follow. Correct vehicle
usage and the authorized disposal of waste cleaning and lubrication materials are significant
steps towards protecting the environment. Ford may change the contents without notice and
without incurring obligation. Page 4: Instrumentation Instrumentation Headlamp control pg.
Page 5 Electronic sound system pg. Page 7 The Check Engine indicator light illuminates when
the ignition is first turned to the ON position to check the bulb. The light may illuminate without
a driveability concern being noted. For more information, refer to Fuel pump shut-off switch in
the Roadside emergencies chapter. Air bag readiness Momentarily illuminates when the ignition
is turned ON. If the light remains on, continues to flash or fails to illuminate, have the system
serviced immediately. With the ABS light on, the anti-lock brake system is disabled and normal
braking is still effective unless the brake warning light also remains illuminated with parking
brake released. When the light is on, the transmission does not shift into overdrive. If the light
does not come on when the transmission control switch is depressed or if the light flashes
when you are driving, have your vehicle serviced. It turns off when the speed control OFF
control is pressed, the brake is applied or the ignition is turned to the OFF position. Safety belt
warning chime Chimes to remind you to fasten your safety belts. The fuel gauge may vary
slightly when the vehicle is in motion. The ignition should be in the OFF position while the
vehicle is being refueled. Page 13 Engine coolant temperature gauge Indicates the temperature
of the engine coolant. If it enters the red section, the engine is overheating. Stop the vehicle as
soon as safely possible, switch off the engine immediately and let the engine cool. Odometer
Registers the total kilometers miles of the vehicle. Trip odometer Registers the kilometers miles
of individual journeys. To reset, depress the control. Page 15 Instrumentation Engine oil
pressure gauge This shows the engine oil pressure in the system. If the gauge indicates low
pressure, stop the vehicle as soon as safely possible and switch off the engine immediately.
Rotate to the second position to also turn on the headlamps. Foglamp control if equipped Turn
on the low-beam headlamps and press the foglamp control to activate the foglamps. Page 17
Controls and features Flash to pass Pull toward you to activate and release to deactivate. Page
18 Controls and features Temperature control knob Controls the temperature of the airflow
inside the vehicle. On heater-only systems, the air cannot be cooled below the outside

temperature. Mode selector control Controls the direction of the airflow to the inside of the
vehicle. These objects can block airflow and reduce your ability to see through your windshield.
Page 20 Controls and features Mode selector control Controls the direction of the airflow to the
inside of the vehicle. The air conditioning compressor will operate in all modes except. Since
the air conditioner removes considerable moisture from the air during operation, it is normal if
clear water drips on the ground under the air conditioner drain while the system is working and
even after you Heating and air conditioning capabilities are provided in this mode. For added
customer comfort, when the temperature control knob is anywhere in between the full hot and
full cold positions, the air distributed through the floor ducts will be slightly warmer than the air
sent to the instrument panel registers. This outlet should be used in place of the cigarette
lighter for optional electrical accessories. Turn the control to raise or lower volume. Page 26
Controls and features Radio station memory preset The radio is equipped with four station
memory preset controls. Setting memory preset stations 1. Page 27 Speaker balance adjust
Speaker sound distribution can be adjusted between the right and left speakers. With the
electronic stereo radio, press the TONE control three times, then use the volume knob to adjust
the level. Speaker fade adjust if equipped Speaker sound can be adjusted between the front and
rear speakers. Page 30 Controls and features Tune adjust The tune control works in radio mode.
Hold the control to move through the frequencies quickly. Page 31 Controls and features
Setting memory preset stations 1. Select the frequency band with the AM or the FM select
control. Select a station. Refer to Tune adjust or Seek function for more information on
selecting a station. Press and hold a memory preset control until the sound returns, indicating
the station is held in memory on the control you selected. Page 32 Controls and features
Speaker balance adjust Speaker sound distribution can be adjusted between the right and left
speakers. Speaker fade adjust Speaker sound can be adjusted between the front and rear
speakers. Then, press either REW for the beginning of the current selection or FF to advance to
the next selection. The tape deck stops and returns to play mode when the AMS circuit senses a
blank section on the tape. In order to ensure proper operation of the AMS feature, the tape
MUST have a blank section of at least 4 seconds duration between programs. Page 34 Controls
and features The noise reduction system is manufactured under license from Dolby
Laboratories Licensing Corporation. Scan function The scan function works in radio or CD
mode. TREB Speaker balance adjust Speaker sound distribution can be adjusted between the
right and left speakers. Page 39 Speaker fade adjust Speaker sound can be adjusted between
the front and rear speakers. The first track of the disc will begin playing. After that, CD play will
begin where it stopped last. Play will begin on the first track of the disc unless the CD changer
is in shuffle mode. Refer to Shuffle feature for more information. Hold the control to continue
reversing through the remaining discs. If a selection has been playing for three seconds or
more and you press , the CD changer will replay that selection from the beginning. Page 45
Controls and features Setting memory preset stations 1. Page 49 Dolby noise reduction
manufactured under license from Dolby Laboratories Licensing Corporation. Compression
adjust Compression adjust brings soft and loud CD passages together for a more consistent
listening level. Press the COMP control to activate and deactivate compression adjust. If your
vehicle has a separate clock module, other than the digital radio display , the CLK button will
not function in the above manner. Press the control again to return to the playing media. Slide
the door to access the CD changer magazine. Page 52 Controls and features Make sure only
one disc is inserted in each slot. Each disc must be inserted with the label surface upward.
Depending on your system, you may insert up to six or ten CDs. The magazine does not need to
be full for the changer to operate. Allow the player to cool down before operating. Cleaning
compact discs Inspect all discs for contamination before playing. If necessary, clean discs only
with an approved CD cleaner and wipe the center out to the edge. Do not use the speed control
in heavy traffic or on roads that are winding, slippery, or unpaved. If you drive up or down a
steep hill, your vehicle speed may vary momentarily slower or faster than the set speed. Page
58 Controls and features You can accelerate with the accelerator pedal at any time during speed
control usage. Releasing the accelerator pedal will return your vehicle to the previously
programmed set speed. Pressing OFF will erase the previously programmed set speed. Page 61
Controls and features When you shut off and re-start your vehicle, the transmission will
automatically return to normal Overdrive mode. Hold the control while adjusting the wheel to
the desired position, then release the control to lock the steering wheel in position. The bars of
varying length are for intermittent wipers. When in this position rotate the control upward for
fast intervals and downward for slow intervals. The window will open fully. Depress again to
stop window operation. The interior lamps will illuminate. Press the control a second time within
five seconds to unlock all doors. Locking the doors Press this control to lock all doors. To
confirm all doors are closed and locked, press the control a second time within five seconds.

Replacing the battery The transmitter is powered by one coin type three-volt lithium battery CR
or equivalent. Typical operating range will allow you to be up to 10 meters 33 feet away from
your vehicle. If you purchase additional transmitters up to four may be programmed , perform
the following procedure: To reprogram the transmitters yourself, place the key in the ignition
and turn from OFF to ON eight times in rapid succession within 10 seconds ending in ON. Page
70 Controls and features Procedure to program spare SecuriLock keys to your vehicle New
SecuriLock keys must have the correct mechanical key cut for your vehicle. Conventional
non-SecuriLock keys cannot be programmed to your vehicle. You will need to have two
previously programmed SecuriLock keys and the new unprogrammed SecuriLock key readily
accessible for the Do not pile cargo higher than the seatbacks to avoid injuring people in a
collision or sudden stop. Always drive and ride with your seatback upright and the lap belt snug
and low across the hips. Page 72 Seating and safety restraints Pull lever up to adjust seatback.
Using the manual lumbar support Turn the lumbar support control clockwise to increase
firmness. Turn the lumbar support control counterclockwise to increase softness. Page 73
Center facing jump seat 4 door SuperCab if equipped To open, pull seat assembly down, then
raise seatback. To stow the seat, fold seat back down and raise seat assembly to the fully
upright position. Do not install a child seat in a center facing jump seat. Page 74 Seating and
safety restraints Each seating position in your vehicle has a specific safety belt assembly which
is made up of one buckle and one tongue that are designed to be used as a pair. Page 75
Vehicle sensitive mode The vehicle sensitive mode is the normal retractor mode, allowing free
shoulder belt length adjustment to your movements and locking in response to vehicle
movement. As the belt retracts, you will hear a clicking sound. This indicates the safety belt is
now in the automatic locking mode. Page 77 Failure to replace the Belt and Retractor assembly
could increase the risk of injury in collisions. Front safety belt height adjustment Your vehicle
has safety belt height adjustments for the driver and front passenger. Adjust the height of the
shoulder belt so the belt rests across the middle of your shoulder. Page 78 Seating and safety
restraints To lower the shoulder belt height, push the button and slide the height control down.
To raise the height of the shoulder belt, slide the height adjuster up. Pull down on the height
adjuster assembly to make sure it is locked in place. Page 79 Shorten and fasten the belt when
not in use. Adjusting the rear center facing jump seat lap belt if equipped The lap belts for rear
center facing jump seat occupants have automatic retractors for the belt tongue and a fixed
position buckle. To fasten the belt, pull the belt all the way across your hips and insert the
tongue into the buckle on your Page 80 Seating and safety restraints Safety belt extension
assembly If the safety belt assembly is too short, even when fully extended, 20 cm 8 inches can
be added to the safety belt assembly by adding a safety belt extension assembly part number C
Safety belt extension assemblies can be obtained from your dealer at no cost. Page 81 slide bar
if equipped , shoulder belt height adjusters if equipped , child safety seat tether bracket
assemblies if equipped , and attaching hardware, should be inspected after a collision. Ford
recommends that all safety belt assemblies used in vehicles involved in a collision be replaced.
Page 82 Seating and safety restraints Important supplemental restraint system SRS precautions
The supplemental restraint system is designed to work with the safety belt to help protect the
driver and right front passenger from certain upper body injuries. Air bags DO NOT inflate
slowly or gently and the risk of injury from a deploying air bag is greatest close to the trim
covering the air bag See your Ford or Lincoln-Mercury dealer. Children and air bags For
additional important safety information, read all information on safety restraints in this guide.
Page 84 Seating and safety restraints The air bags inflate and deflate rapidly upon activation.
After air bag deployment, it is normal to notice a smoke-like, powdery residue or smell the burnt
propellant. This may consist of cornstarch, talcum powder to lubricate the bag or sodium
compounds e. Page 88 Seating and safety restraints The vast majority of drivers and
passengers are much safer with an air bag than without. To do their job and reduce the risk of
life threatening injuries, air bags must open with great force, and this force can pose a
potentially deadly risk in some situations, particularly when a front seat occupant is not
properly buckled up. Page 89 3. Medical condition. Page 91 To improve the fit of lap and
shoulder belts on children who have outgrown child safety seats, Ford recommends use of a
belt-positioning booster seat that is labelled as conforming to all Federal motor vehicle safety
standards. Belt-positioning booster seats raise the child and provide a shorter, firmer seating
cushion that encourages safer seating posture and better fit of lap and shoulder belts on the
child. Page 92 Seating and safety restraints seat cushion. You may wish to discuss the special
needs of your child with your pediatrician. Page 93 passenger side front and outboard rear
seating positions if equipped. Ford recommends the use of a child safety seat having a top
tether strap. Install the child safety seat in a seating position which is capable of providing a
tether anchorage. For more information on top tether straps, refer to Attaching safety seats with

tether straps. Page 94 Seating and safety restraints 2. Pull down on the shoulder belt and then
grasp the shoulder belt and lap belt together. Page 95 Seating and safety restraints 5. To put the
retractor in the automatic locking mode, grasp the shoulder portion of the belt and pull
downward until all of the belt is extracted and a click is heard. Allow the belt to retract. The belt
will click as it retracts to indicate it is in the automatic locking mode. Page 96 Do not install a
child seat in a center facing jump seat. Tether anchorage hardware Tether anchorage hardware
kits part number D20 including instructions, may be obtained at no charge from any Ford or
Lincoln-Mercury dealer. Tighten the anchor according to specifications. Otherwise, the safety
seat may not be properly secured and the child may be injured in a sudden stop or collision.
This system meets all Canadian Interference-Causing Equipment standard requirements
regulating the impulse electrical field strength of radio noise. When starting a fuel-injected
engine, avoid pressing the accelerator before or during starting. When the engine starts, the idle
RPM runs faster to warm the engine. If the engine idle speed does not slow down automatically,
have the vehicle checked. Do not allow the vehicle to idle for more than ten minutes at high
engine RPM. Page 99 3. If a light fails to illuminate, have the vehicle serviced. Turn the key to 5
START without pressing the accelerator pedal and release as soon as the engine starts. The key
will return to 4 ON. Page Starting To prevent electrical shock, do not use your heater with
ungrounded electrical systems or two-pronged cheater adapters. Page Starting Guarding
against exhaust fumes Although odorless and colorless, carbon monoxide is present in exhaust
fumes. Take precautions to avoid its dangerous effects. If you ever smell exhaust fumes of any
kind inside your vehicle, have your dealer inspect and fix your vehicle immediately. Do not drive
if you smell exhaust fumes. In normal operation, automotive brake systems may emit
occasional or intermittent squeal or groan noises when the brakes are applied. If the front
brakes lock, the vehicle cannot be steered. Page With the ABS light on, the anti-lock brake
system is disabled and normal braking is still effective unless the brake warning light also
remains illuminated with parking brake released. If your brake warning lamp illuminates, have
your vehicle serviced immediately. Page Driving Always set the parking brake fully and make
sure that the gearshift is securely latched in P Park automatic transmission or in 1 First manual
transmission. The parking brake is not recommended to stop a moving vehicle. However, if the
normal brakes fail, the parking brake can be used to stop your vehicle in an emergency. If you
cannot move the gearshift out of P Park with the brake pedal depressed: 1. Page Driving Driving
with a 4â€”speed automatic transmission if equipped Understanding gearshift positions Pull the
gearshift lever towards you and downward to move the automatic gearshift. Hold the brake
pedal down while you move the gearshift lever from P Park to another position. If you do not
hold the brake pedal down, your vehicle may move unexpectedly and injure someone. Page
Overdrive The normal driving position for the best fuel economy. Transmission operates in
gears one through four. Overdrive can be deactivated by pressing the transmission control
switch on the end of the gearshift lever. The transmission control indicator light TCIL will
illuminate on the instrument cluster. Page Driving 1 First Use 1 Low to provide maximum engine
braking on steep downgrades. Upshifts can be made by shifting to 2 Second or to Overdrive.
Selecting 1 Low at higher speeds causes the transmission to shift to a lower gear, and will shift
to 1 Low after vehicle decelerates to the proper speed. Hold the brake pedal down while in this
gear. Overdrive The normal driving position for the best fuel economy. Transmission operates
in gears one through five. Overdrive can be deactivated by pressing the transmission control
switch on the end of the gearshift Page Driving 2 Second Use 2 Second to start-up on slippery
roads or to provide additional engine braking on downgrades. Transmission operates in third
gear. Page 5. Release the clutch slowly while pressing gradually down on the accelerator pedal.
Do not use the clutch to hold your vehicle at a standstill while waiting on a hill. These actions
may reduce clutch life. Page Driving Recommended shift speeds Upshifts when accelerating for
best fuel economy Shift from: 1 - 2 2 - 3 3 -4 4 - 5 Overdrive Upshifts when cruising
recommended for best fuel economy Shift from: 1 -2 2 - 3 3 - 4 4 - 5 Overdrive Shift from If
equipped with the Electronic Shift 4WD System, and the instrument panel control is moved to
4WD Low while the vehicle is moving, the system will not engage and no damage will occur to
the 4WD system. Page Driving 4. Bring the vehicle to a stop. Depress the brake. Place the
gearshift in N Neutral automatic transmission or depress the clutch manual transmission.
Driving off-road with 4WD Your vehicle is specially equipped for driving on sand, snow, mud
and rough terrain and has operating characteristics that are somewhat different from
conventional vehicles, both on and off the road. Maintain steering wheel control at all times,
especially in rough terrain. Page Driving Sand When driving over sand, try to keep all four
wheels on the most solid area of the trail. Do not reduce the tire pressures but shift to a lower
gear and drive steadily through the terrain. Apply the accelerator slowly and avoid spinning the
wheels. Page Driving When speed control is on and you are driving uphill, your vehicle speed

may drop considerably, especially if you are carrying a heavy load. Resume speed with
accelerator pedal. Traction or brake capability may be limited and if the ignition system gets
wet, your engine may stall. If driving through deep or standing water is unavoidable, proceed
very slowly. The GCWR indicates the maximum loaded weight that the vehicle is designed to
tow. Always ensure that the weight of passengers, cargo and equipment being carried is within
the weight limitations that have been established for your vehicle including both Gross Vehicle
Weight and Front and Rear Gross Axle Weight Rating limits. Page Trailer tow table 4x4 manual
transmission 3. Page Driving Preparing to tow Use the proper equipment for towing a trailer,
and make sure it is properly attached to your vehicle. See your dealer or a reliable trailer dealer
if you require assistance. Hitches For towing trailers up to kg 2 lb , use a weight carrying hitch
and ball which uniformly distributes the trailer tongue loads through the underbody structure.
Page Trailer lamps Trailer lamps are required on most towed vehicles. Make sure your trailer
lamps conform to local and Federal regulations. See your dealer or trailer rental agency for
proper instructions and equipment for hooking up trailer lamps. When turning, make wider
turns so the trailer wheels will clear curbs and other obstacles. Page These guidelines are
designed to ensure that your transmission is not damaged due to insufficient lubrication. Mark
the driveshaft and axle flanges to ensure proper position when reconnecting the driveshaft. The
hazard flashers can be operated when the ignition is off. Blown fuses are identified by a broken
wire within the fuse. Page Roadside emergencies To remove a fuse use the fuse puller tool
provided on the fuse panel cover. Page Always replace the cover to the Power Distribution Box
before reconnecting the battery or refilling fluid reservoirs. Instead, gradually decrease your
speed. Hold the steering wheel firmly and slowly move to a safe place on the side of the road.
Temporary spare tire information Your vehicle may have a temporary or conventional spare tire.
Page Roadside emergencies Location of the spare tire and tools The spare tire and tools for
your vehicle are stowed in the following locations: Tool Spare tire Jack, jack handle, wheel nut
wrench Key, spare tire lock if equipped Removing the spare tire 1. Page Roadside emergencies
2. If equipped, unlock and remove the spare tire carrier lock from the rear access hole located
just above the rear bumper and below the tailgate. Insert the straight end of the jack handle into
the rear access hole located just above the rear bumper and below the tailgate. Page Roadside
emergencies 4. The flat full size tire should be stowed and tied down in the pickup box bed until
it can be repaired. Insert tapered end of the lug wrench behind hub caps and twist them off.
Loosen each wheel lug nut one-half turn counterclockwise but do not remove them until the
wheel is raised off the ground. Position the jack according to the following guides and turn the
jack handle clockwise until the tire is a maximum of 25 mm 1 inch off the ground. Page
Roadside emergencies To lessen the risk of personal injury, do not put any part of your body
under the vehicle while changing a tire. Do not start the engine when your vehicle is on the jack.
The jack is only meant for changing the tire. Page Roadside emergencies Do not attempt to
push start your vehicle. Automatic transmissions do not have push-start capability. Preparing
your vehicle 1. Use only a 12â€”volt supply to start your vehicle. Connect the negative - cable to
the negative - terminal of the assisting battery. Page 4. The preferred locations of an exposed
metal part to ground the circuit are the alternator mounting brackets or an engine lifting eye. Do
not use fuel lines, engine rocker covers or the intake manifold as grounding points. Page Do not
tow with slingbelt equipment. Ford Motor Company has not developed or approved a slingbelt
towing procedure. A towing manual is available from Ford Motor Company for all authorized tow
truck operators. Have your tow truck driver refer to this manual for If your vehicle requires
professional service, your dealership can provide necessary parts and service. Set the parking
brake. Depress the clutch and place the gearshift in 1 First. Turn off the engine and remove the
key. Block the wheels to prevent the vehicle from moving unexpectedly. Engine coolant
reservoir 2. Windshield washer fluid reservoir 3. Transmission fluid dipstick automatic
transmission 4. Engine oil dipstick 5. Brake fluid reservoir 6. Clutch fluid reservoir manual
transmission 7. Page Maintenance and care 3. Engine oil filler cap 4. Transmission fluid dipstick
automatic transmission 5. Engine oil dipstick 6. Brake fluid reservoir 7. Clutch fluid reservoir 8.
Battery 9. Page Maintenance and care 4. Windshield washer fluid reservoir 2. Engine oil filler
cap 3. Power steering fluid reservoir 6. Clutch fluid reservoir manual transmission 8. Make sure
the vehicle is on level ground. Some oil must be removed from the engine by a service
technician. Page Change your engine oil and filter according to the appropriate schedule listed
in the maintence guide and or service guide. Ford production and aftermarket Motorcraft oil
filters are designed for added engine protection and long life. If a replacement oil filter is used
that does not meet Ford material and design specifications, startup engine noises or knock may
be experienced. Page 3. If necessary, add brake fluid until the level reaches MAX. Do not fill
above this line. Use only a DOT 3 brake fluid certified to meet Ford specifications. Refer to
Lubricant specifications in the Capacities and specifications chapter. Brake fluid is toxic. Page

If the fluid level drops, maintain the fluid level at the step in the reservoir. Use only a DOT 3
brake fluid designed to meet Ford specifications. Refer to Capacities and specifications. Clean
the reservoir cap before removal to prevent dirt and water from entering the reservoir. The
reservoir is highlighted with a If the level is low, add enough fluid to fill the reservoir. In very
cold weather, do not fill the reservoir all the way. Page If the engine coolant has not been
checked at the recommended interval, the engine coolant reservoir may become empty. If this
occurs, add engine coolant to the reservoir. For more information on engine coolant
maintenance, refer to Adding engine coolant in this chapter. Automotive fluids are not
interchangeable; Page Before adding engine coolant, check the color of the coolant in your
vehicle. Have your dealer check the engine cooling system for leaks if you have to add more
than 1. Check the fluid level on the dipstick. Do not add fluid if the level is within this range. The
normal operating temperature can be reached after approximately 30 km 20 miles of driving.
Add enough fluid through the filler opening so that the fluid level is at the bottom of the
opening. Install and tighten the fill plug securely. Use only fluid that meets Ford specifications.
Refer to the Capacities and specifications chapter. Page Use only fluid that meets Ford
specifications. However, for severe usage or in high temperature climates, check the battery
electrolyte level. Refer to the maintenance guide and or maintenance guide and or service guide
for the service interval schedules. Page Batteries normally produce explosive gases which can
cause personal injury. Therefore, do not allow flames, sparks or lighted substances to come
near the battery. When working near the battery, always shield your face and protect your eyes.
Always provide proper ventilation. Page Maintenance and care If the battery has been
disconnected or a new battery has been installed, the clock and the preset radio stations must
be reset once the battery is reconnected. Follow your local authorized standards for disposal.
Page 10 to 12 inches or limited production tires as defined in Title 49 Code of Federal
Regulations Part Department of Transportation-Tire quality grades: The U. Department of
Transportation requires Ford to give you the following information about tire grades exactly as
the government has written it. Page Maintenance and care Treadwear The treadwear grade is a
comparative rating based on the wear rate of the tire when tested under controlled conditions
on a specified government test course. Page If you do not follow these precautions, your
vehicle may not drive properly and safely. Make sure that all replacement tires are of the same
size, type, load-carrying capacity and tread design e. Failure to follow these precautions may
adversely affect the handling of the vehicle and make it easier for the driver to lose control and
roll over. Do not remove these components from your vehicle when using snow tires and
chains. The pressure in an overfilled tank may cause leakage and lead to fuel spray and fire.
Fuels such as gasoline and ethanol are highly toxic and if swallowed can cause death or
permanent injury. Page If you must replace the fuel filler cap, replace it with a genuine Ford or
Motorcraft part. The customer warranty may be void for any damage to the fuel tank or fuel
system if a genuine Ford or Motorcraft fuel filler cap is not used. Page Maintenance and care Do
not use fuel containing methanol. It can damage critical fuel systems components. Vehicles
certified to meet California emission standards indicated on the underhood Vehicle Emissions
Control Information label are designed to operate on California cleaner-burning, low-sulfur
gasolines. If you have a California-certified vehicle and California cleanerâ€”burning gasoline is
not available when you refuel, your engine should perform adequately. Page Running out of fuel
Avoid running out fuel because this situation may have an adverse affect on powertrain
components. Page Maintenance and care The amount of Empty Reserve varies and should not
be relied upon to increase driving range. When refueling your vehicle after the fuel gauge
indicates empty, you might not be able to refuel the full amount of the advertised capacity of the
fuel tank due to the empty reserve still present in the tank. Page Driving style â€” good driving
and fuel economy habits Give consideration to the lists that follow and you may be able to
change a number of variables and improve your fuel economy. Page If other than Ford,
Motorcraft or Ford-authorized parts are used for maintenance replacements or for service of
components affecting emission control, such non-Ford parts should be equivalent to genuine
Ford Motor Company parts in performance and durability. Grasp the bulb only by its plastic
base and do not touch the glass. The oil from your hand could cause the bulb to break the next
time the headlamps are operated. To remove the headlamp bulb: 1. Page Maintenance and care
To install the new bulb: 1. You may need to turn the bulb left or right to align the grooves in the
plastic base with the tabs in the lamp assembly. Carefully pull bulb straight out of socket and
push in the new bulb. Insert the bulb into the parking lamp assembly. When the grooves in the
plastic base are aligned, push the bulb into the lamp assembly until the plastic base contacts
the rear of the lamp assembly and turn to Carefully pull the bulb straight out of the socket and
push in the new bulb. Install the bulb socket in lamp assembly by turning clockwise. Page
Maintenance and care To remove the brakelamp assembly: 1. Remove the two screws and lamp

assembly from vehicle. Remove the bulb socket from lamp assembly by rotating it 45 degrees.
To install the brakelamp assembly: 1. Washing your vehicle Wash your vehicle regularly with
cold or lukewarm water. Never use strong detergents or soap. If your vehicle is particularly
dirty, use a quality car wash detergent. Page Repairing paint chips Minor scratches or paint
damage from road debris may be repaired with touch-up paint, repair foil or aerosol paint spray
from the Ford accessory line. Observe the application instructions on the products. Remove
particles such as bird droppings, tree sap, insect remains, tar spots, road salt and industrial
fallout immediately. Page Maintenance and care Cleaning plastic exterior parts Use vinyl cleaner
for routine cleaning. Clean with a tar remover if necessary. Do not clean plastic parts with
thinners, solvents or petroleum-based cleaners. Cleaning the exter
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ior lamps Wash with the same detergent as the exterior of your vehicle. Use glass cleaner or tar
remover if necessary. Page Maintenance and care Cleaning the interior fabric Remove dust and
loose dirt with a whisk broom or a vacuum cleaner. Remove fresh spots immediately. Do not
use household or glass cleaners. These agents can stain and discolor the fabric. Use a mild
soap and water solution if necessary. Refer to Adding engine coolant, in the Maintenance and
Care chapter. Page 2. Capacities and specifications MFD. Page Index Index Air bag
supplemental restraint system Page filling your vehicle with fuel Page Filling Station
Information Maintenance and care chapter. Page Automatic transmission fluid capacity-4x4
vehicles If your engine coolant is green in color, use Ford Premium Cooling System Fluid. This
manual is also suitable for: Ranger Print page 1 Print document pages. Cancel Delete. Sign In
OR. Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL.

