2001 chrysler pt cruiser no crank no start

There are many different issues that can cause the problem. This article is written with the
assumption that you are looking for a way to get your Chrysler PT Cruiser started now, and is
meant to provide you with practical advice to help aid in the diagnosis. There are really two
main ways that a vehicle will not start. Just use the jump list below to move to your particular
situation. But, there are less things to troubleshoot than if it were cranking but will not start.
Here are some of the most common issues that cause a vehicle to not crank:. While the battery
cables are not necessarily the most likely issue to cause your PT Cruiser to not start, they are
some of the easiest to diagnose. You can take a look at the battery poles where the cables
connect. If there appears to be green or white corrosion all around it, cleaning them may help
get you back on the road. If your battery no longer has enough charge to turn the starter, your
PT Cruiser will not start. You can take your battery up to the local parts store, or even Wal-Mart,
and have it tested to see if it is still holding a charge. A bad alternator can cause your battery to
lose enough charge to start your PT Cruiser. When a starter goes bad, they will usually not give
you much warning first. Also, if you are stuck somewhere and are trying to start your PT
Cruiser, the old beat the starter with a hammer trick is not a wives tale. It really can get that one
last start out of it. There are a lot of issues that can cause your PT Cruiser to crank, but not
start. The engine needs air, fuel, and a spark in order to run. It is highly likely that if the engine
is cranking, but not starting that it has thrown an OBDII code. It is definitely worth it to use an
OBDII scanner to check and see if the engine has thrown any trouble codes. These codes will
tell you what the computer is saying is wrong with your engine. By looking them up on this site,
or just Googling them in general will lead you to a detailed diagnosis of that code. Without the
proper amount of fuel getting into the combustion chamber, the PT Cruiser will crank, but not
start. One of the biggest issues that causes a vehicle to crank but not start is ignition issues.
When there is no spark, the engine will not start. Ignition issues can be caused by many things,
including bad spark plugs , bad coil packs, bad plug wires, computer issues, and more. The
crankshaft sensor can go bad as well. When these sensors go bad, it can be impossible for your
PT Cruiser to start. Most modern vehicles come with smart keys that have electronic protection
built in. This makes it more challenging for thieves to steal them. There are occasions where
this security system will cause the PT Cruiser to not start. There are a lot of issues that can
cause your PT Cruiser to not start. There are many reasons that your PT Cruiser may not start.
Tracking them down can be downright challenging. With enough time and patience, you can
diagnose exactly what is wrong. Good luck with the diagnosis. If there is anything that you
would like to add, please leave a comment below. Thank you. Battery Cables While the battery
cables are not necessarily the most likely issue to cause your PT Cruiser to not start, they are
some of the easiest to diagnose. Battery Charge If your battery no longer has enough charge to
turn the starter, your PT Cruiser will not start. Otherwise, it may be the starter that you need to
look at. Ignition Issues One of the biggest issues that causes a vehicle to crank but not start is
ignition issues. Security Most modern vehicles come with smart keys that have electronic
protection built in. Well, in the old days, the power ran from the ignition switch down to the
starter solenoid and then to the starter motor. Click on the PDF wiring diagram shown here and
follow along. When you turn the key, power flows from a fuse that hot all the time and into the
ignition switch. The ignition switch has internal resistors that change voltage values depending
on the key position. If you have a manual transmission, the PCM sends voltage through the
clutch interlock switch and looks for returned voltage. If all that checks out, the PCM provides
ground to the starter motor relay control coil. Power to the relay to power the solenoid is
provided by a different fuse so check out those fuses. Once the relay coil is grounded, the
contacts provide power to the starter solenoid and that provides power to the starter motor. See
how simple that was? Start by checking fuses. See the relay socket layout in the attached
diagram. Check PCM power and ground connections. Then check for reference voltage at the
TPS and Crankshaft sensor. They include wiring diagrams and technical service bulletins. In
most cases, their diagrams are right from the factory manuals. Pricing: Eautorepair. So you
have to refer to the factory legends to learn the identification symbols and then refer back to
circuit diagrams to find the splice and ground locations. However, Alldatadiy. If you need to dig
into your doors, dash or console, Alldatadiy. Click here to download a PDF. Find this article
useful? Share it! Tags caravan won't start dodge no crank no crank no start no start Chrysler
plymouth starter wiring diagram wiring diagram. Car that has a no start no crank condition I
have replaced: Ignition switch ignition solenoid still same result no start no crank and no dash
if I press key in key cylinder really hard and am real careful the dash lights will come on. I can
hear the fuel pump prime but when I try to start nothing. Do you. Try a security system reset,
kind of sounds like it is knocked everything out. However, you replaced the ignition switch so it
may not match with security so will need a scanner to match it up most professional models do.
See link. Was this answer. You changed the ignition switch itself correct? Not the key cylinder?

You say you can sometimes get the dash to come on but not start if you push hard on the key?
Was it a new switch or used? Are you sure you installed it with the switch in the run position? If
you jump the start relay in the power center from terminal B5 to terminal B1 does the starter
turn over? I assume you have tried moving the shifter to neutral and cleaning ALL battery
connections? Please login or register to post a reply. Related Engine Not Running Content.
Seemed To Go Away. How to fix an engine not starting running. Observing lights and sounds
when the engine is not starting is essential, these steps can give you a direction to proceed
which are listed in order of difficulty. Cruiser 2. Noticed Oil Sponsored links. Ask a Car
Question. It's Free! Troubleshooting a cranks but does not start condition can be quite a
challenge since so many different things can cause your car or mini-van not to start. Is there a
difference between the two? Yes there is! Here's a brief description of both conditions:. No Start
Condition: The engine cranks turns over like it wants to start but it never does. The usual
culprits are:. This is usually due to:. When either one of the above three things is missing when
you crank the engine , your car or mini-van is not gonna' start. This basic piece of information
will make you aware that you need to see if the problem is being caused by a problem in the fuel
system, or in the ignition system, or in the Engine Mechanical system. OK, the list of possible
things that can go wrong looks pretty long but it is rare to see or have two different components
go bad from two separate systems at the same time. The cool thing is, is that there is a
diagnostic strategy that you can use to figure out exactly what's wrong with your particular
no-start problem. Let's find out more about it in the next subheading. As an Amazon Associate, I
may earn a small commission from qualifying purchases from the Amazon product links from
this website. Your purchase helps support my work in bringing you real diagnostic testing
information to help you solve the problem! Page 1 Page 2 Page 3. In this article, we'll explore
the basics of a no start condition and how to troubleshoot it. Contents of this tutorial:. All
Articles: 2. Applies To:. Chrysler Vehicles:. Do NOT follow this link or you will be banned from
the site! Ok, 01 pt cruiser I had just left my house to run down the rd and the car just stalls on
me after 5 mins of driving, had no problems previously that day. I had it towed to my
grandfathers garage. While there we checked to see if we were gettimg fire to the spark plugs.
Got nothing so we changed the coil pack still no spark. Did the key trick for codes an replaced
the oil pressure sensor, ecm, cam sensor, crank sensor, when I fist got it at 97k miles I replaced
the water pump, timeing belt and she ran great till now so I know its not out of time. Do you. It's
time to stop throwing parts at it and do some testing. All "crank, no start" conditions are
approached in the same way. Every engine requires certain functions to be able to run. Some of
these functions rely on specific components to work and some components are part of more
than one function so it is important to see the whole picture to be able to conclude anything
about what may have failed. Also, these functions can ONLY be tested during the failure. Any
other time and they will simply test good because the problem isn't present at the moment. If
you approach this in any other way, you are merely guessing and that only serves to replace
unnecessary parts and wastes money. Every engine requires spark, fuel and compression to
run. That's what we have to look for. These are the basics that need to be tested and will give us
the info required to isolate a cause. If none found, check for power supply at one side of the
injector with the key on. Once you have determined which of these functions has dropped out,
you will know which system is having the problem. Was this answer. Please login or register to
post a reply. Related Engine Not Running Content. How to fix an engine not starting running.
Observing lights and sounds when the engine is not starting is essential, these steps can give
you a direction to proceed which are listed in order of difficulty. Seemed To Go Away. Cruiser 2.
Noticed Oil Sponsored links. Ask a Car Question. It's Free! Our Address. Kings Mills, OH The
battery or battery problems are the number-one cause of this type of no-start condition. A quick
way to check your battery is to turn your headlights on. The best way to test a battery is with a
load tester. There are two types: a carbon pile and an inductance tester. They both do the same
thing, but one is electronic and the other is analog. The carbon pile is the analog type tester. For
this type, you hook the tester up to the battery and after you verify the voltage reading, you
activate the carbon pile resistor to put a load on the battery. The surface charge of a good
battery should be If it does, the battery is bad and should be replaced. Buy product. Tests the
condition of your battery and charging systems accurately Performs a second battery-load and
voltage test Works on both If your battery is below Use the slowest setting possible. This can
actually damage your alternator by overworking it. Use a standalone charger on the lowest amp
setting when charging a dead battery. This method helps eliminate false readings. With an
inductance tester, things are much easier. You hook it up to the battery, enter some basic
information that can be found on the battery sticker the CCA rating or cold cranking amp rating ,
and push the button. In a few seconds, you have a readout that tells you if the battery is bad or
not. This
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type of tester uses a different means to test the battery electronically. Both testers will work,
but conductance testers are considerably more expensive. Proster LCR Meter: inductance,
capacitance and resistance measuring meter,it is a Specialdigital instrument which is easy to be
operated, the For me, this is to check the battery connections themselves. The corrosion
buildup between the battery terminal and the battery cable can cause a no-start condition the
same way a loose battery connection can. So make sure your battery cables are clean and tight.
You can use baking soda, an old tooth brush, and a little water to clean a battery. Try it; it works
pretty good. Constructed of vanadium steel Fully polished finish Comes with a handy storage
rack Easy to carry handle Lifetime warranty Available Leave a Reply Cancel reply. Tools Load
Tester. Information Buy product. Product added! Tools Inductance Tester. Supplies Hose
Clamps. Tools Socket Set. Kit Wrench Set. Leave this field empty.

