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Quick Links. Before driving. Controls and features. Seating and safety restraints. Roadside
emergencies. Maintenance and care. Capacities and specifications. Customer assistance.
Reporting safety defects. All rights reserved. Reproduction by any means, electronic or
mechanical including. Ford may change the contents without notice and without incurring
obligation. Automobile Ford Escort Owner's Manual pages. Ford motor company ford e owner's
guide 32 pages. Reproduction by any means, electronic or mechanical including photocopying,
recording or by any information storage and retrieval system or translation in whole or part is
not permitted without written authorization from Ford Motor Company. In addition, ambulance
Ford Ambulance Preparation Package is only available on certain 7. Notice to owners of
diesel-powered vehicles Read the 7. Page 6 Introduction These are some of the symbols you
may see on your vehicle. Page 9 Instrumentation Climate control system pg. Also illuminates if
the parking brake is engaged. Page 11 Instrumentation government emission standards. The
Service Engine Soon indicator light illuminates when the ignition is first turned to the ON
position to check the bulb. When the TCIL the word OFF on the gear shift light is on, the
transmission does not operate in the overdrive mode, refer to the Driving chapter for
transmission function and operation. Page 13 Instrumentation Turn signal Illuminates when the
left or right turn signal or the hazard lights are turned on. If one or both of the indicators stay on
continuously, check for a burned-out turn signal bulb. Refer to Bulbs in the Maintenance and
care chapter. High beams Illuminates when the high beam headlamps are turned on. Page 15
Instrumentation Fuel gauge Displays approximately how much fuel is in the fuel tank when the
key is in the ON position. The fuel gauge may vary slightly when the vehicle is in motion or after
refueling. The ignition should be in the OFF position while the vehicle is being refueled. Page 16
Instrumentation Engine oil pressure gauge This shows the engine oil pressure in the system. If
the gauge indicates low pressure, stop the vehicle as soon as safely possible and switch off the
engine immediately. Page 17 Instrumentation Trip odometer Registers the kilometers miles of
individual journeys. To reset, 50 60 depress the control. Page 19 Controls and features Flash to
pass Pull toward you to activate and release to deactivate. Page 20 Controls and features
Temperature control knob Controls the temperature of the airflow inside the vehicle. On
heater-only systems, the air cannot be cooled below the outside temperature. This allows the
climate control system to be free from contamination of outside pollutants. Page 22 Controls
and features Fan speed control Controls the volume of air circulated in the vehicle. Temperature
control knob Controls the temperature of the airflow inside the vehicle. Airflow will be from the
instrument panel registers. However, the air will not be cooled below the outside temperature
because the air conditioning does not operate in this mode. Page 25 Controls and features 4.
Direct the outer panel vents towards to side windows To increase airflow to the outer panel
vents, close the central panel vents. Auxiliary heater and air conditioner if equipped If your
vehicle is equipped with a factory installed auxiliary unit, the main climate control panel will
include separate controls for the Turn the control to raise or lower volume. Hold for quick
movement. Seek function The seek function control works in radio mode. Page 34 Controls and
features Scan function The scan function works in radio mode. Press the SCAN control again to
stop the scan mode. TREB Speaker balance adjust Speaker sound distribution can be adjusted
between the right and left speakers. Speaker fade adjust Speaker sound can be adjusted
between the front and rear speakers. Page 36 Controls and features Automatic Music Search
The Automatic Music Search feature allows you to quickly locate the beginning of the tape
selection being played or to skip to the next selection. Then, press either REW for the beginning
of the current selection or FF to advance to the next selection. Page 37 Controls and features
Dolby noise reduction Dolby noise reduction operates only in tape mode. Dolby noise reduction
reduces the amount of hiss and static during tape playback. Press the control to activate and
deactivate Dolby noise reduction. Dolby noise reduction is manufactured under license from
Dolby Laboratories Licensing Corporation. When in clock mode, the media information will
display for 10 seconds, when the radio is turned on, and then revert to clock information. Hold
the control to move through the frequencies quickly. Scan function in radio mode Press the
SCAN control to hear a brief sampling of all listenable stations on the frequency band. Press the
control again to stop the scan mode. Scan function in tape mode Press the SCAN control to
hear a short sampling of all selections on the tape. Page 42 Controls and features Autoset
memory preset Autoset allows you to set strong radio stations without losing your original
manually set preset stations. This feature is helpful on trips when you travel between cities with
different radio stations. Starting autoset memory preset 1. Speaker balance adjust Speaker
sound distribution can be FADE adjusted between the right and left speakers. TAPE The first
track of the disc will begin playing. If returning from radio or tape mode, CD play will begin
where it stopped last. Dolby noise reduction Dolby noise reduction operates in tape mode.
Press the control to activate and deactivate the Dolby noise reduction. Page 48 Controls and

features Cleaning compact discs Inspect all discs for contamination before playing. If
necessary, clean discs only with an approved CD cleaner and wipe the center out to the edge.
Do not use circular motion. The further an FM signal travels, the weaker it is. The listenable
range of the average FM station is approximately 40 km 24 miles. Once speed control is
switched off, the previously programmed set speed will be erased. For speed control to operate,
the speed control must be ON and the vehicle speed must be greater Each press will increase
the set speed by 1. Disengaging the speed control will not erase the previously programmed set
speed. Pressing OFF will erase the previously programmed set speed. Hold the control while
adjusting the wheel to the desired position, then release the control. Never adjust the steering
wheel when the vehicle is moving. Page 55 Controls and features Push the control on the end of
the stalk to activate washer. Push and hold for a longer wash cycle. The washer will
automatically shut off after ten seconds of continuous use. The overdrive function allows
automatic upshifts and downshifts through all available gears. The door will open slightly and
can be moved to full open. Page 58 Controls and features Compass zone adjustment 1.
Determine which magnetic zone you are in by referring to the zone map. Turn the ignition to the
ON position. Memory lock If you lock your doors with the power lock switch or the remote
transmitter while the sliding door is open, the door will automatically lock after it is closed. Page
62 Controls and features 2. Move the control in the direction you wish to tilt the mirror. Return
to the center position to lock mirrors in place. Fold-away mirrors Pull the side mirrors in
carefully when driving through a narrow space, like an automatic car wash. Page 63 Controls
and features If there is any potential remote keyless entry problem with your vehicle, ensure
ALL key fobs remote entry transmitters are brought to the dealership, to aid in troubleshooting.
Page 64 Controls and features Replacing the battery The transmitter is powered by one coin
type three-volt lithium battery CR or equivalent. Typical operating range will allow you to be up
to 10 meters 33 feet away from your vehicle. If you purchase additional transmitters up to four
may be programmed into memory , perform the following procedure: To reprogram the
transmitters yourself, place the key in the ignition and turn from 2 LOCK to 3 OFF and cycle
between 3 OFF and 4 ON eight times in rapid succession within 10 seconds ending in Do not
pile cargo higher than the seatbacks to reduce the risk of injuring people in a collision or
sudden stop. Always drive and ride with your seatback upright and the lap belt snug and low
across the hips. Do not pile cargo higher than the seatbacks to avoid injuring people in a
collision or sudden stop. Page 68 Seating and safety restraints Press the control to move the
seat forward, backward, up or down. Turn the lumbar support control clockwise to increase
firmness. Page 69 Seating and safety restraints To make access to the 4th and 5th row seats
easier, attach the 3rd and 4th row passenger side seat belts to the trim panel by using the snaps
attached to the seat belt webbing and the trim panel. Rear bench seat To remove the seats: 1.
Page 70 Seating and safety restraints Stow the tongue end of the detachable anchor 2nd row
only. Move the seat rearward and lift the seats rear hooks away from the rear strikers prior to
lifting the front hooks out from the front strikers. Page 71 Seating and safety restraints To install
the seat: 1. Position the seat in the vehicle. Align front hooks to front strikers, prior to lowering
the rear hooks and aligning them with the rear strikers. Page 72 Seating and safety restraints
Stow the tongue end of the detachable anchor. Pull the seat latch handle, then pull the seat
toward the right side of the vehicle to disengage four pins from the floor mount. Remove the
seat. To install the seats: Check to see that the seat and seatback is latched securely in
position. Page 73 Seating and safety restraints 3. Pull the seat latch handle downward to lock
the seat in position. Page 74 Seating and safety restraints Each seating position in your vehicle
has a specific safety belt assembly which is made up of one buckle and one tongue that are
designed to be used as a pair. Page 75 Seating and safety restraints Vehicle sensitive mode The
vehicle sensitive mode is the normal retractor mode, allowing free shoulder belt length
adjustment to your movements and locking in response to vehicle movement. Page 76 This
indicates the safety belt is now in the automatic locking mode. How to disengage the automatic
locking mode Ford recommends that all safety belt assemblies and attaching hardware should
be inspected by a qualified technician after any collision. Safety belt assemblies not in use
during a collision should also be inspected and replaced if either damage or improper operation
is noted. Page 77 Seating and safety restraints Safety belt pretensioner Your vehicle is
equipped with safety belt pretensioners at the driver and front passenger seating positions. The
safety belt pretensioner is a device which removes excess webbing from the safety belt system.
The safety belt pretensioner uses the same crash sensor system as the front air bag
supplemental restraint system SRS. Page 78 Seating and safety restraints Lap belts Adjusting
the center lap belt The lap belt does not adjust automatically. The lap belt should fit snugly and
as low as possible around the hips, not across the waist. Insert the tongue into the correct
buckle the buckle closest to the direction the tongue is coming from. Page 79 Seating and

safety restraints Safety belt warning light and indicator chime The seat belt warning light
illuminates in the instrument cluster and a chime sounds to remind the occupants to fasten
their safety belts. Conditions of operation If Belts are Ford designs its safety belts to enhance
comfort. If uncomfortable you are uncomfortable - try different positions for the safety belt
upper anchorage and seatback which should be as upright as possible; Page 81 Seating and
safety restraints Do not sit on top of a buckled safety belt to avoid the Belt Minder chime. Sitting
on the safety belt will increase the risk of injury in an accident. To disable one-time or
deactivate the Belt Minder feature please follow the directions stated below. Page 82 if equipped
, LATCH child seat tether anchors and lower anchors if equipped , and attaching hardware,
should be inspected after a collision. Ford recommends that all safety belt assemblies used in
vehicles involved in a collision be replaced. Page 83 This information will assist Ford in the
servicing of your vehicle and may help Ford better understand real world collisions and further
improve the safety of future vehicles. See your Ford or Lincoln Mercury dealer. Modifications to
the front end of the vehicle, including frame, bumper, front end body structure and tow hooks
may effect the performance of the air bag sensors increasing the risk of injury. Page 85 Seating
and safety restraints Additional equipment may effect the performance of the air bag sensors
increasing the risk of injury. Please refer to the Body Builders Layout Book for instructions
about the appropriate installation of additional equipment. Children and air bags For additional
important safety information, read all information on safety restraints in this guide. Page 86
Seating and safety restraints cause activation. Air bags are designed to inflate in frontal and
near-frontal collisions, not rollover, side-impact, or rear-impacts unless the collision causes
sufficient longitudinal deceleration. The air bags inflate and deflate rapidly upon activation.
After air bag deployment, it is normal to notice a smoke-like, powdery residue or smell the burnt
propellant. Page 87 Seating and safety restraints Several air bag system components get hot
after inflation. Do not touch them after inflation. If the air bag has deployed, the air bag will not
function again and must be replaced immediately. If the air bag is not replaced, the unrepaired
area will increase the risk of injury in a collision. Page 88 Forward facing convertible safety
seats can be used in the center of the three-passenger second row bench seat only if a top
tether strap is used. Ford recommends placing forward-facing safety seats in the second row
and using safety seats with top tether straps for added protection. Page 89 To improve the fit of
lap and shoulder belts on children who have outgrown child safety seats, Ford recommends
use of a belt-positioning booster seat that is labelled as conforming to all applicable Federal
motor vehicle safety standards. Belt-positioning booster seats raise the child and provide a
shorter, firmer seating cushion that encourages safer seating posture and better fit of lap and
shoulder belts on the child. Page 90 passenger side front and outboard rear seating positions if
equipped. Ford recommends the use of a child safety seat having a top tether strap. Install the
child safety seat in a seating position which is capable of providing a tether anchorage. For
more information on top tether straps, refer to Attaching safety seats with tether straps. Page 91
Seating and safety restraints Installing child safety seats in combination lap and shoulder belt
seating positions 1. Position the child safety seat in a seat with a combination lap and shoulder
belt. An air bag can kill or injure a child in a child seat. If you must use a forward-facing child
seat in the front seat, move seat all the way back. Page 92 Seating and safety restraints 3. Be
sure the belt webbing is not twisted. Insert the belt tongue into the proper buckle the buckle
closest to the direction the tongue is coming from for that seating position until Page 93 Seating
and safety restraints 7. Pull the lap belt portion across the child seat toward the buckle and pull
up on the shoulder belt while pushing down with your knee on the child seat. Allow the safety
belt to retract to remove any slack in the belt. Page 94 Seating and safety restraints Rear-facing
child seats or infant carriers should never be placed in the front seats. Front passenger seating
position The tether can be attached directly to the rear of the front seat. Position the child safety
seat on the front right-hand passenger seat. Page 95 Seating and safety restraints 4. Clip the
tether strap hook to the seat pedestal to the location shown. Adjust the front right hand
passenger seat to the full rearward position. Refer to the instructions in this section under
Installing child safety seats in combination lap and shoulder belt seating positions to secure the
child safety seat. Page 96 Seating and safety restraints 1. Position the child safety seat on the
second row left hand or right hand bucket seat. Route the child safety tether strap over the back
of the left hand or right hand second row bucket seat as shown. Page 97 Seating and safety
restraints For third row or fourth row 3â€”Passenger bench seat, place the child safety seat on
the center position. Route the child safety tether strap over the back of 3â€”Passenger bench
seat as shown. Clip the tether strap hook to the tether bracket mounted under rear rail of seat
cushion frame as shown. This system meets all Canadian Interference-Causing Equipment
standard requirements regulating the impulse electrical field strength of radio noise. When
starting a fuel-injected engine, avoid pressing the accelerator before or during starting. Page 99

Starting 3. Make sure the parking brake is set. Make sure the gearshift is in P Park. If there is
difficulty in turning the key, firmly rotate the steering wheel left and right until the key turns
freely. Turn the key to 5 START without pressing the accelerator pedal and release as soon as
the engine starts. The key will return to 4 ON. Page Starting Guarding against exhaust fumes
Although odorless and colorless, carbon monoxide is present in exhaust fumes. Take
precautions to avoid its dangerous effects. If you ever smell exhaust fumes of any kind inside
your vehicle, have your dealer inspect and fix your vehicle immediately. Do not drive if you
smell exhaust fumes. Refer to the scheduled maintenance guide for scheduled maintenance. In
normal operation, automotive brake systems may emit occasional or intermittent squeal or
groan noises when the brakes are applied. Page Driving With the ABS light on, the anti-lock
BRAKE brake system is disabled and normal braking is still effective unless the brake warning
light also remains illuminated with parking brake released. If your brake warning lamp
illuminates, have your vehicle serviced immediately. Page Driving The parking brake is not
recommended to stop a moving vehicle. However, if the normal brakes fail, the parking brake
can be used to stop your vehicle in an emergency. Under normal conditions, the Traction-Lok
axle functions like a standard rear axle. Page Driving Your vehicle has the capability to haul
more cargo and people than most passenger cars. Depending upon the type and placement of
the load, hauling people and cargo may raise the center of gravity of the vehicle. Use extra
caution while becoming familiar with your vehicle. Know the capabilities and limitations of both
you as a driver and your vehicle. Page Driving If the parking brake is fully released, but the
brake warning lamp remains illuminated, the brakes may not be working properly. See your
dealer or a qualified service technician. Driving with a 4â€”speed automatic transmission
Understanding gearshift positions To put your vehicle in gear, start the engine, depress the
brake pedal, then move gearshift lever out of P Park. Page Driving Overdrive The normal driving
position for the best fuel economy. Transmission operates in gears one through four. Page
Driving 1 First Use 1 Low to provide maximum engine braking on steep downgrades. Upshifts
can be made by shifting to 2 Second or to Overdrive. Selecting 1 Low at higher speeds causes
the transmission to shift to a lower gear, and will shift to 1 Low after vehicle decelerates to the
proper speed. Page Driving to the front of your vehicle, potentially including weight added to
the cab , the weight added should not exceed the front axle reserve capacity FARC. Additional
frontal weight may be added to the front axle reserve capacity provided you limit your payload
in other ways i. Page Driving 2. Weigh your vehicle as you customarily operate the vehicle
without cargo. To obtain correct weights, try taking your vehicle to a shipping company or an
inspection station for trucks. Subtract your loaded vehicle weight from the maximum GCWR on
the following charts. Frontal Area Of ratio lbs. See your dealer or a reliable trailer dealer if you
require assistance. Hitches Do not use or install hitches that clamp onto the bumper or to the
axle. Underbody hitches are acceptable if installed properly. Page Driving If it is necessary to
relocate the trailer hitch ball position, a frame-mounted trailer hitch must be installed. The
speed control may shut off automatically when you are towing on long, steep grades. Page If a
distance of 80 km 50 miles or a speed of 56 km 35 mph must be exceeded, the drive shaft will
have to be removed. Traction or brake capability may be limited and if the ignition system gets
wet, your engine may stall. This program is separate from the New Vehicle Limited Warranty.
Page Roadside emergencies If you need to arrange roadside assistance for yourself, Ford will
reimburse a reasonable amount. For commercial stripped chassis vehicles, the fuel pump
shut-off switch is located on a bracket above the brake pedal. Page Roadside emergencies Use
the following procedure to reset the fuel pump shut-off switch. Turn the ignition to the OFF
position. Check the fuel system for leaks. If no fuel leak is apparent, reset the fuel pump shut-off
switch by pushing in on the reset button. Page Roadside emergencies The fuses are coded as
follows. Page Roadside emergencies Always replace the cover to the Power Distribution Box
before reconnecting the battery or refilling fluid reservoirs. If the battery has been disconnected
and reconnected, refer to the Battery section of the Maintenance and care chapter. The
high-current fuses are coded as follows. Page Roadside emergencies 3. Remove the jack handle
from the right side compartment and insert the tip of the jack handle through the access hole
and into the tube. Turn the jack handle counterclockwise until the cable is slack and the tire can
be slid rearward from under the vehicle. Page Roadside emergencies Tire change procedure
Preparing to change the tire To prevent the vehicle from moving when you change a tire, be
sure the parking brake is set, then block in both directions the wheel that is diagonally opposite
other side and end of the vehicle to the tire being changed. Page Roadside emergencies 6.
Remove the spare tire and jack from the storage location. Use the tapered end of the lug nut
wrench to unscrew wheel ornaments attached by retaining screws. Remove any wheel trim.
Insert the tapered end of the lug nut wrench behind wheel covers or hubcaps and twist off. Do
not place the jack under or on the steering linkage. Turn the jack handle clockwise until the

wheel is completely off the ground. Do not use oil or grease on threads. Use only Ford
recommended replacement fasteners. An explosion could result in injury or vehicle damage. Do
not push start your vehicle. You could damage the catalytic converter. Page Roadside
emergencies Connecting the jumper cables 1. Note: In the illustrations, lightning bolts are used
to designate the assisting boosting battery. Connect the negative - cable to the negative terminal of the assisting battery. Page Roadside emergencies Jump starting 1. Start the engine
of the booster vehicle and run the engine at moderately increased speed. Start the engine of the
disabled vehicle. Once the disabled vehicle has been started, run both engines for an additional
three minutes before disconnecting the jumper cables. After the disabled vehicle has been
started and the jumper cables removed, allow it to idle for several minutes so the engine
computer can relearn its idle conditions. Page If the vehicle is towed by other means or
incorrectly, vehicle damage may occur. Ford Motor Company provides a towing manual for all
authorized tow truck operators. Have your tow truck operator refer to this manual for proper
hook-up and towing procedures for your vehicle. If your vehicle requires professional service,
your dealership can provide the necessary parts and service. Page Maintenance and care Do
not start your engine with the air cleaner removed and do not remove it while the engine is
running. Inside the vehicle, pull the hood release handle located under the bottom left corner of
the instrument panel. Windshield washer fluid reservoir 2. Engine oil filler cap except 4. Page
Maintenance and care 1. Make sure the vehicle is on level ground. Turn the engine off and wait a
few minutes for the oil to drain into the oil pan. Set the parking brake and ensure the gearshift is
securely latched in P Park. Page Change your engine oil and filter according to the appropriate
schedule listed in the scheduled maintenance guide. Ford production and aftermarket
Motorcraft oil filters are designed for added engine protection and long life. If a replacement oil
filter is used that does not meet Ford material and design specifications, start-up engine noises
or knock may be experienced. Page MAX. Do not fill above this line. Use only a DOT 3 brake
fluid certified to meet Ford specifications. Refer to Lubricant specifications in the Capacities
and specifications chapter. Brake fluid is toxic. If brake fluid contacts the eyes, flush eyes with
running water for 15 minutes. Page In very cold weather, do not fill the reservoir all the way.
Only use a washer fluid that meets Ford specifications. State or local regulations on volatile
organic compounds may restrict the use of methanol, a common windshield washer antifreeze
additive. When the engine is cold, check the level of the engine coolant in the reservoir. For
vehicles with overflow coolant systems with a non-pressurized cap on the coolant recovery
system, add coolant to the coolant recovery reservoir when the engine is cool. Page Operating
an engine with a low level of coolant can result in engine overheating and possible engine
damage. Recycled engine coolant Ford Motor Company recommends the use of a recycled
engine coolant produced by Ford-approved processes in vehicles originally equipped with
Motorcraft Premium Engine Coolant green-colored. Page Maintenance and care capable of
completely shutting down automatically to prevent engine damage, therefore: 1. Pull off the
road as soon as safely possible and turn off the engine. Arrange for the vehicle to be taken to a
service facility. Check the fluid level on the dipstick. Do not add fluid if the level is within this
range. Page Maintenance and care 3. With the parking brake engaged and your foot on the
brake pedal, start the engine and move the gearshift lever through all of the gear ranges. Allow
sufficient time for each gear to engage. Latch the gearshift lever in P Park and leave the engine
running. Page Maintenance and care High fluid level Fluid levels above the safe range may
result in transmission failure. High fluid levels can be caused by an overheating condition.
Adjusting automatic transmission fluid levels Before adding any fluid, make sure the correct
type is used. However, for severe usage or in high temperature climates, check the battery
electrolyte level. Refer to the scheduled maintenance guide for the service interval schedules.
Page Maintenance and care Batteries normally produce explosive gases which can cause
personal injury. Therefore, do not allow flames, sparks or lighted substances to come near the
battery. When working near the battery, always shield your face and protect your eyes. Always
provide proper ventilation. Page Maintenance and care 6. Drive the vehicle to complete the
relearning process. Page Maintenance and care Gasoline engines Disconnect: 1. Disconnect the
primary battery ground cable. Disconnect the auxiliary battery frame ground. Connect: 1. Page
Maintenance and care 2. Reconnect the primary battery ground cable. Diesel engines
Disconnect: Secondary positive cable remains energized after disconnection. Make sure the
tool does not contact any ground surface. Disconnect the secondary positive cable from the
primary battery terminal. Disconnect the primary battery positive cable. Connect: Secondary
positive cable remains energized after disconnection. Reconnect the primary battery positive
cable. Page Maintenance and care Checking the wiper blades If the wiper blades do not wipe
properly, clean both the windshield and wiper blades using undiluted windshield wiper solution
or a mild detergent. Rinse thoroughly with clean water. To avoid damaging the blades, do not

use fuel, kerosene, paint thinner or other solvents. Page 10 to 12 inches or limited production
tires as defined in Title 49 Code of Federal Regulations Part Department of Transportation-Tire
quality grades: The U. Department of Transportation requires Ford to give you the following
information about tire grades exactly as the government has written it. Page Maintenance and
care The temperature grade for this tire is established for a tire that is properly inflated and not
overloaded. Excessive speed, underinflation, or excessive loading, either separately or in
combination, can cause heat buildup and possible tire failure. Page Make sure that all
replacement tires are of the same size, type, load-carrying capacity and tread design e. If you
hear the chains rub or bang against your vehicle, stop and re-tighten the chains. If this does not
work, remove the chains to prevent damage to your vehicle. Fuel such as gasoline is highly
toxic and if swallowed can cause death or permanent injury. Page Maintenance and care The
flow of fuel through a fuel pump nozzle can produce static electricity, which can cause a fire if
fuel is pumped into an ungrounded fuel container. Running out of fuel Avoid running out of fuel
because this situation may have an adverse affect on powertrain components. Page The
customer warranty may be void for any damage to the fuel tank or fuel system if the correct
genuine Ford or Motorcraft fuel filler cap is not used. The fuel system may be under pressure. If
the fuel filler cap is venting vapor or if you hear a hissing sound, wait until it stops before
completely removing the fuel filler cap. You must gather information as accurately and
consistently as possible. Fuel expense, frequency of fillups or fuel gauge readings are NOT
accurate as a measure of fuel economy. Page Maintenance and care Calculating fuel economy
1. Fill the fuel tank completely and record the initial odometer reading in kilometers or miles.
Each time you fill the tank, record the amount of fuel added in liters or gallons. After at least
three to five tank fill-ups, fill the fuel tank and record the current odometer reading.
Unnecessary shifting of this type could result in reduced fuel economy. Page If other than Ford,
Motorcraft or Ford-authorized parts are used for maintenance replacements or for service of
components affecting emission control, such non-Ford parts should be equivalent to genuine
Ford Motor Company parts in performance and durability. Exhaust leaks may result in entry of
harmful and potentially lethal fumes into the passenger compartment. If a bulb is removed for
an extended period of time, contaminants may enter the lamp housings and affect performance.
Remove the bulb retaining ring by rotating it counterclockwise when viewed from the rear to
free it from the bulb socket, and slide the ring off the plastic base. Keep the ring to retain the
new bulb. Remove the two headlamp screws and bezel from the headlamp housing. Remove the
four headlamp bulb retaining screws. Disconnect the electrical connector from the bulb.
Remove the headlamp. To install the new bulb, follow the removal procedures in reverse order.
Page Maintenance and care Replacing high-mount brakelamp bulbs The interior cargo lamp if
equipped will have to be removed from under the high-mount brakelamp assembly located
inside the vehicle. To change the high-mount brakelamp bulbs: 1. Remove the two screws from
the high-mount brakelamp assembly. Follow the same steps to replace either bulb: 1. Remove
the four screws and the lamp assembly from vehicle. Page Customer Assistance If your vehicle
has been in an accident the alignment of your headlamps should be checked by a qualified
service technician. Washing your vehicle Wash your vehicle regularly with cold or lukewarm
water. Observe the application instructions on Page Maintenance and care Remove particles
such as bird droppings, tree sap, insect remains, tar spots, road salt and industrial fallout
immediately. Cleaning the wheels Wash with the same detergent as the body of your vehicle. Do
not use acid-based or alcohol-based wheel cleaners, steel wool, fuel or strong detergents. Page
Cleaning the exterior lamps Wash with the same detergent as the exterior of your vehicle. To
avoid scratching the lamps, do not use a dry paper towel, chemical solvents or abrasive
cleaners. Page Maintenance and care Do not use chemical solvents or strong detergents when
cleaning the steering wheel or instrument panel to avoid contamination of the air bag system.
Cleaning the instrument cluster lens Clean with a damp cloth, then dry with a dry cloth. Do not
use household or glass cleaners as these may damage the lens. Refer to Adding engine
coolant, in the Maintenance and Care chapter. Page Add ml 4 oz. Add ml 6 oz. Page Capacities
and specifications Page Refer to Body Builder for specifications. This label is required by the
National Highway Traffic Safety Administration and is made of special material. If it is tampered
with, it will be destroyed or a destruction pattern will appear. Certification label for incomplete
vehicles On completed derivations of incomplete vehicles, the certification label is affixed at a
location determined by a subsequent stage manufacturer of If you did not take advantage of the
Ford Extended Service Plan at the time of purchasing your vehicle, you may still be eligible.
Please contact your dealer for further information. Since this information is subject to Page
Away from home If you own a Ford or Mercury vehicle and are away from home when your
vehicle needs service, or if you need more help than the dealership could provide, after
following the steps described above, contact the Ford Customer Relationship Center to find an

authorized dealership to help you. Page P. Page If your vehicle must be serviced while you are
traveling or living in Central or South America, the Caribbean, or the Middle East, contact the
nearest Ford dealership. Page Index Index disconnecting Page Page Index recommendations
Page Index Hood Page Index for children Page Index trailer towing Page Filling Station
Information Windshield washer fluid 4. Use Ford Premium Engine Coolant green in color. Page
Filling station information Ensure the correct automatic transmission fluid is used.
Transmission fluid requirements are indicated on the dipstick or on the dipstick handle. Check
the container to verify the fluid being added is of the correct type. Refer to your scheduled
maintenance guide to determine the correct service interval. Print page 1 Print document pages.
Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload from
disk. Upload from URL. A majority of all used US imports have either been in accidents, been
stolen, been flooded, salvaged and rebuilt and shipped to Europe or are subject to open recalls.
For 30 years, CARFAX has been collecting data on US vehicles from thousands of sources and
has helped millions of used car shoppers reduce their risk of getting stuck with a vehicle that
has costly hidden problems. For more than 30 years, CARFAX has been helping millions of
used car shoppers make better purchase decisions and avoid expensive hidden problems. In
addition, CARFAX has helped used car dealers around the world to build trust with their
customers and sell their American cars with confidence. With more than 14 billion records,
CARFAX has built up its database with the help of its partners and sources, including
government offices, law enforcement agencies, service and repair shops, car dealerships,
insurance companies and many more. In addition to publicly available information, CARFAX has
collected information from many independent reliable sources. Thanks for the service, the price
was absolutely worth. Immediately to the Internet, paid with credit card and in 10 minutes I had
the report. Vehicle imported from California to Lithuania. For some weeks "Babs" is now with us
and we have a lot of fun with the car. Buying Used American Cars? Search by VIN. Instant
Access. We offer you unique vehicle history to help you make better purchase decisions.
Trusted by millions of users. Worldwide market leader. The most popular blog articles How to
detect mileage rollback? Mileage rollback is one of the most occurring types of fraud in the
selling process of used cars. However, there are ways to detect mileage fraud. Even though
odometer fraud is difficult to detect for the untrained eye, it is not an impossible task. Import a
car from the USA. There are a few advantages to buying a American used car. Check the Service
History of a Car. How important is the service history of a car? CARFAX takes a look at these
questions and explains the importance of the service history of a car, as well as where you can
find the complete history of service records. Make a VIN Search. Quick Links. See also: Owner's
Manual , User Manual. Table of Contents. Table of Contents Introduction. Instrument Cluster.
Warning And Control Lights. Entertainment Systems. Climate Controls. Heater Only. Turn Signal
Control. Bulb Replacement. Driver Controls. Steering Wheel Adjustment. Locks And Security.
Owners Guide postfmt. USA English fus. Ford may change the contents without notice and
without incurring obligation. Page 4: Introduction California to cause cancer and birth defects or
other reproductive harm. Please take the time to get well acquainted with your vehicle by
reading this handbook. The more you know and understand about your vehicle, the greater the
safety and pleasure you will derive from driving it. Page 5 In order to properly diagnose and
service your vehicle, Ford Motor Company, Ford of Canada and service and repair facilities may
access vehicle diagnostic information through a direct connection to your vehicle when
diagnosing or servicing your vehicle. To access this information, special equipment must be
directly connected to the recording modules. Ford Motor Company and Ford of Canada do not
access event data recorder information without obtaining consent, In addition, ambulance
usage without the preparation package could cause high underbody temperatures,
overpressurized fuel and a risk of spraying fuel which could lead to fires. A chime will also
sound to remind you to fasten your safety belt. Charging system: Illuminates when the battery
is not charging properly. Odometer: Registers the total kilometers miles of the vehicle. Refer to
Filling the tank in the Maintenance and Specifications chapter for more information. Press SEEK
to decrease increase the hours. Press TUNE to decrease or increase the minutes. Then press
SEEK to decrease or increase hours. Cassette door: Insert a cassette into the cassette door.
CD: Press and hold until desired selection is reached. Irregular shaped CDs, CDs with a scratch
protection film attached, and CDs with homemade paper adhesive labels should not be inserted
into the CD player. The label may peel and cause the CD to become jammed. Page 22 5. Eject:
Press to eject a CD. Press and hold to eject all loaded discs. If disc is not removed, it will reload
into the system. Works with the ignition on or off. If not, stations will be repeated. Press again to
deactivate. Page Rear Seat Entertainment System 2. Do not attempt to service, repair or modify
the AutoVision System. See your Ford or Lincoln Mercury dealer. Page 29 If a videocassette is
already in the player, remove it. This could take an hour or more. If liquid is accidentally spilled

onto the system, immediately turn the system OFF and consult a qualified service technician.
For more information on these circuits, please refer to Humidity and moisture condensation and
Temperature extremes in this chapter. Press to eject the tape. Ensure that you use only new
batteries of the same brand. The settings of the front seat controls will always override those of
the rear seat controls. Press the control again to engage the rear speakers and deactivate the
Personal Audio Feature. Insert a videocassette into the VCP. The videocassette should
automatically begin playback, and the picture will appear within approximately nine seconds.
The VCP will reverse to the previous five seconds of the selection and then operate at normal
playback mode. If there is not a video source connected to the Auxiliary input jack, the screen
will be blank. Illuminates when there is a videocassette in the system during power on.
Illuminates when a videocassette is ejected from the system. Illuminates when the
videocassette is in PLAY mode. Illuminates when the videocassette is in REV review mode.
Illuminates when the videocassette is in CUE mode. Plug headphones into these jacks. Set the
temperature control to maintain comfort. Set the fan speed to HI. Do not place objects on top of
the instrument panel as these objects may become projectiles in a collision or sudden stop.
FLR: Distributes outside air through the floor vents. MIX: Distributes outside air through the
windshield defroster vents and floor vents. To install the new bulb, follow the removal
procedures in reverse order. Remove two screws and pull lamp assembly away from the
vehicle. Rotate the bulb socket counterclockwise and remove. Carefully pull the bulb straight
out of the socket. To complete installation, follow the removal procedures in reverse order.
Remove bulb socket from lamp assembly by turning counterclockwise. Pull the bulb out from
socket and push in the new bulb. Carefully pull the bulb straight out of the socket and push in
the new bulb. To install the lamp, follow the removal procedures in reverse order. Attach the
new wiper to the wiper arm and press it into place until a click is heard. Replace wiper blades
every 6 months for optimum performance. Installing a garage door opener if equipped The
storage compartment can be converted to accommodate a variety of aftermarket garage door
openers: Econoline eco Owners Guide postfmt USA English fus Page 60 Compass The
compass display is contained in the overhead console. Exceeding these limits will result in a
blown fuse. Always keep the power point caps closed when not being used. Return to the center
position to disable the adjust function. Spotter mirror Note: New spotter mirrors may be stiff,
requiring several cycles before the spotter adjustment effort eases. Press the ON control and
release 2. Accelerate to the desired speed. Take your foot off the accelerator pedal. Note: When
you turn off the speed control or the ignition, your speed control set speed memory is erased. If
there is a problem with the remote entry system make sure to take ALL remote entry
transmitters with you to the dealership, this will aid in troubleshooting the problem. Twist a thin
coin between the two halves of the remote entry transmitter near the key ring. Note: The eighth
turn must end in the 4 ON position. Always drive and ride with your seatback upright and the lap
belt snug and low across the hips. Lift handle to move seat forward or backward. Press to raise
or lower the front portion of the seat cushion. Pull the seat latch handle downward to lock the
seat in position. Stow the tongue end of the detachable anchor 2nd row only. Always latch the
vehicle seat to the floor, whether the seat is occupied or empty. If not latched, the seat may
cause injury during a sudden stop. Always transport children 12 years old and under in the back
seat and always properly use appropriate child restraints. As the belt retracts, you will hear a
clicking sound. This indicates the safety belt is now in the automatic locking mode. Failure to
replace the safety belt assembly under the above conditions could result in severe personal
injuries in the event of a collision. If you are uncomfortable - try different positions for the safety
belt upper anchorage and seatback which should be as upright as possible; this can improve
comfort. One time disable Any time the safety belt is buckled and then unbuckled during an
ignition ON cycle, the BeltMinder will be disabled for that ignition cycle only. As confirmation,
the restraint system warning light Econoline eco Owners Guide postfmt USA English fus Page
88 if equipped , shoulder belt guide on seatback if equipped , child safety seat LATCH and
tether anchors, and attaching hardware, should be inspected after a collision. Ford Motor
Company recommends that all safety belt assemblies in use in vehicles involved in a collision
be replaced. Modifying or adding equipment to the front end of the vehicle Page 91 Air bags are
designed to inflate in frontal and near-frontal collisions, not rollover, side-impact, or
rear-impacts unless the collision causes sufficient longitudinal deceleration. If the air bag is not
replaced, the unrepaired area will increase the risk of injury in a collision. Accident statistics
suggest that children are safer when properly restrained in the rear seating positions than in the
front seating position. Page 95 To improve the fit of both the lap and shoulder belt on children
who have outgrown child safety seats, Ford Motor Company recommends use of a
belt-positioning booster. Booster seats position a child so that safety belts fit better. They lift
the child up so that the lap belt rests low across the hips and the knees bend comfortably. Refer

to Automatic locking mode passenger side front and outboard rear seating positions if
equipped. Ford recommends the use of a child safety seat having a top tether strap. Page 99
Make sure the tongue is latched securely by pulling on it. If the retractor is not locked, unbuckle
the belt and repeat steps two through nine. Check to make sure the child seat is properly
secured before each use. Position the child safety seat on the front right-hand passenger seat.
Adjust the front right-hand passenger seat full forward. Clip the tether strap hook to the seat
pedestal to the location shown. Adjust the front right hand passenger seat to the full rearward
position. Route the child safety tether strap over the back of the left hand or right hand second
row bucket seat. Route the child safety tether strap over the back of 3â€”Passenger bench seat.
Check to see if the anchors hold the seat in place. If the safety seat is not anchored properly,
the risk of a child being injured in a crash greatly increases. Extended idling at high engine
speeds can produce very high temperatures in the engine and exhaust system, creating the risk
of fire or other damage. Make sure the headlamps and electrical accessories are off. Excessive
cranking could damage the starter. Always set the parking brake fully and make sure that the
gearshift is securely latched in P Park. Drivers should be responsible for enforcing the policy.
See your dealer or a qualified service technician. Hold the brake pedal down while in this
position. Overdrive The normal driving position for the best fuel economy. Transmission
operates in gears one through four. Failure to drive cautiously could result in an increased risk
of loss of vehicle control, vehicle rollover, personal injury and death. Hitches Do not use or
install hitches that clamp onto the bumper or to the axle. Underbody hitches are acceptable if
installed properly. The speed control may shut off automatically when you are towing on long,
steep grades. Reconnect the wiring to the trailer after the trailer is removed from the water. This
program is separate from the New Vehicle Limited Warranty. If you need to arrange roadside
assistance for yourself, Ford Motor Company will reimburse a reasonable amount. To obtain
reimbursement information, U. Ford or Mercury vehicles customers call ; Lincoln vehicle
customers call 1â€”â€”â€” Page 3. If no leaks are apparent, reset the switch by pushing in on
the reset button. Turn the ignition ON. Wait a few seconds and return the key to OFF. Make
another check of leaks. Remove the panel cover to access the fuses. Park on a level surface.
Activate the warning flashers. Place the gearshift in P Park. Remove the spare tire and jack if
equipped on E chassis cab vehicles from the storage location. Position the jack to raise the
front or rear wheel. Lay the tire on the ground with the valve stem facing in the direction
specified on the Tire Changing Instructions located with the jack hardware. Use only Ford
recommended replacement fasteners. Over time, the adaptive learning process will fully update
transmission operation. Note: In the illustrations, lightning bolts are used to designate the
assisting boosting battery. Ensure that the cables are clear of fan blades, belts, moving parts of
both engines, or any fuel delivery system parts. Jump starting 1. Start the engine of the booster
vehicle and run the engine at moderately increased speed. Remove the jumper cable from the
ground metal surface. Do not tow with a slingbelt. Ford Motor Company has not approved a
slingbelt towing procedure. Page Customer Assistance Center at the number below. Away from
home If you own a Ford or Mercury vehicle and are away from home when your vehicle needs
service, or if you need more help than the dealership could provide, after following the steps
described above, contact the Ford Customer Relationship Center to find an authorized
dealership to help you. Page If you still have a complaint involving a warranty dispute, you may
wish to contact the Dispute Settlement Board U. In some states in the U. Ford is also allowed a
final repair attempt in some states. If you did not take advantage of the Ford Extended Service
Plan at the time of purchasing your vehicle, you may still be eligible. Since this information is
subject to change, please ask your dealer for complete details about Ford Extended Service
Plan coverage options, or visit the Ford ESP website at The decisions of the Board are binding
on Ford and, in some cases, on the dealer but not on consumers who are free to pursue other
remedies available to them under state or federal law. Page If your vehicle must be serviced
while you are traveling or living in Central or South America, the Caribbean, or the Middle East,
contact the nearest Ford dealership. Page Reporting Safety Defects U. Page Cleaning low-gloss
black colored trim, such as grained door handles, roof racks, bumpers, side moldings, mirror
housings or the windshield cowl area. The high-pressure fluid could penetrate the sealed parts
and cause damage. These quality products have been specifically engineered to fulfill your
automotive needs; they are custom designed to complement the style and appearance of your
vehicle. Set the parking brake and shift to P Park. Block the wheels. Note: Do not start your
engine with the air cleaner removed and do not remove it while the engine is running. Go to the
front of the vehicle and release the auxiliary latch that is located in the center top of the grill. Lift
the hood and secure it with the prop rod. Automatic transmission fluid dipstick 4. Air filter
assembly 5. Engine oil dipstick 6. Engine oil filler cap 7. Power steering fluid reservoir 8. Brake
fluid reservoir 9. Engine coolant reservoir Turn the engine off and wait a few minutes for the oil

to drain into the oil pan. Set the parking brake and ensure the gearshift is securely latched in P
Park. Open the hood. Protect yourself from engine heat. Recheck the engine oil level. Make sure
the oil level is not above the MAX mark on the engine oil level indicator dipstick. Page Battery
Therefore, do not allow flames, sparks or lighted substances to come near the battery. When
working near the battery, always shield your face and protect your eyes. Always provide proper
ventilation. The auxiliary battery is located on the passenger side frame rail. Connect: 1.
Reconnect the auxiliary battery frame ground. Disconnect the secondary positive cable from the
primary battery terminal. Wrap the secondary positive cable with a non-conductive material to
insulate. Reconnect the primary battery positive cable. Reconnect the primary battery ground
cable. Unwrap the secondary positive cable and reconnect to the primary battery terminal.
When the engine is cold, check the level of the engine coolant in the reservoir. If you removed
the radiator cap in an overflow system, fill the radiator until the coolant is visible and radiator is
almost full. Page If the engine reaches a preset over-temperature condition, the engine will
automatically switch to alternating cylinder operation. Each disabled cylinder acts as an air
pump and cools the engine. If the fuel filler cap is venting vapor or if you hear a hissing sound,
wait until it stops before completely removing the fuel filler cap. Otherwise, fuel may spray out
and injure you or others. Breathing gasoline vapors, or skin contact could cause an adverse
reaction. In sensitive individuals, serious personal injury or sickness may result. If fuel is
Econoline eco Owners Guide postfmt USA English fus Page Turn off the engine, remove the fuel
filler cap, align the cap properly and reinstall it. The fuel system may be under pressure. Page
Ask your fuel supplier about gasolines that meet the World-wide Fuel Charter. Running out of
fuel Avoid running out of fuel because this situation may have an adverse affect on powertrain
components. Page Your results will be most accurate if your filling method is consistent.
Calculating fuel economy 1. Fill the fuel tank completely and record the initial odometer reading
in kilometers or miles. Unnecessary shifting of this type could result in reduced fuel economy.
Contact your dealer if the window sticker is not supplied with your vehicle. The EPA window
sticker should be your guide for the fuel economy comparisons with other vehicles. Check the
fluid level on the dipstick. Do not add fluid if the level is within this range. However, if fluid is
added at this time, an overfill condition could result when the vehicle reaches normal operating
temperature. When changing the air filter element, use only the Motorcraft air filter element
listed. Refer to Motorcraft Part Numbers. The Quality grades can be found where applicable on
the tire sidewall between tread shoulder and maximum section width. Department of
Transportation-Tire quality grades: The U. Department of Transportation requires Ford to give
you the following information about tire grades exactly as the government has written it. It is an
index that relates to how much weight a tire can carry. If not, contact a local tire dealer. The tire
suppliers may have additional markings, notes or warnings such as standard load, radial
tubeless, etc. In general, the larger the number, the wider the tire. You are strongly urged to buy
a reliable tire pressure gauge, as automatic service station gauges may be inaccurate. Ford
recommends the use of a digital or dial type tire pressure gauge rather than a stick type of tire
pressure gauge. Page 7. Check the sidewalls to make sure there are no gouges, cuts, bulges or
other irregularities. Do not use tire chains on dry roads. Do not remove these components from
your vehicle when using snow tires and chains. If a spark plug needs to be replaced, use only
spark plugs with the service part number suffix letter as shown on the engine decal. Add ml 4
oz. Use of synthetic or synthetic blend motor oil is not mandatory. Add ml 8 oz. Page Ford
Motor Company will repair or Page Instrument panel automotive fuels This manual is also
suitable for: econoline. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL. Fleetwood
prides itself on building dependable products that help families reconnect one journey at a time.
These brochures can be the beginning of your storybook adventure. Unable to find document.
Owner's Manuals Fleetwood prides itself on building dependable products that help families
reconnect one journey at a time. Download a Brochure Download a Manual. Necessary
Required. Cookies that the site cannot function properly without. This includes cookies for
access to secure areas and CSRF security. Craft's default cookies do not collect IP addresses.
Name : CraftSessionId. Description : Craft relies on PHP sessions to maintain sessions across
web requests. That is done via the PHP session cookie. This cookie will expire as soon as the
session expires. Description : When you log into the Control Panel, you will get an
authentication cookie used to maintain your authenticated state. The cookie only stores
information necessary to maintain a secure, authenticated session and will only exist for as
long as the user is authenticated in Craft. Description : If you check the "Keep me logged in"
option during login, this cookie is used to remember the username for your next authentication.
Statistic cookies help us understand how visitors interact with websites by collecting and
reporting information anonymously. Marketing cookies are used to track visitors across

websites. The intention is to display ads that are relevant and engaging for the individual user
and thereby more valuable for publishers and third party advertisers. Details Hide Details. Read
more and download! For Ford E-series users, it is highly important to get relevant repair manual
at reasonable rates. They visit various online sites to find the best manual but get confused how
to compare these manuals. We do not only offer quality service manual but inform our visitors
about distinctive features which are necessary for doing simple jobs related to repair,
installation and maintenance. Ford E-Series has a lot of parts that are similar to F-Series. Since ,
E-series has been given title of best selling automobile in USA. We crush competitors giving
customers the factory repair manual in a legal manner. Respecting the copyright of the
manufacturers, our repair manuals are taken directly from the manufacturer, so are the highest
quality possible. Only we can offer these service manuals in PDF version. Only we can give the
customer exactly manual written for his car. Because we use customers car VIN number when
we deliver these workshop manuals. There are various reasons that compel customers to visit
our site again and again to purchase the factory manual for their newly purchased vehicles. If
you are using , , or model year of E-Series , E , E , E or E , than you can download this factory
repair manual for routine use. Our website is popular all over the world for authentic, company
approved, relevant and comprehensive manuals. We do not copy files from other websites to
provide low quality content to customers. Whatever is given in service manual is checked and
approved by technicians. First of all, it is downloaded in your system and can work without
getting connected to website. Only WinZip and Adobe Reader
lr3 air suspension valve block
2005 ford focus manual
2005 chrysler sebring timing belt replacement
should be installed in system. Side by side, relocation of file from desktop to Smartphone,
Laptop to USB or CD is quite easy as this service manual gives best performance in a variety of
modes. There are pertinent wiring diagrams for the support of customers. Contact with our staff
and get our assistance to download the manual. Factory Manual The only service manual that
matter! April 23, Manual Content E-series engine specification Maintenance Diagnosis of
problem Tune-up Air filter Oil filter Engine oil Battery installation or charging Radiator Gearbox
Gasket Water pump Headlights and tail lights Fog lights installation Interior lighting Steering
Door lock system Power windows Installation of side mirrors Power mirrors Seat belts Ignition
Rear and front axle Suspension Wheel alignment Wiring diagram Reasons to Select our Service
Manual There are various reasons that compel customers to visit our site again and again to
purchase the factory manual for their newly purchased vehicles.

