2002 jeep liberty fuse diagram

Fuse box diagram fuse layout , location, and assignment of fuses and relays Jeep Liberty KJ , , ,
, , A fuse is an element for protecting the electrical system. A fuse will trip i. If an electrical
device is not working, check whether the respective fuse is blown. Look at the silver-colored
band inside the fuse. If the band is broken or melted, replace the fuse. Check those fuses first
that protect the failed component, but check all the fuses before deciding that a blown fuse is
not the cause. The interior fuse panel is on the left side of the instrument panel. A label is
attached to the fuse panel cover to identify each fuse for ease of replacement. The electrical
power distribution center is located in the engine compartment near the battery. A label inside
the latching cover of the center identifies each component for ease of replacement, if
necessary. Necessary cookies are absolutely essential for the website to function properly. This
category only includes cookies that ensures basic functionalities and security features of the
website. These cookies do not store any personal information. Any cookies that may not be
particularly necessary for the website to function and is used specifically to collect user
personal data via analytics, ads, other embedded contents are termed as non-necessary
cookies. It is mandatory to procure user consent prior to running these cookies on your
website. Never replace a broken fuse with anything other than a new fuse. Always use a fuse of
the same color. Never change a fuse with another amperage. This can cause damage to the
electrical system and fire. If the fuse blows again, have the vehicle inspected at a qualified
service center. Main Page. This website uses cookies to improve your experience. We'll assume
you're ok with this, but you can opt-out if you wish. Close Privacy Overview This website uses
cookies to improve your experience while you navigate through the website. Out of these
cookies, the cookies that are categorized as necessary are stored on your browser as they are
essential for the working of basic functionalities of the website. We also use third-party cookies
that help us analyze and understand how you use this website. These cookies will be stored in
your browser only with your consent. You also have the option to opt-out of these cookies. But
opting out of some of these cookies may have an effect on your browsing experience.
Necessary Always Enabled. Non-necessary Non-necessary. Honda City helped make these
videos. The video above shows how to replace blown fuses in the interior fuse box of your Jeep
Liberty in addition to the fuse panel diagram location. Electrical components such as your map
light, radio, heated seats, high beams, power windows all have fuses and if they suddenly stop
working, chances are you have a fuse that has blown out. If your Liberty is experiencing
electrical problems, you should always check the fuses first, because they are relatively easy to
check and cheap to change. Some Jeeps have multiple interior fuse boxes including in the trunk
- the video above will show you where the interior fuse box of your Liberty is located. If your
Liberty has many options like a sunroof, navigation, heated seats, etc, the more fuses it has.
Some components may have multiple fuses, so make sure you check all of the fuses that are
linked to the component in question. If you need to replace a blown fuse in your Liberty, make
sure you replace it with one that has the same amperage as the blown fuse. If checking and
replacing the fuse for the component in question doesn't work, we recommend seeking
assistance from a trusted professional mechanic. They should be able to figure out if the
component needs to be replaced or if there is a short or some other problem with your Liberty.
Hans Angermeier has produced over , videos showing drivers how to fix things on their cars. He
has broad expertise on basic repair procedures covering the majority of cars on the road.
Transmissions that leak fluid usually have never been flushed and the seal is finally leaking.
The right stop leak product can cure a lot. Car companies often use the same engines in
different cars. They also slightly alter the styling and sell the same car by two different names
amongst other tricks to help offset development costs. Our system selects the most applicable
video for your car based, in part, on these characteristics. The video displayed may not look
exactly like your car, but may be relevant enough for you to get a good idea how to do it.
Getting Started - Prepare for the repair. Car Displayed: Dodge Nitro Heat 3. Share on. Full list of
part and tools. Author Hans Angermeier has produced over , videos showing drivers how to fix
things on their cars. Fix minor oil leaks. Learn how to diagnose and fix minor oil leaks in your
car. Try this cheap fix for leaks. Animals love the sweet smell of antifreeze, too bad it's toxic! Fix
your minor leaks. Change an engine fuse. If you have an electrical component that doesn't
work, try replacing the fuse first. Dealing with minor transmission fluid leaks. See all videos for
the Dodge Nitro. We have a massive and growing video library, but we don't have everything
The easiest way to diagnose a Jeep no start is with a scan tool. Remove the starter relay from
the power distribution center in the engine compartment. Check for battery power on two
terminals in the relay socket with the key in the start position. If you see battery voltage, check
for ground on pin 85 in the relay socket. Remove the ASD relay from the power distribution
center in the engine compartment. Refer to the chart below and check for 5-volt reference
voltage and good ground on the appropriate pins in the connector. Perform this test with the

key in the RUN position. A broken ignition switch actuator pin may partially rotate the ignition
switch, allowing the engine to crank but not fire up. This is a pretty common failure. Chrysler
wants you to buy the complete steering column. But you can buy just the broken part. Dorman
ignition switch actuator pin. Buy a Dorman ignition switch actuator pin. Buy a Dorman ignition
switch. They include wiring diagrams and technical service bulletins. In most cases, their
diagrams are right from the factory manuals. Pricing: Eautorepair. So you have to refer to the
factory legends to learn the identification symbols and then refer back to circuit diagrams to
find the splice and ground locations. However, Alldatadiy. If you need to dig into your doors,
dash or console, Alldatadiy. Jeep wiring diagram. Dorman ignition switch. Find this article
useful? Share it! Categories Jeep No start. Tags Jeep no start. Quick Links. Page 2 new vehicles
purchased in the U. We hope you find it useful. Replacement DVD kits may be purchased by
visiting Be assured that it represents precision workmanship, distinctive styling, and high
quality - all essentials that are traditional to our vehicles. Your new Chrysler Group LLC vehicle
has characteristics to enhance the driver's control under some driving conditions. Page 5:
Rollover Warning If your symptoms persist, please see an authorized dealer. Exhaust gas
contains Carbon Monoxide CO which is odorless and colorless. In a collision, you and your
passengers can suffer much greater injuries if you are not buckled up properly. You can strike
the interior of your vehicle or other passengers, or you can be thrown out of the vehicle. Always
be sure you and others in your vehicle are buckled up properly. According to crash statistics,
children are safer when properly restrained in the rear seats rather than in the front. Do not
place any article under a power seat or impede its ability to move as it may cause damage to the
seat controls. Seat travel may become limited if movement is stopped by an obstruction in the
seat's path. Be certain that the seatback is securely locked into position. An improperly latched
seat could cause serious injury. Your vehicle could go too fast for the conditions, and you could
lose control. A collision could be the result. Do not use Electronic Speed Control in heavy traffic
or on roads that are winding, icy, snow-covered or slippery. To open the flipper glass, push up
on the window switch located on the liftgate. NOTE: If a malfunction to the liftgate latch should
occur, an emergency liftgate latch release, located on the inside of the vehicle, can be used to
open the liftgate. During Express Vent operation, any movement of the switch will stop the
sunroof. To determine if your radio has these features, press the Voice Command button on the
radio. The volume may be controlled using the radio or portable device. You can enter any
four-digit PIN. You will not need to remember this PIN after the initial pairing process. Refer to
the phone compatibility list at Connected mobile phones must be bluetooth- compatible, and
paired with your radio. Exhaust gas from your vehicle contains Carbon Monoxide CO which is
odorless and colorless. Carbon Monoxide is poisonous when inhaled and can cause you and
others to be severely injured or killed. The anchors for a child seat tether load floor has a
built-in storage bin that can hold a variety of items. TPMS malfunctions may occur for a variety
of reasons, including the installation of replacement or alternate tires or wheels on the vehicle
that prevent the TPMS from functioning properly. The vehicle should be serviced if the light
stays on through several typical driving cycles. Pull far enough off the road to avoid the danger
of being hit when operating the jack or changing the wheel. Keep open flames or sparks away
from the battery. Turn your steering wheel right and left to clear the area around the front
wheels. This center contains cartridge fuses, mini-fuses and relays. Box 21â€” constituents,
and certain vehicle components contain, or emit, Auburn Hills, MI â€” chemicals known to the
State of Phone: 1â€”â€”â€” California to cause cancer and birth defects, or other reproductive
harm. Page 87 Driving and Alcohol: Drunken driving is one of the most frequent causes of
collisions. Your driving ability can be seriously impaired with blood alcohol levels far below the
legal minimum. Ride with a designated non-drinking driver, call a cab, a friend, or use public
transportation. Page 88 Jeep. This manual is also suitable for: liberty. Print page 1 Print
document 88 pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL. Ad vertisements. In this article, we consider the
second-generation Jeep Wrangler TJ , produced from to Here you will find fuse box diagrams of
Jeep Wrangler , , , , , , , , and , get information about the location of the fuse panels inside the
car, and learn about the assignment of each fuse fuse layout and relay. Cigar lighter power
outlet fuses in the Jeep Wrangler are the fuses 18 or 19 in the passenger compartment fuse box,
and 17 in the engine compartment The fuse panel is located behind the glove box. Your vehicle
is equipped with an electrical power distribu
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tion center located in the engine compartment near the battery. A label inside the latching

cover of the center identifies each component for ease of replacement, if necessary. Cartridge
and mini micro fuses can be obtained from your authorized dealer. How to check the fuses?
How to replace a blown fuse? Why do car fuses blow? Types of automotive fuses. Table of
Contents. Fuse Box Location. To access the fuse panel the glove box must be removed. It is
removed by slipping the glove box strap off the hook and letting the door roll down off its
hinges. Tilt the upper edge of the glove box door upward toward the instrument panel enough to
reattach the glove box strap to the door. Rotate glove box door to closed position. Open and
close to insure proper installation. Fuse Box Diagrams. Learn more: How to check the fuses?
We use cookies to ensure that we give you the best experience on our website. If you continue
to use this site we will assume that you are happy with it. Ok Privacy policy.

