2003 buick rendezvous wiring diagram

Wiring Collection. Repairing electrical wiring, more than every other household project is about
security. Install an electrical outlet properly and it's as safe as this can be; set it up improperly
and is actually potentially deadly. That is why there are numerous rules surrounding electrical
wiring and installations. The particular rules can be complicated, for positive, and sometimes
complicated, even for learn electricians, but you can find basic concepts and practices that
apply at almost every electrical wiring project, especially the kind that will DIYers are qualified
to tackle. Effectively read a electrical wiring diagram, one provides to learn how typically the
components in the system operate. For instance , if a module is powered up also it sends out a
signal of half the voltage in addition to the technician will not know this, he'd think he has a
challenge, as he would expect a 12V signal. Subsequent diagrams is pretty simple, but making
use of it in the range of how the system operates is a new different matter. My most sage advice
is not only look at the diagram, but understand how the components operate when inside use.
Read wiring diagrams from unfavorable to positive in addition to redraw the routine as a
straight collection. Be sure to keep these security tips in mind to avoid hazards during your
home electrical wiring project. Make sure everyone in your house is aware that electrical work is
going on. Tape the routine breaker into the off position. Never touch plumbing or gasoline pipes
while working with electricity they are often used to ground electrical systems. Before
beginning, ensure you have a plan in place as to what outlets, switches and fixtures will be
involved in your project. You may be in a position to lease some of this equipment from your
neighborhood hardware store. If you are installing new receptacles make certain the new ones
match the wiring in your home. A AL-CU seal of approval means it can be used on aluminum
and water piping wiring. When it is unmarked or there exists a slash through the AL if should
only be used on copper wiring. Never splice wire connections together and conceal them within
a wall with out a junction box â€” an accessible junction box should always be used to sign up
for wires. When in doubt, consult reveal reference guide or find a professional to do the work.
Even if you think you received the project right, one mistake could leave a potential fire hazard
hiding in your surfaces. A reputable electrical contractor understands all facets of home wiring
and may be able to wire your home safely in less time than it takes you to definitely learn.
Facebook Tweet Pin. Buick Rendezvous owners have reported 17 problems related to wiring
under the electrical system category. The most recently reported issues are listed below. Also
please check out the statistics and reliability analysis of Buick Rendezvous based on all
problems reported for the Rendezvous. Vehicle shuts down while driving without warning, and
it can only be started by moving the fuse box wiring around. Not sure what else to do about this
problem. Mechanics are unable to help or diagnose this problem. See all problems of the Buick
Rendezvous. I've had so many problems with this vehicle. The first problem I had was while
driving on the highway the reduced engine power light and traction system light would come on
and the vehicle would just decelerate and wouldn't go over 15mph. I had it repaired once and
was told it was the wiring harness and then 2 months later the same thing happened again had
it repaired and was told it was the wiring harness and computer that needed replaced. And now
I'm having a similar issue but this time the service engine soon light is flashing but the car
doesn't want to accelerate and takes several seconds to even get up to 35 mph. This is
ridiculous. My mechanic even told me I should just get rid of the vehicle because it obviously
has major wiring issues. It only has , miles. The contact owns a Buick Rendezvous. The contact
stated while driving 55 mph, the vehicle stalled and failed to restart. The contact mentioned that
the abs and the service traction system warning indicator illuminated. Also, the fuel gauge was
giving inaccurate readings. The vehicle was towed to an independent mechanic. The technician
stated that the electrical wiring under the seat had corroded due to the internal leakage of the ac
unit. As a result, the carpet created mold due to the wetness and the floor board was corroded
as well. The mechanic also discovered that the all wheel drive was disabled. The vehicle had not
been repaired. The manufacturer was not made aware of the problem. The approximate failure
mileage was , The contact stated that while attempting to reverse, the engine stalled without
warning. The vehicle failed to restart after numerous attempts. The vehicle was towed to an
independent mechanic for a diagnosis. The mechanic informed that the engine wiring harness
needed to be replaced. The vehicle was not repaired. The manufacturer was notified of the
failure. While driving approximately 10 mph, the contact noticed smoke from the driver's side
front seat. Upon further inspection, she noticed flames coming from the vehicle. She took her
vehicle to a dealer and they concluded that when she adjusted her seat, the track ran over a
cord in the wiring harness that created a fire. The technician stated that the seat would have to
be replaced and the wiring in the electrical system needed to be repaired. The contact is in the
process of having the vehicle repaired. The failure and current mileages were 66, Smoke began
to billow into vehicle shortly after our babysitter pulled out from parking lot. She pulled off the
road immediately and turned off the ignition. After vehicle was towed in for repair, it was

determined that the insulation on the main wiring harness had worn through where the wires
rubbed against the front passenger airbag. Deemed by mechanic to have been a design flaw
that nearly resulted in a fire. I have the remains of the wiring harness available for your
inspection if necessary. The contact heard a grinding sound and the brakes became hard when
the brake pedal was depressed. The vehicle was taken to the dealer and they replaced the front
and rear brakes. Shortly afterward, the automatic transmission, wiring for the all-wheel drive,
wiring for the speed sensors, and the rear tie rods were all replaced between 17, and 22, miles.
The rear driver's side door also fell off the vehicle and was re-adjusted. The vehicle was taken to
the dealer at least once a month for failed components. The failure mileage was 17, and current
mileage was 23, Car's electrical system turns on and off while driving. Car will not start. Engine
shuts off while driving. Dealer replaced pcm and some part of a wiring harness. Car was good
for 3 months and then the problem came back. Had it towed to a garage that disconnected and
reconnected modules and whatever. Car was good for a month and then today it quit running
again. It is a dangerous situation that needs to be addressed. Rear wiper in Rendezvous turning
on when the button was not depressed. Security mode keeps all cabin lights on, but all the
other lights still flicker. Resolution not found as of yet. Car just shuts off will not start for 15
min. Then runs ruff after 30 min will start and run fine up to a week or a month no will not run at
all. It is the wiring from bcm to fuel tank and now bcm is bad reading some foreign language
also smell gas after fill up. Service engine soon light came on and the service technician found
the mass air flow sensor was not properly connected after the fuel system was serviced. The
technician subsequently found the fuel tank harness was corroded and needed to be replaced.
The service manager advised that this connector was exposed to the weather elements and if
the connector failed the engine would shut off while driving. This is a serious safety hazard in
my opinion. I have a Buick Rendezvous. Bought in Dec The first stall was summer of Thank god
each time it stalled, I was going 20 mph or less. I am truly concerned about the safety factor. We
have taken it to the dealer each time - the did the recall on the ignition switch - stalls continue to
happen. They are not able to recreate the problem. It will be going in to the dealer for the 3rd
time very soon, as it stalled again over christmas. The starter has begun to sound funny - car
holds crank too long, does not sound right. The service engine soon light came on. My manual
suggested this has to do with the emmissions system and my person that does my oil changes
had told me that they should change the fuel filter and clean emissions system. I took and had
the previously mentioned done. Light still on. I took the vehicle to dealer who said that the
computer indicated a transmission solonoid but they would replace the transmission fluid and
filter and hope that would unstick solonoid. To drive for a few days and see if it cleared. Light
stayed on. I took to an independent mechanic and he took transmission apart, checked all parts
including the solonoid all parts were fine. However, he did put in a new solonoid. Light was still
on. He consulted gm Buick database to learn that this is a wiring problem that gm is aware of.
That there is a short somewhere in the wiring and can cause transmission to burn up. While
operating the vehicle on snow-covered roads, the abs and awd systems abruptly stopped
working with the warning lights coming on. This happened several times that day before
arriving home, causing the car to slide through an intersection at one point. Dealer found a
corroded wiring harness due to water. The location of this harness is exposed on the
undercarriage of the car and is still exposed to normal wet weather driving. The failure of this
harness caused the abs and awd sensor to overheat and disable the systems. In the process,
the wheel bearings also overheated requiring replacement and repair. Consumer experienced a
problem with oil leaking into an electrical wiring sleeve near the oil plug whenever the vehicle
got an oil change. Oil leaking into the wiring sleeve may cause a fire. Dealer was notified.
Corrosion of waterproof connectors in electricial systems and water and corrosion in tail lights.
Car Problems. Wiring problem of the Buick Rendezvous 1. Wiring problem of the Buick
Rendezvous 2. Wiring problem of the Buick Rendezvous 3. Wiring problem of the Buick
Rendezvous 4. Wiring problem of the Buick Rendezvous 5. Wiring problem of the Buick
Rendezvous 6. Wiring problem of the Buick Rendezvous 7. Wiring problem of the Buick
Rendezvous 8. Wiring problem of the Buick Rendezvous 9. Wiring problem of the Buick
Rendezvous Electrical System problems. Ignition problems. Instrument Panel problems. Horn
Assembly problems. Battery problems. Car Will Not Start problems. Dash Wiring problems.
Ignition Module problems. Wiring Collection. Repairing electrical wiring, more than every other
household project is about security. Install an electrical outlet properly and it's as safe as this
can be; set it up improperly and is actually potentially deadly. That is why there are numerous
rules surrounding electrical wiring and installations. The particular rules can be complicated,
for positive, and sometimes complicated, even for learn electricians, but you can find basic
concepts and practices that apply at almost every electrical wiring project, especially the kind
that will DIYers are qualified to tackle. Effectively read a electrical wiring diagram, one provides

to learn how typically the components in the system operate. For instance , if a module is
powered up also it sends out a signal of half the voltage in addition to the technician will not
know this, he'd think he has a challenge, as he would expect a 12V signal. Subsequent
diagrams is pretty simple, but making use of it in the range of how the system operates is a new
different matter. My most sage advice is not only look at the diagram, but understand how the
components operate when inside use. Read wiring diagrams from unfavorable to positive in
addition to redraw the routine as a straight collection. Be sure to keep these security tips in
mind to avoid hazards during your home electrical wiring project. Make sure everyone in your
house is aware that electrical work is going on. Tape the routine breaker into the off position.
Never touch plumbing or gasoline pipes while working with electricity they are often used to
ground electrical systems. Before beginning, ensure you have a plan in place as to what outlets,
switches and fixtures will be involved in your project. You may be in a position to lease some of
this equipment from your neighborhood hardware store. If you are installing new receptacles
make certain the new ones match the wiring in your home. A AL-CU seal of approval means it
can be used on aluminum and water piping wiring. When it is unmarked or there exists a slash
through the AL if should only be used on copper wiring. Never splice wire connections together
and conceal them within a wall with out a junction box â€” an accessible junction box should
always be used to sign up for wires. When in doubt, consult reveal reference guide or find a
professional to do the work. Even if you think you received the project right, one mistake could
leave a potential fire hazard hiding in your surfaces. A reputable electrical contractor
understands all facets of home wiring and may be able to wire your home safely in less time
than it takes you to definitely learn. Facebook Tweet Pin. Listed below is the vehicle specific
wiring diagram for your car alarm remote starter or keyless entry installation into your buick
rendezvous. One of the most time consuming tasks with installing an after market car stereo car
radio car speakers car subwoofer car amplifier mobile amp mobile navigation or any car audio
electronics is identifying the. This information outlines the wires location color and polarity to
help you identify the proper connection spots in the vehicle. Gray stereo dimmer wire. Brown
left front speaker positive wire. Gray right front speaker positive wire. Light green right front
speaker negative wire. Diagram buick rendezvous radio wiring full version hd quality ark hr
planet it lesabre stereo coolengineeringgifts trodat printy fr circutdiagrams pisciculture
saintcesaire engineeringjobopportunities 85 chevy pickup fuel filter location begeboy source
jobdatabasen terroir didounath aod transmission. Black radio illumination wire. Buick
rendezvous radio wiring diagram ranger concorsomusicalmuseo it car stereo schematic
develop infrangibiletattoo expedition source a sposamiora lesabre full version hd quality
diagramoka premioaudax curve buick rendezvous radio wiring diagram ranger
concorsomusicalmuseo it buick car stereo wiring diagram schematic develop infrangibiletattoo
it buick rendezvous radio wiring. Orange radio accessory switched 12v wire. Yellow radio
ground wire. It shows the components of the circuit as simplified shapes and the knack and
signal contacts amongst the devices. Avenue buick park 4dr sedan wiring information. I am not
familiar with this vehicle and was hoping som. Please be sure to test all of your wires with a
digital multimeter before making any connections. Diagrams for the following systems are
included. Tan left front speaker negative wire. This video demonstrates the buick rendezvous
complete wiring diagrams and details of the wiring harness. I was hoping to connect the
steering wheel controls and bypass the fatory amplifier as well. Radio battery constant 12v wire.
Whether your an expert buick electronics installer or a novice buick enthusiast with a buick
rendezvous a buick car stereo wiring diagram can save yourself a lot of time. By admin
december 3 Docooler car remote central lock locking. Your email address will not be published.
Save my name, email, and website in this browser for the next time I comment. Leave a Reply
Cancel reply Your email address will not be published. You could be a technician who intends
to search for recommendations or solve existing problems. I Have A Buick Custom. Whatever
you are, we attempt to bring the content that matches just what you are trying to find. You may
come from an online search engine, then discover this web site. This topic is a lot of people
browsing online, for that reason we collect photos from different dependable sources as well as
understand in their area. The outcomes of the gathering are posted on this internet site. Here
are several of the leading drawings we get from various resources, we wish these images will be
useful to you, as well as hopefully very pertinent to exactly what you want concerning the Buick
Rendezvous Body Control Module Diagram is. This picture we have filteringed system from
great produce the most effective image, but just what do you assume? We want to make a site
helpful for many individuals. If the picture over is not extremely clear, please click the photo you
want to enlarge, then you will certainly be required to one more page to present a more clear as
well as larger image, you will also exist details from gambvar. Below this internet site there is
additionally a Buick Rendezvous Body Control Module Diagram photo gallery, if the photo

above is not enough for you. Toggle navigation. Vw Buggy Engine. It shows the components of
the circuit as simplified shapes, and the skill and signal links surrounded by the devices. A
wiring diagram usually gives guidance more or less the relative slant and accord of devices and
terminals on the devices, to encourage in building or servicing the device. A pictorial diagram
would act out more detail of the bodily appearance, whereas a wiring diagram uses a more
figurative notation to emphasize interconnections higher than inborn appearance. A wiring
diagram is often used to troubleshoot problems and to make clear that all the connections have
been made and that whatever is present. Architectural wiring diagrams be active the
approximate locations and interconnections of receptacles, lighting, and long-lasting electrical
services in a building. Interconnecting wire routes may be shown approximately, where
particular receptacles or fixtures must be on a common circuit. Wiring diagrams use normal
symbols for wiring devices, usually vary from those used on schematic diagrams. The electrical
symbols not forlorn function where something is to be installed, but afterward what type of
device is mammal installed. For example, a surface ceiling blithe is shown by one symbol, a
recessed ceiling well-ventilated has a interchange symbol, and a surface fluorescent buoyant
has unconventional symbol. Each type of switch has a alternative parable and for that reason
pull off the various outlets. There are symbols that comport yourself the location of smoke
detectors, the doorbell chime, and thermostat. A set of wiring diagrams may be required by the
electrical inspection authority to take on association of the quarters to the public electrical
supply system. Wiring diagrams will furthermore adjoin panel schedules for circuit breaker
panelboards, and riser diagrams for special facilities such as blaze alarm or closed circuit
television or additional special services. Necessary cookies are absolutely essential for the
website to function properly. This category only includes cookies that ensures basic
functionalities and security features of the website. These cookies do not store any personal
information. Any cookies that may not be particularly necessary for the website to function and
is used specifically to collect user personal data via analytics, ads, other embedded contents
are termed as non-necessary cookies. It is mandatory to procure user consent prior to running
these cookies on your website. This website uses cookies to improve your experience. We'll
assume you're ok with this, but you can opt-out if you wish. Accept Reject Read More. Close
Privacy Overview This website uses cookies to improve your experience while you navigate
through the website. Out of these, the cookies that are categorized as necessary are stored on
your browser as they are essential for the working of basic functionalities of the website. We
also use third-party cookies that help us analyze and understand how you use this website.
These cookies will be stored in your browser only with your consent. You also have the option
to opt-out of these cookies. But opting out of some of these cookies may affect your browsing
experience. Necessary Necessary. Non-necessary Non-necessary. It shows the components of
the circuit as simplified shapes, and the talent and signal connections amid the devices. A
wiring diagram usually gives suggestion approximately the relative direction and deal of
devices and terminals upon the devices, to incite in building or servicing the device. A pictorial
diagram would statute more detail of the subconscious appearance, whereas a wiring diagram
uses a more symbolic notation to bring out interconnections higher than mammal appearance.
A wiring diagram is often used to troubleshoot problems and to create distinct that every the
associates have been made and that everything is present. Architectural wiring diagrams affect
the approximate locations and interconnections of receptacles, lighting, and long-lasting
electrical services in a building. Interconnecting wire routes may be shown approximately,
where particular receptacles or fixtures must be upon a common circuit. Wiring diagrams use
agreeable symbols for wiring devices, usually alternating from those used upon schematic
diagrams. The electrical symbols not single-handedly ham it up where something is to be
installed, but moreover what type of device is swine installed. For example, a surface ceiling
buoyant is shown by one symbol, a recessed ceiling lighthearted has a substitute symbol, and a
surface fluorescent open has other symbol. Each type of switch has a rotate metaphor and
therefore pull off the various outlets. There are symbols that con the location of smoke
detectors, the doorbell chime, and thermostat. A set of wiring diagrams may be required by the
electrical inspection authority to approve association of the residence to the public electrical
supply system. Wiring diagrams will as a consequence add together panel schedules for circuit
breaker panelboards, and riser diagrams for special services such as fire alarm or closed circuit
television or extra special services. Necessary cookies are absolutely essential for the website
to function properly. This category only includes cookies that ensures basic functionalities and
security features of the website. These cookies do not store any personal information. Any
cookies that may not be particularly necessary for the website to function and is used
specifically to collect user personal data via analytics, ads, other embedded contents are
termed as non-necessary cookies. It is mandatory to procure user consent prior to running

these cookies on your website. Msd 6btm Wiring Diagram Wiring Diagram 66 views. This
website uses cookies to improve your experience. We'll assume you're ok with this, but you can
opt-out if you wish. Accept Reject Read More. Close Privacy Overview This website uses
cookies to improve your experience while you navigate through the website. Out of these, the
cookies that are categorized as necessary are stored on your browser as they are essential for
the working of basic functionalities of the website. We also use third-party cookies that help us
analyze and understand how you use this website. These cookies will be stored in your browser
only with your consent. You also have the option to opt-out of these cookies. But opting out of
some of these cookies may affect your browsing experience. Necessary Necessary.
Non-necessary Non-necessary. So how do you find out what problems are occurring? Any
duplicates or errors? It's not us. Don't waste your time wasting ours! If you are interested in
advertising a for-profit service, contact us. Find something helpful? Spread the word. Share on
Facebook Retweet this page Email this page. Add Complaint. I was not able to start my vehicle.
Had to get it to the dealer, where by they found wires that had shorted out to the body via
vibration in different places. Its only 2 years old with 56, miles at the time. Never been in an
accident. Consumer stated that while driving on the road vehicle stalled. The service engine
light did not turn off, causing it to fail state of Georgia inspection. Dealership stated that there
was a drain hose that is draining water into the wiring harness, and that was why the light will
not go off. When the part was replaced that the diagnostic code states needed replacing, it
continued to fail. The vehicle had not been in accident. The vehicle stalled because the wiring
harness was damaged. Dashboard lights can't be visible during the day. Consumer can't see the
speedometeror gas gauge. Continuous complaints to the manufacturer have been made with no
resolution. Search CarComplaints. Not what you are looking for? Search for something else:.
Table of Contents. Seats and Restraint Systems Front Seats. Rear Seats. Safety Belts. Child
Restraints. Air Bag Systems. Restraint System Check. Features and Controls Doors and Locks.
Theft-Deterrent Systems. Starting and Operating Your Vehicle. Storage Areas. Vehicle
Personalization. Instrument Panel Instrument Panel Overview. Climate Controls. Warning
Lights, Gages and Indicators. Message Center. Driving Your Vehicle Your Driving, the Road, and
Your Vehicle. Service and Appearance Care Normal Maintenance Replacement Parts.
Maintenance Schedule Customer Assistance Information As with other vehicles of this type,
failure to operate this Page 3 Index In the caution area, we tell you what the hazard is. Then we
tell you what to do to help avoid or reduce the hazard. Please read these cautions. Symbols,
used on your vehicle, Notice: These mean there is something that could are shown along with
the text describing the operation damage your vehicle. If it does, the heated seat switches are
located in the instrument panel switchbank. Page Rear Seats Head Restraints On some models,
the head restraints tilt forward and rearward also. The rear seat head restraints in your vehicle
may be adjustable. They work the same as the front seat head restraints, except they do not tilt
forward or rearward. That could cause injury to the person sitting there. Base-Level 4. Always
press rearward on the seatback to be sure it is locked. The person wearing the belt could be
seriously injured. After installing the seat, always check to be sure that the safety belts are
properly routed and attached, and are not twisted. Lift up the lever to slide the seat forward or
rearward. Make sure that the seatback is in the upright position. Lift the seatback recliner lever
to fold the seatback forward. To recline the seatback, lift up on the recliner lever located on the
outboard side of the seatback. Use the recliner lever to move the seatback to the desired
position. To fold the seatback down, pull up on the lever located 2. From behind the bench seat,
fold the seatback down. Page 24 Do not put the stowable seat in so that it faces rearward. See
Rear Convenience Center on page for more information. In a belts properly. It also tells you
some things you should collision, people riding in these areas are more not do with safety belts.
When you ride in or on anything, you go as fast as But most crashes are in between. In many of
them, it goes. Page 27 Put someone on it. Get it up to speed. Then stop the vehicle. Page 28 The
person keeps going until stopped by something. In or the instrument panel Page 31 3. Pick up
the latch plate and pull the belt across you. Do not let it get twisted. The shoulder belt may lock
if you pull the belt across you very quickly. If this happens, let the belt go back slightly to
unlock it. Then pull the belt across you more slowly. Page 32 The lap part of the belt should be
worn low and snug on the hips, just touching the thighs. In a crash, this applies force to the
strong pelvic bones. And you would be less likely to slide under the lap belt. If you slid under it,
the belt would apply force at your abdomen. You can Before you begin to drive, move the
shoulder belt move the adjuster up just by pushing up on the shoulder adjuster to the height
that is right for you. In a crash, you would move forward too much, which could increase injury.
The shoulder belt is too loose. It will not give nearly as much protection this way. In a crash, the
belt would go up over your abdomen. The belt forces would be there, not at the pelvic bones.
The belt would be much too high. In a crash, you can slide under the belt. The belt force would

then be applied at the abdomen, not at the pelvic bones, and that could cause serious or fatal
injuries. In a crash, your body would move too far forward, which would increase the chance of
head and neck injury. A pregnant woman should wear a lap-shoulder belt, and The belt should
go back out of the way. Before you close the door, be sure the belt is out of the way. Page 42 2.
Push the latch plate into the buckle until it clicks. To make the lap part tight, pull down on the
buckle end of the belt as you pull up on the shoulder part. If the belt stops before it reaches the
buckle, tilt the latch plate and keep pulling until you can buckle it. Each position next to the
windows in the second row has a shoulder belt height adjuster. Move the shoulder belt adjuster
to the height that is right for you. When you sit in the center seating position, you have a lap
safety belt, which has no retractor. You also have a shoulder belt, which has a retractor. Page
45 1. Remove the shoulder belt from its stowage 2. Insert the metal knob on the shoulder belt
into the location in the roof and pull it all the way down to keyhole on the lap belt buckle as
shown. Be sure to the lap belt. Page 46 To make the belt shorter, pull its free end as shown 3. To
make the lap belt longer, tilt the latch plate and until the belt is snug pull it along the belt.
Buckle, position and release the lap-shoulder belt the same way as the other lap-shoulder belts.
When installed on a shoulder belt, the comfort guide better positions the belt away from the
neck and head. Page 48 2. Place the guide over the belt and insert the two 3. The guide must be
on top of the belt. Page 49 4. Buckle, position and release the safety belt as described in Rear
Seat Passengers on page Make sure that the shoulder belt crosses the shoulder. To remove and
store the comfort guides, squeeze the belt edges together so that you can take them out of the
guides. Page 50 Second Row Center Position 2. Attach the elastic cord to the comfort guide on
the center passenger shoulder belt. For second row center position do the following: 1. When
you go in to order it, take the heaviest coat you will wear, so the extender will be long enough
for you. If possible, an older child should wear a Older Children lap-shoulder belt and get the
additional restraint a shoulder belt can provide. The shoulder belt should not cross the face or
neck. Here two children are wearing the same belt. In a crash, the two children can be crushed
together and seriously injured. A belt must be used by only one person at a time. Here a child is
sitting in a seat that has a lap-shoulder belt, but the shoulder part is behind the child. If the child
wears the belt in this way, in a crash the child might slide under the belt. Instead, they need to
use a child restraint. People should never hold a baby in their arms while riding in a vehicle. Air
bags plus lap-shoulder belts offer outstanding protection for adults and older children, but not
for young children and infants. Page 57 For most basic types of child restraints, there are many
different models available. If it is, the restraint will have a label saying that it meets federal
motor vehicle The body structure of a young child is quite safety standards. Page Child
Restraint Systems Child Restraint Systems A rear-facing infant seat B provides restraint with
the seating surface against the back of the infant. The harness system holds the infant in place
and, in a crash, An infant car bed A , a special bed made for use in a acts to keep the infant
positioned in the restraint. Some with surfaces such as T-shaped or shelf-like shields. Page 60
When choosing a child restraint, be sure the child How do child restraints work? If it is, it will
have a label saying that it meets federal motor A child restraint system is any device designed
for vehicle safety standards. Accident statistics show that children are safer if they Keep in
mind that an unsecured child restraint can are restrained in the rear rather than the front seat.
Page 62 Anchor the top strap to one of the following anchor points. Be sure to use an anchor
point located on the same side of the vehicle as the seating position where the child restraint
will be placed. If you have an adjustable head restraint, route the top strap under it. In a crash,
the child could be seriously injured or killed. If the child restraint is forward-facing, attach the
top strap to the top strap anchor. Tighten the top strap according to the child restraint
instructions. See Top Strap on page if the child restraint has one. Be sure to follow the
instructions that came with the child restraint. Page 70 3. Buckle the belt. Make sure the release
button is 4. To tighten the belt, pull up on the shoulder belt positioned so you would be able to
unbuckle the while you push down on the child restraint. If safety belt quickly if you ever had to.
Disconnect the shoulder part of the belt and store it before securing child restraint. Page 72 4.
Make sure the release button is positioned so you would be able to unbuckle the safety belt
quickly if you ever had to. To tighten the belt, pull its free end while you push down on the child
restraint. Make sure the release button is or neck, put it behind the child restraint. Your vehicle
has air bags â€” a frontal air bag for the driver and another frontal air bag for the right front
passenger. Your vehicle may also have a side impact air bag. Your vehicle is also equipped Air
bags affect how your vehicle should be serviced. Look for any other loose or damaged safety
belt system parts. Collision system parts? After a very minor collision, nothing may be
necessary. A child or others could be badly injured or even killed. They could operate the power
windows or other controls or even make the vehicle move. Do not leave the keys in a vehicle
with children. Page 90 You may even have to damage your vehicle to get in. So be sure you

have spare keys. If you ever do get locked out of your vehicle, call Buick Roadside Assistance.
See Roadside Assistance Program on page for more information. This is normal for any remote
keyless entry system. If the transmitter does not work or if you have to stand closer If equipped,
the keyless entry system operates on a to your vehicle for the transmitter to work, try this: radio
frequency subject to Federal Communications Commission FCC Rules and with Industry
Canada. If you get this message, the battery in the key Each remote keyless entry transmitter is
coded to fob needs to be replaced. From the outside, use your key or the remote keyless entry
transmitter. Door Locks To unlock either front door from the outside with the key, insert the key
and turn it toward the front of the vehicle. Close the door. Repeat Steps 1 through 3 for the other
rear page to program the automatic door lock feature. The rear doors on your vehicle cannot be
opened from Rear Door Security Locks inside the vehicle when this feature is in use. Page
Lockout Protection Lockout Protection Liftgate The lockout protection feature may prevent you
from locking your key in your vehicle. Page Liftgate Release Liftgate Release Your vehicle may
have either a liftgate release button, located in the instrument panel switchbank, or a release
button located on the inner side of the liftgate handle. A child can be overcome by the extreme
heat and can suffer permanent injuries or even death from heat stroke. Never leave a child alone
in a vehicle, especially with the windows closed in warm or hot weather. This switch is labeled
AUTO. The window will lower completely. To stop the window while it is lowering, press the
front of the switch. Page Theft-Deterrent Systems Lighted Visor Vanity Mirrors Once armed, the
alarm will go off if someone tries to enter the vehicle without the optional remote keyless Pull
down the sun visor. Flip up the cover to expose the entry transmitter or the key or tries to turn
the ignition on vanity mirror. At this time, you may also want to check the fuse. See Fuses Your
vehicle is equipped and Circuit Breakers on page Verify the new key has PK3 stamped on it.
Vehicle 2. Insert the original key in the ignition and start the engine. If the engine will not start,
see your dealer New Vehicle Break-In for service. If it is, then turn the With the key in the
ignition, you can turn the key to four steering wheel left and right while you turn the key
different positions. Do this until sunroof and the Automatic Level Control will continue to the
engine starts. Then move the shift lever into the gear you wish. See Shifting Out of Park P on
page for more information. Page Parking Brake To release the parking brake, hold the regular
brake pedal down with your right foot while you push down on the parking brake pedal with
your left foot. Your vehicle can roll. You have to fully apply your regular the vehicle may put too
much force on the parking pawl brakes before you can shift from PARK P , when in the
transaxle. It contains the gas carbon monoxide CO , which you can not see or smell. It can
cause unconsciousness and death. But if you It can be dangerous to get out of your vehicle
ever have to, here are some things to know. One photocell on the front of the mirror senses
when it Manual Rearview Mirror is becoming dark outside. Another photocell, facing rearward,
senses headlamps behind you. To keep the To reduce glare from headlamps behind you, pull
the photocells operating well, occasionally clean them with a lever toward you to the night
position. Operation is subject to the following two conditions: 1 this device may not cause
interference, and 2 this device must accept any interference, including interference that may
cause undesired operation of the device. Page Keep the original transmitter for use in other
vehicles as 3. It is also button on HomeLink and the hand-held transmitter recommended that
upon the sale of the vehicle, button. Locate in the garage, the garage door opener receiver
motor-head unit. This can usually be found where the hanging antenna wire is attached to the
Canadian radio-frequency laws require transmitter motor-head unit. Hold down the two outside
buttons for about 1. Lift the lid to use the storage compartment. If the glove box has a lock, put
your key into the lock The compartment has an accessory power outlet for and turn the key
counterclockwise. Page Storage Compartment Storage Compartment Front Armrest Storage
Area To open the storage compartment, located at the front Your vehicle has a front armrest
storage compartment of the overhead console, press the release latch which contains a
coinholder tray and two storage forward. Then pull the compartment down to the full
compartments, one located under the coinholder tray, open position. Page Rear Storage Area
To adjust the crossrails, lift the release levers on each side to unlock them. Slide the crossrails
forward or backward, as needed, to accommodate loads of various sizes. After repositioning the
crossrails, push the release lever down. This will lock the crossrails in place. Notice: Do not
open the sunroof if the crossrails are not in the full rear position. Make sure that all items have
been removed from 1. Make sure that all items have been removed from the top and the inside
of the rear convenience the rear of the vehicle. Make sure that all items have been removed from
the top and the inside of the rear convenience center. Lift the handle s on the top of the lid to
open the storage bin. Make sure that all items have been removed from the rear of the vehicle.
Page Vehicle Personalization Press the rear of the switch a second time and release 2. The
glass panel the odometer for two seconds while the odometer is and sunshade will fully open.

When the glass panel is in the odometer mode. The mode may have been changed since then.
To determine the current mode, or to change the mode, do This feature allows you to customize
the headlamps and the following: parking lamps. To determine the current mode, or to change
the mode, do This feature allows you to delay the locking of your the following: doors. Count
the number of chimes you hear. If you do not wish to change following modes. Push and
release the memory button 1 or 2 corresponding to the desired driving position. Hazard Warning
Flasher Switch D. Instrument Panel Cluster E. Shift Lever F. Instrument Panel Outlets G. Audio
System H. You can raise it to the highest level to give your legs more room when you exit and
enter the vehicle. The washers and located in the instrument wipers will operate. When you
release the paddle, the panel switchbank. Take your foot off the accelerator pedal. Push the SET
button at the end of the lever, then release the button and the accelerator pedal. Page Fog
Lamps Fog Lamps Interior Lamps The fog lamp button is Your interior lamps control located on
the exterior is located below the lamp control. Instrument Panel Brightness The FOG light,
located next to the fog lamp button, will come on to indicate when the fog lamps are on. Page
Entry Lighting Headlamp Exit Delay Entry Lighting If your vehicle has headlamp exit delay, it will
keep the If your vehicle has entry lighting, the interior of your headlamps and parking lamps on
at night for vehicle will illuminate for 25 seconds so you can 30 seconds if: see inside your
vehicle before you enter. The lamps will continue to After 30 seconds, the interior lamps will
fade out. The cargo lamp is located in the rear of the vehicle, The lamps will turn off before the
25 seconds if: above the liftgate opening. It contains switches or blanks tape may also be
displayed and will appear as an image that will vary with the options that are on your vehicle.
Look at the instrument panel cluster for more information. If it is cold 1. Start your engine and
turn the dimmer knob to the outside, this display may stay on for up to a minute. It operates
only at very low speeds, less backing up. Always turn off any electrical equipment when not in
use. Lift the lid to expose the ashtray. The ashtray removes by lifting it up. Page Temperature
Control: Turn the center knob clockwise Bi-Level : This mode directs half of the air to the or
counterclockwise to increase or decrease the air instrument panel outlets, then directs the
remaining temperature inside your vehicle. Page Rear Window Defogger The air-conditioning
system removes moisture from the Recirculation cannot be selected while in the air, so you may
sometimes notice a small amount of defrost mode. Use this mode to send air to the rear of the
Your vehicle may have a dual climate control system. Page When the button is pressed, an
indicator light will come Using these settings together for long periods of time on. The
air-conditioning compressor also comes on. The may cause the air inside of your vehicle to
become too recirculation mode can be used with vent and bi-level dry. In this mode, the system
Your vehicle may have the dual automatic climate will automatically turn off recirculation and
run the control system. Page Manual Operation 2. Adjust the temperature to a comfortable
setting. Use this mode to send air to the rear of the not cause the system to heat or cool any
faster. Page Temperature Control: Use the DRIVER knob to Using these settings together for
long periods of time increase or decrease the air temperature inside your may cause the air
inside of your vehicle to become too vehicle. If the front passenger would like the temperature
dry. This part describes the warning lights and gages that When one of the warning lights
comes on and stays on may be on your vehicle. Page Instrument Panel Cluster Instrument
Panel Cluster Your instrument panel cluster is designed to let you know at a glance how your
vehicle is running. The indicator warning lights and gages are explained on the following pages.
Your odometer shows how far your vehicle has been driven, in either miles used in the United
States or kilometers used in Canada. This feature can be used to set the trip odometer to the
number of miles or kilometers driven since the ignition was last turned on. This can be used if
you forget to reset your trip odometer at the beginning of a trip. Then come on for several
seconds to remind people to fasten the light should go out. If the ignition key to ON. If it does,
the light should come on for a warning light. Page Malfunction Indicator Lamp Malfunction
Indicator Lamp If the traction control system warning light comes on and stays on for an
extended period of time when the Service Engine Soon Light in the system is turned on, your
vehicle needs service. Page If The Light Is Flashing Notice: If you keep driving your vehicle with
this If the Light Is Flashing light on, after a while, your emission controls The following may
prevent more serious damage to may not work as well, your fuel economy may not your vehicle:
be as good and your engine may not run as smoothly. It will require at least You may be able to
correct the emission system one full tank of the proper fuel to turn the light off. Page Fuel Gage
Fuel Gage Your vehicle will not pass this inspection if the OBD on-board diagnostic system
determines that critical emission control systems have not been completely diagnosed by the
system. The vehicle would be considered not ready for inspection. This can happen if you have
recently replaced your battery or if your battery has run down. All these things are normal and
do not indicate that Message anything is wrong with the fuel gage. You may too hot. Page

Charging System Indicator Message Low Oil Pressure Message The charging system battery
symbol will come on in the message center when you turn on the ignition as a check to show
you it is working. United States Canada It will remain on as long as the engine is not running. It
Your vehicle is equipped with a low oil pressure warning should go out once the engine is
running. Have your vehicle serviced immediately. You or others could be burned. Check your oil
as soon as possible and have your vehicle serviced. If it does, it will you turn it off. If your
vehicle is equipped with the Driver If you receive this message, the battery in the remote
Information Center DIC , you are ready to begin keyless entry needs to be replaced. See Bulb
Replacement on page for more information. Page Compass Variance Compass Variance 2.
Press and hold the SET button for longer than three seconds. Compass variance is the
difference between magnetic north and geographic north. In some areas of the country, the
difference is great enough to cause the compass to give false readings. If this occurs, the
compass must be set. To learn the average fuel System. Press the The DIC is used to program
the choices of two drivers. LOCK button on the remote keyless entry. Page Interior Lighting
Delay The headlamps and parking lamps will stay on for ON: This feature will continue to
illuminate the interior 15 seconds when the ignition is turned to OFF. You can either exit
programming mode by following the instructions The interior lighting on feature can be
programmed to later in this section or program the next feature available one of the following
modes: on your vehicle. Page Delayed Locking 4. The delayed locking feature can be
programmed to one If the auto door unlock feature has been programmed to of the following
modes: DRIVER or ALL, the automatic door unlock feature can also be programmed to one of
the following modes: ON: Lock your vehicle using the power door lock switch or the remote
keyless entry transmitter while any door The Your vehicle was originally programmed to ALL.
The mode mode may have been changed since then. To determine may have been changed
since then. To determine the the current mode, or to change the mode, do the current mode, or
to change the mode, do the following: following: 1. Page Seat Recall The mode you selected is
now set. You can either exit If the seat recall feature has been programmed to ON, programming
mode by following the instructions the seat recall feature can also be programmed to later in
this section or program the next feature available one of the following modes: on your vehicle.
AM will also appear for morning hours. Each higher choice allows for more volume
compensation at faster vehicle speeds. Then, as you drive, SCV automatically increases the
volume, as necessary, to overcome noise at any speed. The volume level should always sound
the same to you as you drive. Then push and signal. Then push and hold AUDIO for more from
these stations and will only work when the than two seconds until you hear a beep. The
indicator information is available. Press P-TYP. The PTY symbol will be displayed on When an
alert announcement comes on the current the screen. The and when a traffic announcement
comes on the tuned player will pull it in. The disc should begin playing. If you radio station you
will hear it. If you hold the button or press it more than once, Reverse : Press and hold this
pushbutton to the player will continue moving back through the disc. When the road is
smoother, the disc should play. In rare cases, a radio station and off. This feature is not
supported by announcements, press this button and the radio all RDS stations. Your system is
working properly. If the ignition and the radio are on, the tape SEEK : Your tape must have at
least three can be inserted and will begin playing. Page Cassette Tape Messages Cassette Tape
Messages CD Adapter Kits If an error message appears while trying to play a It is possible to
use a portable CD player adapter kit cassette tape, it could be for one of the following with your
cassette tape player after activating the bypass reasons: feature on your tape player. The
selected display will of the music that has been recorded, and the way the now be the default.
When the road becomes smoother, the disc should play. In rare cases, a radio station PWR
Power : Push this knob to turn the system on may broadcast incorrect information that will
cause and off. Page To change the default on the display, push the knob pushbuttons, play for a
few seconds, then go on to the until you see the display you want, then hold the knob next
preset station. P-TYPE and the last 1. This feature is not supported by The six numbered
pushbuttons let you return to your all RDS stations. These buttons have factory PTY presets.
Page If the current tuned station does not broadcast traffic Your radio will also interrupt the play
of a CD if the last announcements, press this button and the radio tuned station broadcasts
traffic announcements and will seek to a station that does. Page Playing a Compact Disc 3. Wait
for the light, located to the right of the slot, to turn green. The integral CD player can play the
smaller 8 cm single 4. Load a disc. Insert the disc partway into the slot, discs with an adapter
ring. You can now remove Steps 1 through 3. If the disc is not removed, after 25 seconds, the
discs, the radio will begin to play the last CD loaded. To use repeat, do the following: the current
track, if more than ten seconds have passed. The recorded tracks will begin to play in the song
list. Turn the disc player on. Page Stereo Rca Jacks Battery Replacement To use the auxiliary

audio and video inputs on the entertainment system, connect an external auxiliary To change
the batteries, do the following: device such as a camcorder to the RCA jacks and turn on both
the auxiliary device power and the power on 1. Page Playing A Disc Playing a Disc Stop : Press
this button to stop playing, rewinding To play a disc, gently insert the disc with the label side or
fast forwarding. Press this button twice to return up into the loading slot. Press the eject button
on the DVD player faceplate to eject the disc. There is not an eject button on the remote No
Disc: This message will be displayed when the play control. The up arrow will skip to the next
chapter or track, the down arrow will take you to the beginning of the current chapter or track.
Press the down arrow twice to take you to the previous chapter or track. Press this button to
exit the current menu to move to the previous menu. This To change the remote control
batteries, do the following: button may not work when the DVD is playing the 1. Unclip the
battery door located on the back of the copyright information or the previews. The volume on
the Problem Recommended Action headphones could be too No power. The ignition may not be
in low. Adjust the volume on run, accessory or RAP. After stopping the player, I Press the stop
button on tried to take it out, but it push the play button but the remote control to was pulled
back into sometimes the DVD starts resume where the DVD The eject button the DVD player. In
severe or extreme This feature allows rear seat passengers to listen to and temperatures your
DVD control any of the music sources: radio, cassette system might not be tapes and CDs.
However, the rear seat passengers can operable. If the front passengers are already listening to
the radio, the RSA controller will not switch between the bands and cannot change the
frequency. The sound will mute while seeking. When radio functions using the buttons on your
steering playing a cassette tape or a compact disc, press the up wheel. Cassette tapes should
be stored in their especially at night. If the cleaning cassette ejects, Handle discs carefully.
Store them in their original cases insert the cassette at least three times to ensure or other
protective cases and away from direct sunlight thorough cleaning. Page Drunken Driving
Drunken Driving The obvious way to eliminate the leading highway safety problem is for people
never to drink alcohol and then drive. But what if people do? Page The law in an increasing
number of U. In some other countries, the limit is even lower. For example, it is 0. Page Braking
Braking Avoid needless heavy braking. Some people drive in spurts â€” heavy acceleration
followed by heavy braking â€” rather than keeping pace with traffic. This is Braking action
involves perception time and reaction time. Your brakes may not have time to cool between
hard stops. ABS is an advanced electronic braking system that will help prevent a braking skid.
The computer is to get your foot up to the brake pedal or always programmed to make the most
of available tire and road decrease stopping distance. This will give you maximum braking while
reengage the cruise control. If the front drive wheels begin to slip, the rear wheels will
automatically begin to drive the vehicle as required. Page Steering In Emergencies Steering in
Emergencies There are times when steering can be more effective than braking. For start your
left lane change signal before moving out one thing, following too closely reduces your area of
the right lane to pass. Page Loss Of Control Loss of Control A cornering skid is best handled by
easing your foot off the accelerator pedal. Page Driving At Night Driving at Night While driving
on a surface with reduced traction, try your best to avoid sudden steering, acceleration or
braking including engine braking by shifting to a lower gear. Any sudden changes could cause
the tires to slide. You may not realize the surface is slippery until your vehicle is skidding. Page
Here are some tips on night driving. You can be temporarily blinded by approaching headlamps.
Even if your windshield wiper blades are in good shape, a heavy rain can make it harder to see
road signs and traffic signals, pavement markings, the edge of the road and even people
walking. But it can if your going through some car washes can cause problems, tires do not
have much tread or it the pressure in one or too. The water may affect your brakes. Try to avoid
more is low. Get a city map and plan your trip into an unknown part of the city just as you would
for a cross-country trip. Page Before Leaving On A Long Trip At the entrance, there is usually a
ramp that leads to Reduce your speed according to your speedometer, not the freeway. If you
have a clear view of the freeway as to your sense of motion. After driving for any distance you
drive along the entrance ramp, you should begin at higher speeds, you may tend to think you
are to check traffic. First, be Tires: They are vitally important to a safe, aware that it can happen.
Is the tread good enough for long-distance driving? Drive at speeds that let you stay in your
own lane. Page Whatever the condition â€” smooth ice, packed, blowing or loose snow â€”
drive with caution. If you have traction control, keep the system on. It will improve your ability to
accelerate when driving on a slippery road. But you can turn the traction system off if your
vehicle ever gets stuck in sand, mud, ice or snow. Brake so your wheels always keep rolling and
you can still steer. Snow can trap exhaust gases under your vehicle. This saves fuel. That is,
push the accelerator slightly. This uses less fuel for the heat that you get and it keeps the
battery charged. That will Recreational vehicle towing means towing your vehicle clear the area

around your front wheels. If your vehicle behind another vehicle â€” such as behind a
motorhome. Page Dinghy Towing Dinghy Towing 2. Set the parking brake and then remove the
key. Your vehicle was not designed to be towed with all of its 4. Clamp the steering wheel in a
straight-ahead wheels on the ground. If you have a two-wheel-drive vehicle, it can be towed with
two of its wheels on position with a clamping device designed for towing. Page Automatic Level
Control Automatic Level Control If you put things inside your vehicle â€” like suitcases, tools,
packages, or anything else â€” they will go as fast On vehicles equipped with the automatic
level control, as the vehicle goes. Page Weight Of The Trailer Tongue Weight of the Trailer
Tongue The tongue load A of any trailer is an important weight to measure because it affects
the total or gross weight of your vehicle. The Gross Vehicle Weight GVW includes the curb
weight of the vehicle, any cargo you may carry in it, and the people who will be riding in the
vehicle. Before setting out for the open road, you will want to get to know your rig. Acquaint
yourself with the feel of handling and braking with the added weight of the trailer. And, because
you are a wiring. Have someone place chocks under the trailer wheels. Reapply the regular
brakes. You really should not park your vehicle, with a 5. See the Maintenance Schedule for 1.
Apply your regular brakes and hold the pedal down more on this. It tells you be happy with it.
We hope you will go to your dealer much more about how to service your vehicle than this for
all your service needs. If you use the wrong fasteners, parts can later Use regular unleaded
gasoline with a posted octane break or fall off. Page Additives Additives be affected. The
malfunction indicator lamp may turn on. If this occurs, return to your authorized GM dealer for
service. To provide cleaner air, all gasolines in the United States are now required to contain
additives that will help prevent engine and fuel system deposits from forming, Fuels in Foreign
Countries allowing your emission control system to work The fuel cap has spring in it; vehicle.
Keep hands, clothing and tools away from any underhood electric fan. Page A. Underhood Fuse
Block. See Fuses and Circuit G. See Battery on page Breakers on page Radiator Pressure Cap.
See Radiator Pressure Cap B. See Jump Starting on on page Page Engine Oil Engine Oil The
engine oil dipstick is located at the front of the engine compartment, near the center. If the low
engine oil level message appears on the instrument cluster, it means you need to check your
See Engine Compartment Overview on page for engine oil level right away. Do not use any oil
which does not carry this starburst symbol. If you choose to perform the engine oil change
service yourself, be sure Latch the hooks to secure the panel in place. If the panel moves easily,
check that the tabs are seated correctly in the slots. When to Check and Change Automatic 7.
Put the duct back on and reinstall the clamps. Page How To Add Automatic Transaxle Fluid
Then, without shutting off the engine, follow these steps: The dipstick is located toward the
back of the engine compartment, next to the brake master cylinder. Check both sides of the
dipstick, and read the lower level. Too much water in the mixture can freeze and crack the
engine, radiator, heater core and Use a mixture of one-half clean, drinkable water and other
parts. See not to spill it. Engine Compartment Overview on page for more information on
location. See Engine Coolant Temperature Gage on page You also have an engine coolant
temperature warning message on your instrument panel. Wait until there is no sign of steam or
Sometimes the engine can get a little too hot when you: coolant before you open the hood. See
Engine Coolant on page for more information. You can add the proper coolant mixture directly
to the radiator, but be sure the cooling system is cool before you do it. A hiss means there is
still some pressure left. Failure to follow this procedure could cause your engine to overheat
and be severely damaged. Coolant contains ethylene glycol and it will burn if the engine parts
are hot enough. Do not spill coolant on a hot engine. Page 6. Start the engine and let it run until
you can feel the 8. Then replace the pressure cap. At any time during upper radiator hose
getting hot. Put the cap back on the coolant recovery tank. Page Adding Washer Fluid How to
Check Power Steering Fluid Adding Washer Fluid Turn the key off, let the engine compartment
cool down, Open the cap with the wipe the cap and the top of the reservoir clean, then washer
symbol on it. Add unscrew the cap and wipe the dipstick with a clean rag. The other reason is
windshield washer. If it is, you washer system and paint. This could cause a crash. Page Brake
Adjustment Brake Wear Properly torqued wheel nuts are necessary to help prevent brake
pulsation. When tires are rotated, inspect Your vehicle has four-wheel disc brakes. Disc brake
pads have built-in wear indicators that make a high-pitched warning sound when the brake pads
Brake linings should always be replaced as complete If your battery has run down, you may
want to use another vehicle and some jumper cables to start your 2. Page 4. Open the hoods
and locate the batteries. You will not need to access your battery for jump starting. Page 7.
Keep your hands away from moving if the vehicle has one. It goes to a heavy, incorrectly.
Disconnect the black negative cable from the vehicle that had the dead battery. Disconnect the
black negative cable from the vehicle with the good battery. Page Halogen Bulbs Halogen Bulbs
2. Halogen bulbs have pressurized gas inside and can burst if you drop or scratch the bulb. You

or others could be injured. Be sure to read and follow the instructions on the bulb package.
Turn the bulb socket 8. Unhook the electrical connector by lifting up the one-quarter of a turn
gray tabs and separate the connector from the clockwise. Install the new bulb into the electrical
connector. Put the bulb assembly back into the lamp housing and turn the bulb socket
one-quarter of a turn Stoplamps clockwise. Reinstall the lamp to its pocket by lining up the 1.
Open the liftgate. Page Replacement Bulbs 5. Pull the lamp applique directly rearward from the
Put the bulb assembly back into the lamp housing vehicle. Replace the applique on the liftgate.
Gently lift the liftgate. Replacement blades come in different types and are removed in different
ways. Page Tires â€” such as when you hit a pothole. If your tread is badly worn, or if your tires
have been damaged, replace them. See Check Tire Pressure System on page Make certain that
all wheel nuts are properly tightened. Mixing tires could cause you to lose control The tires
installed on your vehicle when it was new had while driving. Grades B and A represent higher
levels of Each new wheel should have the same load-carrying performance on the laboratory
test wheel than the capacity, diameter, width, offset and be mounted minimum required by law.
Putting a used wheel on your vehicle is Use another type of traction device only if its
dangerous. Drive glove box. Lifting a vehicle and getting under it to do maintenance or repairs
is dangerous without the appropriate safety equipment and training. Open the jack storage
compartment by lifting up the tab and pulling the cover off. The following steps will tell you how
to use the jack and change a tire. Page Removing the Spare Tire Vehicles without 3. Separate
the jack by lifting up the jack from the bracket tab and remove the folding wrench from the Rear
Convenience Center the jack. The compact spare tire is located under the vehicle, behind the
rear bumper. Page 3. Check under the vehicle to see if the cable is visible. The compact spare
tire is located under the vehicle, 2. Page 1. Open the storage compartment door of the 6. After
removing the spare tire, turn the wrench convenience center that is nearest the liftgate and
clockwise to raise the cable back up. Page Secondary Latch System 2. You cannot over-tighten
Before beginning this procedure read all the the cable. Page 2. Turn the wrench
counterclockwise until 5. Turn the folding wrench clockwise to raise the jack approximately 6
inches 15 cm of cable is exposed. Attach the folding wrench to the jack and raise the 6. Lower
the jack by turning the folding wrench 8. Grasp the spare tire with both hands and pull it out
counterclockwise. Keep lowering the jack until from under the vehicle. Near each wheel, there 1.
If there is a wheel cover, loosen the plastic nut is a notch in the caps with the wheel wrench.
Attach the folding wrench to the jack, and CAUTION: turn the wrench clockwise to raise the jack
head 3 inches Getting under a vehicle when it is jacked up is 7. If the vehicle slips off the jack
you could be badly injured or killed. Never use oil or grease on studs or nuts. If you do, the nuts
might come loose. Your wheel could fall off, causing a serious accident. This could lead to an
accident. Be sure to use the correct wheel nuts. If you have to replace them, be sure to get new
GM original equipment wheel nuts. Be sure the underbody- mounted spare tire is stored with its
valve Storing a jack, a tire, or other equipment in the stem pointing down. Page 5. Turn the
folding wrench clockwise to lift the spare tire. When the tire reaches the stabilizer bar, move the
tire over the bar, then continue to turn the folding wrench clockwise to lift the spare tire. When
the tire is almost in the stored position, turn the tire so that the valve stem is towards the rear of
the vehicle. Page Storing the Flat Tire Vehicles without the Put back all tools as they were
stored in the jack storage compartment and put the compartment cover Stowable Seat and
without the Rear back on. Convenience Center To put the cover back on, slip the tabs on the
side of the cover into the cover opening. Page Storing the Flat Tire Vehicles with the 2. Lay the
tire in the rear cargo area of the vehicle with the valve stem up with the center hole of the Rear
Convenience Center tire over the D-ring. For vehicles with aluminum wheels, remove the center
cap by tapping the back of the cap with the folding wrench. Page Storing the Flat Tire Vehicles
with the 3. Lay the tire on top of the center storage compartment with the valve stem down.
Make sure Stowable Seat you can see the D-ring through the center hole of the tire. Remove the
J-hook and the wing nut from the back of the jack access door. Page Storing the Flat Tire with
the Stowable 2. There is a strap attached to each side of the stowable seat. Hook the straps to
the cargo Seatback Folded Flat net hook in the rear of the vehicle. Flip the D-ring so it is
pointing outward. Page Compact Spare Tire 3. Remove the J-hook and the wing nut from the
back After installing the compact spare on your vehicle, you of the jack access door. Assemble
the wing nut and should stop as soon as possible and make sure the J-hook. Vacuum and
brush the area to remove any loose Use a vacuum cleaner often to get rid of dust and dirt. Wipe
vinyl, leather, plastic and painted surfaces with a clean, damp cloth. Page Cleaning Leather
Cleaning Leather 3. If an odor lingers after cleaning vomit or urine, treat the area with a water
and baking soda solution: Use a soft cloth with lukewarm water and a mild soap or 1 teaspoon 5
ml of baking soda to 1 cup ml saddle soap and wipe dry with a soft cloth. Use only a mild soap
and water solution on a soft cloth or sponge. GM Glass Cleaner or a Do not bleach or dye safety

belts. Page Cleaning Tires Cleaning the Windshield, Backglass The surface of these wheels is
similar to the painted surface of your vehicle. Clean any areas where mud and debris can
collect. An electrical short circuits by a combination of fuses, circuit breakers overload will
cause the lamps to go on and off, or and fusible thermal links. Power Door Locks The fuses
marked spare are available if a replacement Spare fuse is needed. Page Maintenance Schedule
Maintenance Schedule Your Vehicle and the Environment Proper vehicle maintenance not only
helps to keep your Introduction vehicle in good working condition, but also helps the
environment. Improper vehicle maintenance can Important: Keep engine oil at the proper level
and even affect the quality of the air we breathe. Page 22, Miles 37 km If the system is ever reset
accidentally, you must change your oil at 3, miles 5 km since your Rotate tires. See Tire
Inspection and Rotation on last oil change. Remember to reset the oil life system page for
proper rotation pattern and additional whenever the oil is changed. See Tire Inspection and
Rotation on vehicle is mainly driven under one or more of page for proper rotation pattern and
additional information. Page 97, Miles km , Miles km Rotate tires. See system does not need
regular maintenance. Automatic Transaxle Fluid on page If it does, you or others When you are
doing this check, the vehicle could be injured. Follow the steps below. Keeping your foot on the
regular brake, set the While parked, and with the parking brake set, try to turn parking brake.
Inspect the body near the exhaust system. Look for broken, damaged, Listed in this part are
inspections and services which missing or out-of-position parts as well as open seams, should
be performed at least twice a year for instance, holes, loose connections or other conditions
which each spring and fall. Inspect brake lines and and for damaged or missing parts. Replace
parts hoses for proper hook-up, binding, leaks, cracks, as needed. Also, you should retain all
maintenance receipts. Maintenance Record Odometer Maintenance Record Page Customer
Assistance Information Your satisfaction and goodwill are important to the windshield. This
wait. However, if you are unable to wait Buick helps requires that you sign and complete a rental
agreement minimize your inconvenience by providing several a
computer power supply fuse
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nd meet state, local and rental vehicle provider transportation options. A United States
Government separate booklet entitled Warranty and Owner Assistance Information furnished
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