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Page 4: Introduction State of California to cause cancer and birth defects or other reproductive
harm. Please take the time to get well acquainted with your vehicle by reading this handbook.
The more you know and understand about your vehicle, the greater the safety and pleasure you
will derive from driving it. To access this information, special equipment must be directly
connected to the recording modules. Ford Motor Company and Ford of Canada do not access
event data recorder information without obtaining consent, Page 7 Your vehicle is not equipped
with a snowplowing package. Using your vehicle as an ambulance Do not use this vehicle as an
ambulance. Your vehicle is not equipped with the Ford Ambulance Preparation Package. Page
Instrument Cluster Continued driving with this light on may cause the Service engine soon
warning light to come on. Refer to Fuel filler cap in the Maintenance and Specifications chapter.
Page 11 Safety belt: Reminds you to fasten your safety belt. A chime will also sound to remind
you to fasten your safety belt. Charging system: Illuminates when the battery is not charging
properly. Page 12 Turn signal: Illuminates when the left or right turn signal or the hazard lights
are turned on. If the indicators stay on or flash faster, check for a burned out bulb. If it enters
the red section, the engine is overheating. Stop the vehicle as soon as safely possible, switch
off the engine and let the engine cool. Page 14 The arrow near the fuel pump icon indicates
which side of the vehicle the fuel filler door is located. Refer to Filling the tank in the
Maintenance and Specifications chapter for more information. Page 16 Irregular shaped CDs,
CDs with a scratch protection film attached, and CDs with homemade paper adhesive labels
should not be inserted into the CD player. The label may peel and cause the CD to become
jammed. Page 18 4. Due to technical incompatibility, certain recordable and re-recordable
compact discs may not function correctly when used in Ford CD players. Irregular shaped CDs,
CDs with a scratch protection film attached, and CDs with homemade paper adhesive labels
should Page 19 9. Clock: Press to toggle between station mode and clock mode. Press and hold
to set the clock. Side 1â€”2: Works in tape mode only. Press to play reverse side of the tape.
Page 21 Page 23 7. Page 24 1 will begin playing. If there are less than six strong stations, the
system will store the last one in the remaining presets. Press again to disengage. Disc tune:
Radio: Press to manually tune down or up the radio frequency band. CD: Press to select the
previous track or to select the next track on the CD. Release CLK to save the clock settings.
Press CLK again to return the display to radio mode. Page 30 Due to technical incompatibility,
certain recordable and re-recordable compact discs may not function correctly when used in
Ford CD players. Select 2. Set the temperature control to full heat 3. The air conditioner will
automatically turn on to dehumidify the air. Temperature selection: Controls the temperature of
the airflow in the vehicle. To manually turn off the defroster before 15 minutes have passed,
push the control again. When the highbeams are activated, the foglamps will not operate. Press
the foglamp control to deactivate the foglamps. Pull the lever towards you to deactivate. Flash
to pass Pull toward you slightly to activate and release to deactivate. Close the hood and turn
off the lamps. If any door has been opened from the outside, the lamp will remain on for 25
seconds after the door is closed. To replace all instrument panel lights - see your dealer. Page
40 5. Press the retainer spring forward and spread the spring releasing it from bulb hooks and
rotate it away from the bulb. Page 42 1. Make sure the headlamp switch is in the OFF position
and then pry the license plate lamp assembly located above the license plate from the liftgate.
Remove bulb socket from lamp assembly by turning counterclockwise. Replacing foglamp
bulbs For bulb replacement, see a dealer or qualified technician. Windshield washer: To activate
the windshield washer, pull control toward you. Release control to stop washer fluid spray.
Attach the new blade to the arm loop and pull it into place until a click is heard. Replace wiper
blades every 6 months for optimum performance. The storage compartment may be used to
secure sunglasses or a similar object. When the mirror detects bright light from behind, it will
adjust automatically to minimize glare. Page Mirrors 2. Move the control in the direction you
wish to tilt the mirror. Return to the center position to lock mirrors in place. Press the ON
control and release 2. Accelerate to the desired speed. Hard objects can injure you in a
collision. Page 54 If you open and close the moon roof repeatedly, the moon roof motor may
overheat and shut down for 45 seconds while the motor cools. Page 56 Always use the
adjustable tie down loops to secure the load. Use a long, flat object to depress the tongue in the

endcaps on both sides of the cross-bar. Slide the cross-bar assembly off the end of the rail.
Slide the cross-bar assemblies over the end cap tongue and into the side rails. Tighten
thumbwheel at both ends of the cross-bar. For example, a bike rack holder PN: 2L8ZAB is now
available to mount bikes on the vertical section of this rack. Page 60 5. Insert the feet into the
receivers on the bumper. Push the rack into the bumper until the feet click into place. Do not
use the inner rack as a ladder. This could result in personal injury and damage to your roof
rack. Page 62 3. Continue lifting the inner rack until it is parallel with the roof. Slide the rack
forward onto the roof, pushing the rack into its final stowed position. Do not load cargo outside
of the designated area 2. Distribute the load as evenly as possible. Always use tie downs to
secure the load. Failure to drive cautiously could result in an increase risk of loss of vehicle
control, vehicle rollover, personal injury and death. The battery saver feature will turn off the
interior lamps 30 minutes after the ignition is turned to the 1 LOCK position. Page 68 1. Twist a
thin coin between the two halves of the remote entry transmitter near the key ring. Use of these
systems may result in vehicle starting problems and a loss of security protection. Note: Large
metallic objects, electronic devices that are used to purchase gasoline or similar items, or a
second coded key on the same key chain may cause vehicle starting issues. Page 72 You can
program your own coded keys to your vehicle. Page 73 9. Remove the newly programmed
coded key from the ignition. Page 74 Escape Owners Guide postfmt USA English fus Page 75
Triggering the anti-theft system The armed system will be triggered if any door, liftgate or the
hood is opened without using the key or the remote entry transmitter. Push side control and
push down on head restraint to lower it. Press to raise or lower the front portion of the seat
cushion. Place the head restraint under the front seat for storage. Pull the seat release control.
NOTE: Make sure the floor is clear of all objects before folding the seat. Remove the head
restraint stored under the front seat and return it to the original position on the seat back. Push
the cushion to the inboard side of the vehicle. Make sure that the hinges are locked into place.
Folding down rear bench seats if equipped 1. Raise the rear seat head restraint and remove. Pull
the seat release control on each side of the seat to release the locks. Flip the seat forward. To
reduce the risk of injury, make sure children sit where they can be properly restrained. As the
belt retracts, you will hear a clicking sound. This indicates the safety belt is now in the
automatic locking mode. Failure to adjust the safety belt properly could reduce the
effectiveness of the seat belt and increase the risk of injury in a collision. The safety belt
warning light illuminates 1 minute and the warning chime sounds 6 seconds. The safety belt
warning light and indicator chime remain off. Page 94 3 of 4 fatal crashes occur within 25 miles
of home. Ford designs its safety belts to enhance comfort. If you are uncomfortable - try
different positions for the safety belt upper anchorage and seatback which should be as upright
as possible; Page 96 9. Ford Motor Company recommends that all safety belt assemblies in use
in vehicles involved in a collision be replaced. Page 98 Do not put anything on or over the air
bag module. Placing objects on or over the air bag inflation area may cause those objects to be
propelled by the air bag into your face and torso causing serious injury. See your Ford or
Lincoln Mercury dealer. Modifications to the front end of the vehicle, including frame, bumper,
front end body structure, tow hooks and B-pillar surrounding parts may affect the performance
of the air bag sensors increasing the risk of injury. Unless serviced, the system may not
function properly in the event of a collision. All occupants of the vehicle should always wear
their safety belts even when an air bag SRS is provided. Page Side air bags are designed to
inflate in side-impact collisions, not roll-over, rear-impact, frontal or near-frontal collisions,
unless the collision causes sufficient lateral deceleration. Do not leave children, unreliable
adults, or pets unattended in your vehicle. Booster seats position a child so that safety belts fit
better. They lift the child up so that the lap belt rests low across the hips and the knees bend
comfortably. Ford recommends the use of a child safety seat having a top tether strap. Page 3.
Be sure the belt webbing is not twisted. Pull the lap belt portion across the child seat toward the
buckle and pull up on the shoulder belt while pushing down with your knee on the child seat.
Position the child safety seat on the seat cushion. Route the child safety seat tether strap over
the back of the seat. Follow the instructions in this chapter. In a crash, one anchor may not be
strong enough to hold two child safety seat attachments and may break, causing serious injury
or death. Check to see if the anchors hold the seat in place. If the safety seat is not anchored
properly, the risk of a child being injured in a crash greatly increases. Exhaust fumes can be
toxic. Always open the garage door before you start the engine. See Guarding against exhaust
fumes in this chapter for more instructions. Make sure the headlamps and electrical accessories
are off. Page Make sure the corresponding lights illuminate or illuminate briefly. If a light fails to
illuminate, have the vehicle serviced. Page Carbon monoxide is present in exhaust fumes. Take
precautions to avoid its dangerous effects. If you smell exhaust fumes inside your vehicle, have
your dealer inspect your vehicle immediately. Do not drive if you smell exhaust fumes. The ABS

will be activated immediately, allowing you to retain full steering control during hard braking
and on slippery surfaces. However, the ABS does not decrease stopping distance. If the parking
brake is fully released, but the brake warning lamp remains illuminated, the brakes may not be
working properly. See your dealer or a qualified service technician. Page Avoid sharp turns,
excessive speed and abrupt maneuvers in these vehicles. Failure to drive cautiously could
result in an increased risk of loss of vehicle control, vehicle rollover, personal injury and death.
Insert a tool or a screwdriver into the right-hand side of the brake-shift interlock access cover
and remove the cover. Driving with the gearshift lever in D Overdrive gives the best fuel
economy for normal driving conditions. For manual control, start in 1 First and then shift
manually. These actions will seriously reduce clutch life. This is a special lockout feature which
prevents you from shifting into R Reverse when you downshift from 5 Fifth. Apply the brake and
shift into the neutral position. Set the parking brake. Shift into 1 First. Page The differences that
make your vehicle so versatile also make it handle differently than an ordinary passenger car.
Page Use all available road surface to return the vehicle to a safe direction of travel. Even 4x4
vehicles can lose traction in slick mud. Page If you lock the wheels, release the brake pedal and
repeat the squeeze technique. If your vehicle Escape Owners Guide postfmt USA English fus
Page Do not use a size and type of tire and wheel other than that originally provided by Ford
Motor Company because it can affect the safety and performance of your vehicle, which could
lead to loss of vehicle control or rollover and serious injury. Page Ford Motor Company
recommends that caution be used with any vehicle equipped with a high load or device such as
ladder racks or pickup box cover. Page Certain add-on devices such as large trailer hitches,
bike or surfboard racks and any device that may block the normal detection zone of the RSS
system may create false beeps. Page 0. For your safety and to maximize vehicle performance,
be sure to use the proper equipment while towing. Maximum trailer weights shown. The
combined weight of the completed towing vehicle and the loaded trailer must not exceed the
GCWR. Use a load carrying hitch. Rear axle lubricant quantities are not to be checked or
changed unless a leak is suspected or repair required. For other towing requirements, refer to
Wrecker Towing in the Roadside emergencies chapter. This program is separate from the New
Vehicle Limited Warranty. If you need to arrange roadside assistance for yourself, Ford Motor
Company will reimburse a reasonable amount. To obtain reimbursement information, U. Ford or
Mercury vehicles customers call ; Lincoln vehicle customers call 1â€”â€”â€” Page Fuses And
Relays Note: Always replace a fuse with one that has the specified amperage rating. Using a
fuse with a higher amperage rating can cause severe wire damage and could start a fire.
Remove the panel cover to access the fuses. To remove a fuse use the fuse puller tool provided
on the fuse panel cover. Page Power Distribution Box before reconnecting the battery or
refilling fluid reservoirs. If the battery has been disconnected and reconnected, refer to the
Battery section of the Maintenance and specifications chapter. Page It is not recommended that
the vehicle be operated in 4WD modes with a temporary spare. If the vehicle slips off the jack,
you or someone else could be seriously injured. Page 5. Loosen each wheel lug nut one-half
turn counterclockwise but do not remove them until the wheel is raised off the ground. Page Do
not fully tighten the lug nuts until the wheel has been lowered. Lower the wheel by turning the
jack handle counterclockwise. Remove the jack and fully tighten the lug nuts in the order
shown. Unblock the wheels. Removing the jack and tools The jack and tools are located in the
right rear of the cargo area behind an access panel. Slide the retainer through the center of the
wheel. Changing the flat tire 4. Reinstall the jack and tools in the cargo area. Make sure jack is
fastened so it does not rattle when you drive. Use only Ford recommended replacement
fasteners. When a wheel is installed, always remove any corrosion, dirt or foreign materials
present on the mounting surfaces of the wheel or the surface of the front disc brake hub and
rotor that contacts the wheel. Page Connecting the jumper cables 1. Note: In the illustrations,
lightning bolts are used to designate the assisting boosting battery. Connect the negative cable to the negative - terminal of the assisting battery. Start the engine of the disabled vehicle.
Once the disabled vehicle has been started, run both engines for an additional three minutes
before disconnecting the jumper cables. Remove the jumper cable from the ground metal
surface. Do not tow with a slingbelt. Ford Motor Company has not approved a slingbelt towing
procedure. If your vehicle is to be towed from the rear using wheel lift equipment, it is
recommended that the front wheels drive wheels be placed on a dolly to prevent damage to the
transaxle. Ford Motor Company produces a towing manual for all authorized tow truck
operators. Have your tow truck operator refer to this manual for proper hook-up and towing
procedures for your vehicle. Page Customer Assistance Center at the number below. Away from
home If you own a Ford or Mercury vehicle and are away from home when your vehicle needs
service, or if you need more help than the dealership could provide, after following the steps
described above, contact the Ford Customer Relationship Center to find an authorized

dealership to help you. Page If you still have a complaint involving a warranty dispute, you may
wish to contact the Dispute Settlement Board U. In some states in the U. Ford is also allowed a
final repair attempt in some states. If you did not take advantage of the Ford Extended Service
Plan at the time of purchasing your vehicle, you may still be eligible. Since this information is
subject to change, please ask your dealer for complete details about Ford Extended Service
Plan coverage options, or visit the Ford ESP website at The decisions of the Board are binding
on Ford and, in some cases, on the dealer but not on consumers who are free to pursue other
remedies available to them under state or federal law. Page If your vehicle must be serviced
while you are traveling or living in Central or South America, the Caribbean, or the Middle East,
contact the nearest Ford dealership. Page Reporting Safety Defects U. Page Cleaning low-gloss
black colored trim, such as grained door handles, roof racks, bumpers, side moldings, mirror
housings or the windshield cowl area. Page Use only approved products to clean plastic parts.
These products are available from your dealer. Page If this occurs, the leather should be
cleaned immediately to avoid permanent staining. Keep body and door drain holes free from
packed dirt. These quality products have been specifically engineered to fulfill your automotive
needs; they are custom designed to complement the style and appearance of your vehicle. Page
Maintenance And Specifications 2. Turn off the engine and remove the key. Block the wheels.
Set the parking brake and shift to P Park. At the front of the vehicle, lift up on the auxiliary latch
handle located in the center between the hood and the grille. Lift the hood open and secure it
with the prop rod. Engine coolant reservoir 3. Air filter assembly 5. Power distribution box 6.
Battery 7. Engine oil filler cap 8. Engine oil dipstick 9. Automatic transmission fluid dipstick 4.
Brake fluid reservoir 5. Air filter assembly 6. Power distribution box 7. Battery 8. Engine oil filler
cap Only use a washer fluid that meets Ford specifications. Refer to Lubricant specifications in
this chapter. State or local regulations on volatile organic compounds may restrict the use of
methanol, a common windshield washer antifreeze additive. Page 4. Open the hood. Protect
yourself from engine heat. Locate and carefully remove the engine oil level indicator dipstick.
Recheck the engine oil level. Install the indicator and ensure it is fully seated. Page Battery
Therefore, do not allow flames, sparks or lighted substances to come near the battery. When
working near the battery, always shield your face and protect your eyes. Always provide proper
ventilation. Over time the adaptive learning process will fully update transmission operation to
its optimum shift feel. Page Also, you can be burned if you spill coolant on hot engine parts. Do
not put engine coolant in the windshield washer fluid container. If sprayed on the windshield,
engine coolant could make it difficult to see through the windshield. Page Recycled engine
coolant Ford Motor Company does NOT recommend the use of recycled engine coolant in
vehicles originally equipped with Motorcraft Premium Gold Engine Coolant since a
Ford-approved recycling process is not yet available. Inhaling too much fuel vapor of any kind
can lead to eye and respiratory tract irritation. In severe cases, excessive or prolonged
breathing of fuel vapor can cause serious illness and permanent injury. When fueling your
vehicle: 1. Turn the engine off. The fuel system may be under pressure. If the fuel filler cap is
venting vapor or if you hear a hissing sound, wait until it stops before completely removing the
fuel filler cap. Page Ask your fuel supplier about gasolines that meet the World-wide Fuel
Charter. Running out of fuel Avoid running out of fuel because this situation may have an
adverse affect on powertrain components. No additional vehicle service is required. While the
engine idles, turn the steering wheel left and right several times. The normal operating
temperature can be reached after approximately 30 km 20 miles of driving. Assure the vehicle
cannot move. Clean the filler plug. Remove the filler plug and inspect the fluid level. Fluid level
should be at bottom of the opening. Add enough fluid through the filler opening so that the fluid
level is at the bottom of the opening. Install and tighten the fill plug securely. Use only fluid that
meets Ford specifications. Refer to the Refill capacities in this chapter. The Quality grades can
be found where applicable on the tire sidewall between tread shoulder and maximum section
width. Department of Transportation-Tire quality grades: The U. Department of Transportation
requires Ford to give you the following information about tire grades exactly as the government
has written it. If not, contact a local tire dealer. Note: You may not find this information on all
tires because it is not required by federal law. The tire suppliers may have additional markings,
notes or warnings such as standard load, radial tubeless, etc. Maximum Load Single kg lbs.
Ford recommends the use of a digital or dial type tire pressure gauge rather that a stick type tire
pressure gauge. Page Then recheck the pressure with your tire gauge. Replace the valve cap.
Repeat this procedure for each tire, including the spare. Note: Some spare tires require higher
inflation pressure than the other tires. Unless otherwise specified, rotate the tires approximately
every 8, km 5, miles. However, in some climates, using snow tires or traction devices may be
necessary. Consult your dealer for information on other Ford approved methods of traction
control. Page Refill Capacities Maintenance and Specifications Replace the PCV valve with one

that meets Ford material and design specifications for your vehicle, such as a Motorcraft or
equivalent replacement part. The customer warranty may be void for any damage to the
emissions system if such a PCV valve is not used. Use of synthetic or synthetic blend motor oil
is not mandatory. Lubricant levels are not to be checked or changed unless a leak is suspected
or repair required. Model year 7. Assembly plant 8. Production sequence number Engine
number The engine number the last eight numbers of the vehicle identification number is
stamped on the engine block, transmission and frame. Ford Motor Company will repair or Page
Page ABS Page Seat belts see Safety restraints Page Table Of Contents Turn signal Print page 1
Print document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL. To serve more readers get the book Ford
Escape Engine Diagram ePub , this site for free made for you. And this site provides other
books in various genres. So, by visiting this blog, people can get the books they want for free.
Are you ready to see your fixer upper These famous words are now synonymous with the
dynamic Together we are building a special place where you can read, learn and explore.
Search this site. Answers To Chemactivity 15 ePub. Bender Gestalt Test Manual ePub. Biology
Staar Review Key ePub. Bmw ci Manual PDF complete. Certified Interpretive Guide Training
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Ford Escape was modified in with 2. Newly introduced V6 3. Moreover advanced AWD intelligent
system, safety seatbelt system, and air bag were used to increase safety while driving. Buying a
guidebook is not a big deal but selection of right instruction booklet will make your life easy. In
this service manual , we have used images, illustrations and technically designed wiring
diagrams to support our customers. You need to buy a manual as you are not expert in
mechanical job. In most of the cases, we need to get assistance from a manual when we are in
countryside area and cannot find technician. In such a terrible case, saved necessary files in
your Smartphone will act as virtual assistant. On our platform, manu
car stereo wire harness
blue sea dual battery switch wiring diagram
alternator for 2010 dodge avenger
als are formulated on the basis of systematic pattern. We know the similar model years
therefore we provide guidance for these manufacturing years in one manual. We crush
competitors giving customers the factory repair manual in a legal manner. Respecting the
copyright of the manufacturers, our repair manuals are taken directly from the manufacturer, so
are the highest quality possible. Only we can offer these service manuals in pdf version. Only
we can give the customer exactly manual written for his car. Because we use customers car VIN
number when we deliver these workshop manuals. This manual is particularly designed for
Escape ZB only. Do not use this service manual for any other automobile. Some of the
important topics in this manual are given below:. In case you are facing problem in selection of
right factory manual , we are round the clock here to guide you. Factory Manual The only
service manual that matter! May 30, Ford Escape factory repair manual ZB Read more and
download!

