2006 ford ranger repair manual

This manual covers all aspects of vehicle repair and maintenance, along with rebuild guides for
engine, gearbox, axles, suspension, steering, brakes, interior components, exterior
components, electrical systems and wiring diagrams. Ford Ranger Vehicle Information For
markets outside of North America, Ford badge engineered the Japanese-built Mazda B-Series as
the Courier starting in , renaming it the Ranger in with the exception of Australasia where the
Courier nameplate was retained until ; incidentally the Courier was also sold in North America
prior to the model year. Second-generation Ranger models from to were also designed by
Mazda, being rebadged versions of the successor to the B-Series, the first generation BT
Third-generation models, as produced since , were designed and engineered by Ford Australia,
with this time the Mazda badged variant being the derivative version of the Ford, offered as the
second generation BT Third generation Ford Ranger and particularly its most expensive
flagship version the Ranger "Wildtrak" , has vastly increased its presence on the European
market, making the Ranger the best selling pickup truck in Europe by For the model year, the
Ranger T6 commences sales in North America, with several external and internal changes to
adapt to government regulations and market demands. Source: Wikipedia. Quick Links.
Instrument Cluster. Warning lights and chimes. Entertainment Systems. Auxiliary Input Jack.
Satellite Radio Information. Climate Controls. Heater only. Manual heating and air conditioning.
Turn signal control. Bulb replacement. Driver Controls. Steering wheel adjustment. Power
windows. Speed control. Locks and Security. Anti-theft system. Owners Guide postfmt. USA
fus. Ford crown victoria automobile owner's manual pages. Page 3 Ford Motor Company. Ford
may change the contents without notice and without incurring obligation. Page 4: Introduction
State of California to cause cancer and birth defects or other reproductive harm. Please take the
time to get well acquainted with your vehicle by reading this handbook. The more you know and
understand about your vehicle, the greater the safety and pleasure you will derive from driving
it. In this guide, answers to such questions are contained in comments highlighted by the
warning triangle symbol. These comments should be read and observed. Page 6 In order to
properly diagnose and service your vehicle, Ford Motor Company, Ford of Canada, and service
and repair facilities may access vehicle diagnostic information through a direct connection to
your vehicle when diagnosing or servicing your vehicle. To access this information, special
equipment must be directly connected to the recording modules. Ford Motor Company and Ford
of Canada do not access event data recorder information without obtaining consent, Page 8
Your vehicle is not equipped with a snowplowing package. Using your vehicle as an ambulance
Do not use this vehicle as an ambulance. Your vehicle is not equipped with the Ford Ambulance
Preparation Package. Cell phone use The use of Mobile Communications Equipment has
become increasingly important in the conduct of business and personal affairs. Page 10
Introduction These are some of the symbols you may see on your vehicle. Many lights will
illuminate when you start your vehicle to make sure the bulb works. Page 13 It may take a long
period of time for the system to detect an improperly installed or properly re-installed fuel filler
cap depending on driving and fuel tank level conditions. Refer to Fuel filler cap in the
Maintenance and Specifications chapter. Brake system warning light: To confirm the brake
system warning light is functional, it will Page 14 Instrument Cluster Safety belt: Reminds you
to fasten your safety belt. A BeltMinder chime will also sound to remind you to fasten your
safety belt. Page 15 Low fuel: Illuminates when the fuel level in the fuel tank is at or near empty
refer to Fuel gauge in this chapter. Door ajar: Illuminates when the ignition is in the ON position
and any door is open. Overdrive off if equipped : Illuminates when the overdrive function of the
transmission has been turned off, refer to the Page Gauges Instrument Cluster High beams:
Illuminates when the high beam headlamps are turned on. Page 17 Engine coolant temperature
gauge: Indicates engine coolant temperature. If it enters the red section, the engine is
overheating. Stop the vehicle as soon as safely possible, switch off the engine and let the
engine cool. Page 18 Instrument Cluster Fuel gauge: Indicates approximately how much fuel is
left in the fuel tank when the ignition is in the ON position. The fuel gauge may vary slightly
when the vehicle is in motion or on a grade. Page 20 Entertainment Systems To set the display
mode: Press repeatedly to toggle between Clock mode and frequency mode. CD eject: Press to
eject the CD. Press CLK to display the time when the ignition is off. When the six strongest
stations are filled, the station stored in preset 1 will begin playing. If there are less than six
strong stations, the system will store the last one in the remaining presets. Page 23 Due to
technical incompatibility, certain recordable and re-recordable compact discs may not function
correctly when used in Ford CD players. Irregular shaped CDs, CDs with a scratch protection
film attached, and CDs with homemade paper adhesive labels should not be inserted into the
CD player. Press to select the channels within each category. After a category is selected, press
SEEK to search for that specific channel. Refer to Category Mode under Menu for further
information. Check with your authorized dealer for availability. If a specific category is selected,

Jazz, Rock, News, etc. Page 28 Due to technical incompatibility, certain recordable and
re-recordable compact discs may not function correctly when used in Ford CD players. Page 30
Entertainment Systems 6. Page 31 Entertainment Systems The selection will repeat
continuously until deactivated. Page 32 Due to technical incompatibility, certain recordable and
re-recordable compact discs may not function correctly when used in Ford CD players. Page 33
Entertainment Systems 3. Press MENU to access. Use MENU When the six strongest stations
are filled, the station stored in preset 1 will begin playing. Page 35 Entertainment Systems Page
38 Entertainment Systems 2. Page 40 Entertainment Systems MUTE: Press to mute the playing
media. Press again to return to the playing media. Page 42 Entertainment Systems 4. Also use
in menu mode to select various settings. Page Auxiliary Input Jack Entertainment Systems
Auxiliary input jack if equipped Your vehicle may be equipped with an Auxiliary Input Jack AIJ
which allows you to plug and play auxiliary audio devices, located in one of two places. Page
Satellite Radio Information Due to technical incompatibility, certain recordable and
re-recordable compact discs may not function correctly when used in Ford CD players. Page 48
Note: SIRIUS reserves the unrestricted right to change, rearrange, add or delete programming
including canceling, moving or adding particular channels, and its prices, at any time, with or
without notice to you. Ford Motor Company shall not be responsible for any such programming
changes. Fan speed adjustment: Controls the volume of air circulated in the vehicle.
Temperature selection: Controls the temperature of the airflow in the vehicle. Air flow
selections: Controls the direction of the airflow in the vehicle. Direct the outer instrument panel
vents towards the side windows. To increase airflow to the outer instrument panel vents, close
the vents located in the middle of the instrument panel. Do not place objects on top of the
instrument panel as these objects may become projectiles in a collision or sudden stop. Turns
on the parking lamps, instrument panel lamps, license plate lamps and tail lamps. Turns the
headlamps on. Foglamp control if equipped The foglamps can be turned on when the headlamp
control is in position and the high beams are not turned on. Page 55 Flash to pass Pull toward
you slightly to activate and release to deactivate. Daytime running lamps DRL if equipped The
daytime running light system turns the headlamps on, with a reduced light output. If your
vehicle is involved in an accident or if you have problems fixing the alignment of your
headlamps, have them checked by a qualified service technician. Page Turn Signal Control 5.
Locate the vertical adjuster for each headlamp. Adjust the aim by turning the adjuster control
either clockwise to adjust down or counterclockwise to adjust up. In addition to the horizontal
line marked in step 2, a pair of vertical lines 5 must be marked at the center line of the
headlamps on the wall or screen. To replace all instrument panel lights - see your authorized
dealer. Replacing the interior bulbs Check the operation of all bulbs frequently. Page 60 Lights
4. Remove the bulb retaining ring by rotating it counterclockwise and slide the ring off the
plastic base. Remove the old bulb by pulling it straight out of the lamp. Page 61 Lights 3.
Remove screw s from lamp assembly and disengage lamp assembly it has a snap fit. Rotate
bulb socket counterclockwise and remove from lamp assembly. Carefully pull bulb straight out
of socket and push in the new bulb. Make sure the headlamp switch is in the OFF position and
the open the tailgate to expose the lamp assemblies. Remove the four screws and the lamp
assembly from vehicle. Rotate bulb socket counterclockwise turn and remove from lamp
assembly. Page 63 Lights Replacing foglamp bulbs if equipped 1. Make sure the headlamp
switch is in the OFF position and remove the bulb socket from the foglamp by turning
counterclockwise. Disconnect the electrical connector. Install the new bulb in reverse order.
Replacing high-mount brakelamp bulb 1. Pull and hold the steering wheel release control
toward you. Move the steering wheel up or down until you find the desired location. Release the
steering wheel release control. Page Power Windows Driver Controls The auxiliary power points
are located on the instrument panel. Do not use the power point for operating the cigarette
lighter element if equipped. Press completely down on AUTO and release quickly. Press again
to stop. Select to adjust the left mirror or to adjust the right Page 68 Driver Controls Setting
speed control The controls for using your speed control are located on the steering wheel for
your convenience. Press the ON control and release 2. Accelerate to the desired speed. This will
automatically return the vehicle to the previously set speed. Increasing speed while using speed
control There are three ways to set a higher speed Note: When you turn off the speed control or
the ignition, your speed control set speed memory is erased. Page 71 Driver Controls 4. Evenly
push down on the extender and push the round knobs in on each side locking it in place. Green
markings on the shaft indicate the locked position. The locking clip screws below the middle
bar can be tightened counterclockwise for extra security. You should always carry a second key
with you in a safe place in case you require it in an emergency. If your vehicle is equipped with
the SecuriLock Passive Anti-theft system, your keys are coded to your vehicle; If there are
problems with the remote entry system, make sure to take ALL remote entry transmitters with

you to your authorized dealer in order to aid in troubleshooting the problem. Page 74 Locks and
Security To replace the battery: 1. Twist a thin coin between the two halves of the remote entry
transmitter near the key ring. Page 75 Locks and Security Note: Ensure the brake pedal is not
depressed during this sequence. To reprogram the remote entry transmitters: 1. Ensure the
vehicle is electronically unlocked. Put the key in the ignition. Use of these systems may result in
vehicle starting problems and a loss of security protection. Note: Large metallic objects,
electronic devices that are used to purchase gasoline or similar items, or a second coded key
on the same key chain may cause vehicle starting issues. Page 78 Locks and Security 1. Insert a
previously programmed coded key into the ignition. Keep the ignition in the 4 ON position for at
least one second, but no more than 10 seconds. Do not pile cargo higher than the seatbacks to
reduce the risk of injury in a collision or sudden stop. Page 80 Seating and Safety Restraints Lift
the release bar to move seat forward or backward. Ensure that the seat is locked into place. Pull
lever located at the side of the seat cushion up to adjust seatback. Page 81 Seating and Safety
Restraints Using the manual lumbar support if equipped Turn the lumbar support control
clockwise to increase firmness. Turn the lumbar support control counterclockwise to increase
softness. Passenger side rear access Pull up on the recliner handle. The seat will lean forward.
To stow the seat, fold seat back down and raise seat assembly to the fully upright position. Do
not install a child seat in the center facing jump seats as there are no child restraints
recommended for use in this Page 84 Seating and Safety Restraints Front passenger sensing
system For airbags to do their job they must inflate with great force, and this force can pose a
potentially deadly risk to occupants that are very close to the airbag when it begins to inflate.
For some occupants, like infants in rear-facing child seats, this occurs because they are initially
sitting very close to the airbag. Page 86 Seating and Safety Restraints Safety restraints
precautions Always drive and ride with your seatback upright and the lap belt snug and low
across the hips. To reduce the risk of injury, make sure children sit where they can be properly
restrained. Never let a passenger hold a child on his or her lap while the vehicle is moving. Page
87 Seating and Safety Restraints Combination lap and shoulder belts 1. Insert the belt tongue
into the proper buckle the buckle closest to the direction the tongue is coming from until you
hear a snap and feel it latch. Make sure the tongue is securely fastened in the buckle. Page 88
Seating and Safety Restraints Shorten and fasten the belt when not in use. For the rear jump
seat, shorten and fold the belt into the seat when not in use. As the belt retracts, you will hear a
clicking sound. Failure to replace the Belt and Retractor assembly could increase the risk of
injury in collisions. To raise the height of the shoulder belt, push the button and slide the height
adjuster up. Pull down on the height adjuster to make sure it is locked in place. Page 92 Seating
and Safety Restraints equipped , child safety seat tether anchors, and attaching hardware,
should be inspected after a collision. Ford Motor Company recommends that all safety belt
assemblies in use in vehicles involved in a collision be replaced. However, if the collision was
minor and an authorized dealer finds that the belts do not show damage and continue to
operate properly, they do not need to be replaced. Page 94 Seating and Safety Restraints If Page
95 Seating and Safety Restraints Reasons given As confirmation, the safety belt warning light
will flash 4 times per second for 3 seconds, followed by 3 seconds with the light off, then
followed by the safety belt warning light flashing 4 times per second for 3 seconds again. Page
98 Seating and Safety Restraints Important supplemental restraint system SRS precautions The
supplemental restraint system is designed to work with the safety belt to help protect the driver
and right front passenger from certain upper body injuries. Airbags DO NOT inflate slowly or
gently and the risk of injury from a deploying airbag is greatest close to the trim covering the
airbag module. Page 99 Seating and Safety Restraints Do not put anything on or over the airbag
module. Placing objects on or over the airbag inflation area may cause those objects to be
propelled by the airbag into your face and torso causing serious injury. Do not attempt to
service, repair, or modify the Airbag Supplemental Restraint System or its fuses. Page Seating
and Safety Restraints Airbags can kill or injure a child in a child seat. NEVER place a rear-facing
child seat in front of an active airbag. If you must use a forward-facing child seat in the front
seat, move the seat all the way back. Page Seating and Safety Restraints The airbags inflate and
deflate rapidly upon activation. After airbag deployment, it is normal to notice a smoke-like,
powdery residue or smell the burnt propellant. This may consist of cornstarch, talcum powder
to lubricate the bag or sodium compounds e. Page Seating and Safety Restraints Even with
Advanced Restraints Systems, children 12 and under should be properly restrained in the back
seat if equipped. Page Child Restraints Seating and Safety Restraints The front passenger
sensing system may detect small or medium objects placed on the seat cushion. For most
objects that are in the front passenger seat, the passenger airbag will be disabled. Even though
the passenger airbag is disabled, the pass airbag off light may or may not be illuminated
according to the table below. Page To improve the fit of both the lap and shoulder belt on

children who have outgrown child safety seats, Ford Motor Company recommends use of a
belt-positioning booster. Booster seats position a child so that safety belts fit better. They lift
the child up so that the lap belt rests low across the hips and the knees bend comfortably. Page
Seating and Safety Restraints Children and booster seats vary widely in size and shape. Choose
a booster that keeps the lap belt low and snug across the hips, never up across the stomach,
and lets you adjust the shoulder belt to cross the chest and rest snugly near the center of the
shoulder. Page Seating and Safety Restraints Never use pillows, books, or towels to boost a
child. They can slide around and increase the likelihood of injury or death in a collision. Page
Seating and Safety Restraints Ford recommends the use of a child safety seat having a top
tether strap. Install the child safety seat in a seating position with a tether anchor. For more
information on top tether straps, refer to Attaching child safety seats with tether straps. Page
Seating and Safety Restraints 3. Be sure the belt webbing is not twisted. Insert the belt tongue
into the proper buckle the buckle closest to the direction the tongue is coming from for that
seating position until Page Seating and Safety Restraints 7. Pull the lap belt portion across the
child seat toward the buckle and pull up on the shoulder belt while pushing down with knee on
the child seat. Allow the safety belt to retract to remove any slack in the belt. The tether strap
may not work properly if attached somewhere other than the correct tether anchor. Locate the
correct anchor for the selected seating position. The tether anchor is located on the rear lower
portion of the passenger seat. Clip the tether strap to the anchor. If the tether strap is clipped
incorrectly, the child safety seat may not be retained properly in the event of a collision. Utility
vehicles and trucks are not designed for cornering at speeds as high as passenger cars any
more than low-slung sports cars are designed Page Power is supplied to all four wheels
through a transfer case or power transfer unit. Information on transfer case operation and
shifting procedures can be found in the Driving chapter. Information on transfer case
maintenance can be found in the Maintenance and Specifications chapter. Department of
Transportation-Tire quality grades: The U. Department of Transportation requires Ford Motor
Company to give you the following information about tire grades exactly as the government has
written it. Page Treadwear The treadwear grade is a comparative rating based on the wear rate
of the tire when tested under controlled conditions on a specified government test course. Page
if equipped , at least monthly and before long trips. You are strongly urged to buy a reliable tire
pressure gauge, as automatic service station gauges may be inaccurate. Ford recommends the
use of a digital or dial-type tire pressure gauge rather than a stick-type tire pressure gauge.
Page Tires, Wheels and Loading When weather temperature changes occur, tire inflation
pressures also change. Check your tire pressures frequently and adjust them to the proper
pressure which can be found on the Safety Compliance Certification Label or Tire Label. Check
for holes or cuts that may permit air leakage from the tire and make necessary repairs. Page
Only use replacement tires and wheels that are the same size and type such as P-metric versus
LT-metric or all-season versus all-terrain as those originally provided by Ford. Use of any tire or
wheel not recommended by Ford can affect the safety and performance of your vehicle, which
could result in an increased risk of loss of vehicle control, vehicle rollover, personal injury and
death. Page 3. Use both eye and ear protection For a mounting pressure more than 20 psi
greater than the maximum pressure, a Ford Dealer or other tire service professional should do
the mounting. Always inflate steel carcass tires with a remote air fill with the person inflating
standing at a minimum of 12 ft. Page Tire rotation Rotating your tires at the recommended
interval as indicated in the scheduled maintenance information that comes with your vehicle will
help your tires wear more evenly, providing better tire performance and longer tire life. Unless
otherwise specified, rotate the tires approximately every 5, miles 8, km. This information
identifies and describes the fundamental characteristics of the tire and also provides a U. Page
7. The speed rating denotes the speed at which a tire is designed to be driven for extended
periods of time under a standard condition of load and inflation pressure. The tires on your
vehicle may operate at different conditions for load and inflation pressure. Page Tires, Wheels
and Loading Tire Ply Composition and Material Used: Indicates the number of plies or the
number of layers of rubber-coated fabric in the tire tread and sidewall. Tire manufacturers also
must indicate the ply materials in the tire and the sidewall, which include steel, nylon, polyester,
and others. Note: The temporary tire size for your vehicle may be different from this example. If
your vehicle has tires of a different size than the size indicated on the vehicle placard or tire
inflation pressure label, you should determine the proper tire inflation pressure for those tires.
The pressure sensor is covered by the tire and is not visible unless the tire is removed. The
pressure sensor is located opposite degrees from the valve stem. Page When you believe your
system is not operating properly The main function of the Tire Pressure Monitoring System is to
warn you when your tires need air. It can also warn you in the event the system is no longer
capable of functioning as intended. Page Vehicle Loading any tire is under-inflated, carefully

drive the vehicle to the nearest location where air can be added to the tires. Inflate all the tires to
the recommended inflation pressure. When towing, trailer tongue load or king pin weight is also
part of cargo weight. The total load on each axle must never exceed its GAWR. GCWR Gross
Combined Weight Rating â€” is the maximum allowable weight of the vehicle and the loaded
trailer â€” including all cargo and passengers â€” Steps for determining the correct load limit: 1.
Page Trailer Towing transport the cement to your home? If you and your friend each weigh lb.
No, you do not have enough cargo capacity to carry that much weight. For definition of terms
used in this table see Vehicle Loading earlier in this chapter. To determine maximum trailer
weight designed for your particular vehicle, see Vehicle Loading earlier in this chapter.
Maximum trailer weight is shown. To determine maximum trailer weight designed for your
particular vehicle, see Vehicle loading earlier in this chapter. Towing trailers beyond the
maximum recommended gross trailer weight exceeds the limit of the vehicle and could result in
engine damage, transmission damage, structural damage, loss of vehicle control, vehicle
rollover and personal injury. Your vehicle may not have enough braking power and your
chances of having a collision greatly increase. Dark Green Trailer right-hand turn signal 2.
Yellow Trailer left-hand turn signal 3. Page Servicing after towing If you tow a trailer for long
distances, your vehicle will require more frequent service intervals. Refer to your scheduled
maintenance information for more information. Replace the rear axle lubricant any time the axle
has been submerged in water. LOCK, locks the steering wheel, automatic transmission
gearshift lever and allows key removal. For vehicles equipped with a manual transmission, you
must depress the ignition release lever to release the key. Page Extended idling at high engine
speeds can produce very high temperatures in the engine and exhaust system, creating the risk
of fire or other damage. Do not park, idle, or drive your vehicle in dry grass or other dry ground
cover. The emission system heats up the engine compartment and exhaust system, which can
start a fire. If starting a vehicle with a manual transmission: 1. Make sure the parking brake is
set. Page Starting the engine 1. If there is difficulty in turning the key, rotate the steering wheel
until the key turns freely. Page Brakes Driving To reduce the risk of electrical shock, do not use
your heater with ungrounded electrical systems or two-pronged cheater adapters. If a
metal-to-metal, continuous grinding or continuous squeal sound is present, the brake linings
may be worn-out and should be inspected by an authorized dealer. Page Even when the ABS is
disabled, normal braking is still effective. If your BRAKE warning lamp illuminates with the
parking brake released, have your brake system serviced immediately. Parking brake To set the
parking brake 1 , press the parking brake pedal down until the pedal stops. If the power steering
system breaks down or if the engine is turned off , you can steer the vehicle manually, but it
takes more effort. Page Transmission Operation Loaded vehicles, with a higher center of
gravity, may handle differently than unloaded vehicles. Extra precautions such as slower
speeds and increased stopping distance should be taken when driving a heavily loaded vehicle.
Page Driving If the parking brake is fully released, but the brake warning lamp remains
illuminated, the brakes may not be working properly. See your authorized dealer. Driving with a
5â€”speed automatic transmission if equipped This vehicle is equipped with an adaptive
Transmission Shift Strategy. Adaptive Shift Strategy offers the optimal transmission operation
and shift quality. Page N Neutral With the gearshift lever in N Neutral , the vehicle can be started
and is free to roll. Hold the brake pedal down while in this position. D Drive with Overdrive The
normal driving position for the best fuel economy. Transmission operates in gears one through
five. To start the vehicle: 1. Make sure the parking brake is fully set. Page Driving 3. Turn the
ignition off. Do not park your vehicle in Neutral, it may move unexpectedly and injure someone.
Use 1 First gear and set the parking brake fully. Removing the key Turn the ignition off, push the
release lever located above the ignition , then turn the key toward you and remove the key.
Illuminates when 4H 4WD High is engaged. Illuminates when 4L 4WD Low is engaged. Page
Driving 2. Depress the brake 3. On vehicles equipped with an automatic transmission, place the
transmission in N Neutral ; on vehicles equipped with a manual transmission, depress the
clutch. Move the 4WD control to the desired position. Excessive steering will result in less
vehicle control, not more. Page Driving Power is supplied to all four wheels through a transfer
case. On 4WD vehicles, the transfer case allows you to select 4WD when necessary. Page Ford
Motor Company joins the U. Page Driving Driving on hilly or sloping terrain Although natural
obstacles may make it necessary to travel diagonally up or down a hill or steep incline, you
should always try to drive straight up or straight down. Avoid driving crosswise or turning on
steep slopes or hills. Page Ford Motor Company recommends that caution be used with any
vehicle equipped with a high load or device such as ladder racks or pickup box cover. Never
drive through water that is higher than the bottom of the wheel rims for cars or the bottom of
the hubs for trucks. Page Roadside Emergencies 50, miles 80, km on Lincoln vehicles. Page
1â€”â€”â€”; Lincoln vehicle customers call 1â€”â€”â€” Canadian customers who require

roadside assistance, call 1â€”â€”â€” If you need to arrange roadside assistance for yourself,
Ford Motor Company will reimburse a reasonable amount. To obtain reimbursement
information, U. Ford or Mercury vehicles customers call 1â€”â€”â€”; The hazard flashers will
operate when the ignition is in any position or if the key is not in the ignition. Push in the flasher
control and all front and rear direction signals will flash. Page Fuses And Relays Roadside
Emergencies The fuel pump shut-off switch is located under the right-hand side of the glove
box, just above the carpet. To reset the switch: 1. Turn the ignition OFF. Check the fuel system
for leaks. If no leaks are apparent, reset the switch by pushing in on the reset button. Always
disconnect the battery before servicing high current fuses. Page Roadside Emergencies If the
battery has been disconnected and reconnected, refer to the Battery section of the Maintenance
and Specifications chapter. Page Ford. If the dissimilar spare tire or wheel is damaged, it should
be replaced rather than repaired. It is intended for temporary use only. Page Removing the
spare tire 1. Assemble the jack handle to the lug wrench as shown in the illustrations. To
assemble, slide parts together. To disconnect, depress button and pull apart. Page Roadside
Emergencies 3. Insert the square end of the jack handle into the rear access hole located just
above the rear bumper and below the tailgate. Forward motion will stop and resistance to
turning will be felt when properly engaged. Page Roadside Emergencies 1. Park on a level
surface, activate hazard flashers and place gearshift lever in P Park automatic transmission or 1
First manual transmission. Set the parking brake and turn engine OFF. Block the diagonally
opposite wheel. Do not start the engine when your vehicle is on the jack. The jack is only meant
for changing the tire. Use only Ford recommended replacement fasteners. Page Jump Starting
Roadside Emergencies When a wheel is installed, always remove any corrosion, dirt or foreign
materials present on the mounting surfaces of the wheel or the surface of the wheel hub, brake
drum or brake disc that contacts the wheel. Ensure that any fasteners that attach the rotor to
the hub are secured so they do not interfere with the mounting surfaces of the wheel. Page
Roadside Emergencies 4. Check all battery terminals and remove any excessive corrosion
before you attach the battery cables. Ensure that vent caps are tight and level. Turn the heater
fan on in both vehicles to protect any electrical surges. Turn all other accessories off.
Connecting the jumper cables 1. Connect the negative - cable to the negative - terminal of the
assisting battery. Page Roadside Emergencies Jump starting 1. Start the engine of the booster
vehicle and run the engine at moderately increased speed. Start the engine of the disabled
vehicle. Once the disabled vehicle has been started, run both engines for an additional three
minutes before disconnecting the jumper cables. After the disabled vehicle has been started
and the jumper cables removed, allow it to idle for several minutes so the engine computer can
relearn its idle conditions. Page Wrecker Towing It is recommended that your vehicle be towed
with a wheel lift or flatbed equipment. Do not tow with a slingbelt. Ford Motor Company has not
approved a slingbelt towing procedure. On 4x2 vehicles, it is acceptable to tow the vehicle with
the front wheels on the ground and the rear wheels off the ground. Away from home If you own
a Ford or Mercury vehicle and are away from home when your vehicle needs service, or if you
need more help than the authorized dealer could provide, after following the steps described
above, contact the Ford Customer Relationship Center to find an authorized dealer to help you.
Page If you own a Lincoln vehicle and are away from home when your vehicle needs service, or
if you need more help than the authorized dealer could provide, after following the steps
described above, contact the Ford Customer Relationship Center to find an authorized dealer to
help you. Page Customer Assistance In some states in the U. Ford is also allowed a final repair
attempt in some states. Page You are not bound by the decision but may choose to accept it. If
the arbitrator has decided in Page United States and Canada, provided by a network of more
than 4, participating authorized dealers. If you did not take advantage of the Ford Extended
Service Plan at the time of purchasing your vehicle, you may still be eligible. Since this Page
The use of leaded fuel in your vehicle without proper conversion may damage the effectiveness
of your emission control system and may cause engine knocking or serious engine damage.
Page Reporting Safety Defects U. The high-pressure fluid could penetrate the sealed parts and
cause damage. These products are available from your authorized dealer. These may include
hot wax treatments used by commercial car washes, water repellant coatings, tree sap, or other
organic contamination; These quality products have been specifically engineered to fulfill your
automotive needs; they are custom designed to complement the style and appearance of your
vehicle. If your vehicle requires professional service, your authorized dealer can provide the
necessary parts and service. Set the parking brake and shift to P Park. Block the wheels. Set the
parking brake, depress the clutch and place the gearshift in N Neutral. Windshield washer fluid
reservoir 2. Engine coolant reservoir 3. Engine oil dipstick 4. Transmission fluid dipstick
automatic transmission 5. Engine oil filler cap 6. Brake fluid reservoir 7. Page Maintenance and
Specifications 3. Engine coolant reservoir 2. Windshield washer fluid reservoir 3. Engine oil

filler cap 4. Automatic transmission fluid dipstick if equipped 5. Engine oil dipstick 6. Power
distribution box 8. Clutch fluid reservoir if equipped 9. Page Maintenance and Specifications 4.
Automatic transmission fluid dipstick if equipped 3. Engine oil dipstick 5. Brake fluid reservoir
6. Power distribution box 7. Clutch fluid reservoir if equipped 8. Page In very cold weather, do
not fill the reservoir completely. Do not use any special washer fluid such as windshield water
repellent type fluid or bug wash. They may cause squeaking, chatter noise, streaking and
smearing. Failure to use washer fluid with antifreeze protection in cold weather could result in
impaired windshield vision and increase the risk of injury or accident. Note: Do not put washer
fluid in the engine coolant reservoir. Open the hood. Protect yourself from engine heat. Locate
and carefully remove the engine oil level indicator dipstick. Wipe the indicator clean. Insert the
indicator fully, then remove it again. Some oil must be removed from the engine by an
authorized dealer. Put the indicator back in and ensure it is fully seated. Page Change your
engine oil according to the appropriate schedule listed in the scheduled maintenance
information. Ford production and aftermarket Motorcraft oil filters are designed for added
engine protection and long life. If a replacement oil filter is used that does not meet Ford
material and design specifications, start-up engine noises or knock may be experienced. Page
Battery Maintenance and Specifications that does not meet Ford material and design
specifications, start-up engine noises or knock may be experienced. It is recommended you use
the appropriate Motorcraft oil filter or another brand meeting Ford specifications for your engine
application. Lift the battery with a battery carrier or with your hands on opposite corners. Page
Engine Coolant Maintenance and Specifications If the battery has been disconnected or a new
battery has been installed, the clock and the preset radio stations must be reset once the
battery is reconnected. Follow your local authorized standards for disposal. Mixing Motorcraft
Specialty Orange Engine Coolant or any orange-colored extended life product with your factory
filled coolant can result in degraded corrosion protection. Page Recycled engine coolant Ford
Motor Company does NOT recommend the use of recycled engine coolant in vehicles originally
equipped with Motorcraft Premium Gold Engine Coolant since a Ford-approved recycling
process is not yet available. Page Maintenance and Specifications The fuel system may be
under pressure. If the fuel filler cap is venting vapor or if you hear a hissing sound, wait until it
stops before completely removing the fuel filler cap. Otherwise, fuel may spray out and injure
you or others. If you do not use the proper fuel filler cap, excessive vacuum in the fuel tank may
damage the fuel system or cause the fuel cap to disengage in a collision, which may result in
possible personal injury. Breathing gasoline vapors, or skin contact could cause an adverse
reaction. In sensitive individuals, serious personal injury or sickness may result. If fuel is
splashed on the skin, promptly wash skin thoroughly with soap and water. Page The customer
warranty may be void for any damage to the fuel tank or fuel system if the correct genuine Ford
or Motorcraft fuel filler cap is not used. The fuel system may be under pressure. Page Repairs to
correct the effects of using a fuel for which your vehicle was not designed may not be covered
by your warranty. Do not be concerned if your engine sometimes knocks lightly. Your results
will be most accurate if your filling method is consistent. Calculating fuel economy 1. Fill the
fuel tank completely and record the initial odometer reading in miles or kilometers. Page If other
than Ford, Motorcraft or Ford-authorized parts are used for maintenance replacements or for
service of components affecting emission control, such non-Ford parts should be equivalent to
genuine Ford Motor Company parts in performance and durability. Page Maintenance and
Specifications Exhaust leaks may result in entry of harmful and potentially lethal fumes into the
passenger compartment. Do not make any unauthorized changes to your vehicle or engine. By
law, vehicle owners and anyone who manufactures, repairs, services, sells, leases, trades
vehicles, or supervises a fleet of vehicles are not permitted to intentionally remove an emission
control device or prevent it from working. If the indicator is on, refer to the description in the
Warning lights and chimes section of the Instrument Cluster chapter. Refer to the scheduled
maintenance guide for the service interval schedules. Page If the fluid level drops, refill the fluid
level to the step in the reservoir. Use only a DOT 3 brake fluid designed to meet Ford
specifications. Refer to Maintenance product specifications and capacities in this chapter.
Carefully read cautionary information on product label. Page Maintenance and Specifications 1.
Clean the reservoir cap before removal to prevent dirt and water from entering the reservoir.
Remove cap and rubber diaphragm from reservoir. Add fluid until the level reaches the step in
the reservoir. Reinstall rubber diaphragm and cap onto reservoir. Page Maintenance and
Specifications 9. Refer to the Maintenance product specifications and capacities section in this
chapter for the correct fluid type. The use of any other non-approved fluid may cause internal
transmission damage. Page 5. Install and tighten the fill plug securely. Use only fluid that meets
Ford specifications. Refer to the Maintenance product specifications and capacities section in
this chapter. Clean the filler plug. Refer to the scheduled maintenance information for

maintenance intervals. If the original universal joints are replaced with universal joints equipped
with grease fittings, lubrication will also be necessary. Replace the PCV valve with one that
meets Ford material and design specifications for your vehicle, such as a Motorcraft or
equivalent replacement part. The customer warranty may be
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void for any damage to the emissions system if such a PCV valve is not used. Page Replace
the spark plugs with ones that meet Ford material and design specifications for your vehicle,
such as Motorcraft or equivalent replacement parts. The customer warranty may be void for any
damage to the engine if such spark plugs are not used. World manufacturer identifier 2. Vehicle
line, series, body type 4. Engine type 5. Check digit 6. These quality accessories have been
specifically engineered to fulfill your automotive needs; they are custom designed to
complement the style and aerodynamic appearance of your vehicle. Page Index Air cleaner filter
Page Page calculating fuel economy Page Index Lane change indicator see Turn signal Page
Safety Compliance Certification Label Page Index Warning lights see Lights This manual is also
suitable for: Ranger Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have
an account? Sign up! Restore password. Upload from disk. Upload from URL.

