2007 chrysler aspen fuse diagram

Lake Chevy helped make these videos. The video above shows how to check for blown fuses in
the interior fuse box of your Chrysler Aspen and where the fuse panel diagram is located. If
your map light, stereo, heated seats, headlights, power windows or other electronic
components suddenly stop working, chances are you have a fuse that has blown out. If your
Aspen is experiencing electrical problems, you should always check the fuses first, because
they are relatively easy to check and cheap to change. Some Chryslers have multiple interior
fuse boxes even the trunk - the video above will show you where the interior fuse box of your
Aspen is located. The more electronics your Aspen has, the more fuses it has. Some
components may have multiple fuses, so make sure you check all of the fuses that are linked to
the component in question. If you need to replace a blown fuse in your Aspen, make sure you
replace it with one that has the same amperage as the blown fuse. If checking and replacing the
fuse for the component in question doesn't work, we recommend seeking assistance from a
trusted professional mechanic. They should be able to figure out if the component needs to be
replaced or if there is a short or some other problem with your Aspen. Hans Angermeier has
produced over , videos showing drivers how to fix things on their cars. He has broad expertise
on basic repair procedures covering the majority of cars on the road. Leaking coolant is usually
a sign that your water pump needs to be replaced. This video shows you how to quickly plug it.
If your car is leaking a small amount of power steering fluid - see this video on how to fix the
leak. On many cars, the high beam bulb runs at reduced power during the day - check 'em and
change 'em! Car companies often use the same engines in different cars. They also slightly alter
the styling and sell the same car by two different names amongst other tricks to help offset
development costs. Our system selects the most applicable video for your car based, in part, on
these characteristics. The video displayed may not look exactly like your car, but may be
relevant enough for you to get a good idea how to do it. Getting Started - Prepare for the repair.
Share on. Full list of part and tools. Author Hans Angermeier has produced over , videos
showing drivers how to fix things on their cars. Plug minor coolant leaks. Quick fix for minor
power steering fluid leaks. Replace brights. Check your brake fluid. Checking your brake fluid
from time to time is a great way to ensure safe stopping. See all videos for the Chrysler Aspen.
We have a massive and growing video library, but we don't have everything Ad vertisements.
Chrysler Aspen was produced from to In this article, you will find fuse box diagrams of Chrysler
Aspen , , , , and , get information about the location of the fuse panels inside the car, and learn
about the assignment of each fuse fuse layout and relay. Cigar lighter power outlet fuse in the
Chrysler Aspen is the fuse F18 in the Interior fuse box. It is located in the left side kick panel
behind a removable cover near the park brake pedal. It is located in the left side of the engine
compartment. An integrated Power Module is located in the left side of the engine compartment.
How to check the fuses? How to replace a blown fuse? Why do car fuses blow? Types of
automotive fuses. The location and function of fuses in cars produced earlier may differ. Table
of Contents. Interior fuse box. To configure the outlets, be sure the ignition is OFF before
removing the fuse. Power Distribution Center. A description of each fuse and component may
be stamped on the inside cover, otherwise the cavity number of each fuse is stamped on the
inside cover. Integrated Power Module. Learn more: How to check the fuses? We use cookies to
ensure that we give you the best experience on our website. If you continue to use this site we
will assume that you are happy with it. Ok Privacy policy. Quick Links Download this manual.
Table of Contents. Automobile Chrysler Specification 8 pages. It is supplemented by a Warranty
Information Booklet and various customer oriented documents. You are urged to read these
publications carefully. Page 5: How To Use This Manual Failure to use driver and passenger
seat belts provided is a major cause of severe or fatal injury. In fact, the U. If you do not read
this entire manual you may miss important information. Any modifications or alterations to this
vehicle could seriously affect its roadworthiness and safety and may lead to an accident
resulting in serious injury or death. These numbers can be used to order duplicate keys from
your dealer. Ask your dealer for these numbers and keep them in a safe place. If this occurs,
rotate the key to the right slightly, then remove the key as described. If a malfunction occurs,
the system will trap the key in the ignition cylinder to warn you that this safety feature is
inoperable. Push in on the key in the ignition lock cylinder to rotate to the LOCK position. Page
Sentry Key - If Equipped For vehicles equipped with the Electronic Vehicle Infor- mation Center
EVIC , the power window switches, radio, handsâ€”free system if equipped , and power out- lets
will remain active for up to 10 minutes after the ignition switch is turned off. Opening either
front door will cancel this feature. Should this occur, have the vehicle ser- viced as soon as
possible. Page General Information 4. Insert a blank Sentry Key into the ignition switch and turn
the ignition switch ON within 60 seconds. After 10 seconds a single chime will sound and the
Vehicle Theft Alarm Indicator Light will stop flashing, turn on again for 3 seconds, and then turn
off. After all the doors are locked and closed the security light in the instrument cluster will

flash rapidly to signal that the system is arming. The interior lights will remain on for 30
seconds after the last door is closed, or until all doors are closed and either the ignition is
turned to the ON position or a key fob LOCK button is pressed. This system allows you to lock
or unlock the doors and liftgate or activate the panic alarm from distances a minimum of 66 feet
20 meters using a hand held radio transmitter. If the desired programming was not achieved or
to reactivate this feature, repeat the above steps. To lock the doors and liftgate: Press and
release the LOCK button on the key fob to lock all doors and liftgate. If the ignition is OFF, when
the doors are locked, the parking lights will flash on once and the horn will chirp once. If your
Remote Lock Control fails to operate from a normal distance, check for these two conditions.
When a single chime is heard release both buttons. The chime is an indication that you have
successfully entered program mode. All fobs that are to be programmed must be done so within
60 seconds of when the chime was heard. Remove and replace the batteries. Avoid touching the
new batteries with your fingers. Skin oils may cause battery deterioration. If you touch a battery,
clean it with rubbing alcohol. To indicate that the vehicle is about to start, the parking lights will
flash and the horn will sound briefly. Remote Start Transmitter Once the vehicle has started, the
engine will run for 15 minutes. Page Door Locks The vehicle can be started remotely up to a
maximum of two times. The vehicle is also allowed a maximum of one failed start, where the
remote start sequence was initiated but cancelled before the engine begins to crank. After either
of these conditions, or if the Vehicle Theft Alarm is alarming, or if the PANIC button was
pressed, the vehicle must be reset by inserting a valid key into the ignition Use this switch to
lock or unlock the doors. Power Door Lock Switch If you press the power door lock switch while
the key is in the ignition, and any front door is open, the power locks will not operate. Page 29 3.
Place the key into the ignition. A single chime will sound to indicate the feature has been
changed. Repeat the above steps to alternate the availability of this feature. Avoid trapping
anyone in a vehicle in a collision. Remember that the rear doors can only be opened from the
outside when the child protection locks are engaged. NOTE: After setting the child protection
door lock system, always test the door from the inside to make certain it is in the desired
position. This feature can be turned off by your authorized dealer. Re- move the obstacle and
use the window switch again to close the window. Any impact due to rough road condi- tions
may trigger the auto reverse function unexpectedly during auto closure. The emergency liftgate
latch release can be accessed through a snap-in cover located on the lift- gate trim panel. If the
liftgate is not fully open, press the remote keyless entry transmitter or overhead console button
to fully open the liftgate and then press again to close. You and your passengers could be
injured by these fumes. Keep the liftgate closed when you are operating the vehicle. In a
collision, you and your passengers can suffer much greater injuries if you are not properly
buck- led up. You can strike the interior of your vehicle or other passengers, or you can be
thrown out of the vehicle. It is extremely dangerous to ride in a cargo area, inside or outside of a
vehicle. In a collision, people riding in these areas are more likely to be seriously injured or
killed. Do not allow people to ride in any area of your vehicle that is not equipped with seats and
seat belts. Enter the vehicle and close the door. Sit back and adjust the seat. Pulling Out Belt
and Latchplate 2. The seat belt latch plate is above the back of the front seat, next to your arm in
the rear seat. The lap portion could ride too high on your body, possibly causing internal
injuries. Always buckle your belt into the buckle nearest you. Always wear the lap belt as low as
pos- sible and keep it snug. Push in on the anchorage release button to release the anchorage,
and then move it up or down to the position that serves you best. Second Row Center Seat Belt
The center seating position in the second row has a seat belt assembly that can be converted
from the normal emergency locking mode to the automatic locking mode. Programming mode
will be cancelled after the feature has toggled with the seat belt still buckled or if the ignition
switch is turned to the lock position or 10 seconds after the feature has toggled. You may
damage the airbags and you could be injured be- cause the airbags are no longer functional.
These protective covers for the airbag cushions are de- signed to open only when the airbags
are inflating. Page 53 Here are some simple steps you can follow to minimize the risk of harm
from a deploying airbag. Children 12 years and under should always ride buckled up in a rear
seat in an appropriate child restraint. Infants in rear-facing child restraints should NEVER ride in
the front seat of a vehicle with a passenger front airbag. The airbags work with your seat belt to
restrain you properly. Always wear your seat belts even though you have airbags. The front
airbag inflators are de- signed to provide different rates of airbag inflation from direction
provided by the ORC. The ORC will not detect roll over. When the ORC detects a collision
requiring the airbags, it signals the inflator units. Al- ways use the correct seat cover specified
for the vehicle. As the airbags deflate you may see some smoke-like particles. The particles are
a normal by- product of the process that generates the nontoxic gas used for airbag inflation.
You could be injured if the airbag system is not there to protect you. Do not modify the

components or wiring, including adding any kind of badges or stickers to the steering wheel
hub trim cover or the upper right side of the instrument panel. NOTE: If the speedometer,
tachometer or any engine related gauges are not working, the airbag control mod- ule may also
be disabled. The airbags may not be ready to inflate for your protection. Page 61 may be
released for incorporation in aggregate crash databases, such as those maintained by the US
govern- ment and various states. Data of a potentially sensitive nature, such as would identify a
particular driver, ve- hicle, or crash, will be treated confidentially. Confidential data will not be
disclosed by DaimlerChrysler Corpora- tion to any third party except when: 1. Every state in the
United States and all Canadian provinces require that small children ride in proper restraint
systems. An airbag deployment could cause severe injury or death to infants in this position.
Never allow a child to put the shoulder belt under an arm. Page 65 around the child restraint so
that it is not necessary to use a locking clip. The cinching latch plate will keep the belt tight,
however, any seat belt system will loosen with time, so check the belt occasionally and pull it
tight if necessary. For some older child restraints, many child restraint manufacturers offer
add-on tether strap kits or retro-fit kits. You are urged to take advantage of all the available
attachments provided with your child restraint in any vehicle. Not all child restraint systems will
be installed as described here. Next attach the lower hooks or connectors over the top of the
anchorage bars, pushing aside the seat cover material. Then attach the tether strap to the
anchor- age located on the back of the seat, being careful to route the tether strap to provide the
most direct path between the anchor and the child restraint. Page 69 Installing Child Restraints
Using the Vehicle Seat Belt The second and third row seats have either cinching latch plates or
automatic locking retractors which are designed to keep the lap portion tight around the child
restraint so that it is not necessary to use a locking clip. An incorrectly anchored tether strap
could lead to increased head motion and possible injury to the child. Use only the anchor
positions directly behind the child seat to secure a child restraint top tether strap. An
incorrectly anchored tether strap could lead to seat failure and injury to the child. In a collision,
the seat could come loose and allow the child to crash into the inside of the vehicle or other
passengers, or even be thrown from the vehicle. This is a normal part of the break-in and is not
an indication of difficulty. Exhaust gases contain carbon monoxide, an ex Check for proper air
flow through all defroster ducts. If there are any question regarding the operation of your heater
defroster ducts, have the system checked by an authorized dealer Seat Belts Inspect the belt
system periodically, checking for cuts, Check turn signal and high beam indicator lights on the
instrument panel. Door Latches Check for positive closing, latching and locking. Fluid Leaks
Check area under vehicle after overnight parking for fuel, water, oil, or other fluid leaks. Page 77
Headlight Delay A two-point pivot system allows for horizontal and vertical adjustment of the
mirror. You can turn the feature on or off by pressing the button at the base of the mirror. To
avoid damage to the mirror during cleaning, never spray any cleaning solution directly onto the
mirror. Apply the solution onto a clean cloth and wipe the mirror clean. Outside Mirrors To
receive maximum benefit, adjust the outside mirror s to center on the adjacent lane of traffic
with a slight overlap of the view obtained on the inside mirror. Tilt the control wand in the
direction you want the mirror to move. When finished adjusting the mirror, turn the control to
the center position to prevent accidentally moving a mirror. The light will illuminate to indicate
that the heating elements are ON. Turning Off the rear window defroster or the ignition will
deactivate the heated mirrors. See If your cellular phone supports a different profile e. For
example, instead of saying Setup and then Phone Pairing, the following compound command
can be said: Setup Phone Pairing. Page 93 Answer or Reject an Incoming Call - Call Currently in
Progress If a call is currently in progress and you have another incoming call, you will hear the
same network tones for call waiting that you normally hear when using your cell phone. This
feature is only supported in the USA. Adjusting a seat while the vehicle is moving is dangerous.
The sudden movement of the seat could cause you to lose control. The seat belt might not be
properly adjusted and you could be injured. Adjust any seat only while the vehicle is parked. Do
not ride with the seatback reclined so that the shoulder belt is no longer resting against your
chest. In a collision you could slide under the seat belt and be seriously or even fatally injured.
Use the recliner only when the vehicle is parked. Page Way Driver's Power Seat - If Equipped To
lower the head restraint, depress the release button located at the base of the head restraint and
push down on the head restraint. The top switch controls the seatback recline adjustment. Page
With the ignition switch in the RUN position, depressing the heated seat switch rocker to its
momentary high or low position provides power to the heated seat element and maintains the
requested temperature setting. If the heated seat switch is depressed to a different position low
or high than the currently selected state, the re- quested temperature setting will change to a
new selec- tion. Both of the indicators on identifies High heat level. The lower indicator on only,
identifies Low heat level. NOTE: The high heat setting will operate for approxi- mately 30

minutes. After 30 minutes, the system will automatically transition to the low heat setting.
Raising the lever allows the seatback to be reclined an additional 11 degrees. The second row
bucket seats can be folded and tumbled forward for easy access to the third seat or rear cargo
area. Pull up on the release handle and lift to tumble the seat fully forward. If the seat contacts
the rear of the front seat, move the front seat forward. Tumbling the Seat Forward To relatch the
seat, tilt the seat rearward and push down firmly to engage the rear attachments. In a collision,
you or others in your vehicle could be injured if seats are not properly latched to their floor
attachments. Always be sure the seats are fully latched. Raising the lever allows the seat- back
to be reclined an additional 11 degrees. When loading cargo into the rear of you vehicle with the
3rd row seat folded flat, be careful not to damage the material on the head restraints. NOTE: The
seat belt buckles are hinged to fold with the seat back. Please refer to the 8-way power seat
description. To disable another transmitter linked to either memory position, repeat steps for
each transmitter. Page To Open And Close The Hood the seat is positioned rearward enough
and no benefit from moving the seat any farther rearward. It is located between the grille and
hood opening right of the center. To prevent possible damage, do not slam the hood to close it.
Use a firm downward push at the center front edge of the hood to ensure that both latches
engage. Page Headlight Delay If the ignition is off and any door is left ajar for eight minutes or
the dimmer control is rotated upwards for 15 minutes, the interior lights will automatically turn
off. If the headlights remain on while the ignition is cycled off, the exterior lights will
automatically turn off after 8 minutes. If an indicator fails to light when the lever is moved, it
would suggest that the switch or indicator lamp is defective. If a defective bulb or wiring circuit
is detected for the turn signal system, the arrow indicators will flash at a faster rate. This will
momentarily allow the high and low beams to energize at the same time. Within one second the
headlights will switch to high beams. Turn the end of the handle to select the desired wiper
speed. Intermittent Wiper System The intermittent feature of this system was designed for use
when weather conditions make a single wiping cycle, NOTE: If the front wiper is operating when
the ignition is turned off, the wiper will automatically return to the Park position. When the
vehicle is restarted, the wipers will resume operation. Push the lever forward to lock the column
firmly in place. Position the driver seat so that you are at least 10 inches mm away from the
airbag located in the center of the steering wheel. Do not place any article under the adjustable
pedals or impede its ability to move as it may cause damage to the pedal controls. Resume can
be used at any speed above refer to the table below for the speed for your specific engine.
When the pedal is released, the vehicle will return to the set speed. NOTE: When driving uphill,
at elevations above 2, feet meters , or when the vehicle is heavily loaded especially when towing
the vehicle may slow below the SET speed. Your vehicle could go too fast for the conditions,
and you could lose control. An accident could be the result. Always check carefully behind your
vehicle, look behind you, and be sure to check for pedestrians, animals, other vehicles,
obstructions, and blind spots before backing up. You are responsible for safety and must
continue to pay attention to your surroundings. Both lights illuminate as courtesy lights when a
door is opened, when the dimmer control is rotated to the courtesy light position fully upward
position , or when the UNLOCK button is pressed on the Remote Keyless Entry transmitter, if so
equipped. This display will continue until the vehicle runs out of fuel. Refer to Compass
Variance, in this section for additional information. Refer to Manual Compass Calibration, in this
section for addi- tional information. Press the menu button until Personal Set- tings is
displayed. A moving garage door can cause injury to people and pets in the path of the door.
People or pets could be seriously or fatally injured. The EVIC display is located in the overhead
console. NOTE: When programming a garage door opener, it is advised to park outside the
garage. Page 3. Simultaneously press and hold both the HomeLink button that you want to train
and the hand-held trans- mitter button. Do not release the buttons until step 4 has been
completed. Firmly press and release the learn or smart button. The name and color of the button
may vary by manu- facturer. NOTE: There are 30 seconds in which to initiate step eight. Page
Using Homelink NOTE: If programming a garage door opener or gate operator, it is advised to
unplug the device during the cycling process to prevent possible overheating. Activation will
now occur for the trained device i. This prevents HomeLink operation due to un-authorized
vehicle entry. Pressing the open end of the rocker switch once moves the panel to a comfort
stop position short of full opening. Pressing the switch a second time causes the panel to
continue moving rearward, up to the full-open position. Never leave children alone in a vehicle.
Leaving children in a vehicle unattended is dangerous for a number of reasons. A child or
others could be seriously or fatally injured. Page Sunroof Maintenance the rear windows open,
open the front and rear windows together to minimize the buffeting. If the buffeting occurs with
the sunroof open, adjust the sunroof opening to minimize the buffeting or open any window.
Sunroof Maintenance Use only a nonabrasive cleaner and a soft cloth to clean the glass panel.

These outlets can power cell phones, electronics and other low power devices. The
reconfigurable fuse loca- tion is a special design that allows the fuse to be installed in two
different ways. This mat can be removed by pulling on the tab located on the front edge of the
bin mat. To use, plug in the portable power recharge cord and place the cord along the opening
under the forward portion of the storage bin. Close the console armrest lid and plug the power
cord into the phone while resting the phone in the bin. The side rails between the stantions
should be used to tie down cargo. To avoid damage to the roof rack and vehicle, do not exceed
the maximum roof rack load capacity. Always distribute heavy loads as evenly as possible and
secure the load appropriately. Long loads which extend over the windshield, such as wood
panels or surfboards, should be secured to both the front and rear of the vehicle. Page To open
the Cargo divider, lift up on the cargo divider handles, raising the doors to the full open
position. Raise the side panels until they engage into the doors. Page Selecting a Channel Fuel
Gage The fuel gauge shows level of fuel in tank when ignition switch is in the ON position.
Temperature Gage The temperature gage indicates engine coolant temperature. Any reading
within the normal range indicates that the cooling system is operat- ing satisfactorily. Driving
with a hot engine cooling system could damage your vehicle. If the temperature light is on,
safely pull over and stop the vehicle. Idle the vehicle in neutral with the air conditioner turned
off until the light turns off. If the if the light remains on, turn the engine off immediately, and call
for service. Security Light This light will flash rapidly for approximately 15 seconds when the
vehicle theft alarm is arming. The light will flash at a slower speed continuously after the alarm
is set. The security light will also come on for about three seconds when the ignition is first
turned on. Page Gear Selector The electronic gear selector display is self-contained within the
instrument cluster. It displays the position of the automatic transmission shift lever, and the
relation of each position to all other positions. For a good signal the display will place a box
around the selected transmission range PRND Page on for 15 seconds as a bulb check. If the
light does not come on during starting, have the system checked by an authorized dealer. Tire
Pressure Monitoring Telltale Light Each tire, including the spare if provided , should be checked
monthly when cold and inflated to the inflation pressure recommended by the vehicle
manufacturer on the vehicle placard or tire inflation pressure label. If your vehicle has tires of a
different size than the size indicated on the vehicle placard or tire inflation pressure label, you
should determine the proper tire inflation pressure for those The TPMS has been optimized for
the original equipment tires and wheels. TPMS pressures and warning have been established
for the tire size equipped on your vehicle. Page Electronic Digital Clock Page Electrical
Disturbances Electrical Disturbances Radio waves may pick up electrical disturbances during
transmission. They mainly affect the wave amplitude, and thus remain a part of the AM
reception. They interfere very little with the frequency variations that carry the FM signal. AM
Reception AM sound is based on wave amplitude, so AM reception can be disrupted by such
things as lightning, power lines and neon signs. Press and hold the time button until the hours
blink. Turn the TUNE control to the right or left to adjust the sound level from the right or left
side speakers. To stop the scan function, press the button a second time. The time of day will
display for 5 seconds. Clock Setting Procedure 1. The use of other sized discs may damage the
CD player mechanism. You may eject a disc with the radio OFF. If you insert a disc with the
ignition ON and the radio ON, the unit will switch from radio to CD mode and begin to play when
you insert the disc. When writing MP3 files, pay attention to the following restric- tions. The
radio is designed to recognize the file as an invalid MP3 and will not play the file. If the medium
contains a lot of folders or files, the radio will take more time to start playing the MP3 files. Page
the worldwide standard for time. When you are at an audio screen, quickly press the TIME
button on the navigation faceplate. In this example the large clock appears on the screen. The
system is located in the headliner behind the front row seat. A CD may remain in the radio while
in the Satellite radio mode. These satellite channel pre-set stations will not erase any AM or FM
pre-set memory stations. Follow the memory pre-set procedures that apply to your radio. Page
Radio Operation The right hand control is a rocker type switch with a push button in the center.
Pressing the top of the switch will increase the volume and pressing the bottom of the switch
will decrease the volume. The button located in the center of the right hand control will switch
modes to Radio or CD. Handle the disc by its edge; avoid touching the surface. If the disc is
stained, clean the surface with a soft cloth, wiping from center to edge. This is a normal
occurrence since the compressor will cycle on and off to maintain comfort and improve fuel
economy. Page Recirculation Mode Panel or Bi-Level Select either the Panel or Bi-Level mode
positions when the outside air contains smoke, odors, high humidity, or if rapid cooling of the
interior is desired. This feature allows for recir- culation of interior air only, when ei- ther of
these positions are selected. When the control is turned on, it will be in the last mode prior to
being turned off. Page Level Of Automatic Control located in the overhead console to measure

the tem- perature of the driver and passengers. Based on the sensor input, the system will
automatically ocntrol comfort by varying the temperature, fan speed, and mode. This maintains
a comfortable temperature, even under changing conditions. Turning the fan speed knob or any
mode button places the system into manual operation. While in manual operation there are six
fan speeds available and the choice of any mode. Page Recirculate Button Press this button to
recirculate the air inside the vehicle. Outside air is prevented from entering the vehicle. Use this
mode to temporarily block out any outside odors, smoke, dust or when rapid cooling of the
interior is required. NOTE: There is a difference in temperature between the upper and lower
outlets for added comfort. The warmer air goes to the floor outlets. Each of these outlets can be
individually adjusted to direct the flow of air. Moving the air vane knobs on the outlets to one
side will shut off the airflow. Page Regular cleaning of the inside of the windows with a
non-filming cleaning solution vinegar and water works very well will help prevent contaminates
cigarette smoke, perfumes, etc. Contaminates increase the rate of window fogging. Summer
Operation Air conditioned vehicles must be protected with a high quality antifreeze coolant
during summer to provide proper corrosion protection and to raise the boiling point Pressing
the rotating switch inward activates the rear window washer. Rotating the switch will enable one
of five intermittent delay times for the rear wiper. When the vehicle is restarted, the wiper will
resume operation. Rear Window Defrosting A push-button type switch is located in the climate
control panel. Page Snow Tires Page Snowplow Be sure to turn off the engine if you want to rest
or sleep in your car. Accidents can be caused by inad- vertently moving the gear selection lever
or by pressing the accelerator pedal. Do not attempt to push or tow your vehicle to get it
started. Vehicles equipped with an automatic trans- mission cannot be started this way.
Unburned fuel could enter the catalytic converter and once the engine has started, ignite and
damage the converter and vehicle. The 5. Engine can be started in this range. Never use Park
while vehicle is in motion. Apply parking brake when leaving vehicle in this range. Always apply
parking brake first, then place selector in Park position. Your vehicle could move and injure you
and others if it is not completely in P Park. If your foot is not firmly on the brake pedal, the
vehicle could accelerate quickly forward or in re- verse. Overdrive Operation The overdrive
automatic transmission contains an elec- tronically controlled fourth and fifth if equipped speed
Page Four-Wheel Drive Operation light throttle. It engages at higher speeds under heavier
acceleration. This may result in a slightly different feeling or response during normal operation
in high gear. When the vehicle speed drops below a calibrated speed, or during acceleration,
the clutch automatically and smoothly disengages. Page shift to take place. Shifting while only
the front or rear wheels are spinning can cause damage to the transfer case. Proper operation
of four-wheel-drive vehicles depends on tires of equal size, type and circumference on each
wheel. Any difference in tire size can cause damage to the transfer case. See Recreational Towing section for specific procedures on shifting into and out of Neutral N. Transfer Case Position
Indicator Lights Transfer case position indicator lights are located on the instrument cluster.
Allows front and rear wheels to rotate at different speeds. All road surfaces. Forces front and
rear wheels to rotate at the same speed. In this situation a position indicator light will flash and
the original position indicator light will remain ON. While still rolling, rotate the transfer case
control switch to the desired position. After the position indicator light has stopped flashing,
shift the transmission back into gear. Alternate Procedure 1. Bring the vehicle to complete stop.
Page Parking Brake 3. Replace tires when tread wear indicators first become visible. Keep tires
properly inflated. Maintain sufficient distance between your vehicle and the car in front to avoid
a collision in a sudden stop. You must be sure the parking brake is fully applied before leaving
the vehicle. When parking on a hill, turn the front wheels toward the curb on a downhill grade
and away from the curb on an uphill grade. The effort required to brake the vehicle will be
significantly increased over that required with the power system operating. If either the front or
rear hydraulic systems lose normal capability, the remaining system will still function with some
loss of braking effectiveness. Keep firm and steady pressure on the brake pedal while
experiencing the pulsation. Under these condi- tions you will observe a substantial increase in
steering effort, especially at very low vehicle speeds and during parking maneuvers. All six
systems work together to enhance vehicle stability and control in various driving conditions,
and are com- monly referred to as ESP. The system detects an emergency braking situation by
sens- ing the rate and amount of brake application and then applies optimum pressure to the
brakes. When ERM determines that the rate of change of the steering wheel angle and vehicles
speed are sufficient to potentially cause wheel lift, it applies the appropriate brake and may
reduce engine power to lessen the chance that wheel lift will occur. Engine power may also be
reduced to help the vehicle maintain the desired path. Page conditions and more wheel spin
than ESP would nor- mally allow is required to gain traction. The ABS is in a special Off-Road
mode that allows wheels to lock at lower speeds if gravel is detected to shorten stopping

distances. Page Multi Displacement System Mds - 5. The least amount of accelerator pedal
pressure to main- tain the rocking motion without spinning the wheels or racing the engine is
most effective. Tires designed to this standard have the tire size molded into the sidewall
beginning with the section width. The letter P is absent from this tire size designation. Tires with
white sidewalls will have the full TIN including date code located on the white sidewall side of
the tire. Page 5. Determine the combined weight of luggage and cargo being loaded on the
vehicle. That weight may not safely exceed the available cargo and luggage load capacity
calculated in Step 4. If your vehicle will be towing a trailer, load from your trailer will be
transferred to your vehicle. Overloading of your tires is dangerous. Overloading can cause tire
failure, affect vehicle handling, and increase your stopping distance. Use tires of the
recommended load capacity for your vehicle. Never overload them. Economyâ€” Improper
inflation pressures can cause uneven wear patterns to develop across the tire tread. These
abnormal wear patterns will reduce tread life resulting in a need for earlier tire replacement.
Under inflation, also increases tire rolling resistance and results in higher fuel consump- tion.
After inspecting or adjusting the tire pressure, al- ways reinstall the valve stem cap if equipped.
This will prevent moisture and dirt from entering the valve stem, which could damage the valve
stem. Refer to original equipment or an authorized tire dealer for recommended safe operating
speeds, loading and cold tire inflation pressures. High speed driving with your vehicle under
maxi- mum load is dangerous. It is engineered to be used on your style vehicle only. Since this
tire has limited tread life, the original tire should be repaired or replaced and rein- stalled at the
first opportunity. This tire is identified by a limited use spare tire warning label located on the
limited use spare tire and wheel assembly. Fast spinning tires can be dangerous. Forces generated by excessive wheel speeds may cause tire dam- age or failure. A tire could explode and
injure someone. Tires and spare tire should be replaced after six years, regardless of the
remaining tread. Some combinations of un- approved tires and wheels may change suspension
dimensions and performance characteristics, resulting in changes to steering, handling, and
braking of your vehicle. Vibration may be a result of tire and wheel out-of- balance. Proper
balancing will reduce vibration and avoid tire cupping and spotty wear. More frequent rotation is
permis- sible if desired. The reasons for any rapid or unusual wear should be corrected prior to
rotation being per- formed. The TPM System will continue to warn the driver of low tire pressure
as long as the condition exists, and will not turn off until the tire pressure is at or above recommended cold placard pressure. Page The Tire Pressure Monitoring Telltale Lamp will illuminate
in the instrument cluster, and an au- dible chime will be activated when one or more of the four
active road tire pressures are low. The audible chime will sound once every ignition cycle for
each condition that it detects. TPMS pressures have been established for the tire size equipped
on your vehicle. Light spark knock at low engine speeds is not harmful to your engine.
However, continued heavy spark knock at high speeds can cause damage and immediate
service is required. Use of these blends may result in starting and driveability problems and
may damage critical fuel system components. NOTE: 4. Only vehicles with the E fuel filler door
label can operate on E Use of additional detergents or other additives is not needed under
normal conditions and would result in unnecessary cost. There- fore, you should not have to
add anything to the fuel. Page Carbon Monoxide Warnings NOTE: Intentional tampering with
emissions control systems can result in civil penalties being assessed against you. Carbon
monoxide CO in exhaust gases is deadly. If the gas cap is lost or damaged, be sure the
replacement cap is for use with this vehicle. NOTE: To avoid contact between fuel cap and
paint, hang tether strap over hook provided on inner fuel door. This is in violation of most state
and federal fire regulations and will cause the malfunction indi- cator light to turn on. Resolving
the problem will turn the MIL light off. Damage to the fuel system or emission control system
could result from using an improper fuel tank filler cap gas cap. Ethanol vapors are extremely
flammable and could cause serious personal injury. Never have any smok- ing materials lit in or
near the vehicle when remov- ing the fuel filler tube cap gas cap or filling the tank. Page
Maintenance Maintenance If you operate the vehicle using E fuel, follow Sched- ule B in the
maintenance schedule section of this manual. It will cause difficulty in cold starting and may
affect drivability. The label also specifies maximum capacities of front and rear axle systems.
Page Curb Weight Curb Weight The curb weight of a vehicle is defined as the total weight of the
vehicle with all fluids, including vehicle fuel, at full capacity conditions, and with no occupants
or cargo loaded into the vehicle. The front and rear curb weight values are determined by
weighing your vehicle on a commercial scale before any occupants or cargo are added. If you
do, parts on your vehicle can break, or it can change the way your vehicle handles. This could
cause you to lose control. Before towing a trailer carefully re- view this information to tow your
load as efficiently and safely as possible. Distribute the load over the front and rear axles
evenly. Make sure that you do not exceed either front or rear GAWR. An improperly adjusted

Weight Distributing Hitch system may reduce handling, stability, braking per- formance, and
could result in an accident. Consult with your hitch and trailer manufacturer or a reputable
Recreational Vehicle dealer for additional information. Connects a vehicle and fifth-wheel trailer
with a coupling king pin. Doing so may damage your vehicle. Perform the maintenance listed in
Section 8 of this manual. Always connect the chains to the frame or hook retainers of the
vehicle hitch. Cross the chains under the trailer tongue and allow enough slack for turning
corners. Refer to the Tiresâ€”General Information section of this manual on Tread Wear
Indicators for the proper inspection procedure. It can overload your brake sys- tem and cause it
to fail. You might not have brakes when you need them and could have an accident. Towing any
trailer will increase your stopping dis- tance. If using a manual transmission vehicle for trailer
towing, all starts must be in FIRST gear to avoid excessive clutch slippage. Snowplows,
winches, and other aftermarket equip- ment should not be added to the front end or your
vehicle. Towing the vehicle with the transmission in Neutral can cause severe transmission
damage. Removal of the drive- shaft for towing is not recommended since this allows
transmission fluid to leak out. Shifts into and out of transfer case Neutral N can take place with
the selector switch in any mode position. Repeat steps 9 and 10 with the transmission in Drive
D. Turn ignition key to the unlocked OFF position. Shift automatic transmission into Park P.
Attach vehicle to tow vehicle with tow bar. NOTE: Items 1 through 5 are requirements that must
be met prior to depressing the Neutral N selection button, and must continue to be met until the
4 seconds elaspes and the shift has been completed. Turn the ignition key to the ON position
without starting the engine. Depress brake pedal. Shift automatic transmission to Neutral N.
Using the point of a ballpoint pen or similar object, depress the recessed transfer case Neutral
N button for 1 second. The bumper face bar will be damaged. Press the flasher switch and all
front and rear directional signals will flash intermittently. Press the switch a second time to turn
off the emergency flashers. The vehicle could slip off the jack and fall on you. You could be
crushed. Never put any part of your body under a vehicle that is on a jack. Never start or run the
engine while the vehicle is on a jack. Remove the spare tire before attempting to jack the truck.
Remove the rubber plug from the floor in the cargo area. Page Tire Changing Procedure It is
recommended that you stow the flat or spare to avoid tangling the loose cable. The winch
mechanism is designed for use with the jack extension tube only. Use of an air wrench or other
power tools is not recommended and can damage the winch. Set the parking brake and place
the gear selector in PARK automatic transmission. When changing a front wheel, place the jack
under the frame rail behind the wheel. Locate the jack as far forward as possible on the straight
part of the frame prior to inboard transition. Operate the jack using the jack drive tube and the
wheel wrench - the tube exten- sion, may be used but is not required. By rotating the wheel
wrench clockwise, raise the vehicle until the wheel just clears the surface. A loose tire or jack
thrown forward in a collision or hard stop could injure someone in the vehicle. Always stow the
jack, tools and the extra tire and wheel in the places provided. Remove wheel blocks. Do not
install chrome or alu- minum wheel center caps on the spare wheel. Slide the wheel retainer
through the center of the wheel and position it properly across the wheel opening. For
convenience in checking the spare tire inflation, stow with the valve stem toward the rear of the
vehicle. Page Check the Battery Test Indicator if equipped. If a light or bright colored dot is
visible in the indicator if equipped , DO NOT jump-start the battery. If the indicator if equipped is
dark or shows a green dot, proceed as follows: 1. Do not connect the cable to the negative post
of the discharge battery. The resulting electrical spark could cause the battery to explode.
During cold weather when temperatures are below freezing point, electrolyte in a discharged
battery may freeze. Chains are not recommended for freeing a stuck vehicle. Chains may break,
causing serious injury or death. Stand clear of vehicles when pulling with tow hooks. Tow
straps and chains may break, causing serious injury. Tow hooks are for emergency use only, to
rescue a vehicle stranded off road. Acceptable methods are to tow the vehicle on a flatbed or
with one end of the vehicle raised and the opposite end on a towing dolly. Page Center
High-Mounted Stoplight Page Engine Compartment 4. Page Engine Compartment 5. This system
monitors the performance of the emissions, engine, and automatic transmission control
systems. When these systems are operating properly, your vehicle will provide excellent
performance and fuel economy, as well as engine emis- sions well within current government
regulations. This is an indication that the gas cap is properly tightened. Press the odometer
reset button to turn the message off. If the problem persists, the message will appear the next
time the vehicle is started. As soon as you turn your key to the ON position, you will see your
MIL symbol come on as part of a normal bulb check. Approximately 15 seconds later, one of two
things will happen: a. Service manuals are available which include detailed service information
for your vehicle. Refer to these manuals before attempting any procedure yourself. These items
should be inspected if a malfunction is observed or suspected. The best time to check the

engine oil level is about 5 minutes after a fully warmed up engine is shut off or before starting
the engine after it has sat overnight. Page Change Engine Oil Road conditions and your style of
driving affect the interval at which your oil should be changed. Under these conditions, special
attention should be given to the engine air cleaner and the crankcase inlet air cleaner. The
crankcase ventilation system should also be checked periodically. Page Engine Oil Filter
Lubricants which do not have both, the engine oil certi- fication mark and the correct SAE
viscosity grade num- ber should not be used. Synthetic Engine Oils You may use synthetic
engine oils provided the recom- mended oil quality requirements are met, and the recommended maintenance intervals for oil and filter changes are followed. No belt tension
adjustments are required. However, belt and belt tensioner condition should be inspected at the
specified intervals, and replaced if re- quired. Damage to the catalytic converter can result if
your vehicle is not kept in proper operating condition. In the event of engine malfunction,
particularly involv- ing engine misfire or other apparent loss of perfor- mance, have your vehicle
serviced promptly. Contin- ued operation of your vehicle with a severe malfunction could cause
the converter to overheat, resulting in possible damage to the converter and the How- ever, the
manufacturer recommends that air conditioning service be performed by dealers or other
service facilities using recovery and recycling equipment. Periodic lubrication of these joints is
not required. However, the joint boot should be inspected for external leakage or damage
periodically. If external leakage or damage is evident, the joint boot and grease should be
replaced immediately. Page Windshield Washers Avoid using the wiper blades to remove frost
or ice from the windshield. Keep the blade rubber out of contact with petroleum products such
as engine oil, gasoline, etc. Windshield Washers The fluid reservoir should be checked for fluid
level at regular intervals. Whenever a change is noticed in the sound of the exhaust system,
when exhaust fumes can be detected inside the vehicle, or when the underside or rear of the
vehicle is damaged, have a competent mechanic inspect the com- plete exhaust system and
adjacent body areas for broken, You or others can be badly burned by hot coolant or steam
from your radiator. Never try to open a cooling system pressure cap when the radia- tor is hot. If
the solution is dirty or contains a considerable amount of sediment, clean and flush with a
reliable cooling system cleaner. Page Adding Coolant Your vehicle has been built with an
improved engine coolant that allows extended maintenance intervals. This coolant can be used
up to 5 Years or , miles before replacement. To prevent reducing this extended mainte- nance
period, it is important that you use the same coolant throughout the life of your vehicle. Never
add coolant when the engine is overheated. Do not loosen or remove the cap to cool an
overheated engine. Page When additional coolant is needed to maintain the proper level, it
should be added to the coolant bottle. Do not overfill. Points To Remember NOTE: When the
vehicle is stopped after a few miles a few kilometers of operation, you may observe vapor
coming from the front of the engine compartment. If replacement is ever necessary, install
ONLY the correct type thermostat. Other designs may result in unsatisfactory coolant
performance, poor gas mileage, and increased emissions. Deposits can accumulate in the PCV
valve and passage with increasing mileage. Have the PCV valve, hoses, and passages checked
for proper operation at the intervals specified. Use of brake fluid that may have a lower initial
boiling point, or is unidentified, as to specifications may result in sudden brake failure during
hard prolonged braking. You could have an accident. Overfilling the brake fluid reservoir can
result in spilling brake fluid on hot engine parts and the brake fluid catching on fire. Worn brake
hoses can burst and cause brake failure. If you see any sign of cracking, scuffing, or worn
spots, have the brake hoses replaced immediately. Using a transmission fluid other than the
manufacturers recommended fluid will result in more frequent fluid and filter changes. Refer to
Fluids, Lubricants and Genuine Parts for correct fluid type. The manufacturer does not
recommend regularly sched- uled oil changes for axles in vehicles whose operation is classified
as normal truck service. NOTE: The presence of water in the gear lubricant will result in
corrosion and possible failure of differential components. Use only those greases that have the
NLGI symbol on the container along with the proper quality level for your application.
Appearance Care and Protection from Corrosion Protection of Body and Paint from Corrosion
Vehicle body care requirements vary according to geo- graphic locations and usage. Take care
never to scratch the paint. Your dealer has touch up paint to match the color of your vehicle.
Wheel and Wheel Trim Care All wheels and wheel trim, especially aluminum and chrome plated
wheels should be cleaned regularly with a mild soap and water to prevent corrosion. Your
leather upholstery can be best preserved by regular cleaning with a damp soft cloth. Small
particles of dirt can act as an abrasive and damage the leather upholstery and should be
removed promptly with a damp cloth. Page Glass Surfaces All glass surfaces should be cleaned
on a regular basis with any commercial household-type glass cleaner. Never use an abrasive
type cleaner. Use caution when cleaning inside rear windows equipped with electric defrosters

or windshields equipped with a windshield wiper de-icer. When replacing a blown fuse, it is
important to use only a fuse having the correct amperage rating. The use of a fuse with a rating
other than indicated may result in a dangerous electrical system overload. If a properly rated
fuse continues to blow, it suggests a problem in the circuit that must be corrected. Page Fuses
Power Distribution Center Fuses Power Distribution Center Power Distribution Center Your
vehicle is equipped with an electrical power distri- bution center located in the left side of the
engine compartment. This center contains cartridge fuses, mini fuses and relays. A description
of each fuse and component may be stamped on the inside cover otherwise the cavity number
of each fuse is stamped on the inside cover that corresponds to the following chart. WLâ€”2
Liftgate Lamp Remove one nut that attaches the headlight to the inner fender panel. Access to
the nut is possible by opening the fender panel access door which is located in the wheel liner.
Grasp the headlight and pull firmly to disengage the headlight from the fender panel. Remove
the two push-pins from the tail light housing. Rotate the light to the outboard side of the vehicle
and remove. Unlock and remove electrical connector. Twist bulb sockets counterclockwise to
remove from housing. Remove the bulbs from the bulb sockets by pulling the bulb straight out.
Page License Lights License Lights 1. Push tab towards the lamp and remove lamp assem- bly.
Pull bulb from socket. Remove two screws securing stoplight housing assem- bly to the liftgate.
Pull bulb straight from socket to remove. Remove the remove the far left air dam screw at the
bottom of the fascia. These, and all other maintenance services included in this manual, should
be done to provide best vehicle performance and reliability. Checking the oil level while the
vehicle is on level ground will improve the accu- racy of the oil level reading. Rotate tires. Check
spare tire for proper pressure and correct stowage. Change front and rear axle fluid 4X4. Inspect
engine air cleaner filter, replace if neces- sary. Page Miles Kilometers Change engine oil and
engine oil filter, or at 3 months whichever comes first. Check transfer case fluid level 4X4.
Inspect brake linings. Inspect engine air cleaner filter, replace if necessary. Replace spark
plugs. Flush and replace engine coolant, if not replaced at 60 months. Check spare tire for
proper pressure and cor- rect stowage. This applies only if your vehicle is used for police, taxi,
fleet, or frequent trailer towing. Flush and replace engine coolant at months, if not replaced at ,
miles km. Page Miles Kilometers Change engine oil and engine oil filter at in- terval shown or 3
months, whichever comes first. Drain and refill transfer case fluid 4X4. Page Miles Kilometers
Drain and refill automatic transmission fluid and change main sump filter and spin-on cooler
return filter if equipped. Flush and replace engine coolant if not replaced at , miles km. Inspect
engine air cleaner filter, replace as neces- sary. Page Miles Kilometers [Months] Change engine
oil and engine oil filter. Flush and replace engine coolant at 60 months, if not replaced at , miles
km. Check transfer case fluid 4X4. Flush and replace engine coolant, if not replaced at , miles
km. Page Inspection and service should also be performed anytime a malfunction is observed
or suspected. Retain all re- ceipts. You can be badly injured working on or around a motor
vehicle. Page We want you to be happy with our products and services. Warranty service must
be done by an authorized Chrysler, Dodge, or Jeep dealer. We strongly recommend that yo
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u take your vehicle to your selling dealer. They know you and your vehicle best, and are most
concerned that you get prompt and high quality service. Page technicians, special tools, and
the latest information to assure your vehicle is fixed correctly and in a timely manner. Most
matters can be resolved with this process. They will help you keep your vehicle operating at its
best. These manuals have been prepared with the assistance of service and engineering
specialists to acquaint you with specific Chrysler group vehicles. Included are starting,
operating, emergency and maintenance pro- cedures as well as specifications, capabilities and
safety tips. Page Axle Lubrication Axle Fluid Page Pressure Cap Page Flashers Hazard Warning
Page Hitches Trailer Towing Page Loading Vehicle Page Pets Page Extender Page Changing
Page Washer, Adding Fluid Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL.

