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The tenth generation of the Ford F-Series is a line of pickup trucks produced by Ford from to ; it
was sold from model years to In a major product shift in the Ford truck lineup, the F and F were
split from the F Beginning production in early model year the newly branded Super Duty trucks
had a distinct body and chassis, while still branded as F-Series trucks. This generation of the
F-Series was also sold by Lincoln as the Blackwood for the model year in Mexico. In Mexico, the
F was rebranded as the Ford Lobo from to , when it was replaced by the twelfth-generation
model. In late , during mid-stage development of a facelift due in late for model year , Ford
commenced the PN program on a new truck platform and designated Thomas Baughman as
chief engineer. In mid, Andrew Jacobson was designated as design director for the PN truck
program. By , designers had developed clay models indicative of car like styling, based on a
new design theme. Despite the disapproval from focus groups towards "softer" styling, during
and in concept design clinics, Ford management backed the "aero" design philosophy. The end
result by Bob Aikins reached in November and frozen for production in February , took the aero
styling further with a rounded nose on the new F-series. The PN mules went into testing , with
prototypes running from early Pilot production began in Being the F's first major redesign since
late , the redesigned truck went on a nationwide stop tour to Ford plants and the external part
suppliers in October , prior to its release. Because of the radical styling, Ford predicted from
marketing clinics that traditional truck buyers would not receive the radical and car-like well, so
it continued to produce and sell the previous model alongside the redesigned model for a few
months. A wide variety of body options were available: the passenger 2 door regular cab and
the passenger 3 door SuperCab later 4 door SuperCab after MY , 8 feet 2. A new Lightning was
introduced in March , and Harley-Davidson and King Ranch editions were also created for the
and model years, respectively. In , the SuperCrew cab was introduced with four full-size doors
for the model year. A Sport 4x4 model was introduced in It featured the 5. In , an FX4 model was
introduced, which came with skid plates, a carbon steel frame, Rancho shock absorbers, and
unique 17" aluminum wheels along with more standard features that were optional on XLT. In , a
sporty STX trim package was introduced, aimed at younger truck buyers. The package also
featured chrome step rails, 17" chrome wheels, and a Kenwood Z stereo was installed in place
of the standard Ford radio. Also in , a special trim package "Heritage Edition" version with
special badging was produced to mark the th anniversary of Ford trucks, available only in the
inch wheelbase SuperCab model. Sales of the F surged in the tenth generation from , to over , in
as products from General Motors and Chrysler lagged. Ford's sales dropped, however, for the
final years of this generation as the redesigned Dodge Ram and refreshed Chevrolet Silverado
were released. Ford also manufactured a limited run of "Heritage" differentiated from the
"Heritage Edition" Fs of the body style to August as models to finish out production. This
generation of F was sold in Mexico alongside the new 11th generation F-Series through It was
only available as a Regular Cab and in XL trim, while the newer model was available in more
trims, SuperCab and SuperCrew configurations and the new model was badged as Lobo, while
the older model retained the F name. A new lineup of improved efficiency engines were offered
beginning for The 4. Ford's own 8. The Ford Sterling 9. In , the Sterling Ford has found that the
cruise control system in many of their trucks could catch fire, because the switch system could
corrode over time, overheat and ignite. Ignition was later blamed on spillage from the adjacent
master cylinder. On March 5, , Ford recalled , full-size pickups and full-size SUVs for the
defective part. During the previous two years Ford had recalled 5. That recall, one of the largest
in history, covered vehicles from the â€” model years. At its January launch, the PN96 F-Series
was only offered as a F; the F and F were produced as models on the previous-generation
chassis. To bridge the gap between the F and the heavier-duty pickups, a PN96 version of the F
light-duty was introduced nearly a year later though also a model , slotted between the F and
the FHD of the previous-generation chassis. While nearly externally identical to the F, the F
gained increased load capability from a heavy-duty rear axle and load-leveling rear suspension;
the F was distinguished by 7-lug wheels. The PN F light-duty was marketed from to , with Ford
offering two generations of the vehicle under the same nameplate. For , the second generation
of the Lightning was released using the PN96 platform, after a three-year hiatus of the model
line. In sharp contrast to its predecessor, the Lightning was given a payload of pounds half the
payload of a Ranger ; for , the figure was raised to 1, pounds. While the first-generation
Lightning chassis was a hybrid of the F and F, to save weight and lower its cost, the
second-generation adopted the stock F frame. Monroe shocks were used from to ; Bilstein
shocks were used from to In place of the inch wheels of its predecessor, the second-generation
Lightning was given inch wheels with Goodyear Eagle F1 directional tires developed for the
truck. The second-generation Lightning was powered by a 5. From to , the rear axle ratio was 3.
The same year, a 4. During its production, the was offered in a limited variety of colors. Special
features specific to the Lightning included: [20]. For , the Lincoln-Mercury division of Ford

introduced the Lincoln Blackwood , the first pickup truck ever sold by the Lincoln brand.
Brought into production after a positive reception to a concept vehicle, the Blackwood was a
variant of the Ford F SuperCrew introduced for In place of a pickup bed, the Blackwood was
given a stainless-steel cargo area lined with carpet covered with a power-operated tonneau ; the
plastic body panels of the pickup bed were styled as black wood with pinstripes. To match the
simulated wood design of the pickup bed, Lincoln offered black as the only body color for the
Blackwood. Sharing its interior with the Navigator, the Blackwood was fitted with four seats with
a center console between the rear seats. Equipped only with rear-wheel drive, the Blackwood
shared its hp 5. From Wikipedia, the free encyclopedia. Main article: Ford F-Series. Motor
vehicle. Main article: Lincoln Blackwood. Daily Press. Retrieved March 25, The New York Times.
Retrieved 21 September Popular Mechanics. Retrieved Motor Trend. National Highway Traffic
Safety Administration. Insurance Institute for Highway Safety. September 2, Driving Line. Nitto
Tire. Retrieved 19 December Ford vehicles. Ford Motor Company. E-Series Cutaway F F
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technology. Manual transmissions can develop problems after miles of service. Photo courtesy
of MeMike on Wikipedia. Manual transmission problems can develop due to high mileage,
abuse, or lack of proper maintenance. But they are rather rare. Most manual transmission
issues originate not with the transmission itself, but from related components like the clutch
assembly, linkage, or driveline: the components that transmit turning power from the
transmission to the wheels. Also, as we discuss below, symptoms that seem to be coming from
the transmission can come from unrelated parts of the car. The key to diagnosing your manual
transmission problem is to gather detailed information about the particular problem. For
example, does the problem appear in only one of the gears, only at a certain speed, only when
turning, only when downshifting, or after having serviced the clutch or another transmission
component? Can you feel a vibration? Can you hear a clunking or grinding noise? Here are
some symptoms that can indicate a worn-out transmission, each one of which we discuss
below. This guide will get you started on identifying the source of these problems. You'll need
to investigate further and remember that manual transmission configurations can change from
one model to the next. Remember that this guide only deals with symptoms coming from the
manual transmission or transaxle itself. Some symptoms that may appear to originate in the
transmission actually come from the clutch or another system , and vice versa. To get a more
accurate diagnosis, take a look at the Bad Clutch Symptoms guide as well. Your noise may not
be coming from the transmission; a bad CV joint can produce noises when you accelerate or
make a turn. Photo courtesy of Nutzdatenbegleiter on Wikimedia. The most common cause of a
noisy transmission is insufficient oil, causing the gears or internal assembly to hum or whir. If a
noisy transmission does have enough oil, the lubricant may be contaminated with metal
shavings or particles. Insufficient or contaminated oil may cause the transmission to become
noisy in some or all of the gears. But if you hear noises in a specific gear, that gear's teeth or
synchronizer may be worn or damaged. Sources inside the transmission that can cause noise:.
Some noises that seem to come from the transmission are actually coming from an outside
though possibly related source. For example, if you hear a thumping noise when you accelerate
or decelerate, check first for these problems before you blame the transmission:. Noises that
manifest when turning could point to a problem with the CV joint. Knocking noises when driving
at low speeds could come from the differential case or the CV joint. However, a worn bearing
can also produce a knocking or thumping noise. This three-step test is simple and can reveal
problems with one or more transmission bearings. Photo in the Public Domain. Problems with
the transmission can also be revealed through a grinding noise. A grinding noise may come
from clashing gears. The clashing may happen because of worn or damaged gears, linkage

problems due to wear or need of adjustment. Other potential sources could be a worn or
damaged synchronizer, shift fork, or rail and bearing shafts. If you can hear the gears clashing
only when downshifting, the problem may come from the synchronizer too much play at the
output shaft end. However, a grinding noise may also come from a dragging clutch. Shift
linkage problems can cause your transmission to jump out of gear. Photo courtesy of Bobo is
soft on Wikimedia. This seems to be a common problem on worn-out transmissions. You shift
into gear, and the transmission jumps out of gear. Once again, there could be other several
causes for this problem, besides a worn-out transmission:. Note: When the transmission only
jumps out of a high gear, check the clutch housing bolts for tightness, or the transmission for
misalignment. A worn out shift fork can make it hard to shift gears. Photo courtesy of OSX on
Wikimeida. This problem happens when you find it hard to move the shift lever from one gear to
another. Usually, this points to a problem with a loose linkage, worn shift cables or worn
bearings. Pay attention to this: If you find it hard to change gears even with the engine not
running, take a look at the linkage. If hard shifting only occurs when engine is running, check
the clutch. If the transmission has been moved recently, check for misalignment. Also,
depending on your particular model, check the clutch hydraulic system and make sure it has no
air. Check clutch adjustment as well. Check the linkage. You may need to raise the vehicle and
safely support it on jack stands or remove a component in order to make the inspection,
depending on your vehicle model. You may need to remove a shift lever boot. Get the help of an
assistant to operate the linkage while you inspect the linkage, if necessary. Look for problems
like binding, poor lubrication, misaligned components. To remove components for inspection,
consult your vehicle repair manual. Haynes is a good aftermarket manual: get the manual for
your exact model. Other causes for a hard-to-shift manual transmission include:. When you
have trouble getting the transmission into gear, inspect the shift linkage for adjustment,
looseness or damage. However, remember that failure to get into gear can also be caused by
the clutch, if the clutch isn't fully releasing or has other problems. The clutch might need
adjustment. Check my article on bad clutches. Also, consult your vehicle repair manual. Inspect
gaskets, seals, or loose bolts when looking for oil leaks. To verify that a leak exists, first, check
the transmission case and oil level. If it leaks after you just replaced the oil, you may have put
too much. Consult your vehicle repair manual. Locate the source of the leak. Inspect the
transmission oil seal and the O-ring in the vehicle speed sensor. Consult your vehicle repair
manual for the proper procedure to replace seals, bearings, or gaskets. Some of these repairs
don't require much work, and you may be able to do the job in your own garage with a few
common tools. Knowing about common manual transmission problems can help you diagnose
your problems sooner, and possibly save money. This guide helps you identify and explore
those common and not-so-common areas. Still, manual transmissions vary between models, so
once you have an idea of the possible problem with your transmission, consult your model's
vehicle repair manual to troubleshoot that particular issue. You may be able, in some cases, to
do the repair yourself. Also, keep in mind that it's not uncommon for some transmissions to
suffer from design issues, like those in some Mazda3, Mazda6, and CX-5 models with hard to
shift or jumping out of gear problems. If necessary, check online for possible recalls or
technical service bulletins TBS for your specific model or call your local dealer. Question: What
should I do? After reversing, the shift lever easily gets into 1st gear position, but the car won't
go forward, seems stuck in reverse. If after reverse put it in neutral and release the clutch, a
clanging noise is heard, which can be felt in the clutch pedal, then shifts into 1st and go forward
with no problem. Went to an authorized Audi repair shop, they replaced the clutch disk, plate
and bearing but the problem remains. Now they say it's the flywheel and needs to be replaced.
Answer: Seems like the throw out bearing is not engaging properly. But this needs to be
diagnosed properly. Question: My Nissan Frontier has a hard time shifting from 2nd up into 3rd,
down to 3rd from 4th is fine. It will sometimes grind a small bit. Do you know what might be
causing this? Answer: There could be a problem with a worn out hub gear for the third gear.
This usually makes it hard to shift. Question: I have a Toyota Corolla manual transmission.
When I downshift from gear 2 to 1, a sort of flapping sound came up but stops when on neutral
or not noticeable in gear 1. What could be the problem? Answer: Check first for loose parts or
components near the transmission, like loose exhaust hangers or transmission mounts. These
are the usual sources. They may be there at higher gears but the sound might be muffled.
Answer: Usually low fluid levels can cause mechanical parts inside to seize. Also, check for a
possible misadjustment or damage to the gearshift lever linkage. Other internal mechanical
damage may also cause this problem. Hope this helps. What can be done to remove the oil?
Answer: People try different methods to clean oil-soaked clutches with different degree of
success. It all depends on how much oil there is. With very little oil contamination, you may try
brake cleaner, WD40, even carburetor cleaner. The small spots here and there may burn

eventually. The best way is to replace it. Question: I have a Toyota Celica. I installed a new
clutch bearing but the sound didn't go away. It's still making a grinding sound in 1, 2, and 3
gears. And the oil had metal shavings in it. What's wrong? Answer: There could be worn out
blocker rings and synchronizers. If the metal shavings are gold colored, they may come from
the blocker rings. Check out this other post:. Question: I'm having issues with my Audi manual
gear shifting. The shifting gets harder when the car is warm. I have noticed that the shifting gets
normal when the car is switched off, BTW. There are no weird sounds from the gearbox. Do you
have any idea what can be wrong here? Answer: Sometimes this is due to bad, contaminated
fluid. A fluid flush may help. But you need to have the problem properly diagnosed. Question:
My Mitsubishi Lancer pops out of first gear half the time and grinds when downshifting to 2nd,
what could be the problem? Answer: Probably the gearshift mechanism is faulty. Usually, this is
caused by worn or damaged detent plugs or springs failing to keep the gear locked in place.
Other problems that can cause the gear to slip: faulty shift forks or rail; a worn clutch shaft or
roller bearing; worn pilot bushing; bad synchronizer assembly. Question: I have a 06 Scion. In
first and second gear only you can literally feel the entire gear shift pull forward when
accelerating. In second gear, it pulls so hard it drops to gear shift back into neutral. If I try to
hold the gear shift in second, it grinds. Third, fourth and fifth are all fine. Do I need a new
transmission? Answer: There could be a number of things. Gearshift, shift fork or rail problems,
clutch shaft or synchronizer assembly damage. Question: My 98 Neon grinds when shifting into
1st and 2nd. It just feels not smooth when shifting. Is this the CV joint? Or is it a transmission
problem? Answer: Usually CV joints will feel rough, produce a humming or growling noise when
dry, and usually, the bearings will be worn. But make sure your gearbox has enough oil.
Question: My car has no gears. It began not going into 2nd. Then all bottom gears, 2nd, 4th and
6th; then all gears. Now the shifter just turns freely in circles. The shifter should be properly
connected to it. Other possibility is an internal mechanical problem in the transmission. It's a 98
VW Jetta. I am currently replacing the clutch but am wondering if the transmission or outer
parts need to be replaced? Answer: This could be a problem with the syncro, reverse idler
bushings, or reverse idler gear. Sometimes, if this happens when shifting from Neutral to
reverse, the problem is little clutch pedal free travel, or a sticking input shaft pilot bearing.
Question: I just had new bushings put on the 5-speed shift lever in my Chevy 4x4. Now, when I
pull the stick to the left to put it in 1st gear, there is a strange noise. Almost like synchros. You
can feel it on the stick when you hold it to the left. Any ideas what happened? Question: So
when I let off of the gas of my car but still in gear at highway speeds 50 mph plus there's a
thumping and bumping noise. I can feel it very slightly! My question is, what would cause this? I
have no other issues with shifting. I just noticed it happening today. Answer: Usually, this type
of noise comes from a worn universal joint; but other related issues that may cause noises
during deceleration or even acceleration - axle bearings, or a worn transmission extension
housing bushing. Question: My 69' VW Beetle makes a grinding noise when trying to shift into
2nd gear. If I shift into 1st with the clutch pressed and then try 2nd again, it will go into it fine.
Do you have any ideas as to what might the problem be? Answer: Check the clutch linkage,
there could be some binding. Another possibility is low oil or synchro worn. Question: I have a
97 LS Integra with miles on it. It makes a grinding noise at roughly rpm, rpm, and rpm in all
gears, as well as in neutral. Any ideas of what it can be? Answer: There are several reasons for
this: first make sure there's enough lubricant; worn bearings, gears or synchronizer can also
cause this. Question: Sometimes when I shift my f, it feels like it goes in gear, but the check
engine light comes on, and there is no throttle response or grinding when I let out the clutch. I
try to go into different gears, and this usually works. It was doing it a little bit, and I changed the
clutch. It worked great for a moment, then started doing the shift thing again and feels like it is
getting worse. There is new fluid in the transmission and filled until it came out the side. Could
it be a bad slave cylinder? Answer: It's hard to say without a diagnostic, but check the shift
linkage for adjustment. Before you do that, though, make sure to download the trouble codes
from the computer memory. They can point you in the right direction if there is any store in
there. Question: I have a ford focus ZX3 hatchback 5-speed hydraulic clutch, replaced the
clutch, plate and slave cylinder. Now while in neutral it first makes a high pitched squeaking
noise, but quickly turns into a grinding noise. The sounds go away when the clutch is pressed
and while in gear. I have bled the system. I then pumped the clutch for an hour per my
mechanic's direction. Could my car's problem be the input shaft bearing or something else, like
not being inline? It's hard to shift out of reverse as well. Answer: Yes, it's possible the input
shaft bearing rear or front are worn or damaged. Question: I have a '96 Mustang V6 standard
transmission. Why is it when I put it in reverse it's hard, and when backing up there is a popping
sound and also hard to take out of reverse? Answer: Sometimes, bad engine mounts may cause
this type of problems. The engine seems to lose alignment with the transmission when

engaging reverse. Question: I think my manual transmission has a stuck shift rail. What are
some things I can try to fix it? The car is in neutral, but the shift looks like it's just about in first
but not quite. The shifter is also pretty stuck on there. Answer: You might want to check the
gearshift linkages and check for some binding in the mechanism outside the transmission.
Follow the gearshift level mechanism to the shifter assembly or rods, and see if anything is
interfering with movement. Question: My Toyota Corolla will reverse with no problem or noise. I
can shift it into first with no problem. However, when driving in first it shakes and grinds
terribly. I have only crept along with in going 5mph to see if it would go forward; it does. Could
this be the gearbox? Question: My manual Toyota Yaris makes a grinding and scraping noise
when I let off the accelerator while it's still in gear disappears when I engage clutch or
accelerate. What could this be? Answer: There could be a problem with the clutch release
bearing. They sound like this when they start going bad. I am having trouble getting the car into
1st gear and reverse. If the car is turned off it will go into 1st gear or reverse no problem. Once I
am driving the others gears seem to work fine with an occasional slight difficulty getting into
other gears. I do not have any leaks or noises. Do you think I just need to change the
transmission fluid? Answer: Check the engine and transmission motor mounts. They could be
cracked or worn. Question: Is the transmission blown if it acts like it's in Neutral even when it's
in gear? Answer: Not necessarily. Probably the clutch is not engaging. The clutch may be worn
out, clutch in need of adjustment. Question: What would cause my Trans Am not to go into first
with the car on or off? All other gears work. Answer: The problem could be a detent plunger
worn or broken spring or a loose plug not able to hold the detent pin or spring. This is just an
idea. You need a better diagnostic before disassembling. Question: I have a Cobalt Sport. The
shifter is loose and can rotate degrees. So I completely skip that gear and go from 3rd to 5th
gear. Answer: Most likely the shifter is either worn or damaged, that would prevent going into
4th. Question: I have a Chevy Sonic with a manual transmission. It makes a knocking noise in
all 5 gears that gets faster with speed. The noise disappears when the clutch is pressed, or
when in neutral. What would cause this? Answer: This kind of rhythmic, knocking sound
usually happens in a component with a chipped or broken teeth. This may be a gear, input or
intermediate shaft gears or similar part. But you need a good diagnostic, because something
like this requires disassembly if a shop suspects this is what's going on. Question: I have a
Toyota Corolla that is making a whining noise in all gears and sometimes a clanking sound.
Does this sound like it could be a problem with the clutch? Answer: Seems like a worn clutch or
flywheel; possibly a problem with the pilot bushing being worn as well. Question: I have a VW
T25 diesel 4 speed. It started grinding into 3rd and 4th recently and can be hard to get into first.
And pops out of 2nd. So not a good start was fine before an engine replacement. I was driving
on a trip, and it dropped from 4th to 2nd without touching the stick. Now I've only got reverse,
1st, and 3rd, and I'm pretty sure 2nd is 4th! Grinding when the clutch is engaged too. Any
ideas? I've restored the linkage but no good. Answer: It seems like an internal problem,
probably a damaged gear. You may need to bring the car to a transmission shop for a proper
diagnosis. Question: I have a Dodge with 3-speed manual gearbox floor shift. I can change up
through the gears, but when I want to change down from 3rd top to second, I cannot get it out of
top gear. The lever is stuck. Clutch works ok. Do you have any advice? Answer: Make sure the
shift linkage is not stuck, worn or damage. Otherwise, an internal mechanical problem seems to
be the issue. Question: I heard a little bang when in gear, then I was out of gear, and although
the clutch was able to put the tranny into each gear, the transmission would keep acting as if I
was in neutral. Is this a clutch or transmission output shaft problem? Question: Ford Ranger 5
speed manual. While running in neutral, as I let out on the clutch, it starts making a rattling
noise. When I push the clutch in, it stops. Also it will go in all gears fine but when I start to take
off, it will try to move but then makes a loud popping sound and won't move. Previous to this it
had started making a whining sound when driving. What could be wrong? Answer: This could
be a problem of worn or bad countershaft bearings. Make sure you got enough oil. The rubber
shift cover plugs tend to shrink and leak, usually while the vehicle is moving. This could affect
bearings and gears. Question: I have a 98 Dodge Ram 4x4 nv Trans grinds into 2nd and 3rd. If I
pause after pressing in the clutch, it doesn't grind. Pedal seems a bit harder to press than
normal. I changed the fluid. It was not too dark but magnet had a fair amount of metal on it,
looked silver for the most part. Should I do a clutch before condemning synchros? Answer: It
does sound like a syncro issue, but it could be a linkage adjustment problem or slave cylinder
issue as well. Question: When I push on the accelerator and shift into gear, it makes a whiring
sound when I drive. Answer: If you can hear the noise in all gears while moving, but you don't
hear it in neutral, probably you got faulty output bearings. Question: I have a Nissan X-Trail ,
manual 4x4. When reversing on a steep uphill road the gear pops out! What could the problem
be? Answer: There could be a problem with the synchro, but you'll need a good diagnostic from

a shop. Question: My Camaro is a V6 manual transmission but when the engine is running it will
not shift into first. But, if started in first the car creeps forward; I've been using second for now.
What could the issue be? Answer: This could be several things, cable in need of adjustment,
leaking cylinder hydraulic models , a linkage problem. Question: My Ford F is stuck in second
gear, but the shifter moves. Answer: The gearshift lever may be worn or broken, or there could
be issues with gear train components. I thought the battery was dead. Jumped it and started the
engine. In first gear, the car engine bumped over; the car leaped forward and then cut off. I tried
3 times. Put the car in neutral, jumped it, and it started. But then it would not shift out of neutral.
It had a strong smell of burning rubber odor. What do you think is wrong? Answer: It seems like
the clutch is binding. The clutch disc probably got stuck. The strong burning rubber smell is
probably the clutch facing rubbing against the pressure plate and flywheel. This could happen
for several reasons: problems in the clutch linkage, warped clutch disc or pressure plate, loose
disc friction material, problems with the release lever, bad pedal adjustment, bad pilot bushing
or bearing. Question: I have a Saturn SC1 5sp. I have trouble engaging the first and second
gears, especially when the transmission is cold. What could be causing this? Answer: Usually,
incorrect grade gear oil would cause this kind of problem. But there could also be an issue with
the gear linkage being out of adjustment. Does This Camry have a repair kit for The early 90s
pickup do? At the shift linkage inside the car? Answer: Check the motor and transmission
mounts too. If you know for sure the linkage is the problem, search on line for the kit to get an
idea about costs and what's included with the kit. Question: I have a Nissan Xterra manual
transmission, and the clutch is not coming up as it's supposed to do. It is staying down and I
have to use my feet to put it in the right position to change gears. What can be happening?
Answer: Check first the linkage, if it looks OK, check for leaks at the master and slave cylinder.
Otherwise, there could be something wrong with the release assembly internally. Question:
What would be the cause? I was driving my Jeep Wrangler today when I pushed in the clutch to
shift gear, I heard a weird noise, then a clang. It slipped into neutral and would not go back into
gear, and a weird pinging noise while sitting in neutral at idle. It started kind of whining last
week when I would push in the clutch to change gears. Answer: Seems like the noise was
coming from low fluid. If heat built up enough, it might've caused gears damaged. Check first
how much fluid the transmission has. If you hear some grinding when trying to shift into gear,
probably the transmission is damaged. But you need a proper diagnostic before deciding on
any major repairs. Also, there could be a mechanical problem in the clutch assembly. I believe it
has to be one of the bearings. Have any ideas? Answer: This is usually caused by worn or
damaged synchro, gear teeth or bearings. Question: What causes a vehicle to roll back an inch
or two when you park on an incline and leave it in first? I once parked in second and the vehicle
rolled back several feet. Answer: If this was a slight incline and the vehicle started rolling, you
may have a slipping transmission or an engine that's losing compression. However, even
parking a car in gear in a steep incline, it may still roll. Question: My Toyota Camry has a
manual transmission. It grinds several times a day. It has popped out of gear one time. Is this
something simple to fix, or will it be expensive? Answer: First, make sure there's enough fluid.
There could be one of several problems like wear or damage to bearings, gear or synchronizer.
A bad synchronizer will make it pop out of gear. If you notice the noise is related to the pedal
operation, the problem could be in the clutch assembly. My transmission grinds when I put it in
reverse. I found out that before engaging reverse if I engage the 3rd gear and then the reverse,
the reverse it won't grind. Sometimes it's hard to engage the 1st gear whether it's cold or hot.
What should I do? Can the transmission fluid be the culprit? Answer: The clutch might be
dragging. Shifting into a higher gear before engaging reverse helps to stop reverse from
spinning. Usually this happens because the clutch is dragging. The clutch disc is spinning and
then you hear it grinding. Most of the time first and reverse don't use a synchronizer. If first has
a synchro, the selector ring and blocker ring have problems wear-damage aligning. Check the
hydraulic system for leaks or problems with the master and slave. This other post may help as
well:. Question: There is a clunking noise coming from the right side axle. And when I jack up
the car, put it in gear with the motor running only the left wheel turns. Answer: The CV joint the
part of the axle that slides into the splined hub on the wheel is probably busted. I only seem to
hear it in 1st and 2nd gear? Answer: If the sound is coming from the transmission, this could be
worn gear teeth. Unless there's some broken part rhythmical knocking sound type inside from
chipped or broken teeth. Question: I can switch gears, and it won't take off. When I press the
pedal in, all you can hear is a rubbing noise as if the clutch itself isn't catching and spinning
around. What do you think it could be? Answer: The clutch might be slipping. Set the parking
brake, disengage the clutch, shift into third gear and increase engine speed to about rpm.
Slowly release the clutch pedal until the clutch engages. The engine should stall. If not, the
clutch is slipping. The clutch linkage could be binding, clutch disc wear, or some other damage.

First, make sure there's enough fluid and check the linkage or cables depending on your
particular model and possible damaged transmission or engine mounts that can misaligned the
transmission. Also, there are several faults that may cause a transmission to get stuck in gear.
You may be looking at a:. You can shift into 2nd gear while going between 6 mph and 18 mph. If
that's the only gear making rough or bad sounds while shifting into gear, there could be a
synchronizer internal mechanical issue. You need to have the problem properly diagnosed. I
believe you are having a problem with the first gear synchronizer. The third gear meshes with
the input and output shafts to reverse the rotation of the first gear, and this is causing the
problem. If you haven't replaced the clutch in a few years, probably you are dealing with a
slipping clutch. Take a look at this other post, it may help:. My trans had awhining sound until i
found lowon fluid put fluid in ,now it slips out of gear no,3 sometimes, the whining is gone. The
problem could be in the linkage or shift rial assembly. Take a look at it and see if there's
something interfering with the linkage. The sifthrail may have a worn or plunger, broken spring,
or loose plug. Another possibility is a problem with the synchronizer sleeve or hub. But this
usually happen on high mileage vehicles or abused transmissions. I have a Nissan Versa I
wanted it upshift from 4th to 5th, but it wouldn't go into 5ft gear. It felt blocked. Usually the
noise comes from bad bearings: at the front, in the countershaft gear assembly, output shaft
pilot bearing. Worn gears can also become noisy in Neutral. For the endplay issue, you may
need to replace the shims. Check the specifications for your specific model. Hope this help.
There could be a problem with a countershaft bearing, a worn or loose bushing. Sometimes, a
faulty synchronizer assembly will cause this issue. Hi, I recently bought a dodge dakota 3.
Ibought all the bearings and new clutch set. Also installed new clutch master and slave cylinder,
but when it is in neutral makes a loud noise.. Idon't know what else to look! I also added 10w30
oil like says in the manual. I'll appreciate any help. It seems the clutch is dragging. The problem
could be with the hydraulic system or inside the transmission or a need of adjustment if
applicable. This other post may help:. My Ford Focus SE manual transmission shifter shifts
sloppy up and down without depressing clutch pedal. It will not shift left or right. This with the
car turned off. On startup, the car will move foward as I ease off the clutch without even moving
the shifter into gear. There could be a problem with the clutch master or slave cylinders seals.
Temperature may be affecting the seals and causing the fluid to circulate in the master cylinder.
Have chevy aveo5 manual trans Issue having is trans will shift fine for bout 5 minutes or so then
will go in gear but car wont move. Shifts in an out of gears fine but after warming up will not go
Nv with clutch pedal fully pressed and wheels off the ground goes into forward gears just fine
just wheels doing without fully into gear reverse on the the other hand grinds and will not go
into gear. Make sure the hydraulic system has enough fluid. Then check the slave cylinder and,
if necessary, bleed the system. This might the reason the clutch seems not to connect. New
clutch , pressure plate and everything else besides flywheel. Car running I put it into every gear
doesn't move. I was downshifting into first and I heard a pop and didn't wanna move anymore. I
opened up trans. No metal shavings nothing broken. It could be many things, but most common
worn sleeve teeth - blocker ring. If you were able to make it up the hill holding the shifter, I'd
check the shift linkage. It might need some adjustment. It started loosing drive gear connection
while driving up a hill. Could this be the synchronizer? I have a mazda cx7 2. Also, make sure
the shifter cover is not loose or something striking the shift linkage. Hi, I have a T Borg Warner
4 speed and twice within one day it slipped out of 3rd and in to neutral. When I next drove it
after a while it has started to get a rythmic knock in 3rd gear only, it's fine when clutch is in or in
any other gear. What do you think this could be? The gearbox was apparently totally rebuilt last
year by previous owner. I have replaced the mounts and changed the oil last month mounts had
worn causing drive shaft uni joint to brake. Check the linkage, there could be a mechanical
obstruction that is preventing you from shifting gears properly. Hello sir i have a elentra
hyundai model when i drive in 4 gear and i can change the gear into 5 gear but gear did not
change into 5 but it can comes in 3 and gear lever comes in the position of 3 and when i change
it into 6 gear lever comes in the 4 position gear i can change the clutch plate pressure plate and
the cluth barringplz help me. Several problems may cause this. For example, a broken gearshift
lever, worn or damaged gear; a countershaft gear input shaft with broken gear teeth; a problem
with the shift rail; a center detent plug missing or worn. The problem might be with the input
shaft roller bearings. Have the transmission properly diagnosed before doing any work on it. MY
car makes a terrible sound when on neutral and driving off on first gear. But when I press the
clutch the sound goes away what could be the problem. I think what you are hearing is the
gears grinding as you try to go into gear. It's possible the clutch is worn or out of adjustment.
Have the clutch system checked. Hopefully you'll just need to adjust it. I have a honda civic
turbo diesel manual and when changing gears it makes sense a horrible noise and I can't go
into reverse. Is it a probably a synchro issue. If everything was working fine up to the 5 miles,

check the hydraulic system, master cylinder, hydraulic line; air in the clutch line. If fixing the
play in the linkage fixed the issue, check the gearshift. Depending on the model, you may find a
offset lever nylon insert that could be worn, or a lever attachment nu loose. These mechanical
assemblies can give some trouble, including the shift rail, forks, and detent plugs after worn or
just because of simple damage. Hope it helps. There could be a problem with the shift rail,
gearshift lever or gearshift internal linkage, preventing to shift into 3rd and 4th gear.
Synchronizers may be too worn or some other mechanical wear or damage causing it to jump
into neutral. If you can hear the noise when in gear but not in neutral, it's possibly the problem
is with the output mainshaft , bearing. If you hear the noise while the car is running, clutch
engaged and in neutral, the problem might be the front input shaft bearing. Scan for trouble
codes, even if the check engine light doesn't come on. Some potential problems that might
cause this may come from the ignition switch, locking hubs, clutch coil, or the PCM. Jeep
wrangler 6speed manual trans. Wont go into gear with transfercase in 2wd or 4x4. But can shift
with transfercase in neutral. Any idea? This could be a faulty cable between the ignition and the
sifter. It's like a safety mechanism to make sure you have the transmission in Park when turning
the key to On or Run while depressing the brake pedal. You may have a problem with a control
solenoid. But you need to have the issue properly diagnosed before swapping components. I
put my car in park and heard a clunk then I went to put the car in park and it keeps moving
forward with a clicking noise. I also lost reverse after this happened. I tried again to put it in
park but it still keeps clicking. I have to put it in neutral and use the emergency brake to keep it
from moving. Is there a parking pin or a parking cable that could be causing this problem? Any
help would be greatly appreciated. Thank You. There could be a problem with the gearshift
mechanism, shift rail, fork, springs or detent plug. Other possibility is the clutch shaft or roller
bearings worn or damaged. I have a dodge Dakota 3. Make sure the motor mounts are good. But
this noise may be coming from the transmission. Hope I could be more specific. I'd check the
fluid first low or bad , but it seems first gear remains partially engaged when trying the shift into
second. That's where the grinding noise is coming from. The problem is with a worn or bad
synchronizer blocking ring. I have a BMW 1 series 6 speed manual. Sounds as if the clutch is
slipping, the linkage may need adjustment. All of a sudden the car seems to be over revving
when going from second to third gear Changing the oil could help, and the noise probably will
go away. However, worn bearings tend to make this kind of noise. An oil change won't hurt. If
the whining persists, you'll probably need a repair. But, if you can put up with the noise, you
can postpone the fix until it is absolutely necessary. I have noticed recently a whining noise
only in 5th gear of my Toyota Camry 4 cylinder. I am thinking that I need to change the gear oil
and I haven't done so but can this be the problem? These noises are hard to pint-point, but they
are usually associated with the main shaft bearing and worn out gears. Wish I could help you
more here. I have a F 6. The noise only happens when i'm accelerating. If i ease off the
accelerator to the point where I'm not pushing the truck, the noise stops. When i shift past 3rd
into 4th, no noise. I checked gearbox oil, gear splitter oil and diff fluid - all levels okay. Any
ideas would be much appreciated. Check the clutch linkage first. See if it needs adjustment. But
internal components may be too worn. Worn bearings and synchronizers can cause a gear to
jump out and make a gear hard to shift into. Worn clutch pilot bearing, shift forks, rails, springs
or detents. I was wondering if you could help me. I have a Ford Transit It pops out of 3rd gear
into neutral whilst making a grinding noise and it is becoming increasingly difficult to get into
2nd gear Thank you. But having both issues happening at the same time could narrow the
potential problems. Also, problems with the shift fork and shift rails may cause both of this
issues. I was hoping to narrow the field of possibilities down a bit. There could be several
reasons for this. Low fluid or using the wrong fluid is one possibility. But you may need to
adjust the clutch check your vehicle repair manual to check adjustment. See if the linkage
needs lubrication. Other potential problems include a worn clutch, shift linkage adjustment,
worn or loose shift fork, shafts, levers or detents. I have a 93 ford ranger 2. I was told it was low
or bad fluid. I'm thinking about the input shaft roller bearings. This bearings are the ones
operating in Neutral, but, as you mentioned, you already replaced those, if I understood
correctly. One thing I have to tell you is that when idling and neutral position if I push lever to
1st to 5th gear one by one without pushing pedal, so gear will not engage the sound become
lower. My Land cruiser manual transmission has whiring sound from gearbox when idling in
neutral position and the sound disappears when pushing clutch pedal. Everything works well
but the sound. All gears looks good condition. The transmission may have suffered excessive
wear from the lack of fluid, that wold explain the whining noise â€” worn out gear teeth. If you
hear the squeaking noise when depressing the pedal and the engine is running, this could be a
worn pilot bearing, or problems with the throw-out fork off pivot. I have a dodge dakota my
transmission was ran 6 months without fluid do to a idiot Tech when first got it it was fine about

6 months later is whines in all but 4 gear what could be the problem also about 2 months ago
my throw out bearing exploded so we replaced it and the slave cylinder and now about middle
of my peddle my clutch sqeeks. There are several causes for this. If the clutch pedal feels like it
has too much travel before it starts to engage, it may need adjustment. It can also be a worn
clutch, problem with the shift linkage needs lubrication or adjustment, binding. Other
possibilities: check the transmission oil level, loose or bad input shaft bearing retainer. I have a
03 ford ranger. I have a hard time shifting gears and there are times i cant even shift in gear. It
was probably the synchronizer not engaging properly when trying to shift gears. Once it
stopped spinning, you were able to get into gears. I floored my 96 Integra gsr today and there
was a loud band sound when shifting from 1st to 2nd. After, I could not get out of 2nd gear but
when I came to a complete stop, the car drove perfectly fine again. My Triton has abnormal
sound when in 5th gear.. What could be my issue? Broken gear 5th Usually, loose or damaged
engine or transmission mounts cause these type of clunking noises. Sometimes you can easily
inspect the mounts just by lifting and getting under the vehicle. I have a Dodge Dakota 5 speed
-shifts fine but starting from a stop in first gear, there is a clunk as i release the clutch it feels
like it is engaging the gear. I have a dodge dakota that whirls and is sometimes hard to shift but
not all the time, it pops out of gear sometimes as well. I put my truck into 4wd and as soon as I
started up a hill I heard a loud clanking sound it did it twice. Make sure you got the rigth slave
for the applicaton, and check the master cylinder. Usually both are replaced at the same time
when one goes. Make sure you don't have a leak, probably a seal. Bought son dodge dart w
6speed Manuel, C im told, installed new slave, whent to bleed and realized no fluid getting to
slave, just very small sauirts when you push pedal w hand, master is located near bottom of
wall, how do i get fluid through it to the slave?? College jyst started back, he really needs it.
God bless. It sounds like you are referring to an automatic tranny mention of putting the tranny
in "park". This article is about manual transmissions, however your problem sounds like either
a bad boost valve, broken sun shell, or band. There could be some problems damage? Other
then dissassembling the transmision for inspection, you may want to try drainig the oil and see
if there are any metal falkes that may indicate wear or damage to some gears. My car wont
change into gear at high rpm. I move the shifter into position but it wont engage the gear and
just stays in nuetral. When i drop back down to say below rpm i have no problem other than
second which takes a little while to come right. I have no problems while the car is in any gear
only while trying to shift. Car is a toyota caldina gt-t 4wd turbo. American auto manufacturers
were on a roll in the s. Designing was very competitive, and, through hot-rodding, engines and
horsepower increased dramatically. Thus, the American Muscle Car was born. Many people
purchasing RVs have no real camping experience, so RV campgrounds are being inundated
with requests for their people to do things that are the RV owner's responsibility. RV owners
need to learn how to perform their own site maintenance. Intake manifold leak diagnosis can be
tricky but you can use a few simple techniques to diagnose the problem. Don't let trouble code
P or P leave you without your ride and, worst of all, with an expensive repair bill later on. A
basic knowledge on the electronic fuel injection system eliminates the guesswork in the
calibration of LPG-powered cars. Here are eight simple tips to help give tires more traction in
the snow. Experienced RV campers know what they need to do to find a great campsite when
they travel. Motorcycle helmets are trendy items that reflect your personality. What type of
helmet do you want for yourself? Paying for air is annoying. Here is how you can find free air,
and also how to set your tire pressure for the best performance of your tires and your car. Is
jump starting bad for your car? You'd be surprised what you find out. What happens behind the
scenes will shock you. Learn the different signs of a bad alternator to make a faster diagnosis.
You can make some repairs using a few common tools. In , the East German government
released the horrible Trabant car on an unsuspecting Communist world. You don't need a lot of
money to start selling classic cars, you just need to buy the first car at a good price and then do
it again. If you're thinking of buying a classic VW Beetle, you need to know a few things
beforehand. Discover why the best bargain to be had is from someone who doesn't know he
wants to sell. Identifying the type of noise and when it happens can help you diagnose your
transmission problem. Auto Repair. DIY Auto Repair. RV Living. Safe Driving. Learning to Drive.
All-Terrain Vehicles. Commercial Vehicles. Automotive Industry. Automotive History. Related
Articles. By Jerry Fisher. By Don Bobbitt. By Dan Ferrell. By Victor Mangubat. By Linda Sarhan.
By Isabella. By John Dove. By electronicsguy. By Rupert Taylor. By Mary Wickison. It Still Runs
is the go-to destination for all things cars. From motors to radiators and everything in between,
we've got you covered. Many vehicles come standard with at least a three-year, 36,mile
bumper-to-bumper warranty, whichever How to Check Tickets by a License Plate. Paying a
parking ticket has become easier because you can now pay them over the Internet. You can
also check Even if you have changed the engine oil in your car multiple times, there is always

the chance that you The Ford Explorer dash board is designed to protect the instrumentation
and provide convenient location for the passenger air bag. Models up to An engine's coolant
system passes coolant fluid through a series of pipes to collect heat and radiate it from the
radiator. Regularly maintenance Wearing your seat belt when driving or riding in a vehicle can
save your life, but only if you wear it properly. The shoulder belt should go over Most Popular
Articles. Trending Now. More Reads. Ford Explorer Dash Removal The Ford Explorer dash
board is designed to protect the instrumentation and provide convenient location for the
passenger air bag. How to Backflush a Radiator An engine's coolant system passes coolant
fluid through a series of pipes to collect heat and radiate it from the radiator. Introduced in for
the model year the model year was skipped , the F-Series Super Duty trucks marked the
addition of a heavy-duty pickup to the Ford F-Series range with the new versions of the F, F, and
F pickups, while the previous â€” F-Super Duty chassis cabs were replaced by the F chassis
cab and F Super Duty. The Super Duty trucks utilize a distinct chassis from the lighter F , with
heavier-duty chassis and suspension components to allow for higher payload and towing
capacities; additionally, the product line continued the use of Ford PowerStroke diesel engines.
In Suriname, even though traffic is on the left side of the road, the import and registry of left
hand drive vehicles is allowed. In Australia, it was officially imported in right hand drive from
Brazil between â€”06, however as of , Ford no longer offers the Super Duty in Australia. In , Ford
introduced the Super Duty family of V8 engines. To showcase the engine launch, the "Big Job"
conventional truck variants of the F-Series were re-branded as Super Duty, [2] a name added to
other Ford trucks as well. In Ford would revitalize the name as a Class 4 truck badged as
"F-Super Duty", Manufactured as a chassis cab with the frame open for a bed that would suit its
future application, these trucks would be equipped with the 7. The weight and class of these
trucks would make them the heaviest trucks in the F-Series line at the time. In response to the
changing demographics of pickup truck purchases during the s and s, Ford shifted the design
of the F separate from the larger F and F which remained in production. While still a full-size
pickup under the skin, to expand its appeal among consumers, the F adopted carlike
aerodynamics and convenience features. To market a truck that appealed towards commercial
buyers, fleet buyers , and users who tow, Ford sought to create a separate, dedicated
heavy-duty truck platform in place of using one chassis for all of its trucks. By expanding into
two separate but related platforms for F-Series trucks, the inevitable compromises inherent in
offering a wide range of load-carrying capacities were avoided. Beginning production in early
for the model the model year was skipped , the Ford F-Series Super Duty consisted of the F
pickup truck, F pickup truck and chassis cab, and introduced the F and F chassis cab trucks
see below. Chassis cab models came with more and different bed length and wheelbase
options, but with the same cabs. Two-wheel drive was standard, with four-wheel drive as an
option; on F pickup trucks, a dual rear-wheel axle was optional with either drive configuration.
Under the skin, only the base-equipment 5. While sharing the similar aerodynamic cab design of
its smaller counterpart, the exterior of the Super Duty trucks are much different forward of the
windshield. While an influence often compared to the â€” Dodge Ram , the Super Duty also
derives elements of styling from much larger Ford trucks, including the Ford LTL and Aeromax ,
with a raised hoodline, large grille, and low fenders. To improve aerodynamics over
metal-framed mirrors, manual-telescoping trailer tow mirrors were available as an option. As an
industry first, 2 large complete ring-style front tow hooks were included. A minor update
occurred in the model year which saw a new instrument cluster with a digital odometer. For the
model year, the Ford Super Duty trucks were given exterior and interior updates. For the
exterior, a new grille, front bumper, and headlights were introduced alongside the introduction
of a locking tailgate for all pickup trucks. Under the skin with thicker frame rails , updated Triton
gasoline engines were introduced with higher engine output and larger alternators ; in response
to the increased power, all trucks were given 4-wheel disc brakes with two-piston calipers. To
accommodate the larger brakes, inch wheels became standard, with inch wheels optional on
single rear-wheel trucks ; forged Alcoa wheels were an option. The long-running Twin I-Beam
front suspension continued on two-wheel drive trucks. To the interior, several changes were
made to improve functionality for end-users. Along with the addition of a driver-side glove
compartment, the truck added the option of dashboard-mounted auxiliary switches for owners
who fit equipment such as snowplows, winches, and auxiliary lights ; these are switches that
were typically user designed. For users that tow, a new option was Ford TowCommand , a
Trailer brake controller built into the dashboard, allowing it to integrate with the ABS system
and engine computer from the factory. During its production, the first-generation Ford F-Series
Super Duty was sold with two gasoline and two diesel engines. Replacing the overhead-valve
engines used in previous F-Series models, for the Super Duty, Ford transitioned to the Triton
overhead-cam engine family truck versions of the Ford Modular engines. At its launch, the

standard engine in the Super Duty was a Triton V8. As a replacement for the long-running 7.
Both the V8 and V10 Triton engines are designed with a fail-safe cooling system to protect the
engine in case of major coolant loss. If the engine overheats, the engine will operate on half of
its cylinders. Alternating back and forth between each set of 4 or 5 pistons, the set that is not
receiving fuel and ignition is operating to pump air through the engine to lower its temperature.
Although engine output is limited, dependent on upon vehicle load, outside temperature, and
current road conditions, the system is designed to allow the vehicle to travel a short distance to
receive service or to reach a repair facility. Available in both F and F pickup trucks as well as F
and F chassis cabs, the F-Series was sold with optional PowerStroke V8 diesel engines
produced under its joint venture with Navistar International. At its launch, the Super Duty
F-Series was sold with the 7. As the 7. As a running change during the model year, the 6. As
before, the engine continued to be produced by Navistar. A valve pushrod engine, the 6. While a
smaller-displacement engine than its predecessor, its output is higher than the 7. Due to
problems with the head bolts Navistar re-designed the engine with reinforced heads, more
torque and, power releasing the new design in As with its predecessor, the 6. The 6. Ford
settled the lawsuit with owners and former owners of 6. Four transmissions were available.
Several configurations of ZF5 five speed manual transmissions were offered: Small block
pattern, big block pattern, and diesel. Close ratio and wide ratios were available, as well as 4wd
and 2wd configurations with the exception of integrated driveshaft brake 2wd versions using
the 4x4 style transmission. ZF 6-speed manual for diesel engines. An optional 4R 4-speed
automatic was available for either the gas or diesel engines, later being replaced with the
TorqShift 5-speed automatic. The 6-speed manual transmission comes with an integrated PTO.
The Torqshift 5-speed 5R automatic transmission replaced the 4-speed in the model year diesel
trucks in order to compete with the Allison series from General Motors; it was paired with the
new 6. The TorqShift design in fact has six forward ratios, but only five are advertised, with the
'hidden' gear only used in extreme cold weather. The TorqShift 1st to 5th gear ratios are 3. It
also utilizes an alternate 4th gear, overdrive on 2nd gear of the 3-speed automatic component 0.
An adaptive shift function monitors the TorqShift's performance over its lifetime, and adjusts
shift pressures in real time to assure consistent shift feel and compensate for wear. For ease of
maintenance, the TorqShift's oil filter is an easily serviced cartridge design that was usually
mounted on the passenger side behind the front bumper. Also the TorqShift's larger fluid lines
and a larger transmission oil cooler help to assure cooler operating temperatures, even under
the most demanding conditions. This was Ford's first automatic transmission to feature PTO.
The transmission can be equipped with an integrated PTO provision which automatically locks
the torque converter providing power to the PTO gear when the operator turns on the PTO
switch. The optional FX4 models are basically a standard 4x4 with an Off Road package that
includes a few extras like upgraded heavy duty Rancho shocks, added skid plates for the fuel
tank and transfer case, and two "FX4" decals on both back bed-sides instead of the standard
"4x4". For all 4x4 models, the 2-speed transfer case 4x4-LOW range has a gear reduction of 2.
For the first-generation Super Duty range, Ford used several different suspension
configurations, depending on the model of truck. All pickup models have heavy-duty 3" wide
leaf springs and staggered shock absorbers. A standard stabilizer bar is included on dual
rear-wheel models and an option on single rear-wheel versions. An optional slide-in camper
certification package with heavier-duty springs was available on single rear-wheel models. All
versions of the Super Duty trucks came equipped with four-wheel disc brakes. On two-wheel
drive F and F pickups, the Twin I-Beam independent front suspension with coil springs was
used; their four-wheel drive counterparts were equipped with solid front axle Dana 50 and Dana
60 with leaf springs. In , the front suspension was updated as four-wheel drive trucks were
converted to front coil springs; to reduce unsprung weight, the mounting of the front sway bar
was changed to the frame instead of the front axle. The manual locking hubs on Super Duty
trucks are made by Warn. On the F and F, the rear suspension used heavy-duty 3" wide leaf
springs and staggered shock absorbers ; a standard stabilizer bar was included on dual
rear-wheel models. Single-rear wheel versions were fitted with a In dual-rear wheel Fs, the rear
axle was a Dana On F and F cab-chassis trucks, the Dana 60 front axle was replaced with a Dana
Super 60 in F cab-chassis used a Dana S Fs used a Dana from to ; in , the Dana S rear axle was
added to the F The Dana 50 axle featured on most F Super Dutys differs greatly from the early
models. The Dana 50 started out as a Twin Traction Beam axle much like independent
suspension in This lasted all the way to models. The Super Duty models then used a solid axle
version of this axle. The ring, pinion, carrier and u joints all remained the same however. The
Dana 50 was phased out of the trucks in , in favor of the Dana 60 and was last used in the Ford
Excursion. Throughout its production run, the first-generation Ford F-Series Super Duty was
offered in three main trim levels:. The Centennial Edition offered the following standard

equipment: Monochromatic Black Clearcoat exterior, Premium Verona-grain Imola leather
seating finished in Two-Tone Parchment, Special Centennial Edition badging and a
commemorative keychain and wristwatch. Ford offered a special Harley-Davidson Super Duty
truck from Based upon the Lariat trim, Harleys had a unique black leather interior, with the Bar
and Shield logo adorning the front and rear captains chairs SuperCab models had a rear bench.
Heated seats, a leather-wrapped multifunction steering wheel, power adjustable pedals, and
power-adjustable heated mirrors round out the standard equipment. Unique spun-metal gauge
faceplates, embroidered carpeted floor mats, and a leather-wrapped console lid with individually
serial numbered badging round out unique interior appointments. Unique pinstriping was found
on all three color options. No longer could you order a SuperCab Harley-Davidson and the 5.
New unique black trimmed headlights, billet-style grille, and 20" wheels were made standard.
Gone was the two-tone paint jobs, but optional was painted ghost flames. The interior stayed
largely the same, with luxurious black leather captains chairs in the front and rear and Harley
Bar and Shield badging galore, but the truck saw the same interior updates as other '05 Super
Dutys. Available only as a chassis cab, both versions were fitted with dual rear wheels. The sole
gasoline engine was the 6. In , the F and F received further updates to the exterior than the rest
of the Super Duty line, with an extended front bumper and front fenders; the F received a
"wide-track" front axle to sharpen its turning radius. The Ford F Super Duty first generation was
also assembled in Venezuela as a commercial small truck from to For this market the F featured
the 5. Ford Super Duty trucks were built in Brazil, with different engines than its North American
counterparts and fewer options, initially between and , with a limited reintroduction of the F in
The dual-rear wheel variant of the F is known locally as F They were widely exported to
Australia F and F , South Africa F and Argentina F, rebadged as F, and the F DRW rebadged as F
, usually following the Brazilian specification with an obvious change of the cockpit location in
the versions targeted to Australia, South Africa and other RHD markets but Australia had a
wider range of options in pair with its American counterparts, including automatic transmission
and the V8 engines. The second-generation Super Duty was supposed to debut for model year ,
but quality issues pushed it back to the model year. It features an all-new 6. Ford started taking
orders in January The first F pickup, sold to the public, was delivered to Randy Whipple of
Muskegon, Michigan in February There is an optional concealed slide-out step and swing-up
hand grab bar in the rear tailgate for easy access. In the winter, it quickly raises the cabin
temperature to a comfortable level until the engine is warm enough to handle the job. The
interior of the Super Duty was completely redesigned, with a new instrument cluster with an
enhanced message center , as well as new steering wheel, center dash bezel, interior door
panels, and seat trim. Sirius Satellite Radio , a 3. The F and F Super Duty basically has the same
payload and towing specs as the last generation. The FX4 model, which was once just an
optional Off Road 4x4 package that could be added to any model in the lineup, is replaced by
the 4x4 Off Road Package. The FX4 became a model of its own. It still had the same specs as
the previous generation but with more of a sporty trim package. The FX4 model has been
discontinued for the model year and has been reverted to an optional Off Road 4X4 package.
For , Ford and Harley-Davidson once again joined forces to bring out a new special edition
Super Duty. A gasoline engine was no longer offered with the package, instead, a 6. Unique
black and dusted copper two-tone leather captains chairs with bar and shield logo,
leather-trimmed center console, unique gauge cluster, and embroidered carpeted floor mats
rounded out interior features. The truck could be ordered with two unique exterior themes, a
black monochromatic look with bodyside graphics or a black and vintage copper two-tone with
chrome dimensional boxside Harley-Davidson lettering. An Audiophile premium 8-speaker
stereo with subwoofer was standard, while a DVD-based navigation system was optional. Rear
seat DVD entertainment system with 8" screen was also optional, but could not be ordered with
the power moonroof. The Harley-Davidson package returned for with some changes. The
interior was trimmed in all black leather, instead of the two-tone for Ford's ToughBed spray on
bedliner and a rearview camera were made options. For , only minor changes were made. Dark
Blue Pearl was deleted from the color options in favor of Black with Tuxedo Black painted
flames and the rearview camera was made standard. The same two gas engines are carried over
and rated exactly the same from the 2nd generation. The 4-valve Navistar 6. It has 2 available
axle ratios of 4. It comes standard with Crew Cab, 8-foot 2. The only engine offered in the F
Super Duty is the 6. The F is equipped with a standard 6-speed manual or optional 5-speed
TorqShift automatic transmission. The Super Duty line received a large exterior upgrade that
includes a new, bigger front fascia. Ford stated in the Chicago Auto Show that the trucks have
the thickest gauge steel frame of any Heavy Duty truck, this was due to frame being the same
design that debuted in It also won Popular Mechanics best workhorse of , and the best "Gear of
the Year" in the trucks category. In Venezuela the F super duty is offered as a commercial use

small truck cutaway featuring a 6. Since due to government regulations, the Venezuelan F Super
Duty is factory equipped to use both natural gas and gasoline. The F super duty was also
recently re-introduced in this market after ten years. It is being marketed using the same engine
as the Venezuelan F, but only with a 6-speed automatic transmission, 4x2 or 4x4 wheel drive
option in both single and double cab configurations. A feature unique to the Super Duty is the
addition of a locking differential. F is a class 2 truck. The F and F have The F pickup has The F
has a wider track than the F The F remains available in class 4 as a Chassis Cab truck. The
trucks were once under investigation by the National Highway Traffic Safety Administration for
steering failures, but the investigation revealed the failures were driver error and had nothing to
do with design. For the model year , the central bezel from the second-generation Super Duty
was kept, although features such as a full-color LCD instrument panel display screen and a
Sony premium amplified audio system with subwoofer were now available. An auxiliary audio
input jack now came standard on all Super Duty models, regardless of radio choice. The center
bezel in these trucks was slightly redesigned to accommodate the new infotainment system,
which was also paired with the Sony premium amplified audio system with subwoofer. The Ford
Super Duty is available with either a gas or diesel engine. The gas option is an Ecapable 6.
Shortly after the unveiling of the 6. For customers who purchased a Super Duty with the original
Power Stroke V8, Ford offered a free upgrade at dealerships to the new level of output. The
diesel engine's transmission optionally features a PTO and is a "live-drive" unit. A belt-driven
pump mounted low on the driver side circulates the high-temperature coolant, while a separate
belt-driven pump mounted higher on the passenger side circulates the low-temperature coolant.
The F pickup is available only in a single configuration; a crew cab with a dual rear-wheel 8-foot
bed. The only powertrain combination is the 6. The Ford Chassis cabs were updated using the
new body style. Ford chassis cabs are still rated up to the industry maximum 19, pound Gross
Vehicle Weight Rating. In a major departure, the stand-alone front grille and stepped front
fenders seen since were eliminated from the exterior. The 2-bar grille introduced in was
widened, integrating the headlights into its design. Ford strengthened the frame and drivetrain
with fortified drive shafts , axles, brakes, towing hardware and the 4WD transfer case. For
production, the Super Duty line shares its powertrain lineup with its predecessor: a 6. The
diesel engine now produces its peak torque at 1, rpm instead of the previous 1, rpm. The interior
design of the all-new Super Duty is similar to that of the Ford F , and shares many of the F's
components. The Limited trim would not debut for F and F until The truck will be available in F,
F, and F pickup truck models, and F, F, and F chassis cab models. All will be available in both
4X2 and 4X4 configurations. Base prices in the U. All engines will be paired with a "TorqShift"
6-speed automatic transmission, with the gasoline engines featuring 2 transmissions: 5-speed
manual transmission Chassis Cab F Mexico Market only , Ford's all-new "TorqShift-G"
automatic transmission. On April 4, , all Ford F Super Duty trucks built between October 1, to
April 1, were recalled due to the risk of improper and damaged rods in the parking brake and
transmission allowing the truck to move while in park. This affected 52, trucks but no injuries or
accidents were reported. A new 7. Nicknamed "Godzilla", it makes horsepower and lb-ft of
torque. Ford's speed 10R TorqShift automatic transmission is now standard with the diesel and
7. For , Ford is reintroducing the F, a name that was last used in the late s on a medium-duty
truck. However upgrades to the chassis over and above the F and no cab configurations
besides single cab. The cab-to-axle options are retained. The F chassis upgrades include
upsized U joints, an alteration to the diesel exhaust system to accommodate dynamic
clearances for the larger U joint crosses, upgraded brakes, wider wheels 19x6. Available with
either a 7. Paired with the "TorqShift" speed automatic transmission and two-wheel-drive 4X2 or
four-wheel-drive 4X4 , the F Medium Duty will go on sale in the middle of The nameplate was
last used on the Ford F as a sport appearance package. As an off-road oriented version of the F
and F Super Duty, the Tremor models will compete directly with the Ram Power Wagon, and will
feature a suspension lift and upgraded tires and wheels from the factory. The trucks will also
offer details not found on other Super Duty models, such as blacked out accents on the front
grille, wheels, side emblems, and side mirrors, as well as 'Tremor' decals on the sides of the
pickup box. Offered as a SuperCrew Cab model with a six-foot pickup box, and with
four-wheel-drive 4X4 , the Tremor will be equipped with the new 7. The trucks will come
equipped with 35 inch tall off-road tires, eighteen-inch matte black-painted alloy wheels, and a
new speed "TorqShift" automatic transmission. Crawl ratios will be for gasoline-equipped
models, while the ratio for diesel-equipped models will be The trucks will be able to ford water
up to 33 inches deep, and will feature up to Another new feature for all Super Duty models
including the Tremor , is the Trailer Reverse Guidance System, which is similar to the Pro
Trailer Backup Assist system in the Ford F , and allows for the driver to easily back their truck
up to a trailer with little effort. In , Ford returned to the Class truck market as it expanded the

Super Duty line into the medium-duty segment. While the chassis and other components would
be common to both manufacturers, Ford and International would each source their own
bodywork and powertrain; the cab for the Ford trucks would be common with other Super Duty
models. For the model year, the medium-duty truck range was given a major upgrade, following
the end of the joint venture and the shift of the production to the United States. In place of
outsourced engines and transmissions, the F and F now use a 6. From to , the F Super Duty
served as a basis for the Ford Excursion sport-utility vehicle. It was offered in two or four wheel
drive, and with three engine options: the 5. The Excursion was only available with an automatic
transmission. As a result of the heavy-duty frame and powertrain of its chassis, the Ford Super
Duty has served as a donor platform for multiple types of armored vehicles, for civilian, law
enforcement, and military use. Most versions are constructed using the Ford F chassis cab.
From Wikipedia, the free encyclopedia. Redirected from Ford F Heavy-duty line of pickup trucks
by Ford. Motor vehicle. Ford Excursion Ford F Gasoline : 4. SRW: Gasoline : 5. Gasoline : 6.
Louisville, Kentucky Avon Lake, Ohio. Main article: Ford F Retrieved August 14, Retrieved
Archived from the original on July 14, Archived from the original on April 8, Retrieved April 6,
Archived from the original on Retrieved 5 February Ford Motor Company. Archived from the
original PDF on August 12, Retrieved August 8, Archived from the original on October 10,
Retrieved 10 March Diesel Hub. Archived from the original on 4 March Retrieved 6 November
Retrieved 28 August CNN Money. Retrieved November 2, Ford vehicles. E-Series Cutaway F F
Category Commons. Ford F-Series production models and variants. First generation â€”
Second generation â€” Third generation â€” Fourth generation â€” Fifth generation â€” Sixth
generation â€” Seventh generation â€” Eighth generation â€” Ninth generation â€” Tenth
generation â€” Eleventh generation â€” Twelfth generation â€” Thirteenth generation â€”
Fourteenth generation â€”. First generation â€” Second generation â€” Third generation â€”
Fourth generation â€”. Hidden categories: Articles with short description Short description
matches Wikidata Short description is different from Wikidata. Namespaces Article Talk. Views
Read Edit View history. Help Learn to edit Community portal Recent changes Upload file.
Download as PDF Printable version. Wikimedia Commons. January 5, â€”present [1]. Louisville ,
Kentucky Kentucky Truck Plant. Heavy duty pickup truck Medium-duty truck. Andrew Jacobson
Moray Callum [4]. Ford 4R 4-speed automatic. ZF S 6-speed manual. December 18, â€”February
[11]. Pat Schiavone [12]. Ed Golden [14]. Ford F Thirteenth generation. Bronco Sport. Mustang
Mach-E. Bronco II. Expedition Max. Pickup truck. Explorer Sport Trac. F-Series all. SVT
Lightning. SVT Raptor. Super Duty. Compact MPV. Transit Connect. E-Series cutaway chassis
only. Jan 31, Blog , Transmission. Some transmission fluids are very incompatible with different
transmission types as they use different additives in the fluids. Your car transmission needs the
correct fluid, as specified by your car manufacturer, to run correctly and to the fullest length of
life. There are several different variables to take into account when it comes to transmission
fluid. You first must know if your car requires automatic or manual transmission fluid. Then
determine if your car is an automatic transmission if it has a continuously variable
transmission. You should always follow your manufactures specifications on which fluid is right
for your car. Related: What is Transmission Fluid? Automatic transmission fluid is fluid that is
used in cars that have automatic self-shifting transmissions. This fluid is optimized for use in
automatic gearboxes that consist of a hydraulic pump, gears, disks, and bands. A continuously
variable transmission is a type of automatic transmission vehicle. This type of transmission can
change seamlessly through a continuous range of gears. It is able to do this by running on a
series of pulleys connected with a steal band, rather than a fixed set of gears. This fluid has
friction modifiers that allow the belts to grip the pulleys. Related: 5 Types of Transmissions. The
most common situation where the wrong transmission fluid is used is in the case of using
automatic transmission fluid in place of variable transmission fluid and vice versa. There are a
few warning signs that you can look for to indicate that you have used the wrong fluid in your
transmission including:. Your CVT transmission will still function for a period of time since it is
a mixture of both fluids and there will still be enough friction for the CVT transmission to work
for a while. Eventually, however, permanent damage will occur and you have to rebuild your
transmission. Related: Transmission Rebuild vs. If you have used the wrong transmission fluid
you will need to remove that fluid as soon as possible to try to minimize the amount of damage
to your transmission. If your car has already been driving with the wrong fluid for many miles it
is possible you will need to replace your transmission outright as too much damage has already
been done. In a transmission change sometimes known as transmission service the
transmission fluid pan is drained and the filter is replaced. Transmission changes do NOT
remove all of the transmission fluid from the car and often times up to half of the fluid can
remain. If you have contaminated your transmission fluid with the wrong fluid, this is not going
to be the right choice for your car as the new fluid will simple get contaminated by the

remaining old fluid. A transmission flush is where all of the old fluid from your transmission is
removed via a cooler line flush machine or pump inlet flush machine. Once all of the old fluid
has been removed, entirely new transmission fluid is added. In the situation where you have put
the wrong transmission fluid into your car, a transmission flush is going to be a better option
than a transmission change. Related: Benefits of a Transmission Fluid Flush. Having
transmission problems? Transmission contaminated? Not sure which transmission fluid is right
for your car? I accidentally used aft in my cvt. Drove miles. Drained and filled twice with correct
fluid. Flush not recommended. Seems fine now. Will change again in miles. Any other
suggestions? Hi i have toyota yaris model 1. Few weeks ago i have change my transmision fluid
now my cars gear is not working. I accidentally use gear oil for manual to automatic what will
happen to my car because the viscosity is not same. I changed the filter in my 4R70W
transmission and put 5 liters of dexron 3 instead of mercon 5. I only drove the vehicle less than
km. Hi Dave, Thanks for using the Ask a Mechanic form â€” we sent response via email to you. I
accidentally used mercon in my car where it takes something called drexon or something like
that.. Hi am was wondering I drive a suzuki ciaz and the manufacturer requires to use AW-1
transmission oil but are they any compatible oils out there? Hi, Thanks so much for your
question, as detailed in the article above, using the wrong transmission fluid can result in the
death of your car. If you think you have put the wrong fluid into your car you will need a
complete transmission fluid flush to remove all of the fluid and then replace it entirely with the
correct fluid. If your car is not a CVT then that will not be the right fluid. You should check with
your owners manual to see which fluid your car needs. I accidentally put atf in my transmission
that calls for atf4 do I need to do anything I only added 1 qt of it. Hi Derek, It is always
recommended to use the transmission fluid that is specified in your owners manual for your
car. Using the wrong transmission fluid can irreversibly damage your car. Chevy Trailblazer
Thanks for yr help. Is there a way to tell if the fluid is wrong. Dexton 2 or three how can a person
tell if it is wrong? I have had my trans fluid and the screw on filter changed. My trans to be
shifting different,and it is running hotter than ever. What has happened? Zah, It is always best
to follow the owners manual of your vehicle and use the recommended fluid. Using the wrong
transmission fluid can cause your transmission to fail and take on irreparable damage. If you
have used the wrong transmission fluid, we suggest scheduling an appointment with your local
AAMCO Colorado service center right away and one of our expert technicians can help you with
the next steps. Hello I mistakenly poured fluid for manual into my automatic transmission. I
have driven it for a week, what do I do? I had my transmission cvt oil change and when the
temperature is below 35 I have problems with the transmission is it possible that they put the
wrong oil in. When warm the transmission is ok. Hello Fino, If you have put the wrong
transmission fluid into your car, we suggest coming into your local AAMCO Colorado for a
transmission fluid flush â€” where we will drain out all of the incorrect fluid, check for any
damage and put the right transmission fluid into your car. If you did put the wrong fluid into
your transmission you will want to come in for a transmission flush ASAP! Good luck! Noel, The
wrong transmission fluid can irreparably damage your car and it is best to have a flush ASAP.
We suggest coming into your local AAMCO service center where our technicians can get you
back on the road fast. Hi guys. I have a honda cirty 1. I putted 1 litter or atf. And i ran it for 35km.
Can it be fix just by flushing or draining or what? Jeo, We know it can be frustrating not
knowing what is wrong with your car. AAMCO is here to help! We suggest asking any specific
questions through our Ask a Mechanic feature , and a real mechanic can get back to you soon.
Or, if you are local to Colorado stop by one of 14 Colorado AAMCO Service centers and we can
perform a free diagnostic check on your vehicle where we can access any repair needs your
vehicle may have. I filled my Toyota Surf differential with ATF instead of the normal gear oil I
have recently discovered that my rear seals are leaking but the car moves fine could there be
any further damage I intend flushing it. Babaki, It is always suggested to use the correct
transmission fluid for your car, or you risk serious and permanent damage. We have 1 4
locations throughout the Colorado front range. Know my car will not shift gears and it stalls out.
My cluth is now not working. My qualification is it running like this cause of the type of
transmission fluid that was put in. Carmen, While your car may run for a limited time when the
wrong fluid has been put in, it will eventually reach a catastrophic failure. If the wrong fluid has
been added to your car we suggest coming in for a diagnostic scan and fluid flush immediately.
We had to drain the fluid that was in my trans. Am I okay? Cameron, Unfortunately, we can not
diagnose your vehicle without seeing it in one of our service centers. If you are local to
Colorado stop by one of 14 Colorado AAMCO Service centers and we can perform a free
diagnostic check on your vehicle where we can access any repair needs your vehicle may have.
You can also contact one of our mechanics directly by using our Ask A Mechanic feature.
Richard, If you have discovered that you are using the wrong oil or transmission fluid it is best

to get this flushed and replaced with the correct fluids right away to avoid lasting and costly
damage to your car. Unfortunately, we can not diagnose your vehicle without seeing it in one of
our service centers. Gre, Unfortunately, we can not diagnose your vehicle without seeing it in
one of our service centers. Habibur, Using any transmission fluid other than the one suggested
by your owners manual can run a risk of damaging your car. Hello,I mistakenly used the the
wrong automatic transmission fluid oil for my kia cerato car and drove for 2 weeks and now the
gear is not responding charply and to some extent it stop until I place it back to reverse gear
and later put it into drive before moving and it do that at times with noise. Pls what is the next
solutions to doâ€¦.. Julius, If you have put the wrong transmission fluid in your car you need to
visit a trusted mechanic right away, putting the wrong fluid into your car can irreversibly
damage your transmission. However, we can not diagnose your vehicle without seeing it in one
of our service centers. Nathan You should always consult your vehicle owners manual and a
trusted mechanic to determine the types of fluids your car requires. Unfortunately, we can not
give a recommendation on specific fluids for a specific make and model unless we see the
vehicle in one of our service centers. If you are local to Colorado stop by one of 14 Colorado
AAMCO Service centers and we can perform a free diagnostic check on your vehicle where we
can access any repair needs your vehicle may have as well as advise you on transmission fluid
services and more. Hi,my name is Petrus, i accidentally used ATF fluid instead of CVT in my
automatic Honda fit,so it takes a while to take off, max minutes So my question is if i pour the
correct fluid will my car be ok or should i start looking for a new transmission?! Petrus,
Typically if the wrong fluid has been put into your transmission system you will need a
transmission fluid flush to correct the issue, simply pouring new liquid in could create a larger
issue within your transmission system. Tikeela, If you think you have put the wrong
transmission fluid into your car, we highly suggest seeing a qualified mechanic to diagnose if
any damage has occured, and they will likely suggest a full fluid flush. If you are local to
Colorado stop by one of 15 Colorado AAMCO Service centers and we can perform a free
diagnostic check on your vehicle where we can access any repair needs your vehicle may have.
Your email address will not be published. Save my name, email, and website in this browser for
the next time I comment. The information contained in this website, or any of our content,
videos, and publications is for general information purposes only. We are an essential
business; you can come visit us! Due to current COVID concerns, many local jurisdictions have
put in place a stay-at home order, which allows only essential businesses to be open. What this
means for the families we serve and our employees:. Car transmissions are delicate
mechanisms. Each car has its own recommendations from the manufacturer on which
transmission fluid your car needs. Types of Transmission Fluid There are several different
variables to take into account when it comes to transmission fluid. Automatic Transmission
Fluid vs. Transmission Flush vs Transmission Change Transmission Change In a transmission
change sometimes known as transmission service the transmission fluid pan is drained and the
filter is replaced. Transmission Flush A transmission flush is where all of the old fluid from your
transmission is removed via a cooler line flush machine or pump inlet flush machine. Darren on
April 25, at pm. Bruce Lumumba on April 29, at am. Can I use CVT trasmission fluid on my 3.
Bobby hones on May 8, at pm. Peter on May 21, at am. Reza on May 22, at am. Jerry on May 23,
at pm. David on July 11, at pm. I used mercon 3 in a 97 Ford Explorer it call for mercon 5. Will
that hurt my trans. Priscilla Gibson on July 13, at pm. Bibek Sah on July 27, at am.
Mickeygiordano on July 30, at pm. G sankar on August 2, at am. Name: Mike on August 13, at
pm. Will it hurt it? Derek Meierhenry on August 25, at am. Timothy Briesacher on September 8,
at pm. Fino on November 5, at pm. Raymond Teach on November 15, at am. Noel on December
10, at am. Jeo on January 31, at am. Btw im from the Philippines. Babaki Ndebelebb on February
14, at am. Rachel on March 2, at pm. How much do you guys cgeage for transmission flush.
Carmen on April 15, at pm. Cameron on May 31, at am. Richard on July 4, at am. Gre on July 15,
at pm. Habibur rahman on August 2, at pm. Julius omoleye on October 8, at am. Petrus on May
13, at am. Tikeela B. Submit a Comment Cancel reply Your email address will not be published.
Search for:. Book Appointment. What this means for the families we serve and our employees:
Auto Repair and Maintenance Shops are considered an essential service. We are a crucial
business for day-to-day survival- short and long term. We will continue to stay open for your
essential vehicle needs. You can continue to visit us! Contact Us. Your Ford servicing at
Servicing Stop caters for all models within the Ford vehicle range, if you do not see your vehicle
in the list below please call us and we will give you a quote for your car service accordingly. The
Interim and Full Service schedule descriptions we provide are just a guide of what we do and
will vary on what each Manufacturer service schedule says, some additional items maybe
required to comply with your warranty. However, we always provide a complete quote before
anything additional is carried out. Change oil and oil filter special oils at extra charge. Top up

bonnet fluid levels. Check brakes. Check steering. Check suspension. Check tyres. Check
pollen filter. Collection and delivery. Check brakes remove wheels. Check brake fluid. Replace
spark plugs if applicable at extra cost. A Ford service with one of our approved garages means
that your car service has its warranty protected, because we use OE quality parts. All Ford
service books are stamped on every Ford service we do â€” also each Ford service carries a 12
month Parts and Labour Guarantee. Seamless service. Great communication and organising of
collection and delivery. Car was collected at arranged time. Received emails advising me of
collection and process. This online service and collection is a very speedy process. Gentleman
who collected was very polite. If you do not see your vehicle in the list below please call us and
we will give you a quote for your car service accordingly. Toggle navigation. Enter your
registration and postcode Book now, don't pay until the day Nationwide Garage Network We'll
collect, service and return on the same day. Our customers love us! Our approved garages have
the latest equipment, allowing our qualified technicians and mechanics to diagnose any
problems quickly and efficiently. Select Make. Select Model. Select Derivative. Select Year
Servicing Stop Ltd. See what's included in each service:. Initial Checks Interim 10 points. May Mansfield. Watts - Wednesbury. Mrs J. Whiting - Lincoln. Kenney - Manchester. Knowles Liverpool. Bowles - Birmingham. Purbrick - West Drayton. Bailey - Leigh. King - Stourbridge.
Casey - Watford. Montgomery - Kingston Upon Thames. Bailey - Folkestone. Mccormick Bristol. Stretton Yeomans - Birmingham. Adu-appau - Durham. Mrs S. Adams-rose - Lancing.
We won't be beaten for price! Put simply, find a better deal anywhere else and we'll match it! On
top of that, all additional work comes at hugely competitive prices. Unbeatable car servicing
prices. Get quote. Car Service. Van parts Van servicing Car service in your city Van service in
your city Car service in your county Van service in your county Prestige car service. All Rights
Reserved. Registered in the UK No. Searching garages in your area for the best price. Page 2 No
part of this publication may be reproduced, transmitted, stored in a retrieval system or
translated into any language in any form by any means without our written permission. Errors
and omissions excepted. We See Owner's Manual recommend that you take some time to get to
know your vehicle by reading this manual. The more that you know about it, the greater the
safety and pleasure you Anti-lock braking system will get from driving it. Page 9: Replacement
Parts Recommendation We caused to your vehicle as a result of the recommend that you
demand the use of failure of non-Ford parts may not be genuine Ford and Motorcraft parts
covered by the Ford Warranty. For whenever your vehicle requires scheduled additional
information, refer to the terms maintenance or repair. See Keyless Entry page See Active City
Stop page See Changing the Wiper Blades page See Maintenance page See Towing Points page
See Changing a Bulb page Tyre pressures. See Locking and Unlocking page See Power
Windows page See Exterior Mirrors page See Head Restraints page See Fastening the Seat
Belts page See Rear Seats page See Manual Seats page See Air Vents page Direction indicators.
See Direction Indicators page Main beam. See Lighting Control page Instrument cluster. See
Gauges page See Warning Lamps and Indicators page Start button. See Starting and Stopping
the Engine page Wiper lever. Page 14 At a Glance Heated rear window switch. See Climate
Control page Heated windscreen switch. Parking aid switch. See Parking Aids page Start-stop
switch. See Start-Stop page Card holder or airbag warning lamp. See Passenger Airbag page
Ignition switch. See First Aid Kit page See Warning Triangle page See Temporary Mobility Kit
page Spare wheel, jack, and wheel brace. See Changing a Road Wheel page Note: Mandatory
use of child seats varies from country to country. Only child seats certified to ECE-R Page Child
Safety Child Safety Child Safety Seat Booster Seat Group 2 Secure children that weigh between
29 Secure children that weigh more than 33 and 40 pounds 13 and 18 kilogrammes pounds 15
kilogrammes but are less than in a child safety seat Group 1 on the rear 59 inches centimetres
tall in a seat. We anything other than the correct recommend the use of a top tether tether
anchor point. Do not use a The child seat must rest tightly rearward facing child seat on a seat
against the vehicle seat. It may be protected by an air bag in front of it! Left-Hand Side Turn
anticlockwise to lock and clockwise to unlock. Right-Hand Side Turn clockwise to lock and
anticlockwise to unlock. Let it retract completely and smoothly. You have not fastened the seat
belt correctly if you do not hear a click. The lap belt portion of a combination lap and shoulder
belt should be positioned low across the hips below the belly and worn as tight as comfort will
allow. The shoulder belt should be positioned to cross the middle of the shoulder and the centre
of the chest. This could adversely affect deployment of the airbags. Original text according to
ECE R Do not use a rearward facing child restraint on a seat protected by an airbag in front of it!
Wear a seat belt and keep sufficient distance between yourself and the Page Side Airbags
Supplementary Restraints System The airbag will deploy during significant When you switch
the ignition on, check that frontal collisions or collisions that are up the airbag deactivation
warning lamp to 30 degrees from the left or the right. The illuminates. The curtain airbag will not

Do not attempt to open the airbag deploy in minor lateral and frontal cover. Seek advice from
your local authority regarding recycling. Twist the screwdriver in the position shown to separate
the two halves of the remote control. Press and hold the buttons on the edges to release the
cover. Carefully remove the cover. Your dealer can program the remote controls for your vehicle
or you may be able to program them yourself. See Remote Control page The doors will doors
and the luggage compartment are lock. Double Locking With the Key Turn the key to the lock
position twice within three seconds. Unlocking With the Key Note: If the child safety locks are
on and you pull the interior handle, you will only turn off the emergency locking, not the child
safety lock. In a collision, people Press the button located in the top of the riding in these areas
are more likely to be liftgate pull cup handle to unlatch the seriously injured or killed. Page
Unlocking Your Vehicle Locks Note: If a second valid passive key is If the driver s door is the
first door which is located within the liftgate detection range, opened, the other doors will
remain locked. All the other doors can be unlocked from inside your vehicle by pressing the
unlock Unlocking Your Vehicle button on the instrument panel. Remove the key blade and insert
it into the lock. Note: Only the driver's door handle has a lock cylinder. Page 38 Security Battery
Back-up Sounder Reduced Guard The battery back-up sounder is an extra In reduced guard, the
interior sensors are alarm system which will sound a siren off when you arm the alarm. When
you lock Note: You can set the alarm to reduced your vehicle the system is armed. Page 39
Security Disarming the Alarm Vehicles Without Keyless Entry Perimeter Alarm Disarm and
silence the alarm by unlocking the doors with the key and switching the ignition on with a
correctly coded key or unlocking the doors with the remote control. Category One Alarm Disarm
and silence the alarm by unlocking the doors with the key and switching the Note: Make sure
that you are sitting in the correct position. See Sitting in the Correct Position page Lock the
steering column. Note: Make sure the windscreen wipers are switched off before entering a car
wash. Note: Install new wiper blades as soon as they begin to leave bands of water and smears
on the windscreen. Push the lever forward to switch the main beams off. Headlamp Flasher Pull
the lever toward you slightly and Parking lamps, instrument panel release it to flash the
headlamps. The headlamps will switch on and off automatically in low light situations or during
inclement weather. The headlamps will remain on for a period of time after you switch the
ignition off. The system does not turn on the tail lamps and may not provide adequate lighting
during these conditions. Failure to switch the headlamps on under these conditions may result
in a collision. Press the control to switch the fog lamps on or off. You can switch the fog lamps
on when either the front fog lamps or dipped beam headlamps are on. It will go off automatically
after a short time or when you start the engine. If you set the switch to position C with the
ignition switched off, the courtesy lamp will illuminate. They may seriously injure themselves.
When closing the power windows, you should verify they are free of obstructions and make
sure that children and pets are not in the proximity of the window openings. If you have
disconnected the battery, you must reset the bounce-back memory separately for each window.
Left-hand mirror Lift and hold the switch until the window is fully closed. Page Interior Mirror
Windows and Mirrors Note: You can operate the mirrors mirror Note: Do not clean the housing
or glass of tilting and folding for several minutes after any mirror with harsh abrasives, fuel or
other you switch the ignition off. If you open a door petroleum or ammonia-based cleaning you
can no longer operate the mirrors. In an emergency, press the lock or Note: Global opening will
only operate for unlock button immediately to stop. In an emergency, touch a door handle lock
sensor to stop. Note: Global closing can be switched on using the driver s door handle. Global
opening and closing can also be switched on using the buttons on the passive key. Page
Instrument Cluster Instrument Cluster When a warning lamp or indicator does not If it stays on
after starting or illuminate once you have switched the illuminates when driving, this ignition
on, it indicates a malfunction. Have indicates a malfunction. Stop the system checked by an
authorised your vehicle as soon as it is safe to do so dealer. Page Audible Warnings And
Indicators Instrument Cluster Message Centre Indicator Shift Indicator It will illuminate when a
new It will illuminate to inform you message is stored in the that shifting to a higher gear may
information display. See give better fuel economy and Information Messages page It will sound
if either seat belt is unfastened. Do not sit on top of a fastened seat belt to prevent the seat belt
minder from coming on. We strongly recommend that you use extreme caution when using any
device or feature that may take your focus off the road. The system check menu may of
individual journeys. Use the up and down arrow buttons to scroll through the list. Certain
messages may be abbreviated or shortened depending upon which cluster type you have.
Check vehicle Interior scan deactivated amber See Security page Alarm system malfunction
Have the system checked by an Next service authorised dealer. Doors Open Message Message
Action indicator Boot open amber Vehicle not moving. Vehicle not moving. See Bonnet open
amber Opening and Closing the Bonnet page Close boot or use spare key See Keyless Entry

page Steering lock engaged See Steering Wheel Lock page Turn steering wheel Lighting
Message Message Action indicator Steering malfunction Have the system checked by an Stop
safely authorised dealer immediately. Full steering will be maintained but you will need to exert
greater force on the Power steering malfunction amber See Automatic Transmission page To
start select N See Automatic Transmission page Door open apply brake In cold or Outside Air
humid weather conditions, direct some of the air toward the windscreen and the door Keep the
air intakes in front of the windows. Adjust to select the desired fan speed or switch off. If you
switch the fan off, the windscreen may fog up. On and off: Press the button to turn the system
on and off. When the system is off, outside air is prevented from entering your vehicle. See
Heated Seats page Air conditioning: Press the button to switch the air conditioning on or off. Air
conditioning cools your vehicle using outside air. To improve air conditioning when starting
your vehicle, drive with the windows slightly open for two to three minutes. Page Climate
Control Climate Control Windscreen: Press the button to distribute air through the windscreen
air vents. You can also use this setting to defog and clear the windscreen of a thin covering of
ice. Heated windscreen: Press the button to defog and clear the windscreen of a thin covering
of ice. Note: Remove any snow, ice or leaves from the air intake area at the base of the
windscreen. Adjust the temperature control to the Adjust the temperature control to the highest
setting. Adjust the temperature control to the Adjust the temperature control to the midway
point of the cold settings. Direct the instrument panel side air vents toward the side windows.
Close the instrument panel vents. Using a suitable implement release the 2. To move the
restraint forward pull the retaining clip. Pull on the seatback to make sure that it has fully
latched after returning the seatback to its original position. Fold the seat forward. Make sure
that the seatback is in the folded position and securely latched. Push the locking lever to return
the seatback to the vertical position. Make sure that the seatback is securely latched in position.
Allow make sure that the belts are visible the seat to dry thoroughly. Page Auxiliary Power
Points 30 minutes. Note: Do not insert objects other than an Note: Use only Ford accessory
connectors accessory plug into the power point. This or connectors specified for use with SAE
will damage the outlet and blow the fuse. This is because the engine management system must
realign itself with the engine. You can disregard any unusual driving characteristics during this
period. Page Starting A Diesel Engine Starting and Stopping the Engine Engine Idle Speed after
Starting Note: Releasing the clutch pedal while the engine is starting will stop the engine The
speed at which the engine idles cranking and return to ignition on. Do not park or idle your
vehicle over Fully depress the clutch pedal. Note: For vehicles with start-stop the battery
requirement is different. It must be Note: If the system detects a malfunction, replaced by one of
exactly the same it will switch off. Depress the clutch pedal. If fuel Do not overfill the fuel tank.
The is swallowed, call a doctor pressure in an overfilled tank may immediately, even if no
symptoms are Do not mix petrol with oil, diesel or other liquids. This could cause a chemical
reaction. Note: We recommend that you use only high quality fuel. When done, clean the funnel
or Container properly dispose of it. Do not insert the nozzle of portable fuel containers or
aftermarket funnels into the capless fuel system. The fuel system is under pressure. There is a
risk of injury if the fuel system is leaking. If you use a high pressure spray to wash your vehicle,
only spray the fuel filler flap briefly from a distance not less than 8 inches millimetres. Page Fuel
Consumption Fuel and Refuelling They are intended as a comparison between makes and
models of vehicles. They are not intended to represent the real world fuel consumption you may
get from your vehicle. Real world fuel consumption is governed by many factors including:
driving style, high speed driving, stop-start driving, air conditioning usage, the accessories
fitted, payload, towing, etc. Page Technical Specifications Fuel and Refuelling 3. After at least
three to five tank fill ups, Keep a record for at least one month and fill the fuel tank and record
the current record the type of driving city or odometer reading. This provides an accurate
estimate of your vehicle s fuel economy 4. This can cause damage to the transmission. Note: Do
not rock your vehicle if the engine 2. Remove the retaining screw. Note: Once you have
switched off the system, it will remain off until you switch it The system makes it easier to pull
away on again. Maintain pressure on the brake care and attention. To apply the parking brake:
Press the foot brake pedal firmly. Pull the parking brake lever up to its fullest extent. To release
the parking brake: Press the brake pedal firmly. The lines show the distance from the outer edge
of the front tyre plus two inches 51 millimetres and the rear bumper. Page Parking Aids Green 24 - 35 inches 0. Note: When reversing with a trailer, the lines on the screen are not shown.
Cruise control allows you to control your speed using the switches on the steering wheel. Page
Cruise Control Cruise Control Resuming the Set Speed Accelerate Decelerate The cruise control
indicator will illuminate and the system will attempt to resume the speed that you previously
set. WARNINGS If the engine stops after the system The system does not relieve you of has
been switched on, the hazard your responsibility to drive with due warning flashers will turn on.

See General Information page Active City Stop Relearning Procedure Note: When you
disconnect the battery, the system will go through a relearning procedure. Make sure that you
secure all loose items properly. Place luggage and other loads as low and as far forward as
possible within the luggage or loadspace. Raise the rear outer head restraints. Attach the top
securing clips to the head restraint guides. Page Load Carrying The rear tyre pressures must be
increased by 3 psi 0. Insert the key and turn it clockwise to unlock. Hold the tow ball arm. Pull
the handwheel out and turn it clockwise until it clicks. Note: The red mark on the handwheel
must Note: Pull out the plug. Page Towing Note: Unhitch the trailer. Remove the protecting cap.
Press the cap into the key bow. Insert the key and unlock. Pull the handwheel out, turn it
clockwise against the stop. Remove the tow ball arm. Keep the system clean. Periodically
lubricate bearings, sliding surfaces, and locking balls with resin-free grease or oil and the lock
with graphite. It is recommended not to tow with the drive wheels on the ground. WARNING In
an emergency, you can drive your vehicle New tyres need to be run-in for through water to a
maximum depth of 8 approximately miles inches millimetres and at a kilometres. Page Roadside
Emergencies 4. Connect the negative - terminal of vehicle B to the ground connection of vehicle
A cable D. Make sure that the cables are clear of any moving parts and fuel delivery system
parts. Open the glove box and empty the contents. Press the sides inwards and swivel the glove
box downward. Page Fuses Fuse Fuse rating Circuits protected Ignition, electric power assisted
steering, instrument 10 A cluster, passive anti-theft system, anti-lock braking system Powertrain
control module, 7. See maintain its roadworthiness and resale Technical Specifications page
See Wheels and Tyres authorised repairers that are there to help page Page Maintenance 2.
Move the catch to the left. Open the bonnet and support it with the bonnet strut. Closing the
Bonnet Remove the bonnet strut from the catch and secure correctly after use. Lower the
bonnet and allow it to drop from under its own weight for the last 8 - 11 inches 20 â€” Page
Under Bonnet Overview - 1. Engine oil filler cap : See Engine Oil Check page Page Engine Oil
Dipstick - 1. Page Engine Coolant Check Note: Prolonged use of incorrect dilution absorbent
cloth immediately. See Technical Note: Do not add coolant further than the Specifications page
Add fluid that meets the Ford specification. See Technical Specifications page See Opening and
Closing the Bonnet page Press the locking buttons together. Rotate and remove the wiper
blade. Disconnect the electrical connector. Direction indicator Note: When fitting the headlamp,
make sure that you reconnect the electrical Direction Indicator connector correctly. Remove the
headlamp. See Note: When fitting the headlamp, make Removing a Headlamp page Page
Maintenance 3. Gently press the bulb into the bulb 3. Turn the bulb holder anticlockwise and
holder, turn it anticlockwise and remove it. Remove the bulb. Note: Do not touch the glass of the
bulb. Headlamp Main Beam Remove the headlamp. Page Maintenance Carefully remove the side
repeater. Remove the bulb holder. Remove the lamp. Approach Lamp 3. Note: Position the
mirror glass as far inward Front Fog Lamps as possible. Insert a screwdriver into the gap Note:
You cannot separate the fog lamp between the mirror housing and the bulb from the bulb
holder. Gently press the bulb into the bulb holder, turn it anticlockwise and remove it. Remove
the trim panel. Rear and brake lamp B. Direction indicator Reversing Lamp and Fog Lamp 2.
Insert a suitable object into the holes. Turn the bulb holder anticlockwise and 4. Carefully pull
the lamp toward the remove it. Page Maintenance Interior Lamp Carefully remove the lamp. Turn
the bulb holder anticlockwise and 6. Carefully remove the lamp. Footwell Lamp and Liftgate
Lamp 2. Page Maintenance Variant Item Capacity in gallons litres 1. Use soapy water. Do not
apply cleaning product to hot surfaces and do not leave cleaning Prior to using a car wash
facility Make sure that you read Remove particles such as bird droppings, and follow the
manufacturer s instructions. A decal with tyre pressure data is located in the driver s door
opening. Do not try to seal damage other than Check and set the tyre pressure at the that
located within the visible tread ambient temperature in which you are of the tyre. The sealant
contains natural rubber latex. If this happens, rinse the that you do not obstruct the flow of
affected areas immediately with plenty of traffic and so that you are able to use Page Wheels
and Tyres Inflate the tyre for no longer than 10 Sealant bottle hose minutes to an inflation
pressure of Bottle holder minimum 26 psi 1. Move Pressure gauge the compressor switch G to
position Power plug with cable 0 and check the current tyre pressure with pressure gauge E.
Page Tyre Care Wheels and Tyres Stop your vehicle after driving Empty sealant bottles can be
disposed of approximately two miles three together with normal household waste. Check, and
where Return remains of sealant to your dealer necessary, adjust the pressure of the or dispose
of it in compliance with local damaged tyre. Page Changing A Road Wheel Wheels and Tyres
Apart from a too low tyre pressure or a If the spare wheel is different to the other damaged tyre,
the following situations can road wheels, it will carry a yellow label with affect the rolling
circumference: the appropriate speed limit. Page Wheels and Tyres Note: Vehicles with a
temporary mobility Vehicles With a Spare Wheel kit do not have a vehicle jack or a wheel Your

vehicle jack, wheel brace, screw-in brace. Turn it anticlockwise to install it. Make sure that the
towing eye is fully tightened. Small arrow-shaped marks on the sills show the location of the
jacking points. Page Wheels and Tyres Note: Make sure that you pull the wheel Note: The spare
wheel is located under the trim remover at right angles to the trim. Install the locking wheel nut
key. Note: The wheel nuts of alloy wheels and spoked steel wheels can also be used for the
steel spare wheel for a short time maximum two weeks. Model Variant Engine designation
Emission level Vehicle identification number Gross vehicle weight Gross train weight Maximum
front axle weight It is also shown on the left-hand side of the instrument panel. The CD player
numbers level deep all. Cursor arrows: Press a button to scroll through on-screen choices. CD
slot: Where you insert a CD. OK: Press the button to confirm on-screen selections. TA: Press
the button to turn traffic announcements on or off and cancels announcements during an active
announcement. Page Audio System 3. Press and hold one of the preset When traffic information
is broadcast, it buttons. A progress bar and message will automatically interrupt normal radio
will appear. When the progress bar or CD playback and Traffic completes the station has been
stored. It mutes while VOL. Press the MENU button to return. The unit will stop at settings for
example bass, middle and the first station it finds in the direction you treble. Page Audio
System Note: When you drive to another part of the Note: If traffic announcement is on and you
country, stations that broadcast on select a preset or manual tune to a non alternative
frequencies, and are stored on traffic announcement station no traffic preset buttons, may be
updated with the announcement will be heard. Page Audio System 5. It will restore radio
reception when it finds one or if one is not found, the unit will News Broadcasts return to the
original stored frequency. When selected, AF will be shown in the Your audio unit may interrupt
normal display. Page Audio System Numeric keypad: Press the button to recall a previously
stored station. To store a favourite station press and hold until the sound returns. Cursor
arrows: Press the button to scroll through on-screen choices. Digital signal processing: Press
the button to access the digital signal processing functions. Volume: Turn the dial to adjust the
volume. Switching DAB service linking on and off. Sound Button See General Information page
This will allow you to adjust the sound Seek Tuning settings for example bass, middle and
Press and hold one of the preset If you are already tuned to a station that buttons. A progress
bar and message broadcasts traffic information, TP will also will appear. When the progress bar
be displayed. Otherwise the unit will search completes the station has been stored. Page Audio
System Automatic Volume Control News Broadcasts When available, automatic volume control
Your audio unit may interrupt normal adjusts the volume level to compensate reception to
broadcast news bulletins from for engine noise and road speed noise. The system will
automatically 3. The disc must be in the ISO level 1 or level 2. This enables the 2 format, or
Joliet or Romeo in the function to be switched on or off. Page Audio System File Formats To
specify a desired playback order before the folder or file name. Input the order by With formats
other than ISO level 1 number e. They can all be placed in the limited information encoded in
each track root directory like a conventional audio CD, can be displayed. Skip time changes
certain information encoded in each track depending the tag capacity. Your loss of vehicle
control, accident and audio extension cable must have male injury. Make sure the disc is loaded
correct way up. Clean and re-try, or replace disc with known music disc. This system helps you
control many You can interrupt the system at anytime features using voice commands. This
while it is speaking by pressing the voice allows you to keep your hands on the icon. Provides
more detailed interaction and "Interaction Mode Standard" guidance. The system defaults to the
standard interaction mode. Press the voice button to change the Confirmation prompts are
short questions confirmation prompts setting. Select Voice Settings. Page SYNC 3. When
prompted on your mobile 2. Scroll to and select BT Devices. Press the OK button. The 4. Press
the Add button to start the display indicates when the pairing is pairing process. These
commands are not available until your mobile phone information has completely downloaded
using Bluetooth. See Dial table. See Menu table. Phonebook commands. When you ask SYNC to
access a mobile phone book name, number, etc, the requested information appears in the
display to view. Page SYNC "MENU" " Phone connections" " Phone settings message
notification off" " Phone settings message notification on" " Phone settings set phone ringer" "
Phone settings set ringer 1" " Phone settings set ringer 2" " Phone settings set ringer 3" "
Phone settings set ringer off" "Phone name" "Text message inbox" To turn the micro- phone
on, press the Mic off button again. Privacy Switch a call from an active hands-free environment
to your mobile phone for a more private conversation. When selected, Privacy will be shown in
the display. Redial Redial the last number called if available. Press OK to select. Allows you to
access your downloaded phonebook. Phonebook 1. Press OK to confirm and enter. You can
use the buttons at the bottom of the screen to quickly access an alphabet- ical category. Page
OK. Each text message is sent with the following signature: 3. Scroll to select from the following

This message was sent from my Ford. Press OK to turn on or off the audible tone. Phonebook
pref. Modify the contents of your phonebook i. When Please begin pairing by appears in the
display, search for SYNC on your device to start the pairing process. Refer to your mobile
phone's user guide if neces- sary. Select, then press OK to change the option's status. Unless
the emergency assistance Setting Emergency Assistance On: setting is set to on prior to a
collision, Which may include your vehicles GPS coordinates. See your regional Ford website for
latest Note: While information is being provided details. The media menu allows you to select
how 2. Scroll to cycle through: to play your music by artist, genre, shuffle, repeat, etc. This
menu allows you to select and play If there are no media files to access, the your media by
artist, album, genre, playlist, display indicates there is no media. Phone page Use the Ford
website to check your mobile phone's compatibility. Phone Issues Issue Possible Cause SYNC
by using the Add contacts feature. In fact, there can be differences between mobile phones due
to brand, model, service provider and software version. USB settings from mass storage to
media The song may have transfer protocol class. Do not use special characters in the title as
the system does not recognise them. The four languages in cluster and instrument cluster and
each bundle are selected based upon the All rights reserved. Page Components". Neither MS
nor Microsoft software and services suppliers provide or Corporation nor their affiliates nor
their Stop the of Microsoft Corporation pursuant to a vehicle in a safe and legal manner before
licence agreement. Page Appendices Use of Speech Recognition Functions: Potential Map
Inaccuracy: Maps used Speech recognition software is inherently by this system may be
inaccurate because a statistical process which is subject to of changes in roads, traffic controls
or errors. It is your responsibility to monitor driving conditions. Page Appendices 1. Safe and
Lawful Use 3. Software Licence You acknowledge that devoting attention Subject to your
compliance with the terms to the TeleNav Software may pose a risk of this Agreement, TeleNav
hereby grants of injury or death to you and others in to you a personal, non-exclusive,
situations that otherwise require your non-transferable licence except as Page Appendices 3.
Disclaimers You agree not to do any of the following: To the fullest extent permissible pursuant
a reverse engineer, decompile, to applicable law, in no event will TeleNav, disassemble,
translate, modify, alter or its licensors and suppliers, or agents or otherwise change the TeleNav
Software employees of any of the foregoing, be or any part thereof; Page Appendices 5.
Limitation of Liability 6. Page Appendices 7. Assignment You may not resell, assign, or transfer
this By using the TeleNav Software, you Agreement or any of your rights or consent to receive
from TeleNav all obligations, except in totality, in connection communications
92 honda accord spark plug wire order
boat fuse block
how to read aircraft wiring diagrams
, including notices, with your permanent transfer of the agreements, legally required
disclosures TeleNav Software, and expressly or other information in connection with the Page
Appendices 9. Page Appendices Export Control: You agree not to export Government End
Users: If the Data is from anywhere any part of the Data or any being acquired by or on behalf of
the direct product thereof except in United States government or any other compliance with,
and with all licences and entity seeking or applying rights similar to approvals required under,
applicable Gracenote Software, copyright personal, non-commercial use only. Page Index Audio
System Security Page Index Automatic Transmission Page Index Fuel Consumption Page Index
Luggage Anchor Points Page Index Passenger Airbag Page Index Using Cruise Control Page
Index Windscreen Wipers Page CGen Print page 1 Print document pages. Cancel Delete. Sign In
OR. Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL.

