2011 f250 fuse box diagram

Fuse box diagram fuse layout , location and assignment of fuses and relays Ford F, F, F, F , , , , ,
If electrical parts in your vehicle are not working, the system may have been overloaded and
blown a fuse or tripped a circuit breaker. Before you replace or repair any electrical parts, check
the appropriate fuses or circuit breakers. To check a fuse, look at the silver-colored band inside
the fuse. If the band is broken or melted, replace the fuse. To remove the fuse panel cover, pull
the panel toward you. When the clips of the panel disengage, let the panel fall easily. The power
distribution box is located in the engine compartment. Necessary cookies are absolutely
essential for the website to function properly. This category only includes cookies that ensures
basic functionalities and security features of the website. These cookies do not store any
personal information. Any cookies that may not be particularly necessary for the website to
function and is used specifically to collect user personal data via analytics, ads, other
embedded contents are termed as non-necessary cookies. It is mandatory to procure user
consent prior to running these cookies on your website. Always disconnect the battery before
servicing high current fuses. Always replace a fuse with one that has the specified amperage
rating. Using a fuse with a higher amperage rating can cause severe wire damage and could
start a fire. Never replace a broken fuse with anything other than a new fuse. Use always an
intact fuse of the same color. If a fuse blows again contact a qualified service center. Main Page.
This website uses cookies to improve your experience. We'll assume you're ok with this, but
you can opt-out if you wish. Close Privacy Overview This website uses cookies to improve your
experience while you navigate through the website. Out of these cookies, the cookies that are
categorized as necessary are stored on your browser as they are essential for the working of
basic functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may have an effect on your browsing experience. Necessary Always Enabled.
Non-necessary Non-necessary. High-mounted stop lamps, Backup lamps, Trailer tow backup
relay, Reverse signal interior mirror. Steering wheel control module, Diagnostic connector,
Satellite radio module, Power fold mirror relay, Remote keyless entry, Electronic finish panel.
Moon roof, Auto dimming mirrors, Power invertor, Driver and passenger door lock switch
illumination, Driver and passenger smart window motor, Passenger window switch, Rear heated
seat switch illumination, Telescoping mirror switch. Dzemo answered 4 years ago. G A
answered 4 years ago. If the trucks lights are working then it is not a fuse. Is the rig equipped
with a factory trailer package? If so check the connectors on the relay box and at the rear trailer
connector where it connects to the trucks rear main harness. G A answered 3 years ago.
GuruX2BBX answered 2 years ago. I have a 03 ford superduty won't start all the gauges stop
working I put a test lite between the battery post pod. Other end to the pos. Where can I find a
wiring diagram for the wiper motor on a Ford F? Having trouble starting it. Any ideas what I can
try next? I have a Ford f that wont start very well, when it does start it won't run very well. I have
replaced the fuel pump, gets plenty of gas in the fuel line, I used the fuel pressure Gage to t My
pops gave me his 81 F leaking oil from everywhere, that being said. It only has 70,original miles
on the motor and tuck he bought new in My question is the that's in it ,should I I have a different
car. Content submitted by Users is not endorsed by CarGurus, does not express the opinions of
CarGurus, and should not be considered reviewed, screened, or approved by CarGurus. Please
refer to CarGurus Terms of Use. Content will be removed if CarGurus becomes aware that it
violates our policies. Fuse box diagram, Ford, F, Report Follow. Mark helpful. Best Answer Mark
helpful. Your Answer:. Upload Photo Photo optional. Related Questions. Start a new Ford F
question. Sell Your Car Yourself With a simple, secure transaction. Ford F Get Started. Search
Ford F Questions. CarGurus Experts. Know more, shop wisely Search. Related Models For Sale.
Dzemo answered 4 years ago. G A answered 4 years ago. If the trucks lights are working then it
is not a fuse. Is the rig equipped with a factory trailer package? If so check the connectors on
the relay box and at the rear trailer connector where it connects to the trucks rear main harness.
G A answered 3 years ago. GuruX2BBX answered 2 years ago. I have a 03 ford superduty won't
start all the gauges stop working I put a test lite between the battery post pod. Other end to the
pos. Where can I find a wiring diagram for the wiper motor on a Ford F? Hey I have a f ford and
it has been leaking where it looks like maybe the timing belt thingy is? After I stopped runnin
the heater it doesn't really leak Soo much. I don't know shit and nee Having trouble starting it.
Any ideas what I can try next? I have a 97 Ford F V8 it's going down the road and it'll sputter
and then have loss of power all the way down to about 30 mile an hour especially on the
interstate and then it'll kick bac CarGurus has 1 nationwide F listings and the tools to find you a
great deal. Content submitted by Users is not endorsed by CarGurus, does not express the
opinions of CarGurus, and should not be considered reviewed, screened, or approved by
CarGurus. Please refer to CarGurus Terms of Use. Content will be removed if CarGurus

becomes aware that it violates our policies. You can read more here and make your cookie
choices. By continuing to use this site you agree to us doing so. Fuse box diagram, Ford, F,
Report Follow. Mark helpful. Best Answer Mark helpful. Your Answer:. Upload Photo Photo
optional. Related Questions. Start a new Ford F question. Search Ford F Questions. CarGurus
Experts. Find great deals from top-rated dealers Search. Related Models For Sale. Lake Chevy
helped make these videos. The video above shows how to replace blown fuses in the interior
fuse box of your Ford F Super Duty in addition to the fuse panel diagram location. Electrical
components such as your map light, radio, heated seats, high beams, power windows all have
fuses and if they suddenly stop working, chances are you have a fuse that has blown out. If
your F Super Duty is experiencing electrical problems, you should always check the fuses first,
because they are relatively easy to check and cheap to change. Some Fords have multiple
interior fuse boxes including in the trunk - the video above will show you where the interior fuse
box of your F Super Duty is located. If your F Super Duty has many options like a sunroof,
navigation, heated seats, etc, the more fuses it has. Some components may have multiple fuses,
so make sure you check all of the fuses that are linked to the component in question. If you
need to replace a blown fuse in your F Super Duty, make sure you replace it with one that has
the same amperage as the blown fuse. If checking and replacing the fuse for the component in
question doesn't work, we recommend seeking assistance from a trusted professional
mechanic. They should be able to figure out if the component needs to be replaced or if there is
a short or some other problem with your F Super Duty. Hans Angermeier has produced over ,
videos showing drivers how to fix things on their cars. He has broad expertise on basic repair
procedures covering the majority of cars on the road. Many cars will burn or leak a little bit of
oil. Over time, this adds up and you might need to add some - learn how to here! Don't send
mixed signals - if your turn signal doesn't blink, or blinks rapidly, you likely have a burnt out
bulb. Car companies often use the same engines in different cars. They also slightly alter the
styling and sell the same car by two different names amongst other tricks to help offset
development costs. Our system selects the most applicable video for your car based, in part, on
these characteristics. The video displayed may not look exactly like your car, but may be
relevant enough for you to get a good idea how to do it. Getting Started - Prepare for the repair.
Share on. Full list of part and tools. Author Hans Angermeier has produced over , videos
showing drivers how to fix things on their cars. Top up the oil level. Change a rear blinker.
Checking the windshield washer fluid. There's no reason to check the washer fluid level without
adding some - see how to do it here! See all videos for the Ford F Super Duty. We have a
massive and growing video library, but we don't have everything Ad vertisements. The power
distribution box is located in the engine compartment. How to check the fuses? How to replace
a blown fuse? Why do car fuses blow? Types of automotive fuses. Table of Contents. Fuse box
location. Fuse box diagrams. Learn more: How to check the fuses? We use cookies to ensure
that we give you the best experience on our website. If you continue to use this site we will
assume that you are happy with it. Ok Privacy policy. Power telescoping mirror switch Demand
lamps - underhood and illuminated visor battery saver. Ignition switch feed, Passenger
compartment fuses 28, 43 and 45, Engine compartment starter relay coil 57 Diesel engine ,
Engine compartment starter relay diode gasoline engines. Power telescoping mirror switch,
Demand lamps - underhood and illuminated visor battery saver. Ignition switch feed, Passenger
compartment fuses 28, 42, 43, 44, and 45, Engine compartment starter relay coil 57 Diesel
engine , Accessory shutoff control module if equipped Diesel engine , Engine compartment
starter relay diode gasoline engines. Steering wheel control module, Diagnostic connector,
Satellite radio module, Power fold mirror relay, Remote keyless entry. Moon roof, Auto dimming
mirrors, Power invertor, Driver and passenger door lock switch illumination. Steering wheel
control module, Diagnostic connector, Power fold mirror relay, Remote keyless entry. Quick
Links. See also: Owner's Manual. Table of Contents. Instrument Cluster. Warning Lights And
Chimes. Message Center. Entertainment Systems. Navigation System. Climate Controls. Manual
Heating And Air Conditioning. Dual Electronic Automatic Temperature Control. Rear Window
Defroster. Turn Signal Control. Bulb Replacement. Driver Controls. Steering Wheel Adjustment.
Power Windows. Speed Control. Upfitter Controls. Locks And Security. Owners Guide, 1st
Printing. USA fus. Troubleshooting Troubleshooting 70 Troubleshooting Ford may change the
contents without notice and without incurring obligation. Please take the time to get well
acquainted with your vehicle by reading this handbook. The more you know and understand
about your vehicle, the greater the safety and pleasure you will derive from driving it. Page 5
Certain components of this vehicle such as airbag modules, seat belt pretensioners, and button
cell batteries may contain Perchlorate Material â€” Special handling may apply for service or
vehicle end of life disposal. See Notice to owners of diesel-powered vehicles Read the diesel
supplement for information regarding correct operation and maintenance of your

Diesel-powered light truck. In addition, ambulance Page 8 In order to properly diagnose and
service your vehicle, Ford Motor Company, Ford of Canada, and service and repair facilities
may Page 9 EDR. Ford Motor Company and Ford of Canada do not access event data recorder
Ford strongly recommends that you use extreme caution when using any device or feature that
may take your focus off the road. Your primary responsibility is the safe operation of your
vehicle. Features or equipment listed as standard may be different on units built for Export.
Drive in a moderate fashion avoid heavy acceleration and deceleration and have your vehicle
serviced immediately by your authorized dealer. Illumination after releasing the parking brake
indicates low brake fluid level and the brake system should be inspected immediately by your
authorized dealer. Page 17 Engine oil pressure RTT and static warning light : Displays when the
oil pressure falls below the normal range. Refer to Engine oil in the Maintenance and
Specifications chapter. Refer to the Driving chapter for transmission function and operation. If
the light flashes steadily, have the system serviced immediately, damage to the transmission
could occur. Operating the transmission for extended periods of time with the gauge in the
yellow area may cause internal transmission damage. Page Message Center The message
center display is located in the instrument cluster and the controls are located on the steering
wheel. This value is not the same as the average fuel economy display. The running average
fuel economy is re-initialized to a factory default value if the battery is disconnected. An oil
change is required whenever indicated by the message center and according to the
recommended maintenance schedule. A correct zone setting will eliminate this error. X if
equipped â€” Displays the current gain setting for the trailer brake. Refer to Trailer towing in the
Tires, Wheels and Loading chapter for more information. For more information, refer to
Four-wheel drive 4WD operation in the Driving chapter. Refer to your diesel supplement for
more information. After the particles are burned off, the exhaust temperature will fall back to
normal levels. The diesel exhaust fluid must be replenished to resume normal operation of the
vehicle. The vehicle will enter into an idle-only mode. The diesel exhaust fluid must be replaced
to resume normal operation of the vehicle. The customer warranty may be void from using
additives that do not meet or exceed Ford specifications. If the low fuel pressure message
persistently appears after This value cannot be reset. Page 42 The duration time can be
changed as follows: Durationâ€” Press the right arrow key when in the Fuel Hist. Page 44
Information Press the right arrow button when this is highlighted Screen to display information
on the following vehicle features: Tow Haul mode, Trailer Brake Controller. Page 46 Memory On:
With memory on set, pressing the down arrow will navigate to the previous lower level menu.
Page 49 Contact your authorized dealer as soon as possible. Page 50 If the vehicle restarts,
there may be limited power. If the low fuel pressure message persistently appears after
re-fueling during Page 55 Loading chapter for more information. Ford strongly recommends that
drivers use extreme caution when using any device or feature that may take their focus off the
road. Your primary responsibility is the safe operation of the vehicle. Page 63 When the song
appears in the display that you would like to replace, press OK. Use SEEK to adjust. If you wish
to engage shuffle mode right away, press SEEK to begin random play. Press again to stop. CD
eject : Press to eject a Page 70 The audio extension cable must be long enough to allow the
portable music player to be safely stored while the vehicle is in motion. Page 72 CD units are
designed to play commercially pressed 4. Due to technical incompatibility, certain recordable
and re-recordable compact discs may not function correctly when used in Ford CD players. Do
not use any irregular shaped CDs or discs with a scratch protection film attached. Page Page 75
Note: SIRIUS reserves the unrestricted right to change, rearrange, add or delete programming
including canceling, moving or adding particular channels, and its prices, at any time, with or
without notice to you. Ford Motor Company shall not be responsible for any such programming
changes. This message should disappear shortly. If this message does Page Climate Controls :
Distributes air through the floor vents and rear seat floor vents. Use with recirculated air to
improve cooling performance and efficiency. Page 80 5. Direct the outer instrument panel vents
towards the side windows. To increase airflow to the outer instrument panel vents, close the
vents located in the middle of the instrument panel. Page 82 EXT: Press to display the exterior
temperature. Press again to display cabin temperature settings. Page Lights To program the
auto lamp exit time delay: 1. Start with the ignition in the off position and the headlamp control
in the autolamp position. Turn the headlamp control to off. Pull the lever again to deactivate.
Flash-to-pass Pull toward you slightly to activate and release to deactivate. The headlamps on
your vehicle are properly aimed at the assembly plant and should not normally need
adjustment. Repeat Steps 3â€”5 for the other headlamp. Close the hood and turn off the lamps.
The turn signals will flash if the lever is held in this position. Replacing headlamps, park lamps,
turn lamps 1. Make sure that the exterior lamps are off, then open the hood. Page 93 For the
headlamp bulb, remove the bulb by turning it counterclockwise and pulling it straight out.

Rotate the bulb socket counterclockwise and remove from lamp assembly. Pull the bulb straight
out of the socket. Install the new bulb s in reverse order. Make sure the headlamps are off.
Remove the screw and lens from the lamp assembly. Install the bulb s in reverse order. Pull out
the old bulb from the socket and push in the new bulb. Install the bulb socket in lamp assembly
by turning it clockwise. Hard objects can injure you in a collision. Always keep the power point
caps closed when not being used. For an overheating condition, let the system cool off, then
turn the ignition key off then on. This noise can be alleviated by lowering a front window
approximately two to three inches. Rotate the control clockwise to adjust the right mirror and
rotate the control counterclockwise to adjust the left mirror. Move the control in the direction
you wish to tilt the mirror. Momentarily pull the switch rearward to auto fold in. Momentarily pull
the switch rearward again to fold back to design position. This is normal. Accelerate to the
desired speed. Take your foot off the accelerator pedal. Page To turn off the speed control,
press OFF or turn off the ignition. Note: When you turn off the speed control or the ignition,
your speed control set speed memory is erased. Press to activate phone mode or answer a
phone call. Press and hold to end call or exit phone mode. Page The moon roof has a built-in
sliding shade that can be manually opened or closed when the glass panel is shut. To close the
shade, pull it toward the front of the vehicle. Page Note: Do not program the Car2U system with
the vehicle in the garage. Make sure that your key is on and engine off while programming the
transmitter. To remove the floor mat, reverse the installation procedure. Partially lower tailgate
and carefully feed tailgate harness up through the gap between the pickup box and the bumper.
Place the tailgate harness out of the way under the pickup box. Page Your vehicle may be
equipped with a cargo management feature in the truck bed. Note: This feature is not intended
for off-road usage. To open the bed extender into tailgate mode: 1. Pull the locking pin toward
the center of the vehicle. Rotate the panels toward the tailgate. Repeat Steps 1â€”3 for the other
side of the bed extender. Connect the two panels, then rotate both knobs a quarter-turn
clockwise to secure the panels. Close the tailgate. Page 6. Repeat Steps 4 and 5 until you are
done changing the optional settings. For optional message center 1. Page 2. Page Admin key.
Page one short and one long chirp if autolock was activated. Turn the ignition to the off
position. The horn will chirp once to confirm the procedure is complete. Refer to Optional
message center in the Driver controls chapter. The user should receive a horn chirp to indicate
the system has been disabled or a chirp followed by a honk to indicate the system has been
enabled. Page Programming memory feature to Transmitter To activate this feature: 1. Move the
driver seat, power mirrors, and adjustable pedals to the desired positions using the associated
controls. Remove the old battery. Note: Please refer to local regulations when disposing of
transmitter batteries. Page You can disable or enable the remote start system through the
message center. Refer to Message center in the Instrument Cluster chapter. Erasing personal
code 1. Enter the factory set 5â€”digit code. Page Anti-Theft System Refer to Programming
spare keys for instructions on how to program the coded key. Note: The SecuriLock passive
anti-theft system is not compatible with non-Ford aftermarket remote start systems. Use of
these systems may result in vehicle starting problems and a loss of security protection. Please
read and understand the entire procedure before you begin. Whenever possible it should be
installed and properly adjusted when the seat is occupied. Insert the two stems into the guide
sleeve collars. Push the head restraint down until it locks. Make sure that the seat is relatched
into place. Lift up on the seatback to return it to the upright position. Move the rear of the
control up or down to raise or lower the seat cushion. Turn the lumbar support backward
toward the rear of the vehicle for less support. Continue pressing to scroll through the other
settings; medium cool two indicator lights , low cool one indicator light or off. Remove key from
ignition. Push up on the outside rigid edge of the filter and rotate toward the front of the vehicle
once tabs are released. Remove filter. Turn the ignition key to the off position. Pull control on
the side of the seat to release seat cushion from storage position. Push seat cushion down until
it locks into horizontal position. To remove the storage space divider, squeeze the sides and lift
it from the storage tub. Make sure the tongue is securely fastened in the buckle. As the belt
retracts, you will hear a clicking sound. This indicates the safety belt is now in the automatic
locking mode. The safety belt warning light illuminates minutes and the warning chime sounds
seconds. The Belt-Minder feature will not activate. Children must always be properly restrained.
Failure to follow these instructions may increase the risk of injury in a collision. This
arrangement provides lap and shoulder belt and airbag protection for adult occupants and an
attachment method for a child restraint. Refer to Safety Canopy System later in this chapter. See
an authorized dealer. Rather, it means the forces were not of the type sufficient to cause
activation. Contact your authorized dealer as soon as possible. The Safety Canopy System, in
combination with safety belts, can help reduce the risk of severe injuries in the event of a
significant side impact collision or rollover event. The feature will continue to operate until the

vehicle runs out of power. Rear facing infant seats should NEVER be placed in the front seats,
unless the passenger airbag is turned off. This is because the back of the infant seat is too
close to the inflating airbag and the risk of a fatal injury to the infant when the airbag inflates is
substantial. Failure to follow these instructions and guidelines may result in an increased risk of
serious injury or death to your child. These objects may become projectiles in a collision or
sudden stop, which may increase the risk of serious injury. Make sure the tongue is latched
securely by pulling on it. Sometimes, a slight lean towards the buckle will additionally help to
remove remaining slack from the belt. In Canada, check with your local St. Page Be sure that the
belt webbing is not twisted. Attach the tether strap if the child seat is equipped. Refer to
Attaching child safety seats with tether straps later in this chapter. Page The tether strap may
not work properly if attached somewhere other than the correct tether anchor. Once the child
safety seat has been installed using the safety belt, you can attach the top tether strap. Remove
tether cover. Clip the tether strap to the anchor as shown. If your child restraint system is
equipped with a tether strap, and the child restraint manufacturer recommends its use, Ford
also recommends its use. Tether strap attachment rear SuperCab only There are three loops of
webbing just above the back of the rear seat along the bottom edge of the rear window in the
SuperCab. Page For example, the center loop can be used as a routing loop for a child safety
seat in the center rear seat and as an anchoring loop for child seats installed in the outboard
rear seats. Ford Motor Company recommends that all safety belt assemblies in use in vehicles
involved in a collision be replaced. Page WARNING: Failure to inspect and if necessary replace
the safety belt assembly or child restraint system under the above conditions could result in
severe personal injuries in the event of a collision. This increases traction which may enable
you to safely drive over terrain and road conditions that a conventional two-wheel drive vehicle
cannot. Department of Transportation-Tire quality grades: The U. Department of Transportation
requires Ford Motor Company to give you the following information about tire grades exactly as
the government has written it. Page Excessive speed, underinflation, or excessive loading,
either separately or in combination, can cause heat buildup and possible tire failure. You are
strongly urged to buy a reliable tire pressure gauge, as automatic service station gauges may
be inaccurate. Ford recommends the use of a digital or dial-type tire pressure gauge rather than
a stick-type tire pressure gauge. Page Note: If you overfill the tire, release air by pushing on the
metal stem in the center of the valve. Then recheck the pressure with your tire gauge. Replace
the valve cap. Repeat this procedure for each tire, including the spare. Page For your safety,
tires that are damaged or show signs of excessive wear should not be used because they are
more likely to blow out or fail. Page such as P-metric versus LT-metric or all-season versus
all-terrain as those originally provided by Ford. Page The tire pressure sensors mounted in the
wheels are not designed to be used in aftermarket wheels. The use of wheels or tires not
recommended by Ford Motor Company may affect the operation of your tire pressure
monitoring system if equipped. Page Front-wheel drive FWD vehicles and those with an
independent rear suspension if equipped may require alignment of all four wheels. The tires
should also be balanced periodically. An unbalanced tire and wheel assembly may result in
irregular tire wear. Page Note: After having your tires rotated, inflation pressure must be
checked and adjusted to the vehicle requirements. If not, contact a local tire dealer. Note: You
may not find this information on all tires because it is not required by federal law. The tire
suppliers may have additional markings, notes or warnings such as standard load, radial
tubeless, etc. Page 4. Maximum Load Single lb kg at psi kPa cold: Indicates the maximum load
and tire pressure when the tire is used as a single; defined as two tires total on the rear axle.
Refer to the payload description and graphic in the Vehicle loading â€” with and without a trailer
section. Check your tire pressure to ensure tires are properly inflated; refer to Inflating your
tires in this chapter. Page Check air pressure in the road tires. If any tire is under-inflated,
carefully drive the vehicle to the nearest location where air can be added to the tires. Inflate all
the tires to the recommended inflation pressure. Page 7. Remove the valve cap from the valve
stem on the right front tire. Decrease the air pressure until the horn sounds. Use of any tire or
wheel not recommended by Ford can affect the safety and performance of your vehicle, which
could result in an increased risk of loss of vehicle control, vehicle rollover, personal injury and
death. Page Vehicle Loading It does not include passengers, cargo, or optional equipment.
Vehicle Curb Weight â€” is the weight of your new vehicle when you picked it up from your
authorized dealer plus any aftermarket equipment. Page Once you have reached the maximum
payload of your vehicle, do not add more cargo, even if there is space available. Overloading or
improperly loading your vehicle can contribute to loss of vehicle control and vehicle rollover.
Page 0. Depending upon the type and placement of the load, hauling cargo and people may
raise the center of gravity of the vehicle. Page Doing so will defeat the function of the
weight-distributing hitch, which may cause unpredictable handling, and could result in serious

personal injury. Page If you use a rental trailer, follow the instructions that the rental agency
gives to you. Do not attach safety chains to the bumper. Page It is also displayed if a truck or
trailer wiring fault occurs causing the trailer to appear disconnected. This message is also
displayed during manual activation without a trailer connected. Page Note: Your TBC can be
diagnosed by your authorized dealer to determine exactly which trailer fault has occurred;
however, if the fault is with the trailer this diagnosis is not covered under your Ford warranty.
Page Reactivation of the ignition from off to on will awaken the TBC module. Ford is not
responsible for warranty or performance of the TBC due to misuse or customer installation.
Rear axle lubricant quantities are not to be checked or changed unless a leak is suspected or
repair required. In case of a roadside emergency with a disabled vehicle, see Wrecker towing in
the Roadside Emergencies chapter. The emission system heats up the engine compartment and
exhaust system, which can start a fire. Make sure the headlamps and electrical accessories are
off. Refer to Remote entry system in the Locks and Security chapter. Do not drive if you smell
exhaust fumes. Instead, use one extension cord which is long enough to reach from the engine
block heater cord to the outlet without stretching. Page Make sure system is unplugged and
properly stowed before driving the vehicle. While not in use, make sure the protective cover
seals the prongs of the engine block heater cord plug. The BRAKE warning lamp in the
instrument cluster illuminates and remains illuminated until the parking brake is released. Page
Traction Control Also, if traction control is on when the vehicle is put into four-wheel drive
mode if equipped , the traction control system will be automatically disabled. Traction control
operation will resume when the vehicle is placed back into two-wheel drive mode. Traction
control is most active at low speeds. The ESC system may be deactivated in certain situations.
If the button is pressed in 2WD or 4WD high, any change in the transfer case mode will return
the AdvanceTrac to fully enabled. Ford does not recommend disabling this feature except in
situations where speed reduction may be detrimental e. Page Hill Descent Control Whether
accelerating or decelerating, once the desired descent speed is reached, remove your feet from
the pedals and the chosen vehicle speed will be maintained. The indicator light will display in
the instrument cluster. See your authorized Ford dealer for assistance. Note: The ELD may have
difficulty disengaging either by operator command or automatically if the driveline is under
torque. If driving conditions allow, releasing the accelerator pedal or turning the steering wheel
in the opposite direction may assist in disengagement. Page There is a hinge at the forward
edge of the top shroud. See your authorized dealer as soon as possible. Always come to a
complete stop before shifting into and out of R Reverse. After this learning process, normal
shift feel and shift scheduling will resume. Page Example: press the â€” button twice to lock out
6th and 5th gears. Only the available gears will be displayed and the transmission will
automatically shift between the available gears. Page Do not rock the vehicle for more than a
minute or damage to the transmission and tires may occur, or the engine may overheat. If the
back end of the vehicle is hit or damaged, then check with your authorized dealer to have your
rearview camera system checked for proper coverage and operation. Intended only for off road
applications such as deep sand, steep grades or pulling heavy objects. Place the transmission
in N Neutral. This position should only be used when towing the vehicle. Page Note: Do not
perform this operation if the rear wheels are slipping. Note: Some noise may be heard as the
system shifts or engages; this is normal. Note: 4X4 high mode is not intended for use on dry
pavement. Since sudden changes in terrain can result in abrupt steering wheel motion, make
sure you grip the steering wheel from the outside. Do not grip the spokes. Failure to drive
cautiously could result in an increased risk of loss of vehicle control, vehicle rollover, personal
injury and death. Page This is the front drivetrain coming up to speed and the automatic locking
hubs engaging and is not cause for concern. Excess mud stuck on tires and rotating
driveshafts causes an imbalance that could damage drive components. Refer to the Brakes
section of this chapter for additional information on the operation of the anti-lock brake system.
For stationary PTO operation of extended duration beyond 10 minutes , diesel engine is
recommended. This applies to Ford-completed vehicles of 10, lb. This is the weight of
permanently-attached auxiliary equipment, such as snowplow frame-mounting hardware, that
can be added to the vehicle and satisfy Ford compliance certification to FMVSS. See your Ford
or Lincoln Mercury dealer. WARNING: Additional equipment such as snowplow equipment may
effect the performance of the airbag sensors increasing the risk of injury. Page Refer to Gauges
in the Instrument Cluster chapter for transmission fluid temperature information. The tires may
fail and injure a passenger or bystander. This program is separate from the New Vehicle Limited
Warranty. Page Hazard Flasher Control Assistance, call Canadian customers who require
roadside assistance, call If you need to arrange roadside assistance for yourself, Ford Motor
Company will reimburse a reasonable amount for towing to the nearest dealership within 35
miles 56 km. To obtain reimbursement information, U. Ford Motor Company recommends that

the fuel system be inspected by an authorized dealer after any collision. Remove the panel
cover to access the fuses. Page Always replace the cover to the passenger compartment fuse
panel before reconnecting the battery. If the battery has been disconnected and reconnected,
refer to the Battery section of the Maintenance and Specifications chapter. However, if you must
use a sealant, the TPMS sensor and valve stem on the wheel must be replaced by an authorized
Ford dealer. Page Ford. If the dissimilar spare tire or wheel is damaged, it should be replaced
rather than repaired. Slide over square end of jack handle. Turn the handle counterclockwise
and lower the spare tire until you can slide the tire rearward and the cable is slack. Remove the
retainer through the center of the wheel. Note: Passengers should not remain in the vehicle
when the vehicle is being jacked. Page 5. Insert the hooked end of the jack handle into the jack
and use the handle to slide the jack under the vehicle. Place the jack directly under the axle.
Slide the notched end of the jack handle over the release valve and use the handle to slide the
jack under the vehicle. Make sure the valve is closed by turning it clockwise. Remove the lug
nuts with the lug wrench. Align the ornament with the lug nuts. Be sure to install all the clips on
the nuts over the flanges so that there is an even gap all around and the retention clips are fully
seated. If removed, install the spare tire lock if equipped into the bumper drive tube with the
spare tire lock key if equipped and jack handle. Use only Ford recommended replacement
fasteners. It is important to follow the proper wheel mounting and lug nut torque procedures.
On all two-piece flat wheel nuts, apply one drop of motor oil between the flat washer and the
nut. Page Jump Starting 3. Park the booster vehicle close to the hood of the disabled vehicle
making sure the two vehicles do not touch. Set the parking brake on both vehicles and stay
clear of the engine cooling fan and other moving parts. Do not tow with a slingbelt. Ford Motor
Company has not approved a slingbelt towing procedure. On 4x2 vehicles, it is acceptable to
tow the vehicle with the front wheels Ford Motor Company produces a towing manual for all
authorized tow truck operators. Have your tow truck operator refer to this manual for proper
hook-up and towing procedures for your vehicle. Page Customer Assistance A reasonable time
must be allowed to perform a repair after taking your vehicle to the authorized dealer. Repairs
will be made using Ford or Motorcraft parts, or remanufactured or other parts that are
authorized by Ford. Ford is also allowed a final repair attempt in some states. Page If you buy
your vehicle in North America and then relocate to any of the above locations, register your
vehicle identification number VIN and new address with Ford Motor Company Export
Operations. If you are in another foreign country, contact the nearest authorized dealer. Page
Reporting Safety Defects U. Remove the soaked cloth, and if it is not soiled badly, use this cloth
to clean the area by using a rubbing motion for 60 seconds. Following this, wipe area dry with a
clean, white, cotton cloth. Page Regular cleaning and conditioning will maintain the appearance
of the leather. Cleaning For dirt, use a vacuum cleaner then use a clean, damp cloth or soft
brush. The high-pressure fluid could penetrate the sealed parts and cause damage. These
quality products have been specifically engineered to fulfill your automotive needs; they are
custom designed to complement the style and appearance of your vehicle. Each product is
made from high quality materials that meet or exceed rigid specifications. Lift the hood until the
lift cylinders hold it open. Automatic transmission fluid dipstick 4. Brake fluid reservoir 5.
Engine coolant reservoir 6. Power distribution box not shown 7. Air filter assembly 8. Power
steering fluid reservoir 9. Engine oil filler cap Engine oil filler cap 5. Engine oil dipstick 6. Power
steering fluid reservoir 7. Brake fluid reservoir 8. Engine coolant reservoir 9. Air filter assembly
Only use a washer fluid that meets Ford specifications. Do not use any special washer fluid
such as windshield water repellent type fluid or bug wash. They may cause squeaking, chatter
noise, streaking and smearing. Some oil must be removed from the engine by a service
technician. Put the dipstick back in and ensure it is fully seated. Page Battery Change your
engine oil and filter according to the appropriate schedule listed in the scheduled maintenance
information. Ford production and Motorcraft replacement oil filters are designed for added
engine protection and long life. If a replacement oil filter is used that does not meet Ford
material and design specifications, start-up engine noises or knock may be experienced. Page
3. Run the engine until it reaches normal operating temperature. Allow the engine to idle for at
least one minute. Steam and scalding liquids released from a hot cooling system can burn you
badly. Also, you can be burned if you spill coolant on hot engine parts. The cooling system is
under pressure; steam and hot liquid can come out forcefully when the cap is loosened slightly.
Used engine coolant should be disposed of in an appropriate manner. Page If the engine
coolant supply is depleted, this feature allows the vehicle to be driven temporarily before
incremental component damage is incurred. Re-start the engine and take your vehicle to a
service facility. Driving the vehicle without repairing the engine problem increases the chance
of engine damage. Take your vehicle to a service facility as soon as possible. Page H range.
After several minutes, if this does not happen, follow the remaining steps. Turn the engine off

and wait for it to cool before checking the coolant level. WARNING: The flow of fuel through a
fuel pump nozzle can produce static electricity, which can cause a fire if fuel is pumped into an
ungrounded fuel container. Page Your vehicle was not designed to use fuel or fuel additives
with metallic compounds, including manganese-based additives. Note: Use of any fuel other
than those recommended may cause powertrain damage, a loss of vehicle performance, and
repairs may not be covered under warranty. If the driveability problems continue, fill the vehicle
with regular unleaded gasoline and drive vehicle normally until gasoline is used. See your
authorized dealer if the problem persists. Page Refer to the diesel supplement for information
regarding diesel fuel recommendations and requirements of your diesel-powered truck. Your
results will be most accurate if your filling method is consistent. Unnecessary shifting of this
type could result in reduced fuel economy. Refer to Maintenance products specifications and
capacities in this chapter for the proper fluid type. Be sure to put the cap back on the reservoir.
Verify that the transmission fluid temperature gauge, located on the instrument cluster, is within
normal range. Drive the vehicle 20 miles 30 km or until it reaches normal operating temperature.
Page Do not use supplemental transmission fluid additives, treatments or cleaning agents. The
use of these materials may affect transmission operation and result in damage to internal
transmission components. Page Use only fluid that meets Ford specifications. Refer to the
Maintenance product specifications and capacities section in this chapter. Page Air Filter S It is
not necessary to completely remove the clamp. Pull the air tube off from the air cleaner
housing. Slip the air tube onto the air filter housing and tighten the air-tube clamp bolt snugly,
but do not overtighten it. See the Cleaning chapter for more information. The customer warranty
may be void for any damage to the engine if such spark plugs are not used. Page Safety
Compliance Certification Label may be located. Make, vehicle line, series, body type 4. Engine
type 5. Check digit 6. Model year 7. Assembly plant 8. The following table tells you which
transmission each code represents. These quality accessories have been specifically
engineered to fulfill your automotive needs; they are custom designed to complement the style
and aerodynamic appearance of your vehicle. Page Ford Motor Company engineering
requirements. With Ford ESP, you minimize your risk for unexpected repair bills and rising
repair costs. For more information, visit your local Ford of Canada dealer or This information is
subject to change. Page Scheduled Maintenance Guide Your Ford or Lincoln Mercury dealer has
factory trained technicians who can perform the required maintenance using genuine Ford
parts. They are committed to meeting your service needs and to assuring your continuing
satisfaction. Get the most from your service and maintenance visits There are a lot of reasons
why visiting your Ford or Lincoln Mercury dealership for all your service needs is a great way to
help keep your vehicle running great. Page With factory-trained technicians, and one-stop
service from routine maintenance like oil changes and tire rotations to repairs like brake
service, check out the value your Ford and Lincoln Mercury dealers can offer. Be sure to ask
your Ford or Lincoln Mercury dealership service advisor or technician about the multi-point
vehicle inspection. This schedule is presented at specific mileage
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kilometer intervals with exceptions noted. If you only occasionally operate your vehicle under
these conditions, it is not necessary to perform the additional maintenance. Page Every 15,
miles 24, km â€” Replace fuel filter Ranger. Every 30, miles 48, km â€” Change automatic
transmission fluid not required on Every 60, miles 96, km â€” Replace spark plugs. Page Every
30, miles 48, km â€” Change automatic transmission fluid not required on Every 50, miles 80,
km â€” Change manual transmission fluid. Every 60, miles 96, km â€” Change transfer case
fluid. Page Every 60, miles 96, km â€” Change transfer case fluid. These lubricants are not to be
checked or changed unless a leak is suspected, service is re- quired or the axle assembly has
been submerged in water. Page Coolant checking and adding Page Radio This manual is also
suitable for: f f f Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL.

