2012 jeep patriot owners manual

Table of Contents. Be assured that it represents precision nicians and genuine MOPAR parts,
and cares about workmanship, distinctive styling, and high quality - all your satisfaction. Failure
to operate this vehicle safely may result seat belts could cut the highway death toll by 10, or in a
collision, rollover of the vehicle, and severe or fatal more each year and could reduce disabling
injuries by injury. If you do not read this entire manual, you may miss important information.
Any modifications or alterations to this vehicle could seriously affect its roadworthiness and
safety and may lead to a accident resulting in serious injury or death. Place the shift lever in
PARK if equipped with an the key code numbers for your vehicle locks. These automatic
transmission. If this occurs, place the shift lever in PARK, rotate the key to the right slightly,
then remove the key as described. Always dangerous for a number of reasons. A child or
remove the key from the ignition and lock all the others could be seriously or fatally injured. If
the light remains on after the The Sentry Key Immobilizer System prevents unauthor- bulb
check, it indicates that there is a problem with the ized vehicle operation by disabling the
engine. Du- been programmed to the vehicle electronics. Insert the first valid key into the
ignition switch. Turn The new Sentry Key is programmed. Remove the key from the ignition
switch and get out sired operation. The turn signal lights 1. Weak battery in the RKE transmitter.
The expected life of a battery is five years. Please see your authorized dealer for service. Repeat
steps 1 and 2 for the opposite rear door. Avoid trapping anyone in a vehicle in a collision.
Remember that the rear doors can only be opened from the outside when the Child-Protection
locks are engaged. Never leave children in a vehicle with the key in the ignition switch.
Occupants, particularly unattended children, can become entrapped by the windows while
operating the power window switches. Such entrapment may result in serious injury or death.
To used to lock or unlock the doors and open the liftgate. To open the liftgate, squeeze the
liftgate release and pull the liftgate open with one fluid transmitter is inoperative, insert the key
into the motion. Never allow 4. Do not lean against the door or window. If your children to slide
the shoulder belt behind them or under vehicle has side air bags, and deployment occurs, the
their arm. Continued on short trips. Continued very sudden stops or accidents. Seat shoulder
part of the belt to move freely with you under belts are designed to go around the large bones of
normal conditions. Enter the vehicle and close the door. Sit back and adjust the seat. The seat
belt latch plate is along side the pillar near the back of your seat. Grasp the latch plate and pull
out the belt. Continued abdomen. To release the belt, push the red button on the buckle. The
belt will automatically retract to its stowed position. Push the anchorage button to release the
anchorage, and move it up or down to the position that fits you best. Route the shoulder belt to
the inside of the right head 5. Sit back in the seat. Slide the regular latch plate up the restraint.
Position the lap belt across your thighs, below your 8. Position the shoulder belt on your chest
so that it is abdomen. To remove slack in the lap belt portion, pull up comfortable and not
resting on your neck. To disengage the mini-latch from the mini-buckle for 3. Slide the latch
plate upward over the folded webbing. Buckle the combination lap and shoulder belt. Grasp the
shoulder portion and pull downward until if the seat belt assembly Automatic Locking Re- the
entire belt is extracted. This system is designed to help prevent or reduce the extent of injuries
to the driver and front passenger in certain types of rear impacts. Grasp the deployed AHR from
the rear seat. Pull down then rearward towards the rear of the vehicle then down to engage the
locking mechanism. BeltAlert BeltAlert is a feature intended to remind the driver and front
passenger if equipped with front passenger BeltAlert to fasten their seat belts. Keeping the
mother safe is the best way to keep the baby safe. Pregnant women should wear the lap part of
the belt across the thighs and as snug across the hips as possible. This allows the air bag to
have different rates of Mounted Side Air Bags SAB to provide enhanced inflation that are based
on the severity and type of protection for an occupant during a side impact. Each air bag
deploys independently; a left side impact deploys the left air bag only and a right-side impact
deploys the right air bag only. If the irritation or all of the following may occur: continues, see
your doctor. The Controller ORC may also be disabled. It is recommended for children from
birth until they reach the weight or height limit of the infant carrier. In a collision, an
unrestrained child, even a tiny baby, Convertible child seats can be used either rearward- can
become a projectile inside the vehicle. Rearward-facing child seats must never be used in the
front seat of a vehicle with the front passenger air All children whose weight or height is above
the bag unless the air bag is turned off. For additional information on ALR, refer to retracts, you
will hear a ratcheting sound. The chart below defines the the safety belt is now in the Automatic
Locking mode. Child seats with fixed lower attachments must be installed in the out- board
positions only. Regardless of the specific type of lower attachment, never install
LATCH-compatible child seats such that two seats share a common lower anchor- age. Tether
anchorage kits are also available for behind the child restraint, route the seat belt through the
most older vehicles. Oil An unrestrained pet will be thrown about and possibly changes should

be consistent with anticipated climate injured, or injure a passenger during panic braking or in
conditions under which vehicle operations will occur. Exhaust gases can injure or kill. They
contain carbon monoxide CO , which is colorless and odorless. You should be able to attached
to the floor mat fasteners. Continued and cracks. Inspect sidewalls for cuts, cracks and bulges.
Adjust the mirror to center on the view through the rear window. Headlight glare can be reduced
by moving the small control under the mirror to the night position toward the rear of vehicle.
This mirror automatically adjusts for headlight glare from vehicles behind you. You can turn the
feature on or To avoid damage to the mirror during cleaning, never off by pressing the button at
the base of the mirror. Tilt the control wand door trim panel. Vehicles and other objects seen in
the passenger side convex mirror will look smaller and farther away than they really are. Relying
too much on your passenger side mirror could cause you to collide with another vehicle or
other object. Only one linked or paired mobile phone can be used with the system at a time. The
number will appear in the display then dial the corresponding phone number, which of certain
radios. This will Transfer From Mobile Phone allow you to store multiple numbers for each
phone- If equipped and specifically supported by your phone, book entry, if desired. The
number dialed may Towing Assistance not be applicable with the available mobile service and If
you need towing assistance: area. Paging works properly except for pagers of on your mobile
phone keypad, you can press the certain companies, which time out a little too soon to button
and say the sequence you wish to enter, followed Where are you? To send 4. I need more
direction. Can this wait? Bluetooth Communication Link Mobile phones have been found to lose
connection to the When this happens, the connection Operation is subject to the the Voice
Interface System to recognize user voice com- following conditions: mands may be negatively
affected by rapid speaking or a In system is speaking. The power seat switch is located on the
outboard side of the seat near the floor. On some models, the front driver and passenger seats
Push the seat switch forward or rearward, the seat will may be equipped with heaters in both the
seat cushions move in the direction of the switch. To adjust the seatback, lift the lever located
on the outboard side of the seat, lean back to the desired angle Do not ride with the seatback
reclined so that the and release the lever. To lower the head restraint, press the push forward
and backward. To tilt the head restraint closer to button, located at the base of the head
restraint, and push the back of your head, pull forward on the bottom of the downward on the
head restraint. Pull the strap forward to move the are struck by an object such as a hand, foot or
loose seat forward and flat. Be certain that the seatback is securely locked into position. An
improperly latched seat could cause serious injury. Do not ride with the seatback reclined so
that the shoulder belt is no longer resting against your chest. In a collision you could slide
under the seat belt and be seriously or even fatally injured. Use the recliner only with the vehicle
is parked. Move the safety catch located under the front edge of Lift the hood prop rod, clipped
to the right side left side the hood, near the center and raise the hood. Multifunction Lever To
prevent possible damage, do not slam the hood to The multifunction lever controls the
operation of the close it. Lower the hood until it is open approxi- headlights, parking lights, turn
signals, headlight beam mately 8 in 20 cm and then drop it. If an indicator fails to light when the
lever is NOTE: If the multifunction lever is held in the flash-to- moved, it would suggest that the
indicator bulb is pass position for more than 20 seconds, the high beams defective. The front
wipers are operated by rotating a through an automatic car wash. Rotate the end of the lever
upward to the third detent past the intermittent settings for high-speed wiper opera- tion. The
delay can be regulated from a maximum of approxi- mately 18 seconds between cycles, to a
cycle every Sudden loss of visibility through the windshield second. With one hand firmly on
the steering wheel, move the steering column up or down, as desired. Push the lever up to lock
the steering column firmly in place. Do not adjust the steering column while driving. Adjusting
the steering column while driving or driv- ing with the steering column unlocked, could cause
the driver to lose control of the vehicle. Be sure the steering column is locked before driving
your ve- hicle. When the vehicle vehicle set speed. For more efficient programming and
accurate transmis- sion of the radio-frequency signal it is recommended that a new battery be
placed in the hand-held transmitter of the device that is being programmed to the HomeLink
system. Do not erase channels when programming additional buttons. Simultaneously press
and hold both the Homelink NOTE: You have 30 seconds in which to initiate the next button you
want to program and the hand-held transmit- step after the LEARN button has been pressed.
Press and hold the desired HomeLink button until 4. Continue to hold both buttons and observe
the indi- the indicator light begins to flash after 20 seconds. Do not cator light. The Homelink
indicator will flash slowly release the button. Similar to this To reprogram a channel that has
been previously trained, Canadian law, some U. When it changes, it is programmed. It may take
up To reprogram a channel that has been previously trained, to 30 seconds or longer in rare
cases. Operation is subject to the following two conditions: while you are programming the

universal trans- ceiver. The power sunroof switch is located in the reading light. Occupants,
particularly unat- tended children, can become entrapped by the power sunroof while operating
the power sunroof switch. If an ob- Wind Buffeting struction in the path of the sunroof is
detected, the Wind buffeting can be described as the perception of If the Watt 13 Amp power
rating is exceeded the fuse protecting the system will need to be replaced. This outlet can
power cellular phones, electronics and other low power devices requiring power up to Watts.
There are passengers. Rear Cupholders Illuminated Front Cupholders Glove Compartment And
Storage Bin Located on the passenger side of the instrument panel are an upper storage bin
and a lower glove compartment. Glove Compartment 1 â€” To open the upper storage
compartment, push inward on the upper handle to unlatch the upper lid and lift the lid open. Do
not operate this vehicle with a console compart- ment lid in the open position. Cellular phones,
music players, and other handheld electronic devices should be stowed while driving. With one
of the cover ends installed, push inward on the opposite end and install it into the same notch
location of the rear trim panel. In a collision a cargo cover loose in the vehicle could cause
injury. Cargo Load Floor D-Rings Too much weight or improperly placed child seat tether strap.
In a sudden stop or collision weight over or behind the rear axle can cause the a loop could pull
loose and allow the child seat to rear of the vehicle to sway. The rear window defroster button is
located on the bottom right-side of the blower control knob. NOTE: The rear wiper operates in
an intermittent mode Press this button to turn on the rear window defroster only. Improperly
secured loads can fly off the large frontal area should be secured to both the vehicle,
particularly at high speeds, resulting in per- front and rear of the vehicle. Electronic Throttle
Control ETC Light position, the pointer will show the level of fuel This light informs you of a
problem with the remaining in the fuel tank. If the light does not come on 6. Speedometer during
starting, have the system checked by an autho- Indicates vehicle speed. Air Bag Warning Light
4. Oil Pressure Warning Light This light will turn on for four to eight seconds This light indicates
low engine oil pressure. Tachometer service. Driving a vehicle with the red brake light on is The
dual brake system provides a reserve braking capac- dangerous. If the Transmission
Temperature Warning Light is illuminated and you continue operating the vehicle, NOTE: This
light shows only that the parking brake is in some circumstances you could cause the fluid to
applied. It should not be allowed to A hot engine cooling system is dangerous. You or exceed
the upper limits of the normal operating range. Shift Lever Indicator It displays the gear position
of the should be checked monthly when cold and automatic transmission. TPMS from
functioning properly. Federal regulations require that upon trans- door. To turn area. Hill
Descent Indicator â€” If Equipped Reset ALL will reset. The compass will now function displays
in the EVIC. Turn the ignition switch ON. This is where 2. Press and hold the TIME button until
the hours blink. The radio will return a Radio Text 2. If changes are made to these settings after
dynamic range. If the medium , , , contains a lot of folders or files, the radio will take more
MPEG-1 Audio , , , Use of this copyright protection Sirius Satellite Radio service is
pre-activated, and you technology must be authorized by Macrovision, and is may begin
listening immediately to the one year of audio Your Vehicle Identification Number. When you are
receiving a channel that you wish to commit to pushbutton memory, press the SET button.
Press the right switch position to operate the radio. This feature plays the selections on the
Level 1 and Level 2 and includes the Joliet extension. MP3 Pro files are not To increase the
speed of disc loading, it is recommended supported. The time of day will display for five
seconds when ignition is OFF. SCROLL control knob to the right or left to adjust the sound level
from the right or left side speakers. Sirius will supply a wel- Press this button to change the
display to time of day. The come kit that contains general information, including time of day will
display for five seconds when the how to setup your on-line listening account. The Sirius ID
number following reasons: display will time out in two minutes. Press the right switch to seek to
normal display. In Play mode, the following buttons on the radio buttons to Play, Browse, and
List the iPod contents. So if the track is at the below, will bring up List mode. List mode enables
bottom of the list, just turn the wheel backward scrolling through the list of menus and tracks
on the counterclockwise to get to the track faster. After the Ready prompt and the following
beep, say Music can be streamed from your cellular phone to the Setup , then Select Audio
Devices. Reach behind the wheel to mode of the sound system. The compartment. You lower
outlets. Use this mode with maxi- put the system in recirculation mode. This can mum blower
and temperature settings for best wind- be used when outside conditions such as shield and
side window defrosting. The Automatic Temperature Control system automati- 1. However, must
be protected with a high-quality antifreeze coolant under certain conditions, while in Automatic
Mode, to provide proper corrosion protection and to protect the system is blowing air out the
defrost vents. The windshield, is free of obstructions such as leaves. A inside and outside
mirrors, and fasten your seat belts. If the engine fails to position before you can start the

engine. Apply the brakes start within 15 seconds, turn the ignition switch to the before shifting
to any driving gear. To ensure reliable starting at these temperatures, use of an externally
powered electric engine block heater avail- Never pour fuel or other flammable liquid into the
able from your authorized dealer is recommended. For steady highway driving with light
accelerations, fifth gear is recommended. Never drive with your foot resting on the clutch pedal,
and never try to hold the vehicle on a hill with the clutch pedal partially engaged. Accel- Engine
1 to 2 2 to 3 3 to 4 4 to 5 eration This range supplements the parking brake by locking the
transmission. The engine can be started in this range. Always apply the parking idle speed. As
with all vehicles, dangerous for a number of reasons. A child or you should never exit a vehicle
while the engine is others could be seriously or fatally injured. Continued This range is for
moving the vehicle backward. Towing the vehicle, coasting, or driving for any other reason with
the transmission in NEUTRAL can result During sustained high speed driving or trailer towing
up in severe transmission damage. This locks the center conventional two-wheel drive vehicles
any more than coupling allowing more torque to be sent to the rear low-slung sports cars are
designed to perform satisfacto- wheels. When on a trail, you should always Lock Lever Engaged
be looking ahead for surface obstacles and changes in When driving off-road, shift into low L
Off-Road and terrain. There is a drastic reduction in traction when driving in snow, mud or sand.
The vehicle will be less responsive to On icy or slippery roads, do not downshift at high
steering, acceleration and braking inputs. Soft sand is very difficult to travel through with full
tire pressure. The total loss of air pressure. Is the trail straight up and down? Are there ruts,
rocks, and maintain headway by turning the steering wheel no branches or other obstacles on
the path? Are there obstacles? Is it a straight which increases the possibilities of a down-hill
slide or descent? Is there plenty of distance at the base of the hill rollover. Make sure the
surface has good traction with to regain control if the vehicle descends to fast? If you feel firm
and stable soils. You should never stop or shut a vehicle off when crossing deep water unless
you ingested If the engine stalls or you lose headway or cannot water into the engine air intake.
Be sure to consider this when determining the depth and the ability to safely cross. Water
ingestion into the transaxle, transfer case, engine or vehicle interior can occur if you drive too
Crossing Puddles, Pools, Flooded Areas Or Other fast or through too deep of water. These After
Driving Off-Road Off-road operation puts more stress on your vehicle than things could be a fire
hazard. They might hide damage does most on-road driving. After going off-road, it is to fuel
lines, brake hoses, axle pinion seals, and always a good idea to check for damage. Impacted
material can cause a travel are considered normal and do not indicate that wheel imbalance and
freeing the wheels of it will there is a problem with the power steering system. Prolonged
operation of the steering system at the end Do not use chemical flushes in your power steering
of the steering wheel travel will increase the steering system as the chemicals can damage your
power fluid temperature and it should be avoided when steering components. With a clean
cloth, wipe any spilled fluid from all surfaces. If vehicle speed is detected, a chime fob from the
ignition and lock your vehicle. Continued with the engine off , the brakes will still function.
Pumping makes the stopping distance longer. Applying the brakes very systems work together
to enhance vehicle stability and quickly results in the best BAS assistance. To receive the
control in various driving conditions and are commonly benefit of the system, you must apply
continuous brak- referred to as ESC. HDC is only intended to assist the driver in control- HDC
operation can be overridden with brake application ling vehicle speed when descending hills.
Release the clutch pedal. Rotate the steering wheel one-half turn to the left. This system
enhances directional control and stability of the vehicle under various driving conditions. ESC
cor- 7. This will occur even if instrument cluster to clear this message. Tire Markings design
standards. If the TIN is not found on however, the date code may only be on one side. Cold Tire
Inflation Pressure Cold tire inflation pressure is defined as the tire pressure after the vehicle has
not been driven for at least 3 hours, or driven less than 1 mile 1. The resulting figure equals the
available amount of of your vehicle with varying seating configurations cargo and luggage load
capacity. Overloading of your tires is dangerous. Use tires of the cause collisions. Keep this in
mind when checking tire pressure inside a garage, especially in After inspecting or adjusting
the tire pressure, al- the Winter. Where speed limits or condi- tions are such that the vehicle can
be driven at high Combining radial ply tires with other types of tires speeds, maintaining correct
tire inflation pressure is very on your vehicle will cause your vehicle to handle If your vehicle
has this option refer to an Compact Spare Tire â€” If Equipped authorized tire dealer for the
recommended tire rotation The compact spare is for temporary emergency use only. You can
identify if your vehicle is equipped with a compact spare by looking at the spare tire description
on If your vehicle is not equipped with an original equip- the Tire and Loading Information
Placard located on the Compact spares are for temporary emergency use only. With these
spares, do not drive more than Limited-Use Spare â€” Limited-use spares are for emergency

use only. With this tire, do not drive more than the Fast spinning tires can be dangerous. Tires
and the spare tire should be replaced after six years, regardless of the remaining tread. They
should be inspected regularly for have on tire specifications or capability. This is defined as the
tire pressure after the vehicle has not been driven for at least three hours, or driven less than 1
mile 1. For each subsequent ignition key cycle, a chime will Premium System â€” If Equipped
sound and the Tire Pressure Monitoring Telltale Light The TPMS uses wireless technology with
wheel rim will flash on and off for 75 seconds and then remain on mounted electronic sensors
to monitor tire pressure lev- solid. A system fault can pressure values still shown. This
indicates that the pres- occur with any of the following scenarios: sure values are still being
received from the TPM sensors but they may not be located in the correct vehicle 1. However,
after driving the vehicle for up to 20 min- limit in any of the four active road tires. Gasoline with
higher ethanol may be used in your vehicle. Use of additional exposure to E fuel. If you notice a
pungent burning odor or Follow the precautions below to prevent carbon some light smoke,
your engine may be out of tune monoxide poisoning Continued over a hook on the inside of the
fuel door. The curb weight of a vehicle is defined as the total weight This includes driver,
passengers, and cargo. The total of the vehicle with all fluids, including vehicle fuel, at full load
must be limited so that you do not exceed the capacity conditions, and with no occupants or
cargo Distribute the load over the front and rear axles evenly. See your authorized dealer for
Class I - Light Duty 2, lbs kg package content. Tongue Wt. See Note 2. Continued trailer adds to
the load on your vehicle. When trailering grade. When parking, apply the parking brake on cargo
that is not fully secured, dynamic load shifts the tow vehicle. Towing Requirements â€” When
towing you should allow for addi- loaded, it should have its own brakes and they tional space
between your vehicle and the vehicle should be of adequate capacity. Refer to the following
illustrations. Driving with a hot cooling system could damage You or others can be badly
burned by hot engine your vehicle. If the pointer rises to the H red mark, coolant antifreeze or
steam from your radiator. If the instrument cluster will sound a chime. Preparations For Jacking
1. Park the vehicle on a firm level surface, avoiding ice or slippery areas. Turn OFF the ignition.
Continued 6. Remove the scissors jack and lug wrench from the spare wheel as an assembly.
Turn the jack screw to the left to loosen the lug wrench and remove the wrench from the jack
assembly. Turn the jack screw to the left until the jack can be placed under the jacking location.
Once the jack is positioned, turn the jack screw to the right until the jack head is properly
engaged with the lift area closest to the wheel to be changed. Remove the wheel nuts and pull
the wheel and wheel covers, where applicable, off the hub. Install the spare wheel and wheel
nuts with the cone shaped end of the nuts toward the wheel. Lightly tighten the nuts. To avoid
the risk of forcing the vehicle off the jack, do not tighten the wheel nuts fully until the vehicle
When reinstalling the original wheel, prop- erly align the wheel cover to the valve stem, place
the A loose tire or jack thrown forward in a collision or wheel cover onto the wheel, then install
the wheel nuts. Mount the road tire on the axle. To ease the installation process for steel wheels
with wheel covers, install two lug nuts on the mounting studs which are on each side of the
valve stem. Align the valve notch in the wheel cover with the 6. Finish tightening the lug nuts.
Push down on the valve stem on the wheel. Install the cover by hand, wrench while at the end of
the handle for increased snapping the cover over the two lug nuts. Do not use a portable battery
booster pack or any other booster source with a system voltage greater than 12 Volts or
damage to the battery, starter motor, alternator or electrical system may occur. Do not attempt
jump-starting if the battery is frozen. It can start anytime the ignition switch is on. You can be
injured by moving fan blades. Allow the en- even when not in use i. Press and maintain firm
pressure on the brake pedal. Using a small screwdriver or similar tool, push and hold the
override release lever forward. Page Engine Compartment - 2. This system monitors the
performance of the emissions, engine, and automatic further damage to the emission control
system. This might indicate a damaged cap. If system may not be ready if your vehicle was
recently the problem is detected twice in a row, the system will serviced, recently had a dead
battery or a battery replace- turn on the MIL. Continued before starting the engine after it has sat
overnight. For best performance and maximum protection for all engines under all types of
operating conditions, the Do not overfill the engine. Overfilling the engine manufacturer
recommends engine oils that are API Cer- will cause oil aeration, which can lead to loss of oil
tified and meet the requirements of Chrysler Material pressure and an increase in oil
temperature. You may use synthetic engine oils provided the recom- mended oil quality
requirements are met, and the recom- Do not use chemical flushes in your engine oil as the
mended maintenance intervals for oil and filter changes chemicals can damage your engine.
The engine oil filter should be replaced with a new filter at every engine oil change. The air
cleaner can provide a measure of protection in the case of engine backfire. Continued Your
vehicle is equipped with a maintenance-free battery. Keep You will never have to add water, nor

is periodic main- flame or sparks away from the battery. Do not use tenance required. This
service should battery that the positive cable is attached to the include cleaning of the
condenser fins and a performance positive post and the negative cable is attached to Avoid
using the wiper blades to When performing other underhood services, the hood remove frost or
ice from the windshield. Make sure that latch, release mechanism and safety catch should be
they are not frozen to the glass before turning them on to cleaned and lubricated. Leaded
gasoline will destroy the odorless. Breathing it can make you unconscious effectiveness of the
catalyst as an emissions con- and can eventually poison you. If engine coolant anti- freeze
needs to be added, the contents of the coolant When additional engine coolant antifreeze is
needed to recovery bottle must also be protected against freez Riding the brakes can lead to
brake failure and possibly a collision. Brake seal components could has been in a tightly closed
container. Operation with incorrect Frequency Of Fluid Change fluid level can cause severe
transmission damage. Under normal operating conditions, the fluid installed at the factory will
give satisfactory lubrication for the life of Fluid And Filter Changes the vehicle. The fluid level
should be maintained between the fill plug. Always wash your ve- body protection. Do not use
volatile solvents for cleaning purposes. Never use an abrasive type When installing hanging air
fresheners in your ve- cleaner. This will weaken the fabric. Sun damage can also weaken the
fabric. If the seat belts need cleaning, use a mild soap solution or lukewarm water. Failure to do
so may allow water to get Module into the IPM, and possibly result in an electrical 30 Amp Do
not touch the new bulb with your fingers. Oil 2. Pull the bulb from the socket. Use a screw driver
to gently pry against the side of the Center High-Mounted Stoplamp snap tab to remove the
lamp from the liftgate. This light is an LED assembly. See your authorized dealer for
replacement. Odometer Reading Date Repair Order Do only service work for which you have the
knowledge and the right equipment. If you have any doubt about your ability to perform a
service job, take your vehicle to a competent mechanic. Most matters can be re- P. Box 21â€”
solved with this process. An authorized dealer See the Warranty Information Booklet, located on
the has also made a major investment in facilities, tools, and DVD, for the terms and provisions
of Chrysler Group training to assure that you are absolutely delighted with LLC warranties
applicable to this vehicle and market. Use only frequency signals. This manual is also suitable
for: patriot series. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL. Because it
constantly faces a tough environment, an understanding of how to drive this car to ensure that
it will be well kept. Jeep lorry manual for the owner is a book committed to Jeep owners all over
the world. A number of informative details that are included in the book are detailed car part
breakdowns, advised driving approach, and essential upkeep works. Information that you will
discover in a car manual is actually essential. As the designer of this automobile, the automaker
knows the best way to utilize a Jeep. Due to the fact that there is no evident consequence,
numerous individuals do not adhere to the Owners Manual For Jeep Patriot. Even if just a
couple of people still keep in mind to follow that function, you will get a actually enjoyable
interview. As an example, you need to agree the various vehicle series get various suggestions.
They likewise find out the best way to acknowledge some less than desirable ways to make use
of the knowledge to others. When the owners are not knowledgeable about their vehicles, there
are bound to be numerous concerns. An owner may mistakenly create an incident that can
cumber the children ought to follow the older kids. Older kids also tend to pay and know
attention to what the expressions of other people in the Owners Manual For Jeep Patriot.
Moreover, the vehicle manual will be gotten by the driver upon a brand-new purchase of the
Jeep cars and truck series. The manual that is going to be gotten by a driver of one car and
another will be various. The formats of the cars and trucks are digital and physical copies.
Physical copy implies the printed version, while the other format does not have a physical form.
If not, you ought to just search for the used physical copy. On the other hand, the digital copy is
highly downloadable is varied sources. As you see, even if you lose the file, you will still be able
to get access to the drivers manual. If you desire to get the Owners Manual For Jeep Patriot as a
physical copy, you ought to not lose the book from your very first purchase. As you see, even if
you lose the file, you will still be able to get access to the motorists manual. Owners Manual For
Jeep Patriot. Prev Article. Next Article. Tags: owners manual for jeep patriot. This listing is for
part or sub-assembly number given below only. Skip to main content. Email to friends Share on
Facebook - opens in a new window or tab Share on Twitter - opens in a new window or tab
Share on Pinterest - opens in a new window or tab. Add to Watchlist. People who viewed this
item also viewed. Showing Slide 1 of 1 - Carousel. Check if this part fits your vehicle. Picture
Information. Mouse over to Zoom - Click to enlarge. Get the item you ordered or get your money
back. Learn more - eBay Money Back Guarantee - opens in new window or tab. Contact seller.
Visit store. See other items More See all. Item Information Condition:. Sign in to check out

Check out as guest. Make Offer. Resume making your offer , if the page does not update
immediately. Add to Watchlist Remove from watch list. Watch list is full. May not ship to Ukraine
- Read item description or contact seller for shipping options. See details. Item location:.
Houston, Texas, United States. Ships to:. This amount is subject to change until you make
payment. For additional information, see the Global Shipping Program terms and conditions opens in a new window or tab This amount includes applicable customs duties, taxes,
brokerage and other fees. For additional information, see the Global Shipping Program terms
and conditions - opens in a new window or tab. Any international shipping is paid in part to
Pitney Bowes Inc. Learn More - opens in a new window or tab International shipping and import
charges paid to Pitney Bowes Inc. Learn More - opens in a new window or tab Any international
shipping and import charges are paid in part to Pitney Bowes Inc. Learn More - opens in a new
window or tab Any international shipping is paid in part to Pitney Bowes Inc. Learn More opens in a new window or tab. Related sponsored items. Showing Slide 1 of 2 - Carousel. Add to
cart to save with this special offer. If you Buy It Now, you'll only be purchasing this item. If you'd
like to get the additional items you've selected to qualify for this offer, close this window and
add these items to your cart. Buy only this item Close this window. Report item - opens in a new
window or tab. This translation tool is for your convenience only. The accuracy and
accessibility of the resulting translation is not guaranteed. Note: The accuracy and accessibility
of the resulting translation is not guaranteed. Seller assumes all responsibility for this listing.
My Garage. Go to My Garage. Please wait. We were unable to complete your request. Please try
again later. This part is not compatible with this. Compatibility information is not available for
this item. Oops, something went wrong. This part is compatible with below vehicle s. This part
is compatible with below vehicle s matching this. A quantity of 2 is recommended. Buyer must
get an RMA from the seller before any returns will be accepted. Return shipping costs is the
buyer's responsibility. We recommend tracking and insurance. READ the descriptions carefully
and ask questions before purchasing. Shipping and handling. The seller has not specified a
shipping method to Ukraine. Contact the seller - opens in a new window or tab and request
shipping to your location. Shipping cost cannot be calculated. Please enter a valid ZIP Code.
Shipping to: United States. No additional import charges at delivery! This item will be shipped
through the Global Shipping Program and includes international tracking. Learn more - opens in
a new window or tab. There are 1 items available. Please enter a number less than or equal to 1.
Select a valid country. Please enter 5 or 9 numbers for the ZIP Code. Domestic handling time.
Taxes may be applicable at checkout. Learn more. Return policy. No returns or exchanges, but
item is covered by the eBay Money Back Guarantee - opens in a new window or tab. Payment
details. Payment methods. Back to home page Return to top. Back to home page. Listed in
category:. Email to friends Share on Facebook - opens in a new window or tab Share on Twitter
- opens in a new window or tab Share on Pinterest - opens in a new window or tab Add to
Watchlist. Image not available Photos not available for this variation. Change country: -SelectUnited States There are 1 items available. This listing is for part or sub-assembly number given
below only. Please see the photos to see the excellent condition that the manual set is in with
some normal wear. This manual set is in excellent shape and have no missing pages or rips in
them. Factory Original Owners Manual, also referred to as a glove box manual. Information
within each manual has been developed by the OEM to give vehicle owners a basic
understanding of the operation of their vehicle. Shipping and Returns Policy. If there are any
issues with the item please contact us as soon as you receive it so we can help you resolve the
issue. Skip to main content. Email to friends Share on Facebook - opens in a new window or tab
Share on Twitter - opens in a new window or tab Share on Pinterest - opens in a new window or
tab. Add to Watchlist. This listing has ended. Ships to:. This amount is subject to change until
you make payment. For additional information, see the Global Shipping Program terms and
conditions - opens in a new window or tab This amount includes applicable customs duties,
taxes, brokerage and other fees. For additional information, see the Global Shipping Program
terms and conditions - opens in a new window or tab. Visit store. Start of add to list layer. Add
to Watchlist Add to wish list. Sign in for more lists. Feb 18, PST. May not ship to Ukraine - Read
item description or contact seller for shipping options. See details. Seller's other items. Similar
sponsored items. Showing Slide 1 of 2 - Carousel. Seller assumes all responsibility for this
listing. My Garage. Go to My Garage. Please wait. We were unable to complete your request.
Please try again later. This part is not compatible with this. Compatibility information is not
available for this item. Oops, something went wrong. This part is compatible with below vehicle
s. This part is compatible with below vehicle s matching this. A quantity of 2 is recommended.
Shipping and Returns Policy If there are any issues with the item please contact us as soon as
you receive it so we can help you resolve the issue. There is a 30 day warranty on all parts from
date of delivery. Back to home page Return to top. Back to home page. Listed in category:.

Email to friends Share on Facebook - opens in a new window or tab Share on Twitter - opens in
a new window or tab Share on Pinterest - opens in a new window or tab Add to Watchlist.
Compatibility: See compatible vehicles. Ended: Feb 18, PST. Shipping: May not ship to Ukraine Read item description or contact seller for shipping options. JEEP â€” repair manual and
maintenance manual, wiring diagrams, instruction manual, workshop manuals free download.
One name for this SUV â€” Jeep â€” speaks for itself. After all, this car never leaves the race,
and its owners are very lucky â€” they have acquired a reliable four-wheel ally in any business
that will not give up even on the most difficult road, and its power will be enough to drive on the
distillation with the wind. Of course, even such an unpretentious and durable machine must be
operated according to all the rules, undergo regular maintenance and, if necessary, be repaired
in time. All this can give your favorite car a responsible driver. It happens that there is no time
for the driver to solve urgent issues related to the operation, maintenance, diagnostics and
repair of motor vehicles, and he increasingly lets things take their course, which, of course,
only aggravates the situation and leads to annoying breakdowns, which cost a lot of money to
fix. But if we take into account the data on Jeep repair manuals, then any controversial situation
can be resolved quickly and economically, and as a result, the responsible driver will
completely forget the road to the car service station. These Jeep factory service manuals are
considered in detail the cars of this brand. Undoubtedly, these manuals will be interesting to all
masters of a car-care center, since it contains all the necessary applied information for effective
and fast work in a specialized workshop. These service manuals produce the most favorable
impression on the reader, and it is convenient to use it in the garage, but also in traveling
conditions, when it is urgently necessary to find the answer to the necessary question and put
new knowledge into practice so that as soon as possible and better solve the problem with the
machine and calmly continue the path. This repair manual contains information that is
extremely accurate and relevant for users of any level of preparation, whether it is a novice
driver or an experienced auto service technician. The unconditional advantages of the book
include a logical layout of the content, a qualified, but at the same time accessible, level of
material presentation, a large number of necessary explanations, and an index. Most
importantly, this Jeep repair manual has hundreds of excellent drawings that greatly clarify any
points in the main text and leave no questions even for beginners. This manual is logical to
learn from the beginning, because it contains the basic information necessary for everyone who
got behind the wheel of this magnificent SUV. For example, there is data on the observance of
safety measures during the execution of certain procedures with the car, and there is also a
detailed illustrated overview of the design of the machine, including data on all instruments,
assemblies and systems of the machine â€” their location, methods of controlling them,
working functions , technical details. The logical continuation of this review is the complete
owners manual for the Jeep , as well as a chapter in which the principles of maintenance of this
vehicle are considered, and a schedule of all the procedures necessary to ensure the safety of
all road users is given. Jeep wiring diagrams , the data on the pages of the manual, will greatly
facilitate the task of the master or driver who decided to intervene in the electrical equipment of
the machine. The application section is an important recommendation for auto repair and
diagnostics. All of them are provided with detailed drawings and are brought in stages, from
simple procedures to more complex actions, most of which can be done using standard tools.
The factory service manuals also describes all the moments of assembly, disassembly,
lubrication, replacement or adjustment of all components of the Jeep from the engine, steering
or brake system to the body, wheels and tires. All content on the site Carmanualsclub. The site
administration does not bear any responsibility for illegal actions, and any damage incurred by
the copyright holders. Your email address will not be published. Save my name, email, and
website in this browser for the next time I comment. This site uses Akismet to reduce spam.
Learn how your comment data is processed. Necessary cookies are absolutely essential for the
website to function properly. This category only includes cookies that ensures basic
functionalities and security features of the website. These cookies do not store any personal
information. Any cookies that may not be particularly necessary for the website to function and
is used specifically to collect user personal data via analytics, ads, other embedded contents
are termed as non-necessary cookies. It is mandatory to procure user consent prior to running
these cookies on your website. Leave a Reply Cancel reply Your email address will not be
published. This website uses cookies to improve your experience. We'll assume you're ok with
this, but you can opt-out if you wish. Accept Reject Read More. Close Privacy Overview This
website uses cookies to improve your experience while you navigate through the website. Out
of these, the cookies that are categorized as necessary are stored on your browser as they are
essential for the working of basic functionalities of the website. We also use third-party cookies
that help us analyze and understand how you use this website. These cookies will be stored in

your browser only with your consent. You also have the option to opt-out of these cookies. But
opting out of some of these cookies may affect your browsing experience. Necessary
Necessary. Non-necessary Non-necessary. A majority of all used US imports have either been in
accidents, been stolen, been flooded, salvaged and rebuilt and shipped to Europe or are subject
to open recalls. For 30 years, CARFAX has been collecting data on US vehicles from thousands
of sources and has helped millions of used car shoppers reduce their risk of getting stuck with
a vehicle that has costly hidden problems. For more than 30 years, CARFAX has been helping
millions of used car shoppers make better purchase decisions and avoid expensive hidden
problems. In addition, CARFAX has helped used car dealers around the world to build trust with
their customers and sell their American cars with confidence. With more than 14 billion records,
CARFAX has built up its database with the help of its partners and sources, including
government offices, law enforcement agencies, service and repair shops, car dealerships,
insurance companies and many more. In addition to publicly available information, CARFAX has
collected information from many independent reliable sources. Thanks for the service, the price
was absolutely worth. Immediately to the Internet, paid with credit card and in 10 minutes I had
the report. Vehicle imported from California to Lithuania. For some weeks "Babs" is now with us
and we have a lot of fun with the car. Buying Used American Cars? Search by VIN. Instant
Access. We offer you unique vehicle history to help you make better purchase decisions.
Trusted by millions of users. Worldwide market leader. The most popular blog articles How to
detect mileage rollback? Mileage rollback is one of the most occurring types of fraud in the
selling process of used cars. However, there are ways to detect mileage fraud. Even though
odometer fraud is difficult to detect for the untrained eye, it is not an impossible task. Import a
car from the USA. There are a few advantages to buying a American used car. Check the Service
History of a Car. How important is the service history of a car? CARFAX takes a look at these
questions and explains the importance of the service history of a car, as well as where you can
find the complete history of service records. Make a VIN Search. Table of Contents. Automobile
Jeep Liberty User Manual 76 pages. Be assured that it represents precision nicians and genuine
MOPAR parts, and cares about workmanship, distinctive styling, and high quality - all your
satisfaction. Failure to operate this vehicle safely may result belts could cut the highway death
toll by 10, or more in an accident, rollover of the vehicle, and severe or fatal each year and could
reduce disabling injuries by two injury. If you do not read this entire manual, you may miss
important information. Any modifications or alterations to this vehicle could seriously affect its
roadworthiness and safety and may lead to an accident resulting in serious injury or death.
These numbers can be used to order duplicate keys. Remove the key from the ignition switch
lock cylinder. An unlocked car is an invitation to thieves. Always remove the key from the
ignition and lock all the doors when leaving the vehicle unattended. Manual Transmission â€” If
Equipped 1. Turn the ignition switch to the ACC Accessory position. To lock the electronic chip
transponder to prevent unauthorized door, turn the key to the right. Always remove the Sentry
Keys from the vehicle Should this occur, have the vehicle serviced as soon as and lock all
doors when leaving the vehicle unat- possible by an authorized dealer. Insert a blank Sentry Key
into the ignition switch. If you have two valid Sentry Keys , you can program Turn the ignition
switch to the ON position within new Sentry Keys to the system by performing the 60 seconds.
The remaining keys must then be repro- will flash repeatedly for three minutes. If the
disturbance grammed. After approximately 16 seconds, the Vehicle Security Light will flash
slowly. This shows that the Vehicle Security Alarm is fully armed. Release both buttons at the
same time. The illuminated entry system will also turn on. Remove and replace the battery.
Avoid touching the new battery with your fingers. Skin oils may cause 1. If the RKE transmitter
is equipped with a screw, battery deterioration. Press this switch to lock or unlock the doors
and liftgate. NOTE: To prevent from locking the key in the vehicle, the power door lock switch
will not operate when the key is in the ignition and either front door is open. The transmission is
in gear. All doors are closed. Close all doors and place the key in the ignition 4. To used to lock
or unlock the doors and open the liftgate. Seat vehicle or being thrown out. Enter the vehicle
and close the door. Sit back and adjust the seat. Your body could strike the inside surfaces of
not protect you properly. To release the belt, push the red button on the buckle. In the front
seat, the shoulder belt can be adjusted If necessary, slide the latch plate down the webbing to
upward or downward to position the belt away from allow the belt to retract fully. Remove the
mini-latch and regular latch from its 3. Route the shoulder belt to the inside of the right head
stowed position in the right rear side trim panel. To loosen the lap belt if it is too tight, 9. A snug
belt reduces the risk of sliding under the belt in a collision. Insert the mini-latch plate into the
slot Equipped provided in the trim panel. In this mode, the shoulder belt is automatically prelocked. Allow the belt to retract. As the belt retracts, you will NOTE: These devices are not a
substitute for proper seat hear a clicking sound. This indicates the safety belt is belt placement

by the occupant. Grasp the deployed AHR from the rear seat. Pull down then rearward towards
the rear of the vehicle then down to engage the locking mechanism. The AHR front soft foam
and trim half should lock into the back decorative plastic half. Turn the ignition switch to the
LOCK position. A BeltAlert can be enabled or disabled by your authorized single chime will
sound to signify that you have success- dealer or by performing the following procedure: fully
completed the programming. Keep the belt low so that it does not come across the Using a seat
belt extender when not needed can abdomen. Each bag deploys independently, that is a left
side impact deploys the left bag only and a right-side impact deploys only the right bag. Side
airbags rear seat occupants that are calibrated to deploy the also work with seat belts to
improve occupant protection. The driver and front passenger seats should be belt properly see
section on Child Restraints should be moved back as far as practical to allow the Advanced
secured in the rear seat in child restraints or belt- Front Airbags room to inflate. The airbags
work required for this vehicle. Different airbag inflation ment cluster Airbag Warning Light if a
malfunction is rates are possible, based on the collision type and sever- noted. During
collisions where the impact is confined to a particular area of the side of the vehicle, the ORC
may The ORC monitors the readiness of the electronic parts of The Do not drive your vehicle
after the airbags have de- abrasions are similar to friction rope burns or those ployed. If you are
involved in another collision, the you might get sliding along a carpet or gymnasium airbags will
not be in place to protect you. See your authorized dealer if the inflate for your protection in a
collision. Under certain circumstances, EDR data may not be accessing the electronic data
stored, unless ordered to recorded e. Requested by police under a legal warrant. United States
and all Canadian provinces require that small children ride in proper restraint systems. This is
the 4. Otherwise required by law. It is recommended for children who weigh up children from
newborn size to the child almost large to about 20 lbs 9 kg. Next, extract all the seat belt
webbing around, and insert the latch plate into the buckle out of the retractor and then allow the
belt to retract again. Please refer to connect to the lower anchorages are now available. Child
Installing the Child Restraint System for typical installa- restraints having tether straps and
hooks for connection tion instructions. The tether strap should be routed over the center of the
head restraint and attached to the tether anchor on the rear of the seatback. An incorrectly
anchored tether strap could lead to increased head motion and possible injury to the While
cruising, brief full-throttle acceleration within the child. Exhaust gases can injure or kill. They
contain carbon monoxide CO , which is colorless and odorless. Breathing it can make you
unconscious and can eventually poison you. You should be able to feel while you work the
controls. Check turn signal and high the air directed against the windshield. Adjust the mirror to
center on the view through the rear window. Headlight glare can be reduced by moving the
small control under the mirror to the night position toward the rear of vehicle. This mirror
automatically adjusts for headlight glare from vehicles behind you. You can turn the feature on
or To avoid damage to the mirror during cleaning, never off by pressing the button at the base
of the mirror. Tilt the control wand door trim panel. Vehicles and other objects seen in the
passenger side convex mirror will look smaller and farther away than they really are. Relying
too much on your passenger side mirror could cause you to collide with another vehicle or
other object. The individual buttons are described in the certain radios. You button and follow
the audible prompts for can also break the commands into parts and say each directions. To
learn how to store a want to call. This will allow Transfer From Cellular Phone you to store
multiple numbers for each phonebook If equipped and specifically supported by your phone,
entry, if desired. Until then, if avail- phone allows the user to download entries from their phone
able, the previous downloaded phonebook is available via Bluetooth. To combine two calls,
refer If a call is currently in progress and you have another to Conference Call in this section.
Please refer to the Hour Working with Automated Systems Towing Assistance coverage details
on the DVD in This method is used in instances where one generally has the Warranty
Information Booklet and the Hour to press numbers on the cellular phone keypad while Towing
Assistance references. The For users experiencing difficulty with the system recog- system will
adapt to the last trained voice only. Operation is subject to the the Voice Interface System to
recognize user voice com- following conditions: mands may be negatively affected by rapid
speaking or a Start a dialogue by pressing the button. In this mode, you may say the following
commands: 2. The adjusting bar is at the front of the seats, near the floor. Pull the bar upward to
move the seat forward or Adjusting a seat while the vehicle is moving is rearward. To recline the
seatback, lean forward before lifting the handle, then lean back to the desired position and
release Do not ride with the seatback reclined so that the the handle. The power seat switch is
located on the outboard side of the seat near the floor. Use the switch to move the seat up,
Adjusting a seat while the vehicle is moving is down, forward, rearward, or to tilt the seat. If The
heaters provide the same heat level for both the seat Low-level heating is selected, the system

automatically cushion and the seatback. To tilt the head restraint closer to the back of your
head, pull outward on the bottom of the head restraint. Pull the strap forward to move the
Restraint, such as coats, seat covers or portable seat forward and flat. Be certain that the
seatback is securely locked into position. An improperly latched seat could cause serious
injury. To open the hood, two latches must be released. Pull the hood release lever located on
the left kick shoulder belt is no longer resting against your panel. To prevent possible damage,
do not slam the hood to close it. Lower the hood until it is open approxi- mately 8 in 20 cm and
then drop it. The multifunction lever controls the operation of the headlights, parking lights, turn
signals, headlight beam Turn the end of the lever to the second detent to turn on selection,
instrument panel light dimming, interior lights, the headlights. Fog Lights â€” If Equipped The
front fog light switch is on the multifunction lever. The lights also come on when a door is
opened or the dimmer control is turned fully upward, past the second detent. They will not turn
off automatically. The delay can be regulated from a maximum of approxi- mately 18 seconds
between cycles, to a cycle every second. NOTE: The wiper delay times depend on vehicle
speed. Sudden loss of visibility through the windshield could lead to an accident. You might not
see other vehicles or other obstacles. To avoid sudden icing of the windshield during freezing
weather, warm the windshield with the defroster before and during windshield washer use. With
one hand firmly on the steering wheel, move the steering column up or down, as desired. Push
the lever In cold weather, always turn off the wiper switch and up to lock the steering column
firmly in place. Do not adjust the steering column while driving. Adjusting the steering column
while driving or driv- ing with the steering column unlocked, could cause the driver to lose
control of the vehicle. Be sure the steering column is locked before driving your ve- hicle.
Speed Control. Press the accelerator as you would normally. When the pedal is released, the
vehicle will return to the set speed. Electronic Speed Control can be dangerous where the
system cannot maintain a constant speed. Do not train the transceiver if people, pets or other
objects are in the path of the door or gate. If you have not trained any of the HomeLink buttons,
erase all channels before you begin training. The name and color of the button may vary by
Canadian radio-frequency laws require transmitter sig- manufacturer. The indica- 2. Press and
hold the desired HomeLink button until tor light will flash slowly and then rapidly when fully the
indicator light begins to flash after 20 seconds. Do not trained. The power sunroof switch is
located in the reading light. Occupants, particularly unat- tended children, can become
entrapped by the power sunroof while operating the power sunroof switch. To ensure sunroof is
fully closed, To open the sunroof, press and hold the switch rearward press and hold switch
until sunroof has completely to full open. The sunroof operation will be canceled if either of the
front doors are opened during the 45 second time period. There are passengers. Rear
Cupholders Illuminated Front Cupholders Glove Compartment And Storage Bin Located on the
passenger side of the instrument panel are an upper storage bin and a lower glove
compartment. Glove Compartment 1 â€” To open the upper storage compartment, push inward
on the upper handle to unlatch the upper lid and lift the lid open. Do not operate this vehicle
with a console compart- ment lid in the open position. Cellular phones, music players, and other
handheld electronic devices should be stowed while driving. In an accident a cargo cover loose
in the vehicle could cause injury. Cargo Load Floor D-Rings Too much weight or improperly
placed child seat tether strap. In a sudden stop or collision weight over or behind the rear axle
can cause the a loop could pull loose and allow the child seat to rear of the vehicle to sway. The
rear window defroster button is located on the bottom right-side of the blower control knob.
NOTE: The rear wiper operates in an intermittent mode Press this button to turn on the rear
window defroster only. The crossbars and siderails are designed to carry the weight on vehicles
equipped with a luggage rack. Oil Pressure Warning Light 7. Airbag Warning Light This light
indicates low engine oil pressure. The This light turns on and remains on for six to light should
turn on momentarily when the engine eight seconds as a bulb check when the ignition is
started. The light will turn on when the ignition light will turn on for five to eight seconds as a
bulb switch is turned to the ON position and may check. If the light remains on when the
parking brake has been Further overheating will cause the temperature gauge to disengaged,
and the fluid level is at the full mark on the pass H , the indicator will continuously flash and a
master cylinder reservoir, it indicates a possible brake continuous chime will occur until the
engine is allowed Vehicle Security Light â€” If Equipped speed. If the high speed is maintained,
the overheating This light will flash at a fast rate for approxi- will reoccur as before in a cyclic
fashion. Always check the This display indicates the total distance the vehicle has TPMS
malfunction telltale after replacing one or more been driven. If the problem continues, the
message will appear the next time the vehicle is started. To turn To reset the an Onboard
Diagnostic system called OBD II that oil change indicator system after performing the schedmonitors emissions, engine, and automatic trans Be sure to adapt your Indicator Light â€” If

Equipped speed and driving to the prevailing road conditions. Reset will only occur if a
resettable function is currently being displayed. This is not resettable. Elapsed pending on
availability. Press and hold the can be changed between English and Metric. Buttons 1 - 6 The
symbol SET 1 will now show in the display window. The radio may shut down during extremely
hot conditions. If the medium , , , contains a lot of folders or files, the radio will take more
MPEG-1 Audio , , , 48, No function. Clock Setting Procedure â€” The time zone selection menu
will appear on on the touch screen when the radio is turned off. Turn on the radio. Changing
Daylight Savings Time 2. Touch the screen where the time is displayed. When selected, this
feature will display the time of day in 3. Proceed as follows to change the current setting: 2.
Press the right switch knob to save time change. The stations stored in SET 2 memory can be
selected by recordable compact discs CD-R , rewritable compact pressing the pushbutton
twice. The radio display of file multisession for CD audio or MP3 playback may result in names
and folder names is limited. SCROLL control knob to the right or left to adjust the sound level
from the right or left side speakers. UCI is available only if time of day will display for five
seconds when the equipped as an option with these radios. During Play mode, pressing any of
the buttons described below, takes you to List mode. Continued dren, directly from its satellites
and broadcasting studios. Operating Instructions â€” Press the top of the switch once to go to
the next track on the CD. Press the bottom of the switch once to go to the The left-hand control
is a rocker type switch with a beginning of the current track or to the beginning of the
pushbutton in the center. Under certain conditions, the cellular phone being on in your vehicle
can cause erratic or noisy performance from 3. You compartment. Rotating the dial left into can
select either a primary mode as the blue area of the scale indicates identified by the symbols on
the con Air is directed through the windshield and side window demist outlets. Use this mode
with maxi- mum blower and temperature settings for best wind- NOTE: For all settings except
full cold or full hot, there shield and side window defrosting. A light will illuminate Extended use
of this mode is not recommended. Equipped 1. However, must be protected with a high-quality
antifreeze coolant under certain conditions, while in Automatic Mode, to provide proper
corrosion protection and to protect the system is blowing air out the defrost vents. The
windshield, is free of obstructions such as leaves. The starter motor will continue to run, and it
Do not attempt to push or tow your vehicle to get it will disengage automatically when the
engine is running. Push the accelerator pedal all engine for more than 15 seconds at a time.
Remember to disconnect the cord before driving. Damage to the Volt electrical cord could
cause electrocution. Be Recommended Shift Speeds sure the transaxle is in first gear, not third
, when To use your manual transaxle for optimal fuel economy, starting from a standing
position. Damage to the clutch it should be upshifted as listed in the following table. There is a
remov- It is dangerous to move the shift lever out of PARK or able plug in the right side of the
shift lever housing that NEUTRAL if the engine speed is higher than idle allows you to insert
your finger to override the system. Unintended movement of a vehicle could injure those in and
near the vehicle. As with all vehicles, PARK you should never exit a vehicle while the engine is
This range supplements the parking brake by locking the This range is used when the vehicle is
standing for prolonged periods with the engine running. This can be done on the fly, at any
vehicle speed. To deactivate, simply pull on the switch one more time. Rapid acceleration on
slippery surfaces is dangerous. Slow down if the road has standing water or puddles. Do not
drive on or across a road or path where water 4. Al- before driving through it. You will encounter
many types of terrain driving off- road. You should be familiar with the terrain and area Never
park your vehicle over dry grass or other before proceeding. There are many types of surface
combustible materials. This will In heavy snow or for additional control and traction at allow you
to cross over obstacles and descend hills, with slower speeds, activate the 4WD LOCK and shift
the improved control and less effort. If you are and is very difficult to get through. You should
use low L going to be driving on large soft sandy areas or dunes, Off-Road with the 4WD LOCK
engaged and maintain reduce your tire pressure to a minimum of 15 psi Use around on a steep
grade. Driving across an incline vehicle brakes in conjunction with engine braking. The key to a
safe crossing the vehicle fluids for signs of water ingestion. Under these condi- tions, you will
observe a substantial increase in steering Abrasive material in any part of the brakes may cause
effort, especially at very low vehicle speeds and during excessive wear or unpredictable
braking. Coordinate inspection efforts through an autho- rized dealer. Continued operation with
reduced power steering assist could pose a safety risk to yourself and others. Service should
be obtained as soon as possible. With a clean cloth, wipe any spilled fluid from all surfaces. If
vehicle speed is detected, a chime will unattended children in a vehicle is dangerous for a
sound to alert the driver. If the Brake System Warning Light remains on with Riding the brakes
can lead to brake failure and the parking brake released, a brake system malfunc- possibly an
accident. Driving with your foot resting tion is indicated. A significant decrease in braking per-

their effectiveness and may lead to an accident. If wheel spin is detected, brake brake of the
appropriate wheel and may also reduce pressure is applied to the slipping wheel s and engine
engine power to lessen the chance that wheel lift will Off-Road Package Only Conversely, if
more speed is desired during HDC control, The HSA system is designed to assist the driver
when the accelerator pedal will increase vehicle speed like starting a vehicle from a stop on a
hill. Rotate the steering wheel back to center and then an driver and compares it to the actual
path of the vehicle. When the actual path does not match the intended path, ESC applies the
brake of the appropriate wheel to assist 9. It vent the natural laws of physics from acting on the
should go out with the engine running. Tire Markings design standards. If the TIN is not found
on however, the date code may only be on one side. Overloading of your tires is dangerous. Use
tires of the cause accidents. Keep this in mind when checking tire pressure inside a garage,
especially in After inspecting or adjusting the tire pressure, al- the Winter. Where speed limits or
condi- tions are such that the vehicle can be driven at high Combining radial ply tires with other
types of tires speeds, maintaining correct tire inflation pressure is very on your vehicle will
cause your vehicle to handle Fast spinning tires can be dangerous. Forces gener- ated by
excessive wheel speeds may cause tire dam- age or failure. A tire could explode and injure
some- one. They should be inspected regularly for wear and correct cold tire inflation pressure.
Some combinations failure and loss of vehicle control. Tires on the front and rear axles of
vehicles operate at different loads and perform different steering, driving, Damage to the vehicle
may result if tire chains are and braking functions. For these reasons, they wear at used. The
tire pressure will vary with temperature by about 1 psi 6. The system fault will also sound a 1.
The compact spare tire does not have a tire pressure chime. If the ignition key is cycled, this
sequence will monitoring sensor. Therefore, the TPMS will not monitor repeat providing the
system fault still exists. In Should a low tire condition occur on any of the four addition, the
EVIC will display a graphic of the pressure active road tire s , you should stop as soon as
possible value s with the low tire s flashing. A system fault can occur with any of the following
scenarios: 1. If you install the compact spare tire in place of a road 5. Once you repair or replace
the original road tire and tire that has a pressure below the low-pressure warning reinstall it on
the vehicle in place of the compact spare limit, upon the next ignition key cycle, a chime will
tire, the TPMS will update automatically and the Tire sound and the Tire Pressure Monitoring
Telltale Light If you experience these symptoms, try another brand of gasoline with the appropriate octane rating for your engine before consider- United States. Have the exhaust system
inspected Carbon monoxide CO in exhaust gases is deadly. Have any abnor- Follow the
precautions below to prevent carbon mal conditions repaired promptly. This includes driver,
passengers, and cargo. The total load must be limited so that you do not exceed the The label
contains the following information: GVWR. It is important that you do not exceed the maximum
front or rear GAWR. A dangerous driving condition Weight-Carrying Hitch can result if either
rating is exceeded. Tongue Wt. See Note 1 2. Also, additional factory-installed options, or
authorized dealer-installed options, must be considered as part of the total load on your vehicle.
Refer to the Tire and Loading Information placard in the Tire Safety Information section of this
manual for the maximum combined weight of occupants and cargo for your vehicle. Continued
Schedule. Continued and satisfactory operation of your vehicle. The Trailer Tow Package may
include a four- and seven- pin wiring harness. Page Behind Motorhome, Etc. The vehicle could
slip off the jack and fall on you. You could be crushed. Never put any part of your body under a
vehicle that is on a jack. Block both the front and rear of the wheel diagonally opposite the
jacking 1. Park the vehicle on a firm, level surface. Avoid ice or position. For example, if
changing the slippery areas. Do not attempt to raise the vehicle by jacking on locations other
than those indicated in Step 3. Lower the vehicle by turning the jack screw to the left. Finish
tightening the nuts. Push down on the wrench Raising the vehicle higher than necessary can
make while tightening the wheel nuts. Alternate nuts until each the vehicle less stable. Place the
deflated flat tire in the cargo area. Have battery or the battery in another vehicle. This type of
start the tire repaired or replaced as soon as possible. Continued rized dealer to correct this
condition. When boosting from a battery in another vehicle, park mable and explosive. Connect
one end of a jumper cable to the positive 7. Start the engine in the vehicle that has the booster
terminal of the booster battery. Connect the other end of battery, let the engine idle a few
minutes, then start the the jumper cable to the positive terminal of the dis- engine in the vehicle
with the discharged battery. Turn your may lead to transmission overheating and failure. A dolly
should be used under the front wheels if the rear wheels are raised. Page Engine Compartment 2. This system monitors the performance of the emissions, engine, and automatic further
damage to the emission control system. This might indicate a damaged cap. If system may not
be ready if your vehicle was recently the problem is detected twice in a row, the system will
serviced, recently had a dead battery or a battery replace- turn on the MIL. The pages that follow

contain the required maintenance services determined by the engineers who designed your
NOTE: Intentional tampering with emissions control vehicle. Continued before starting the
engine after it has sat overnight. For best performance and maximum protection for all engines
under all types of operating conditions, the Do not overfill the engine. Overfilling the engine as
manufacturer recommends engine oils that are API Cer- indicated by the range markings, as
described above, tified and meet the requirements of Chrysler Material on the engine oil dipstick
will cause oil aeration, You may use synthetic engine oils provided the recom- mended oil
quality requirements are met, and the recom- Do not use chemical flushes in your engine oil as
the mended maintenance intervals for oil and filter changes chemicals can damage your engine.
The engine oil filter should be replaced at every engine oil change. The air cleaner can provide a
measure of protection in the case of engine backfire. Do not allow battery fluid replaced with a
battery of the same type vented. This service should approved by the manufacturer for your air
condi- include cleaning of the condenser fins and a performance tioning system. Always use
The washer fluid reservoir is located in the engine washer fluid when using the wipers to
remove salt or dirt compartment, and the fluid level should be checked at from a dry windshield.
If this occurs, stop Damage to the catalytic converter can result if your the vehicle, turn off the
engine and allow it to cool. If engine coolant anti- freeze needs to be added, the contents of the
coolant When additional engine coolant antifreeze is needed to recovery bottle must also be
protected against freez Riding the brakes can lead to brake failure and possibly an accident.
Use only the manufacturers recommended transmission Fluid And Filter Changes fluid. Do not
use volatile solvents for cleaning purposes. Never use an abrasive type When installing hanging
air fresheners in your ve- cleaner. This will weaken the fabric. Reach into engine compartment
and pull red lock out 3. Remove the green connector from the back of the bulb at connector.
Twist the bulb to the left. NOTE: These are halogen bulbs. Take care not to touch the bulb with
your fingers. Body oils from your fingers 5. Pull bulb outward from assem
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bly. Remove the two push-pins from the taillamp housing. Grasp the taillamp and pull firmly to
disengage the light from the aperture panel. Twist and remove socket from the light. See your
authorized dealer for 3. Pull the bulb from the socket. Metric Fuel Approximate If this time since
the last oil change. Do only service work for which you have the knowledge and the right
equipment. Most matters can be re- P. Box 21â€” solved with this process. Page Warranty
Information U. Vehicles Only when you purchased the vehicle. An authorized dealer See the
Warranty Information Booklet, located on the has also made a major investment in facilities,
tools, and DVD, for the terms and provisions of Chrysler Group training to assure that you are
absolutely delighted with LLC warranties applicable to this vehicle. This manual is also suitable
for: Compass Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL.

