2013 dodge dart fuse diagram

Years of production: This manufacturer is known for its release of cars best suited for
commercial purposes and small families at the best possible prices. At one point in time, any
taxi one could get to spot in the streets of New York was from Dodge. The car can withstand any
level of wear and tear. The best part about the first generation of cars is that any other model of
cars released, then was synonymously called Dart itself due to the extreme popularity of the
car. The dart car was earlier meant only for families, but it was elevated to the level of racing
cars. Four different models of engines are left to the choice of the audience. The engine model
decides the capacity of the cylinder as well as the acceleration capacity. Also, the different
speed level control can be established only when ample choices are provided for the selection
of engines for cars. If you are looking forward to buying a car with top- notch safety features,
then Dodge Dart is the one you need to opt for. Dodge Dart was discontinued in the market due
to slow sales. The services for the car can be availed till date as well. If the person is looking
forward to buying a good quality sedan at the best possible price, then Dart is the one you need
to go for. Login Register. The Integrated Power Module is located on the right side of the engine
compartment. Ford Fiesta VI - : Fuse box. Volvo C30 I - : Fuse box. David Hobbs helped make
these videos. The video above shows how to replace blown fuses in the interior fuse box of
your Dodge Dart in addition to the fuse panel diagram location. Electrical components such as
your map light, radio, heated seats, high beams, power windows all have fuses and if they
suddenly stop working, chances are you have a fuse that has blown out. If your Dart is
experiencing electrical problems, you should always check the fuses first, because they are
relatively easy to check and cheap to change. Some Dodges have multiple interior fuse boxes
including in the trunk - the video above will show you where the interior fuse box of your Dart is
located. If your Dart has many options like a sunroof, navigation, heated seats, etc, the more
fuses it has. Some components may have multiple fuses, so make sure you check all of the
fuses that are linked to the component in question. If you need to replace a blown fuse in your
Dart, make sure you replace it with one that has the same amperage as the blown fuse. If
checking and replacing the fuse for the component in question doesn't work, we recommend
seeking assistance from a trusted professional mechanic. They should be able to figure out if
the component needs to be replaced or if there is a short or some other problem with your Dart.
Hans Angermeier has produced over , videos showing drivers how to fix things on their cars. He
has broad expertise on basic repair procedures covering the majority of cars on the road. If
your brake fluid is a little low, learn how to add some here. Ignoring a low level leads to big
problems. On many cars, the high beam bulb runs at reduced power during the day - check 'em
and change 'em! Car companies often use the same engines in different cars. They also slightly
alter the styling and sell the same car by two different names amongst other tricks to help offset
development costs. Our system selects the most applicable video for your car based, in part, on
these characteristics. The video displayed may not look exactly like your car, but may be
relevant enough for you to get a good idea how to do it. Getting Started - Prepare for the repair.
Share on. Full list of part and tools. Author Hans Angermeier has produced over , videos
showing drivers how to fix things on their cars. Add brake fluid. Determine if your air filter is
dirty. Learn where your air filter is located and how to determine if it needs to be changed.
Replace reverse light. White light when you back up - yup, they burn out and you can replace
them with bright LEDs. Replace brights. See all videos for the Dodge Dart. We have a massive
and growing video library, but we don't have everything Table of Contents. Be assured that it
represents precision nicians and genuine MOPAR parts, and cares about workmanship,
distinctive styling, and high quality - all your satisfaction. If you do not read this entire manual,
you may miss important information. Any modifications or alterations to this vehicle could
seriously affect its roadworthiness and safety and may lead to a collision resulting in serious
injury or death. The key start ignition system ignition switch. The emergency key allows for
entry into the vehicle should the battery in the vehicle or the Key Fob go dead. In addition to the
chime, the ignition or accessory on message will display in the cluster. Always dangerous for a
number of reasons. A child or remove the Key or Key Fob from vehicle, cycle the others could
be seriously or fatally injured. Vehicle Security Light will turn on for three seconds for a bulb
check. If the light remains on after the bulb check, it The Sentry Key Immobilizer system is not
compat- indicates that there is a problem with the electronics. Always remove the keys from the
vehicle and lock all doors when leaving the vehicle unattended. If it does not visible signals: the
horn will pulse, the headlights, park illuminate, the Vehicle Security Alarm is not arming. If
equipped, install and The recommended replacement battery is CR Test RKE transmitter
operation. Use this switch to lock or unlock the doors. For further Please see your authorized
dealer for service. Open the rear door. Press the window switch to the second detent The
window will go up automatically. To disable the window controls, is almost closed. Your vehicle
may exhibit wind buffeting with the windows down, or the sunroof if equipped in certain open or

partially open positions. In the event of an individual being locked inside the trunk, the Do not
allow children to have access to the trunk, trunk can be simply opened by pulling on the
glow-in-the- either by climbing into the trunk from outside, or Never allow risk of harm from a
deploying air bag: children to slide the shoulder belt behind them or under their arm. However,
in a collision, the belt will on short trips. Someone on the road may be a poor driver lock and
reduce your risk of striking the inside of the and cause a collision that includes you. Continued
1. Enter the vehicle and close the door. You might suffer internal injuries, or you could even
slide out of part of the belt. The seat belt latch plate is above the back of your seat. Grasp the
latch plate and pull out the belt. To release the belt, push the red button on the buckle. The belt
will automatically retract to its stowed position. If the ALR is activated, you will hear a The seat
belts in the passenger seating positions are ratcheting sound as the belt retracts. Allow the
webbing equipped with Automatic Locking Retractors ALR to retract completely in this case
and then carefully pull which are used to secure a child restraint system. Buckle the
combination lap and shoulder belt. Grasp the shoulder portion and pull downward until if the
seat belt assembly Automatic Locking Re- the entire belt is extracted. Using a seat belt extender
when not needed can in- crease the risk of injury in a collision. Only use when the seat belt is
not long enough when it is worn low and snug and in the recommended seating positions. This
allows the air bag to have different rates of Inflatable Curtains SABIC to protect the driver, front,
inflation based on several factors, including the severity and rear passengers sitting next to a
window. SABIC air bags may offer side-impact protection to front Occupants, including children
who are up against or very and rear seat outboard occupants in addition to that close to SABIC
or SAB air bags can be seriously injured or provided by the body structure. Front Passenger
Knee Air Bags are designed to provide Side air bag deployment will depend on the severity and
additional protection by supplementing the seat belts in type of collision. This may result in
serious injury or death in a collision. Always wear your seat belt and sit properly, with the seat
back in an upright position, your back against the seat back, sitting upright, facing forward, in
the center of the seat, with A large quantity of non-toxic gas is generated to inflate the
Unapproved modifications or service procedures to Advanced Front Air Bags. The system. Use
the restraint that is correct for your old. Child restraints having tether straps and hooks for
When your child restraint is not in use, secure it in connection to the top tether anchorages
have been avail- the vehicle with the seat belt or remove it from the able for some time. If the
buckled seat belt interferes with the child The seat belts in the passenger seating positions are
restraint installation, instead of tucking the seat belt equipped with an Automatic Locking
Retractor ALR to Finally, pull on any excess webbing to tighten the lap Driver Center Passenger
portion around the child restraint. If not possible, lower the head restraint and pass the tether
strap around the outboard side of the head restraint. Oil An unrestrained pet will be thrown
about and possibly changes should be consistent with anticipated climate injured, or injure a
passenger during panic braking or in conditions under which vehicle operations will occur. In
addition, open, make sure that all windows are closed and inspect the exhaust system each
time the vehicle is raised the climate control BLOWER switch is set at high Additional mounting
can cause interference with the brake floor mats and other coverings will reduce the size pedal
and accelerator pedal operation causing loss of of the pedal area and interfere with the pedals.
Check turn signal and high beam indicator lights on the instrument panel. Door Latches Check
for positive closing, latching, and locking. Fluid Leaks Check area under vehicle after overnight
parking for fuel, engine coolant, oil, or other fluid leaks. Adjust the mirror to center on the view
through the rear window. The mirror should be adjusted while set in the day position toward the
windshield. This feature will be defaulted on, and only be disabled when the vehicle is moving in
reverse. The to center on the adjacent lane of traffic and a slight hinge allows the mirror to pivot
forward and rearward to overlap of the view obtained from the inside mirror. Heated Mirrors â€”
If Equipped These mirrors are heated to melt frost or ice. This feature is activated whenever you
turn on the rear window defroster. Fold down the sun visor. Unclip the visor from the center
clip. Do not block the area of the rear fascia where the radar sensors are located with foreign
objects bum- per stickers, bicycle racks, etc. The BSM system notifies the driver of objects in
the detection zones by illuminating the BSM warning light located in the outside mirrors in
addition to sounding an audible chime alert and reducing the radio volume. However,
occasionally the system may alert on such objects. This is normal operation and your vehicle
does not require service. The Blind Spot Monitoring system is only an aid to help detect objects
in the blind spot zones. Proceed slowly and cautiously out of the parking space until the rear
end of the vehicle is exposed. Whenever a turn signal and de- When the BSM system is turned
off, there will be no tected object are present on the same side at the same visual or audible
alerts from either the BSM or RCP time, both the visual and audio alerts will be issued. Until
then, if avail- when the vehicle is not in motion. This is cell phone-dependent. Are you there yet?

The system is available in English, Spanish, or French languages. Say the individual commands
and allow the system to Voice Command section for direction on how to use the guide you to
complete the task. If there is no phone currently connected with the 3. Select Yes to begin the
pairing process. Then, search system, a pop-up will appear. When the pairing process has
successfully completed, while the system is connecting. Specific Bluetooth Phones with Phone
Book downloaded names can be used. Until then, if avail- Access Profile may support this
feature. After loading the mobile phonebook, select phone- 3. From the Phone main screen,
select phonebook. These cannot be deleted and the names cannot be changed. To change the
Emergency or Towing number follow these steps. Or you can place a call on hold by touching
Currently In Progress the Hold soft-key on the Phone main screen, then dial a If a call is
currently in progress and you have another number from the dialpad, recent calls, SMS Inbox or
from incoming call, you will hear the same network tones for Some ser- vices require immediate
response selection. Bluetooth Communication Link Mobile phones have been found to lose
connection to the 7. When this happens, the connection 8. The beep is your signal to give a
Voice Command System Operation command. All other commands can be used depending
upon 1. Start a dialogue by pressing the Voice Command the active application. Any voice
commanded system should be used only in safe driving conditions following local laws. Start a
dialogue by pressing the Voice Command This command can be given in any mode or screen:
button. You can replace the album, artist, song, genre, playlist, podcast and audio book names
with any corresponding names on the current device that is playing. Only available with
Navigation equipped vehicles. Navigation commands only work if equipped with Navigation.
Available Voice Commands are shown in bold face and shaded grey. The power seat switch is
located on the outboard Push the seat switch forward or rearward, the seat will side of the seat
near the floor. Moving a seat while driving could result in loss of control which could cause a
collision and serious injury or death. The power lumbar switch is located on the outboard side
of the power seat. Release the bar once you have bar is located at the front of the seats, near
the floor. To adjust the seatback, lift the lever located on the outboard side of the seat, lean
back to the desired Do not ride with the seatback reclined so that the position and release the
lever. Then, the heat output will drop to the by restricting head movement in the event of a rear
normal HI-level. In the event of a rear impact the AHRs will automatically extend forward
minimizing the gap between the back of the occupants head and the AHR. To lower the head
restraint, press the push button, located at the base of the head restraint, and push Do not place
items over the top of the Active Head downward on the head restraint. The rear seatbacks can
be folded forward to provide an additional storage area. To fold the rear seatback, pull on the
loops located on the upper seatback. NOTE: These loops can be tucked away when not in use.
Two latches must be released to open the hood. Pull the hood release lever located under the
left side position. Move to the outside of the vehicle and push the safety catch to the left. The
safety catch is located under the center front edge of the hood. Hood Prop Rod 4. Place the
hood prop rod in hood slot to secure the hood in the open position. To prevent possible
damage, do not slam the hood to close it. Lower the hood, until it is open approxi- mately 6 in 15
cm , and then drop it. This should secure both latches. Never drive your vehicle unless the hood
is fully closed, with both latches engaged. This switch controls the operation of the headlights,
parking lights, instru- ment panel lights, instrument panel light dimming, inte- rior lights and fog
lights. To turn the system on, When this feature is active, the headlights will turn on rotate the
headlight switch counterclockwise to the approximately 10 seconds after the wipers are turned
on Pull the multifunction lever toward you or rearward ignition is placed in the RUN position, the
headlights are in car to manually deactivate the system normal opera- off and the parking brake
is off. If an indicator fails to light when the lever is moved, it would suggest that the indicator
bulb is defective. Pull the multifunction lever toward you to switch the headlights back to low
beam. Flash-To-Pass You can signal another vehicle with your headlights by lightly pulling the
multifunction lever toward you. The dimmer control is part of the headlight switch and is located
on the left side of the instrument panel. To protect the battery, the interior lights will turn off
automatically 10 minutes after the ignition switch is moved to the LOCK position. Rotate the end
of the multifunc- through an automatic car wash. It will not operate under the This feature allows
you to tilt the steering column following conditions: upward or downward. To tilt the steering
column, move the steering The steering wheel contains a heating element that helps wheel
upward or downward as desired. As the vehicle moves closer to the object, the display will
show the single arc moving closer to the vehicle and the sound tone will change from slow, to
fast, to continuous. The following chart shows the warning alert opera- tion when the system is
detecting an obstacle If the message appears again, see an authorized dealer. Do not use rough
or hard cloths. The following table shows the approximate distances for each zone: Zone
Distance to the rear of the vehicle 0 - 1 ft 0 - 30 cm Yellow 1 ft - 3 ft 30 cm - 1 m Green Turn the

Radio on. Each light and storage for sunglasses. Universal Garage Door can be turned on by
pressing the lens. Opener HomeLink and power sunroof switches may To turn the lights off,
press the lens a second time. Sunglass Bin Door At the front of the console a compartment is
provided for the storage of a pair of sunglasses. The HomeLink unit is powered by your vehicles
12 Volt battery. For more efficient programming and accurate transmis- sion of the
radio-frequency signal it is recommended that a new battery be placed in the hand-held
transmitter of the device that is being programmed to the HomeLink system. Programming A
Rolling Code For programming garage door openers that were manu- factured after NOTE: You
have 30 seconds in which to initiate the next 4. Press and hold the programmed HomeLink
button 3. Place the hand-held transmitter 1 to 3 in 3 to 8 cm away from the HomeLink button you
wish to program repeat each step for each remaining button. DO while keeping the HomeLink
indicator light in view. Activation will now occur for the are some of the most common
solutions: programmed device i. Operation is subject to the following two conditions: while you
are programming the universal trans- ceiver. Occupants, particularly unat- tended children, can
become entrapped by the power sunroof while operating the power sunroof switch. The sunroof
will close fully and stop automati- Press the switch rearward and release it within one-half cally.
During Express second and the sunroof will open automatically from any Close operation, any
movement of the switch will stop position. If the Watt 13 Amp power rating is exceeded the fuse
protecting the system will need to be replaced. Underhood Fuses Power Outlet Fuses 1â€” Do
not hang any type of accessory or acces- sory bracket from the plug. Improper use of the power
outlet can cause damage. Pull on the release handle to open the glovebox storage compartment. There is a storage compartment located under the center console armrest. Pull upward on
the seat tether to open the storage compartment. Lift upward on the latch to open the storage
Split-Folding Rear Seat compartment. When the seatback is folded to the upright position, make
sure it is latched by strongly pulling on the top of the seatback above the seat strap. The
position. If the seatback is not securely locked into rear cargo space is intended for load
carrying position, the seat will not provide the proper purposes only, not for passengers, who
should sit Do not use abrasive window cleaners on the interior surface of the window. Use a
soft cloth and a mild washing solution, wiping parallel to the heating elements. Accordingly,
when the low tire pressure telltale illumi- 1. Tachometer nates, you should stop and check your
tires as soon as This gauge measures engine revolutions-per-minute possible, and inflate them
to the proper pressure. This sequence will continue upon subse- quent vehicle start-ups as long
as the malfunction exists. The TPMS has been optimized for the original When the malfunction
indicator is illuminated, the sys- equipment tires and wheels. If either indicator flashes at a rapid
rate, check for a defective outside light bulb. Driving with a hot engine cooling system could
damage your vehicle. You or your authorized dealer as soon as possible to have the others
could be badly burned by steam or boiling problem diagnosed and corrected. High Beam
Indicator This indicator shows that the high beam head- 7. Brake Warning Light The dual brake
system provides a reserve braking capac- This light monitors various brake functions, ity in the
event of a failure to a portion of the hydraulic including brake fluid level and parking brake
system. Driving a vehicle with the red brake light on is dangerous. Part of the brake system may
have failed. Fuel Door Reminder See your EVIC display. It displays the gear position of the autolocal authorized dealer to obtain service immediately. Equipped This light indicates that the
transmission fluid Prolonged driving with the MIL on could cause temperature is running hot.
This may occur damage to the engine control system. It also could with severe usage, such as
trailer towing. These pop up messages fall is left on and Lights On if driver leaves the vehicle. If
necessary, repeat this procedure. This display will This display shows the instantaneous MPG
in bar graph continue until the vehicle runs out of fuel. Tire Pressure is an infor- This system
allows the driver to select a variety of useful mation only function and cannot be reset. Menu
Set Selectable Icons 6. Reconfigurable Telltales 8. This telltale turns on when one or more doors
are ajar. The telltale will show which doors are Continuous driving with the Transmission
Tempera- ajar. If the charging system telltale remains on, it means If the telltale remains lit with
the engine running, your that the vehicle is experiencing a problem with the vehicle will usually
be drivable. However, see an autho- charging system. Press the LEFT arrow button to return to
the main menu. Trip B Shows the total distance traveled for Trip B since the last reset. This
feature shows the number of stored warning messages. The Screen Setup feature allows button
at any time to back out of a sub-menu selection. Touch the back the headlights off. The Sync
will appear in the display as the vehicle approaches a with GPS Time soft-key must be
unchecked. Sounds and Display button. Then touch the arrow back soft-key. Touch the back
arrow soft-key not damaged, the sensor may have become misaligned. Touch the back arrow
interval. Touch the back arrow soft-key to return to the soft-key to return to the previous menu.
Touch the back arrow soft-key to equipped , and power outlets will remain active for up to

return to the previous menu. To compensate for the differences the variance should be set for
the zone where the vehicle is driven, per the zone map. Press the TIME button to alternate
display of the time For vehicles equipped with satellite radio, press the and radio frequency.
After adjusting the hours, press rently playing song will begin again when it ends. The will
continue to cycle through the same song until minutes will highlight. If Press this button to
change the display from a large CD one is selected while the other is currently active the
playing time display to a small CD playing time display. With The medium formats supported by
the radio are ISO files, exceeding 50 folders will result in this Level 1 and Level 2 and includes
the Joliet extension. MP3 , , , extension may cause playback problems. Security If this radio is
installed in a vehicle that does not have a matching Vehicle Identification Number VIN an Security code will need to be entered by the dealer. If a cut out is not available in the center console
base, route the cable system, providing metadata artist, track title, album, away from the lid
latch and in a place that will allow the etc. Once all screens have been viewed, the last INFO
button press as shortcuts to the following lists on the iPod or will go back to the play mode
screen on the radio. Continued top level menu of the iPod or external USB device. Reach behind
the wheel to mode of the sound system. Blower Control Rotate this control to regulate the
amount of air forced through the ventilation system in any mode. These outlets can be adjusted
to direct airflow. To improve fuel economy, use these modes only when necessary. Failure to
follow these cautions can cause damage to the heating elements: 6. Press and release to
change the current airflow setting to Defrost mode. The indicator illuminates when this feaFailure to follow these cautions can cause damage to ture is ON. Performing this function will
cause the ATC the heating elements: to switch into manual mode. Provides the driver with
independent temperature con- trol. Push the button for cooler temperature settings. Air comes
from the floor outlets. A slight amount of Each of these outlets can be individually adjusted to
air is directed through the defrost and side window direct the flow of air. Recirculation will be
disabled automatically if will achieve and automatically maintain that comfort this mode is
selected. Attempting to use Recirculation level. The blower will suggested control settings for
various weather condi- increase in speed and transition into Auto mode. Press and hold the
brake pedal while press- 1. The system from the ignition switch for key fob use. The engine
block heater warms the engine, and permits quicker starts in cold weather. Connect the cord to
a To prevent damage to the starter, do not continuously standard Volt AC electrical outlet with a
crank the engine for more than 25 seconds at a time. This is normal. Shifting You or others
could be injured if you leave the Fully press the clutch pedal before shifting gears. Engine
Speeds 1 to 2 2 to 3 3 to 4 4 to 5 5 to 6 Do not downshift for additional engine braking on a
Accel. The engine can be started in this range. Never attempt to use PARK while the vehicle is
in motion. Apply the parking brake when leaving the vehicle in this range. Always apply the
parking idle speed. As with all vehicles, access to an unlocked vehicle. Allowing children you
should never exit a vehicle while the engine is to be in a vehicle unattended is dangerous for a
running. This range should be used for most city and highway driving. The transmission
ignition to coast down a hill. These noises are normal and will not damage tions, in hilly terrain,
or traveling into strong head winds, the transmission. Use the repeated launches in stopAutoStick mode to shift the and-go traffic. Page Six-Speed Automatic Transmission 2. This is a
normal earliest possible convenience. As with all vehicles, idle speed. This range is for moving
the vehicle backward. Stop the vehicle. The automatic transmission includes an electronically
controlled Overdrive sixth gear. AutoStick allows you to maximize engine A feature designed to
improve fuel economy has been braking, eliminate undesirable upshifts and downshifts,
included in the automatic transmission on your vehicle. A clutch within the torque converter
engages automati- This system can also provide you with more control cally at calibrated
speeds. It will remain in the selected gear until another upshift or downshift is chotransmission will revert to automatic shift mode and sen, except as described below. Before
leaving the vehicle, make sure that the parking To apply the parking brake, pull the lever up as
firmly as brake is fully applied. Also, be certain to leave an possible. For vehicles equipped
dangerous for a number of reasons. Service should be is indicated. Have the brake system
serviced by an obtained as soon as possible. The light will turn on when the ics from acting on
the vehicle, nor can it increase ignition switch is turned to the ON position braking or steering
efficiency beyond that af- and may stay on for as long as four seconds. If one wheel on a driven
axle is driving maneuvers. It cannot prevent wheel lift due to spinning faster than the other, the
system will apply the other factors, such as road conditions, leaving the road- brake of the
spinning wheel. The following criteria must be met in order for HSA to activate: There may be
situations on minor hills i. All other stabil- ity features of ESC function normally. If the TIN is not
found on however, the date code may only be on one side. Cold tire inflation pressure is defined
as the tire pressure Cold Tire Inflation Pressure after the vehicle has not been driven for at least

3 hours, or driven less than 1 mile 1. You the weight referenced here. Overloading of your tires
is dangerous. Use tires of the cause collisions. Keep this in mind when checking tire pressure
inside a garage, especially in After inspecting or adjusting the tire pressure, al- the Winter. If
your vehicle has this option refer to an Compact Spare Tire â€” If Equipped authorized tire
dealer for the recommended tire rotation The compact spare is for temporary emergency use
only. You can identify if your vehicle is equipped with a compact spare by looking at the spare
tire description on If your vehicle is not equipped with an original equip- the Tire and Loading
Information Placard located on the Compact spares are for temporary emergency use only. With
these spares, do not drive more than Limited-Use Spare â€” In- or for longer than 30 seconds
continuously without stallation of this limited-use spare tire affects vehicle stopping when you
are stuck. The Load Index and Speed Symbol for your tire will be found on the original
equipment tire sidewall. See the Tires and the spare tire should be replaced after six Tire Sizing
Chart example found in the Tire Safety years, regardless of the remaining tread. Some
combinations on your vehicle. Use of traction devices require sufficient tire-to-body clearance.
Follow these recommendations to guard To avoid damage to your vehicle or tires, observe the
against damage. The benefits of rotation are especially worthwhile with aggressive tread
designs such as those on all season type tires. Rotation will increase tread life, help to maintain
mud, snow and wet traction levels, and contribute to a smooth, quiet ride. Installing some form
of aftermarket window tinting 3. However, after driving the vehicle for up to 20 min- that affects
radio wave signals. Once you repair or replace the original road tire and This engine is designed
to meet all emis- reinstall it on the vehicle in place of the compact spare tire, sion regulations
and provide satisfactory Gasoline contain effective detergent additives. Use of additional
blended with MMT provides no performance advantage detergents or other additives is not
needed under normal beyond gasoline of the same octane number without If you notice a
pungent burning odor or Follow the precautions below to prevent carbon some light smoke,
your engine may be out of tune monoxide poisoning Open the fuel filler door, and remove the
fuel filler maintenance. Have the exhaust system inspected cap. This is an indication that the
cap is properly tightened. Be sure the gas cap is tightened every time the vehicle is refueled.
This includes driver, passengers, and cargo. The total load must be limited so that you do not
exceed the The label contains the following information: GVWR. Distribute the load over the
front and rear axles maximum width of the front of a trailer. Loads balanced over the wheels or
heavier in the rear can cause the trailer to sway severely from side-to-side which will cause loss
of con- trol of vehicle and trailer. Follow these vehicle and trailer. Always connect the chains to
guidelines to make your trailer towing as safe as the frame or hook retainers of the vehicle
hitch. Continued before towing a trailer. GAWR proper inspection procedure. The Trailer Tow
Package may include a four-pin and seven-pin wiring harness. Manual Transmission â€” If
Equipped If using a manual transmission vehicle for trailer towing, all starts must be in first
gear to avoid excessive clutch slippage. DO NOT flat tow any vehicle equipped with an 5.
Release the parking brake. Damage to the drivetrain will result. Driving with a hot cooling
system could damage your vehicle. The jack should not be used to lift the vehicle for service
purposes. The vehicle should be jacked on a firm level surface only. Avoid ice or slippery areas.
Remove the fastener securing the jack and spare tire. Always stow the jack parts and the spare
tire in the places provided. Remove the spare tire, jack, and wheel bolt wrench. If equipped with
aluminum wheels where the center cap covers the wheel bolts, use the wheel bolt wrench to pry
the center cap off carefully before raising the vehicle. Raising the vehicle higher than necessary
can make the vehicle less stable. It could slip off the jack and hurt someone near it. Raise the
vehicle only enough to remove the tire. Remove the wheel bolts and tire. Install the wheel bolts
with the threaded end of the wheel bolt toward the wheel. Finish tightening the wheel bolts.
Tighten the wheel bolts in a star pattern until each wheel bolt has been tightened twice. Align
the valve notch in the wheel cover with the valve stem on the wheel. Install the cover by hand,
snapping the cover over the two wheel bolts. Do not use a hammer or excessive force to install
the cover. If in To avoid the risk of forcing the vehicle off the jack, doubt about the correct
tightness, have them checked do not tighten the wheel bolts fully until the vehicle with a torque
wrench by your authorized dealer or Air Pump Hose Black and to inflate the tire. Use the Sealant
Hose clear hose 6 when selecting 8. TIRE- 1. Air Mode. Continued least 26 psi 1. Have the tire
inspected and repaired or replaced after using 4. Uncoil the Sealant Hose 6 clear in color. Volt
outlet. Do not use a portable battery booster pack or any other booster source with a system
voltage greater 7. Do not connect the cable to the negative post - of the 9. If your manual
transmission vehicle becomes stuck in mud, sand, or snow, it can often be moved by a rocking
Racing the engine or spinning the wheels may lead to motion. Turn the engine OFF. Insert a
small screwdriver or similar tool down into the access slot at the front of the shift lever
assembly, and push and hold the white override release lever down. Shift Lever 7. If you must

use the accessories wipers, defroster, etc. Damage to the drivetrain position, not the ACC
position. Page Engine Compartment - 1. Page Engine Compartment - 2. This system monitors
the performance of the emissions, engine, and automatic further damage to the emission
control system. This might indicate a damaged cap. If system may not be ready if your vehicle
was recently the problem is detected twice in a row, the system will serviced, recently had a
dead battery or a battery replace- turn on the MIL. Approximately 15 seconds later, one of two
things will system to update. A recheck with the above test routine happen: may then indicate
that the system is now ready. Continued before starting the engine after it has sat overnight. For
best performance and maximum protection for all engines under all types of operating
conditions, the Do not overfill the engine. Overfilling the engine manufacturer recommends
engine oils that are API Cer- will cause oil aeration, which can lead to loss of oil tified and meet
the requirements of Chrysler Material pressure and an increase in oil temperature. Your vehicle
is equipped with a maintenance-free battery. You will never have to add water, nor is periodic
main- The air cleaner can provide a measure of protection tenance required. Do not use battery
that the positive cable is attached to the a booster battery or any other booster source with
positive post and the negative cable is attached to an output greater than 12 Volts. This service
should approved by the manufacturer for your air condi- include cleaning of the condenser fins
and a performance tioning system. Perform the following carbon HFC that is endorsed by the
Environmental procedure to replace the filter: Protection Agency and is an ozone-saving
product. Disengage the retaining tab that secures the filter cover to the HVAC housing, and
remove the cover. When installing the filter cover, make sure the retaining 3. If any of these
conditions Clean the rubber edges of the wiper blades and the are present, clean the wiper
blades or replace as windshield periodically with a sponge or soft cloth and a necessary.
Replace as required. Commercially available windshield washer solvents are flammable. They
could ignite and burn you. Brake seal components could has been in a tightly closed container.
The automatic transmission and differential assembly are contained within a single housing.
Also, if the fluid becomes contaminated with water, etc. Never use an abrasive type Many are
potentially flammable, and if used in cleaner. This will weaken the fabric. Sun damage can also
weaken the fabric. When installing hanging air fresheners in your ve- If the seat belts need
cleaning, use a mild soap solution or hicle, read the installation instructions carefully. W5W The
headlamps are a type of high voltage discharge tube. This diminishes and becomes more white
after approximately 10 seconds, as the system charges. Backup Lamps 1. Twist the bulb socket
one quarter turn counter clock- 4. Replace bulb. Twist the bulb socket one quarter turn
clockwise to install. Install trim cover. Remove the screws securing the lamp to the rear fascia.
Remove the bulb and socket assembly. Disconnect the bulb from the socket assembly and
install the replacement bulb. Metric Fuel 1. Engine Oil â€” 1. Rotate at the first sign of irregular
wear, even if it occurs before the oil indicator system turns on. Inspect front suspension, tie rod
ends and replace as necessary. Inspect brake linings, parking brake function. Change the
transmission fluid manual or automatic 1. Do only service work for which you have the
knowledge and the right equipment. If you have any doubt about your ability to perform a
service job, take your vehicle to a competent mechanic. Most matters can be re- P. Box 21â€”
solved with this process. An authorized dealer See the Warranty Information Booklet, located on
the has also made a major investment in facilities, tools, and DVD, for the terms and provisions
of Chrysler Group training to assure that you are absolutel
jvc kd r330 wiring harness diagram
1999 harley davidson sportster 1200
alpine type s 10 wiring diagram
y delighted with LLC warranties applicable to this vehicle and market. Diagnostic Procedure
Manuals are filled with dia- grams, charts and detailed illustrations. The Treadwear grade is a
comparative rating, based on the wear rate of the tire when tested under controlled The traction
grade assigned to this tire is based on conditions on a specified government test course. For
straight-ahead braking traction tests, and does not example, a tire graded would wear one and
one-half include acceleration, cornering, hydroplaning, or Grades B and A repre- sent higher
levels of performance on the laboratory test wheel, than the minimum required by law. The
temperature grade for this tire is established for a tire that is properly inflated and not
overloaded. Use frequency signals. Mobile two-way radios and telephone only fully shielded
coaxial cable. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL.

