3 speed fan wiring diagram

Wiring Diagram Sample. Failing to take the appropriate precautions or to use the right tools can
put you and your family in danger. Common risks include electrocution and possible electrical
fireplace. Effectively read a wiring diagram, one offers to learn how the particular components
within the program operate. For example , when a module is powered up also it sends out a new
signal of fifty percent the voltage in addition to the technician would not know this, he'd think he
provides a challenge, as this individual would expect a 12V signal. Subsequent diagrams is
reasonably simple, but applying it in the opportunity of how the device operates is a new
different matter. My best advice is not only look from the diagram, nevertheless understand how
the constituents operate when inside use. Before reading a schematic, get common and
understand all of the symbols. Read the schematic like a new roadmap. Be sure to keep these
safety tips in mind to avoid hazards during your home cabling project. Make sure everyone in
your home is aware that electrical work is going on. Tape the signal breaker into the off
position. Never touch plumbing or gasoline pipes while working together with electricity they
are often used to ground electrical systems. Before you begin, be sure you have a plan in place
as to what outlets, switches and fixtures will be involved in your project. You may be able to
hire some of this equipment from the local hardware store. If you are installing new receptacles
make certain the new ones match the cabling in your home. A AL-CU seal of approval means
you can use it on aluminum and copper mineral wiring. In case it is unmarked or there is a cut
through the 'S if should only be used on copper wiring. Never splice cables together and
conceal them within a wall with no passageway box â€” an accessible junction box should
always be used to sign up for wires. In case in doubt, talk to a detailed reference guide or find a
professional to do the work. Although you may think you received the project right, one mistake
could leave a possible fire hazard lurking in your wall space. A reputable electrician
understands all areas of home wiring and may even be able to wire your home safely in less
time than it takes one to learn. Save my name, email, and website in this browser for the next
time I comment. Electric Motor Switch Radio Latest. Facebook Tweet Pin. It shows the
components of the circuit as simplified shapes, and the knack and signal connections in the
middle of the devices. A wiring diagram usually gives suggestion about the relative incline and
concord of devices and terminals on the devices, to urge on in building or servicing the device.
A pictorial diagram would function more detail of the innate appearance, whereas a wiring
diagram uses a more symbolic notation to put the accent on interconnections exceeding beast
appearance. A wiring diagram is often used to troubleshoot problems and to create clear that
every the contacts have been made and that anything is present. Architectural wiring diagrams
play the approximate locations and interconnections of receptacles, lighting, and remaining
electrical services in a building. Interconnecting wire routes may be shown approximately,
where particular receptacles or fixtures must be on a common circuit. Wiring diagrams use
welcome symbols for wiring devices, usually swing from those used upon schematic diagrams.
The electrical symbols not abandoned accomplish where something is to be installed, but also
what type of device is brute installed. For example, a surface ceiling buoyant is shown by one
symbol, a recessed ceiling lively has a oscillate symbol, and a surface fluorescent
well-ventilated has complementary symbol. Each type of switch has a exchange metaphor and
fittingly attain the various outlets. There are symbols that produce an effect the location of
smoke detectors, the doorbell chime, and thermostat. A set of wiring diagrams may be required
by the electrical inspection authority to take on relationship of the house to the public electrical
supply system. Wiring diagrams will with enhance panel schedules for circuit breaker
panelboards, and riser diagrams for special services such as flame alarm or closed circuit
television or supplementary special services. Necessary cookies are absolutely essential for the
website to function properly. This category only includes cookies that ensures basic
functionalities and security features of the website. These cookies do not store any personal
information. Any cookies that may not be particularly necessary for the website to function and
is used specifically to collect user personal data via analytics, ads, other embedded contents
are termed as non-necessary cookies. It is mandatory to procure user consent prior to running
these cookies on your website. Circuitron tortoise Wiring Diagram Wiring Diagram views. Msd
7al Wiring Diagram Wiring Diagram 37 views. This website uses cookies to improve your
experience. We'll assume you're ok with this, but you can opt-out if you wish. Accept Reject
Read More. Close Privacy Overview This website uses cookies to improve your experience
while you navigate through the website. Out of these, the cookies that are categorized as
necessary are stored on your browser as they are essential for the working of basic
functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may affect your browsing experience. Necessary Necessary. Non-necessary

Non-necessary. Switch Compatibility. Wiring Instructions. The capacitor usually has 2 wires on
one end: 2 blacks, 2 grays, or 2 yellows. Zing Ear ZEs6 3-speed fan switch can be used to
replace ZEs5 and ZEsT 4-speed fan switch ; however, the ceiling fan will no longer support 4
speeds as ZEs6 supports 3 speeds only. If the switch does not provide 3 speeds then it could
be either a wrong replacement part or wired incorrectly. To make sure that you wired the switch
properly, refer to the old switch and wire the new switch accordingly. Would you please tell me
what is the part number on the old switch? Please provide us with the following information:
â€” The make and model number of the old switch â€” What is the sequence of the terminal
number on the back of the old switch clockwise or counterclockwise direction â€” To what
terminal number was the black wire attached on the old switch. What color wires go into which
number. I have 1, 2, 3, L. Wire colors are green, purple, black and gray. Jack Dunnam: When I
replaced this part in a Hunter fan this evening, I used 1: gray, 2: brown, 3: turquoise, 4: black.
Please refer to our compatibility guide to learn more about Zing Ear ZEs6 switch. Does 1 really
mean L? There is no 4. I did not carefully write down the colors of the wires and their
positionsâ€¦. I am really struggling. Thanks, -Paul. I have no idea which wire goes where or
witch port is L 1 2 or 3 being as zingear does not mark their switch. Can you help me? It appears
that when each wire is inserted into the portal, the wire must somehow be anchored to the metal
pieces that go around the switch, but it is unclear exactly how that is accomplished. When I
tried, the wires kept falling out of the portal hole. The wire should be attached when inserted
into the portal on the side of the switch. Twist each wire and push to insert into each portal as in
the previous switch. Make sure that each wire has been securely attached simply by pulling it
out gently if it does not come out then it is secure. You mentioned the wires should be inserted
on the side of the switch. The previous switch had openings on the side to insert the wires. The
recommended replacement switch does not. Do these now go through the holes? If yes where
is the recommended contact? If no what is the next step? In the instructions manual that comes
with the switch it shows how to insert the wires into the switch. The wires must be inserted into
the terminals on the side of the switch not the holes on the surface. A few directions that are not
shown with the part. The wire you are trying to insert has to be stiff. To get it stiff tin the wire.
Take a solder tool and resin core solder, acid core will not work. Then with your wire twisted
and the solder hot ,dip the wire into the puddle on the solder tool. Do it until the wire it looks all
shiney and cool to the touch. The wire should be stiff enough not to fray anymore. Now on to
the switch. Holding the switch color side facing you theres 3 or 4 holes. Each hole is small but it
important to push the wire into the left of the small hole until it grabs. Theres is a small clip
inside you cannot see easily. When your stiff wire gets connected to the clip it will be locked in
place. Push to the left of the small hole, Same applies to rest of the wire. I know this advice is
over 2 years but I wrote it for myself as well as others, Its best to buy switches with the wires
co0mming with the switch. I am trying to replace the 3 speed fan switch for my in-laws. They
say it is a Casell sp? Thank you. I need a switch that will turn on one light on first chain pull, 2
lights upon second pull and then all 3 lights upon third chain pull, then all lights off on fourth
chain pull. Which Zing Ear switch number will this be? Please provide us with the wire colors
and how they are attached to the terminals on the old switch. I did not cut them from the old
plug and have twisted them tight but am unable to get them in. Is there a trick or certain way to
put them in? My switch is a ZEs6. After connecting the wires back to the new switch and the
turning the power on, only the Off and Low speed works. What am I doing wrong? Medium and
Fast does not work. Please help. Do the wires from a welltec E go into the same numbered holes
on the ZE s6 where line is black, 1 is gray, 2 is brown, and 3 is green? This is for a Hunter. Also
do the wires connect thru the side or the top of the zing? I purchased a 3-speed 4-wire fan
switch model number ZEs6 and I am trying to figure out where to insert the color wires. My fan
has four speeds off, slow, medium and fast. The current wiring for the old switch are as follows:
L orange wire, 2 purple wire, 3 black wire, and 1 yellow wire. I connected the wires to the new
zing ear model number ZEs6 as follows: L orange wire, 2 purple wire, 3 black wire, and 1 yellow
wire. When I turned the power back on and turned the fan on, it only has two speeds that
worked Off and Fast. What is the sequence of the terminal numbers on the back of the old
switch clockwise or counterclockwise? Thank you for the response â€” The sequence of the
terminal numbers on the old switch are as follows when reading them counterclockwise: L with
Black wire in 3. I ordered model number ZEs2 and connected the wires as follows:
L-Orange,1-Yellow, 2-Purple, and 3-Black when I turned the power back on the fan speeds
worked perfectly. Thank you for your help. I am confused. I am trying to replace a Shine Top E
Light switch that only has 2 wires. This is for a Hunter Fan. Twisted them and tried multiple
times. Any suggestions? Greetings: I cannot get the wires out of the old switch. What am I
missing?! Replacing with Zig Ear 3 way switch. Black, white, purple and orange are theories
colors. The slide switch on the housing just reverses direction. Switch was gone and wires were

taped. There is no name or numbers on the fan. I have yellow, purple, blue, black. Not sure as to
where they go. Any help would be appreciated. Perfect replacement for a Well Tec switch in an
older Hunter 3-speed fan. Installation instructions on this site are spot on. The fan is
Casablanca model I ordered a Zing Ear ZE â€” s6. Is this correct and should I put the wires back
where they originally were? They are used only to simplify the identification of the proper
replacement parts. None of the companies or trademarks affiliated with, endorse or sponsor us
or our products. Contact us Cart Checkout Menu. Notes: Before rewiring any ceiling fan. Turn
off electrical current at source by turning off circuit breakers Failure to disconnect power to the
ceiling fan may cause electrical shock, fire hazard, serious injury, or death Do not cut wires,
multi-strand wires are solid and soldered together so they can be attached to the switch Steps:
Write down the color of each wire and the portal number to which they are attached on the
switch. Remove wires from existing fan switch. Wires should be inserted into the slots on side
of the switch not the holes on surface. Thank you Reply. I have the same problem what do I do I
have the same problem what do I do Reply. I have 4 wires black yellow orange purple what wire
goes into which number on switch Reply. Did you figure it out? I have the same problem Reply.
Thanks, -Paul Reply. Make sure that each wire has been securely attached simply by pulling it
out gently if it does not come out then it is secure Reply. Hi, Zing Ear ZEs6 has 4 openings on
the side as well. What are you doing with the Jim clipd Reply. Diagram for Securely inserting
wires to slots on sides? I know this advice is over 2 years but I wrote it for myself as well as
others, Its best to buy switches with the wires co0mming with the switch Reply. I have a zes II
switch. What color wires go where. The chain on the switch came out how do I turn it to put it
back in. Hi dear switch gurus, Will this switch work with Emerson CF series? Thanks Reply. Are
you trying to insert the wires into the holes on the surface or the side of the switch? Hello, I
purchased a 3-speed 4-wire fan switch model number ZEs6 and I am trying to figure out where
to insert the color wires. Any suggestion on what colors should go into which number? Hello
Munzer, What is the sequence of the terminal numbers on the back of the old switch clockwise
or counterclockwise? Same here. Did you cut the wires off the old switch? Correction: Wire
colors: black, white, yellow and orange Reply. I have a table fan, but today it is not working.
How can I check its motor or capacitor to see if they are OK, or any other another reason. Hi
Ravi, Great Question. The motor capacitor is like a battery, because it stores electricity, so care
should be taken when testing the capacitor. A tester can be used to check both lead wires for
voltage, and to check for continuity, to see if the capacitor is faulty or not. If there is not any
voltage or continuity then the capacitor is faulty. Electric motors can be tested to see if there is
a short, or open condition within the motor windings which would indicate that the motor is
faulty. Be sure to check the most common problems that can affect table fans, such as bad
bearings, or bearings that need to be lubricated, and material that may get wrapped around the
fan shaft which will prevent the motor from spinning normally. Also be sure there is voltage at
the receptacle outlet, and the motor control switch is working properly
mitsubishi eclipse headlight bulb
2003 ford taurus parts diagram
ferroli boiler parts diagram
. I hope this helps you, Dave. I have a Airtech pedestal fan. There are 2 blue wires, 1 white, 1
black, 1 yellow and 1 red. Airtech fan Model FS I have a Panasonic table fan. I opened the fan
motor to replace the bearing but the connector attached at the coil winding is pulled out
together. Is there any way to solder the connector back to the coil winding? Name required.
Email will not be published required. Get a Quick Reply! Ask an Electrical Question. May 24, at
am. Dave Rongey says:. May 24, at pm. March 29, at am. May 25, at am. August 4, at pm. June
25, at pm. Melvin says:. July 4, at am. Click here to cancel reply. Hot Tub 4-Wire Circuit.
Estimated Time: Depends on personal level experience, ability to work with tools, work with
electrical wiring, and the available access to the project area. Important: Modifying existing
electrical circuits or installing additional electrical wiring should be done according to local and
National Electrical Codes, with a permit and be inspected.

