95 s10 fuel pump

Ok i have a 95 s10 blazer here. The fuel line was rusted leak and needed a wheel cyl. After fixing
that, now no fuel pressure. It did work to find the line leak The thing was almost out of gas i
should mention. I put some in. Ok i have 0 PSI at pressure tap. Wiring to sending unit seem
tight. No , 1 second buzz in tank turning on ignition. I am convinced the fuel pump died due to
low fuel. Dropping the tank isn't too bad. It still sucks, but it can be done. After that, it's pretty
easy to get the pump out and change it. I also second the idea of getting a good GM pump from
the dealer. It's more money, but will be worth it when you don't have to drop your tank again to
replace a crappy aftermarket pump. Sorry man, no access panel. You are most likely right in it's
being a bad pump, they just love to fail I know that they are spendy, but get one from GM, not
aftermarket! I have re-replaced too many aftermarket pumps to ever put one in again. Trending
News. Scalise says Biden is president, but there's a catch. Fans mad that joke singers made it
through on 'Idol'. Supreme Court delivers blow to Trump with tax ruling. Deion Sanders says his
office robbed while he coached. Eyewitnesses recall horror of Denver airplane incident. Dylan
Farrow says Woody Allen 'was always hunting me'. Congresswoman: I defaulted on my student
loans. UCLA gymnast tearful as music superstar reaches out. Kate Winslet: Weight jibes were
'straight-up cruel'. Before he stormed Capitol, student's tweets raised alarm. Update: replaced
pump Answer Save. Matt F. Claira Voyant Lv 6. No access Panel Sorry. How do you think about
the answers? You can sign in to vote the answer. Still have questions? Get your answers by
asking now. So my 95 Chevy S10 wont start because the fuel pump wont kick on, the pump is
new, and its not a relay anyone have any ideas on what it could be?? G A answered 5 years ago.
Wiring, connectors, grounds, double check the fuel pump connector as these are known
failures, if that checks good then start checking the wiring from the fuel pump relay to the fuel
pump. The relay is getting power and the fuel pump pumps fuel after I force it to start but it
floods. You should not have to force it, then you have the flooding to tend with and that is
usually a fuel pressure regulator especially if it is the Vortec engine. Alvaro answered 3 years
ago. I have the same issue, but mine is a Chevy s10 2. Please help!! GuruTRP6H answered 2
years ago. Johnson answered about a year ago. Guru1ZMH3 answered about a year ago. Hi i
have a chevy s10 The fuel level gage os not working and the fuel pump is new. I dont have the 5
volt at the purple wire. Gerryw2 answered 11 months ago. You may want to check the ignition
switch control module under the key switch too. This will make the pump fail to engage
electrically. Frankc1 answered 8 months ago. Hello I have a s10 I put a new fuel pump in still the
same promble it starts up some times and it runs a little bit then turns off it sale and some times
give it gas and stays runing. Check ground bolt, located drivers side rear in the frame. Should
be two wires grounded there, rear lights and fuel pump. My '99 Chevy S10 just quit on me, the
fuel pump and filter were replaced but neither one helped. What are the other possible reasons
for this problem? I have asked several people and I have gotten 2 answers. Some say yes and
the the others say it primes when it is being cranked bc it doesn't need much fuel pressure to
start. My truck is currentl Checked power to fuel pump and no power is flowing. The engine
turns just no gas. Where can I look to test the line, what module are there to te I have a different
car. Content submitted by Users is not endorsed by CarGurus, does not express the opinions of
CarGurus, and should not be considered reviewed, screened, or approved by CarGurus. Please
refer to CarGurus Terms of Use. Content will be removed if CarGurus becomes aware that it
violates our policies. Report Follow. Mark helpful. Your Answer:. Upload Photo Photo optional.
Related Questions. Start a new Chevrolet S question. Sell Your Car Yourself With a simple,
secure transaction. Get Started. Search Chevrolet S Questions. CarGurus Experts. Know more,
shop wisely Search. Related Models For Sale. Used Cars for Sale. Hard starts and a loss of
power can be a sign that your fuel pump is defective. Chevrolet S10 Blazers with fuel injection
were designed with an electric pump mounted inside the gas tank. Removing and servicing the
fuel pump is within the abilities of the home mechanic, but one must always take special
precautions when working with gasoline. Put the transmission in "park" automatic
transmissions or "neutral" manual transmissions. Remove the fuel pump fuse from the fuse
block located below the instrument panel and to the left of the steering column. Disengage the
three terminal connector at the fuel tank later models only. Start the engine. Allow it to run until
all the fuel is drawn out of the fuel lines and the engine stalls out. Turn the motor over turn the
key to start for at least five seconds. This will remove all the pressure from the lines. Siphon all
of the fuel out of the tank using a hand- or battery-operated fuel pump. Never use your mouth to
siphon fuel out of a fuel tank. Remove the retaining clamp and separate the fuel filler tube from
the gas tank. Label and remove any accessible electrical connections from the sending unit.
Remove the fuel tank support straps by removing the bolts that connect them to the vehicle's
frame. Slowly lower the tank, label and remove any electrical connections or fuel lines still
connected to the sending unit as well as the ground wire. Do not allow the tank to hang on any
of the wires or fuel lines. Remove the cam lock retaining ring. It is located on the top side of the

tank around the sending unit. Use a hammer and brass drift to rotate the cam lock retaining ring
until you can remove it from the tank. Slide the fuel pump up and pull it away from the lower
support. Then slide it down to disengage it from the rubber connector. Push the fuel pump up
onto the sending tube and then seat it in the lower support. Reinstall the cam lock retaining
ring. Drop it into position around the sending unit. Then use a hammer and brass drift to rotate
the ring until it locks. Raise the tank enough to reconnect the fuel lines and electrical
connections you disconnected earlier. Use a floor jack or an assistant to support the tank.
Reconnect the fuel lines and electrical connections. Carefully follow the labels you made
previously. Carefully lift the tank into position. Be careful not to pinch any fuel lines or electrical
wires. Reinstall the fuel tank straps. Start, but do not tighten, the bolts that connect the tank
straps to the frame. Carefully examine the fuel lines and electrical wires. Make sure none will be
pinched by the tank. Reconnect the fuel filler tube to the fuel tank and reinstall the retaining
clamp. Reinstall the fuel pump fuse and reconnect the three terminal connector at the tank if
disconnected. Jeffrey Caldwell has been a freelance writer for over five months and has
published over articles on websites like eHow and Trails. Caldwell writes articles on a wide
range of topics including travel, camping and automotive mechanics. Step 1 Set the parking
brake and block the front wheels of the vehicle. Step 2 Put the transmission in "park" automatic
transmissions or "neutral" manual transmissions. Step 3 Remove the fuel filler cap to release
the pressure in the fuel tank. Step 4 Remove the fuel pump fuse from the fuse block located
below the instrument panel and to the left of the steering column. Step 5 Disengage the three
terminal connector at the fuel tank later models only. Step 6 Start the engine. Step 1 Disconnect
the ground cable from the negative battery terminal. Step 2 Siphon all of the fuel out of the tank
using a hand- or battery-operated fuel pump. Step 3 Lift the rear of the vehicle and support it
using jack stands. Step 4 Remove the retaining clamp and separate the fuel filler tube from the
gas tank. Step 5 Label and remove any fuel tank lines from the sending unit. Step 6 Label and
remove any accessible electrical connections from the sending unit. Step 7 Support the fuel
tank with a floor jack or have an assistant hold it. Step 8 Remove the fuel tank support straps by
removing the bolts that connect them to the vehicle's frame. Step 9 Slowly lower the tank, label
and remove any electrical connections or fuel lines still connected to the sending unit as well as
the ground wire. Remove the fuel tank from the vehicle. Remove the Fuel Pump Step 1 Remove
the cam lock retaining ring. Step 2 Carefully pull the sending unit from the gas tank. Step 3 Slide
the fuel pump up and pull it away from the lower support. Label and disconnect the electrical
leads to the fuel pump. Install the Fuel Pump Step 1 Reconnect the electrical leads to the new
fuel pump. Step 2 Push the fuel pump up onto the sending tube and then seat it in the lower
support. Step 3 Install a new sending unit to gas tank gasket O-ring on the sending unit. Step 4
Carefully reinstall the sending unit back into the gas tank. Reinstall the Gas Tank Step 1 Raise
the tank enough to reconnect the fuel lines and electrical connections you disconnected earlier.
Step 2 Reconnect the fuel lines and electrical connections. Step 3 Carefully lift the tank into
position. Step 4 Reinstall the fuel tank straps. Step 5 Carefully examine the fuel lines and
electrical wires. Step 6 Tighten the bolts that connect the fuel tank straps to the frame. Step 7
Reconnect the fuel filler tube to the fuel tank and reinstall the retaining clamp. Lower the
vehicle. Pressurize the Fuel System Step 1 Reinstall the fuel pump fuse and reconnect the three
terminal connector at the tank if disconnected. Step 2 Fill the fuel tank. Step 3 Reconnect the
ground cable to the negative battery terminal. Run the engine to test for proper fuel system
operation. Remove the fuel pump fuse first and then run the engine. If it does not stop running
after 10 minutes, look for the three pronged connector at the tank and disconnect it. If your gas
tank will be removed from the vehicle for an extended period of time, plug the fuel filler and
sending unit holes as well as the fuel lines on the vehicle to prevent dirt and moisture from
contaminating your fuel system. Gasoline is highly flammable, and gasoline vapors are toxic.
Always work in a well-ventilated area. Be aware of any sources of heat or sparks, such as drop
lights or space heaters. Do not smoke and do not allow those around you to smoke. Under no
circumstances should you use your mouth to siphon gasoline. Always follow the instructions
listed in the owner's manual when lifting a vehicle. Failing to do so can cause injury or death.
Changing your Chevy S10 fuel pump is a simple procedure if you take proper precautions and
follow a few simple steps. Make sure you have all the tools and replacement components before
you begin. Park your Chevy S10 in a safe place with a level surface. Make sure you have enough
room to work around the truck. Markings on the relay or the back of the fuse box lid should
identify the relay. On other models, press the small stem inside the Schrader valve--similar to a
bicycle-tire valve--located on the fuel inline rail, right before the first fuel injector. Cover the
valve with a shop rag as you depress the stem with a small screwdriver to catch the squirt of
fuel. Disconnect the black, negative battery cable and raise the rear of the truck with a floor
jack. Safely support it on two jack stands. Drain the fuel tank into an approved container

through the filler pipe. Use a hand siphon pump if necessary. Disconnect the clamp from the
filler hose at the tank with a screwdriver and remove the hose. Remove the tank shield. Support
the fuel tank with a floor jack and a piece of wood on the jack pad to avoid damage to the tank.
Unplug the pump electrical connector and lower the tank to the floor. Lock the assembly lock
ring by turning the ring clockwise until it locks in place. Raise the tank to its mounting position
and install the tank-holding straps. Install the tank shield and connect the filler neck to the tank.
Lower the truck, plug the fuel-pump relay and connect the black, negative battery cable. Since
Dan Ferrell has contributed general and consumer-oriented news to television and the Web. His
work has appeared in Texas, New Mexico and Miami and on various websites. Step 1 Park your
Chevy S10 in a safe place with a level surface. Step 3 Disconnect the black, negative battery
cable and raise the rear of the truck with a floor jack. Step 4 Drain the fuel tank into an approved
container through the filler pipe. Step 5 Disconnect the clamp from the filler hose at the tank
with a screwdriver and remove the hose. Step 6 Remove the tank-holding straps with a ratchet
and socket. Step 11 Lock the assembly lock ring by turning the ring clockwise until it locks in
place. Step 13 Raise the tank to its mounting position and install the tank-holding straps. Step
14 Lower the truck, plug the fuel-pump relay and connect the black, negative battery cable.
Refill the fuel tank, start the engine and check for leaks. When working on the fuel system of
your vehicle, do not allow smoking near or around the car and park away from appliances with
open flames, such as water heaters and dryers. Your question might be answered by sellers,
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Amazon Renewed Like-new products you can trust. Amazon Second Chance Pass it on, trade it
in, give it a second life. For more information go to DriveMotive fuel pumps deliver the right
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