Civic heater core

The Honda Civic is one of the most popular cars on the road today--the car has a reputation for
being of good quality, packed with features and built to last a long time with little or no major
maintenance or repairs required. If, however, you need to replace your older Civic's heater core,
you should be familiar with the construction of the car's interior before attempting the
procedure. Disconnect the battery cable from the negative side. The manufacturer's
recommendation is to wait 3 minutes; waiting 5 minutes will ensure the system is completely
discharged. Disconnect the air conditioner system by disconnecting the suction line and the
receiver line from the compressor; unscrew the retainer nuts that hold them in place using a
pair of pliers. Drain the coolant from the radiator by opening the drain plug on the bottom of the
radiator. Use an approved drain pan to collect the coolant and dispose of it in a method
compliant with the laws of your community. Remember this substance is poisonous. Open the
cable clamp located under the hood and disconnect the heater control cable. Turn the control
valve of the core to the fully open position by hand. Disconnect the heater hoses from the core
housing; squeeze open the hose clamps using a pair of vise grips and remove the mounting
wing nut from the heater unit by turning it with your hand until it comes free. Remove the center
console from the interior of the vehicle using the screwdriver. Remove the gear shift knob and
disconnect the heat switch connectors which should just pull out of the switches ; front power
accessory port and rear power accessory port which should just pull out of the socket
connectors ; and illumination power cables which should simply un-clamp by hand with
squeeze connectors. Remove the lower dashboard panels, driver glove box and center storage
pocket using the screwdriver. Carefully remove the airbag assembly from the steering wheel
and the passenger side. The airbags are held in place with spring clamps, which will pop open
with mild pressure. Be careful to not apply too much pressure--even a discharged airbag may
still deploy if too much shock is applied. Separate the steering column assembly from the
dashboard unit by moving the column to the fully up position. Use a piece of heavy tape to
secure the shaft sliding cover onto the steering column while it is removed. Remove the hoses
by opening the spring hose clamps using the vise grips. Remove all remaining wires. Remove
the harnesses and retainer bolts using the Phillips screwdriver. Remove the connectors, air bag
control computer and center lower covers by squeezing open the hand squeeze clamps. This
may require the assistance of another person. Lift the dashboard out slowly and remove it from
the vehicle by sliding it out of one of the doors. Unplug the connectors from the air mix control
motor unit, temp sensor, recirculation control motor, heater ducts, power transistor and blower
fan unit. Loosen the heater core cover with the screwdriver and pull the heater core out of the
housing unit. Install the new heater core by inserting it into the housing, then securing it in
place with the housing cover using the screwdriver. Close the drain valve on the radiator and
refill it with fresh coolant. HINT: This would be a great time to perform cooling system
maintenance; pick up a flush and fill kit and clean out the engine's cooling system before
refilling. You also might want to use a cooling system treatment when you refill, especially if
you have an older car. Test the heating system with normal operation and inspect the whole
system for leaks. Pheori Wiley is a freelance writer who has written articles for Helium and
Associated Content, among others. She has been writing professionally since and has used her
knowledge of programming, Web development and auto repair to share in her writing what she
learns from her day-to-day adventures. Step 1 Disconnect the battery cable from the negative
side. Step 2 Disconnect the air conditioner system by disconnecting the suction line and the
receiver line from the compressor; unscrew the retainer nuts that hold them in place using a
pair of pliers. Step 3 Drain the coolant from the radiator by opening the drain plug on the bottom
of the radiator. Step 4 Open the cable clamp located under the hood and disconnect the heater
control cable. Step 5 Disconnect the heater hoses from the core housing; squeeze open the
hose clamps using a pair of vise grips and remove the mounting wing nut from the heater unit
by turning it with your hand until it comes free. Step 6 Remove the center console from the
interior of the vehicle using the screwdriver. Step 7 Remove the lower dashboard panels, driver
glove box and center storage pocket using the screwdriver. Step 8 Carefully remove the airbag
assembly from the steering wheel and the passenger side. Step 9 Separate the steering column
assembly from the dashboard unit by moving the column to the fully up position. Step 10
Remove the hoses by opening the spring hose clamps using the vise grips. Step 11 Lift the
dashboard out slowly and remove it from the vehicle by sliding it out of one of the doors. Step
12 Unplug the connectors from the air mix control motor unit, temp sensor, recirculation control
motor, heater ducts, power transistor and blower fan unit. Step 13 Loosen the heater core cover
with the screwdriver and pull the heater core out of the housing unit. Step 14 Install the new
heater core by inserting it into the housing, then securing it in place with the housing cover
using the screwdriver. Step 15 Reconnect and reinstall everything you removed in reverse
order. Step 16 Close the drain valve on the radiator and refill it with fresh coolant. References

PartSource RepairPal. Do not proceed with this project until you are absolutely sure that the air
bag system has run out of power; failure to do so can lead to serious injury or damage to the
vehicle. Take note of the vehicle's anti-theft codes for all advanced electronics; this includes the
radio, in-car navigation, and on-board personal computing and assistance system. Since you
are disconnecting the power from the battery, these systems will reset to the factory defaults
and will need to be unlocked when you restore power to the car's systems. Do not attempt this
repair unless the warranty has expired--this is one of the systems covered by the car's no touch
policy. Unless performed by an authorized repair technician, this procedure will void your
Honda warranty. Last Updated: January 29, References. This article was co-authored by our
trained team of editors and researchers who validated it for accuracy and comprehensiveness.
There are 13 references cited in this article, which can be found at the bottom of the page. This
article has been viewed , times. Learn more Hot coolant that has passed through other parts of
the engine is run through the heater core as air is forced past it and into the cabin of the vehicle
to heat it. A clogged heater core will prevent the coolant from passing through it, limiting the
amount of heat that can be transferred. Flushing the heater core can remove these clogs, but if
it fails to work, you may need to have your heater core replaced. Next, insert an airline into the
outlet hose and seal the line with duct tape. Place a container under the vehicle, turn on the air
compressor, and allow the coolant and grime to drain into the container. Then, fill the system
with water times with a water hose to flush out any remaining coolant. For tips on jacking up
your vehicle so you can access the firewall, read on! Did this summary help you? Yes No. We've
been helping billions of people around the world continue to learn, adapt, grow, and thrive for
over a decade. Every dollar contributed enables us to keep providing high-quality how-to help
to people like you. Please consider supporting our work with a contribution to wikiHow. Log in
Social login does not work in incognito and private browsers. Please log in with your username
or email to continue. No account yet? Create an account. Edit this Article. We use cookies to
make wikiHow great. By using our site, you agree to our cookie policy. Cookie Settings. Learn
why people trust wikiHow. Download Article Explore this Article parts. Related Articles. Article
Summary. Part 1 of The heater core inlet and outlet pipes are usually located on the firewall
separating the engine from the cabin of the vehicle. Its location will vary from vehicle to vehicle
so if you have difficulty locating the inlet and outlet hoses, refer to the service manual for your
specific vehicle. You can locate the nozzles by following the coolant hoses through the coolant
system. Disconnect the heater hoses. Most coolant hoses are attached using hose clamps that
will need to be loosened with either a screw driver or wrench. Remember, when you disconnect
the heater hoses, coolant and water will pour from them, so be sure the container is placed
directly beneath the hoses below the car. Be careful not to spill coolant on the ground, as it is
bad for the environment. Point the inlet hose down toward the container. In order to clean the
blockage out of the heater core, you will need to force either air or water through the system. As
you do so, the coolant, water and grime within the system will be expelled through the inlet
hose. Insert an airline or water hose into the outlet hose. If you have an air compressor, you can
use an airline to push out the remaining coolant and grime within the heater core. If not, you can
use a garden hose for the same purposes. Place the airline or hose in the outlet hose from the
heater core. Seal the line. Try your best to seal the line where the hose or airline connect the to
the heater hose outlet. Wrapping the area with duct tape or using silicone couplers are both
effective ways to create a seal. A good seal around the hose pushing air or water into the
system will force the pressure to go through the clog. Part 2 of Turn on the hose or air
compressor. With the airline or hose sealed as well as you can to the heater hose outlet, turn on
the air or water. Allow the pressure to build in the system to remove any clogs. The coolant and
grime will drain out of the heater inlet and into the container beneath the vehicle. Allow the
coolant and grime to drain. Turn off the airline or water hose and allow the fluids to finish
draining into the container you placed beneath the vehicle. Be sure the container does not
overflow if you are using a hose. Repeat the process with the water hose. If you used an airline
to remove the initial blockage, switch to a hose now and repeat the process. Filling the system
with water and allowing it to drain will remove any bad coolant. Flush the system one or two
times before moving on. Reconnect the inlet and outlet hoses. Place the heater inlet and outlet
hoses back on the nozzles and secure them again with the hose clamps. This will reseal the
system and allow you to refill it. Be sure to securely fasten the hose clamps, otherwise the
water pressure will cause the hoses to come off. The hoses can usually only reach one nozzle,
so it is easy to determine which goes where. Refill the coolant system. Be sure to use the
correct type of coolant for your vehicle. Once you have filled the system to capacity, screw the
radiator cap back into place. If you are unsure of what kind of coolant is right for your vehicle,
ask the clerk at your local auto parts store for assistance. Part 3 of Park the vehicle on level
ground. You should never jack up a vehicle on a slanted surface or the jack may topple over.

Find a firm, level surface that can support the weight of the front of the vehicle once it is
centralized beneath the jack. Black top and concrete are the best surfaces to jack a vehicle up
on. Never jack up a vehicle on grass, dirt or gravel. Allow the engine to cool completely. The
coolant system is pressurized when heated, so loosening or disconnecting the heater core
hoses while the engine is warm could cause it to spray hot coolant and injure you. Wait a few
hours after the last time the engine was running before starting this project. If it is slightly
warm, the engine inside is likely still quite hot. It may take a number of hours for an engine to
cool completely. Jack the vehicle up. Slide a trolley or scissor jack beneath the vehicle at one of
its designated jack points. Lift and lower the handle trolley jack or turn it scissor jack to jack the
car up. Once the vehicle has been jacked up, slide jack stands beneath it to support the weight
of the vehicle. Place a container beneath the vehicle to catch drained fluids. You will need to
flush all of the coolant and grime out of the heater core and a portion of the coolant system into
a container on the ground. Be sure the container you choose does not leak and preferably can
be sealed to transport the coolant to a recycling center. Maybe your thermostat is stuck open
and your engine is not getting warm enough, or your heater core is plugged, not allowing the
coolant to get in. Not Helpful 0 Helpful Unanswered Questions. How does the heater regulate on
a F pickup truck? Include your email address to get a message when this question is answered.
Related wikiHows How to. How to. More References 4. About This Article. Co-authored by:.
Co-authors: 9. Updated: January 29, Categories: Engine Parts. Italiano: Lavare il Radiatore di
Riscaldamento dell'Abitacolo. Thanks to all authors for creating a page that has been read ,
times. I was not aware of the draining of the heater core under the vehicle! Tina Moore Jan 20,
Thanks to your easy-to-follow steps, I did it! More reader stories Hide reader stories. Did this
article help you? Cookies make wikiHow better. By continuing to use our site, you agree to our
cookie policy. Jim Southerd Dec 5, Share yours! More success stories Hide success stories.
Related Articles How to. By signing up you are agreeing to receive emails according to our
privacy policy. Follow Us. Get all the best how-tos! X Help us do more We've been helping
billions of people around the world continue to learn, adapt, grow, and thrive for over a decade.
Let's do this! When you go with a smooth running Honda, you're glowing with pride. An
investment in devices that improve drivability also improves performance in icy conditions.
Options which provide a more deluxe ride can increase safety as well as drivability. In order to
heat the passenger area of the car, the Honda Civic Heater Core links directly the motor's
warmth. Your vehicle's Heater Core is a mechanism which is used in heating the cabin of the
car or truck. The Heater Core looks like a car's radiator but can be found behind the dashboard.
The Heater Core is the warming mechanism that heats up the inside of an auto by running hot
water through it and blowing air over it into the car. The Heater Core is full with searing hot
coolant that has air thrust all the way through it to warm in the interior of the auto. Whether
you're hunting for ordinary parts like door handles or something more advanced like valve
covers, PartsGeek. They are available for the following Honda Civic years: , , , , , , , , , , , , , , , , , , ,
, , , , , , , , 11, 10, 09, 08, 07, 06, 05, 04, 03, 02, 01, 00, 99, 98, 97, 96, 95, 94, 93, 92, 91, 90, 89, 88,
87, 86, This part is also sometimes called Honda Civic Heater Cores. Product arrived before
expected date was packaged correctly and I was very pleased and will use parts geek in the
future. Skip to main content Menu. Close X. Call To Order: To return a part, simply submit a
support ticket within 30 days of ordering and we will issue you an RMA number to return your
product. See customer service page for refund and return details. We scour the web to make
sure PartsGeek always has low prices. You can buy with confidence! Click to Enlarge. Spectra
Premium Heater Core. Product SKU: W Shipping Options: Ground, Overnight, 2 Day. Quality:
Premium - High quality new replacement part. Features: Features drop-in fit, form, and function
Offers to solve original design failures and improve the life of high mileage vehicles Utilizes
cycle, vibration, burst, and environmental state of the art testing Features premium grade
materials ensuring added product longevity Improves the life of high mileage vehicles.
Thermostat housing and water outlets are connections that transfer coolant between the
radiator and the engine block and generally house the thermostat. Constructed with quality,
durable materials. Read more reviews. Needed a heater core and was very satisfied with
Customer service and shipping. Catalog: B. Vehicle Body Honda Civic. Vehicle Sub Model
Honda Civic. Catalog: A. Vehicle Honda Civic. Shipping Options: Ground Fitment Information:.
Catalog: D. Catalog: H. Vehicle Engine Honda Civic. Catalog: C. Catalog: T. Catalog: N. The
heater core is normally located behind the dashboard of your car, either on the passenger side
or under the dash center. It has some housing or casing and is typically buried behind nearly all
the other dashboard features or components. These costs will vary depending on your location
and the type of car you drive, so they should only be used as a rough estimate. It has a grid of
several little tubes as well as a waffled appearance that comes from the fins that are used in
dispersing the heat. The work of the heater core is to regulate the temperature within the car.

When this component breaks down, your car is left without any heat as your antifreeze stops
flowing. Your heater core makes it possible for your defroster and heater to function efficiently.
When it breaks down, the temperature in your car will begin dropping. The subsequent
replacement cost is usually not very high, but the levels of discomfort in the car are high.
Benefits of having your heater core replaced in good time include:. Additionally, it is possible to
reduce your front-end cooling module and cooling size for maximum efficiency during the
replacement. Efficient Engine Operation â€” This technology boosts the operation of other
fuel-saving technologies in your car such as exhaust gas re-circulation and automatic grille
shutters. This is through enabling them to run nearer to their optimum efficiency levels. When
this setting breaks down, your system is no longer operating optimally. Replacing the
malfunctioning heater core restores the balance. The heater core of your car can also be utilized
in supplementing on-demand engine cooling so that you can maximize the front-end cooling
pack for regular driving. Although ignoring the necessary repair or replacement of the heater
core is not going to leave you by the roadside stranded or totally helpless, it could very well end
up making your experience very uncomfortable. This becomes especially critical over the
winter. Surviving without heat over winter or to drive a car with frosted windows certainly does
not make your driving neither comfortable nor safe, so get the heater core it repaired or
replaced. Obviously the time to have your heater core replaced is when you have no heat inside
your car or you are getting very little of it. At this stage, the heater core has either clogged up
such that the unit is not having the hot coolant circulating well, or the coolant is leaking. A clog
in the heater core forms as a result of the residue deposits left behind by old coolant. This will
eventually end up sealing up the core tubes through which the coolant is meant to flow.
Depending on the size of the hole, a leaking core could still be supplying some level of heat.
You may identify a leaking heater core by the smell of coolant emanating from the vents or the
wet patches visible on the rug of your car, especially on the passenger side. A leaking heater
core will expose you and your passengers to breathing such toxic fumes which over time could
make you ill. A heater core is a comparatively inexpensive part across all vehicle makes and
models. What is however rather hefty is the labor portion of the replacement bill. As such, most
of your dash if not entirely must be removed first. The hoses bringing in and taking out the
coolant must also be disconnected, something which can be quite a task. The best option is to
get a personalized heater core replacement cost estimate based on your specific car and
geographical location. However, remember that cheaply acquired and installed heater cores
tend to leak easily and may not last that long. The heater core may not be critical to the function
and running of your car while on the road. However, it has a vital role when it comes to making
your driving experience comfortable. You will therefore want to make sure that the heater core
in your vehicle is function smoothly and efficiently at all times. Take your time, find, and engage
a reputable mechanic with experience in motor vehicle climate control maters and let them deal
with the issue. Below are some sample costs for having the heater core replaced on some of the
most popular cars in the country. These should be used as a guide only, as the costs will vary
depending on your location. Remember me. Heater Core Replacement Cost. Table of Contents.
Subscribe to our mailing list. Electrical items are expressly excluded from coverage and should
be inspected upon delivery and are accepted on a final sale basis only. Merchandise not
defective or incorrect for application regardless of who is at fault may be returned within sixty
60 days for exchange only. All claims for returns must be accompanied by a copy of the original
sales invoice. No reimbursement will be given for delay, labor, mileage, towing or other costs in
installing or reinstalling merchandise. Seller shall not be liable for any incidental or
consequential damages including, but not limited to, labor, installation, removal or abuse of this
merchandise. It is agreed that the sole determiner of condition for return is the seller. Any
refunds will be issued by Paypal only. All used merchandise must be inspected by buyer for
defects or safety hazards, seller states that he in no way guarantees or warrants used
merchandise for apparent or non-apparent safety hazards and affirmatively states that the used
merchandise sold may have safety hazards and it is the responsibility of buyer to inspect for
actual or latent safety hazards or hire an expert to so inspect. If requested, exchange parts must
be turned in at the time of purchase, or a core charge will be made. If requested, the core must
be returned within sixty 60 days from the date of purchase and must be accompanied by a copy
of the original sales invoice to receive refunds. All special order items qualifying for return may
be returned for replacement only. Body sections or merchandise which has been cut off to
specifications are not returnable. Any warranties on the products sold herby are those made by
the manufacturer. The seller herby expressly disclaims all warranties, either expressed or
implied. Including any implied warrant of merchantability or fitness for a particular purpose, and
neither assume or authorizes any other person to assume for any liability in connection with the
sale of said products. To place a claim, the buyer must return the part with a copy of the original

sales invoice. The part shall not be altered, modified, disassembled or damaged by misuse,
improper installation or accident. Ship To Locations:. Depending on which country you are in,
you may need to contact us for a shipping quote before or after purchase to complete the sale.
We usually ship within business days of receiving cleared payment. Unless otherwise noted,
Buyer pays shipping. Please see these three carriers for an estimate of your shipping costs
before you order:. Freight Shipping:. We will not ship freight items and some larger or fragile
parts outside of the 48 US states. For large items that must be shipped via Freight Truck i. We
can also arrange for you to pick up your freight item at your local freight terminal. For an
accurate residential freight quote, please contact us before your purchase. If for some reason
our shipping cost is greatly over this estimate, we reserve the right to ask for additional funds
or an alternate ship to address. Shipping Deadlines:. We will try to process every order within
24 orders of checkout. Orders placed after pm EST cannot be guaranteed shipping that day. If
you need 2nd day air or Next day air service please contact us via eBay Message for best
results. All freight items will go out the same day if the order is placed before noon EST. This is
providing that we have adequate payment, shipping instructions and phone numbers to process
the shipment. Welcome to Robertson's Auto Salvage - the future of recycled auto parts on eBay!
Since we have been supplying local businesses quality used automotive parts. We are happy to
introduce our eBay Store with inventory ready to be shipped virtually any where in the world.
For international orders and freight quotes, please contact us via eBay Messaging. Our main
contact method is by eBay Messages. We try to answer all messages within 24 hours. If we are
unable to answer your questions before the listing ends the item will be re-listed again soon for
you to purchase. Core Charge. A core charge is sometimes applied to rebuildable parts such as
engines or alternators that can be redeemed for a portion of their original price. If the part you
are purchasing has a core charge applied, it will be noted in the description. Parts Grading. A
standard code system is used to communicate the condition and quality of a part between
automotive recyclers, automotive repair shops, and insurers. Knowing how these codes are
used will help you understand whether the part meets your expectations before you buy it and
what you can expect from the part when you receive it. It is of average miles and normal
condition for its age. Welcome to our eBay Store! Shipping Deadlines: We will try to process
every order within 24 orders of checkout. How to fix the seventh generation of Honda's compact
car. I see it says watch out for Air bags but I too am a certified master technician and I say that
unplugging the battery is the first thing, second is to wear rubber latex gloves so that no part of
your hands come in contact with any electrical wiring for the bags. I have seen the electricity in
a person's body set one off, now I don't know if he had a pacemaker or not, but I go that extra
mile to not get punched in the face. Jimfixer jimfixer. Good luck with this and dont forget to
disconnect your battery nothing ruins a job like getting an airbag in the face. Fix Your Stuff.
Back Answers Index. Dan Rep: 13 1 1. How to replace a heater core? View the answer I have this
problem too Subscribed to new answers. Is this a good question? Yes No. Voted Undo. Score 1.
The All-New. The high performance electronics repair kit. Chosen Solution. Jimfixer jimfixer
Rep: Was this answer helpful? Score 4. How to replace heater core. Add your answer Dan will
be eternally grateful. View Statistics:. Forums New posts Search forums. Media New media New
comments Search media. Members Current visitors New profile posts Search profile posts. Log
in Register. Search titles only. Search Advanced searchâ€¦. New posts. Search forums. Log in.
Install the app. For a better experience, please enable JavaScript in your browser before
proceeding. You are using an out of date browser. It may not display this or other websites
correctly. You should upgrade or use an alternative browser. Heater Core Bypass. Thread
starter Harvey Start date Oct 20, Harvey Member. Joined Sep 11, Messages Call me crazy but i
want to remove the heater setup from my car, as it's pretty much only going to be coming out in
the warmer weather. I was wondering if anyone had any tips regarding removing the actual
heater core and looping the coolant lines? Cheers, Harvey. Joined Jul 15, Messages Which car?
What setup? Bcos it aids in coooling too.. Wazer Well-Known Member. Joined Jul 8, Messages
1, Fyi even with fans on heat exchange is taking place providing the hot setting is on,,if its
highley built with oem coolng system then every little helps in cooling, its one more thing to
help eliminate the engine killer called detonation. It's on an EK4, I will be running an oil cooler. I
know I need loop the lines but I was wondering what I need to use to loop them. I know people
have done it the past on a b series. Joined Apr 1, Messages Harvey said:. Wazer said:. All thats
on my k is a extended hose mate.. Joined Aug 8, Messages 1, I'm running wazers old high spec
B20 and it runs with an OEM radiator absolutely fine and no real temp issues - worst case you
uprate the radiator to a larger capacity. Yeah stock B16A2. Do you think it's worth running an oil
cooler as well? Do I need to get an extended hose to loop the lines? Joined Jul 24, Messages 6,
Ive removed my heater core on the track only car, wouldn't recommend doing this on a street
car as the heater itself can help cool the engine when it is on. I took mine off to help lower

weight. I did install an oil cooler with thermostat to better heat the engine up on a cold start, this
is a must have with an oil cooler. Cheers for the info tama, i've been searching some of your
posts regarding the TB coolant bypass, really helpful mate. Now i've removed i need to block up
the hole in the firewall and under the wiper scuttle, any tips on what to use? Joined Nov 19,
Messages You can just loop the pipe at the back or you can buy a bung for some engines you
can screw in to delete the pipe coming out of the block or a bung to block thermostat as well. I
was able to get mine from r motion. Cheers guys, didn't realise i could use the longer hose and
loop that round but it worked perfectly. You must log in or register to reply here. If the heating
system in your Honda Civic is not producing hot air, there can be a number of reasons for this.
The biggest cause is a faulty heater core. You need to make certain there isn't another reason,
however, especially since replacing the core is a complex and time-consuming affair. Other
causes can include a stuck thermostat or worn-out hoses. The good news is that
troubleshooting a Civic's heating system for problems isn't as difficult as its more complex air
conditioning counterpart. Check the condition of the drive belt on the air conditioner
compressor. Replace it if it is deteriorated or worn. Adjust the tension if needed. Inspect the
hoses on the system. Look for cracks, hard spots or deterioration, and check for oil bubbles or
seepage around the fittings. Replace any hoses where you find leaks, wear or other damage.
Look over the condenser and check for any debris inside like leaves or bugs. Clean the
condenser with compressed air or a special "fin comb. This means a leaking heater core;
replace the core. Check the thermostat's condition. It is likely stuck open if the engine takes a
long time to heat up or stuck closed if the lower radiator hose isn't hot while the engine is.
Replace the thermostat if it is stuck. Feel both of the heater hoses near the firewall. If one of
them is cold, this means either there is a blockage in a hose or the heater core or the heater
control valve is shut. Disconnect the hoses and use a water hose to back-flush the core; if there
is still no circulation, remove the hoses completely and flush them. If the core is still blocked,
replace it. Step 1 Check the condition of the drive belt on the air conditioner compressor. Step 2
Inspect the hoses on the system. Step 3 Look over the condenser and check for any debris
inside like leaves or bugs. Step 5 Check the thermostat's condition. Tips Running the heating
system at least once a month for 10 minutes, especially in winter, will preserve the system by
preventing the hoses from getting dried or cracked. We've Made a Site Update. Refresh to the
latest version. Retrieve quote. Track order. Sign In or Create Account. Every Purchase
Supports. Texas Relief Efforts. Select your vehicle. Honda Civic Heater Core. Select your vehicle
year. Refine by:. Heater Core part. Returns Policy. Quantity Sold. Shop Honda Civic Heater Core.
Showing 1 - 8 of 8 results. Sort by:. Vehicle Info Required to Guarantee Fit. Core Charge. Add to
cart. Part Number: RH Part Number: GPD Product Details Warranty : 1-year limited warranty.
Page 1 of 1 Showing 1 - 8 of 8 results. Replacement Heater Core. May 18, Heater core. I installed
this heater core yesterday and so far so good. Laquita Benson. Purchased on May 01, Helpful
Automotive Resources. Bad Heater Core Symptoms How can you tell if your heater core is bad?
While the radiator transfers heat from the hot coolant into the atmosphere, the heater core
transfers heat to the cabin. Together, the two unitsâ€”and everything that goes along with
themâ€”are known as the heating, ventilation, and air conditioning HVAC system. Contact Us.
Phone Number Shop with Confidence. All Rights Reserved. Terms of Use. Privacy Policy.
California Supply Chain Disclosure. Accessibility Statement. Manufactured from top quality
components, this is your best option and inexpensive replacement for your rebuild, repair, and
maintenance needs - an OE replacement product for your damaged or aged factory part. We've
Made a Site Update. Refresh to the latest version. Retrieve quote. Track order. Sign In or Create
Account. Ev
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ery Purchase Supports. Texas Relief Efforts. Select your vehicle. Refine by:. Heater Core part.
Returns Policy. Quantity Sold. Shop Honda Civic Heater Core. Showing 1 - 2 of 2 results. Sort
by:. Guaranteed to Fit. Core Charge. Add to cart. Part Number: GPD Product Details Warranty :
1-year limited warranty. Page 1 of 1 Showing 1 - 2 of 2 results. Featured Brands. Reviews
Questions, Answers. Replacement - the most affordable brand name for replacement parts th
GPD Heater Core is made to meet or surpass the strict requirements of the automakers. This
Heater Core is built using only high quality materials and above the standards components
available in the market today. Helpful Automotive Resources. This can be caused by a faulty
thermostat. When a defective thermostat no longer opens, the engine will overheat and cause a
breakdown. Contact Us. Phone Number Shop with Confidence. All Rights Reserved. Terms of
Use. Privacy Policy. California Supply Chain Disclosure. Accessibility Statement.

