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have reported 18 problems related to ignition coils failure under the electrical system category.
The most recently reported issues are listed below. Also please check out the statistics and
reliability analysis of Ford F based on all problems reported for the F Vehicle intermittently
sputters when accelerating from a stop and also when the vehicle is in motion. I replaced the
ignition coil and spark plug in cylinder 3. Unfortunately, the intermittent sputter continues to be
an issue as well as the check engine light being activated. Accelerating in traffic and from a
stop is dangerous and requires additional attention and driving techniques to prevent a
potential rear end collision caused by a vehicle approaching my vehicle from the rear. See all
problems of the Ford F While traveling a long duration at a consistent mph, low rpm, and low
turbo boost pressure I began to climb a hill where more acceleration was needed to maintain
mph. At time the vehicle rapidly slowed, engine light cam on, tried to add throttle to stay out of
the way of approaching traffic but just continued to slow. This happened while traveling from
las vegas nevada to reno nevada. I replaced the ignition coils and that solved the problem only
to have it happen again in less than 5k miles in the same driving conditions. While getting on
the highway and accelerating, my truck began to shake and lose power. I took it in to the shop
afterwards and they had to replace all spark plugs and 1 ignition coil. After researching this, I
found out this has been an issue on several - model eco boost. Please force a recall, as I do not
feel I need to pay for something Ford is responsible for. When trying to back out of my
driveway, the truck made a loud popping sound from the engine. When I raised the hood, I could
smell unburnt fuel. I then did some research online and found out that this could be a blown
spark plug from the cylinder head. I have read many forums and talked to several mechanics
about the symptoms I have experienced. All have said this is a very common problem with this
engine and other Ford engines. I called Ford motor CO. And they were not aware of any
problems with this engine. My local dealer was aware of the problem and therefore stock plenty
of ignition coils on hand. Ford should be responsible for this cost, no questions asked. I called
Ford and they told me it has been a problem and to hold onto my reciepts in case there is a
recall in the future. I have a Ford f and within the last 4 months I have had 3 ignition coils go up
in it I called Ford and they told me it has been a problem and to hold onto my receipts incase
there is a recall in the future while I was at our local Ford dealership getting my truck worked on
they also told me they have had a lot of fl50s coming in with the same problem do you know if
there will be a recall on the f ignition coils? I've had this problem dx by my local mechanic over
three years and he has repaired it. I have receipts. Today he said to contact the dealer to see it
there is a recall. My Ford f with a 4. First noticed ticking noise in my 5. Oil was at correct level. I
went down a road I routinely go, and started hearing a very loud clanking. Spark plug blew out
of the hole and now trying to fix. Hopefully wont have to replace the head. Apparently I am not
the only owner of this engine with the same problem!! I had to have it towed to the only people
who will try to fix it. Other repair stations say they wouldn't touch it and that they had, or have
been threatened by, a lawsuit from the vehicles owner. This has already cost me the
replacement of the ignition coil, a an expensive spark plug, and a lot of down time. The contact
owns a Ford f While driving 25 mph the engine shut off without warning and he was unable
restart the vehicle. The vehicle was towed to the dealer and they stated that the 5 ignition coil
caught fire and blew a relay fuse. The failure previously occurred with the 6 ignition coil. The
failure mileage was , and the current mileage was , The vehicle started to buck, and the service
engine light came on. When he took vehicle to the dealership they told him that there moisture
was getting into the ignition coils, causing them to rust. The consumer had one of the ignition
coils replaced, in and in , the consumer had taken vehicle back to the dealership for the same
problem. They told him that it appeared that it was happening to two other cylinders. As of now
he has not had the other two replaced. There were no other problems with the vehicle. My f

supercrew 1ftrwx2kb is getting the 3rd ignition coil replaced. Each time tomball Ford has
repaired the vehicle and the last two times I have had to pay for the repairs. I would like Ford to
recall the ignition coil on this model and pay for my repairs. My Ford f 4x4 blew 3 coils within 3
months of each other, culminating with the ignition coil in August I contacted Ford and was told
I was being put on a "recall list" in case others had complaints. When the coils blow, there is a
horrible noise from the engine and an immediate loss of power due to the spark plug no longer
igniting that cylinder for the engine to run off of. Luckily, I was able to pull over to the side of
the road and call a wrecker without incident. All three coils were replaced and I still have
receipts. I traded the vehicle in due to the numerous problems it began having. Ignition coil
misfiring, vehicle exhibited occasional miss fire. Upon cold start after sitting for several days
plume of blue smoke from tail pipe was noticed. Dealer could not duplicate event but
determined 1 ignition coil was firing at reduced capacity. Unit was replaced and incident of blue
smoke at cold start has been reduced. Ignition coils had to be replaced 5 times within the last
year. When taken to get serviced, they could not determine the problem. I own a Ford F
lightning. It blew several 3 spark plugs two months after purchasing it. The vehicle had
approximately 16, miles and was still under warranty. The spark plugs and the ignition coil had
to be replaced by the dealer. Repeated ignition coils failed creating unsafe driving conditions.
Also brought in on several times to be fixed to be told dealer could not find the problem until I
was left stranded several times. On the first time of two coils going while I was driving the
hubcaps came offand tires went loose. The ignition coil went out continuously, which caused
the vehicle to loose power. The dealer has replaced the ignition coil four times and the vehicle
is being repaired again for the coil. Car Problems. Ignition Coils Failure problem of the Ford F 1.
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appreciate it. JavaScript is disabled. For a better experience, please enable JavaScript in your
browser before proceeding. Bad coil pack on 5. Thread starter Right Touch Start date Jan 2,
Location Hillsborough, NJ. The only recurring problem seems to be the coil packs will go bad all
of sudden, causing misfiring and a very bumpy ride. When this first happened a few years ago, I
replaced them all and the truck was good for 3 years. The 1 and 3 coil went bad last winter, I
took it to STS and just had those two replaced, and the truck was still running rough, so I took it
to a buddy and he said they replaced the coils but not the plugs that go with those coils, so he
just replaced the two spark plugs on those coils and it was fine very inexpensive fix and it was
one of those where you are like, wow thats all it was! All of a sudden this week the truck is
running rough again- so i take it to my new mechanic who i think i can trust and he replaces the
5 coil, says another one is going but he cant isolate it yet, and they all should be replaced at
once. I drive the truck off the lot and it runs great. Two days later the check engine light is back
on and its running rougher than ever! Should I have him just replace the bad coil or all of them?
And should the spark plugs be replaced also? Im so confused over these darn coils! Location
Northern NJ. I have a little experience with those coil packs. I think there is something else
going on if you are going thruogh that many coil packs. I think the trucks electrical system
should be checked before investing any more money. How many miles on this truck on
question. I have heard that the coils usually last about miles and than they should be replaced
only as needed. My buddy had one fail at and than another one at After the second one, he
decided to do all of the remaining seven. Location marion n. Actually the truck DOES have an
electrical problem- a few years ago every time it rained all my electrical went crazy, turns out
there was a leak in the windshield that was dripping water into the fuse box. Sealed the leak and
havent had problems since, but Im guessing it did some sort of damage. Location Auburn, WA.
When you get a check engine light, what code does it show. IIRC a bad coil pack will show as a
misfire, the code being x, with the x being the cylinder number. If you have this code, try
switching the coil packs between the misfiring cylinder and another cylinder. If the misfire
switches cylinders, you have your culprit. If not, then it could be an injector or wiring problem.
Reading and interpreting the check engine codes is critical. If you don't know the code, you are
literally taking a wild azz guess as to what the problem is. Location Matteson Il. If you have this

happen, when you do replace it you have to seal around the plug and the rubber boot with
dielectric grease, but a dab on the top of the plug, and on the bottom and top of the rubber boot.
What happens is that it gets water down there and it shorts through the boot and blows out the
pack over time. You must log in or register to reply here. This listing is for part or sub-assembly
number given below only. With an ever-expanding line of coils and all the spark plug wires,
tune-up kits, and fuel injectors hot rodders have trusted and relied on for years, CarBole is
constantly developing innovative new products designed to push power, speed, and
performance to match advancements in automotive technology. As always, CarBole offers a
comprehensive selection of performance products, including coils, digital fuel injection
systems, fuel injectors, distributors, caps, rotors, ignition wires, spark plugs. We will ship the
black item to you if you do not leave a message to notify us that you want the green color.
Notes: Fits 4. Fits Vehicles :. Part Number:. We usually ship items with 24 hours except
weekend and holiday. We are not responsible for any wrong or undeliverable address. Please
make sure that your address is correct before we ship your package out. The phone number
sometimes will be important when your package is held by your Customs office or be put on
your local post office. They may need your phone number to call you to pick it up. Please be
patient. International sellers please are advised that customers in your country may charge
duties or other fees. We are not responsible for any customs duties tariff. Before you open a
case about not receiving your package,please firstly try to get its shipping status. Hope for your
understanding. Thank you! If you don't receive the item after 40 days,please contact us, we'll
investigate and solve the delivery problem. We accept payment via paypal. All of the items will
be shipped to buyer's eBay address, please confirm your address on eBay before you buy. We
aim to provide you with the best online shopping experience, and it's really important that you
love your purchase from us. If you received the wrong item or the item was damaged,please do
not worried and contact us firstly. We will resolved it ASAP. If for any reason you are not happy
with your purchase we also gladly accept returns. You will receive a full refund for the cost of
the merchandise less all shipping costs. When we receive your package we will process the
return within 14 business days. You will receive a refund for the purchase price less all shipping
costs. Feedback is very important to us. We request that you contact us immediately BEFORE
you give us neutral or negative feedback,so that we can satisfactorily address your concerns.
Our office hours are :. And our office is closed on Sunday and public holidays China. We
apologize for the late reply during the holidays and the time lag. Notes: Fits 3-valve engines
only with early style 16mm high thread design spark plugs. Replaces coils with short 4. This's a
straight shaft ignition coil, the curve shaft coil also in stock. Powered by SoldEazy. Skip to main
content. Email to friends Share on Facebook - opens in a new window or tab Share on Twitter opens in a new window or tab Share on Pinterest - opens in a new window or tab. Add to
Watchlist. People who viewed this item also viewed. Showing Slide 1 of 1 - Carousel. Check if
this part fits your vehicle. Picture Information. Mouse over to Zoom - Click to enlarge. Trusted
seller, fast shipping, and easy returns. Learn more - Top Rated Plus - opens in new window or
tab. Get the item you ordered or get your money back. Learn more - eBay Money Back
Guarantee - opens in new window or tab. Seller information bigbig-sales Contact seller. Visit
store. See other items More See all. Item Information Condition:. Make Offer. Resume making
your offer , if the page does not update immediately. Add to Watchlist Remove from watch list.
Watch list is full. Limited quantity remaining. Does not ship to Ukraine See details. Item
location:. Rowland Heights, California, United States. Ships to:. United States and many other
countries See details. This amount is subject to change until you make payment. For additional
information, see the Global Shipping Program terms and conditions - opens in a new window or
tab This amount includes applicable customs duties, taxes, brokerage and other fees. For
additional information, see the Global Shipping Program terms and conditions - opens in a new
window or tab. Any international shipping is paid in part to Pitney Bowes Inc. Learn More opens in a new window or tab International shipping and import charges paid to Pitney Bowes
Inc. Learn More - opens in a new window or tab Any international shipping and import charges
are paid in part to Pitney Bowes Inc. Learn More - opens in a new window or tab Any
international shipping is paid in part to Pitney Bowes Inc. Learn More - opens in a new window
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with this special offer. If you Buy It Now, you'll only be purchasing this item. If you'd like to get
the additional items you've selected to qualify for this offer, close this window and add these
items to your cart. Buy only this item Close this window. Report item - opens in a new window
or tab. This translation tool is for your convenience only. The accuracy and accessibility of the
resulting translation is not guaranteed. Note: The accuracy and accessibility of the resulting
translation is not guaranteed. Seller assumes all responsibility for this listing. My Garage. Go to
My Garage. Please wait. We were unable to complete your request. Please try again later. This
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Limited is actually a Lariat model. It has the Triton 5. This engine is known as "Condor" and it
was redesigned from Ford's own separate company, Motorcraft, is their parts, lubricants,
corporation. For obvious reasons, it is the preferred company for parts and lubricants on Fords,
Lincolns, etc. Ford also recommends BP fuel, who does carry a top-tier gasoline called
"Invigorate" a formula to make a higher concentration of detergent in all grades that exceed
EPA minimum requirement. I mostly use Costco which is 5x the detergent requirement or
Chevron with Techron. The engine is considered modular because of its design to share certain
parts among the complete engine family. In other words, it refers to a manufacturing plant
protocol that was called "Modular" where its tooling could be changed in a few hours to
manufacture different versions of the engine family. It still featured a SOHC, aluminium
cynlinder heads, sequential multiport fuel injection system. It has an immediate throttle
response, housed in cast iron, a degree V-cylinder block and has variable camshaft timing VCT.
In addition, it has individually chain-driven camshafts with a hydraulic timing chain tensioner on
each timing chain along with a distributorless ignition with an electronic returnless fuel system.
The Triton 5. Production was from June - July It was part of the eleventh generation of the Ford
F family. The plant was originally called the "Dearborn Assembly Plant" until production
changed over from Mustang to the F back in This site is what came out of that. This site
provides a lot of the steps to carefully analyze, troubleshoot, and replace coils and plugs. To
truly find out if a coil is bad, one can utilize an ohm meter or for even better analysis an
oscilloscope. If resistance is out of spec then the coil is bad and needs to be replaced. Also my
own link on this process to testing these with an ohm meter is there too. Links about the
physics of the ignition process and Faraday's Law on ignition inductance are included links
below. When under high engine loads there is less energy and the coil can't fulfill enough
electricity to fire the spark plug. In my case, there is what others call bucking in the mph range
when under a light acceleration. If you accelerate harder, you can soemtimes push through this
bucking. The stock coils produce 25, volts and using Accel coils as shown below allows for a
hotter spark in the combustion chamber for an increased burn of the fuel mixture thus resulting
in additional horsepower and better fuel economy. I couldn't test this to precision with what I

own in tools. It is said you will also get quicker starting, smoother idle and a greater throttle
response. If you really only had to change spark plugs every , miles, then this information
wouldn't be useful for you. These Tritons from the years seem to have plugs or coils that go bad
more frequent than they should of course depending on how you drive and how well you take
care of your vehicle all around. My first full set of spark plugs were changed out at 79, miles.
Then again at , Then a new single coil around , Around k miles then coils 1,2,7. In the high s I
replaced 2 coils and 1 plug, a lot better but still some random bucking around the Replaced 7
spark plugs and decided to replace the rest of the coils. Another theory I read is that now the
Fords have port injection combined with the direct injection. Direct port water methanol
injection prevents carbon buildup on the back side of the engine's valves. Even with TopTier
gasoline or Techron addictives, you aren't getting the cleaning you should and leads to the
misfire codes with the loss of power and hard starts. Injecting the fuel directly into the cylinder
instead of the back of the valve can take care of this build up; however, this seems to apply only
to the EcoBoost engines. Lastly, to sum up of all the issues I have understood about firing is
the problem isn't so bad as long as you have had the original factory installed plugs removed
successfully. This article isn't related to the scenario that is found out there where the plugs
blow out of the engine causing major damage. From what I have gathered there are several
reasons hypothesized about this with one being the incorrect torque over torquing being
applied. The spark plug has steel threads and when over torque within an aluminum block will
result in cracks in the aluminum threads allowing gaps and less than ideal seating. Another was
that the plugs were not manufactured correctly during the build out and broke off. Lastly, the
timing chain going defective causing all the valves at once to hit the pistons see my link at the
very bottom about changing the timing chain. Again this article isn't about these latter issues in
detail because the models affected seemed to only have the blowouts reported for the Fs and
mine is a Other Ford models had different years. In other words, spark activities are monitored
here and it is assumed this part is functioning correctly. Accel SuperCoil quantity of 8, I am
experimenting not using the Motorcraft recommended coils. These are same values as
Motorcraft OEM 0. Peak current is guessed at 8. Check out my link at the bottom of the page
about using Granatelli coils. Ford says to tighten these down to 6 Nm 53 lb-in. Ford also says
you should disconnect the battery ground cable prior to disconnecting the ignition coil
electrical connector. Ford note: The current flow, or dwell, through the primary ignition coil is
controlled by the PCM by providing a switched ground path through the ignition coil driver to
ground. When the ignition coil driver is switched on, current rapidly builds up to a maximum
value, determined by the coil inductance and resistance. When the current is switched off, the
magnetic field collapses which induces a secondary high voltage surge and the spark plug is
fired. This high voltage surge creates a flyback voltage which the PCM uses as a feedback
during the ignition diagnostics. The PCM uses the charge current dwell time characteristics to
carry out the ignition diagnostics. I haven't had these break off myself but I heard with
champion spark plugs the nut and electrode shell are machined as one solid piece too. It is also
known that the stock plugs were the PZT14F's and those were bad to remove as they were
designed in two pieces. Anything sold these days by Motorcraft are the new redesigned ones.
Ford says to tighten to 34 Nm 25 lb-ft. Note that the spark plug gap is NOT adjustable which
saves us time and probably could deserve its own page to explain why this is. Spec is at 1.
Georgia State University has a great short document on this. Check it out over at their Dept of
Physics and Astronomy page. I used no more than 1 teaspoon. This is low cost alternative to
using the Ford WDS computer World Diagnostic System which is a lap-top computer that
receives a diagnostic routine from a docking station and is then carried to the Ford model and
plugged into the diagnostic interface, aka Ford WDS replaced the FDS See below the
connection screens from the iOS device. To test misfire and fuel monitors from a stop,
accelerate to 60 mph. Decelerate at closed throttle to 40 mph no brakes. Repeat this 3x. Ensure
the unit is connecting to vehicle and getting the codes. A side note: during engine crank the
PCM fires 2 spark plugs simultaneously. Of the 2 plugs simultaneously fired one will be under
compression the other will be on the exhaust stroke. Both plugs fire until camshaft position is
identified by a successful camshaft position CMP sensor signal. Once camshaft position is
identified only the cylinder under compression is fired. This allows the engine to operate
without the PCM knowing if cylinder one is under compression or exhaust. Cylinder firing order:
Here is the layout of the cylinders. Exploded view. Plug well: This is what a bad spark plug
looks like looking down into the plug well. There is some carb cleaner sitting on it. If the coil
boot seals aren't that great then you can get all kinds of stuff in there between the spark and the
coil boot. Spark plug gone bad: pulled bad spark plug. You want to check for oil and carbon
fouling. Check for wet, black deposits on the insulator shell bore electrodes, caused by
excessive oil entering the combustion chamber through worn rings and pistons, excessive

valve-to-guide clearance or worn or loose bearings. Look for black, dry, fluffy carbon deposits
on the insulator tips, exposed shell surfaces and electrodes, caused by a spark plug with an
incorrect heat range, dirty air cleaner, too rich a fuel mixture or excessive idling. Inspect for
overheating, identified by white or light gray spots and with bluish-burnt appearance of
electrodes. This is caused by engine overheating, wrong type of fuel, loose spark plugs, spark
plugs with an incorrect heat range, low fuel pump pressure or incorrect ignition timing. See the
OBD app: not ready for emissions testing after disconnecting the wiring harness. On the
summary page, once it says ready for emissions, the catalyst test will be complete. The test will
be complete when you drive in stop and go traffic conditions. Include 5 different constant cruise
speeds, ranging from mph and over a 10 minute period. Lisle tool: This document covers the
easiest process to the nightmare process. Using a drill adapter will drill out the broken off tool.
The extractor itself threads into the tip of the broken off plug. Make sure you are using the latest
revision of the Lisle tool, you can identify it with the rings around the extraction tool, 1 line, 2
line, and 3 line. Buy the 3 line tool or else you will probably break the tool that is used to fix a
broken plug. The pulse wheel has a total of 35 teeth spaced 10 degrees apart with one empty
space for a missing tooth. The 6. By monitoring the missing tooth, the CKP sensor is also able
to identify piston travel in order to synchronize the ignition system and provide a way of
tracking the angular position of the crankshaft relative to a fixed reference for the CKP sensor
configuration. The PCM also uses the CKP signal to determine if a misfire has occurred by
measuring rapid decelerations between teeth. The CMP sensor identifies when piston number 1
is on its compression stroke. A signal is then sent to the PCM and used for synchronizing the
sequential firing of the fuel injectors. They use the second sensor to identify the position of the
camshaft on bank 2 as an input to the PCM. There are 2 types of CMP sensors: the 3-pin
connector Hall-effect type sensor and the 2-pin connector variable reluctance type sensor. The
electrical resistance of a thermistor decreases as temperature increases, and the resistance
increases as the temperature decreases. The varying resistance affects the voltage drop across
the sensor terminals and provides electrical signals to the PCM corresponding to temperature.
The CHT sensor is installed in the cylinder head and measures the metal temperature. The CHT
sensor can provide complete engine temperature informati
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on and can be used to infer coolant temperature. A cooling system concern such as low
coolant or coolant loss could cause an overheating condition. As a result, damage to major
engine components could occur. Using both the CHT sensor and fail-safe cooling strategy, the
PCM prevents damage by allowing air cooling of the engine and limp home capability. If they
spin and won't hold down anymore aluminum engine block then you can use Helicoil inch fine
thread repair kit Clip on light to see under the hood in the rear of the engine not pictured Air
compressor to blow out the plug well before and after plug removal. This is Ford recommended.
Dialectic or bulb grease store counter bought. Note: These plugs are the Ford recommendation!
If the coil boot seals aren't that great then you can get all kinds of stuff in there between the
spark and the coil boot Plug well: This an empty plug well for coil 6 OTC works well extracted
plug using the OTC socket Spark plug gone bad: pulled bad spark plug.

