Gmc sierra front suspension diagram

There is no denying the fact that shopping for gmc sierra front end diagram is stressful and
anxious where your mind is always overwhelmed with a lot of questions. We share the same
feeling with you because we have ever spent much time in researching and experiencing the
gmc sierra front end diagram by ourselves. Of course, although there are other helpful and
detailed reviews available in the current market, we believe that this gmc sierra front end
diagram review can meet your demand and fulfill a few questions you are now having in mind.
Wonder what type of questions that the review can answer? These can help you conduct the
product research and made your final decision. No matter what way you choose to apply, it is
important to do a proper and careful research before purchasing a gmc sierra front end
diagram. Make sure that you gain knowledge from trusted, reliable and noticeable websites or
any other sources. When you pay a visit to our website and spend time reading the gmc sierra
front end diagram review, you can be assured that such guideline is up-to-date, informed and
detailed. We pride ourselves on the quality of our thorough research! We hope that each gmc
sierra front end diagram review here gives you the real experiences as you own it at hand. While
being confident that you are going to love the list we have given, we also work really hard to
make sure you â€” our dear customers â€” can find the thing you need in seconds. Just leave
what you want to ask here, and we will respond to you with the satisfying answers ASAP. We
conduct the list of top vinyl sliding gate based on the following factors:. Keeping gmc sierra
front end diagram information up-to-date is the highest priority of our mission so that readers
can reach the most updated reviews at all times. We know that you will not contact us for no
reason. We sincerely value all of your kudos, questions, and concerns about the list of gmc
sierra front end diagram review. Be strong to let us know what you want. We are here to listen to
you! You must be logged in to post a comment. Is gmc sierra front end diagram worth spending
the money? Why buying gmc sierra front end diagram? What are the advantages included?
What are the best gmc sierra front end diagram you can take into consideration? What are the
factors to keep in mind before investing gmc sierra front end diagram? Why is it important to
possess a gmc sierra front end diagram in the daily life? The best gmc sierra front end diagram
in What can you find through the vinyl sliding gate review? Related Posts. Leave a Reply Cancel
reply You must be logged in to post a comment. View Product. Chevrolet cars and trucks use
torsion bars where normal coil or leaf springs will not fit. The bars have the added advantage of
being adjustable. The torsion bar suspension has become popular in Chevy's 4WD truck line, in
which the switch to independent front suspension IFS leaves little room for a standard coil
spring. The average backyard mechanic can adjust the torsion bars on a Chevrolet in about 20
minutes. Lift the Chevy with the floor jack, placing the jack head underneath a frame rail and
pumping the lever until the desired wheel is in the air. This relieves the torsion bar of the
weight, and makes it easier to turn the adjustment bolt. Place a jack stand near the jack head on
the same frame rail, for support. Crawl underneath the vehicle and locate the rear torsion bar
mount, attached to the frame. On most Chevrolet models, it is just behind the brake assembly
on the frame rail. By viewing the mount from the bottom, the adjustment bolt is visible, nestled
into the mount's twin supports. Turn the adjustment bolt clockwise with a socket wrench to
increase the spring rate of the torsion bar, and lift the vehicle's suspension. Most Chevrolet and
GMC trucks will use an 18mm socket head. Adding spring rate will also make the suspension
harder on bumps, and firmer around corners. Remove the jack stand and lower the vehicle.
Repeat the procedure on the opposite wheel. Eli Laurens is a ninth-grade physics teacher as
well as a computer programmer and writer. He studied electrical engineering and architecture at
Southern Polytechnic University in Marietta, Ga. Step 1 Lift the Chevy with the floor jack,
placing the jack head underneath a frame rail and pumping the lever until the desired wheel is in
the air. Step 2 Crawl underneath the vehicle and locate the rear torsion bar mount, attached to
the frame. Step 3 Turn the adjustment bolt clockwise with a socket wrench to increase the
spring rate of the torsion bar, and lift the vehicle's suspension. Don't turn the adjustment bolt all
the way in, this is too much spring rate and could damage the suspension. Socket set Floor jack
Jack stand. Use extreme caution when working underneath a lifted vehicle. Note: When
replacing steering components, it is recommended to have a professional alignment performed
afterwards. This ensures proper tracking and even tire wear. Our steering and suspension
components are pre-greased and sealed for long life and do not require the extra maintenance
typically required by greaseable versions. For more information, go to This item is backed by
our limited lifetime warranty. In the event this item should fail due to manufacturing defects
during intended use, we will replace the part free of charge. This warranty covers the cost of the
part only. Created on: Watch this video to learn how to fix loose or sloppy steering. This item
may be interchangeable with parts from other brands with the above part numbers. This
information is provided only for reference and does not guarantee that the item you are
purchasing is identical to parts with part numbers from the brands listed above. To confirm that

this item fits your vehicle, use the above "Check Vehicle Fit" option. Not all parts are the perfect
fit. Enter your Vehicle and we'll confirm fit, or help get you to one that will. Orders ship same
day when ordered by 2pm ET. Need your part faster? Choose expedited shipping at checkout.
Providing you the highest quality, direct fit replacement auto parts enforced to the strictest
product standards. Exceeding customers' expectations every day, our team of passionate auto
enthusiasts are here to help. Thousands of how-to auto repair videos specific to year, make and
model guide you step-by-step through your repair. This part will only fit a vehicle with these
options. Clear vehicle X. Year Make Model. Search by Vehicle. Select your vehicle. Year Make
Model Search. Add to Cart. Loading Delivery Options. Delivery options for:. Estimated Arrival
Cost Finalize your delivery options in checkout. Brand : PSA Frequently bought together.
Vehicle Fit. Lifetime Warranty This item is backed by our limited lifetime warranty. Shipping is
not available to a P. Move your wheel and if there is play in your pitman arm and joint. Unbolt
the four 15 mm bolts. Remove the kid plate and set aside. Unclip and move aside the plastic
shield. Spray the two fittings and the bolt with penetrating oil. Loosen the power steering
coupling bolt. Use a fitting wrench to remove the two fittings and an 11 mm socket and ratchet
and extension to remove the bolt. Have a helper hold the steering wheel for you while you do
this to make it easier. Use a pry bar to move the steering shaft from the steering box. Use a 21
mm bolt to remove the bolt mounting the pitman arm. Use a joint fork and a hammer to separate
the joint. Remove the three bolts securing the steering box and remove the steering box
completely to remove the pitman arm. Put the steering box and pit man arm in an oil pan. Use
an impact wrench or a large breaker bar as well as a pitman arm puller to remove the pitman
arm from the steering arm. Watch video. Check Vehicle Fit. Product Reviews. Got the kit. Got
the kit and it was all there looks like it should be easy to put together. Excellent service. Items
shipped on time were packaged well. Over all very pleasant experience about to place my
second order now. Great parts. Well overall , great quality parts for your buck. Never had a
problem with any delivery always on time. Parts always as described and packaging in tact. Its
easy to navigate through their website and easy to find the specific parts that your looking for.
Thank you 1A auto for a good job. Great Experience. I had a great experience with 1A Auto. I
purchased from them a few weeks ago and have already referred them to many of my friends.
They have also purchased from them. The parts came in on a timely manner. K suspension kit.
Parts are good quality and ready to install had no issues all items where received in great
condition and timely fashion. I was very happy with the speedy delivery of all my parts. The
quality of the parts where great. I did have a wrong part sent , I called and the matter was fixed
in no time they creadit me and the missing part was on my door step the next day. I will always
call A1 first. Great company, great staff and most of all high quality parts at a fair price. Very
Satisfied. This kit included everything that I needed. These parts are high quality. I will continue
to order from here. Everything was an exact fit. Very pleased. Delivery was fast. No issues so
far. Awesome suspension parts! Best price around. Parts were easy to install they did the job
good. Delivery was on time and everything worked great. Blot patterns were perfect with zero
alterations on the lower ball joints. I have many more products I need to replace and look
forward to doing business with 1A Auto in the near future. Everything went together well and
the parts looked as being well made. No problems or squeaks so far!! Fits grate. Every time I
order parts for my truck , they fit like glove. Thanks 1AAuto for fast shipping and grate prices.
High Quality parts. Will use them for all my replacement parts in the future. Thank you guys.
Exactly what I ordered and was shipped fast and a decent price. All the parts were nice and
went on nicely. Overall a great kit and a great price. Everything i needed. Made rebuilding my
front end Affordable and easy. Cheapest kit makes my truck steer like new. Hopefully I can rest
easy the next few years. Everything fits perfect and quality parts definitely order from you guys
again. And recommend to my friends. Great purchase and great price will be ordering from here
again. Will this fit a 98 chevy silverado k 4x4? Branden V. This part is not listed to fit your
vehicle. We may have a part that is listed to fit! Please search our site using your vehicle info
and then choose the appropriate category. All the parts we carry are guaranteed to fit the
vehicle they are listed for. Thank you! Tim K. Adolfo M. With the truck being lifted 6 inches we
cannot guarantee that the parts will have the longevity because of the modification. Corey M. Is
this kit intended for off road use? I got hunting and down unpaved roads as well as trails. Devin
B. This is to replace stock parts it is not a suspension upgrade for off roaring but I take my truck
hunting off road mud riding basically anywhere I feel like taking it I have been very pleased with
it!! These parts are meant to be a direct after market replacement of the original parts and are
not meant for off roading. Andra M. In short their holding up great with no discernible wear
areas. Who is the manufacturer of these parts? Justin N. Peter L. What are all the torque specs?
Jaylee S. These will have the same torque specifications that were on the vehicle originally. If
you are unsure what these are, you can either refer to your repair manual or a local mechanic

should have these as well. Ian P. I have a 95 Silverado z71 is this kit comparable with z71? Zach
H. Yes, according to the information you provided, this part will fit your vehicle. Jessica D. Can
you include pressed in lower ball joints instead of bolt on? Bryan O. This kit is going to come
with everything shown in the images on the listing. Is this kit is intended for the gmc sierra k
4wd with the z71 off road package? David M. Please let us know if you have any other
questions! Emma F. Jeff S. Thank you for your inquiry! We are unable to guarantee the fit or
function of our parts if the vehicle has been modified. Please let us know if you have any further
questions, thank you! I have a 94 chevy k with forged steel lower control arm Will the ball joint
and bushings fit right? Yes, according to the information you provided, this part will fit your
vehicle and you should have no issues with the lower ball joints. Does this kit solve the lousy
turning radius problem. Read it's because of the control arms. These aren't stock.? Michael H.
Hello, We cannot guarantee that this will fix your issue but these are stock parts and meant to
replacement the original equipment. I have a 95 2 Door Tahoe LS 5. Will these parts fit? Mark J.
Will this kit fit a Silverado 4x4? Erv H. This part will not fit your model. We may have a kit that is
listed to fit. Please enter your vehicle's year make and model in the search bar at the top of the
page. This will display parts guaranteed to fit your vehicle. Katie L. Will this kit Silverado 4x4?
This is not the correct part for your vehicle, but we may carry the parts you need. We do not
have the exact kit available for your vehicle but we do have a majority of these pieces. You can
enter your year, make, and model on the website to see the options we have for you. This kit will
not fit your vehicle. Does it come with grease fittings? Christopher J. These parts will not come
with grease fittings. This part will already come as being pregreased and will not include any
other grease fittings. Will this kit fit a 97 2 door Tahoe with 2 wheel drive? This will not work
with the 2WD model. Ken P. This kit is not listed to fit the GMC Sierra. Call Now Customer
service. Guaranteed To Fit Providing you the highest quality, direct fit replacement auto parts
enforced to the strictest product standards. USA Customer Support Exceeding customers'
expectations every day, our team of passionate auto enthusiasts are here to help. Instructional
Video Library Thousands of how-to auto repair videos specific to year, make and model guide
you step-by-step through your repair. Terms of Use Privacy Policy. Narrow Your Results: Select
your year, make, model to find parts that fit Before proceeding, select your Vehicle, to verify this
Part will fit. Year Quick Links. Table of Contents. We reserve the right to make changes in the
product after that time without further notice. Hoist Assembly Hoist Shaft C. One side of the
ratchet has an marking. The other side has DOWN marking. Page 6 Restore Spare or Flat Tire: 1.
Lay the tire the ground at the rear the vehicle. Position the tire that the valve stem is pointed
down and to the rear. Tilt the retainer downward and through the wheel opening. Make sure the
retainer fully seated across the underside of the wheel. Page 7 Table of Contents Introduction
How to Use this Manual This section tells you how to use your manual and includes safety and
vehicle damage warnings and symbols. Section 1 Seats and Restraint Systems This section
tells you how to use your seats and safety belts properly. Page 8 We urge you to review all
these publications carefully. This will help you enjoy safe and trouble-free operation of your
vehicle. When it comes to service, keep in mind that your GMC Truck dealer knows your vehicle
best and is interested in your complete satisfxtion. Your dealer invites you to return for all of
your service needs both during and after the warranty period. This will help you learn about the
features and controls for your vehicle. In the notice area, we tell you about something that can
damage your vehicle. Many times, this damage would not be covered by your warranty, and it
could be costly. Page 16 Notes You can also learn about some things you should not do with air
bags and safety belts. Seats and Seat Controls This section tells you about the seats - how to
adjust them, and fold them up and down. Page 18 vehicle If your manual split bucket, bench, or
full bench seat, you can adjust it with this lever at the front of the seat. Slide the lever at the
front of the seat toward the passenger side to unlock it. Using your body, slide the seat to where
you want it. Page 19 Power Lumbar Adjustment If you have power lumbar adjustment, you can
increase or decrease lumbar support in an area the lower seatback. To increase support, press
and hold the front of the rocker switch. Let go of the switch when the lower seatback reaches
the desired level of support. If you have a Crew Cab, your front seatback is designed not to fold
forward. Access to the rear of the cab is available by using the rear doors. To fold a seatback
forward, pull this lever forward and fold Page 22 To operate the seat, pull forward on the top of
the lever, located at the side of the seatback, and tilt the back forward toward the front of the
vehicle. When you do, the seat bottom will release. Just pull or push the seat forward until it
stops. Page 23 Head Restraints Slide the head restraint up or down so that the top of the
restraint is closest to the top of your ears. This position reduces the chance of a neck injury in a
crash. Rear Folding Seat Extended Cab The extended cab may have a rear folding seat which
can be folded open for more seating space. Page 24 Rear Seat Crew Cab You can adjust the
seat by sliding the lever at the front of the seat toward the seat support to unlock it. Then, slide

the seat to where you want it. Release the lever and try to move the seat with your body, to
make sure the seat is locked into place. It also tells you some things you should not do with
safety belts. Page 26 Safety Belts Work When you in or on anything, you go as fast it goes. Then
stop the vehicle. The rider doesn't stop Page 27 The person keeps going until stopped by
something. In a real vehicle, it could be the. With safety belts, you slow down as the vehicle
does. You get more time to stop. Lap-Shoulder Belt The driver has a lap-shoulder belt. Close
and lock the door. Page 30 The lap part the belt should be worn low and snug on the hips, just
touching the thighs. In a crash, this applies force to the strong pelvic bones. If you slid under it,
the belt would apply force at your abdomen. The belt is buckled in the wrong place. Page 32
What's wrong with this? The belt is over an armrest. The shoulder belt is worn under the arm. It
should be worn over the shoulder at all times. In a crash, your body would move too forward,
which would increase the chance of head and neck injury. The belt is twisted across the body.
To unlatch the belt, just push the button on the buckle. The belt should go back out of the way.
Before you close the door, be sure the belt is out of the way. If you slam the door on it, you can
damage both the belt and your vehicle. Your vehicle may have an air bag for the driver. If it
does, will say Supplemental Inflatable Restraint on the middle part of the steering wheel. Safety
belts help keep you in position for an air bag inflation in a crash. Always wear your safety belt,
even with an air bag, and sit as far back as you can while still maintaining control of your
vehicle. Page 37 Where is the air bag? If something is between an occupant and an air bag, it
could affect the performance of the air bag or worse, it could cause injury. Page 38 impact more
evenly over the occ. Air bags should never be regarded as anything more than a supplement to
safety belts, and then only in moderate to severe frontal or near-frontal collisions. You may
have to replace the air bag module. There are parts of the air bag system in several places
around your vehicle. Page 40 Is there anything I might add to the front o f the vehicle that could
keep the air bag from working properly? If you add things that change your vehicle's frame,
bumper system. When the lap portion of the belt is pulled out all the way, it will lock. If it does,
let it go back all the way and start again. Page 42 Buckle, position and release it the same way
as the lap part of a lap-shoulder belt. Make sure the release button on the buckle is positioned
so you would be able to unbuckle the safety belt quickly if you ever had to. Here's how to wear
one properly. Pick up the latch plate and pull the belt across you. Don't let the belt get twisted.
Push the latch plate into buckle u n t i l clicks. Page 44 The lap part of the belt should be worn
low and snug on the hips. And you'd be less likely to slide under the lap belt. If you slid under
belt would apply force at your abdomen. Page 46 Make sure the release button on the buckle is
positioned so you would be able to unbuckle the safety belt quickly if you ever had to. Page 47
Everyone in a vehicle needs protection! That includes infants and children smaller than adult
size. In fact, the law in every state in the United States and in every Canadian province says
children up to some age must be restrained while in a vehicle. A baby hold baby until a crash.
Page 49 Child Restraints Be sure to follow the instructions for the restraint. You may find these
instructions on the restraint itself or in a booklet. These restraints use the belt system in your
vehicle. See the earlier part about the top strap if the child restraint has one. Page 51 Buckle the
belt. Make sure the release button is positioned so you would be able unbuckle the safety belt
quickly if you ever had to. To tighten the belt, pull up on the shoulder belt while you push down
on the child restraint. You'll using the lap-shoulder belt. Page 53 Pull the rest of the lap belt all
way out of the retractor to set the lock. To tighten the belt. Push and pull the child restraint in
different directions to be sure it is secure. Make the belt as long as possible by tilting the latch
plate and pulling it along the belt. Page 55 4. The child restraint instructions will show you how.
Buckle the belt. Make sure the release button is positioned would be able to unbuckle the safety
belt quickly if you ever had to. Page 56 1. Put the restraint on the seat. Follow the instructions
for th. Secure the child in the child restraint as the instructions say. Page 57 6. To tighten the
belt, feed the lap belt back into the retractor while you push down on the child restraint. Push
and pull the child restraint in different directions to be sure it secure. Page 58 Accident
statistics show that children are safer if they are restrained in the to use the rear seat. But they
need safety belts properly. Here a child is sitting in a seat that has a lap-shoulder belt, but the
shoulder part is behind the child. If the child wears the belt in this way, in a crash the child
might slide under the belt. Look for any other loose or damaged restraint system parts. If you
see anything that might keep a restraint system from doing its job. Page 61 Before replacing
any safety belt, see your dealer for the correct part number. The model year is on your title and
registration. And you can find the model number on the CertificatiodTire label of your vehicle.
Page 62 Notes Page 63 Features and Controls Section learn about the many standard and
optional features on your Here you vehicle, and information on starting, shifting and braking.
Also explained are the instrument panel and the warning systems that tell you if everything and
what to do if you have a problem. Page 64 Your vehicle has one double-sided key for the

ignition and all door locks. If you ever lose your keys, your dealer will be able to assist you with
obtaining new ones. To open the door from the inside. Page 66 Tailgate You can open the
tailgate by lifting up on its handle while pulling the tailgate toward you. To shut the tailgate,
firmly push it away from you into the latch. When you put the tailgate back up, pull it back
toward you, to be sure that latches securely. Page 67 With the tailgate at a slight upward angle,
pull back on the tailgate at the right edge and then move the tailgate to the right, to release the
left edge. Reverse the above procedure to re-install. Make sure the tailgate is secure. Page 68
your There several ways to lock and unlock vehicle: From the inside: lock the door, slide the
lever on your door down. To unlock the door, slide the lever up. Page 69 Leaving Your Vehicle
It' you are leaving the vehicle. Then get out and close the door. Keyless Entry System your
vehicle has this option. Page 70 You can match a transmitter to as many difl:rent vehicles as
you own. Each vehicle can have only two transmitters matched See your dealer to match
transmitters to another vehicle. Ignition Switch Use your key to start your vehicle. The key lets
you turn the ignition switch to five different positions: 2. If it is, then turn the steering wheel left
and right while you turn the key hard. But turn the key only with your hand. Engines start
differently. You will find the VIN at the top left of your instrument panel. This clears the extra
gasoline from the engine. When the engine starts, let go of the key and the accelerator pedal.
Page 76 5. Then turn your key to RUN and wait 20 seconds before you restart your engine. Shift
to only when your vehicle is stopped. This could damage your vehicle. Cold Weather Starting
Diesel Engine The following tips will help you get good starting in cold weather. Page 79 How
long should you keep the coolant heater plugged in? The answer depends on the weather, the
kind of oil you have, and some other things. Follow this chart. They could damage your engine.
There could also be fire, which could cause serious personal injury. Engine Coolant Heater
Option In very cold weather. How long should you keep the coolant heater plugged i n? The
answer depends on the weather, the kind of oil you have. Page 82 Your vehicle has a
brake-transmission shift interlock. Unless your foot is firmly on the brake pedal, your vehicle
could move very rapidly. You could lose control and hit people or objects. You can use it on
very mud. It works like a standard axle most of the time. You may have to replace them, and you
could also damage other parts of your vehicle. Always check to be sure your parking brake is
fully released before you drive. Page 91 I. Hold the brake pedal down with your right foot and set
the parking brake. Move the lever up as far as it will go. Your vehicle could move suddenly if the
shift lever is set. Your vehicle could roll if it isn't. It can cause unconsciousness and death. You
might have exhaust coming in if: Your exhaust system sounds strange or different. Your vehicle
gets rusty underneath. Your vehicle was damaged in a collision. Also, idling in a closed-in place
can let deadly carbon monoxide CO into your vehicle even the fan switch is at the highest
setting. Page 97 The from axle portion of the indicator diagram will light up when you shift into
four-wheel drive. Some delay between shifting and the indicator's lighting is normal. If the
indicator light does not light up, or if the front axle light does not go out after you shift out of
four-wheel drive. Press the window switch marked AUTO for one second to activate the express
down mode. The express down mode can be cancelled at any time by pressing the opposite
side of the switch. Page Horn On air- bag equipped vehicles, press one of the horn buttons each
side of the steering wheel to sound the horn. On vehicles not equipped with an air bag, press
the pad in the center of the steering wheel to sound the horn. Page You can also raise it to the
highest level to give your legs more room when you enter and exit the vehicle. Page To signal a
turn, move the lever all the way up or down. A green arrow on the instrument panel will flash in
the direction of the turn or lane change. Page When the high beams are on. Windshield Wipers
You contro: the windshield wipers by turning the band with the wiper symbol on.. For a single
wiping cycle, turn the band to MIST. Page Heavy snow or can overload your wipers. The
windshield wiper motor is protected from overload by a circuit breaker and a fuse. If the motor
overheats due to heavy snow, etc. Although the circuit is protected from electrical overload,
overload due to heavy snow, etc. Water can cause the solution to freeze and damage your
washer fluid tank and other parts of the washer system. Push in the set button at the end of the
lever and release it. Take your foot off the accelerator pedal. This, of course, shuts off the
Cruise Control. But you don't need to reset it. You'll go right back up to your chosen speed and
stay there. Hold it there until you get up to the speed you want, and then release the switch.
Each time you do this, your vehicle will go about 1 1. When going up steep hills, you may have
to step on the accelerator pedal to maintain your speed. If the steepness of the 15 mph 9. Cruise
Control set speed memory is erased. It goes on whenever the Daytime Running Lamps are on.
When begins to get dark, the DRL indicator light is a reminder to turn on your headlanlps. Page
Dome Lamps The dome lamps will come on when you open the doors. In this position, the dome
lamps w i l l remain on whether the doors are opened or closed. Page Cargo Lamp If you have a
cargo lamp, you can use to light the cargo area your vehicle. Press the top, ribbed part of the

switch to turn the cargo lamp on, and press the bottom of the switch turn off. Page When you
done using the lamp, reel the cord back into the housing by turning the handle. Then, slide the
lamp into the holder. Press PUSH on the lever to hook the lamp into the holder. Mirrors lnside
Mirror Push or pull the tab under the mirror to reduce glare from headlamps behind you Page
Electrochromic Inside Rearview Mirror with Compass Option Your vehicle may have an optional
electrochromic inside rearview mirror. An electrochromic inside rearview mirror, when on,
automatically dims the proper level to minimize glare from lights behind you after dark. The
mirror also includes an eight point compass display in the upper right corner of the mirror face.
Page Compass Variance Under certain circumstances, as during a long distance cross-country
trip, it will be necessary to adjust the compass to compensate for cornpass variance. If not
adjusted to account for compass variance, your compass could give false readings. Page
Ouiside Mirrors Adjust your outside mirrors so you can just see the side of your vehicle, and
have a clear view of objects behind you. Some mirrors can be folded in to enter narrow
doorways. Outside Electric Rearview Mirrors If you have electric mirrors. If you cut too sharply
into the on your right. Check your right lane, you could hit a vehicle inside mirror or glance over
your shoulder before changing lanes. Page Some visors have mirrors with lights. If the mirror
has lights, they will come on when you lift the mirror cover. Pull on the bottom of the ashtray
door to open it. Page NOTICE: cigarette lighter in with your hand while it is heating Holding can
make it overload, damaging the lighter and the heating Just push the lighter all the way in and
let go. To remove the front ashtray, pull on the front of the ashtray insert. Page Glove Box To
open your glove box, move the switch button toward the passenger side and pull the door open.
Above the glove box, two cup depressions are provided in a soft non-removeable tray. You can
use the depressions to hold cups or other containers when the vehicle is not moving. Page
There is also a drawer that slides out at the bottom of the console. Memo Pad Holder Your
vehicle may have a memo holder attached to the front of the console. Use it to hold pads of
paper or similar items. Page lnstrument Panel Cup Holder Your vehicle has a cup holder in the
middle of the instrument panel. To use the cup holder, pull the handle and slide the cup holder
tray open. To close the cup holder, slide it back in the instrument panel. Page Garage Door
Opener Compartment If you have a garage door opener, the front overhead compartment can be
used to conveniently store the opener. To install the garage door opener, first open the
compartment door by pressing the release button forward. Center the garage door opener
activation button over the Page The pegs inside the compartment door are used to make sure
the button on the compartment door will contact the control button on the garage door opener.
Add one peg at a time PUSH button until the on the compartment door operates the garage door
opener, with the compartment Page Sunglasses Compartment To open the center compartment,
press the release button located at the rear of the compartment door. Place your sunglasses in
the compartment door with the lenses facing out. Page Rear Compartment The rear
compartment can be used to store a small item, like a book. To open the rear compartment,
press the release button located at the rear of the compartment door. Other Storage
Compartments Your vehicle includes a number of storage compartments for storage of often
used items Some vehicles have storage areas in the Page Some models have a storage pocket
on each of the front doors. Some vehicles have a storage area behind the seat. Page instrument
Panel 1. Dome Lamp Switch IO. Storage Tray 2. Lamp and Light Controls 1 I. IP Cupholder 3. Air
Vents Ashtray, Auxiliary Outlets 4. Multifunction Lever I 3. Instrument Cluster Your odometer
shows how far your vehicle has been driven, in either miles used in the U. Page Tachometer
Your tachometer displays the engine speed in revolutions per minute rpm. The safety belt light
will also come on and stay on for about 20 seconds, then it will flash for about 55 seconds. Then
the light should go out. This means the system is ready. Page Water in Fuel Light This red light
will come on to warn you if there water in the diesel fuel system. For more information on how
this light works. An orange instrument panel Glow Plugs light shows that the system is
functioning properly and tells you when the engine is ready to be started. Page Charging
System Warning Light The red Charging System Warning light should come on briefly when you
turn on the ignition, before starting the engine, as a check to show you it is working. After the
engine starts, the light should go out. If it stays on or comes on while you are driving, you may
have a problem with your charging system. This could lead to costly repairs not covered by
your warranty. Check Gages Light This orange light will come on briefly when you are starting
the engine. Page your vehicle was first sold, when new, in Canada, you will have this green light
on the instrument panel. It will light whenever the Daytime Running Lamps are on. The gage will
first indicate empty before you are out of fuel. It lakes a little more or less fuel to fill up than the
fuel gage indicated. For example, the gage may have indicated the tank was half full, but
actually took a little more or less than half the tank's capacity to fill the tank. Page Oil Pressure
Gage The oil pressure gage shows the engine o i l pressure i n psi pounds per square inch

when the engine is running. Canadian vehicles indicate pressure in kPa kilopascals. Page
Voltmeter When your engine not running. When the engine is running, the gage shows the
condition of the charging system. You should select a cap or camper with a CHMSL on it or, if
one is not available, have one installed. Page Store the harness in its original position. Be sure
to read about the particular system supplied with your vehicle. Comfort Controls Heater
Controls If your vehicle does not have air conditioning, your heater controls will look like this.
Page The middle knob on the control panel lets you select the relative temperature of the air
flowing into the passenger area of your vehicle. This knob will allow you to adjust the relative
air temperature independently of the function knob setting. Move the knob right toward the red
area for warmer air. Page Before using your vehicle's air conditioning. Using the recirculation
function can also help. See "Recirculation Buttor:" in this section for more information. The
knob on the left side of the heating system control panel controls the fan speed. Page fuel
economy. When using the air conditioner, turn off recirculation after the vehicle reaches a
comfortable interior temperature. Page To turn on the rear window defogger, press the rear
defog button next to the fan control knob. The efogger will shut itself off after several minutes,
so that the glass does not et too hot. Page HI for When you enter a vehicle in cold weather, turn
the blower fan to a few moments before driving off. This helps clear the intake ducts of snow
and moisture. To set the clock: Press and hold HR until the correct hour appears on the display.
Press and hold MIN until the correct minute appears on the display. To display the clock with
the ignition off, press the recall button. Press it to change between the AM and FM bands. FADE
The control ring behind the lower knob adjusts the fronthear speaker balance. Turn to control
the volume. SCAN mode. Pushbuttons The four pushbuttons let you return to favorite stations.
Page counterclockwise to decrease radio frequency. When done, press the knob again to return
it to its stored position. The six pushbuttuns let you return to favorite stations. To Pushbuttons
set the pushbuttons for up to I8 favorite stations 6 AM. Rotate the knob clockwise to adjust
sound to the front speakers and counterclockwise to adjust sound to the rear speakers. Push
the knob back in to the stored position when done. A minimum three-second blank gap is
needed for the player stop at the beginning of the selection. NEXT will appear i n thc display.
REV 4 - To rapidly revcrse the tape. Turn the radio off. Press the 1 and 4 buttons together. Turn
the ignition on. With the time showing in th e display, press th e and 4 buttons together. You are
now ready to enter your secret code. Turn it to control the volume. Release the button when
SCAN appears in the display. The receiver will continue to scan and momentarily stop at each
station until you press the center of the SEEK button again. Inserting a disc partway with the
power off and ignition on will also turn the player on. Insert a disc into the slot, label side up.
You will hear the disc selection play at high speed while you press the REV button. This allows
you to listen and find out when the disc is the desired selection passage. Press HR to make the
first one or two digits agree with your code. Page 7. A minimum three-second blank gap is
needed for the player to stop at the beginning of the selection. Page Be aware that hearing
damage from loud noise almost undetectable until late. Your hearing can adapt to higher
volumes of sound. Sound that it is seems normal can be loud and harmful to your hearing. Take
precautions by adjusting the volume control on your radio to a safe sound level before your
hearing adapts to it. Page display an error and eject the cartridge. This is normal and is the
result of an added feature in the tape player that detects broken tapes. If an e. Page Notes Page
Your Driving and the Road Section Here you'll find information about driving on different kinds
of roads and in varying weather conditions. We've also included many other useful tips on
driving. Defensive Driving The best advice anyone can give about driving is: Drive defensively.
Please start with a very important safety device in your vehicle: Buckle up. Page Rear-end
collisions are about the most preventable of accidents. Yet they are common. Allow enough
following distance. You never know when the vehicle in front of you is going to brake or turn
suddenly. Drunken Driving Death and injury associated with drinking and driving is a national
tragedy. Page According to the American Medical Association, a pound 82 kg person who
drinks three ounce ml bottles of beer in an hour will end up with a BAC of about 0. No The body
takes about an hour to rid speed amount of coffee or number of cold showers will that up. A
person with even a moderate BAC might not be able to react quickly enough to avoid the
collision. That means you can lose control of your vehicle. Braking Braking action involves
perception tinze and reaction time. First, you have to decide to push on the brake pedal. When
you start your vehicle and begin to drive away, you may hear a momentary motor or clicking
noise. This is the ABS system testing itself. Then you suddenly accelerate. Both control
systems steering and acceleration have to do their work where the tires meet the road. Adding
the sudden acceleration can demand too much of those places. You can lose control. Ease up
on the accelerator pedal, steer the vehicle the way you want it to go, and slow down. Page The
fact that such emergency situations are always possible is a good reason a l l to practice

defensive driving at times and wear safety belts properly. Page Passing The driver a vehicle
about to pass another on a two-lane highway waits for just the right moment, accelerates,
moves around the vehicle ahead, then A simple maneuver? Not necessarily! Passing another
vehicle on a two-lane highway is a potentially dangerous move, since the passing vehicle
occupies the same A miscalculation, an error in lane as oncoming traffic for several seconds.
Page Try not to pass more than one vehicle at a time on two-lane roads. Reconsider before
passing the next vehicle. Even though the brake lights are not flashing, it may be slowing down
starting to turn. Off-road driving can be great fun. You or your passengers could be injured.
Keep cargo below the top of the seatbacks. Unsecured cargo on the load floor can be tossed
about when driving over rough terrain. Page Controlling your vehicle is the key to successful
off-road driving. One of the best ways to control your vehicle is to control your speed. Here are
some things to keep in mind. At higher speeds: you approach things faster and you have less
time to scan the terrain for obstacles. Page When you drive over bumps, rocks, or other
obstacles, your wheels can leave the ground. Page Here are some other things to consider as
you approach a hill. Is there constant incline, or does the hill get sharply steeper in places? Is
there good traction on the hillside, or will the surface cause tire slipping? Are there
obstructions on the hill that can block your path boulders, trees, logs or ruts? There could be a
drop-off, embankment, cliff, or even killed. As you another vehicle. You could be seriously
injured near the top of a hill, slow down and stay alert. If this happens, there are some things
you should do, and there are Page Instead, apply the regular brake to stop the vehicle. Then
apply the parking brake. Shift into reverse, release the parking brake, and slowly back straight
down. Never attempt to turn around if you are about to stall when going up a hill. Page you
decide you can go down a hill safely, then try to keep your vehicle headed straight down, and
use a low gear. Descend slowly, keeping your vehicle under control at all times. Page Driving
Across an Incline Sooner or later, an off-road trail will probably go across the incline of a hill. If
this happens, you have to decide whether to try to drive across the incline. Here are some
things to consider: A hill that can be driven straight up or down may be too steep to drive
across. Page Hard packed snow and ice offer the worst tire traction. On wet ice, for example, the
traction is so poor that you will have difficulty accelerating. And if you do get moving, poor
steering and difficult braking can cause you to slide out of control. Page After Off-Road Driving
Remove any brush or debris that has collected on the underbody, chassis or under the hood.
These accumulations can be a fire hazard. After operation in mud or sand, have the brake
linings cleaned and checked. These substances can cause glazing and uneven braking. Check
the body structure, steering, suspension. Page Night Vision No one can see as well at night as
in the daytime. But as we get older these differences increase. A SO-year-old driver may require
at least twice as much light to see the same thing at night as a year-old. What you do in the
daytime can also affect your night vision. Page less traction. The surface may get wet suddenly
when your reflexes are tuned for driving on dry pavement. The heavier the rain, the harder to
see. It can happen if a lot of water is standing on the road. Page Try to use the freeways that rim
and crisscross most large cities. A traffic light is there because the corner is busy enough to
need it. When a light turns green, and just before you start to move, check both ways for
vehicles that have not cleared the intersection or may be running the red light. Page When you
want to leave the freeway, move to the proper lane well in advance. If you miss your exit do not,
under any circumstances, stop and back up. Drive on to the next exit. The exit ramp can be
curved, sometimes quite sharply. The exit speed is usually posted. Page What can you do about
highway hypnosis? First, be aware that it can happen. Then here are some tips: Make sure your
vehicle is well ventilated, with a comfortably cool interior. Keep your eyes moving. Scan the
road ahead and to the sides. Check your mirrors and your instruments frequently. You would
then have poor braking or even none going down a hill. You could crash. Shift down to let your
engine assist your brakes on a steep downhill slope. Page Winter Driving Here are some tips for
winter driving: Have your vehicle in good shape for winter. Be sure your engine coolant mix is
correct. You may want to put winter emergency supplies in your vehicle. Include an ice scraper,
a small brush or broom, a supply of windshield washer fluid, a rag, some winter outer clothing,
a small shovel, a flashlight, a red cloth, and a couple of reflective warning triangles. But wet ice
can be even more trouble because it may offer the least traction of all. You should probably stay
with your vehicle unless you know for sure that you are near help and you can hike through the
snow. Here are some things to do to summon help and keep yourself and your passengers safe:
Turn on your hazard flashers. Page Run your engine only as long as you must. This saves fuel.
When you run the engine, make it go a little faster than just idle. That is, push the accelerator
slightly. This uses less fuel for the heat that you get and it keeps the battery or batteries
charged. When having a PTO installed on your vehicle, make sure that it will not exceed 35
horsepower. Set the parking brake. Hold the clutch pedal down. If the vehicle will remain in the

same place, shift the transmission into the highest gear. The label shows the size of your
original tires and the inflation pressures needed to obtain the gross weight capacity of your
vehicle. If you do, parts on vehicle can break, or it can change the way your vehicle handles.
These could cause you to lose control. Also, overloading can shorten the life of your vehicle.
Page This label will tell you how much of a load your vehicle can carry, and how to spread out
your load the right way. Also, it will help you match the right slide-in camper to your vehicle.
When you carry a slide-in camper, the total cargo load of your vehicle is the weight of the
camper, PLUS everything else added t o the camper after it left the factory; Camper center
gravity 2. Recommended center of gravity location zone. You must weigh any accessories or
other equipment that you add to your vehicle. Page Most vehicles are ready for some trailer
towing. But trailering is different than just driving your vehicle by itself. Trailering means
changes in handling, durability, and fuel economy. Successful, safe trailering takes correct
equipment, and it has to be used properly. Page can ask your dealer for our trailering
information or advice, or you can write us at the address listed in your Warranty and Owner
Assistance Information Booklet. Page Will the trailer brake parts take 3, psi 20 Wa of Ijressure?
If not, the trailer brake system must not be used with your vehicle. Driving with a Trailer Towing
a trailer requires a certain amount of experience. Your vehicle could be damaged. Avoid making
very sharp turns while trailering. Page When towing at high altitude on steep uphill grades,
consider the following: Engine coolant will boil at a lower temperature than at normal altitudes.
If you turn your engine off immediately after towing at high altitude on steep uphill grades, your
vehicle may show signs similar to engine overheating. To avoid this, let the engine run while
parked preferably on level ground with the automatic transmission in PARK Pj or the manual
transmission out of gear and the parking brake applied for a few minutes before turning Apply
your regular brakes and hold the pedal down while you: Start your engine: Shift into a gear; and
Release the parking brake. Let up on the brake pedal. Page Page Problems on the Road Section
do about some problems that can occur on the road. They also let police know you have a
problem. Your front and rear turn signal lamps will flash on and off. Page Push the button at the
top of the steering column all the way down to make your front and rear turn signals flash on
and off. To turn off the flashers, push the button until the first click and release. Page CAUTION:
If your vehicle has air conditioning, the auxiliary electric fan under the hood can start up even
when the engine is not running tools from and can injure you. Keep hands, clothing and away
any underhood electric fan. Page You could be injured if the vehicles roll. Set the parking brake
firmly on each vehicle. Keep your hands away from moving parts once the engines are running.
Connect the red positive cable to the positive terminal of the vehicle with the dead battery. Use
a remote positive terminal if the vehicle has one. Page Good Battery - Heavy Metal Engine Part
Attach the cable at leas1 18 inches 45 cm away from the dead battery, but not near engine parts
that move. The electrical connection is just good there, but the chance of sparks getting back to
the battery is much less. They can provide the right equipment and know how to tow it without
damage. If your vehicle has been changed since was factory-new. This can cause collision,
serious personal injury and vehicle damage. The vehicle should be tightly secured with chains
or steel cables before it is transported. Page Engine Overheating will find a coolant temperature
gage on your vehicle instrument panel. Sometimes the engine can get a little too hot when you:
Climb a long hill on a hot day. Stop after high speed driving. Coolant recovery tank B. Engine
fan s C. Radiator pressure cap CAUTION: If your vehicle has air conditioning, the auxiliary
electric fan under the hood can start up even when the engine is not running and can injure you.
Use the recommended coolant. You can add the proper coolant mix directly to the radiator, but
be sure the cooling system is cool before you do CAUTION: Steam and scalding liquids from a
hot cooling system can blow Page How to Add Coolant to the Radiator You can remove the
radiator pressure cap when the cooling system, including the radiator pressure cap and upper
radiator hose, is no longer hot. Turn the pressure cap slowly to the left until stops. Page 3. Fill
the radiator with the proper mix, up to the base of the filler neck. Then fill the coolant recovery
tank to the COLD mark. Put the cap back on the coolant recovery tank, but leave the radiator
pressure cap off. Page 6. Start the engine and let it run until you can feel the upper radiator
hose getting hot. Watch out for the engine fan s. By this time the coolant level inside the
radiator filler neck may be lower. If the level is lower, add more of the proper mix through the
filler neck until the level reaches the base of the filler neck. Radiator CAUTION: If your vehicle
has air conditioning, the auxiliary electric fan under the hood can start up even when the engine
is not running and can injure you. If you do, you can be burned. If you run the engine, it could
lose all coolant. That could cause an engine fire, and you could be burned. They are under
pressure, and if you turn the coolant surge tank pressure cap even a little they can come out at
high speed. So use the recommended coolant. Coolant contains ethylene glycol and it will burn
if the engine parts are hot enough. Page 2. Then keep turning the cap, but now push down as

you turn it. Remove the pressure cap. After the engine cools, open the air bleed valve on the
thermostat housing. Coolant contains ethylene glycol, and it will burn if the engine parts are hot
enough. Then fill the coolant surg,e tank with the proper mix. With the coolant surge tank
pressure cap off, start the engine and let it run until you can feel the upper radiator hose getting
hot. Page Engine Fan Noise Your vehicle has a clutched engine cooling fan. When the clutch is
engaged, the fan spins faster to provide more air to cool the engine. In most every day driving
conditions the fan is spinning slower and the clutch is not fully engaged. Page Changing a Flat
Tire If a tire goes flat, avoid further tire and wheel damage by driving slowly to a level place.
Turn on your hazard warning flashers. Flat Tire B. Blocked Tire The following steps will tell you
how to use the jack and change a tire. Jack and Tool Storage Box 1. Nut 2. Jack Ratchet 3. Jack
Handle Extension 7. Jack Handle 8. Tool Retainer 4. Nut 5. Ratchet 2. Jack Handle Extension 6.
Jack Handle 3. Wheel Wrench 7. Hoist Assembly 5. Valve Stem, Pointed Down 2. Ratchet 6.
Spare Tire 3. Retainer 4. Hoist Shaft 8. Hoist Cable The spare tire is stowed under the vehicle in
an under-body carrier. The other side has a DOWN marking. Attach the ratchet to the wheel
wrench with DOWN marking facing you. Put the other end of the wheel wrench through the rear
bumper access hole, located at the passenger side edge of the license plate. Page Turn the
ratchet counterclockwise to lower- the spare tire. Keep turning the ratchet until the spare tire
can be pulled o u t from under the vehicle. When the tire been lowered. Page Changing the Tire
Start with the jack, the jack handle and the ratchet. Attach the jack handle and jack handle
extension, if needed to the jack. Page Kemoving Wheel Trim your vehicle has wheel nut caps,
use the wheel wrench and ratchet remove them. Turn the wheel wrench counterclockwise. Then
take off the hub cap. If the wheel also has a trim ring. Page Now, use the ratchet and wheel
wrench to loosen all the wheel nuts. Turn the wheel wrench counterclockwise, with DOWN
facing you, to loosen the wheel nuts. If the flat tire is on the rear of the vehicle, put the jack
handle extension on the jack handle. Page Rear Position Front rosluon UP on the ratchet facing
you, raise the vehicle by rotating the ratchet With and wheel wrench clockwise. Raise the
vehicle far enough off the ground so there is enough room for the spare tire to fit. Remove all
the wheel nuts and take off the flat tire, Page Remove any rust or dirt from the wheel bolts,
mounting surfaces and spare wheel. Place the spare on the wheel mounting surface. If you do,
the nuts might come loose. Your wheel could fall off, causing serious accident. Page Tightening
Sequence Tighten Clockwise Tighten the nuts firmly in a criss-cross sequence as shown.
Rotate the wheel wrench clockwise. This could lead to an accident. In a sudden stop or
collision, loose equipment could strike someone. Store all these in the proper place. Stowing
the Tire Under-Body Carrier Stow the flat tire under the r w r of the vehicle in spare tire carrier.
Page Using the Recovery Hooks Your vehicle be equipped with recovery hooks. The recovery
hooks are provided at the front of your vehicle. You need to use them if you're stuck off-road
and need to be pulled to place where you can continue some driving. Your vehicle could be
damaged and it would not be covered by warranty. This section begins with service and fuel
information, and then it shows how to check important fluid and lubricant levels. There is also
technical information about your vehicle, and a part devoted to its appearance care. Page You
should keep a record with all parts receipts and list the mileage and the date of any service
work you perform. CAUTION: You can be injured if you try to do service work on a vehicle
without knowing enough about it, Be sure you have sufficient knowledge, experience, and the
proper replacement parts and tools before you attempt any Page What about gasoline with
blending materials that contain oxygen oxygenates , such MTBE or alcohol? Ethanol is ethyl or
grain alcohol. And: Diesel fuel that has been mixed with engine oil could damage your engine
and emission controls. Always check with your service station operator to make sure his diesel
fuel has not been mixed with engine oil. Page Canadian Fuels Diesel-powered trucks are now
equipped with emission control systems that. Both low- and higher-sulfur fuels will be available
in Canada. Only low-sulfur diesel fuels are available in the United States. It is important that
diesel-powered trucks are refueled with low-sulfur fuel. FUEL If the light comes on at any other
time, use this chart. The fidter element may need to be changed if this happens. See your dealer
for assistance. To drain water: 1. They can damage your fuel system. You'll need a diesel fuel
biocide to sterilize your fuel system. Your dealer can advise you if you ever need this. It could
start a fire if it gets on hot engine parts. You could be burned. Don't let too much fuel flow valve,
from the air bleed and wipe up any spilled fuel with cloth. Page 4. Lift the element out of the
filter head. If there is any dirt on the element sealing surface of the filter head, clean it off. Line
up the widest slot in the top of the new element with the widest key on then top of the filter
head. Do not use leaded gasoline. With continuous use, spark plugs can get fouled, the exhaust
system can corrode, and your engine oil can deteriorate quickly. Page While refueling, hang the
cap inside the fuel door. To take off the cap, turn slowly to the left counterclockwise. Gasoline
can spray out on you if you open the fuel filler cap too quickly. Then go to the front of the

vehicle and pull up on the secondary hood release, located just to the passenger side of the
center of the grill. Page CAUTION: If your vehicle has air conditioning, the auxiliary engine fan
under the hood can start up and injure you even when the away engine is not running. Keep
hands, clothing and tools from any underhood electric fan. Things that burn can get on hot
engine parts and start These include liquids like gasoline or diesel fuel, oil, coolant, The
removal or rendering inoperative by any person, other than for purposes of maintenance, repair
or replacement, of any device or element of design incorporated into any new vehicle for the
purpose of noise control, prior to its sale or delivery to the ultimate purchaser or while it is in
use; In order get an accurate reading, the oil must be warm and the vehicle must be on level
ground. Turn off the engine and give the oil a few minutes to drain back into the oil pan. But you
must use the right kind. This part explains what kind of oil to use. Failure to use the proper oil
can result in engine damage not covered by your warranty. What to Do with Used Oil Did you
know that used engine oil contains certain elements that may be unhealthy for your skin and
could even cause cancer? Page To Check Engine Oil Pull out the dipstick and clean with a
paper towel or a cloth, then push it back in all the way. Remove again, keeping the tip down.
These may be listed as shown or in reverse order, for example SHKF You should look for this
on the oil container, and use only those oils that display the logo. Page Air Cleaner To avoid the
possibility of un-filtered air being drawn into the engine, make sure the air cleaner cover is o n
straight and the wing nuts are properly tightened. If there is an arrow on the air cleaner cover,
should point to the front of the engine. Page To remove the air cleaner filter on a 6. Remember
to observe the caution about turbocharger blades on the rubber elbow. Then, unhook the cover
retaining clips and push the rear of the cover toward the engine. At high speed for quite a while.
In heavy traffic especially in hot weather. While pulling a trailer. To get the right reading. Page
Then, without shutting off the engine, follow these steps: 1. Flip the handle up and then pull out
the dipstick and wipe it with a clean rag or paper towel. Push it back in all the way, wait three
seconds and then pull it back out again. Add fluid only after checking the transmission fluid
HOT. A COLD check only is used as a reference. If the fluid level is low, add only enough of the
proper fluid to bring the level up to the HOT area for a hot check. Page Then, follow these steps:
1. Remove the filler plug. Check that the lubricant level is up to the bottom of the filler plug hole.
If the fluid level is good, install the plug and be sure it is fully seated. Page When to Check and
What to Use Refer to the Maintenance Schedule to determine how often you should check the
fluid level your clutch master cylinder reservoir and for the proper fluid. Add enough lubricant
to raise the level to the bottom of the filler plug hole. What to Use Refer to the Maintenance
Schedule to determine what kind of lubricant to use. Page If the differential is at operating
temperature warm , add enough lubricant to raise the level to the bottom the filler plug hole. Too
much water in the mix can freeze and crack the engine, radiator, heater core and other parts.
Some conditions. Page To Add Coolant If you need more coolant, add the proper mix at the
coolant recovery tank. CAUTION: a r n i n g the radiator pressure cap when the engine and
radiator are hot can allow steam and scalding liquids to blow out and burn you badly. Never
turn the surge tank pressure cap even a little when the engine and radiator are hot. Page
Radiator Pressure Cap Gasoline Engine The radiator pressure cap must be tightly installed with
the arrows on the cap lined up with the overflow tube on the radiator filler neck. NOTICE: Your
radiator cap is a 15 psi kPa pressure-type cap and must be tightly installed to prevent coolant
loss and possible engine damage from overheating. Be sure the arrows on the cap line up with
the top tube of the coolant surge tank. Failure to use the proper fluid can cause leaks and
damage hoses and seals. Page or remove brake fluid, as necessary, only when work is done on
the brake hydraulic system. The You or fluid will burn if the engine is hot enough. Page Brake
Wear Your vehicle has front disc brakes and rear drum brakes. If you have a C HD model, has
four-wheel disc brakes. Disc brake pads have built-in wear indicators that make a high-pitched
warning sound when the brake pads are worn and new pads are needed. The sound may come
and go or be heard all the time your vehicle is moving except when you are pushing on the
brake pedal firmly. Page Brake Adjustment Every time you make a brake stop, your disc brakes
adjust for wear. If your brake pedal goes down farther than normal, your rear drum brakes may
need adjustment. Adjust them by backing up and firmly applying the brakes a few times. Page
Windshield Wiper Blade Inserts To replace the windshield wiper blade insert, lift the wiper arm
and rotate the blade until it is facing away from the windshield. Unlatch the end of the insert
from the holding clips. Remove the insert and slide a new one in place. Page Battery vehicle has
a Delco Freedom battery. You never have to Every new add water to one of these. Page Unplug
and remove the headlamp. Plug in headlamp and put in place. Install the retainer to the
headlamp and tighten the screws. You others could be injured. Page Composite Headlamps
Remove the two screws the top of the radiator support. Pull the headlamp lens assembly out.
Unplug the electrical connector. TLH-II the bulb to the left and remove 5. Put the new bulb in the

lens assembly and turn it to the right until it is tight. Remove the two screws at the inside edge
of parkinghrn signal lamp assembly. Remove the lamp assembly by swinging it out from the
inside edge and sliding out at the outside edge. Remove the screws and take out the
parkinghum signal lamp assembly. Squeeze the tab on the side of the lamp socket while turning
the socket to the left. Pull the socket out: of the lamp assembly. Remove the screws and pull out
the parkinghum signal lamp assembly. Reach through the opening and turn the side marker
bulb socket to the left and remove it. Pull the bulb straight out of the socket. Remove the screws
and take the fender mark assembly out of the fender. Turn the bulb socket to the left and
remove it from the lens assembly. Page Roof Marker Lamps 1. Remove the screws and lift off
the lens. Put a new bulb into the socket and push it in until it is tight. Replace the lens and
tighten the screws. Page Rear Lamps Pickup Models 1. Open the tailgate. Remove the two rear
lamp assembly screws near the tailgate latch and pull out the lamp assembly. Remove the
screws from the bulb retainer and take it off the lamp assembly. Using your hands, peel the
rubber seal away from the lens. Lift the lens off the lamp assembly. Slide the socket out of the
lamp assembly. Push in gently the bulb, turn the left and remove it from the socket. Use only
unleaded fuel in your vehicle. If you use leaded fuel, you could damage your three-way catalytic
converter and other engine components. Your new vehicle comes with high-quality tires made
by a leading tire manufacturer. These tires are warranted by the tire manufacturers, and their
warranties are delivered with every new vehicle. If your spare tire is a different brand than your
road tires, you will have a tire warranty folder from each of these manufacturers. If your tires
have too much air overinflation , you can get: wear Page The purpose of regular rotation is to
achieve more uniform wear for all tires on the vehicle. The first rotation is the most important. If
your vehicle has single rear wheels, always use one of the correct rotation patterns shown here
when rotating your tires. Page If your vehicle has dual rear wheels and the load range or tread
design for your front tires is different from your rear tires, always use the correct rotation
pattern shown here when rotating your tires. The dual tires are rotated as a pair, and the inside
rear tires become the outside rear tires. You need a new tire if: You can see the indicators at
three or more places around the tire. An overheated tire air suddenly or catch fire. You or others
could be injured. Be sure all tires including the spare, if any are properly inflated. Buying New
Tires To find out what kind and size of tires you need, look at the CertificationRire label. Page
Treadwear is a The treadwear grade comparative rating based the wear rate tire when tested
under controlled conditions on a specified government test course. The relative times as well
performance of tires depends upon the actual conditions of their use, however, and may depart
significantly from the norm due to variations in Page Wheel Alignment and Tire Balance The
wheels on your vehicle were aligned and balanced carefully at the factory to give you the
longest tire life and best overall performance. In most cases, you will not need to have your
wheels aligned again. However, if you notice unusual tire wear or your vehicle pulling one way
or the other, the alignment may need to be reset. Page on a Whenever wheel, wheel bolt or
wheel nut is replaced dual wheel setup, check the wheel nut torque after , 1, and 6, miles , 1 and
10 km of driving. Page Appearance Care Remember, cleaning products can be hazardous. Some
are toxic. Others can burst into flame if you strike a match or get them on a hot part of the
vehicle. Some are dangerous if you breathe their fumes in a closed space. Wipe vinyl leather
with a clean, damp cloth. Your GM dealer has two CM cleaners, a solvent-type spot lifter and a
foam-type powdered cleaner. Some spots and stains will clean off better with just water and
mild soap. If you need to use a solvent: from Gently scrape excess soil the trim material with a
clean, dull knife or scraper. If needed, clean lightly with solvent-type cleaner. Combination
Stains Stains caused by candy, ice cream, mayonnaise, chili sauce and unknown stains can be
removed as follows Page Care of Safety Belts Keep belts clean and dry. If you do, it may
severely weaken them. In a crash they might not be able to provide adequate protection. Clean
safety belts only with mild soap and lukewarm water. Page Cleaning the Outside of Your Vehicle
your vehicle provides beauty, depth of color, gloss The paint finish on retention and durability.
Washing with water is all that is usually needed. However, you may use GM Chrome Polish on
chrome or stainless steel trim, if necessary. Use special care with aluminum trim. Page Finish
Damage Any stone chips, fractures or deep scratches in the finish should be repaired right
away. Bare metal will corrode quickly and may develop into a major repair expense. Minor chips
and scratches can be repaired with touch-up materials available from your dealer or other
service outlets. You can see if you look through the windshield from outside your vehicle. Page
31 I Be sure that this label is not removed from the vehicle. Page Fuses and Circuit Breakers
The wiring circuits in your vehicle are protected from short circuits by a combination of fuses,
circuit breakers, and fusible thermal links in the wiring itself. This greatly reduces the chance of
fires caused by electrical problems. Pull off the cover to access the fuse block. You can remove
fuses with a fuse extractor. The fuse extractor is mounted to the fuse block access door. Page

Engine Identification Gasoline Engines 5. Emissions "Light Duty Emissions with 8, lbs. C ft. OL
5 Quarts 4. Page Air Conditioning Refrigerants Not all air conditioning refrigerants are the same.
If the air conditioning system in your vehicle needs refrigerant, be sure the proper refrigerant is
used. Your vehicle needs these services to retain its safety, dependability and emission control
performance. You may drive very short distances only a few times a week. Or you may drive
long distances all the time in very hot, dusty weather. An Emission Control Sen7ic. Lubricate
the front suspension, king pin bushings, steering linkage, transmission shift linkage. See "Tire
Inspection and Rotation" in the Index for proper rotation pattern and additional information. An
Emission Control Sewice. Lubricate the front suspension, king pin bushings, steering linkage,
transmission shift linkage, transfer case shift linkage, parking brake cable guides, rear driveline
center splines, front axle propshaft splines, brake pedal springs and clutch pedal springs.
Check constant velocity joints and axle seals for leaking. Arz Enzissiorz Control Service.
Lubricate the front suspension, king pin bushings, steering linkage, transmission shift linkage,
transfer case shift linkage. See "Engine Coolant'' in the lndex for what to use. Inspect hoses.
Clean radiator. Pressure test the cooling system and pressure cap. An Emission Control
Service. Page 60, Miles km Change engine oil and filter or every 3 tnonths. Emission Control
Service. Lubricate the front suspension. Footnotes -i- The California Air Resources Board has
determined the Failure to that perform this maintenance item will not nullify the emission
warranty or Lubricate the front suspension, king pin bushings. Page Check readfront axle fluid
level and add fluid as needed. Drain, flush and refill cooling system or every 24 months,
whichever occurs first. Emission Control Senlice. Inspect spark plug wires. Inspect fuel tank,
cap and lines for damage or leaks. Inspect fuel cap gasket for any damage. A n Emission
Conrrol Sen4c. Page Maintenance Schedule I Gasoline Engines Heavy Duty Emissions
Continued Check the air intake system installation to assure that gaskets are properly sealed
and that all hose connections, fasteners and other components are tight. Also check to be sure
that the air cleaner housing is properly seated, the cover fits tightly and the wing nuts are tight.
Inspect air cleaner filter if you are driving in dusty conditions. Also inspect the hoses and
replace them if they are cracked, swollen or deteriorated. Page Maintenance Schedule Gasoline
Engines Heavy Duty Emissions Continued If your engine has a thermostatically controlled
cooling fan, inspect all hoses and ducts for proper hook-up or every 12 months, whichever
occurs first. Be sure the valve works properly. This is a Noise Emission Control Service. Rotate
tires. Lubricate the front suspension, king pin bushings, steering linkage, transmission shift
linkage, transfer case shift linkage, parking brake cable guides, rear driveline center splines,
front axle propshaft splines, brake pedal springs and c1utc. Page Maintenance Schedule I
Gasoline Engines Heavy Duty Emissions Continued If your engine has a thermostatically
controlled cooling fan, inspect all hoses and ducts for proper hook-up or every 12 months,
whichever occurs first. Arz Erzzi. Lubricate the front suspension, king pin bushings, steering
linkage. Emission Control Senice. An Elnissiou Control San? Page Maintenance Schedule
Diesel Engines The services shown in this schedule up to 60, miles km should be performed
after 60, miles km at the same intervals. Footnotes When the vehicle is operated in extreme dust
and dirt conditions off-road , the air cleaner filter may need to be checked as often as every
miles km and replaced as necessary. Page Maintenance Schedule Diesel Engines 5, Miles 8 km
Change engine oil and filter or every 3 months, whichever occurs first. Page Maintenance
Schedule I Diesel Engines 10, Miles 16 km Change engine oil and filter or every 3 months,
whichever occurs first. Page Maintenance Schedule I Diesel Engines km 20, Miles 3 2 Change
engine oil and filter or every 3 months, whichever occurs first. Page Maintenance Schedule I
Diesel Engines 22, Miles km 3 6 Change engine oil and filter or every 3 months, whichever
occurs first. Page Maintenance Schedule Diesel Engines 27, Miles 44 km Change engine oil and
filter or every 3 months, whichever occurs first. Page Maintenance Schedule I Diesel Engines
Continued Drain, flush and refill the cooling system with new coolant or every 24 months,
whichever occurs first. Auz Emissiolz Control Service. Page Maintenance Schedule Diesel
Engines 32, Miles 52 km Change engine oil and filter or every 3 months, whichever occurs first.
Page Maintenance Schedule I Diesel Engines 37, Miles 60 km Change engine oil and filter or
every 3 months, whichever occurs first. Page Maintenance Schedule I Diesel Engines Continued
Check the air intake system installation to assure that gaskets are properly sealed and that all
hose connections, fasteners and other components are tight. Page Maintenance Schedule
Diesel Engines 45, Miles 72 km Change engine oil and filter or every 3 months, whichever
occurs first. Page Maintenance Schedule I Diesel Engines 47, Miles 76 km Change engine oil
and filter or every months, whichever occurs first. Arz Emission Control Service. Uses such as
found in taxi, police or delivery service. Manual transmission fluid doesn't require change. Page
Maintenance Schedule Diesel Engines 52, Miles 84 km Change engine oil and filter or every 3
months, whichever occurs first. Page Maintenance Schedule Diesel Engines 57, Miles 92 km

Change engine oil and filter or every 3 months, whichever occurs first. Page Maintenance
Schedule Diesel Engines Check the exhaust pressure regulator valve for proper operation;
correct any binding. Inspect hoses for cracks, chafing or decay. Replace parts as needed. Arl
Emission Control Service. Check readfront axle fluid level and add fluid as needed. An
Ernissior? Control Senlice. Adjust or replace as required. Applicable only to vehicles sold in the
United States. Check the air intake system installation to assure that gaskets are properly
sealed and that all hose connections, fasteners and other components are tight. See "Tires" in
the Index. Page fan. I f your engine has a thermostatically controlled cooling inspect all hoses
and ducts for propcr hook-up o r every 12 months. Page Maintenance Schedule II Diesel
Engines Continued Check the air intake system installation to assure that gaskets are properly
sealed and that all hose connections, fasteners and other components are tight. Page 50, Miles
80 km Change engine oil and filter or every 3 months, whichever occurs Emissiou Cor1trd first.
Page 60, Miles km Change engine oil and filter or every 3 months, whichever occurs first. Page
Continued Inspect accessory drive serpentine belt for cracks, fraying and wear and check belt
for proper tension. Adjust or replace belt as needed. Inspect shields and underhood insulation
for damage or looseness. Page Part B: Owner Checks and Services Listed below are owner
checks and services which should be performed at the intervals specified to help ensure the
safety, dependability and emission control performance of your vehicle. Be sure any necessary
repairs are completed at once. Whenever any fluids or lubricants are added to your vehicle,
make sure they are the proper ones, as shown in Part D. Page Cassette Deck Clean cassette
deck. Cleaning should be done every 50 hours of tape play. Body Lubrication Lubricate all fuel
doors, body hood and body door hinges, tailgate and tailgate handle pivot points, latches,
locks, and folding seat hardware. It should be parked on a level surface. NOTE: Be ready to
apply the regular brake immediately if the vehicle begins to move. Keeping your foot on the
regular brake, set the parking brake. Page Part C: Periodic Maintenance lnspections Listed
below are inspections and services which should be performed at least twice a year for
instance, each spring and fall. GM Part No. I 90 1 qt. Page Maintenance Record 7 - Page TO 7Page Notes 7- This section also tells you how to obtain service publications and how to report
any safety defects. This section includes information on: The Customer Satisfaction Procedure,
Page Vehicle delivery date and present mileage Nature of concern We encourage you to call the
toll free number listed previously in order to give your inquiry prompt attention. Our experience
has If this mediation is unsuccessful, an informal hearing will be scheduled where eligible
customers may present their case to an impartial third-party arbitrator. Page The Roadside
Assistance services listed above are available to retail and retail lease customers operating
light duty GMC trucks for a period of 36 months or 36, miles. Toll-free telephone numbers for
ordering information United States Page Notes Page To order them, fill out the order form on
the next page and send it to the address below. Anti-Lock Brakes See "Brakes". Cruise Control
Option Page Engine continued Coolant Page Lamps continued Lamp and Bulb Data
DieselEngines Page Child Restraints Page Seats continued Reclining Front Seatbacks Page
Towing ATrailer 4 4 2. Page Wheels Alignment and Tire Balance Print page 1 Print document
pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload
from disk. Upload from URL. Please expect shipping and customer service delays. We
appreciate your patience and continued support. Product Reproduction control arm bushing for
the lower control arm on various GM and various other models. Manufactured in steel clad
rubber to be pressed into place. If your suspension rattles or makes noises when turning View
Product Details. New stock style lower control arms for ? Includes a pair with cross shafts,
bushings, and ball joints installed. These are made from heavy gauge steel and black
powdercoated. These control arms have QA1 now offers front control arm suspension kits
including QA1's Pro Coil System and control arms to upgrade your C10 front suspension.
Product HS This heavy duty front suspension is designed for the Chevy C pickups to improve
handling and ride quality. The tubular controls arms arm made from larger tubing for strength
and durability. Combined with the rear Product K Product CT Front shock relocation kit for
Chevy C10 trucks with lowered suspension. Product TCAB. Product THD. Reproduction of the
original lower control arm designed for use with Chevrolet and GMC truck models with 1 ton
heavy duty suspension. This control arm is manufactured in stamped steel to correct factory
Each control arm bumper is anufactured from durable rubber with the correct Product A Make
your truck disc brake compatible with a set of disc brake spindles. These are the same spindles
sold in OEM kits and upgrade kits. Product A. Cam and Bolt Kit designed to adjust alignment in
front wheels. Fits Left or Right Side. If your suspension rattles or makes noises when turning or
going over bumps, it might be time to think about rebuilding your front suspension. You no
longer have to search for obsolete parts because we carry the parts you New stock style lower
control arms for Chevy and GMC truck models. These control arms have the stock look. Feature

OE Style rubber bushings. Product R. Reproduction upper ball joint for various Chevrolet and
GMC 2-wheel drive truck models. This ball joint installs into the upper control arm with bolts,
washers and nuts that are included. Also included are the main Product T Product HD. Does not
include ball joint or shaft kit. If your suspension rattles or makes noises when turning or going
over bumps, Reproduction of the original control arm shaft kit, precision-engineered, and
rigorously tested to provide a reliable replacement for the original equipment shaft. Direct
replacement fits and functions exactly like the Includes 2 Phantom Series - single adjustable
coilover Includes 2 Phantom Series - single adjustable Includes 2 Phantom Series - single
Reproduction of the original sway bar bushing designed for use with Chevrolet and GM truck
models. Each sway bar bushing is manufactured in quality EPDM hard rubber replicating the
original in appeareance and design Product D These kits include your choice of QA1's proven
single or double adjustable coil-over Product CN Comes with axially assembled retaining ring
and nut and must be pressed-into upper a-arm for installation. Sold individually Reproduction of
the original lower ball joint designed for use on various Chevrolet and GMC truck models. If
your suspension rattles or makes noises when turning or going over bumps, it might be time to
think about Sold individua
2003 chevy venture fuse box diagram
ford crown victoria repair manual pdf free
ford taraus
lly. Fits left Fits left hand Reproduction control arm bushing for the lower control arm on
various GM models. If your suspension rattles or makes noises when turning or going over
Reproduction control arm shaft kit, precision-engineered, and rigorously tested to provide a
reliable replacement for the original equipment shaft. Direct replacement fits and functions
exactly like the original equipment Control arm ball joints take a beating over the years and
often cause "slop" in your front end, creating dangerous driving conditions. If your suspension
rattles or makes noises when turning or going over bumps, it might be Kit contains one nut and
one cotter pin. Applications: Buick: Regal Close Notification. Toll Free 1. Select Year All Years
Select Make All Makes. Select Model All Models. View As: Grid Detail. All Categories
Suspension Front Suspension. Engine Engine Acc. General Information. If you continue to have
problems with this form, please contact us during normal business hours.

