Jl audio 10001 v2

With the addition of an HD-RLC remote level control sold separately , the amplifier's subwoofer
output level or master volume for all channels can be directly controlled from the helm. This
amplifier features white and gray powder-coat finish, a gasketed cover for the controls and
stainless steel hardware for durability in the marine environment. Let's get a little nerdy A
traditional PWM switching amp design uses a fixed switching frequency and varies the pulse
width based solely on the audio input signal to the pulse modulator. This basic approach
assumes some ideal conditions, like a rock-steady power supply, that do not necessarily occur
in a real, in-car installation. Power supply sag with signal causes distortion at all power levels
with these designs, even well below clipping. The cure for this is feedback a corrective signal
sent back to the input side , but this becomes impractical as the audio frequency increases,
making it a good solution for band-limited subwoofer amps, but not for full-range amplifiers.
This pushes the amplifier's bandwidth to at least Hz with minimal distortion and improves
efficiency, while keeping typically bulky circuity more compact. Your subwoofers will reward
you with tight, rock-solid bass performance. In these designs, a self-oscillating modulator with
"feed-forward" sends information about the instantaneous power supply voltage to the
modulator, combining this with the input signal to cancel out any distortion due to supply
voltage fluctuation. This reduces distortion prior to applying feedback, simplifying the overall
feedback loop design. Summary: JL Audio's exclusive Advanced Rollback Protection circuit
monitors the amplifier's thermal condition and adjusts amplifier operation to eliminate annoying
amplifier shut-down events. Detailed Information: Should a JL Audio amplifier equipped with
Advanced Rollback Protection reach an unsafe operating temperature, a special circuit rolls
back peak power output, without changing gain, until the amplifier cools down to a safe
operating temperature. Once the amplifier cools down, the circuit restores full peak power
output and the indicator reverts to its normal state. The operation of Advanced Rollback
Protection is inaudible in most cases, but it ensures that your music keeps on playing, even
under the most demanding conditions. Please hold on to your sales receipt! All warranty
service requires original sales receipt documentation. The warranty only applies to the original
purchaser from an authorized retailer. Note: Products purchased from unauthorized dealers are
not covered under warranty. Product owned by anyone other than the original purchaser from
an authorized JL Audio dealer. The warranty is not transferable and will not apply to products
purchased from unauthorized dealers. Product that has been physically abused run over by a
car or beat with a hammer, for example. Product that has not been installed according to the
instructions in the owner's manual 5. Product damaged cosmetically due to improper handling
or normal wear and tear 7. Product damaged in an accident, due to criminal activity attempted
theft, gunshot damage, etc. Custom finishes or other cosmetic treatments applied to products.
JL Audio will not be responsible for restoring or maintaining any custom finishes 9. Installation
and shipping costs associated with removing, re-installing or shipping the product to JL Audio
for warranty service Ask your dealer for details on warranty limitations. Direct returns from
consumers or non-authorized dealers will be refused unless specifically authorized by JL
AUDIO with a valid return authorization number. Warranty expiration on products returned
without proof of purchase will be determined from the manufacturing date code. Coverage may
be invalidated as this date is previous to purchase date. Return only defective components.
Non-defective items received will be returned freight-collect. Freight damage on returns is not
covered under warranty. Always include proof of purchase sales receipt. The clarity and power
emitted by this system was second to no other boat system on any boat, of any size, we have
ever heard. It was a truly amazing experience. Sign-up today! Stay informed about new products
and promotions. You can update your preferences anytime. Enter your email Subscribe. Search
Search. Your Shopping Cart It appears that your cart is currently empty! Available in stores only
Find a Dealer. General Specifications. Signal Processing. Physical Specifications. The bottom
line is simply great audio: clean, powerful and reliable. Advanced Rollback Protection
Summary: JL Audio's exclusive Advanced Rollback Protection circuit monitors the amplifier's
thermal condition and adjusts amplifier operation to eliminate annoying amplifier shut-down
events. Find a Dealer. Available in stores only. Related Products. View All 12 volt Models. With
the addition of an HD-RLC remote level control sold separately , the amplifier's level can be
directly controlled from the driver's seat. This amplifier features a black powder-coat finish and
a gasketed, brushed aluminum cover for the controls. Let's get a little nerdy A traditional PWM
switching amp design uses a fixed switching frequency and varies the pulse width based solely
on the audio input signal to the pulse modulator. This basic approach assumes some ideal
conditions, like a rock-steady power supply, that do not necessarily occur in a real, in-car
installation. Power supply sag with signal causes distortion at all power levels with these
designs, even well below clipping. The cure for this is feedback a corrective signal sent back to
the input side , but this becomes impractical as the audio frequency increases, making it a good

solution for band-limited subwoofer amps, but not for full-range amplifiers. This pushes the
amplifier's bandwidth to at least Hz with minimal distortion and improves efficiency, while
keeping typically bulky circuity more compact. Your subwoofers will reward you with tight,
rock-solid bass performance. In these designs, a self-oscillating modulator with "feed-forward"
sends information about the instantaneous power supply voltage to the modulator, combining
this with the input signal to cancel out any distortion due to supply voltage fluctuation. This
reduces distortion prior to applying feedback, simplifying the overall feedback loop design.
Summary: JL Audio's exclusive Advanced Rollback Protection circuit monitors the amplifier's
thermal condition and adjusts amplifier operation to eliminate annoying amplifier shut-down
events. Detailed Information: Should a JL Audio amplifier equipped with Advanced Rollback
Protection reach an unsafe operating temperature, a special circuit rolls back peak power
output, without changing gain, until the amplifier cools down to a safe operating temperature.
Once the amplifier cools down, the circuit restores full peak power output and the indicator
reverts to its normal state. The operation of Advanced Rollback Protection is inaudible in most
cases, but it ensures that your music keeps on playing, even under the most demanding
conditions. Summary: An enhanced set of features added to XD and M-Series amplifiers that
bear the "v2" designation make these models more versatile than ever. This technology allows
for the use of conventional RCA cables, while delivering many of the benefits of a true balanced
connection and accepting a wide range of input signal levels. Most audio equipment uses
single-ended, ground-referenced RCA jacks to receive audio signals. This means that the RCA
shield is connected directly to signal ground. This is a simple, cost effective input design that
works well for short runs in noise free environments. In noisier environments, this method
cannot reject the common mode noise that could be on both RCA conductors shield and center
conductor. By having more than one chassis-grounded RCA shield on a device, single-ended
input designs are also more susceptible to ground loops. If noise is present on both conductors
while the shield is connected to ground, the input amplifier will amplify the noise relative to the
grounded RCA shield. When there are multiple RCA connections or any other conductors
subjected to a magnetic field, this will cause a difference in potential across the RCA loop to be
amplified at the grounded RCA as noise a classic ground loop. Because both the center
conductor and the shield see high impedance to ground at the input, a ground loop cannot be
formed, as there is no current flow to induce a voltage as noise. This works equally well with
differential-balanced, or unbalanced signal sources, making this input architecture compatible
with all standard car and marine audio equipment, using standard, unshielded, twisted-pair RCA
cables. No special cables are required, unlike the fully balanced connections used in
professional audio. JL Audio Amplifiers and Electronics are warrantied against defects in
materials and workmanship for Two 2 Years from purchase date. Please hold on to your sales
receipt! All warranty service requires original sales receipt documentation. The warranty only
applies to the original purchaser from an authorized retailer. Note: Products purchased from
unauthorized dealers are not covered under warranty. Product owned by anyone other than the
original purchaser from an authorized JL Audio dealer. The warranty is not transferable and will
not apply to products purchased from unauthorized dealers. Product that has been physically
abused run over by a car or beat with a hammer, for example. Product that has not been
installed according to the instructions in the owner's manual 5. Product damaged cosmetically
due to improper handling or normal wear and tear 7. Product damaged in an accident, due to
criminal activity attempted theft, gunshot damage, etc. Custom finishes or other cosmetic
treatments applied to products. JL Audio will not be responsible for restoring or maintaining
any custom finishes 9. Installation and shipping costs associated with removing, re-installing or
shipping the product to JL Audio for warranty service Ask your dealer for details on warranty
limitations. Direct returns from consumers or non-authorized dealers will be refused unless
specifically authorized by JL AUDIO with a valid return authorization number. Warranty
expiration on products returned without proof of purchase will be determined from the
manufacturing date code. Coverage may be invalidated as this date is previous to purchase
date. Return only defective components. Non-defective items received will be returned
freight-collect. Freight damage on returns is not covered under warranty. Always include proof
of purchase sales receipt. Sign-up today! Stay informed about new products and promotions.
You can update your preferences anytime. Enter your email Subscribe. Search Search. Your
Shopping Cart It appears that your cart is currently empty! Available in stores only Find a
Dealer. General Specifications. Signal Processing. Physical Specifications. The bottom line is
simply great audio: clean, powerful and reliable. Advanced Rollback Protection Summary: JL
Audio's exclusive Advanced Rollback Protection circuit monitors the amplifier's thermal
condition and adjusts amplifier operation to eliminate annoying amplifier shut-down events.
This feature gives the user greater flexibility in installations where the amplifier may be

connected directly to a digital media players such as an iPhone or iPod. Audio signal sensing
from the amplifier's inputs or electrical signal sensing from the amplifier's remote lead
Automatic turn-on means you only have to concern yourself with hitting "play". Whether your
installation needs require connecting higher powered Speaker-Level Inputs or lower powered
Line-Level Inputs, the amplifier will permit either and ensure the high fidelity amplifier output
you've come to expect from JL Audio without the need for messy line-output converters and
other devices. Find a Dealer. Available in stores only. Related Products. View All Car Amplifiers.
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