Pontiac g6 keyless entry not working

I have had this car for six months. And it only had 11, miles on it when I bought it. It has already
had four issues this being one of them, I put about 3, miles on the car when the key fob stopped
working. I opened the fob up and noticed that all three contacts were broken. This seems to be a
big problem with these key fobs. There needs to be something done about this. The problem
with the remotes was when they wouldn't work you could not open you car, if you tried using
the key then the alarm would go off. This problem is on both alarms at different times. This is
my wife's car and she had been complaining the remote keyless entry wouldn't work some of
the time. I thought it needed a new battery so popped it open to change battery and noticed
right away that it had cold solder joints that had finally popped out of the printed circuit board!
One small tab and the large main tab! I decided to look at the spare key fob we have never used
and it was the same way! I had to resolder one leg on that one too! FOB would randomly work.
Hadto replace key remotes. Only ever used one and when it went out tried to use the other one
and it too needed replacing. Could not understand that when one wasnever ever used. If you
have a for-profit service, contact us. Most Common Solutions: solder broken battery contact
inside fob 2 reports had to buy new ones 1 reports not sure 1 reports the retainer for the battery
had to be soldered 1 reports. Find something helpful? Spread the word. Share on Facebook
Retweet this page Email this page. Helpful websites No one has added a helpful site for this G6
problem yet. Be the first! Find a good Pontiac mechanic Read reviews of repair shops in your
area. Enter your zip code: A free service from CarTalk. Send Comment Add Complaint. Not what
you are looking for? Search for something else:. Last Updated: October 8, References. To
create this article, 34 people, some anonymous, worked to edit and improve it over time. This
article has been viewed , times. Learn more If you have lost your keys, or have just bought a
new car, you will need to program a new keyless remote. If your car is a GM post model, you
should contact your nearest car care professional. After , most GM models have already synced
transmitters that come with the car when you buy it. Once you determine which category your
car fits in, programming a keyless remote becomes a very easy process, only involving a few
quick steps. Set aside a few minutes of your time, and you will never have to use an
old-fashioned key again! To program a GM keyless remote from before , sit inside the vehicle
while holding the key, and close all of the vehicle doors. Insert the ignition key into the ignition
lock cylinder, but do not turn on the ignition. Release the door unlock switch, then
simultaneously press and hold the lock and unlock button on the keyless remote for 15
seconds. Turn the ignition switch ON again to exit the keyless entry transmitter mode. Keep
reading to learn how to program a remote for a vehicle made after ! Did this summary help you?
Yes No. We've been helping billions of people around the world continue to learn, adapt, grow,
and thrive for over a decade. Every dollar contributed enables us to keep providing high-quality
how-to help to people like you. Please consider supporting our work with a contribution to
wikiHow. Log in Social login does not work in incognito and private browsers. Please log in with
your username or email to continue. No account yet? Create an account. Edit this Article. We
use cookies to make wikiHow great. By using our site, you agree to our cookie policy. Cookie
Settings. Learn why people trust wikiHow. Download Article Explore this Article methods. Tips
and Warnings. Related Articles. Article Summary. Method 1 of Get inside of your vehicle. It is
necessary for you to be near both the inside locks and the ignition. Make sure you are sitting
comfortably in your seat, and that the keyless remote is close enough to the steering wheel and
locks. Close all the vehicle doors. Make sure that each door is shut tightly, otherwise the vehicle
will not sync correctly. If you can, give each door handle a yank from the inside to make sure
that they are closed as tight as they can be. Insert the ignition key into the ignition lock cylinder.
However, do not turn ignition switch yet. This will screw up the cycle you will have to start over.
Press and hold the driver door unlock switch. This is the switch on the door, not the remote. Do
not let up on the lock, otherwise it will mess up the process and force you to restart. Only turn
the key as far as it will go before the ignition actually starts the engine. You do not want to start
your car. Every time you turn the key to the ON position, a light on the dashboard should
appear, and then go away when you turn the key to the OFF position. Do this step quickly.
Release the door unlock switch. The doors will lock and unlock one time to confirm the program
mode is activated. If the door only locks, or only unlocks, you will have to start the process over
again. Simultaneously press and hold the lock button and the unlock button on the keyless
remote for fifteen seconds. The doors will lock and unlock as you are holding down both
buttons to confirm the programming of that transmitter. Do not wait to do this step. Repeat the
previous step to program up to four transmitters. Once more, do not wait very long in between
transmitters. Otherwise you will lose the sync with your car and have to start the process all
over again. Turn the ignition switch to the ON one more click forward position in order to exit
the keyless entry transmitter mode. Operate the transmitter functions in order to verify correct
system operation. Step out of your car, and go as far as 20 feet. Test the locking mechanism on

the transmitter. If it works from that distance, step back another 20 feet 40 feet in total and try it
from there. If you are noticing it not working, you may have to restart the sync cycle over again.
It may also indicate the battery is low. Method 2 of Common places to look are in your driver's
manual which comes with the car. You can ask your car care professional. There should also be
a Vehicle Information button on your dashboard with a picture of a car, marked with the letter
"I". If your car has a VIC, use the following steps. Get in your car. Sit down comfortably in the
driver's seat, and make sure that all of the doors are closed. Tug on each of the handles from
inside to make sure they are all closed tight. Make sure that your transmitter is close to the
steering wheel and lock buttons. Start your car. Put your key in the ignition and turn it all the
way clockwise until you hear the engine come on. Make sure that the gear shift is set to park. If
the display still does not appear, contact your nearest GM car care professional. Press and hold
the Lock and Unlock buttons at the same time. Do this for at least fifteen seconds. You should
hear a noise that sounds like a chime. This means that your transmitter has been successfully
synced. If that does not happen, it is likely the sync is off, in which case you will have to restart
the process. Repeat the previous step for each transmitter, up to four. Do this in rapid
succession. If you wait too long, it is likely that your car will go out of sync, and you will have to
restart the process for whichever transmitters you have left over. Exit programming mode by
turning off the vehicle and removing the key. This can result in dangerous circumstances where
your locks do not work. If you forget, or take too long to take your key out, start the whole
process over again for your own safety and convenience. Test your transmitters. Get out of
your car and close the driver's door. Step away from the car about 20 feet. If they work from this
distance, step back to a further distance and try your transmitter from there. If the transmitter
works at 20 feet but does not work at, say, 40 feet, the transmitter may not have a strong
enough signal to travel that far, or that the transmitter's batteries are low. Method 3 of A
common place to find this information is in your driver's manual which comes with the car.
There should also be a button on your dashboard with a picture of a car, marked with the letter
"I". If your car does not have a VIC, use the following steps. Sit comfortably in the driver's seat,
and make sure that your transmitter is close enough to the steering wheel and internal locks.
Pull on the internal handles of each door to make sure that they are closed tightly. Turn your
key to the "Accessory Power" position. When you put the key into the ignition, do not turn it all
the way clockwise. Instead, turn it to the position right before when the ignition would start.
Press and hold the odometer stem for three seconds. This is located in front of the driver's seat,
behind the steering wheel. Do this until the display board reads "Relearn Remote Key. You can
always pull your key out and start again. You will hear a noise that sounds like a chime. If you
do not hear this chime, that means that the sync is off. You will have to repeat the previous
steps in order to successfully sync your transmitter. Program additional transmitters, up to
four. Do this in rapid succession, otherwise your car will go out of sync. If this happens, make
sure that you begin the process over again, otherwise you will not successfully sync your
transmitters. Turn your key to the left and remove it. If you do not do this step right afterwards,
it could throw the sync of the car off. If you forget to take the key out, or take it out a while
afterwards, it is best to repeat the previous steps over again. Step out of your car and shut the
driver's door. If the locks seem to work, go back even further and test it again. If the locks do
not appear to work, it is best to restart the process for your own safety. If you have tried and
tried again, and nothing seems to work, contact your nearest car care professional. Method 4 of
Put the key in the ignition and turn to start but don't turn on the engine. Short pins 8 and 4 on
the ODB1 port makes the doors lock and unlock. The data port is located under the steering
column below the dash. Press and hold the lock button on the remote until the car locks to
program it. No, probably not. Try this: Honk twice when the car is off. Start the car. Honk three
times holding it for 3 seconds each time. Press the hazards light button twice while pressing on
the "unlock" button of the remote. And you're all set! Not Helpful 28 Helpful Not Helpful 3
Helpful 3. You don't, because you do not have the tools to do so. Not Helpful 2 Helpful 2. Not
Helpful 8 Helpful 4. You can take it into any dealer: for a small fee, they will do it for you. Not
Helpful 9 Helpful 3. Not Helpful 7 Helpful 0. Unanswered Questions. Should I buy a programmer
and plug it in under the dash and do it that way for a keyless remote? How do I program my
Pontiac keyless remote? Do I need to pull fuses or jump wires? How do I reprogram the key fob
on my vehicle that doesn't have VIC? What do I do if I don't have a spare ignition key? How do I
program my new keyless entry remote for my vehicle? Include your email address to get a
message when this question is answered. On some models, the first keyless entry programmed
will set to Driver One, and the second to Driver Two. Helpful 6 Not Helpful 3. Make sure when
you are holding the keyless transmitter, it is in front of you, pointing towards your car. Helpful 4
Not Helpful 4. If the button does not work the first time, press it a few more times. Occasionally
the signal can be interfered with temporarily. Helpful 0 Not Helpful 0. While the above steps are

general rules, sometimes there are overlapping methods which carry over into different years. If
you think this might be the case, check the owner's manual, or contact your nearest car care
professional. Some models may require security system or other fuses to be removed. Helpful
46 Not Helpful Check the locks before you go out on a l
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ong ride. You do not want to be stuck in the middle of no where without a properly programmed
transmitter. Continuously check the battery of your transmitter. Sometimes the battery can lose
its charge, and in which case you will likely have to buy a new one. Related wikiHows How to.
How to. Co-authors: Updated: October 8, Categories: Car Electronics. Article Summary X To
program a GM keyless remote from before , sit inside the vehicle while holding the key, and
close all of the vehicle doors. Thanks to all authors for creating a page that has been read ,
times. Did this article help you? Cookies make wikiHow better. By continuing to use our site,
you agree to our cookie policy. About This Article. Related Articles How to. By signing up you
are agreeing to receive emails according to our privacy policy. Follow Us. Get all the best
how-tos! X Help us do more We've been helping billions of people around the world continue to
learn, adapt, grow, and thrive for over a decade. Let's do this!

