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charts Page 2 EAU Page 3 Yamaha has met these standards without reducing the performance
or economy of operation of the motorcycle. To maintain these high standards, it is important
that you and your Yamaha dealer pay close attention to the Page 4: Important Manual
Information This manual should be considered a permanent part of this motorcycle and should
remain with it even if the motorcycle is subsequently sold. Yamaha continually seeks
advancements in product design and quality. Therefore, while this manual contains the most
current product information available at the time of printing, there may be minor discrepancies
between your motorcycle and this manual. Any reprinting or unauthorized use without the
written permission of Yamaha Motor Corporation, U. Page 9 Modifications made to this
motorcycle changing lanes. Make sure that single most critical factor in the preven- not
approved by Yamaha, or the re- other motorists can see you. Page 10 kg lb U49 this motorcycle.
Since Yamaha cannot lightweight as possible and test all other accessories that may be should
be kept to a minimum. Fuse box page 4. Main fuse box page 5. Shock absorber assembly spring
preload adjusting ring page 7. Fuel tank cap page 2. Battery page 3. Coolant reservoir page 4.
Main switch page 6. Radiator cap page 7. Radiator page 8. Clutch lever page 2. Left handlebar
switches page 3. Speedometer unit page 4. Right handlebar switches page 5. Brake lever page
6. Throttle grip page 7. Tachometer page 8. The various main 2. Page Speedometer Unit Yamaha
dealer check the electri- tripmeter. The speedometer shows 3. Push the start switch. If the warncal circuit. Tachometer 1. Coolant temperature gauge 1. Tachometer red zone 2. Coolant
temperature gauge red zone 2. Clutch lever 1. Shift pedal 1. Brake lever The clutch lever is
located at the left The shift pedal is located on the left The brake lever is located at the right
handlebar grip. Insert the key into the lock, and 1. The The brake pedal is on the right side of
lock will be released and the fuel 1. Page Fuel EWA as well as to the exhaust system. WARNING
Do not overfill the fuel tank, oth- Your Yamaha engine has been de- erwise it may overflow when
the signed to use regular unleaded gaso- fuel warms up and expands. Gasohol containing
methanol is not recom- mended by Yamaha because it can cause damage to the fuel system or
ve- hicle performance problems. Steering lock 1. Open the steering lock cover, and then insert
the key. To remove the rider seat 2. Release the rider seat backrest by counterclockwise so that
it moves pushing the levers on the left and out, and then release it. Place the rider seat in the
original EAU EAU Helmet holder Adjusting the front fork position, and then tighten the bolts
This front fork is equipped with air and screws. Securely install the air valve caps. To increase
the spring rate and thereby harden the suspension, in- crease the air pressure with an air pump
or compressed air. To de Spring preload adjusting ring Minimum soft : 1. Shock absorber
assembly To increase the spring preload and Standard: Both shock absorber assemblies are
thereby harden the suspension, turn equipped with a spring preload adjust- the adjusting ring
on each shock ab- Maximum hard Damping force: Always have a Yamaha dealer Minimum soft :
service the shock absorbers. For 1. Damping force adjusting knob proper handling read and
under- 2. Raise the sidestand or heard when the main switch is lower it with your foot while
holding the turned on, ask a Yamaha dealer to vehicle upright. NOTE: The built-in sidestand
switch is part of the ignition circuit cut-off system, which cuts the ignition in certain situations.
Page Ignition Circuit Cut-Off System Periodically check the operation of the ignition circuit
cut-off system according to the following procedure. If a malfunction is noted, have a Yamaha
dealer check the sys- tem before riding. Page 32 5. Does the engine start? The neutral switch
may be defective. The motorcycle should not be ridden until checked by a Yamaha dealer. With
the engine still running: 6. Move the sidestand up. Keep the clutch lever pulled. Vital
components can start to deteriorate quickly and unexpectedly, even if the vehicle remains
unused for example, as a result of exposure to the elements. Any damage, fluid leakage or loss
of tire air pressure could have serious consequences. Check operation. If soft or spongy, have

Yamaha dealer bleed hydraulic system. Check lever free play. Adjust if necessary. Front brake
Check brake pads for wear. Page 35 Check hydraulic system for leakage. Make sure that
operation is smooth. Check cable free play. Throttle grip , If necessary, have Yamaha dealer
adjust cable free play and lubricate cable and grip housing. Control cables Lubricate if
necessary. Page Starting A Warm Engine choke turned on, then about 2. EAU Shifting with the
engine off, and do not 5. Shift the transmission into second tow the motorcycle for long disgear. Make sure not to shift the tances. See page Page 42 NOTE: If you do not have the tools or
experi- ence required for a particular job, have a Yamaha dealer perform it for you. For
California only Replace if necessary. Page 47 Lubricate the throttle grip hous- ing and cable.
NOTE: From mi km or 36 months, repeat the maintenance intervals starting from mi km or 12
months. Push down on the rear of the cowl- EAU Removing and installing the ing until it locks
in place. Remove the key from the lock. Page Checking The Spark Plugs 1. Spark plug cap
problems yourself. Instead, have a 2. Remove the spark plug as shown, Yamaha dealer check
the vehicle. Check each spark plug for elec Install the spark plug with the spark plug wrench,
and then tight- Specified spark plug: en it to the specified torque. The engine oil should be
between the cartridge 3. Remove the engine oil filler cap minimum and maximum level marks.
Page 52 Make sure that the O-ring is properly An oil filter wrench is available at a not being
replaced. Yamaha dealer. Remove the oil filter cartridge with 6. Install the new oil filter cartridge
5. Apply a thin coat of engine oil to an oil filter wrench. Torque wrench check the vehicle. In
order to prevent clutch slip- page since the engine oil also Page Final Gear Oil If any 3. Install
the final gear oil drain bolt, NOTE: leakage is found, have a Yamaha deal- and then tighten it to
the specified The oil level should be at the brim of the er check and repair the vehicle. Page
Coolant 1. Minimum level mark coolant, have a Yamaha dealer The coolant level must be
checked check the antifreeze content of 4. If the coolant is at or below the If the engine
overheats, see page for further instructions. EAU To change the coolant 1. Place the vehicle on
the center- stand and let the engine cool if necessary. Page 57 1. Rubber coolant drain plug If
water has been added to the into the radiator until it is full. After the coolant is completely check
the antifreeze content of drained, thoroughly flush the cool Start the engine, and then check
maintenance and lubrication chart. If Clean the air filter element more fre- coolant is leaking,
have a Yamaha quently if you are riding in unusually dealer check the cooling system. Page
Carburetors 7. Install the cowling. Therefore, all carburetor adjustments should be left to a
Yamaha dealer, who has the necessary profes- sional knowledge and experience. Throttle cable
free play The throttle cable free play should mea- sure 3. Page Valve Clearance Rear: kPa 33 psi
2. Page 61 The front and rear tires should that the total weight of the cargo, rid- tact a Yamaha
dealer immediately and be of the same make and de- er, passenger, and accessories have the
tire replaced. Therefore, it is ad- damage is found, have a Yamaha visable before doing dealer
replace the wheel. Do not 1. Page Accessories And Replacement Parts If there is air in the
hydraulic herent stability of the original system, have a Yamaha dealer bleed design. Genuine
Yamaha Parts and the system before operating the motor- Accessories are designed and testcycle. Page Adjusting The Brake Lever Free Play A soft or spongy feeling in the brake lever can
indicate the presence of air in the hydraulic system. If there is air in the hy- draulic system, have
a Yamaha dealer bleed the system before 1. Locknut operating the motorcycle. Air in 1. Panel B
brake pads as a set. Al- Have a Yamaha dealer change the brake fluid, otherwise the rubber
ways clean spilled fluid Recommended lubricant: Lithium-soap-based grease all-pur- pose
grease Page Lubricating The Rear Suspension If any damage is found or the front Check the
inner tubes for scratches, fork does not operate smoothly, damage and excessive oil leakage.
To check the operation 1. Place the vehicle on a level sur- face and hold it in an upright position. Page Checking The Steering 2. Hold the lower ends of the front fork legs and try to move
them for- ward and backward. If any free play can be felt, have a Yamaha dealer check or repair
the steering. Check the electrolyte level in the battery. NOTE: The electrolyte should be between
the minimum and maximum level marks. EYES: Flush with water for 15 minutes and seek
prompt medical attention. Batteries produce explosive hy- drogen gas. Therefore, keep sparks,
flames, cigarettes, etc. After installation, make sure that EAU Replacing the fuses the battery
leads are properly con- The main fuse box is located under the nected to the battery terminals
and rider seat. Page Replacing The Headlight Bulb 4. If the fuse immediately blows again, have a
Yamaha dealer check the electrical system. Install the headlight unit by install- 4. Place a new
headlight bulb into po- ing the screws. Have a Yamaha dealer adjust the bulb holder. Securely
support the motorcy- cle so that there is no danger of 1. Speedometer cable it falling over. It is
advisable to have a Yamaha dealer service the wheel. Take the motorcycle off the centerSecurely support the motorcy- stand so that the front wheel is on cle so that there is no danger
of 2. Pull the wheel to the right to sepa- rate it from the final gear case, and then remove it. Page
Troubleshooting However, should your motorcycle 6. Take the motorcycle off the center-

require any repair, take it to a Yamaha stand so that the rear wheel is on dealer, whose skilled
technicians have the ground. Page Troubleshooting Charts Remove the spark plugs and check
the electrodes. The engine does not start. Have a Yamaha dealer check the vehicle. Check the
battery. Battery The engine turns over The battery is good. Page 81 Start the engine. If the
engine overheats again, have a The coolant level Yamaha dealer check and repair the cooling
system. NOTE: If coolant is not available, tap water can be temporarily used instead, provided
that it is changed to the recommended coolant as soon as possible. Always rinse the dirt and
de- movers or inhibitors, brake flu- While the open design of a motorcycle greaser off with
water. Remove dirt with warm water, a mild EWA 2. After drying the motorcycle, apply
WARNING detergent, and a soft, clean sponge, a corrosion protection spray on all Make sure
that there is no oil or and then rinse thoroughly with clean metal, including chrome- and nick
Drain the carburetor float cham- Consult a Yamaha dealer for advice on bers by loosening the
drain bolts; what products to use. Short-term this will prevent fuel deposits from Always store
your motorcycle in a cool, building up. To prevent damage or injury from NOTE: sparking, make
sure to ground the Make any necessary repairs before Page Consumer Information Record the
key identification number, vehicle identification number and mod- el label informa
john deere wiring diagram
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www thumpertalk com
tion in the spaces pro- vided below for assistance when ordering spare parts from a Yamaha
dealer or for reference in case the vehi- cle is stolen. Page 90 1. Model label The model label is
affixed under cowl- ing A. Record the infor- mation on this label in the space provided. This
information will be need- ed when ordering spare parts from a Yamaha dealer. If NHTSA
receives similar complaints, it may open an investigation, and if it finds that a safety defect
exists in a group of vehicles, it may order a recall and remedy campaign. The chart below is
printed only as a reminder that maintenance work is required. Page Yamaha Motor Corporation,
U. Page Yamaha Extended Service Y. This excellent Y. So visit your authorized Yamaha dealer
to get all the facts. Page 98 Yamaha Limited Warranty expires. This manual is also suitable for:
Vmx12c Vmax. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL.

